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IBM 1130 Computing System Users Guide 


This manual, covering a wide range of subjects that are of interest 
to 1130 customer personnel, is designed for insertion in a workbook 
along with user-generated materials. It deals with the steps to be 
considered in any successful installation program: preinstallation 
planning, documenting current applications, design of new applica- 
tions, conversion, program development, testing, and program 
documentation. 

Additional topics discussed include the 1130 system, the 1130 
Monitor, Job Management, Disk Management, Core Management, 

File Organization, Disk Data Storage, FORTRAN and the Commer- 
cial Subroutine Package, Sorting and System Evaluation - Performance. 

It is suggested that the User's Guide be placed in a binder and 
that dividers be inserted before the various sections. The resulting 
workbook becomes the single major source of installation guidance 
when you include your own data processing policies, standards, and 
control forms. 



IBM 1130 Computing System 


First Rep rint 

This first reprint contains a few minor changes to the original edition, but does not in any 
way obsolete the original edition. 

Copies of this and other IBM publications can be obtained through IBM branch 
offices. Address comments concerning the contents of this publication to: 

IBM, Technical Publications Department, 112 East Post Road, White Plains, N.Y. 10601 
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READER'S GUIDE 


INTRODUCTION 

This section is intended as a guide to help you get 
the most out of this manual. Because of the magni- 
tude of the manual and the differing needs of various 
readers, such a guide, or "roadmap", is particu- 
larly important. 

For purposes of the guide, readers will be 
divided into three groups : 

1. Top management, who want an overview of 
the system . 

2. Data processing management, who have 
direct responsibility for the installation and man- 
agement of the 1130 System. 

3. Programmers and systems analysts, who will 
actually set up the system, determine the methods 
to be used, and/or code the programs. 

Groups 2 and 3 are subdivided into those con- 
cerned with "pure" scientific applications, and 
those working in a commercial or mixed scientific- 
commercial atmosphere. 

Figure 01, 1 shows a general outline of the man- 
ual and suggests which sections should be read by 
each group. However, the top manager who wants 
a more detailed view of the 1130 will find much of 
the data processing management material to be 
relevant; the data processing manager may want to 
read more than Figure 01.1 indicates; etc. 

The effectiveness of this Guide depends entirely 
on the responsible manager in your installation. 

The Guide contains possible paths to a successful 
installation. Since the installation of data process- 
ing equipment is a disciplined venture that involves 
decisions concerning the selection of the best paths, 
your management's responsibility is clearly delin- 
eated. This responsibility began with the creation 
of realistic objectives. Control is exercised through 
timely reviews in which progress is related to 
checkpoints and corrective action is undertaken. 

A WORD TO TOP MANAGEMENT 

Within the last several years , your company may 
have increased its plant capacity to meet growing 
needs . Before this new resource became fully 
operational, though, many things had to be done. 
Management was chosen, an organization chart 
drawn up, a plan for startup formulated, a date 
j)icked for the start of production, etc. 

Just recently you may have added a new product 
or service. The introduction of this product or 


service involved many considerations. Its need was 
studied, its function determined, an announcement 
date selected, etc. 

In both cases, management: 

• Defined its objectives 

• Made a plan 

• Established checkpoints 

• Assigned responsibilities 

Timely reviews determined whether your plans 
were being followed, your objectives met, etc. On 
the basis of these reviews, modifications and adjust- 
ments were made to ensure that the operation was a 
success. 

Now you are adding another resource to your 
organization — an IBM 1130 Computing System. As 
before, there are many things that you, as manage- 
ment, must do if your 1130 installation is to meet 
its planned objectives. 

Should the installation of a new data processing 
system be any less subject to management control 
than a new plant, or a new product? The answer is 
no . Data processing capability is a resource , just 
like the new plant or new product. In fact, a data 
processing system is a unique type of resource; it is 
one that extends management's ability to control 
other resources . 

Your 1130 system may be used to maintain a per- 
sonnel skills inventory or to schedule plant opera- 
tions. It may be assigned to keep a close watch on 
cash flow or to determine reorder points for your 
inventory. In each case, data processing is a re- 
source being used to control other resources. 

In this light, the IBM 1130 Computing System that 
you are about to install should take on an added impor- 
tance. Objectives, checkpoints, and the mechanics 
for review should be established for this resource, 
just as for any other resource available to you. 

The 1130 Computing System, through its stored- 
program power and random access disk capability, 
embodies a new technology. The maximum value 
will be derived from this technology only if the sys- 
tem is oriented toward your objectives and its in- 
stallation is closely monitored to see that those 
objectives are achieved. It is through this type of 
involvement that the philosophies and policies of a 
manager can be manifested. 

The 1130 User's Guide has been designed with 
these thoughts in mind. First, it deals with all the 
considerations that lead to a successful installation. 
Second, it is so organized as to lend itself to the 
control and review process. The cornerstone of 
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this organization is an Installation Activity Schedule, 
which highlights all the events leading to a success- 
ful installation. This is fully described in Section 05. 

This Guide should become a working document in 
your organization. Although the experience and 
specific needs of each organization vary consider- 
ably, all the events apply to some extent in every 
installation. 

A WOKD TO DATA PROCESSING MANAGEMENT 

In addition to the comments directed toward top 
management, several thoughts apply here. 

You are the men in the middle — between top 
management and the programmer/analyst. For this 
reason the sections checked for your attention are 
those concerned with how to do things the "right" 
way; how to avoid potential pitfalls; how to get the 
most out of your 1130 system; etc. 

A WORD TO THE PROGRAMMER/ANALYST 

As Figure 01.1 shows, this manual is directed pri- 
marily toward you; you should read its entire con- 
tents. This is especially true for those of you who 
are working in a commercial, or mixed, environ- 
ment. 

However, the distinction between a commercial, 
or mixed, environment and a "pure" scientific 
environment is very tenuous. More and more, 
users who once considered themselves "pure" 
scientific find their applications taking on aspects 
of the traditional commercial job — large data files 
are developed, input and output formats become 
more critical, alphabetic codes and data are en- 
countered . 

Actually, the subjects checked for the "pure" 
scientific reader represent a bare minimum. Any- 
one who is or expects to be in a mixed environment 
should read the entire manual. 

SUMMARY OF THE USER'S GUIDE 

The Installation Phase 

The following listing of the material in this Guide 
reflects the major grouping of installation events 
and should provide an indication of the Guide's com- 
prehensive nature. Comments have been added to 
each listed item to relate the manner in which that 
subject matter may be used. 

• Preinstallation Planning — provides a proven 
method of scheduling and reviewing installation 
activities, specifically tailored to the 1130 user. 


and illustrates the points where management review 
is most essential. 

• Documenting Current Applications — concerns 
the control and techniques that can be applied to the 
documentation of existing procedures . Distinction 

is made between manual operations and those already 
mechanized. 

• Some Preliminary Questions and Answers 
Regarding Data Storage — considers the pros and 
cons of using either cards or disk for data storage. 
Also considers protecting your data — why and how 
it should be protected. 

• 1130 Application Design — includes card and 
form design, record layouts, and flowcharts. The 
elements of application design are made clear 
through "live" illustrations, which are used through- 
out. This section also aids in the selection of the 
right job-oriented programming language and thus 
contributes to the effectiveness of the whole installa- 
tion effort. 

• Program Development — devotes itself to con- 
verting designs for 1130 applications into tested, 
debugged machine programs. The application dis- 
cussed throughout the Guide is provided to serve as 
a teaching aid and time saver for the programmer. 
Programming hints and aids are also provided. 

• Testing Effectively — shows the methods an 
installation should use in testing individual programs 
and complete systems. 

• Program Documentation — shows how a good 
set of working documents, which a computer instal- 
lation must develop, can be created during the 
development phases. 

• Conversion — outlines the procedures required 
to perform the cutover from your present system to 
the 1130. 

The Operations Phase 

This portion of the Guide contains several sections 
of interest to users who have completed the installa- 
tion phase; 

• 1130 Computing System — contains a compre- 
hensive description of the 1130 System and a brief 
description of each component. 

• 1130 Disk Monitor System — discusses the 
1130 Monitor in general and leads into the more 
detailed material of the next three sections . 

• Job Management — covers those features of 
the Monitor that help you manage the job, or unit of 
work. 

• Disk Management — describes the layout of 
disk storage, how you may use it, and how to get 
the most out of it. 
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• Core Storage Management — outlines the 
facilities the Monitor gives you to manage core 
storage with the LOCAL, SOCAL and LINK overlay 
systems. 

• FORTRAN — General and Commercial — 
covers many aspects of FORTRAN that are of inter- 
est to all users, but with special emphasis on the 
needs of commercial programmers. Use of the 
Commercial Subroutine Package, arithmetic consid- 
erations, and core-saving tips are among the major 
topics covered. 

• Sorting with Your 1130 — describes the sort- 
ing process and some alternate approaches. 


• Use of the Disk for Data Storage — describes 
the way data is situated on the disk, and stresses 
efficiency. 

• Disk Data Files — Organization and Process- 
ing — continues the previous topic, discussing the 
various file organization techniques and how the 
processing sequence affects the choice of organi- 
ation. 

• Improving Your System — Performance — 
covers performance and how it is affected by (1) the 
Monitor, (2) the programmer, and (3) the 1130 
itself. Three case studies are presented to illus- 
trate various approaches to improving through- 
put rates and run times . 
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INTRODUCTION 

Now that your 1130 computing system is on order, 
what should you do next? When the 1130 computing 
system was proposed, mention was made that it 
could perform both scientific and commercial jobs. 
Some typical commercial jobs that may have been 
considered at that time are: 

• Payroll (used as an example later in the 
manual) and labor distribution 

• Accounts receivable 

• Accounts payable 

• Sales analysis 

• Inventory control 

Planning the use of the 1130 for specific applica- 
tions such as the above leads to other questions that 


need answers. How will the personnel for your 
installation be selected? When will your applica- 
tions be implemented on the 1130? How will this 
job of implementation be carried to completion? In 
other words, you need a plan to carry out the in- 
stallation of this new system. 

In answer to the first question, selection of 
personnel, your IBM representative can supply you 
with the Programmer's Aptitude Test, which will 
help you with some of the selection. (It may be that 
you will find these people in your company, but you 
may also find it necessary to hire someone outside.) 

The second and third questions, when will the 
implementation be done and how, may be answered 
by your general (installation) plan, which is dis- 
cussed next. 
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GENEEAL PLANNING 

The General Installation Plan is made up of two 
items: the Activity List (Figure 05.1) and the 
Activity Time Estimates (Figure 05.2) 

Your Activity List contains the major areas of 
concentration. It answers the questions "who" and 
"what". Your Activity Time Estimates answers 
the question "when". However, you still do not 
have enough detail. 

Before going into more detail, go back and be 
sure the two lists are fully understood. 

The Activity List contains the major installation 
activities you need to complete a successful instal- 
lation. The first two areas. Installation Organiza- 
tion and Document Current Processes, although not 
end products, are most important. They are the 
foundation of your installation. The remaining 
items on the list are: 

• Application Design 

• Operations Planning 

• Physical Planning 

• Conversion and Applications Complete 

• Evaluation 

These will go smoothly if you ensure that the 
first two areas are complete. 

Your Activity Time Estimates makes this point 
clear; notice that the early parts of your installation 
efforts, as mentioned previously, must all have 
start dates. If your foundation is firm and on 
sehedule, the later installation activities will also 
be smooth and on schedule. 

The later installation activities require more 
detail. You may find these items helpful in planning 
applications other than those listed. 


GENERAL INSTALLATION PLAN 
ACTIVITY LIST 

Installation Organization 
Select personnel: 

Management 

Programmers 

Operators 

Education 

Train management 
Train programmers 
Train operators 

Document Current Processes 
Document current: 

Payroll and labor distribution procedures 
Accounts receivable procedures 
Accounts payable procedures 
Sales analysis procedures 
Inventory control procedures 

Determine 1130 documentation standards 
Schedule application development and conversion 
Management review 

Application Design 

Application development: 

Payroll and labor distribution 
Accounts receivable 
Accounts payable 
Sales analysis 
I nventory control 

Convert: 

Payroll files 

Accounts receivable files 
Accounts payable files 
Inventory files 
Operation Planning 

Establish operating schedules and procedures 

Physical Planning 

Physical layout 
Management review 
Order cables 
Physical alterations 

System Delivered 

Conversion and Applications Complete 
Entire Systems Evaluation 


Figure 05. 1. 




APPLICATION DEVELOPMENT PLAN 
ACTIVITY TIME ESTIMATES 
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Finish 
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APPLICATION AND CONVERSION PLANNING 

Figure 05. 3 is the Activity List for your Applica- 
tion Development Plan. This corresponds to the 
Activity List for your General Installation Plan. 
Similarly, Figure 05.4 is the Activity Time Esti- 
mates for your Application Development Plan. 

The Application Development Plan is, in general, 
composed of three items: 

1. Analysis 

a. Review of present system 

b. Designing reports and card layouts 

c . Flowcharting 

2. Evaluation 

a. Establishment of controls 


b. Management review 

3. Programming of the application 
The most important steps in this process are, 
once more, the earliest: Analysis and Evaluation. 
If these items are complete, that is, if the indiv- 
iduals and groups involved agree with what you 
propose, the remainder of the installation effort 
will be relatively free from serious problems. 

Figures 05.5 and 05.6 are, respectively, the 
Activity List and Activity Time Estimates for the 
Conversion Plan. 

Notice that the discussion of the Application 
Development Plan so far has not included program- 
ming. The question, how will the programming be 
carried to completion, will be discussed next. 




APPLICATION DEVELOPMENT PLAN 
ACTIVITY LIST 


For each application: 


Review present system 
Design reports and card layouts 


Establish controls 
Management review 
'Program development 


'Further detail 



Payroll and Labor 
Distribution 

Review present system 
Design reports and 
card layouts 
Flowchart 
Establish controls 
Management review 
'Program development 
Accounts Receivable 
Review present system 
Design reports and 
card layouts 
Flowchart 
Establish controls 
Management review 
'Program development 
Accounts Payable 

Review present system 
Design reports and 
card layouts 
Flowchart 
Establish controls 
Management review 
'Program development 
Sales Analysis 

Review present system 
Design reports and 
card layouts 
Flowchart 
Establish controls 
Management review 
'Program development 
I nventory Control 

Review present system 
Design reports and 
card layouts 
Flowchart 
Establish controls 
Management review 
'Program development 

' Further detail (Figure 05.8) 



Figure 05.4, 
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CONVERSION PLAN 
ACTIVITY LIST 

For each application (where applicable): 

Develop conversion procedures 
Train conversion personnel 
Convert files 
Parallel or pilot run 
Train other departments 


Figure 05. 5 




CONVERSION PLAN 







ACTIVITY TIME ESTIMATES 







"Must” 

Original Schedule 

Revised 

Revised 


Duration 

Start (S) or 
Finish (F) 

Dates 

Dates # 1 

Dates # 2 


in 







Activity 

Weeks 

Date 

Start 

Finish 

Start 

Finish 

Start 

Finish 

Develop data preparation and 
card punching procedures 

Develop conversion control 

1.0 








plans and procedures 

1.0 








Train conversion personnel 

Convert payroll and labor 

2.0 








distribution files 

2.0 








Convert accounts receivable 









files 

4.0 








Convert accounts payable files 

4.0 








Convert inventory files 

T rain other departments -- 

6.0 








all applications 

Parallel runs -- payroll and 

4.0 








labor distribution 

4.0 








Parallel runs -- accounts 









receivable 

4.0 








Parallel runs-- accounts 
payable 

Parallel runs -- inventory 

4.0 








control 

2.0 








TOTAL CONVERSION 

10.0 

(F) -4/8/68 









Figure 05, 6 
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PROGRAMMING PLANNING 

The Activity List and Activity Time Estimates for 
the Program Development Plan (Figures 05.7 and 
05.8 respectively) complete the planning. 

This is the detailed level of planning on which 
your installation depends. For this reason you must 
have control over the progress of these activities. 
The Progress Charts for Program Development 
(Figure 05.9) will provide the necessary control. 
Used in conjimction with the Activity Time Esti- 
mates for the Program Development Plan, these 
charts show you, at all times, the progress of 
your installation effort. You can determine whether 
it is ahead of schedule, on schedule, or behind 
schedule and requiring action. 


PROGRAM DEVELOPMENT PLAN 
ACTIVITY LIST 

For each application; 

Define program 

Flowchart 

Code 

Desk -check and list 
Prepare test data 
Test 

Production test 

Complete program documentation 


Figure 05.7. 






'Only one start and finish date should be supplied for each program being developed. 


Figure 05. 8 (Sheet 1 of 5). 




































Define PAY 08 (Payroll) 

Flowchart PAY 08 

Code PAY 08 

Desk-check, list PAY 08 

Test data PAY 08 

Test PAY 08 

Product test PAY 08 

Complete documentation PAY 08 


Define PLD 01 (Labor Dist.) 

Flowchart PLD 01 

Code PLD 01 

Desk-check, list PLD 01 

Test data PLD 01 

Test PLD 01 

Production test PLD 01 

Complete documentation PLD 01 


Define PLD 02 (Labor Dist.) 

Flowchart PLD 02 

Code PLD 02 

Desk-check, list PLD 02 

Test data PLD 02 

Test PLD 02 

Production test PLD 02 

Complete documentation PLD 02 
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PROGRAM DEVELOPMENT PLAN 
ACTIVITY TIME ESTIMATES 


‘'Must"' 
Stant (S) or 
Finish (F) 
Date 


Original Schedule 
Dates* 


Revised 
Oates # I* 


Revised 
Dates # 2 ' 


Define AR 01 (Accts Rec) 

Flowchart AR 01 

Code AR 01 

Desk-check, list AR 01 

Test data AR 01 

Test AR 01 

Production test AR 01 

Complete documentation AR 01 


Define AR 02 (Accts Rec) 

Flowchart AR 02 

Code AR 02 

Desk-check, list AR 02 

Test data AR 02 

Test AR 02 

Production test AR 02 

Complete documentation AR 02 


Define AR 03 (Accts Rec) 

Flowchart AR 03 

Code AR 03 

Desk-check, list AR 03 

Test data AR 03 

Test AR 03 

Production test AR 03 

Complete documentation AR 03 


Define AR 04 (Accts Rec) 

Flowchart AR 04 

Code AR 04 

Desk-check, list AR 04 

Test data AR 04 

Test AR 04 

Production test AR 04 

Complete documentation AR 04 


"Only one start and finish date should be supplied for each program being developed. 


Figure 05, 8 (Sheet 2 of 5). 

































"Only one start and finish date should be supplied for each program being developed. 


Figure 05.8 (Sheet 3 of 5), 
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PROGRAM DEVELOPMENT PLAN 
ACTIVITY TIME ESTIMATES 


"Must" 
Start (S) or 
Finish (F) 
Date 


Original Schedule 
Dates* 


Revised 
Dates » 1* 


Revised 
Dates # 2* 


Define AP 06 (Accts Pay.) 

Flowchart AP 06 

Code AP 06 

Desk-check, list AP 06 

Test data AP 06 

Test AP 06 

Production test AP 06 

Complete documentation AP 06 


Define AP 07 (Accts Pay.) 
Flowchart AP 07 
Code AP 07 
Desk-check, list AP 07 
Test data AP 07 
Test AP 07 

Production test AP 07 
Complete documentation AP 07 


Define INV 01 (Inventory) 

Flowchart INV 01 

Code INV 01 

Desk-check, list INV 01 

Test data INV 01 

Test INV 01 

Production test INV 01 

Complete documentation INV 01 


Define INV 02 (Inventory) 

Flowchart INV 02 

Code INV 02 

Desk-check, list INV 02 

Test data INV 02 

Test INV 02 

Production test INV 02 

Complete documentation INV 02 


Define INV 03 (Inventory) 

Flowchart INV 03 

Code INV 03 

Desk-check, list INV 03 

Test data INV 03 

Test INV 03 

Production test INV 03 

Complete documentation INV 03 


Define INV 04 (Inventory) 

Flowchart INV 04 

Code INV 04 

Desk-check, list INV 04 

Test data INV 04 

Test INV 04 

Production test INV 04 

Complete documentation INV 04 


Define INV 05 (Inventory) 

Flowchart INV 05 

Code INV 05 

Desk-check, list INV 05 

Test data INV 05 

Test INV 05 

Production test INV 05 

Complete documentation INV 05 


•Only one start and finish date should be supplied for each program being developed. 


Figure 05. 8 (Sheet 4 of 5) 


































*Only one start and finish date should be supplied for each program being developed. 

Figure 05.8 (Sheet 5 of 5). 



Start 11/20 
Finish 2/3 


PERCENTAGE COMPLETED 

I Start 12/4 


Activity 

PAY 

01 

PAY 

02 

PAY 

03 

PAY 

04 

Define program 

100 

100 

100 

50 

Document logic 

100 

100 

100 

50 

Code 

100 

70 

40 


Desk-check 

100 




Prepare test data 

100 

100 



Test 

100 




Production test 





Complete documentation 

90 

20 

20 

20 

All activities above 

85 

49 

33 

15 


All 

Applications 

Start: 



Figure 05. 9. Program development -- progress chart 
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Section 10: DOCUMENTING CURRENT 
APPLICATIONS 

CONTENTS 


Intr 9 duction 10,01.00 

Documentation of Manual Systems 10,10.00 

Documentation of Punched Card 

Systems 10.20.00 

Accounting Controls 10.30.00 

Survey Questionnaires 10.40.00 

Billing 10.40.10 

Accounts Receivable 10.40.20 

Sales Analysis 10.40.30 

Inventory 10.40.40 


Accounts Payable 10.40.50 

Payroll 10.40.60 

Manual System Documentation 

Example - Payroll 10.50.00 

Introduction 10.50.01 

Job Description 10. 50. 10 

Survey Form 10. 50. 20 

Sample Documents 10.50.30 

Systems Flowchart of Weekly 

Procedure 10.50.40 
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INTRODUCTION 

Since the cornerstone of your installation effort, 
planning, is now complete, the time to begin docu- 
menting is at hand. 

If you were going to remodel a building, it would 
be very important to have the plans of the structure 
on which you would be working. You could, of 
course, do the job without the plans, but much time 
would be wasted in trial and error as you proceeded. 

The same situation exists when you are convert- 
ing an application to the 1130. Proper documenta- 
tion of the present system will guide you rapidly and 
efficiently into the new solution. Rather than 
spending your time "rediscovering” the old proce- 
dures, you can spend it in improving them. 

Depending on whether you are converting from a 


manual system or a punched card system, one of the 
following two subsections will help you plan this 
phase of your preinstallation effort: 

Documentation of Manual 
Systems (10. 10. 00) 

Documentation of Punched 
Card Systems (10. 20. 00) 

These introductory subsections are followed by a 
discussion of the ways in which your current ac- 
counting controls can be documented (10. 30. 00). 
Questionnaires used for documenting manual sys- 
tems are then illustrated (10.40.00). 

A payroll example, which is used also in later 
sections, is introduced in 10. 50. 00. This consists 
of: 

Job description 
Survey forms 
Sample documents 
Systems flowchart 





DOCUMENTATION OF MANUAL SYSTEMS 

Follow these steps if you currently do not use 
punched card equipment, or if you are planning to 
put additional applications on the computer that are 
not now mechanized: 

1. Ask questions about details of the job as it is 
being done now. 

2. Record the procedure by means of a flow - 
chart. 

3. Gather samples of all the documents being 
used. 

Survey Notes. A set of questionnaires 
(10.40.00) is included that assists in surveying the 
most common data processing procedures: billing, 
accounts receivable, sales analysis, inventory, 
accounts payable, and payroll. No questionnaire 
can cover all the details of, for instance, all billing 
procedures, but a start can be made that will lead 
you to discover and analyze the unique elements 
that have to be accounted for in your own system. 
Before starting your survey with a questionnaire, 
review the questions and determine which ones you 
already know the answers to, those you want to 
check out, and those you know are not applicable to 
your company. Then add questions of your own. 

Where none of these survey questionnaires are 
applicable, record on plain paper the important 
elements of the system, answering the questions 
"who", "what", "when", "why", and "how". Notice 
the amount of detail called for by the questionnaires, 
and get down to that level in your own surveys. 

You will often find that the people most familiar 
with the details of the job do not see the forest for 
the trees, or — to use a more precise metaphor — 
they think they have been looking only at elms when 
some of the trees have been maples. Wherever 
possible, count the files yourself (rough counts are 
usually adequate) , look at the completed (not the 
blank) documents, and talk to the man who actually 
does the work, rather than taking someone else's 
word for what he does. 

Flowcharts . As an understanding of the proce- 
dure is developed, you should draw flowcharts in 
which input/output documents are represented by 
one kind of block, processing or handling steps by 
another, and the flow of work by arrows, as shown 
in Figure 10.1. 

Other symbols can be used for certain variations 
of the basic symbols; these are discussed in 
greater detail in the IBM manual Flowcharting 
Techniques (C20 - 8152) and illustrated in the man- 
ual examples in this section. 


Sample Documents . Samples of each document 
used in the procedure should be gathered. Where 
possible, filled-in documents should be picked up, 
as well as blank documents on which the people 
closest to the work have made notes explaining how 
the documents are completed. 

In other words, you should have at least two 
samples of each document in the system: 

1. A blank document. This should have the 
following information written on it: 

a. The volume of these documents produced 
each day, week, or month — both maxi- 
mum and average. 

b. Who produces them. 

c. Where they come from, and where they 
go, copy by copy. 

d. For each different kind of information, or 
"field", all possible varieties of infor- 
mation that can be entered. State how 
long the field must or can be, and whether 


Symbols Example 



Figure 10.1. 








each individual "position” or character in 
the field is strictly numeric, is some- 
times alphabetic, may be blank, may con- 
tain special characters $. , ’*()=+-&/, 
or has any other restrictions on it. 

e. For each field, whether the information 
in it has limits. For instance, a weekly 
salary field could go up to $999. 99 and 
still consist of only five digits, but you 
may want to pull out all of those that go 
above $500. OO for special handling. 

f. For each field, its origin. If it has been 
calculated, show the formula. If it came 
from another document, state which one, 
and whether it has been altered in the 
process. Beware of fields that have the 
same name but are slightly different, 
such as date of receipt, date of entry, 
date of transcription, date of processing. 

2. At least one filled-in document. The filling - 
in should be done by the man who normally per- 


forms the job, and he or you should annotate the 
reasons for and restrictions on each step of his 
work. Make sure that all possible ways of filling in 
the document have been illustrated. 

Summary . When the documentation of manual 
systems has been completed, you should have at 
hand: 

1. Flowcharts 

2 . Sample documents 

3. Survey notes, including: 

a. Complete lists of codes 

b. Current standards 

c. Procedure descriptions, where the flow- 
chart is not self-explanatory 

d. Reasons for current methods 

e. Accounting control procedures 

f. Any other facts they may influence or 
cause restrictions on the way an applica- 
tion may be designed. 

All these survey notes should be cross-refer- 
enced to the flowcharts and sample documents. 
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DOCUMENTATION OF PUNCHED CARD SYSTEMS 

Follow these steps in documenting your present 
punched card applications: 

1. Make a list of all your control panels. 

2. Arrange the list by job step within applica- 
tion. For instance, a payroll application, like the 
one in 10. 50. 00, might consist of panels to perform 
the balancing of current earnings cards to time 
cards, matching current deductions cards to earn- 
ings cards, preparing the deduction register, and 
all the remaining job steps. 

3. Obtain copies of all the reports that have 
been run using these panels. 

4. Collect your current spacing charts and card 
layouts and make a checklist of them. Use your 
list of control panels to make sure that you have 
gathered spacing charts and card layouts for all 
the operations. If not, put them on your checklist, 
and either find them or get them made up. 

5. Check your spacing charts against the cur- 
rently run copies of your reports, and bring your 
spacing charts up to date. Mark them on your 
checklist as they are updated. 

6. Check your card layouts against your proce- 
dures as you run them. This will allow you to up- 
date both the card layouts and the written procedures 
to conform with your current actual practice. Mark 
the card layouts on your checklist as they are up- 
dated. 

7. Obtain a current schedule of jobs. Use your 
list of control panels to verify the schedule. 

Having finished these steps, you should have 
current and accurate copies of spacing charts and 
card layouts. If you do not, your 1130 application 
design and program development will suffer, and 
you will be forced to retrace your steps to get up- 


dated facts. The surveys (in 10.40.00) will either 
verify the accuracy of your documentation or in- 
dicate discrepancies that need to be checked further. 

Next, since you have all the information at hand, 
you can develop the following items: 

1. Updated flowcharts of your applications 

2. Job descriptions 

3. Calculation descriptions and formulas 

These items, if prepared thoroughly (and this is 

a very important "if), can serve as the basis for 
your entire 1130 application design effort. 

Summary. The important thing in documenting 
any procedure is that all the information be made 
available to the programmer in concise, easily 
understood form. 

You will find that these documenting methods 
will be very useful in analyzing all the procedures 
in your business. By pinpointing bottlenecks, areas 
of duplication, etc. , they can provide a means of 
improving those procedures that you do not plan to 
convert immediately to the new system. 

Once a program has been completed for an appli- 
cation, the documentation will become a permanent 
record of the procedure. It can be used, for 
example, as: 

1. A source of information for implementing 
future changes. 

2. An education device for familiarizing new 
operators and management personnel with the pro- 
cedures. 

3. A source of information for your auditors, 
who must be familiar with your procedures. 

Start documenting your present applications now. 
Once the application is documented, programmed, 
and operating on your new system, keep the docu- 
mentation up to date. It will contribute toward an 
efficient and productive data processing installation. 
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ACCOUNTING CONTROLS 

Understanding your present controls will help you 
design practical and effective controls for your new 
system. 

Control procedures can be documented in two 
places: 


1. On your flowcharts, where, for instance, 
control tapes are balanced to accounting machine 
totals. 

2. With the survey questionnaires or informal 
narratives. 

For a discussion of various kinds of accounting 
controls that may appear in your system, refer to 
section 20. 10. 00. 




Section 

Subsections 

Page 

10 

40 

10 

01 


SURVEY QUESTIONNAIRES 
Survey Questionnaire - Billing 
PROCEDURES 

1. Bill before shipment or after? 

2. Reasons 

3. Is completion billing used? 

4. Optimum time from order to shipment 

5. Are shipments from stock? What percent? 

(a) Buy outside % 

(b) Manufacture? Drop Ship? 

6. Do you send confirmation of order to customer? When? 

7. Sold-to and ship-to information required on invoices? % of invoices? 
TERMS 

1. Standard by customer, variable by customer, or other 

2. Do salesmen have protected customers? 

3. Pricing flexible - changed to meet competition in field? 

4. How many must be acknowledged? 

5. Cash sales - volume and how handled? 

ITEM QUANTITIES 

1. Whole numbers, fractions, or decimals? 

2. Will you print quantity ordered, quantity shipped, back ordered? 

3. Largest quantity sold (include decimals) 

4. Unit of issue 
PRICES 

1. Standard, volume determines, customer class, variable? How many prices 

2. Percent of billing lines with variable pricing daily 










Billing Questionnaire (cont’d) 

3. Variable pricing authorized by? 

4. Per CM, dz, gross, bd ft, other? 

5. Largest unit price 

6. Fractional prices 
DISCOUNTS 

1. Line item only? Variable or standard? 

2. What governs discounts to customers? 

(a) Customer 

(b) Type of merchandise 

(c) Quantity of merchandise 

(d) Salesman's quoted price 

(e) Total of invoice 

(f) Combination of above 

(g) Other 

3. Group discounts 

4. Discounts on total invoice? 

(a) Standard by customer 

(b) Variable 

5. Should discount amount print on invoice? 

6. Chain discounts ? 

(a) Line items 

(b) Groups 

(c) Invoice totals 

7. Chain discount examples 

8. Terms or cash discount. Should it be calculated? 
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Billing Questionnaire (cont’d) 

COSTING 

1. Standard, percent, other? 

2. Any lot or job costs? 

TAXES 

1. How many states? 

2. What % of items taxable? 

3 . Are selected items on an invoice taxable ? 

4. Other taxes - excise, etc. 

5. Whole percents, fractional? 

FREIGHT 

1. Based upon weight? Volume? Explain 

2. Examples of computation 

3. Prepaid percent - collect percent 

4. Is freight cost known at billing time? 

5. At prebilling time? 

6. Allowances - examples. How computed? 

7 . Flat rates ? 

8. Minimums? 

9. Do items have standard weights? 
COMMISSIONS 

1. Paid on: 

(a) Gross profit 

(b) Gross invoice 


(c) Variable each line 











Billing Questionnaire (cont'd) 

(d) Total customer purchase 

(e) Other 

2. Percentage fixed by; 

(a) Product? 

(b) Salesman? 

(c) Customer? 

(d) Volume? 

3. If volume, what are the breaks in computing rate? 

FORMS INFORMATION 

1. Use of copies 1 

2 

3 

4 

5 

6 

7 

8 
9 

10 

2. If you prebill, could invoice serve as picking document? As bill of lading? 

3. Average number of body lines 

4. Minimum depth of form 

5. Preprint invoice number? Why? 

6. Are back orders noted on invoice? 

7. What is the length of item descriptions? 

(a) Number and type of special characters included in descriptions ? 

(b) Can description be conveniently abbreviated? 

8. Discount on line item? 


9. Largest quantity shipped? Largest unit price? Largest extension ? 
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Billing Questionnaire (cont’d) 

10. Cash discount printed on invoice? Terms? 

11. Length of ship-to/sold-to lines 

12. Cost extended - line items? 

13. Do credit memos and invoices use same format? 

14. Are contractual notes typed on invoice or credit memo? 

(a) If yes, what is longest note ? 

(b) What is the incidence of use (percent) of total invoices per day? 

15. Multi-page invoice? Frequency 

16. What class of products is most active? At what time of the year? 

17. Are the products of a seasonal nature? When? What is increase in orders? 

18. What items make up largest percentage of total sales volume? 

19. How much item information is needed on the order? On the invoice? Can it be t5q)ed later 

20. How are items coded? 

(a) What is the length of part number or code? 

(b) Numeric or alphameric? 

21. What procedure is being followed as to partial shipments? 

(a) How prevalent are they? 

(b) Are shipments made daily to all areas? If not, what is the policy regarding shipments 

(c) Is warehouse sequence of items on the order important? 

22. Describe miscellaneous data required. 
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Billing Questionnaire (cont'd) 

ANALYSIS 

1. Time from receipt of order to billing of customer 

2. Number and jobs of people performing order writing and billing 

3. Type of machines and equipment presently being used 
CONTROL AND EDITING INFORMATION 

1. What is the editing procedure for invoicing? Who is responsible for final approval of invoice? 

2. What controls are now established for accuracy? 

3. Do you have subsidiary branch locations? 

(a) If so, what accounting functions are they performing? 

(b) How many invoices is each branch preparing? 

(c) Would it be more advantageous to centralize accounting operations, especially billing? 
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Survey Questionnaire - Accounts Receivable 
PROCEDURES; CASH 

1. List all cash credit posting media 

2. What discounts are offered? How are they handled? 

3. Cash receipts and deposit slip prepared: 

(a) Separately 

(b) Simultaneously 

4. How often do payments include copy of invoice or statement or identification? 

5. What percentage of payments are nonstandard? 

6. What is policy on overpayments? 

7. Can cash be applied to oldest balance or must it be selective? 

8. What accounts are involved? 

9. Can distribution be made at cash posting time? 

10. How many ledger controls are carried? 

(a) How are control groups determined? 

(b) Illustrate divisions 

11. How often is a trial balance taken? 

(a) Can trial balance be alternated by control? 

(b) Could trial balance, aging, and customer purchasing analysis be prepared simultaneously? 

12. When are statements mailed? 

13. Attach samples of accounting (A/C) journal used, revised to include additional information you require. 

14. Volume and reasons for credit memos 
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Accounts Receivable Questionnaire (cont'd) 

FORMS CONSIDERATIONS - STATEMENTS 

1. How many accounts in ledgers? 

(a) Total active 

(b) Total inactive 

(c) Does total fluctuate or remain static ? 

(d) How are they coded? 

2. Open item or balance forward? 

3. What percent of customers pay by: 

(a) Statement ? 

(b) Invoice ? 

(c) Time pay? 

4. How many statements mailed? 

(a) Total 

(b) Weekly 

(c) Monthly 

(d) Are they mailed to all accounts? 

5. If time pay is allowed, explain circumstances. 

6. Do statements show: 

(a) All transactions for the month? 

(b) Open items only ? 

(c) Aged balances only? 

(d) Aged transactions ? 

7. Any objection to aged balances only, with no reference? 

8. What description shows on statement? 
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Accounts Receivable Questionnaire (cont'd) 

9. Daily inquiries into customer records? 

10. Extent of bad debts 

11. Attach a sample statement, complete with various postings. 

LEDGER RECORDS 

1. What description is shown on ledgers? 

2. Credit limit on each card? 

3. Purchases to date? Is this desirable? 

4. Is aging by invoice? Oldest dollar amount? 

5. Attach a sample card, complete with typical postings. 

CREDIT REFERENCE 

1. Does credit department refer to ledgers? How often? 

2. Is a credit record other than ledger kept? If so, attach a sample. 

3. When does an account become delinquent? 

4. How are delinquents followed? 

5. Do you suspend credit buying of delinquent accounts? If so, how is it restored? 

6. Are accounts aged? 

(a) What breakdowns ? 

(b) When ? 

(c) How often ? 

ANALYSIS 

1. Number of people involved 


2. Type of equipment involved 











Survey Questionnaire - Sales Analysis 

1. Information required by: 

(a) Customer 

(b) Item 

(c) Area 

(d) Salesman 

(e) Class of trade 

2. What reports should management be receiving that they are not now getting? 

3. Report information 

(a) What information is required on each report? 

(1) What records or registers are used to substantiate reports? 

(2) What can be added to present reports to make them more meaningful ? 

(b) Who receives each report? 

(c) By what priorities are reports prepared? 

(d) Are cost analysis reports generated? 

(1) How often? 

(2) To whom? 

(3) What information? 

(4) By what classification? 

(e) Are gross reports prepared? 

(1) By what classification? 

(f) Are comparative sales analysis reports generated? 

(1) What period are the results based on? 

(g) Are salesman commission statements prepared? 


(1) How many salesmen? 
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Sales Analysis Questionnaire (cont'd) 


4. Control information 

(a) What are controls and editing procedures for above reports 

5. What is present cost to derive these reports? 
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Survey Questionnaire - Inventory 

1. What percentage of inventory items account for; 

(a) High activity? % 

(b) Medium activity ? % 

(c) Low activity? % 

2. Does the present coding structure have any real significance, such as block code, significant digit, etc. ? 

(a) Give example 

(b) Are bin locations assigned in sequence by part number? 

3. How many transactions are there of each type? 

(a) Receipts and returns 

(b) Issues 

(c) Miscellaneous 

4. Are standard or economic order quantities used? If so, how are they determined? 

(a) Do you order by vendor group or as required? 

5. Does the inventory record reflect planned requirements, such as: 

(a) On-hand balance 

(b) On-order balance 

(c) Reserved balance 

(d) Available balance 

(e) Minimum balance 

(f) Usage data, etc. 

(g) Maximum balance 

6. What inventory costing method is used? 

(a) Average 


(b) Last in, first out (LIFO) 
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Inventory Questionnaire (cont'd) 

(c) First in, first out (FIFO) 

(d) Standard 

7. What is the frequency of inventory cost changes? What is the frequency of inventory sales price 
changes ? 

(a) How often are price changes of finished goods made? 

(b) Are they made by product line or by item? 

8. If partial shipments are made, what is the procedure for handling them? 

9. Is there a back-order problem? If so, how is it controlled? 

(a) What percentage of orders have items back-ordered, substituted or canceled? 

(b) How much $ volume do you lose ? 

10. How and when is a physical inventory taken? By whom? 

11. What controls are set up and maintained on the inventory system? 

12. What is the cost of inventory maintenance? 

13. What are the present costs of keeping inventory records? 

14. What are the types of inventory records and reports? 

(a) Do they result in a stock status summary report? 

(b) How often are inventory reports prepared? 

(c) Who receives them? 

15. What is the origin and layout of source documents and what controls are used? 

16. How often are inquiries made into inventory records? What are their nature? Who makes them? 

17. How are present inventory recordkeeping functions correlated with purchasing, billing, sales, 
manufacturing, etc. ? 
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Inventory Questionnaire (cont'd) 

18. What comparative information do you need? 

(a) Month-to-date 

(b) Year-to-date 

(c) Same period last year 

(d) Percent of comparisons 


19. Where must current inventory records be physically located? 
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Survey Questionnaire - Accounts Payable 
REPORT INFORMATION 

1. Is a cash requirement register being prepared? 

(a) What is the average daily cash requirement to meet payables? 

(b) How often is this register prepared? 

2. Are amounts being distributed and charged to job orders and expense accounts? 

(a) What is the procedure for each of the above? 

(1) Number of open job orders 

(2) Number of expense accounts 

(b) Are departments budgeted? 

(1) How often are budgets depleted and how often are analysis reports submitted? 
CONTROLS AND EDITING PROCEDURES 

1. How are payable accounts reconciled? 

2. Who is responsible for editing before releasing checks, and what is the procedure? 

3. How often are payable accounts reviewed? 

4. What controls are in effect? 

PURCHASES 

1. Number of vendors active and inactive. What are criteria for active? 

2. Are orders placed verbally, by requisition, by purchase order, or other? 

3. Is blanket order placed for staggered shipments? 

4. How are incoming goods accounted for? 

5. How are partial shipments handled? 


6 . 


What method is used to notify Accounts Payable regarding overs, shorts, or damaged goods 
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Accounts Payable Questionnaire (cont'd) 

7. Are purchase orders (P. O. 's) coded by Accounting when written? 

(a) If not, when and how are codes assigned? 

INCOMING INVOICES 

1. Is an invoice register maintained? If not, how are invoices controlled? 

2. Pay by statement? 

(a) Is early-pay discount given? 

3. When is liability recognized? 

(a) Receipt of goods 

tht Receipt of invoice 

4. Are invoices matched to P. O. 's? 

5. Are invoices received from same vendor with different discount dates? How are they handled? 

6. Are any invoices paid before arrival of goods? 

7. Can one invoice be charged to two or more accounts? 

PROCEDURE 

1. Is a voucher system presently in use? Ledger system? Other? 

2. How are invoices or vouchers filed to ensure that discounts will be taken? 

3. Are incoming invoices numbered consecutively? 

(a) Upon receipt? 

(b) Other? 

CHECK WRITING 

1. How many banks are checks drawn against? 

2. If more than one, can the bank be determined before the voucher is opened? 

3. Are checks prenumbered? 

4. What accoxmting (A/C) distribution is required? Attach sample. 
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Accounts Payable Questionnaire (cont’d) 

5. How often are checks written? 

6. What is present form of checks, voucher, and remittance advice? Attach sample,. 

7. Are discounts computed at check-writing time? If not, when? 

,8. Is a check register required? 

9. Are certain checks written daily? If so, estimate number. 

DISTRIBUTION 

1. Which accounts receive greatest number of distributions? 

2. How many income and expense accounts are kept? How many divisions are used? 

3 . How many controlling accounts ? Identify each. 

4. What department or person is responsible for A/C distribution of invoice? 

5. Is apron or rubber stamp used? 

6. What percent of invoices contain items chargeable to different income and expense accounts? 

7. Is distribution made directly from invoice ? At checkwriting time ? 

8. How much detail in distribution record? 

9. How many items other than invoices (e.g. , journal vouchers) are distributed each month? 

10. What is cutoff date? 

11. When is trial balance secured? 

12. How is trial balance secured ? 

MISCELLANEOUS 

1. Is obligation record required? 

2. Is purchase journal available? How prepared? 

3. Is vendor control card required? 

4. Total purchases-to-date by vendor required? 

5. Do you, or will you, use group processing method? 

6. Do you, or will you, use balance-forward method? 

7. Are expenditures compared against budget? 
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Survey Questionnaire - Payroll 

1. How is time figured? 

(a) Tenths of hours 

(b) Hundredths of hours 

(c) Hours and minutes 

(d) Other (nearest half or quarter hour) 

(e) Incentive or price rates 

2. What is overtime? 

(a) Over 40 hours 

(b) Over 8 hours 

(c) Other 

3. How prevalent are rate changes? Temporary or permanent? 

(a) How many can a man have ? 

(b) When? 

(c) Does job carry a rate? 

4. How many shifts are there? 

(a) What kind of bonus is there ? 

(b) How is it calculated? 

5. What is employee turnover? 

6. What YTD information will appear on check stub? 

7. How many timekeepers? 

8. Are timeclocks used? Is time recorded in tenths or hundredths of hours? 

9. Is there labor distribution? 

(a) By job? Department? Operation? Machine? 

(b) Is average labor cost used ? 
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Payroll Questionnaire (cont’d) 

(c) Actual labor cost? 

(d) How is overtime handled? 

PREPARATION DATA 

1 . What are pay periods ? 

2. When does pay period close? 

3. What is paying date? Preparation time? 

4. How are employees paid? 

(a) Check, cash? 

(b) Is envelope used? 

5. How many copies of journals? 

6. Any objection to the use of spot carbon on check? 

7. Should check amount be protected? 

8. Is check signer used? 

9. Do you write payroll checks on more than one bank 

10. How and when are vacation checks written? 

11. How are advances handled? 

12. How are terminations handled? 

13. How is sick pay handled? 

14. How is holiday pay handled? 

INCENTIVES, SHIFTS, ETC. 

1. How many shifts? 

2. What is incentive formula? 

3. Are rates for various jobs known by employees? 

4. How often is it necessary to pay "make-up" pay? 


5. 


List indirect labor categories 
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Payroll Questionnaire (cont'd) 

6. Are efficiency standards established? 

(a) By machine? 

(b) By employee? 

DEDUCTIONS 

1. Voluntary 

2 . Involuntary 


3. Average deduction amount 
(a) Voluntary 


(b) Involuntary 


4. Percentage of activity 
(a) Voluntary 


1 

2 

3 

4 

5 

6 

7 

8 
9 

10 

11 

12 


1 

2 

3 

4 

5 

6 

7 

8 
9 

10 

11 

12 


1 

2 

3 

4 

5 

6 

7 

8 
9 

10 

11 

12 


(b) Involuntary 
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Payroll Questionnaire (cont'd) 

5. Largest month total ($) 

(a) Voluntary 


(b) Involuntary 


6. List the posting media for each 
of the above 


7. What reports must be furnished? 


8. How are salesmen paid? 

(a) Salary or standard commission 


(b) Explain other 
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Payroll Questionnaire (cont'd) 

9. Reports (payroll and labor distribution) 

(a) Form (sequence of information) 

(b) Content (size of fields, number of classifications) 


(c) Frequency (Presently? With IBM approach to application?) 

(d) Distribution 

10. Schedule requirements 

(a) Length of pay period 

(b) When are source documents available for processing? 

(c) When does pay period close ? 

(d) How soon after pay period closes must checks be available? 

(e) How long does it take for changes to clear through the personnel department? 

11 . Reporting 

(a) Who reports payroll source data? Employees? Timekeeper? Foreman? 

(b) What degree of control does the accounting department have over the people who report data? 

12. Management requirements 

(a) Who gets the reports ? 

(b) What would they like that their present system doesn’t give them? 

13. Miscellaneous 

(a) In what states do you pay payroll? 

(b) What special deduction considerations are there? 


(c) Is state or city income tax deducted? 
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MANUAL SYSTEM DOCUMENTATION EXAMPLE — 
PAYROLL 

Introduction 

This example of a typical manual application con- 
sists of the following items: 

Job Description — Payroll 
Survey Form - filled in for payroll 


Samples of all documents being used 
Flowchart — all of payroll procedure 
Notice that the illustrations are shown in the 
order in which they are ordinarily developed. After 
the job description is written, the survey is com- 
pleted, and all sample documents are gathered. 

Then the procedure that produces the reports, using 
the information from the survey form, is drawn in 
flowchart form. 
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Job Description 

A job description is not always necessary, but is 
useful when new people are introduced to an applica- 
tion, or when presentations are made for manage- 


ment or visitors. Both of these situations occur 
frequently during the conversion process. 

The following is a typical job description. Note 
that it is short, describes objectives, and provides 
a summary of the procedure. 


Payroll — Job Description 

The objectives of the payroll procedure are: 

1. To record earnings, deductions, and taxes for historical purposes. 

2. To provide state and federal governments, unions, and other agencies with a record of 
moneys collected for them. 

3. To furnish employees with a personal record of earnings, deductions, and taxes. 

4. To write and reconcile paychecks. 

5. To provide entries to labor statistics and miscellaneous reports. 

To accomplish the above, current period time cards, containing hours worked, are matched to the 
production report, and gross earnings are calculated and posted to the payroll register. Then, de- 
ductions and net pay are calculated and posted to the payroll register, paychecks are written, and 
earnings records are updated. Miscellaneous reports are produced from earnings records, and 
quarter-to-date information is prepared for 941 and W-2 forms preparation. 
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Survey Form 

The following is a typical completed survey form. 
Note that the answers are short and descriptive. 
The survey form is always necessary. 
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FACTORY PAYROLL 


Survey Questionnaire - Payroll 

1. How is time figured? 

(a) Tenths of hours 

(b) Hundredths of hours X 

(c) Hours and minutes 

(d) Other (nearest half or quarter hour) 

(e) Incentive or price rates 

2. What is overtime? 

(a) Over 40 hours X 

(b) Over 8 hours X 

(c) Other 


3. How prevalent are rate changes? (Tempora^or permanent? 

(a) How many can a man have? y^\A^^Ani^/yV ^ lb Vj^oJv 

(b) When? (SA 

(c) Does job carr>^ a rate ? 

4. How many shifts are there? ' ) 2., ^ T| 5 jlaACb 

(a) What kind of bonus is there? 

hhA ^ . I S 

(b) How is it calculated? ddLfltLfiJl to cxawL 0^ 

5. What is employee turnover? c2»5 Vo tmxAJU^ '^L^OAotj 

6. What YTD information will appear on check stub? 

7. How many timekeepers? 

8. Are timeclocks used? Is time recorded in tenths or hundredths of hours? 

9. Is there labor distribution? 

(a) By job? ( Department^ Operation? Machine? 

(b) Is average labor cost used? 
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(c) Actual labor cost? "'Ajr- 

(d) How is overtime handled? (jj. 
PREPARATION DATA 

1. What are pay periods? 


2. When does pay period close? 






3 ' SAjLft-UVCAOli 

date?. Preparati<^ 




3. What is paying date ?^ Pr'feparatioh time? >uuv.- 

4. How are employees paid? 

(a) ( checl^ cash? 

(b) Is envelope used? \}cO\ajM 

5. How many copies of journals? 

6. Any objection to the use of spot carbon on check? 

7. Should check amount be protected? 

8. Is check signer used? 


9. Do you write payroll checks on more than one bank? 

10. How and when are vacation checks written? i[>JL^^CL>u^ V)OutASA.^yvO 

11. How are advances handled? 

12. How are terminations handled? (Mi /JtcCtM.' 

13. How is sick pay handled? ^ 


14. How is holiday pay handled? Od^ )^ddbL 'jJ^ 

INCENTIVES, SHIFTS, ETC. 


•f-tvM. A^vuIL dUsu^ 


?b. 


1 . How many shifts ? \ X , b-\ "b 

^ } 1 

2. What is incentive formula ? *'/ ccrCvvHb O-OCV 

3. Are rates for various jobs known by employees? 

4. How often is it necessary to pay "make-up” pay? 

5. List indirect labor categories oKkju y-cerowo ^ (LJu-lCtW^ 
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6 . 


Are efficiency standards established? 

(a) By machine? X 

(b) By employee? 



DEDUCTIONS 
1. Voluntary 


2. Involuntary' 


1 

2 Cler\UJl>iA_\)a-vXjL^^ 

3 

4 

5 

6 

7 cW-CiJ 

8 

10 )L<KU!JL 

11 ^ 

12 


3. Average deduction amount j 

(a) Voluntary 1 ^5.^^ 

2 ^ 0. ^50 

3 f i i . crtr 

4 

5 

6 

(b) Involuntary 7 ^\\-50 

8 ^ i5.(rt 

9 ^ 0.5b 

10 ♦ (?-tr 

11 t l.H' 

12 

4. Percentage of activity 

(a) Voluntary 1 Z5 

2^0 

3 I 

4 

5 

6 

7 'iq 

8 ICO 

9 15 

10 \o o 

11 
12 


(b) Involuntary 
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5. Largest month total ($) 
(a) Voluntary 


(b) Involuntary 


1 

3 j so 

4 

5 

6 

7 ^ 

8 % Bov 

9 i I -go 

1C ^ HrT 

11 i? 

12 


6. List the posting media for each 
of the above 


7. What reports must be furnished? 




^hukjQSyxj 

.iiXsifV , QOWJLYiO^. ^ 







AWv 


<^tXuAv(llt KUHjjUhl ^CviMJLK&k (LsJtLiijLA; 

'fcu^XfitiL KiikyAxhi. 


>^euXoJU- 




Ait,\ [iC (!in ,[' k. 


1 

2 

3 

4 

5 

6 

7 

8 
9 

10 

11 

12 


\),N,LAxxt Uy'vCVXrv^ 

IVAA-Otr-vo C^oJUL^Q> 

SlSLS^i.fiXy-(rnAj hi<A. 

Vx:>-c^ 





8 . 


How are salesmen paid? 

(a) Salaiy or standard commission 


"t \ O y^-, cn>L'>u 


(b) Explain other 
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9. Reports (payroll and labor distribution) 

(a) Form (sequence of information) 

(b) Content (size of fields, number of classifications) h r \ 


.AAvjL^ Cx) 3C)J Cxxx/,xj) 

^ Cx XX* x) 3 o3"XL<Hadtii-^5^ Cxx/V) i^A<i(^xxX;x) 

T/U. Q,uuju^ 3AAa4x.'^'1^4j^ Cxxxx.x) 6utxjuaJ^ li<sjuucu(xxxxx,)('x^ 

(c) Frequency (Presently? With IBM approach to application?) b^xsL-l^i^ 

(d) Distribution '^iX-cvAAjt ^ C^ v^' • ' j 

/vvu3Lvta-(^\/va.iCt~ 


(T 

10. Schedule requirements 


(a) Length of pay period Ia35U!-3i,Ia^ 

(b) When are source documents available for processing ? 

(c) When does pay period close ? 

(d) How soon after pay period closes must checks be available? ^5 dUu^ 

(e) How long does it take for changes to clear through the personnel department? \ dUu. 

11. Reporting 

(a) Who reports payroll source data? Employees? Timekeeper? (Foreman? 


5r 


(b) What degree of control does the accounting department have over the people who report data? 

12. Management requirements 

(a) Who gets the reports ? ^ iViL^.j-AjL-vCt ^ ^ 

(b) What would they like that their present system doesn’t give them? ' • 

13. Miscellaneous CMAAXt’L L 

(a) In what- states do you pay payroll ? ^ IO.XjCXj.j 

(b) What special deduction considerations are there? 

(c) Is state or city income tax deducted? 
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ADMINISTRATIVE PAYROLL 

Survey Questionnaire - Payroll 

1. How is time figured? 

(a) Tenths of hours X 

(b) Hundredths of hours 

(c) Hours and minutes 

(d) Other (nearest half or quarter hour) 

(e) Incentive or price rates 

2. What is overtime? 

(a) Over 40 hours X 

(b) Over 8 hours 

(c) Other 

3. How prevalent are rate changes? (Temporary)or permanent? 

(a) How many can a man have? 4 "^'OOv 

(b) When? Vcovji^ 

(c) Does job carr>^ a rate? 

4. How many shifts are there? (S^Aje^ 

(a) What kind of bonus is there ? 

(b) How is it calculated? 

5. What is employee turnover? \S ^ 

6. What YTD information will appear on check stub ? 


4 ^ 


? ^Kol- 


7. How many timekeepers? 

8. Are timeclocks used?^ Is time recorded in tenths or hundredths of hours 

A 


9. Is there labor distribution 


ion ? 


(a) By job?^D^artment^ Operation? Machine? 

(b) Is average labor cost used? n.Lcr- 
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(e) Actual labor cost? 

(d) How is overtime handled? 

PREPARATION DATA 

1. What are pay periods? (^IxjooouLVilx^ 

2. When does pay period close? 6-du^'i/ 3xjulaa^ 

^OlAa\£/ JaA-cI^U.^ ~ 

3. What is paying date?^ Prepfe.ration time? A^ilcyD 

4. How are employees paid? 

(a) ( chec^ cash? 

(b) Is envelope used? 

5. How many copies of journals? (5 aaji. 

6. Any objection to the use of spot carbon on check? ”\Le— 

7 . Should check amount be protected ? 

8. Is check signer used? 

9. Do you write payroll checks on more than one bank? 

10. How and when are vacation checks written? Gjt 

11. How are advances handled? 





12. How are terminations handled? QAiL Out 

^ )AjU:3CL^i OLA 

13. How is sick pay handled? 

14. How is holiday pay handled? y^lv.-o-Wuc) csX- 
INCENTIVES, SHIFTS, ETC. 

1. How many shifts? Oaua 

2. What is incentive formula? "AWtaJL- 

3. Are rates for various jobs known by employees? 

4. How often is it necessary to pay "make-up” pay? 

5. List indirect labor categories 
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6. Are efficiency standards established? 

(a) By machine? 

(b) By employee? 


DEDUCTIONS 

1. Voluntary 1 

2 

3 

4 

5 

6 

2. Involuntary 7 

8 

9 

10 

11 

12 


3. Average deduction amount 

(a) Voluntary- 1 

2 

3 

4 

5 

6 

(b) Involuntary 7 

8 

9 

10 

11 

12 

4. Percentage of activity 

(a) Voluntary 1 

2 

3 

4 

5 

6 

7 

8 
9 

10 
11 
12 




%xjUr\AAjl^ 


I \C.OO' 
^ I crt»' 

^ i.crO' 

> SL ,Grtr 


^ 40' Hr 
f I . 
f ^,tlr 


^5 

4o 

?)6'' 
1 Cr 


\Crtr 

SO 

\ cr-cr 


(b) Involuntary 
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5. Largest month total ($) 
(a) Voluntary 


(b) Involuntary 


6. List the posting media for each 
of the above 


7. What reports must be furnished? 


1 ^ L'^trtrtr 

2 Hirt 

3 f 

4 4 'hS 0 

5 

6 

7 ♦ 

8 f ^ fT*' 

9 ^ 3,^3rD 
10 

11 

12 


1 

2 

3 

4 

5 

6 

7 

8 
9 

10 

11 

12 


^ UJL ^ '■ 

fUC. 


eiUAiL, 


(?CU.v1oAC. ^ ) 

-IMil , 

^ 


OaA^,<MJL ^ ; (livable, 



Ht^vjdiajCi (bi-C 
MiSl 


2 

3 

4 

5 

6 

7 

8 
9 

10 

11 

12 


■:^V\AjU-ACtvVCJ2-- 6t£-^5UjL<L^x-Cr-vv (jjL^lk: 
/4i£- 0<J|2_- c4AcLjU^<illA..!o-M-i 
U3-a.. 

AiLALiSAjC 

(LkwL^ ^ 

^|lOyC\juL\y 




8. How are salesmen paid? 


(a) Salary or standard commission 


/La^U)c' 




©>/ 

io 


cn>^V 





(b) Explain other 
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9. Reports (payroll and labor distribution) 

(a) Form (sequence of information) 

(b) Content (size of fields, number of classifications) 


(c) Frequency (Presently? With IBM approach to application?) 

(d) Distribution 

10. Schedule requirements 

(a) Length of pay period 

(b) When are source documents available for processing? ^ 


-f 


K 


(c) When does pay period close? u 


r 


(d) How soon after pay period closes must checks be available? 

(e) How long does it take for changes to clear through the personnel department? L/^ajl 


11. Reporting 


? /it 


(a) Who reports payroll source data? Employees? Timekeeper? Foreman? 

(b) What degree of control does the accounting department have over the people who report data? 

CvL^-cl^loLlrVv. crvXu 

12. Management requirements 

(a) Who gets the reports ? H t-lvJi- 

(b) What would they like that their present system doesn’t give them? I- QiAXLcV 

- U ""s K ■ . 

13. Miscellaneous o JG. 

(a) In what states do you pay payroll? U' > V C-L- . ^ 9m,. fi. - ^ 

(b) What special deduction considerations are there? 0-\^ 


t 


L 


dAj 


(c) Is state or cit}- income tax deducted? 
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SAMPLE DOCUMENTS 

The following is a typical collection of sample 
documents. Note that both blank and completed 
dociunents are present. 

It is always necessary to collect all documents, 
both completed and blank, for your current system. 
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NAME 


BROOALONA, J. 


CLOY, C. 


CRASWELT, F. 


DAZDEL, M. 


DORLIN, J. 


FOLLORE, R. 


MIROHOSE, V. 


PANUNI, D. 


WALLJAMS, J. 
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MASTER EMPLOYEE TIME SHEET 


NAME 


BROOALONA, J. 


CLOY, C. 


CRASWELT, F. 


DAZDEL, M. 


DORLIN, J. 


FOLLORE, R. 


MIROHOSE, V. 


PANUNI, D. 


WALLJAMS, J. 


MON. 

TUES. 

WED. 

THURS. 

FRI. 

a 

a 

a 

a 

3 

8 

3 

8 

a 

3 


BYz. 

8 

a 

3 

/o 

/O 

/o 

a 

8 

a 

8 

8 

8 

8 

9 

a 

a 

9 


a 

a 

a 

a 

a 

a 

a 

a 

8 

a 

8 

a 

8 

O 

o 


40 




4Z 


4(i:> 


40 




40 


40 


a4- 
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TIME SHEET 

J". DOE 

TWf^ 'A/FFK- c; FMniNO 

START-STOP 

LUNCH HOURS WORKED 


3-/Z 


Q — ^ 




s-s 


a -5 


S'S 



TOTAL SECOND WEEK 









/2-/ 


/ 2 '/ 


TOTAL HOURS 
CHECKED BY 
APPROVED BY 


3 


3 


& Vz 


a 


a 


8 


^4 Yz 


S-5 

IZ-I 

e 

a-s 

/ 2 -/ 

8 

a-s 

/ 2 -/ 

8 

8-5 

/ 2 -/ 

3 

a -5 

/ 2 -/ 

a 



<9<g YZ 

jEcT 
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PRODUCTION & LABOR REPORT 


Week Ending 


Machine 

7 


Standord Hours 


Sq. Ft- 1 SefuF 


Non i % 
Rated Eff 


Deloy Time 


Moch. Man j Hours j Allow, j M/U I Bonu 


Non Actual 
Rote I Overtime 


/-9 M /.O (^.0 7.0 I /.O \ 74.2 ! I I // 

/'/O 7^6 ^ /330a 7.^ .6 \ 93 - ' .6 .7 
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INTRODUCTION 

Often, before starting the design of a system, there • Should I use cards or disks for my data files? 

are many questions regarding data storage. Two of • How can I safeguard my data? 

the more important are: This chapter answers these questions on a broad 

basis, leaving the details for later chapters. 
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DATA - ON DISK OR CARDS? 

General Considerations 

Before you get too far into systems design and pro- 
gramming, you should ask a basic question about 
every data file you intend to use : Should it be stored 
on a disk cartridge or in the form of a card deck? 


The disk can be an extremely powerful medium 
for the storage of your data; however, it can be mis- 
used. Some data, if placed on the disk, will cause 
your programmer more work in the long run than if 
a simple deck-of-cards approach had been used. 

In order to lessen the possibility of such a situa- 
tion, let us answer some of the questions that arise 
when choosing a storage medium for data. 
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Flexibility In Order of Processing 

In general, your data, whether on disk or cards, 
contains some master information (names, rates, 
balances, etc. ) in some order or sequence. When 
you process this information, the transactions may 
be in another sequence. For example, your em- 
ployee master data file may be in man-number 
sequence, while your employee detail cards are 
grouped by department. 

In this situation, the disk has a distinct advantage 
over cards, since it is a direct access storage de- 
vice (DASD). This means you can directly access 


any record, regardless of which record was proc- 
essed last or which record is next. This allows you 
complete flexibility in the order of processing. 

With your master data on cards, you have to sort 
both the master deck and the transaction deck into 
the same order, collate them together, and then 
process your data in the desired sequence. 

Although the disk has a great advantage over 
cards, its importance varies with the size of the 
file. Are you talking about 100 employees and a 
10-minute sorting job, or 1, 000 employees and 45 
minutes of card handling? In later sections some 
other considerations will be discussed that may tip 
the scales in favor of cards. 
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Jobs Involving More Than One File 

The previous topic can be expanded to consider 
more than one file, which is the case in many com- 
mercial applications. For example, many payroll 
applications involve a job cost file as well as the 
employee payroll file. If an employee detail card 
says that man 607 worked 12.5 hours on job 70976, 
you can find man 607 in the employee file and add 
12.5 hours to 1^ weekly total, then find job number 
70976 in the job cost file and add 12.5 hours to 
weekly total, all within One program. A card file 
system would involve: 


1 . Sorting and collating the employee detail 
cards with the employee master cards 

2. Running the program and punching a new up- 
dated employee master card 

3 . Separating the cards 

4. Sorting and collating the employee detail 
cards again, this time with the job master cards 

5. Running a different program, this one punch- 
ing a new master job cost card 

6. Separating the cards and filing them 

Depending on the number of cards involved, this 

could be a cumbersome process. But again, some 
of the considerations discussed later may override 
this one. 
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Frequency of Changes to Your File 

A third consideration in deciding on card or disk is 
the number of times the data in your file must be 
changed, and the difficulty involved in changing it. 
Some amount of change is inevitable; in a payroll 
file every week will bring raises, new dependents, 
changes of address, etc. These minor changes do 
not present much of a problem. 

With a card file it is very easy; a new card is 
punched and substituted for the old card. 

With a disk file it is somewhat more involved; 
you must run a change program, which reads the 
new data from cards or the console keyboard and 
inserts it in the proper place on the disk record. 

Major changes are another matter — new em- 
ployees, a new group of items in stock, etc. Here 
again, changing a card file is relatively easy, and 
changing a disk file more difficult. It is a simple 
matter to punch a master card for new item number 
1705 and place it in the card deck between items 


1704 and 1800. It is not quite so simple on the disk, 
where items 1704 and 1800 are probably adjacent, 
with no space between them. Either item 1705 is 
placed in a special area, with a special routine to 
find it, or the entire file is reorganized, moving 
every item after 1704 ’’down” one position to make 
room for item 1705. This also would require a 
special program or routine. 

If a data file is subject to frequent major (organ- 
izational) changes, you may add a few points to the 
"card file" side of the balance. These points may 
or may not be enough to swing the decision, since 
the first two items (processing order and number 
of files) are more important, and generally favor 
disk use. 

Remember, when you change a field on a card, 
you still have the old card; when you change some 
data on the disk (usually an entire record at a time*.), 
the old information is gone. Therefore, special 
care must be taken to ensure that disk changes are 
processed correctly the first time. 
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Need for Inquiry into Your File 

In some cases it is very desirable to be able to look 
into your datafile to get certain current information: 
number of pieces of item number 170653 on hand, 
year-to-date gross pay of man number 8091, etc. 
When your data file is in the form of a card deck, 
this is relatively easy, since you merely find the 
right card, interpret it, and read the data, much as 
you would any other hard-copy file — index cards, 
ledger sheets, etc. 

People are accustomed to doing this, and often 
resist the change to disk-resident files because they 
cannot "see” what is on the disk. 

It i^ true that data written on the disk is somewhat 
less tangible than if it were on a deck of cards, but 
this is not the overriding consideration it is made 
out to be. 

True, it takes a special program or subprogram 
to read and display data on a disk, so demands for 
inquiry do add a few points to the "card file" side of 
the balance. However, a properly designed system 
can lessen or eliminate these points entirely. 

If someone within your company requires, say, 
the current status of inventory, it may be possible 


to replace his 5" x 8" card file with a daily listing 
of stock status, or a weekly listing with daily up- 
dates. If he insists on immediate response to 
up-to-the-minute status, the programmer can build 
an inquiry subroutine into every program, calling it 
only when some console switch is turned on:" 

CALL DATSW(7, MM) 

GO TO (9,10), MM 
9 CALL INQUR 
10 CONTINUE 

These four statements would be placed at a con- 
venient spot in every program. Whenever anyone 
wanted to inquire of the disk, he would turn on 
switch 7. The subroutine INQUR would soon be 
called, and probably request that a part number be 
entered through the console keyboard. After the 
requested information was looked up on the disk, it 
would be typed on the console printer, and the main 
program would continue. 

Large demands for inquiry sometimes make the 
use of card files appear more attractive than disk 
files, but proper systems design can often reduce 
the importance of this factor. In fact, inquiry into 
a disk- resident file is often a plus factor, since the 
data obtained would have an up-to-the-minute status. 
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Size of Your Data File 

This item is hard to separate from some of the 
other considerations. However, all other things 
being equal, putting very small data files on the 


disk is sometimes not worth the extra effort, and 
very large data files will not fit on the disk. Most 
files fall somewhere in between, and some factor 
other than size will govern the final card or disk 
decision. 
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Your Backup Requirements 

Whenever you work with files containing important 
data (payroll, accounting, etc. )> you should not 
ignore the possibility of accidental destruction of 
this information. Many accidents can befall card 
decks — card jams in the reader, floods, spilt 
coffee, misplacement, etc. Because you can re- 
cover from many of these accidents by patching torn 
cards, duplicating watersoaked cards, etc., it is 


not too common to find duplicate sets of master 
card files maintained. 

Data files kept on the disk cartridge are subject 
to a similar list of accidents, but with a difference: 
it is often impossible to reconstruct the data after 
an accident, unless you have planned for just such 
an occurrence. 

Because of the need for preplanning, the matter 
of backup may be considered a disadvantage for the 
disk file. In actuality, it may be on the plus side, 
since it forces duplicate files. 
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Record Size 

Because of the physical limitations inherent in a 
punched card (80 columns), it can be cumbersome 
to process long records that are kept in card form. 


Each record may require four or five cards, which 
must be identified and kept in order. On the other 
hand, disk records may be as long as 320 words (640 
characters). If long records are required, you have 
a few ’’plus" points for placing the data file on disk. 
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other Considerations 

In addition to the factors noted previously, there may 
be others of equal or greater importance — factors 
that may be completely unrelated to the particular 


data file under study. Some typical factors are the 
storage cost of many cards versus one disk, man- 
agement's wishes, and the desire to train program- 
mers in disk techniques. 
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Summary 

This section has briefly covered some of the disk- 
vs-card considerations and attempted to give general 
guidelines for making this decision. It would be 
ideal if these factors could be presented in the form 
of a decision table, score sheet, or other device, 
but this is not possible. Lacking such a tool, you 
must study each data file, mull over the pros and 
cons of disk or cards, and make your own decisions. 


Some companies (especially those installing their 
first data processing system), realizing that their 
files fall on the borderline, decide to start with card 
data files. Their reasoning is correct: The system 
may be less sophisticated and require more machine 
and operator time, but it is easier to program, use, 
and understand. Later, if they decide that a certain 
file should be placed on the disk, it is relatively 
simple to make the change. The bugs in the system 
have been ironed out, the programmers are more 
experienced and confident, and the general atmos- 
phere is more conducive to such a step. 
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HOW TO SAFEGUARD YOUR DISK DATA FILES 
Introduction 

This section is of particular interest to those using 
(or considering) the disk for storage of data files. 
Accidents will happen, and you must plan ahead to 
minimize their effect. This is especially true in 
the case of disk, where data is stored in the form 
of magnetized spots, recorded at extremely high 
densities, and read/writtenby aprecise mechanism. 

On the other hand, hard copy data is relatively 
insensitive to accidents. Punched cards can be 
folded, spindled, and mutilated (even torn, crum- 


pled, splattered with coffee, etc.) without disas- 
trous results. A few minutes (or hours) at the 
keypunch can remedy all but the most drastic card 
mishaps. Other paper documents (ledger book, 
index cards, forms and reports) are not too 
difficult to duplicate or reconstruct if the original 
is destroyed. 

The purpose of this section, however, is not to 
discourage the use of the disk for data storage; used 
properly, the disk offers advantages that over- 
shadow the potential hazards. If you follow the 
common- sense suggestions in this section, acci- 
dents can become rare, improbable events — more 
a nuisance than a disaster. 
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Know Your Data 

Before starting into a long discussion of how to 
protect disk data, let us review the various types 
of data fields in your disk records and determine 
which, if any, are worth protecting. Naturally, 
you don't want any of your data lost, but certain 
items are more important than others, since they 
are much more difficult to replace. 

Take a typical payroll file, where there is a 
record for each employee: 

1. Employee number 

2. Name, address, city and state 

3. Indicators — marital status, sex, number 
of dependents, etc. 

4. Pay rate 

5. Year-to-date dollar figures — gross, 
taxes, etc. 

6. Quarter-to-date dollar figures — gross, 
taxes, etc. 

7. Miscellaneous cumulative — days vacation, 
sick leave taken, etc. 


The first four items are comparatively static, 
seldom changing, but the latter three probably 
change every pay period. 

If an accident occurs (you should assume the 
worst possible case), the entire record for every 
employee is lost. How would you reconstruct your 
data file ? The first four items are easy — the 
latest information probably exists in the form of 
a card deck and can simply be reloaded onto the 
disk. That is how it got there in the first place. 
However, the last three items present a different 
picture — they change each pay period. When you 
write the updated disk record, this week's total is 
written over last week's total, and last week's 
total disappears from the disk. Unless you take 
definite steps to save it before writing on top of 
it, last week's total will completely cease to exist. 

Some disk data fields, therefore, are more 
critical than others — particularly those that 
change often, are modified on the basis of previous 
data (for example, year-to-date gross), or are 
not kept in duplicate copies. 
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Know What Can Happen To Your Data 

Before you can go about safeguarding a disk data 
file, you must know what you are safeguarding it 
against. Basically, there are three general 
classifications of hazards: 

1. Physical hazards. Although the disk car- 
tridge is in a sturdy container , it is certainly not 
immune to careless handling, loss, natural disas- 
ter, etc. The cartridge should be stored at 
moderate temperatures, (between 60 and 90 degrees 
Fahrenheit) and should not be placed on high shelves 
or other precarious places. In general, common 
sense prevails. 

2. Intentional modification. Payroll data and 
other confidential information should be kept on 
disk cartridges dedicated to that use, and should 
be kept in a secure place. As in the case of 
physical hazards, there is very little else that can 
be said about this sensitive area except that 
common sense must be used. 


3. Accidental modification. Every program 
that writes on the disk should be given very close 
scrutiny. Ask yourself: Is there a chance that 
wrong information could be written on my disk 
file? Nine times out of ten the answer is yes. All 
you need is one mispunched card column, with the 
resulting wrong answers, and you have a disk 
record with erroneous data. If the data you are 
placing on the disk is of a critical nature (as dis- 
cussed in the preceding pages), you may have 
problems. 

Later sections will discuss some of the ways 
you may avoid such accidental modification, and 
how you may easily recover from them. Some of 
the potential sources of such accidents are: 

1. Programming errors (program not com- 
pletely debugged, etc.) 

2. Erro.rS in input data 

3. Mistakes by the 1130 operator (running a 
program twice, etc.) 




Section 

Subsections 

Page 

15 

20 

30 

01 


Design an Accident-Insensitive System 

The safety of disk data should be a constant consid- 
eration when designing a system. ”An ounce of 
prevention is worth a pound of cure" — or, in data 
processing terms, a few minutes spent in planning can 
save many frantic hours or days in keypunching and 


computer reruns. An accident may never occur, 
but it would be foolhardy to ignore its possibility. 
By following a few basic guidelines, the system 
may be designed so as to be relatively insensitive 
to accidents; no matter what may happen, recovery 
is quick and straightforward. 
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Detect Errors Before They Do Damage 

Whenever there is any chance of erroneous data 
being written on the disk, you should provide a 
series of checks to minimize the damage. If there 
is any possibility that input data cards contain bad 
data, they should be checked. Your keypunch 
operators should be familiar with the business, so 
that they can recognize outright mistakes on source 
documents. Programmers should be urged to 
build reasonableness checks into their programs. 


For example, a program that reads employee 
labor cards should always check the number of 
hours worked and, if the number is questionable, 
take appropriate action (such as type a message 
and pause) . 

Program results in the form of printed answers 
should be spot-checked before the next processing 
phase. Most errors are easily spotted early in 
the game, provided someone is there to look for 
them. 
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Plan Modest-Size, Modular Programs 

At first thought, it would appear that the best 
program is one that does as much as possible. Why 
have half a dozen small payroll programs when one 
could do everything? Unfortunately, however, a 
large program that does many things tends to com- 
pound errors rapidly. 

Let us look at the typical payroll job steps for 
each employee: 

1. Read employee's payroll labor card(s) 

2. Read his master data from disk 

3. Compute gross 

4. Compute deductions and net pay 

5. Compute all YTD and QTD totals 

6. Write his new master disk record 

7. Print payroll register 

8. Print paycheck 

9. Print check register 

Suppose you wrote one very large program to do 
all nine steps and one of the cards for the 56th man 
somehow got mixed in with the cards of the 108th 
man. Your programmer has done a good job of 
error checking, so the 1130 types CARDS MIXED 
UP and pauses. You have processed 107 employees 
— printed the register, written checks, updated 
disk records, etc. — with one man (the 56th) 
completely wrong. How do you recover? 

Correct the cards and rerun from the beginning ? 
No. Besides printing duplicate checks, that would 
compute and write new YTD and QTD totals for 
everyone and completely ruin your disk data 
records. 

Keep going and fix the 56th man later? Possibly, 
but how? This would require a special program 
to correct his now-erroneous disk record. It would 


also require a handwritten paycheck, a hand 
correction to the payroll register, handwritten 
totals, and a lot of explaining to the accounting 
department. 

Reprogram the entire system to be less accident- 
prone? Yes, but a little too late. It should never 
have been written to do so many things. 

This example represents an everyday occurrence. 
Programs are written this way and cause great 
consternation when the inevitable error in input 
data occurs — or when the operator enters the 
wrong week-ending date, or when the paper in the 
printer jams, etc. 

A properly planned payroll system, like the 
example used throughout the following chapters, 
would consist of four programs, not one : 

PAY16 • Read Input Cards 

• Check for Errors 

PAY04, Part 1 • Read Input Card 

• Find Man Number on Master 
Disk File 

• Perform Calculations 

• Update Disk 

• Repeat Steps 1-4 for All 
Employees 

PAY04, Part 2 • When Part 1 Is Finished, 

Print Payroll Register Directly 
from Master Disk File 

PAY05 • Print Payroll Checks Directly 

from Master Disk File 

PAY06 • Print Check Register Directly 

from Master Disk File 

The advantages of this plan are obvious: 

1. The input cards are checked before they 
are used to modify the disk records. 

2. Payroll checks are printed after the payroll 
register has been inspected for errors. 






Regardless of how the processing system is de- 
signed, there should be a duplicate copy of every 
disk data file. If you have multiple disk drives, 
you can copy from one disk drive onto another; if 
you have one drive, you must dump to cards. The 
copying (or dumping) should be on a regular basis, 
and should not be left to chance or done whenever 
there is nothing else to do. Both copying and dump- 
ing may be done easily with the Disk Utility Pro- 
gram, as outlined in section 60. 

If your 1130 system has only one disk drive, it is 
impossible to copy disks, and backup must be in the 
form of cards. Either the DUP *DUMPDATA fxmc- 
tion may be used, or you may write your own dump 
program. With large data files, both dumps take a 
significant amoimt of time. For example, it takes 
about three hours to dump a 1000-sector data file. 

Because of the time involved, there is a natural 
tendency to avoid dumping such files. However, an 
analysis of a typical situation shows this to be self- 
defeating. 

Assume an 800-man employee file, contained in 
400 sectors. To dump it with a 1442, Model 6, 
takes about 60 minutes. 

The weekly processing sequence is as suggested 
earlier: 


PAY16 

Edit 

30 min. 

PAY04 

Calculations, Disk Update 

90 min. 


and Payroll Register 


PAY05 

Payroll Checks 

60 min. 

PAY06 

Check Register 

30 min. 


For purposes of analysis, assume the worst pos- 
sible case — namely, that somehow during PAY04 
the payroll data cartridge is completely destroyed. 
(No matter how improbable or infrequent you think 
this might be, it can happen.) How do you recover? 


If you dump the data file every week, you must: 
Reload the dumped deck 30 minutes 

Rerun PAY16 and PAY04 2 hours 

You have completely recovered in 2-1/2 hours. 

If you dump every other week, and you again con- 
sider the worst case (your last dump was two weeks 
ago), you must get the data cards from last week, 
and: 

Reload the dumped deck 30 minutes 

Rerun PAY16 and PAY04 with 2 hours 

last week's cards 

Rerim PAY16 and PAY04 with 2 hours 

this week's cards 

In 4-1/2 hours you have caught up to where you were 
before the accident. 

If it had been three weeks since your last dxunp, 
the reconstruction time would be 6-1/2 hours; four 
weeks, 8-1/2 hours; five weeks, 10-1/2 hours; etc. 
Each week adds about 2 hours. 

These figures assume that you can immediately 
lay your hands on the previous week's data cards in 
the proper order. If this is not so, these times 
could go up drastically. The figures also assume 
that everything goes smoothly during the recovery 
phases. This, however, is not a very safe assump- 
tion, since the operators will be rushed and unfamil- 
iar with the procedxires. 

Without knowing the probability of such an acci- 
dent, it is impossible to compute the optimum dump 
frequency. It is probable, however, that you will 
not want to be in a 10-1/2-hour recovery position, 
no matter how slight the probability, just to save an 
hour a week and a few thousand cards . 

In this case, the best approach would seem to be 
a dump every week for the first few months of the 
installation, every other week after everything has 
stabilized, and every third week if conditions seem 
to warrant it. 
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Provide Tested and Documented Recovery 
Procedures 

It does little good to follow the previous advice if 
your recovery procedures have not been tested and 
documented. Usually, time is of the essence, and 
the operator should not have to study program list- 
ings to determine what to do when accidents occur. 
This is inviting trouble and can turn a minor mis- 
take into a disaster. 


If a program checks the input data for errors (as 
it certainly should), the error messages should be 
self-explanatory or be keyed to a document that ex- 
plains exactly what to do. For example, a well 
written and well documented program will t5^e a 
message such as ERROR NO. 6 and pause, waiting 
for the operator to take corrective action. The 
"run book", or "operation manual", should contain 
a complete description of what happened and what to 
do about it. Figure 15. 1 shows a typical error re- 
covery sheet; Figure 15.2 is a blank copy of the 
same form. 
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IBM 1130 ERROR RECOVERY SHEET 


■HR PAYROLL 


PROGRAM NAME 
PROGRAMMER NAME J 
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1 
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AFTER PAUSE CONTROL TRANSFERS TO STATEMENT /76 ^ AND: 

CLEARS TOTAL AND GO£S TO eSAD A ORTAlL CA^O, 


ASSUMING IT THE F/R3T CARO EOF NEW' MAN 


DESCRIPTION OF WHAT IS WRONG: 


DE'7 A/ L CARD MAN NUMBER JJJsJ /C LOWER ENAN 
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RECOVERY PROCEDURES: 


remote out- OE- SEQUENCE CARDS AND CONTINUE 


WITH JOS, HOLD CAROS REMOVED UNT/L PROCRAM 


/S ROM AG A/N ADJUST CONTROL TOTALS AT END 


ON RUN, 
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MARE CERTAIN THAT WHCEVE 


CARDS KNOWS THAT THEY GOOEED! 


SCORESHEET 
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Figure 15.1. 
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INTRODUCTION 

Up to this point, you have been concerned mainly 
with planning and gathering facts about the way you 
are processing your data now. The next step is to 
take this information and mold it into application 
designs for the 1130. Follow this plan: 

1. Be sure your current-system documentation 
is complete. This cannot be overemphasized, be- 
cause time gained by doing a hasty but poor job in 
documentation will be lost later. In fact, it will 
probably be lost several times over, because of the 
need to sift out errors of omission from other de- 
sign and programming errors, research the omitted 
facts, then rewrite and retest all affected programs. 

2. Design or redesign your reports. This must 
be done in detail, and all interested parties should 
sign off on the new layouts. The forms layouts 
illustrated later in this section are sufficient to 
guide data processing personnel in their program- 
ming. The people who will use these forms should 
be shown samples, as they will actually appear, 
with real data hand-printed in the formats that are 
planned. 

3. Lay out the cards (see 20.30.00). 

4. Draw flowcharts of the procedures you will 
follow in processing the cards to produce the re- 
ports. Decide what programming system or ap- 
plication program (such as 1130 Commercial Sub- 
routine Package) you will use for each run, and note 
it on your flowcharts. 


5. Establish procedures for accounting controls 
where you need them. They may be different from 
those you are using now. 

(Steps 2-5 are usually overlapped to a large extent. 
Changes in reports usually require changes in card 
formats, procedures, and accounting controls. 
Similarly, changes in any one of the latter three 
elements affect the others.) 

6. Hold a management review after the first 
application has gone through the steps above. 

7. Let each person who is programming carry 
one of the programs in this initial application 
through Program Development (see section 25) to 
completion. By so doing, he will broaden his ex- 
perience quickly, develop a more realistic idea of 
the amount of time required for application design, 
programming, and testing, and get a clearer idea 
of the depth of detail needed in your current sys- 
tem documentation. After this experience has been 
gained, review your activity schedule dates and ad- 
just them according to what you have learned. 

This section reviews the important considera- 
tions of designing accounting controls, forms, and 
cards. Then the same payroll example introduced 
in 10. 50. 00 is presented, along with typical form 
and card designs and job flowcharts, as well as the 
disk record layouts for the programs required to do 
this payroll. 

To help you decide which language to use for any 
given run, this section also covers the considera- 
tions that go into language selection. Finally, it 
presents an example of a method for estimating the 
length of time required to run a program. 
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ACCOUNTING CONTROLS 

This section covers the subject of accounting con- 
trols at two levels. The first part, "Review of 
Accounting Control Principles", points out the types 
of control that are required and serves as a review 
if you have set up and used controls before. It ends 
with a short summary. 


The second part, "More Specific Suggestions for 
Document and Accounting Controls", deals with 
specific examples of control sheets and methods of 
control, and can be used as source material for 
setting up your own control documents and proce- 
dures. 
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Review of Accounting Control Principles 

Accoimting controls are an essential part of your 
data processing installation. The inherent accuracy 
of data processing equipment and the elimination of 
many error-prone clerical steps helps reduce the 
number of errors in processing; however, good 
accountingpractice requires that you have a precise 
procedure available to prove and reconstruct the 
basic records of the system. Controls are also 
necessary to guard the records of your business 
against fraudulent acts. 

The accompanying exhibit shows a typical in- 
formation flow through a system. Information 
from source documents is punched into cards. The 
first control (Al) ensures that your information was 
transcribed correctly and completely. This can be 
determined in one of several ways: 

1. The cards can be key-verified. 

2. Control totals from the source documents can 
be balanced against the card totals. For example, 
an adding machine total of the quantities on a batch 
(several source documents) can be balanced against 
the total of the quantities in the cards created from 
the documents.. This same technique can be used 

to control other numeric fields, such as employee 
number, part number, etc. The total is often 
called a "hash” total. If an out-of-balance condi- 
tion occurs, a listing of the cards provides a means 
of comparing the card information with the source 
documents, and the error is quickly isolated and 
corrected. 

3. Document or transaction counts can be used 
to ensure that a card document is created for every 
transaction. 

Since the information in the cards will be used 
to update several associated records, accuracy is 
of prime importance. 

At the time the cards are run through the system 
for accumulating control or hash totals, other tests 
can be performed. 

Fields may be tested for size or reasonableness. 
For example, the nature of your business may be 
such that the quantities have reasonable limits, 
based on the class of an item. Any item exceed- 
ing the limit can be so noted for review before 
processing. This type of test might keep you, 
for instance, from shipping 24 bathtubs to a small 
country store as a result of mispunching an item 
number for pliers. 

Batch size (the number of documents included 
in a control group) should be small enough to keep 
error tracing from becoming too cumbersome. On 


the other hand, it is not reasonable to control each 
document separately. 

As the documents enter the process (A2) , the 
same control list above can be used on a cumulative 
basis to ensure that all the cards from the several 
batches that constitute a processing run are com- 
pletely processed. 

Card documents being created by the process 
can be balanced against your control (A3) totals. 

A control should be maintained on all card files 
(A4) . The total from (A3) will be used to update 
this control as cards enter the file. Before proces- 
sing a large card file, it is often advisable to run 
a trial balance on the file — particularly if the file 
is being updated or used as a source of reference 
between processing runs. The purpose of this trial 
balance is to catch errors in filing, missing cards, 
duplicate cards where a change was made but the old 
record was not removed, etc. 

A control listing of all cards entering and leaving 
the file establishes the control total entry and pro- 
vides an audit trail if it is necessary to identify 
lost or duplicate records. 

The accompanying exhibit also shows an example 
of a simple control sheet. Each time records enter 
the file or are removed, an appropriate entry is 
made and the file balance is updated. 

It is often possible to provide audit requirements 
as a by-product of creating normal reports. For 
example, the trial balance of your file might be a 
stock status report. The value of separate balancing 
runs must be determined by experience for each 
application and will vary with the experience and 
capability of your operating personnel. 

The number and types of controls will depend 
a great deal on the application. Your own auditors 
should be consulted in determining control proce- 
dures. Controls and audit trails should conform 
with their requirements and should be established 
as an integral part of the data processing proce- 
dure. Much of the material in subsection 20. 10.20 
will help you and your auditors design adequate 
control forms. 

In setting up controls that will operate success- 
fully, the following should be kept in mind: 

1. Only those controls that satisfy a need 
should be included. 

2. The overall system of controls should be 
conceived and arranged for when procedures are 
being planned. Thus they will be an integral part 
of each procedure, and those areas that may have 
a tendency to be overcontrolled or undercontrolled 
will be spotted. 





Typical control of data processing system 










Section 

Subsections 

Page 

20 

10 

10 

03 


3 . Personnel who maintain the controls should be 
familiar with machine functions so that they can 
locate, determine the cause of, and correct out-of- 
balance conditions. 

4. Controls should be simple and easy to main- 
tain so that workflow is not disrupted. 

5. A description of control operations should be 
documented and assembled for reference and train- 
ing purposes. 


6. Whenever possible, control operations should 
be mechanized. 

7. When documents to be processed are batched, 
batch size should be such that work will continue to 
flow steadily. 

8. Company auditors should agree with the audit 
and control procedures. 

9. Department controls should always be estab- 
lished outside the department, at the source of the data 
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More Specific Suggestions for Document and 
Accounting Controls 


The following discussion of accounting controls is 
concerned with (1) those controls established and 
used outside the data processing installation and 
(2) those established and used inside the installation. 
Outside controls consist primarily of the initiation, 
authorization, and verification of source documents 
representing accounting transactions. Inside con- 
trols consist of (1) checking operations, in which 
transcribed transaction data is verified, and (2) 
balancing operations, which ensure the accurate 
processing of all transaction data. 

Generally, the necessity for accounting control 
increases with the volume of transactions or doc- 
uments processed and the complexity of operations 
performed. A variety of control techniques will be 
discussed. The techniques to be employed depend 
upon individual conditions within your organization. 

It is important that the controls which you use al- 
ways provide a proper balance between their cost 
and their value. Since a system of accounting con- 
trols may be obsoleted by a change in accounting 
procedure, company policy, company organization 
and/or data processing equipment, controls should 
be examined and evaluated periodically. Company 
auditors should participate in establishment and 
evaluation of a control system. 

Outside Controls 

Control techniques described in the following text 
are not necessarily limited in use to any one appli- 
cation; they are easily modified for use with a vari- 
ety of applications. 

Document register . Control of individual doc- 
uments can be maintained effectively by the prepa- 
ration of a register on which each document is 
listed at the point of receipt or origin. The register 
should include either a description that is sufficient 
to identify each document quickly, or a serial iden- 
tification number. The serial number not only 
furnishes positive identification and an effective 
method for later reference, but is also most easily 
used at the point of entry or origin. When each 
document has been completely processed, it is 
’’checked off’ or canceled on the register. Un- 
canceled numbers represent documents that either 
are in process or have been mislaid. Intermediate 
processing operations for each document may be 
shown on the register and dated as the document 
passes those points in the procedure. The illus- 
trated document register for sales orders not only 


discloses a missing or misplaced document, but 
also indicates any delays in processing — as might 
be the case with order 12843, which, several days 
after its receipt, has not yet been billed. 

Serial numbering and the batch control ticket . 
Where serial numbers are printed or stamped on 
each document, rearrangement in serial number 
order and a check for missing numbers may be 
performed during, as well as after, processing to 
ensure inclusion of all documents. This plan is 
particularly adaptable to documents such as checks 
or drafts, where each document must be accounted 
for. When the document is an IBM card, the serial 
number may be punched into, as well as printed or 
interpreted on, the card; arrangement of the doc- 
uments, as well as a count of and sequence check 
for missing documents, may then be accomplished 
automatically. 

Serial numbering may also be used for groups 
and batches. If so, the number of documents in 
each batch is recorded, together with the batch 
serial number, either on the first document or on 
a separate form accompanying the batch. For 
large-volume operations, batch size should be 
predetermined for ease and efficiency in handling. 

The illustrated batch control ticket employs a 
document count as well as document and batch serial 
numbering. By maintaining a file of the batch con- 
trol tickets, both the sending and receiving depart- 
ments can account for all documents. 

Transmittal and route slips . A letter of trans- 
mittal describing a group or batch of documents is 
frequently employed to establish control and transfer 
responsibility when documents move from one depart 
ment or location to another. The transmittal slip, 
as shown, is usually a printed form with spaces to 
indicate the variable information for the batch. 

When the volume of work or the number of 
people who may perform any given operation is 
large, it may be desirable to fix responsibility for 
accounting for documents passed from each opera- 
tion to the next as well as from one department to 
another. In this case, a route slip is employed, 
either in addition to or in combination with the 
letter of transmittal. The route slip is similar 
to the batch control ticket shown, except that in 
this case each department, or operational step 
performed, is identified, along with an indication 
of the processing time and the operator or clerk 
responsible for each job. Responsibility is fixed, 
and the means to effect a degree of work control 
as well as document control has been incorporated 
into the same form. 
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Cancellation and time stamps. As a document 
is received at a control point or passed through a 
given department, it may be "canceled” by a stamp 
to indicate that it has reached or passed through a 
certain stage in its processing. Any clerk or oper- 
ator handling documents would automatically reject 
or return for checking any document not bearing 
the correct cancellation. As shown in the accompa- 
nying illustration, the use of the time stamp for 
cancellation affords, in addition to document control, 
a method of achieving work time or production con- 
trol, since it furnishes an accurate, unalterable 
record of elapsed time for handling. 

Matching . The reassembly and matching of 
duplicate documents can be used to effect control. 
This technique is particularly useful when multiple 
copies are prepared, as with carbon copies, and 
each copy is then used to prepare records at a 
different location, for example, purchasing depart- 
ment and receiving department. When all copies 
are reassembled and matched at the predetermined 
point, the presence of all copies indicates complete 
processing. If the documents are punched cards, 
matching and checking can be done automatically. 


Control of factors subject to change . Factors 
used for calculations and processing may be re- 
viewed and changed from time to time. Examples 
of such factors are discounts, selling prices, 
credit limits, commission percentages, and in- 
ventory reorder levels. 

Controls must be established that allow only 
authorized changes to be made. This is accomplished 
by requiring a signature with each request for change 
(see change authorization exhibit). Changes are 
documented by printing a register (see change 
register exhibit). A copy of the report is routed 
back to the initiating department for review and 
approval. 

Inside Controls 

Controls within the data processing installation 
should ensure that all transactions are processed 
completely and accurately. The series of checks 
and balances that make up these controls must 
begin with the entry of transactions into the data 
processing installation and continue throughout 
processing. 
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Control techniques and devices . A list of con- 
trol devices and techniques, many of which can be 
incorporated into the procedure for any data proc- 
essing system, includes: 

• Serial numbering. The serial numbering of 
orders, invoices, checks, etc., provides control 
while the data is in transit. Each item or document 
in the series or group is assigned a successive 
number; an indication of the beginning and ending 
numbers accompanies the group. 

• Batching with a document or item count. In 
batching data with a document or an item count, the 
items or documents are counted instead of numbered; 
an indication of the count accompanies the group. 

This technique can be used to control data, both 
before and after it is punched into cards — for ex- 
ample, requisitions, changes, receiving reports, 
and punched cards for various analysis reports. 

• Batching with a control total. In batching with 
a control total, some data field that is common to 
all items or documents is accumulated for the con- 
trol total, which then becomes the basis for balanc- 
ing operations during processing. The control field 
may be an amount, a quantity, an item code, an 
account number, etc. ; totals based on an account 
number or code are known as "hash” totals. An 
advantage of this technique is that balancing can 
often be performed during regular machine proc- 
essing operations at no extra cost in time. 

• Crossfooting. Crossfooting is the addition 
and/or subtraction of factors in a horizontal spread 
to prove processing accuracy. It can be used on a 
payroll register to prove that the final totals of 

net pay and deductions equal the final total earnings; 
this provides control on report preparation as well 
as calculating and card-punching operations. In 
posting transactions to records that are temporarily 
stored in a computer (for example, accounts re- 
ceivable), crossfooting is used to prove the accu- 
racy of posting, either as each transaction is 
posted, or collectively at the end of the run, or both. 

• Zero balancing. Zero balancing is an effec- 
tive method of verification when both detail items 
(for example, accounts payable distribution cards 
or records) and their summary (for example, an 
accounts payable disbursement card or record) are 
processed together. Each detail item is accumulated 
minus, and the summary plus. The result is a zero 
balance if both are correct. 

• Negative balance test. It is possible to detect 
a change in sign during arithmetic operations and 
either stop the machine or signal the condition for 
subsequent review. In payroll applications the sign 
check is used to indicate the condition in which 


deductions exceed gross pay; in accounts receivable, 
accounts payable, inventory, and general ledger 
applications it can be used to recognize any balance 
that becomes negative. 

• Blank field test. This means checking any 
data field for all blank positions. As a computer 
control, it can be used to prevent the destruction 
of existing records in storage, indicate when the 
last item from a spread card has been processed, 
skip calculation if a rate or factor field is blank, 
etc. 

• Comparing. Comparing, as a control tech- 
nique, permits data fields to be machine-checked 
against each other to prove the accuracy of match- 
ing, merging, coding, balancing, reproducing, 
gang punching, and record selection. 

• Sequence checking. Sequence checking is used 
to prove that a set of data is arranged in either 
ascending or descending order before it is proc- 
essed. It is generally a mechanized operation and 
may be performed in a separate machine run or 
simultaneously with another operation in one run. 

• Visual comparisons. Comparisons are based 
primarily upon experience, past performance, and 
a knowledge of trends that have intervened. By 
knowing the status as of a certain time and observ- 
ing trends since that time, it is possible to deter- 
mine to some degree whether present records 
represent a complete and accurate picture. For 
example, present-period payroll is often compared 
against last-period payroll to spot any questionable 
variations . 

Controls on processing operations . The number 
of available techniques indicates the need for a 
thorough study of your application and equipment in 
order to come up with a system of controls which 
is adequate but which does not overcontrol and delay 
processing. In so doing, it is desirable to mechan- 
ize as many controls as possible. Mechanized con- 
trols are always performed at a constant, rapid 
speed; manual ones are not. A study of the appli- 
cation will reveal: 

1. How closely it is to be controlled. 

2. Points in the procedure at which controls 
must be placed. 

3. The correcting and restart procedures to be 
employed at each point, in case the operation does 
not balance. If the procedure is a manual one, it 
should be clearly documented for operator refer- 
ence and training purposes. 

4. How accounting control responsibilities are 
to be divided. 

The basis for control during processing must be 
established as data enters your installation. This 
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is generally done when transactions are edited and 
may consist of assigning a system of serial num- 
bers or developing a document count, a transaction 
count, an item count, a tape listing and total 
of some field such as quantity, amount, or code, 
etc. , or a combination of these. When these pre- 
liminaries are taken care of, your transactions are 
ready for processing. 

During report preparation, the primary control 
objective is to prove that all items (accounts or 
transactions, etc.) are included in the processing 
and that arithmetic is performed accurately. It 
can be assumed that the data itself is correct, since 
punching, summary, and posting operations are 
proved as they occur. 

To ensure the inclusion of all items in the report, 
a final control total is developed during processing 
and balanced at the end of the run to a predetermined 
one. In cycle billing operations, the control may 
be an account number hash total of those accounts 
that are in the cycle; for other reporting operations 
it may be a control total based upon an amount, a 
quantity, or another code field. For control of 
arithmetic functions that occur during report prep- 
aration, the following techniques should be inves- 
tigated: crossfooting, total transfer, zero balancing, 
parallel balancing, reasonableness test, or a com- 
bination of these. 

Built-in checks and controls . Built-in checks 
should be taken advantage of and not duplicated by 
programmed or manual controls. They function as 
a result of internal machine circuitry and are there- 
fore performed automatically. For example, all 
machines have checks which stop the machine for 
an operation that is impossible or in conflict with 
another. 

Computers utilize input/output checks. The 
input check ensures that all data is read and coded 
correctly. The output check ensures that your out- 
put characters are correctly set up for punching 
and/or printing. 

This discussion does not include all built-in 
checks; for more information regarding a specific 
piece of equipment, refer to the reference manual 
describing the machine. 

The audit trail . An audit trail must be in- 
corporated into every procedure; you should pro- 
vide for it early so that it becomes an integral part. 
In creating an audit trail it is necessary to provide: 

1. Transaction documentation that is detailed 
enough to permit the association of any transaction 
with its original source document. 


2. A system of accounting controls which proves 
that all transactions have been processed and that 
accounting records are in balance. 

3. Documentation from which any transaction 
can easily be recreated and its processing continued, 
should that transaction be misplaced or destroyed 
at some point in the procedure. 

The audit trail shown in the accompanying ex- 
hibit might be found in an accounts receivable ap- 
plication. The original or entry sales register is 
prepared by date of entry immediately after the 
cards have been punched or activated from a file. 

All punched information is listed on the register 
in detail, so that if a transaction has to be recreated 
at some later time, reference to the source doc- 
ument will not be necessary. To prove the accuracy 
of the register's preparation, its final total is 
balanced to a predetermined one; if the two are 
equal, the final total is also posted to the control 
sheet. The sum of these individual totals on the 
control sheet establishes the final control total to 
which all accounts receivable operations for the 
period must balance. 

Cards for the cash receipts book are either 
punched or activated from a holding file. After 
being prepared in detail, the cash receipts book is 
balanced to a predetermined total. If it is in bal- 
ance, the final total is posted to the control sheet 
and the receipts are posted to accounts receivable. 

When the aged trial balance is run, the final total 
should equal the difference between total debits and 
total credits to accounts receivable; this difference 
is available from the control sheet. If the totals do 
not agree, all the transactions for the accounting 
period can be sorted into entry date sequence, sum- 
marized, and checked against the daily entry totals 
on the control sheet to isolate the entry date that is 
out of balance. The transactions for that date are 
relisted; an entry-by-entry comparison on the du- 
plicate and original entry registers will reveal the 
discrepancy so that a correcting entry can be 
initiated. 

The sales register and cash receipts book pro- 
vide documentation that is sufficient for reconstruct- 
ing a transaction or associating it with the original 
source document. Balancing each register to a 
predetermined total proves that all transactions in 
the group have been processed through that point. 

The entries on your control sheet provide the means 
for balancing accounting records at the end of the 
accounting period. 
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FORM DESIGN The second portion is more detailed and serves 

as an introduction to the subject for those who are 
The first part of this section, written for persons new to automated data processing, 

familiar with punched card processing, deals with 
1130 considerations only. 
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1130 Considerations 

1. The ability of both FORTRAN and the 1130 
Commercial Subroutine Package to provide heading 
information can greatly reduce the cost of forms. 
Standard stock forms can be used for all internal 
reports, and appropriate headings can be provided 
at the time the report is prepared. Setup time can 
be significantly reduced by eliminating the need to 
change forms in the printer. 

2. The 120-character print line is probably at 
least equal to your present capacity. Consider 
printing narrow forms two-up — that is, two pages 
side by side (on special paper for splitting), printed 
at the same time. This technique can double your 


output or can avoid the need for extra runs or extra 
carbon copies where the number of required copies 
is large. 

3. The extra speed of your printer (1403) may 
allow you to make some short runs twice instead of 
buying expensive multiple -part paper just for those 
runs. 

4. Interchangeable chain cartridges for the 1403 
allow you to improve the appearance of certain 
reports by providing a variety of special characters. 
Also, printing speed can be considerably improved 
by selecting a character set containing only the 
characters you need. 

5. The ability to have both the 1403 and 1132 on 
line can save time, in some cases, by eliminating 
the need for rerunning cards to produce a second, 
different report. 
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Form Design Principles 

The design of effective, economical forms reqires a 
certain amount of preparatory evaluation and 
analysis. The major objectives are legibility, 
simplicity, economy, and efficient preparation. 
Local IBM representatives should be consulted 
early; their guidance and reference materials may 
help avoid costly mistakes. Steps to be taken in 
forms design are: 

1. Establish the need for the new form. Sim- 
ilar forms may exist which, with minor changes, 
will satisfy the new requirements. 

2. Study the machine to be used for printing. 

In so doing, use the reference manual for that 
machine; most manuals have at least one section 
devoted to the tape-controlled carriage and/or form 
design. These sections contain valuable information 
about forms specifications as well as different 
printer characteristics and operation. 

3. List all types of information to be recorded 
and the number of positions that will be allotted for 
printing each. In doing this, assemble and study 
past and present statistics. These can be evaluated 
in light of future plans and then used as an indi- 
cation of probable needs. One of the greatest 
weaknesses in forms design is the tendency to 
burden a form with unnecessary information. Since 
entire data processing procedures may be geared 
to the preparation of a certain report, extraneous 
information can be costly. 

4. Lay out the form on a printer spacing chart. 
(See Figure 20. 17. ) In using the spacing chart the 
following tips will be helpful (some will be dis- 
cussed in greater detail later); 

• Use bold type to make special information or 
headings stand out. 

• hi colunms for figures allow sufficient space 
for the largest amount plus punctuation. 

• Place filing information near the top of the 
form. 

• Title the form. 

• Include form number, date, and page number. 

• Keep headings small, to allow room for 
written data. 

• Consider total headings at the bottom of the 
form. 

• Use different-colored copies as an aid in 
routing. 

• Use double-ruled lines to set off sections. 

• Avoid horizontal rulings as much as possible. 

• Consider guide marks for names, addresses 
and folding. 


• If possible, choose a standard form width. 

• Make certain that the form length is compatible 
with the spacing to be used. 

• Include a guide for forms alignment in the 
printer. 

5. Make a test using a copy of the proposed form. 
Examine the report carefully to make certain that 
zeros are printing properly and that amount fields 
are large enough. 

During the creation of a form the designer should 
understand and keep in mind the following: 

Form width. The overall width of a form is 
important in determining printing space. Although 
the IBM form-feeding devices available will handle 
a great variety of document sizes, certain practical 
aspects should be observed. 

Form costs can be reduced by confining widths 
to the standard sizes of paper stock used by business 
forms companies. (These sizes can obtained from 
the companies; reference to the individual machine 
manual will indicate which are acceptable. ) 

hi addition, width standardization permits (1) pur- 
chase of report binding and filing supplies in fewer 
sizes and greater quantities at reduced cost, (2) 
more convenient forms handling, and (3) a reduction 
in the setup time of form-feeding devices. 

Form length. The total number of body lines in a 
form (regardless of whether six-or eight-lines-per- 
inch spacing is employed) can be any whole number, 
up to 132. It should be evenly divisible by two in the 
case of double spacing, and by three in the case of 
triple spacing. 

Horizontal spacing . All printing is ten characters 
per inch. Vertical lines separating fields and 
decimal positions should be drawn so that each splits 
a printing position. If they are drawn between adj- 
cent positions , paper shrinkage , variations in form 
insertion and alignment, as well as other variables, 
may prevent satisfactory registration during print- 
ing. 

Vertical spacing. The vertical spacing of the 
printers is under operator control and can be set 
for six or eight lines per inch. The importance of 
this is that double spacing at eight lines per inch 
permits 33-1/3% more lines to be listed on a page 
than double spacing at six lines per inch. While it is 
true that six lines per inch at single spacing gives 
more items than eight lines per inch at double 
spacing, the latter offers increased legibility. 

Form skipping. The maximum distance that can 
be skipped without losing machine time is not the 
same for all printers. The individual machine or 
systems reference manual should be read so that 
little or no processing time is lost. 
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Form alignment guide. If possible, a guide for 
form alignment should be determined and preprinted 
on each form to facilitate machine setup operations. 
It is important that a description of the form align- 
ment guide and its use be included in the operation 
manuals. A delay in machine setup will create a 
delay in processing. 

Numeric amounts. In determining the number of 
print positions needed for numeric fields, the size 
of the total must be provided for, rather than the 
size of the detail amounts. If marks of punctuation 
are to be machine -printed, the size of the field 
should be checked to make certain that printing 
positions have been allotted. 

Printable characters . The standard printable 
characters are: 

A — Z 

0-9 

+ / ( 

- $ ) 
t 

• J 

& * = 

More information may be fourd *; ^ appropriate 

machine reference manual. 

Marginal perforations . Most forms have a ver- 
tical perforation 1/2" from each side. Sometimes, 
however, forms are designed with dissimilar 
margin widths. For example, a form with an over- 
all width of 9-7/8" may be perforated 1/2" on the 
left and 7/8" on the right, to leave an 8-1/2" x 11" 
letter-size report after the marginal strips are re- 
moved. Many such variations in margin size are 
used. At least one xmused printing position should 
be left between a machine -printed character and a 
perforation. 

Since some report binders utilize the form-feed- 
ing holes for binding, many reports are set up with 
no perforation on the binding side. The practice of 
eliminating perforations and letting the form-feeding 
holes remain on both sides of the finished reports is 
being followed more and more, particularly with 
internal reports. 

Binding. In most cases, it is desirable to min- 
imize binding space in order to reduce form cost. 
Therefore, information that will be referred to 
least should be placed nearest the margin, since it 
becomes more difficult to read information near the 
binder posts as sheets are added to a binder. 

Because of the amount of space required for 
headings, many forms can be bovind at the top, with 
no sacrifice in readability. If it is desirable to bind 
continuous forms without bursting them or binding 
them on the side, binding holes can be punched in 


both the top and bottom of the forms. 

Carbon copies . Substantial savings can be real- 
ized by mininizing the number of carbon copies. 

Some techniques that are effective in doing this are; 

1. Side-by-side duplicate reports 

2. Consolidation of reports for multiple use 

3. Sequence-routing of reports to different de- 
partments, instead of simultaneous distribution 

4. Mechanical or photographic reproduction 

Any report that is subject to constant usage, such 
as a weekly timesheet, should be prepared on a dur- 
able grade of paper. For most multiple-copy work, 
the first, or original copy and the last copy are 
heavier in weight than the intermediate copies. 
Lighter weights of paper have less cushioning effect 
on the printing impact, and therefore permit more 
legible printing on multiple copies. On the other 
hand, the paper must be of sufficient weight and 
strength to prevent tearing while feeding or ejecting 
forms. 

The carbon paper used should produce the re- 
quired number of legible copies without excessive 
smudging. Various carbon forms in use include: 

1. One-time carbon. This is used once and dis- 
carded. 

2. Carbon-backing paper. The carbon surface is 
on all or part of the reverse side of the original. 

3. Chemical-coated paper. The chemical coating 
on the back on one sheet reacts with the coatir^ on 
the face of the next, under the impact of the printing 
mechanism. 

Type style is also an important consideration for 
multiple carbon copies. Standard type gives max- 
imum legibility. A smaller type style tends to "fill 
in" when printed through several sheets of paper; 
with a bolder type style the force of the hammer 
blow is spread so that sharpness and density are 
decreased. 

The legibility of some special-purpose type is 
limited. Since it is fixed in size, the more char- 
acters that are crowded within the area, the smaller 
each character becomes. Therefore, as the number 
of carbon copies increases, the difinitive lines of 
each character seem to become broader. The result 
is a character that is difficult to read. 

In some cases carbon paper is narrower than the 
form. It may be held in place by a fastening tech- 
nique at the horizontal perforations between forms, 
or by some other method such as stitching, gluing, 
or marginal perforations. 
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The recommended maximum distances between 
fastenings are; 


Form Length 

I to 5 inches 
5-1/2 to 11 inches 

II to 14 inches 
14 to 17 inches 


Maximum Distance 
between Fastenings 

5 inches 
11 inches 
7 inches 
8-1/2 inches 


For forms more than 17" in length, the max- 
imum distance between stitches should be deter- 
mined by actual test. 


If staples are used, they must: 

• Be located out of the printing area. 

• Be properly crimped so they won’t catch on 
guide edges or staples in succeeding forms. 

• Not cause excessive bulging during feeding, 
particularly at the out -fold. 

Form types. Depending on its purpose and des- 
tination, the form on which a report is printed may 
range from the least expensive blank stock to cus- 
tom design. Imprinted stock forms are standard- 
size forms which are stocked in large quantities 
and upon which lines, headings, markings and some 
designs are printed as desired. Custom forms are 
those designed to fill special needs of size, com- 
plexity, and design. Although more expensive, they 
can be used advantageously to "sell" your company. 





CARD DESIGN wants to become familiar with the considerations 

unique to the 1130. The second deals with more 
This section is divided into two parts. The basic card design principles. A more extensive 

first provides information that will be useful to a coverage of the subject is contained in the IBM 

person who has had punched card experience but manual Form and Card Design (C20-8078). 
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1130 Considerations 

1. Lining up similar fields between cards is 
desirable for ease of recognition, for offline 
punched card processing, and for ease of card 
handling. A program can as easily define a field in 
one set of columns as in another. 

2. The results of calculations often do not have 
to be pimched into cards. It takes but a few milli- 
seconds for the computer to recalculate the same 
figure the next time it needs it. 

3. The EBCDIC character set contains 256 
possible codes. However, many of them cannot be 
handled by standard FORTRAN programs. Only 53 
characters are permitted in card input (see the 
FORTRAN manual, C26-3715); of these, only 48 
may be printed by the 1132 Printer. 


4. Normally, an 11 -punch over the imits posi- 
tion of a field indicates to the 1130 Commercial 
Subroutine Package that a field is negative, while 
a 12- punch or no-zone indicates that it is positive. 
The combinations (11-0) and (12-0) are not valid 
FORTRAN codes. However, the 1130 Commercial 
Subroutine Overlapped l/O Package can handle them. 

5. Punching speed for serial punches (1442) 
varies with the last column punched. For example, 
if the card is to be pimched in cc 1-10, 176 cards 
per minute can be punched on a 1442, Model 6. The 
same data can be punched in cc 71-80 at only 49 
cards per minute. Therefore, fields to be punched 
should be placed close to column 1. Fields to be 
read can then be placed anywhere to the right of 
fields to be punched, with no effect on card reading 
speed. 
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Card Design Principles 
Determining Card Data 

The first step in card design requires a study 
of the final report that is to be printed from the 
card and a listing of data needed for it. Next the 
procedure is studied, and any data needed for proc- 
essing but not for the report is added to the same 
listing. Every item is recorded on a worksheet. 
Provision must be made for recording in the card 
all data that is listed, unless it is calculated or 
otherwise generated. 

A check should be made that the necessary 
reference data is included. Reference data should 
be sufficient to; 

1. Identify the transaction with the original 
source document from which it was created. 

2. Indicate the date on which the transaction 
occurred. 

3. Establish some reference, such as invoice 
number, batch number, account number, or 
salesman number. 

Care should be taken to avoid duplicate or un- 
necessary reference data. 

Determinii^ Field Size 

The number of positions required to record each 
type of information should be determined. 

The size of the field for card codes, invoice 
number, and account number is determined by the 
largest single number to be recorded. With 
quantity and amount fields, the largest amount 
that will occur on a reasonably frequent basis must 
be determined, rather than the largest it could 
ever be. If the largest possible amount is known 
and its chances of occurring are rare, multiple 
cards may be punched for the transaction. 

After all card data is listed, the number of 
columns required should be added. If this is 
between 80 and 100, it may be possible to reduce 
it to 80. If it is over 100, an additional card is 
evidently required. At this point a check should 
be made to see whether the fields can be rear- 
ranged so that all transactions need not have 
multiple cards, but could have if necessary. 

Master information can be punched in one card and 
variable information in the other. Sufficient refer- 
ence information must be included in the second 
card if sorting is required. 

Some techniques to be considered for reducing 
the number of card columns are: 


• Reduce the size of reference fields by repeat- 
ing the numbering series more frequently. For ex- 
ample, invoice number may start with 1 each quar- 
ter instead of each year. 

• Record in the eleventh and twelfth punching 
positions various codes that may be using a sepa- 
rate punching position. 

• Avoid unnecessary data: for example, the use 
of both an order number and an invoice number may 
not be necessary if one will provide adequate ref- 
erence to the other, 

• Reduce the size of reference fields by recod- 
ing. It may be possible to eliminate several posi- 
tions. 

• Reduce the number of columns required for 
recording reference data by ignoring positions that 
are not essential for this purpose. 

If more than one card is to be used to hold a 
"record", the division of information between the 
cards can be made on the following bases: 

1. Place constant information in one card 
(master) and temporary information in the second 
card (detail). 

2. If more than one source document is used, 
place the information of each document on a sepa- 
rate card and code the cards. 

3. When one transaction affects two different 
accounts, design a card for each account with 
differing degrees of detail as required by each 
account. 

4. For printiug a bill, order, or other notice, 
design a card for each section of the form. Some 
of these cards (for example, name and address 
cards, constant data cards) can be reused. 

Determining the Sequence of Fields 

Four basic factors are involved in determining 
field sequence: 

1. Sequence of data on the source document 
from which the new card will be punched 

2. Machines and programs used to process the 
new cards 

3. Manual operations in which the new card will 
be used 

4. Location of identical data in other cards with 
which the new one will be processed 

Keeping the sequence of fields similar to the 
order in which the data is read from the source 
document will make the keypunching operation 
faster and more accurate. This is especially 
important since keypunching is a manual opei'ation 
and therfore subject to far greater fluctuation in 
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speed and accuracy than the subsequent mechanized 
operations. The sequence of fields can be arranged 
to take maximum advantage of machine character- 
istics. Specifically, field sequence can be designed 
to maximize the usage of card punches, sorters, 
computers (see 20. 30. 10), control panel wiring, or 
the manual handling of cards. Placing data in the 
same columns of the new cards as used in other 
cards ensures that sorting and controlling the data 
can be speedily performed when the cards are proc- 
essed together. It also simplifies control panel 
wiring where cards are processed by standard 
punched card machines. If data on the new card is 
to be checked visually by manually fanning a deck of 
cards, the fields for that data should be located at 
either the left or right end of the card. 

Using a Card Layout Form 

A multiple-card layout form (X24-6599) should be 
used when planning several cards simultaneously 
or when planning a new card that will be used with 
existing cards. The use of this form makes it easy 
to align those fields that are common to more than 
one card, where this is desirable. It also makes 
working with the formats easier, since they are on 
one sheet of paper and can be compared with one 
another. 

Designing the Card Form 

After field size and sequence are established, the 
design of the card itself can be done. This is 
usually drawn on a special form considerably larger 
than the pimched card. Photographic reduction is 
used to create the proper-size print plate (called an 
"electroplate”, or "electro"). 

It is not always necessary to design a card form 
for each card used in an application. Where the 
cards are used only within your data processing 
department, are interpreted, and are needed only 
in small quantities, it may be advantageous to use 
a standard card form, such as the IBM 5081. 

Certain principles in the design of card forms 
should be kept in mind: 

1. Field and box headings should be explicit and 
force writing into desired locations. 

2. Adequate space should be allowed for accom- 
modating written information. 


3. The right-hand side of a box containing hand- 
written information should be at least five columns 
to the left of the columns in which it is to be 
punched. This is so that the data will not be ob- 
scured by the punch station of the card punch 
machine when it is time to punch it. 

4. Information to be punched should not be hand- 
written along the bottom edge of a card, since the 
shield on the IBM card pimch obscures the lower 
1/8" of the card. 

5. Field headings should be above the zero row 
of a card unless interpretation or printing of 
punches prevents it. 

6. Headings and interpreted data should be kept 
between rows, so that pimches will not obliterate 
them. 

7. Preprinted decimals and commas should be 
placed where dollar amounts will be interpreted. 

8. Colored cards, colored stripes, and corner 
cuts may be used for visible distinction between 
cards. Also, an identifying punch (called a "key") 
may be used. 

9. Card column numbers should be preprinted 
where possible and digits should be placed where 
the numbers can be punched. These aid in reading 
the punches in a column. 

10. Mark-sensing fields should be placed on the 
right-hand side of a card, so that the card can be 
easily held and marked. 

11. Card or company names should be printed on 
the ends of a card. 

12. When coded punches are used, decoding 
abbreviations should be preprinted on the card. 

13. Where no more than 40 columns are needed, 
a sectional or "tumble" card may be designed in 
which the layout in columns 1-40 is duplicated 
upside-down in columns 41-80. This allows the 
card to be used twice and cuts card costs in half. 

Testing the Card Layout 

After the card layout is developed, the fourth and 
final step in card design is performed — namely, 
testing the card for its effectiveness. For the test, 
the new design must be laid out on several cards 
and the cards must be used in their designated 
procedure. 
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DESIGN OF DISK DATA FILES 
Introduction 

The formats of cards and forms are the tangible 
types of input/output. You still must design the in- 
tangible record formats. 

Your 1130 Computing System is concerned with 
two different intangible records: those in core 


storage and those on the disk cartridge. Although 
the storage media are different, the design consid- 
erations are the same. 

The items discussed in this section concern the 
components of disk records, the order of the com- 
ponents, and groups of records. Considerations 
covered include growth, organization, and content. 

More detailed information on many of the topics 
covered here may be found in section 80. 




Section 

Subsections 

Page 

20 

40 

10 

01 


Data 

The first step in file design requires a study of all 
procedures that utilize the file. On the basis of 
these studies, record each necessary item on a 
worksheet like the one illustrated in Figure 20. 1. 
Indicate the t 5 q)e of information, the frequency of 
occurrence, and the sequence in the source docu- 
ment, if applicable. The following should be done: 

• Check that the necessary reference data is in- 
cluded, if this is a source file. 

• Weigh the effects of media storage costs vs 
program execution time for constant-type data, such 
as tax-exempt dollars in payroll. 

• Include fields obtained by processing, if the 
results must be recaptured later. 

• Examine all applications that utilize the file, 
in order to prevent omission of necessary data. 

• Explore future requirements of the current 
procedures. For example, it might be judicious to 


include an additional deduction field in your payroll 
application. 

• Determine any additional information needed 
for planned applications. It may be more practical 
to include an extra field now than to reorganize your 
files later. 

• Study the feasibility of consolidating existing 
data files into a single data file to eliminate dupli- 
cation of common information, if such a combined 
record would not too adversely affect the running 
time. 

• Ascertain whether material needed in a new 
application, for which the data file is to be designed, 
is available already in an existing data file. 

• Verify that the data file, when set up, will 
contain all the basic information to meet the re- 
quirements of all persons who will be using the pro- 
ducts resulting from the file processing. 

• Consider file maintenance and audit control. 


FILE DESIGN WORKSHEET Storted 
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Figure 20. 1. File design worksheet 
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Field Size 

The number of positions required to record each item 
of information should be determined and entered on 
a form similar to that shown in Figure 20. 1. 

Type of Field 

Control and indicative data field size should equal 
the total number of digits in the largest single item 
to be recorded in the particular field. Occasionally, 
to conserve storage, the high-order digits may be 
disregarded for a field such as order number. 

Quantitative data field size may equal the total 
number of digits in the largest amount to be recorded, 
or the number of digits that will occur with reason- 
able frequency. Procedures can be developed to 
handle the rare exceptions. 

Recording Medium 

Since some media, such as cards and disks, contain 
a fixed number of positions per unit of storage (card 
field or disk sector or track, etc.), it is essential 
to consider this overall limit in order to design 
efficient and practical records. 

Example ; 

On the 1130, your disk records are automatically 
"blocked" within 320-word sectors. A 55-word 
record will be blocked 5 records to the sector 
with 320-(5x55) or 45 words unused. Rather than 
waste these 45 words, you might as well increase 
the size of the record to 64 words, which will 
still allow 5 per sector (5x64 = 320) with ^ 
waste. Or, if possible, reduce the record size 
to 53 words, which permits 6 records per sector. 


File Size (Total Number of Records) 

Since the field size affects the total record size, all 
unnecessary positions should be eliminated to de- 
crease I/O time and storage media requirements. 

Future Requirements 

If the demands to be placed on the information indi- 
cate an impending need for another position, it 
would be easier to incorporate the additional charac- 
ter in the design phase so as to avoid reprogramming 
and a patched-up record layout. 

Field Compaction Techniques 

Because a reduction in the length of a record pro- 
,f duces such positive results as an increase in DASD 
packing and a decrease in time to read and/or write, 
field compaction techniques should be investigated 
and the cost of the technique evaluated as each file 
is designed. Some methods to consider for reducing 
the number of positions are foimd in 80. 60. 00. 

A given compaction technique must be evaluated 
for: 

1. Amount of core storage required to hold the 
encode-decode instructions 

2. Encode-decode subroutine timing requirements 

3. Compaction percentage achieved 

4. Compatibility with programming systems 

5. Retention of collating sequence 

6. Retention of fixed field length 

7. Effect on the overall system, including re- 
lated clerical fimctions 

Some of these methods are discussed in detail in 
section 80. For a discussion in depth of compaction 
techniques see Record Compaction Techniques 
(E20-8252). 
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Data Sequence 


Data sequence is most critical for those files that 
work with source documents. Card punching, term- 
inal operations, etc. , being manual operations, are 
subject to the greatest variation in rate of production. 
Anything that simplifies these functions tends to en- 
sure a faster and more accurate operation. The fol- 
lowing are points to bear in mind: 

• Recording of data in the same order as that in 
which it is normally read. If the data sequence is 
considerably different from that on the source docu- 
ment, it may be necessary to redesign the source 
document and retrain personnel. If the file is to be 
used as input to a serial I/O imit, such as disk to 
card, the sequence is dictated mainly by the se- 
quence desired on the output unit. 

• Location of like fields in the same relative 
record positions in files that work together. This 


ensures that sorting and controlling can be ac- 
complished if the file is contained in cards; it also 
facilitates programming. 

• Placement of sorting fields adjacent to one 
another, with the minor code on the right and each 
progressively higher code to the left. Although sort 
programs can operate on multiple -control fields, 
time is used to extract and combine fields into a 
single key. 

• Compatibility with computer characteristics 
so that data sequence does not affect processing 
speed. 

• Arrangement of alphabe tic/ alphameric data in 
one area of the record. This facilitates handling of 
data, particularly in fixed-word-length machines, 
such as the 1130, and permits minimum core and 
media requirements. 

• Adherence to requirements of programming 
systems. 
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File Organization 


For strictly card- and/or paper -tape-oriented 
systems, file organization normally is sequential. 
Therefore, the following discussion of indexed se- 
quential (as in an encyclopedia) vs random organi- 
zation (as in shuffled playing cards) is oriented 
mainly toward the design of disk data files. 

Indexed Sequential Advantages 

• Both sequential and random transactions can 
be handled effectively in most cases. 

• Reports arranged in data file sequence can be 
obtained without sorting. 

• Control over both the processing and the stored 
file can be more positive. 

• Less storage space is required. 

• Frequently the entire file need not be online 
simultaneously. 


Indexed Sequential Disadvantages 

• More core storage may be required because 
of index handling routines. 

• Process time is greater for random input 
because of index file seeking and processing. 

Random Advantages 

• Less core storage is required normally. 

• Process time is less for random input. 

Random Disadvantages 

• To maintain access requirements , frequent 
reorganizationmay be necessary if the file is dynamic. 

• Extensive key analysis and development of 
address conversion routines probably are required 
for implementation. 

A detailed description of these techniques may be 
found in section 85. 
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Record Format and Blocking 

To select the record format and blocking, each of 
the following factors must be considered: 

1. File boimdaries . Cards are limited to 80 
columns of punched data, while the disk has 320 
words that may be recorded on each sector. 


2. Core storage requirements . Since IOCS 
handles physical records for I/O operations and con- 
tains a core storage area large enough to accommo- 
date the physical record, you must supply a core 
storage area for a logical record, hi addition, for 
efficient operation, multiple I/O areas may be re- 
quired for the I/O devices . 
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File Processing 


Before the file design is finally determined, the rim 
time and associated costs should be calculated for 
the entire system. The results must be evaluated 
to determine whether the original design objectives 
have been met. If the system is I/O-limited (that 
is, if I/O time exceeds process time), the following 
approaches may be considered: 

• Create a second master file splitting away from 
the main master file those fields not required on the 
primary runs. For example, name and address 
records could be kept in a separate name and address 
file. This new file would be used perhaps only as 
output documents are printed. 


• Extract from the master file the active records 
for processing. This method is useful if the ratio of 
active master records to total master records is 
very low. 

• Increase the number of input buffers. If the 
activity rate is low and processing time per hit is 
high, more process time can be overlapped if the 
input is queued in additional buffers. If process time 
requires 250 milliseconds while an input area can 
be filled in 50 milliseconds, there will be 200 milli- 
seconds of unoverlapped process time per hit, with 
two input areas. If the number of input areas were 
increased to four, only 100 milliseconds would not 
be overlapped. 
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File Control 

The design of a data file connot be divorced from 
the environment in which the file must function. 

Some of the considerations of file control and mainte- 
nance are now discussed. 

Data Validation 

The entry of incorrect data into a file should be pre- 
vented. The following techniques may be used to 
control the accuracy of input data: 

1. Precoded forms, or standardized and simpli- 
fied forms, which reduce the possibility of error at 
the point of origin of the data. 

2. Batch controls that establish totals for a 
given group of records to detect the loss or dis- 
tortion of data during intermediate handling. A 
batch may consist of a fixed number of items or the 
transactions that occurred in a given period of time. 
Typical batch totals are record counts, dollar or 
quantity amoxmts, and "hash” totals of significant 
data, such as wage rates. Frequently, batch totals 
are recorded in a trailer record to provide auto- 
matic zero-balance checking. 

3. Tumarmmd documents, such as prepunched 
remittance forms , which require little or no extra 
recording and a minimxmi of handling. 

4. Character checking, which determines 
whether the data in given positions of the record 
contain permissible characters. This t5Ape of check 
can be used to ensure that the proper algebraic 
sign is present for the type of transaction or that 
alphabetic data is not included in numeric fields , 
and vice versa, or that data is present where re- 
quired (not blank). 

5. Field checks that examine the content of a 
field for certain characteristics. These include: 

• Limit checks, which determine whether data 
is within a prescribed range. Such checks can apply 
to fields such as employee's wage rate, amount of 
gross pay, etc. 

• Historical checks, which use prior experience 
as a basis of validation. The public utility industry 
often compares, for reasonableness, prior con- 
sumption for a year or more against current usage. 

• Validity checks, which compare the content 
of a field against a list of existing "good" nmnbers. 
This prevents posting to nonexistent accoxmt numbers. 
Matching by control key against a master file indi- 
cates duplicate and missing numbers. 

• Logical relationships, which determine whether 
the items of input data have a logical relationship to 
one another or to the file they affect. For example. 


if an employee adds a bond deduction, a bond denomi- 
nation is also required. 

• Self-checking numbers, which detect incorrect 
identification numbers (such as account number, 
employee nxunber, etc.) by performing certain 
mathematical calculations on the base number and 
comparing the resulting digit against a check digit 
appended to the base number. 

Operating Controls 

The following controls are common methods used to 
detect errors caused by poor operator performance, 
equipment failure, or malfunctioning programs: 

1. Disk cartridge ID checking, which verifies 
that the proper cartridge is online before any proc- 
essing can take place. 

2. Record counts, which check that the niunbers 
of records before and after processing are the same, 
in order to guard against accidental loss of a record. 

3. File totals, which ensure that the file is in 
balance in light of the transactions just processed. 

For example, the previous file total for a given 
field plus the net change represented in the trans- 
actions should be equal to the sum of the individual 
record fields after the transactions are processed. 

4. Intervention logging, which records through 
the console printer any intervention by the operator. 

Error Analysis 

The file control techniques suggested above indicate 
the wide variety of methods available. Selection of 
the specific control procedures depends on such 
factors as the frequency of possible occurrence, the 
results if the error were allowed to enter the system, 
and the chance that the error might remain unde- 
tected even through later operations. All errors 
should be logged indicating the nature and the cause. 

A review of these error logs can serve as a guide 
to management to increase or decrease error 
control. 

When errors are detected, any of the following 
procedures can be used: 

1. Programmed halts, where the computer is 
halted by detection of certain conditions, and the 
operator follows prescribed steps dependent upon 
the nature of the halt. The trend is away from pro- 
grammed halts to eliminate operator intervention. 

2. Bypass procedures, where the error con- 
dition is recorded on some output rnedimn, such as 
paper tape or console printer, for later analysis, 
and the computer continues without stopping. 
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3. Suspense accounts, where totals are posted 
for invalid records in order to keep in a single 
account all items requiring analysis. 

Audit Trail 

An audit trail may be defined as the means whereby 
the source transaction and its corresponding sup- 
porting documentation can be related to processed 
data. Although the audit trail may be a by-product 
of normal processing, it may sometimes be addi- 
tional. The requirements of the auditor should be 
discussed to provide the necessary historical infor- 
mation trail. 

Reconstruction 

If the information on a file is mutilated, the need for 
reconstruction arises. The method selected depends 
upon such factors as job priority, the time and cost 
required to provide reconstruction data, and the 
time and cost required to perform the reconstruction. 
Listed below are several approaches: 


1. Periodically, a dynamic disk file should be 
copied (dumped) on paper tape, on cards, or on 
another disk. Often, the copy can be made as a 
by-product of a periodic run. All transactions since 
the last dump must be retained to update the copy to 
current status. 

2. To avoid reprocessing of all transactions 
since the last dump, write the updated records on 
paper tape or cards as the transactions are processed 
against the file. In sequential processing, only one 
paper tape or card record per active disk record is 
written, hi case of reconstruction, the record with 
the most recent status can be used to replace the 
corresponding record on the dumped file. 

3. If no output unit is available to record the 
updated records, as suggested above, the master 
can be flagged, and on a later run the flag can signal 
a copy operation for a given record. This technique 
requires a rewrite to the file for removal of the flag. 

4. The contents of a static file should be available 
either by copying to another disk or by dumping onto 
paper tape or cards that may be used later to reload 
the mutilated file. 
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PAYROLL EXAMPLE 
Narrative 

Note: All of the pages in the following example 
represent material that you should have developed 
by this point in the installation of your system . 
When completed, the material becomes a part of 
your system documentation (see section 35), 

* 

The corporation consists of six manufacturing 
plants , engaged in the fabrication of Liquid Dairy 
Product Packaging in Ohio, Indiana, West 
Virginia, and Texas. The payroll system was 
designed to accommodate all six plants, which 
have separate bookkeeping records. However, 
the accounting functions are centralized in one 
location. Communication is by phone and mail. 

The system consists of 16 programs. 

The files creation program is first. Data decks 
are keypunched for each individual, in sets, by 
plant. The data is edited and, when correct, is 
loaded on the disk by PAYOl. Three files are 
created: a master file, an index file, and a plant 
information file. A second data deck with employee 
clock number and name is loaded onto the master 
file by PAY02. 

Changes to the disk information are made by 
PAY03, Documents, received from personnel de- 
partments at the individual plants, are checked. 


summarized, keypunched, and verified. Time 
sheets, submitted by the plant payroll departments, 
are keypunched and verified. All these cards are 
processed by PAY16, which edits and generates 
control totals. PAY04 then processes these cards, 
performing all payroll calculations. Cards are read, 
pay is computed, disk files are updated, and cards 
are extended with current pay figures. After all 
cards are processed, a payroll register is printed. 

Checks are printed by PAY05. A header card is 
read and the checks are printed from the disk file. 
PAY06 lists the check register from the disk file. 

If an error is made in computing pay, PAYll pro- 
vides the means of voiding checks . The extended 
time cards from PAY04 are read in and the affected 
employee records are reset. The above are 
weekly runs. 

At month end, registers are prepared showing 
each individual's deductions for the month: 

PAY13 writes imion dues register. 

PAY14 writes credit union register. 

PAY15 writes stock deductions register. 

PAY12 resets charity deductions code. 

At the end of the quarter and at the end of the 
year, PAY07 and PAY08 are used to balance the 
disk files to control totals. 

PAY09 produces the 941 tax report. 

PAYIO produces a tax worksheet used to deter- 
mine tax liability. 
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Card Forms and Console Keyboard Input 

PAYOl Plant no. - 1 digit - keyboard 

Week no. of month - 1 digit - keyboard 

Check no. - 2 digits - keyboard 

Name - 18 blanks - keyboard 

Plant name - 32 characters maximum - keyboard 

Figure 20.3- card 

PAY02 Plant no. - 1 digit - keyboard 
Figure 20.4 - card 

PAY03 Plant no. - 1 digit - keyboard 
Figure 20.2 - card 

Social Security Number, if changed - keyboard 
Figure 20. 5 - card 
Figure 20.6 - card 
PAY04 Figure 20.7 - card 

Check no. - 5 digits - keyboard 
Week no. of month - 1 digit - keyboard 
Maximum check amount allowed - 5 digits - keyboard 
Figure 20.8- card 
PAY05 Figure 20.7 - card 

Check no. - 5 digits - keyboard 
Check maximum amount - 5 digits - keyboard 
Clock no. (if requested) - 4 digits - keyboard 
PAY06 Figure 20.7 - card 
PAY07 Plant no. - 1 digit - keyboard 
PAY08 Figure 20.10 - card 
Figure 20.11 - card 
Figure 20.6 - card 
PAY09 Figure 20.12 - card 
Figure 20.13 - card 
Figure 20.14 - card 
Figure 20.15 - card 
Figure 20.16 - card 
PAYIO Figure 20.10 - card 
Figure 20.6 - card 
PAYll Figure 20.7 - card 
Figure 20. 9 - card 
Figure 20.6 - card 
If requested; 

Insurance deduction - 4 digits - keyboard 
Stock deduction - 4 digits - keyboard 
Charity deduction - 4 digits - keyboard 
Miscellaneous deduction - 4 digits - keyboard 
PAY12 Plant no. - 1 digit - keyboard 

PAY13 Plant no. - 1 digit - keyboard 

Individual amovmt for a plant - 4 digits - keyboard 
PAY14 Plant no. - 1 digit - keyboard 

PAY15 Plant no. - 1 digit - keyboard 

PAY16 Figure 20.7 - card 
Figure 20. 8 - card 
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Figure 20. 3. 
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Figure 20. 11. 
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Figure 20. 13. 
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Console Printer and Line Printer Forms for Output 
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Figure 20. 21. 
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Disk Record Formats 

Employee File - Figure 20.28 

Index to Employee File - Figure 20.29 

Company Record in the Corporation File - Figure 20. 30 
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Figure 20. 30. 
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Error detection and correction (as necessary) 
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Remember, all of these pages are developed by 
this point in your system design. In addition, they 


now become a part of your system documentation 
(see Section 35). 
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LANGUAGE SELECTION 
Introduction 

Now that your system has been specified, the im- 
plementation of the design must be considered. 

Since you will be writing a program , the logical 
question is ’’What language shall I use?" 

IBM supplies and supports a wide variety of 
programming languages and application programs 
for the 1130 Computing System. Among the 
programming languages (Type I programs) are: 

1130 Assembler Language 
1130 FORTRAN 

Some of the application programs (Type II pro- 
grams) are: 

• Continuous System Modeling Program (CSMP) 

• Data Presentation System (DPS) 

• Linear Programming - Mathematical Optimi- 
zation Subroutine System (LPMOSS) 

• Mechanism Design System - Gears and 
Springs 

• Civil Engineering Coordinate Geometry 
(COCO) 

• Numerical Surface Techniques and Contour 
Map Plotting 

• Programs for Optical System Design (POSD) 

• Programs for Petroleum Engineering and 
Exploration 

• Project Control System (PCS) 

• Route Accounting for Dairies and Bakeries 

• Scientific Subroutine Package (SSP) 


• Statistical System 

• Structural Engineering Systems Solver 
(STRESS) 

• Type Composition 

• Work Measurement Aids 

• Commercial Subroutine Package (CSP) 

Your IBM representative can help you determine 
which programming language or application program 
should be used to implement your system. 

In addition to these two types of programs, IBM's 
Program Information Department maintains a 
library of contributed programs and distributes 
these programs to interested parties . These are 
contributed to the library by: 

1 . IBM employees (Type III programs) 

2. IBM customers (Type IV programs) 

Type II and type IV programs have been submit- 
ted to the Program Information Department for 
general distribution in the expectation that they 
may prove useful to other members of the data 
processing community. The programs and docu- 
mentation are, essentially, in the author's original 
form and have not been subjected to any formal 
testing. IBM serves only as the distribution agent. 
It is your responsibility to determine the usefulness 
and technical accuracy of the programs in your 
own environment. Unlike programming systems 
(Type I) and application programs (Type II) , these 
programs are not part of the IBM support package. 

The remainder of this section elaborates on 
each of the programming languages and application 
programs and discusses some of the considerations 
in answering "Which do I use?" 
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Programming Languages 


Assembler Language 

The IBM 1130 Assembler Language, while similar 
in structure to machine language, replaces binary 
instruction codes with symbols and uses labels for 
other fields of an instruction. Other features, 
such as pseudo operations, expand the programming 
facilities of machine language. Thus, the program- 
mer has available, through an assembler language, 
all the flexibility and versatility of machine lan- 
guage, plus facilities that greatly reduce the ma- 
chine language programming effort. 

The IBM 1130 Assembler Language has two 
parts: the symbolic language used in writing a 
program and the assembler program that converts 
the symbolic language into machine language. An 
additional component is a library of relocatable I/O, 
arithmetic, and functional subroutines. 

Symbolic language is the notation used by the 
programmer to write (code) the program. A pro- 
gram written in symbolic language is called a 
source program. It consists of systematically 
arranged mnemonic operation codes , special char- 
acters, addresses, and data, which symbolically 
describe the problem to be solved by the computer. 

The use of symbolic language: 

1. Makes a program independent of actual ma- 
chine locations , thus allowing programs and routines 
to be relocated and combined as desired. 

2. Allows routines within a program to be 
written independently and causes no loss of 
efficiency in the final program. 

3. Permits instructions to be added to or 
deleted from a source program without the user 
having to reassign storage addresses. 

The assembler program (processor), supplied 
to the user by IBM, operates from paper tape, from 
punched cards, or imder control of the 1130 Disk 
Monitor Systems. It converts (assembles) a 
symbolic-language source program into a machine- 
language (object) program. 

The conversion is one for one — that is , the 
assembler produces one machine-language instruc- 
tion for each symbolic-language instruction. 

The IBM 1130 Assembler is a two-pass program. 
The processor is loaded into the computer and is 
followed by the first pass of the source program. 
During the first pass, source statements are read 
and a symbol table is generated. During the sec- 
ond pass, the source program is read again and 
the object program and/or error indications are 


punched into the first 20 columns of each source 
card. If paper tape is used, the second pass results 
in the punching of a new tape that contains both 
source statements and corresponding object informa- 
tion. If disk is used, this becomes a one-pass 
procedure, the disk being used for intermediate 
storage. Both card and tape object programs must 
be compressed (via a Compressor Program supplied 
with the assembler) into a relocatable binary deck 
(or tape) before they can be loaded into core stor- 
age for execution. 

The output from the second pass is called the 
list deck (or tape) and can be used to obtain a pro- 
gram listing of source statements and corresponding 
ing object statements . Use of disk automatically 
compresses the object program into relocatable 
(loadable) form. A program listing is an option if 
the one-pass disk procedure is used. 

A library of I/O, arithmetic, and functional 
subroutines is available for use with the IBM 1130 
Assembler. 

The user can incorporate any subroutine into his 
program by simply writing a statement referring 
to the subroutine name. The assembler generates 
the linkage necessary to provide a path to the 
subroutine and a return path to the user's program. 
The ability to use subroutines simplifies program- 
ming and reduces the time required to write a 
program , 

A description of available subroutines is con- 
tained in the IBM 1130 Subroutine Library (C26-5929). 


FORTRAN Language 

FORTRAN (FORmula TRANslation) is a coding 
system with a language that closely resembles the 
language of mathematics. It is a system designed 
primarily for scientific and engineering computa- 
tions. Since this system is essentially problem- 
oriented rather than machine-oriented, it provides 
scientists and engineers with a method of communi- 
cation that is more familiar, easier to learn, and 
easier to use than actual computer language. 

The IBM 1130 Basic FORTRAN IV Programming 
System consists of two parts: the language and the 
compiler. The language is a set of statements, 
composed of expressions and operators, that are 
used in writing the source program. The 1130 
FORTRAN compiler, provided by IBM, is a pro- 
gram that translates the source program statements 
into a form suitable for execution on the IBM 1130 
Computing System. The translated statements are 
known as the object program. The compiler detects 
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certain errors in the source program and writes 
appropriate messages on the console printer, 1132 


Printer, or 1403 Printer. At the user's option, the 
compiler also produces a listing of the source pro- 
gram and storage allocation. 
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Application Programs 

Continuous System Modeling Program 

This program provides engineers and scientists 
with a simple but versatile tool for solving dynamic 
system simulation problems . For many problems , 
this program obviates the need to use an analog 
computer facility, 

CSMP is a "digital analog simulator" program 
using a block-oriented input language in which the 
functional blocks represent the elements and organi- 
zation of an analog computer. A total of 25 stan- 
dard functional blocks plus the ability to define 
special functions are provided. The continuous sys- 
tem model may be developed and tested, and results 
observed in an online interactive mode by means of 
the console keyboard and output devices. The sim- 
plicity of the language statements enables a user to 
rapidly gain proficiency with the program and facil- 
itates modification of the model via the console, hi 
addition, via the console printer, the beginner is 
provided instructional comments that can be sup- 
pressed as experience is gained. Simplicity and 
flexibility are the foremost characteristics of the 
program. 

Data Presentation System 

This program can present a large variety of data in 
plotted forms such as graphs, charts, schematics, 
and modified drawings. It supplies high-quality, 
hard-copy, graphic output at exceptionally low cost. 
The system can be used independently as a Graphic 
Report Generator, or the user can choose one or 
two levels of subroutines from the system for in- 
clusion in his own graphic output programs. These 
three levels of access are made even more flexible 
by several system modification and expansion 
features. The scope and flexibility of DPS make it 
valuable in almost every application of the IBM 
1130 Computing System. 

Linear Programming — Mathematical Optimiza- 
tion Subroutine System 

LP-MOSS provides the 1130 disk user with a simple, 
efficient means of solving linear programming 
problems and a means for implementing a variety 
of mathematical optimization applications. 

Mathematical optimization is any mathematical 
technique for determining the optimum use of var- 
ious resources such as capital, raw materials, 
manpower, and plant or other facilities. The 


technique seeks to attain a particular objective 
(for example, minimum costs or maximum profit) 
when there are alternate uses for the resources. 
Linear programming is the most widely used of 
these techniques, and has been used to allocate, as- 
sign, schedule, select, or evaluate the uses of 
limited resources for various jobs, such as blending, 
mixing, bidding, cutting, trimming, pricing, pur- 
chasing, planning, and the transportation and dis- 
tribution of raw materials and finished products . 

Mechanism Design System — Gears and Springs 

This program provides design and analysis for five 
distinct mechanical components used in a wide 
variety of machines in all industries . Spur and 
helical gears, compression, extension, and torsion 
springs are the components covered. The program 
provides the mechanical engineer and mechanism 
designer with a low-cost, flexible, easy-to-use 
program set which will design new parts or analyze 
existing parts. 

The engineer is expected to furnish the problem 
description in terms of design restrictions and 
material parameters. This description is in a 
flexible problem language format which greatly 
simplifies man-machine communication. Operation 
can be either by a batch card input mode or in a 
conversational typewriter input mode. In the latter 
case, an engineer can readily evaluate parametric 
changes and truly use the computer as a design 
tool. 

Civil Engineering Coordinate Geometry 

COGO is a simple, efficient tool designed especially 
to assist the civil engineer with a wide variety of 
geometric calculations. With COGO, the engineer 
can state his problems using familiar terminology 
common to the engineering field. No knowledge of 
traditional programming is necessary. 

The civil engineer requires a simple but efficient 
means to solve geometric problems now being done 
laboriously by hand. 1130 COGO provides the 
solution to his problem by allowing the engineer to 
(1) enter the data for the job into the computer by 
typewriter or punched cards, using a language with 
which he is familiar, and (2) to have solutions 
automatically printed out. COGO is especially use- 
ful because it provides the facility for the engineer 
to try many different methods of solving a problem . 

COGO can be used for many different types of jobs, 
e.g. , control surveys, highway design, right-of-way 
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surveys, bridge geometry, subdivision calculations, 
land surveying, construction layout, 

COGO can, in fact, be used wherever geometric 
calculation is required. 

Numerical Surface Techniques and Contour Map 
Plotting 

This program provides a variety of techniques for 
describing and operating on surfaces. Surfaces 
may be described analytically by equations or nu- 
merically by sets of data points. In addition, var- 
ious arithmetic and logical operations may be per- 
formed on these surfaces . These techniques may 
be carried out individually or in various combina- 
tions by storing intermediate data in the online 
disk storage. Final output is commonly in the form 
of maps drawn by the 1627 Plotter, but may option- 
ally be in card form . 

Optical System Design 

POSD provides the optical designer with a conven- 
ient, efficient design tool. It is in the Computer 
Aided Design (CAD) category of programs, thus 
exhibiting a close man-machine relationship through- 
out the design task. The 1^130 Computing System is 
ideal for this interaction, because it is fast, con- 
venient, and inexpensive to use. 

POSD removes the drudgery and error-proneness 
from the innumerable calculations required in the 
optical design and evaluation process and allows 
the designer to spend his time exercising creative 
and critical judgments. The program gives the 
designer step-by-step assistance from the very 
early stages of the design through to the final opti- 
mization process. In addition, the designer may 
evaluate the quality of his design at any time he 
chooses through many data plot or printout routines 
or both. Using this program, the optical designer 
can tackle virtually any lens system , including 
those requiring a high degree of sophistication, with 
the assurance that the lens performance will meet 
specifications in modeling and manufacture. 

Programs for Petroleum Engineering and Explora- 
tion 

Economic Evaluation of Petroleum Projects Pro- 
gram can be used to screen drilling proposals and 
rank them according to their profitability. Given 
the investment schedule and production forecast for 


an exploration and drilling prospect, the programs 
compute the payout period and rate of return using 
the discounted cash flow method. 

Casing Design Program allows the user to design 
the most economical combination casing string, in 
terms of grade and weight, that will meet the re- 
quirements of a given well. 

Decline Curve Analysis Program computes the 
coefficients in the equation best fitting past produc- 
tion data and the reserves associated with these 
data. 

Tamer Material Balance Program is an aid in 
predicting the performance of a reservoir. 

Schilthuis Material Balance Program for a res- 
ervoir that is subject to water influx, is evaluated 
at each past production data point (for up to 28 
points). These values are weighted according to 
oil production and subjected to a least-squares 
solution to compute a most probable value of the 
original oil in place. 

Two-Dimensional Waterflooding Program allows 
the user to determine the pressure distribution 
throughout a reservoir, taking into consideration 
the effect of water injection. 

Gas Deliverability Program allows the user to 
project the annual rate at which volumes of gas 
reserves may be received into gathering systems. 

Multi-State Flash Calculation Program is a 
general purpose flash claculation program that can 
be used for a variety of the computations made by 
the petroleum engineer. The program may be used 
to design surface separators or to determine the 
physical properties of the oil and gas from a sur- 
face facility. A laboratory differential liberation 
may be simulated. 

Velocity Functions from Time-Depth Data Pro- 
gram permits a geophysicist to derive a velocity 
fimction and to prepare a tabulated time-depth chart 
from well velocity data. 

Wave- Front Ray- Path Determination Program 
provides a flexible method to compute and tabulate 
a seismic wave-front ray-path chart; the geophys- 
icist uses such a chart to restore seismic reflec- 
tions to their true subsurface position. 

Synthetic Seismogram Program computes and 
plots a one-dimensional seismic model from well 
log data. 

Gravity and Magnetics Continuations, Deriva- 
tives, and Residual Program provides a method for 
computing (1) upward and downward continuations of 
gravity and magnetic fields, (2) first and second 
derivatives of these fields , (3) residuals of arbitrary 
type for gravity and magnetic values. 




Section 

Subsections 

Page 

20 

60 

20 

03 


Theoretical Gravity of a 3-D Mass Program 
allows the user to establish a synthetic gravity 
anomaly by computing the theoretical gravity of an 
assumed mass. 

Quantitive Log Analysis Program permits the 
user to compute the porosity and water saturation 
on prospective hydrocarbon zones in a well, using 
data from several log combinations. 

Dipmeter Program is designed to assist in the 
analysis of the continuous dipmeter log by calculating 
the true dip of intervals in a well. 

Project Control System 

This program provides a basic tool needed by 
management to fulfill its responsibilities in the 
planning, supervising, and controlling of project- 
oriented work. In addition to critical path analysis, 
the system provides the capability for summarizing 
externally prepared resource and cost, information. 

For critical path networks, the 1130 PCS will 
process 2,000 activities either in the form of 
precedence lists or inJj^/PERT/CPM notation. Its 
design allows for a simple approach to networking, 
but also offers many of the features normally found 
only in programs designed for large computers. 

Route Accounting for Dairies and Bakeries 

This is a set of programs offering the functions of 
route settlement and associated report preparation 
as required in the dairy and baking industry. Out- 
put includes order listings, production requirements, 
load listings, product load strips, route settlement, 
and statistical reports. 

Scientific Subroutine Package 

SSP is a collection of FORTRAN subroutines that 
provide a major addition to those built into 
FORTRAN. They are input/output- free, computa- 
tional building blocks that can be combined with a 
user's input, output, or computational routines to 
meet his individual needs. The package has wide- 
spread application to the solution of problems in re- 
search, development, and design, in both science 
and engineering, wherever FORTRAN is used. 


Statistical System 


This is a collection of four major tools: stepwise 
regression analysis, factor analysis, analysis of var- 
iance, and orthogonal polynomial curve fitting. This 
flexible system accepts user-supplied control cards 
(and data) that instruct the system to perform one or 
more of the above analyses. 


Structural Engineering Systems Solver 

STRESS is a powerful tool for solving structural 
engineering problems. It is a problem-oriented 
language that enables the engineer to conimunicate 
with the computer even though he has had no previous 
programming experience. 

This program covers many application areas in 
the field of structural analysis. Most buildings 
and bridges are designed by consulting engineers 
or government agencies, but many other types of 
structures in other industries can also be designed 
using 1130 STRESS. Some of the other industries 
and typical applications for each are: 

Industry Typical Application 

Aerospace Wing members 

Manufacturing Conveyor framing, plant design 

Process Supporting towers 

Utilities Transmission towers, culvert 

sections 

Federal Dam design, ship design 


Type Composition 


This program extends the speed and flexibility of a 
digital computer into the composing rooms of the 
printing industry. Type compositors can use this 
program to provide significant time savings in 
transcribing textual material into a form required 
by linecasting machines for setting type. 

The program is designed to allow computer 
acceptance of perforated paper tape containing 
(1) the copy that is to appear in print and (2) instruc- 
tions pertaining to a desired printing format. 

From the paper tape, a tape suitable for controlling 
the operations of a linecasting machine is produced 
and allocated to the proper point in the composing 
room. The output tape contains the original copy in 
the form of properly justified lines arranged accord- 
ing to the stylistic and graphic requirements described 
by the user with the format instructions. The pro- 
grams are capable of producing justified lines in 
any format within the inherent limitations of the 
linecasting machine. 




Section 

Subsections 

Page 

20 

60 

20 

04 


Work Measurement Aids 

This program aids manufacturers who need to 
know the time it should take to manufacture a pro- 
duct. This task, often referred to as work measure- 
ment, has traditionally been very time-consuming 
and expensive. Work Measurement Aids provides 
two programs to assist in setting time standards. 
This information also forms the foundation for labor 
standards, cost estimates, machine operation 
instructions, and scheduling input. The two pro- 
grams are: 

Machinability , which determines optimum ma- 
chine tool parameters such as speed, feed, horsepower, 
tool life, and process time for machining operations. 

Work Measurement Sampling , which determines 
job standards for long cycle operations (over 15 
minutes) and the distribution of time to job activities 
(conventional work sampling) . 


Commercial Subroutine Package 

This program provides the scientific and engineering 
user with added capabilities for handling functions 
and techniques common to commercial programming. 
It is a set of 28 subroutines callable by the 
FORTRAN programmer in a similar manner to such 
standard functions as sine, cosine, square root, 
etc. The subroutines enable the 1130 user to add 
commercial applications such as payroll, cost ac- 
counting, and many others. 

The additional functions supplied are variable 
length alphameric move, variable length alphameric 
compare, variable length alphameric edit, variable 
length conversion from EBCDIC to floating-point, 
variable length conversion from floating-point to 
EBCDIC, zone manipulation, fill an area with a 
specified character, stacker select, variable length 
decimal add, variable length decimal subtract, 
variable length decimal multiply, variable length 
decimal divide, variable length decimal compare, 
sign manipulation, overlapping printing and carriage 
control, overlapped reading of cards with conver- 
sion of card codes, overlapped printing on the 
console printer, and conversion from one charac- 
ter per word to two characters per word. 
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Which Programming Language or Application 
Program Should You Use? 


In terms of coding ease and elapsed time from 
problem definition to operating program, the pro- 
gramming techniques available to you will generally 
rank as follows; 

1. Application programs (except Commercial 
Subroutine Package and Scientific Subroutine Pack- 
age) 

2. FORTRAN, Commercial Subroutine Pack^e, 
and Scientific Subroutine Package 

3. Assembler Language 

The Assembler Language is rarely used, be- 
cause FORTRAN, augmented by the Commercial 


Subroutine Package and Scientific Subroutine Pack- 
age, is more than capable of handling almost all 
applications, is easier to code, and produces 
efficient programs. 

The brief descriptions given earlier will help 
you to select the best language in which to program 
your applications. A preview of the payroll pro- 
grams given in Sections 25 and 35 will give you a 
clearer picture of the kind and amoimt of writing 
required to code some typical commercial jobs. 

In addition, Section 70 discusses FORTRAN, 
the Commercial Subroutine Package, and how to 
use these two tools in implementing your system 
design. 
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INTRODUCTION 

This section is a workbook for the programmer. 
Primarily by example, and to some extent by nar- 
rative, he is furnished with a guide to coding. 

First, suggestions are made for the adoption of 
certain standard practices that will make the pro- 
gramming job easier and the results more uniform 
Then follows a series of programming aids. 

The bulk of this section is occupied by the final 
part, a group of examples of coding required to 


implement a significant part of the payroll system 
discussed earlier. They will prove useful in pro- 
viding a starting point for the programmer and il- 
lustrating proven programming techniques, rather 
than in being usable without change for any given 
installation's system. Note that programs are 
written at this point in the installation of your sys- 
tem. Also, Variable Summary Sheets are filled in 
and flowcharts are drawn. These last two items 
now become a part of your documentation (note 
references to Section 35). 
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PROGRAMMING AND DOCUMENTATION 
STANDARDS 

For a discussion of the documentation that you 
should have upon completion of a program, see 
Section 35. 

It is advisable to decide on and write down, per- 
haps following this page, your own standard proce- 
dures for handling the situations below. You should 
have some knowledge of programming before at- 
tempting to do this. 

1. Alternative methods of handling standard 
types of errors (for example, missing date card): 

a. Assign a standard halt number. 

b. Assign a standard halt number and error 
message. 

c. Assign a standard error stacker; do not 
halt. 

2. Standard error messages: 

a. Establish a log of error messages and 
halt numbers and their meaning. 

b. Standardize spacing, skipping, location, 
and whether to halt for each standard er- 
ror message. 

3. Standard FORTRAN labels: 

a. Assign a standard symbolic name for 
each I/O device. 

b. Assign standard field names for fields 
used frequently. 

c. Assign standard subroutine names for 
routines used frequently. 

4. Record layout conventions: 

a. Define standard heading (for example, 
date to left, title in center, report num- 
ber and page number to right) . 

b. Define spacing (for example, when listing, 
single-space detail, double after minor, 
triple after intermediate and up; when tab- 
bing, single-space after minor, double after 
intermediate , triple after major and up) . 


c. Define how totals are to be indicated 
(with asterisks or message) . 

d. Define how final totals and control totals 
are to be printed (for example, at bottom 
of page , on next page) . 

5. Specify when flowcharts are required for pro- 
gram logic: 

a. When a significant number of GO TO or 
IF statements are used. 

b. When a complex table lookup is per- 
formed. 

c. Whenever the logic of the computation is 
so complex that another person would 
have difficulty following it without the aid 
of a chart (decision tables may be best). 

6. Describe how program changes are to be 
made: 

a. Require changes to be authorized. 

b. Assign all changes to a programmer 
through the manager of data processing. 

c. Keep track of time spent making program 
changes by application and by initiator of 
change. 

d. Require that all necessary documentation 
be brought up to date. 

7. Outline methods of testing programs: 

a. Define conditions in which a test deck is 
sufficient. 

b. Define conditions in which a program 
must be production- tested before instal- 
lation. 

8. Standardize writing of specifications: 

a. Establish a standard identification (see the 
accompanying FORTRAN coding form). 

b. Use a standard form of program identifi- 
cation, such as a three-character appli- 
cation code followed by a two-digit 
program number (for instance, FAYIO, 
PAY20, BILIO). 
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PROGRAM CHANGE AUTHORIZATION unauthorized changes. The following sheet is 

suggested as a means of maintaining control. 

All changes to an operating program should be 
controlled in order to avoid confusion and 


PROGRAM CHANGE AUTHORIZATION 


Application Program 

Requested by: Dote / / 

Description of the Change 


Change Authorized by 

Date Change to be Effective / / 

Programmer: 

Original 

Date Assigned / / 

Systems Design Hours Required 

Coding/Debugging Hours Required. 


Date Authorized / / 

Actual Effective Dote / / 

Assigned for Change 

Date Completed / / 
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C fOR COMMENT 


i statement 

NUMBER 


FORTRAN CODING FORM 


Punching Instruction 


Program j 

Graphic 

Programmer 

Dote 

Punch 







FORTRAN STATEMENT 






7 

10 

15 

20 

25 

30 35 40 45 

50 

55 

60 

65 

70 72 


* A standard card form, IBM electro 8881S7, is available for punching source statements fixjm this form. 
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PROGRAMMING AIDS 

Documenting Variable Usage 

Especially when writing a large program in 
FORTRAN, it is difficult to remember the functions 
for which the variables have been used. This prob- 
lem may arise during testing, particularly when 
several programs are being tested at one time. 
Again, program revision at a later date can be 


difficult, and the problem is intensified if the revi- 
sion is being done by someone other than the origi- 
nal programmer. 

The Variable Summary Sheet is a suggested form 
for recording the usage of variables. 

The sample shown here is related to PAYOl 
shown later in this section. Both the variables used 
and the type (I,R,D, A) are indicated in the coliunns 
to the left of the form. 
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VARIABLES 


J 1130 COMPUTING SYSTEM 

VARIABLE SUMMARY SHEET 


^ 5 VALUE VALUE 

CL O 


Application 

Date 

Program Name 

No. Programmer 

FUNCTION OF VARIABLES 


= integer, R = real, D = decimal, A = alphabetic 





















VARIABLES 


NAME 


2E 


MAX. 

VALUE 


MIN. 

VALUE 


IBM 


1130 COMPUTING SYSTEM 


VARIABLE SUMMARY SHEET 


Application 1 Date S//S/<£>7 


Program Name /y/^ Crec^/<S 


/TAcAi. 

Programmer 


FUNCTION OF VARIABLES 




/P 








/l/fc^r//r7U/7? a 








V^/S/Pjf’ 


/p 


%4 


o 






<i/ssc>c/^^/o/r> 


I 


I 


r 


C/sec^ /ipo^ 


TC 


r 


/ 




/z) SA/^ 


jc^cr/c 


r 


/ 


r 


Se/ 

eac^ 




£ecj/^ 




ICo^ 


r 


/ 


r 


2SO 


/ 


^^iSe:e>/'^ ■se^P’ oyo 


TA/zP 


I 


/ 


T 


/06> 


/<^/ 


rOotrrrS^*^ Por’' £» -^/iPO 


Ia/DSX 


zmr 


kkxx. 




jyozA^jc Ao A)£>i<^ 


Ia/JX 


I 


/ 


o 






C//?/£>^ ^ ^ ' A/ zf/zan Acs 


Ia/A 


/ 


/ 


r 


2SO 


Z^Scar'zA Zni^Cx^S As^/tj^/o^^^Xz/s 


lA/e 


I 


/ 


a/ 


Z^£z/y^^A^^?Z As> ZA/ Z 


Za/Z 


/ 


aA 


Z^iP/ iPzfAszfZ Ao Za/Z 


I A/ 4 ^ 


I 


/ 


// 


Z’^cz/ipa/^ezpA Ao Z'zV'Z 


ZA/S 


Z 


/ 


A/ 


Z^CP/ AaAz^pyA Aa ZaAZ 


z/y(Z 


/ 


// 


Z^c/z tyzp/<^z7 A /oZa/Z 


ZPAA 


I 


/ 








Z/io'/A^Acs sAaAas oAz^cotneA Ar7 /Prac^zs/^^ cyc/<s 


ZSC//^A=^ 


\ZV 3 


o 




0 


S6//^/^/(S'*^i0rzA^p/ S/epA: 


izoz 


\z 


// 


r 


W 23 


0 


AAccoii'/7Az^ey^A<fr‘ Zr ^osA/rf^ Ao Zzj SczteraAZea^z 


ZAf/Z£AA 


I 


/ 


r 


S' 


/ 


HAf<?A: aP /Ac /hze> />>//; 


*Mode: I = integer, R = real, D = decimal, A = alphabetic 
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Modular Programming 
General 

Modular programming is used to divide your problem 
solution into its logical parts or routines so that 
each routine may be programmed independently. It 
enables your complex problems to be divided into 
many simple sections. A building block program is 
thereby created that is controlled by a single routine 
commonly known as the "main line". 

A modular program utilizes the same communi- 
cation system as established by an organization 
chart. Work assignment decisions are made by the 
main line routine, which is not concerned with the 
functions of the processing routines. If for some 
reason a routine is revised or eliminated, other 
processing routines within the program are not 
affected. However, a segment of the main line 
might be changed. 

There are three primary design criteria of mod- 
ular programming: ease of understanding, ease of 
program modification, standardization of program 
construction. 

To prepare and use an operational program 
effectively and efficiently, you must be able to 
understand the content of the program readily. Ease 
of understanding is provided in the following three 
ways: 

1. Modular flowcharts. A modular system flow- 
chart gives an overall picture of the major compo- 
nents and structure of the routine; program flow- 
charts then progress to any desired level of detail, 
depending on the complexity of the routine. The 
program coding is referenced throughout. 

2. Detailed narrative of each routine. The nar- 
rative of each routine states the purpose of the 
routine, describes the data processed by the routine, 
and explains each step of the program logic as por- 
trayed by the modular flowchart of the routine. 

3. Programming conventions . The use of stand- 
ard labeling conventions and standard program docu- 
mentation techniques enables a person unfamiliar 
with the program to readily understand the program 
content. 

Years of experience have shown that, with 98% 
assurance, all of your operational programs will 
require modification and change during their useful 
life. Ease of program modification is of cardinal 
importance when your program must be converted to 
fit a specific new situation. This may be because of 
changing company policy, varied environmental 
parameters or different management objectives. 


Your programmer, then, has the problem of crea- 
ting a program that can be adjusted to each specific 
situation. There are two ways of handling this 
problem. 

One is to try to anticipate every t3q)e of special 
situation that might be encountered and write a set 
of routines to handle each situation. This would 
require a fantastic ability to forecast the future and 
would lead to slow, cumbersome programs. 

The other alternative is to create a program that 
can be quickly understood and easily modified to re- 
flect changing conditions. Modular programming 
aims to accomplish the latter alternative. 

Once again, you may more readily prepare and 
more quickly implement an operational program if 
all the runs (programs) within your application ad- 
here to a standardized construction. As indicated 
above, the logical structure of your program must 
be such that modifications and additions can be 
easily made. 

Consider the problem of multiple routines - for 
instance, three economic order quantity routines. 
The normal method of lumping these three routines 
into a program necessitates setting switches to tell 
the program which routine to excute at a given time. 
Any attempt to modify one of the existing routines 
necessitates trying to extract the routine, patching 
up the holes in the flow of the program created by 
the changes, and then fitting the modified routine 
back in. Anyone who has ever tried to modify a 
program written by someone else knows how difficult 
it is to dissect and patch another person’s logic if 
the routines are intertwined. 

Using modular programming, each routine is a 
separate entity. Your main line routine provides 
the master control that ties all of your individual 
processing routines together and coordinates their 
activity. 

Modification of routines is simplified. Further- 
more, new routines may be added by simply expand- 
ing the main line routine to transfer control to the 
new routine in the proper sequence. 

Modular Programming Conventions 

Modularity is accomplished by employing the 
following conventions: 

1. The main line 

a. The main line routine makes all decisions 
governing the flow of data to the proper 
processing routines. 

b. No processing routine can direct data flow 
to another processing routine. 
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c. Input and output functions that are common 
to more than one processing routine are 
controlled by the main line routine. 

2. Processing routines 

a. A separate processing routine is created 
for each logical segment of the program. 

It should accomplish one task in its total- 
ity. 

b. Each processing routine is complete with- 
in itself, with its own defined areas, when 
such areas are for the exclusive use of 
that routine. No decision made outside 
the segment should determine the proc- 
essing within a segment, and likewise, no 
decision within a segment should determine 
the processing outside the segment. 

c. Each routine is designed so that it is, in 
effect, an out-of-line subroutine. Control 
is transferred to the processing routine 
from the main line routine, and when 

the routine has performed its function, it 
sends control back to the mainline routine. 
Entrance to and exit from the routine 
never depends on a particular preceding 
or trailing segment. 

d. A processing routine may transfer control 
to a multiple-use subroutine. When that 
routine has performed its function, it 
transfers control back to the processing 
routine . 

e. Input or output functions that affect only 
one processing routine may be performed 
by that routine. All segments should 
contain their own initialization to ensure 
noninterference with other segments. 

f. A debugging aid that is sometimes useful 
is the inclusion of pauses at the exit of 
processing routines. During testing, the 
pause indicates that a particular proc- 
essing routine has been executed. After 
the routine is checked out, the pause is 
removed. The insertion of GO TOs into 
the program at strategic points may also 
be used to bypass the testing of particular 
routines. Action to be taken regarding 
such PAUSES and GO TOs must be known 
and documented before the testing session. 
This technique tends to make good use of 
test time. 

3. Multiple-use subroutines 

a. If the same sequence of statements is used 
by two or more processing routines, these 
statements should be established as a 
multiple-use out-of-line subroutine. 


b. A multiple-use subroutine must be well 
documented for the purpose of program 
modification. Comments cards should be 
used to indicate which processing routines 
call upon each multiple-use routine and to 
document the linkage established. 

Designing a Run 

To design a modular program, determine the pro- 
gram variables. List the requirements, elements, 
and functions of the program as they come to mind, 
giving no attention to logical order. 

Once the variables have been set down, reviewed, 
and revised, determine the logical order of the proc- 
essing routines, and design the main line of your 
program. Construct your main line so that the 
largest volume of data is processed by the lowest 
number of instructions - that is, in the fastest 
possible way. A speedy main line contributes 
greatly to the throughput capabilities of your pro- 
gram. 

Once you have established the logic of your main 
line, draw the overall, big-picture, system flow- 
chart. Give careful attention to this diagram be- 
cause it will tend to reveal most errors in logic . 

The following components are generally found to 
be present in the main line of typical programs: 

1. Beginning of item. Before obtaining a record, 
it is often necessary to initialize certain switches, 
counters, and areas. Generally, fewer instructions 
are required to initialize before entering a routine 
than after exiting from it, since routines commonly 
have several exits. 

2. Obtain the item . This segment of the run 
retrieves the record, sequence-checks the file, and 
updates the input control. 

3 . Process the item . The processing of the 
record is accomplished. The main line transfers 
control to the proper processing routines in the 
proper sequence. 

4. End of item . Generally, there are a few in- 
structions to be executed just before disposing of a 
record. The instructions associated with the clean- 
up work for the present record should not be con- 
fused with initialization for the next record. 

5. Dispose of the item. This segment of your 
run generally puts the record in an output file, up- 
dates the output controls, and transfers the program 
to the be ginning- of- item routine to start the loop 
again. 

Use the modular technique with a block wherever 
it simplifies the logic of the processing routine. 

Each routine should be as efficient as possible. 
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Look for opportunities to consolidate several in-line 
routines into one multiple-use subroutine. While 
sophisticatedprogramming techniques are acceptable, 
the particular degree of skill and knowledge avail- 
able to maintain and modify the program should be 
kept in mind. 

The following suggestions may help when pro- 
gramming and documenting: 

1. List the functions of your routine. 

2. Plan the logic of your routine and sketch a 
flowchart. 

3 . Program your routine . 

4. Draw the final modular flowcharts of your 
routine, shown to the necessary levels of detail. 

5. Create the test data so that every leg of your 
routine will be thoroughly tested. 

6. Write the detailed narrative of your routine. 


It is easier to document your routine when the 
information is fresh in your mind; furthermore, the 
documentation thus produced is more meaningful 
and more comprehensive. 

Summary 

It has been found that programs employing the 
modular technique are efficient from the standpoint 
of both core storage utilization and program execu- 
tion time. Section 90 illustrates the importance of 
these techniques. 

Furthermore, extremely comprehensive and 
detailed applications, designed and documented 
with the use of modular techniques, may be readily 
understood by non-program-oriented personnel, 
ranging from company executives to novice pro- 
grammers . 
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PROGRAMMING EXAMPLES 
Introduction 

The examples in this section show various basic 
programs in the payroll system. Note that these 


examples are programming illustrations and there- 
fore may not be considered as complete, usable 
programs. 

The programs are arranged in the order of their 
complexity, progressing from the simplest to a 
complex file-update run with exception reporting. 




Section 

Subsections 

Page 

25 

40 

10 

01 


Example 1: File Creation 

This program reads cards containing employee 
earnings information. The information is edited 
for reasonableness and then written onto the disk. 

The program illustrates a simple single-file at a 
time run, with a minimum of calculations. The fol- 
lowing programming techniques have been used: 

1. Documenting with comments . Comment 
cards have been used to document the program 
logic. The program name and other indicative in- 
formation are documented at the beginning of the 
program. Comment cards describing the process- 
ing to be performed are placed before each logical 
section of the program. 

2. One-at-a-time input from the console key- 
board. Data items to be read from the console key- 
board are requested one at a time (statements 69+1, 
69+2, and 69+3). This technique will reduce console 
input errors and will notify the operator when a re- 
quested field has been completed (the keyboard re- 
quest light will go out). 

3. Entering a partial record. Since the com- 
plete employee record requires more than 80 card 
columns, it cannot be punched in one card. The 
name, which requires 18 card columns, is punched 
on a second card. However, to prevent a name 
card and its associated employee record card from 
becoming separated, the employee name is stored 
on the disk by PAY02. 

4. Editing for reasonableness . Fields on a 
card which have limits, or a range of values, are 
checked to ensure that they fall within the range 
(statements 100 through 109) . This provides an 


effective control of the information being stored on 
the disk. 

5. Program identification numbd>ring. The pro- 
gram identification for the File Creation Program 
in the Payroll System is P4Y01. This method of 
identification uses a three-character alphameric 
abbreviation of the application, followed by the two- 
digit run number in the application. • Identifying 
programs and documentation in this manner facili- 
tates an efficient system of organizing and filing the 
documentation and the various decks pertaining to 
each computer run. 

6. Using packed data. To take full advantage of 
the disk storage available, as much information as 
possible is packed. This includes the employee and 
plant name fields. In addition, where possible, 
some values are compressed by storing them as 
integers rather than real numbers. 

7. Setting up for future reference to the file. 

The file organization scheme to be used in the pay- 
roll system is indexed sequential. This program 
must create the index, in addition to creating the 
file. Notice that there is an index entry for each 
employee. Later programs will be able to locate 
any employee by simply searching the index in core 
storage and then reading the employee record. The 
relative position of the employee number in the in- 
dex is the record number of the employee in the 
file. 

8. Variable Summary Sheets. These very im- 
portant forms are present in the following pages. 
They have been prepared for this program and all 
other programs in the system. 
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Initialize 
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Read All 
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to-Date 
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Check the 


Write the 

Data for 
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\ Disk for / 
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Write Disk 
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Clock Pay 
No. Rate 
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Earnings 

PICA 

FIT 
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Example 2: Add Name to the File 

This program is an extension of PAYOl, File Cre- 
ation. Because the employee record contains more 
than 80 characters, one card is not sufficient. The 
name field for each employee appears on a second 
card which is processed by this program. 

The dummy name field, set up in the disk record 
by PAY 01, is filled in with the actual name on the 
card. 

The program illustrates a simple single-file up- 
date with no calculations. The following program- 
ming techniques have been used (see Section 35 for 
a listing of this program): 

1. Updating masters. The master file is updated 
by changing the name field in the master record. 

Note that only the variable name in the output list 
has been changed. 


2. Searching an Index. The index to the file 
contains an entry for each employee. The clock 
number is placed in the index at a location corre- 
sponding to the record number for the employee. 
Each index entry is examined to find a match with 
the clock number on the card (statements 120-125). 
When a match is found, the location of the match in 
the index is the employee record number in the disk 
file. 

3. Indicating exceptional conditions. When the 
index is searched, it is possible that the clock 
number on the card will not match any index entry. 
If this occurs, the clock number is printed in the 
following message: 

CLOCK NO XXXX NOT IN FILE. 
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Example 3; Changes to the File 

This program illustrates a complex single-file up- 
date procedure. Any one of 16 different changes can 
be performed. 

The master file is the file created by PAYOl and 
PAY02. The transaction file is on cards, where 
each card contains the clock number, a code indi- 
cating where the change should be applied, and the 
new or changed information. 

The one important change this program will not 
perform is deletions from the file. However, this 
may be accomplished by changing the pay rate to 
zero. 

The following programming techniques should be 
noted in this program (see Section 35 for a listing 
of this program): 

1. Setting a switch rather than testing . The 
change code is a two-digit number form 01 to 16 
(statements 105+1 and 106). When it has been vali- 
dated, proven greater than zero and less than 16, 


the code is used as the index for a computed GO TO 
statement (statement 140). This saves the program 
a set of IF statements, each statement testing the 
code and deciding on an action. 

2. Detailed data validation . Since PAYOl and 
PAY02 were so careful about building the file and 
making sure the data was correct, common sense 
indicates that the same care should be extended to 
any changes to it. This is done through checks, 

not only on the change code, but on the plant number, 
the clock number, and, where applicable, the 
change itself. Note that the addition to the file of a 
new employee causes a check to see whether that 
employee clock number is already in the index. 

3. Use of the alternate stacker . Any time an 
error is detected, the card involved in the error is 
selected to the alternate stacker of the IBM 1442 
(statements 3 + 1, 8 + 1, 5 + 1, and 7 + 1). This 
will save the operator the task of picking out those 
cards with errors. 
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Example 4: Calculations and Payroll Register 

This program consists of extensive calculations and 
report writing. Payroll calculations are performed, 
including calculations of gross pay, taxes, voluntary 
deductions, and net pay. The report shown is the 
payroll register. 

In addition, the calculations are balanced to con- 
trol totals and each disk record is extended with the 
current period’s calculations. 

The following programming techniques have been 
used (see Section 35 for program listing): 

1. Arithmetic Statement Function . Since the 
1130 is a binary computer, decimal fractions may 
not be expressed exactly in binary. This inaccuracy 
may be avoided by performing all calculations with 
whole numbers. (See Section 70. 10. 20. ) When 
calculations are complete, the result must be half- 
adjusted and the decimal point placed. Since there 
are many calculations in this program, it makes 
sense that the rounding procedure should be set up 
only once and accessed from many different places. 
The Arithmetic Statement Fimction, PHIL, will be 
used to do this. 

2. Use of data switches . Since the check number, 
week number, and maximum check amoimt are not 
permanent, a facility must be built into the system 
to change them. By setting the console data switches 
appropriately (statements 3 + 5 and 71), each or all 
of these numbers can be changed. A hard-copy 
record of any changes is produced on the console 
printer. 

3. Zero balance test . The control totals are 
compared with accmnulations produced during the 


processing of the file. The original control totals, 
the accumulated totals, and the differences are 
printed. If the differences are not zero, the oper- 
ator knows that further examination of the output is 
necessary. (See statements 15-18.) 

4. A variety of calculations . The calculations 
performed with this program are more extensive 
than the other sample programs. The first set of 
calculations is used to initialize the program vari- 
ables, while the second set initializes the plant 
variables. The third set initializes the variables 
for an individual. 

The remaining detail calculations pertain to 
regular, overtime, and bonus earnings, taxes (in- 
cluding federal, state, and local), and voluntary 
deductions. Finally, the net amount is calculated 
and plant totals are accumulated, 

5. Backup is built into the system . To provide 
a means of recovery when an error condition or an 
out-of-balance condition occurs, the calculated 
information (gross, net, tax, etc.) is punched into 
the employee's weekly card (see statement 9). A 
simple list of these cards will thus supply sufficient 
information to check or reconstruct portions of the 
file. 

6. Another type of half-adjusting , hi printing 
the payroll register the dollar and cents figures 
should appear with decimal points. To roimd off, 
reposition the decimal point, and clear fractions, 
the WHOLE Function (from the Commercial 
Subroutine Package) is used (see statements 515- 
515 + 11). 

AMT = WHOLE (AMT + (AMT/ABS(AMT))*0. 5)/100. 
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E xample 5: Check Writing 

This program demonstrates the use of the Com- 
mercial Subroutine Package (CSP) in preparing a 
report — namely, the check and check stub. 

In this example, the employee file is accessed 
sequentially. If the paid indicator is set appropri- 
ately, a check is written. In either case, the next 
employee record is read. 

Control totals are carried, and a zero-balance 
check is performed. 

The following programming techniques should be 
noted in this program (see Section 35); 

1. The use of subroutines . There are three 
specific operations which are used many times (see 
statements 91 + 9-95 + 5). These are PUT, MOVE, 
and EDIT. PUT converts from real format to A1 
format, MOVE moves information, and EDIT inserts 


and removes characters. Rather than repeating the 
statements that perform these three operations each 
time, it is much simpler and shorter to make sub- 
routines out of the statements . This , in addition to 
saving core storage, is much easier to test and 
document. All three subroutines are supplied with 
the 1130 Commercial Subroutine Package. 

2. Editing data for output . The use of the EDIT 
subroutine is a very powerful technique. It requires 
two kinds of data. The first is the data to be edited, 
and the second is a description of the result, the edit 
mask. As can be seen, the edit mask is treated as 
a constant and is initialized at the beginning of the 
program (see statement 4). The result of editing 
can be seen in the amoimt field of the check speciman 
shown. 
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Example 6 : Check Register 

This program illustrates a report in which detailed 
items are written, three up, (three items per line). 
A plant file is accessed for each employee (see 
statement 655), and a line containing check number, 
employee clock number, employee name, and net 


check amount is composed. When three employees 
have been placed on one line, the line is printed. 

This technique will produce a very concise report, 
easily read, filed, and used. The technique also 
decreases printer time to produce the report by 
decreasing the number of lines to be printed. 
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Example 7 : 941 Report 

This program will process multiple files to produce 
the 941 report. One report is produced for each 
plant. 

Note that a count of the lines printed on each page 
is kept (see statements 195 + 5 and 150). hi this 


way, headings can be and are printed at the top of 
each page in the report. 

Also, notice that the plant totals are reset only 
when a new plant is to be processed (see statements 
2 + 1 thru 3-2), while page totals are reset when 
a new page is to be printed (see statements 4 + 4, 

4 + 5). 
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Section 30: TESTING EFFECTIVELY 
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INTRODUCTION 

Now that programming is "finished", it is time to 
evaluate what you have in relation to your objectives. 
Do your programs and systems produce the results 
you want? To find this out you must test the pro- 
grams — but not until you have a plan. 

Experience has shown that more time can be 
wasted in testing than has originally been allotted 
to testing. 

In other words, testing must be performed ef- 
fectively. 

There is a great temptation to get a newly writ- 
ten program on a machine and see it run. A little 
extra effort before going to the machine can save a 
great deal of time and effort in the long run. If you 
must travel some distance to test a program before 
the installation of your own machine, it also means 
real money saving. 

The chances are very good (99.99%) that your 
program contains errors of various types: 

1. Programmer clerical errors . It is easy to 
make minor clerical errors when filling out the 
coding sheets. Although they are minor, the pro- 
gram will not work properly until they are corrected. 

2. Programmer procedural errors . The number 
of procedural errors will depend on the experience 
and proficiency of the programmer. These are 
caused by not adhering to the programming rules as 
outlined in the language manuals. 

3. Card punch errors . Errors may be intro- 
duced when the program is punched into cards. 
Punching programs into cards is very exacting, and 
the keypunch operator must be very careful. Be- 
cause of the nature of the information on the pro- 
gram sheets, it is difficult to achieve speed and 
accuracy in punching. 

4. Program logic errors . Logic errors may be 
caused by poor or incomplete analysis of the problem 
prior to programming, or by incorrect programming 
after correct analysis. In any event the program 
must be able to either process, or properly reject, 
all the various pieces of information that will be 
given. Someone who is intimately familiar with the 
procedure, as it is now being done, should review 
the logic of the program for completeness. 


Most clerical errors, both programming and 
card punching, can be detected by a careful review 
of the material. Key verification should always be 
done, and it is essential to proofread coding sheets 
before they are punched. The most common errors 
occur in the use of 0 and O, 1 and I, 2 and Z. 
Standards should be adopted in which, for instance, 
alphabetic O is written O, zero is 0 , Z as-Z, I as a 
printed capital (I), and 1 as a straight line ( I). It 
is wise to formally familiarize your keypunch oper- 
ators with the adopted conventions. 

Program procedural errors can often be detected 
by having someone other than the original pro- 
grammer review the programming sheets. Even 
where the programmers are relatively inexperienced, 
they will often catch errors in syntax (grammar of 
forming statements). This review can also serve as 
an excellent way to improve programmer knowledge. 

During a review of the program, program logic 
errors are more difficult to catch. This is particu- 
larly true when the person who is familiar with the 
procedure is not also familiar with programming. 
Logic errors are generally caught during testing 
when sample data is processed by the program. The 
sample data must be prepared so that all of the vari- 
ous exceptions, combinations, and ranges of infor- 
mation are introduced to the program, insofar as 
it is practical to do so. It should be remembered 
that any element or combination of elements that is 
not tested is very likely to appear eventually; if it 
can happen, it will. 

At the time that your program is assembled or 
compiled on the system you are installing, a series 
of diagnostic tests is also made to detect many of 
the potential errors, and these errors are noted. 

By properly prechecking your programs, you can 
materially reduce the amount of time to get a pro- 
gram compiled and tested successfully. Care in 
the preparation of test data will also detect logic 
errors so that they can be corrected before the proc- 
essing of actual data. 

The final test of any program is the successful 
processing of "live" data, after which the results 
can be compared against those obtained by the pre- 
vious system. 

Note: If the results of this last test do not agree 
with previous results, check again to be sure what 
the right answers should be. Sometimes the old 
system has not produced the correct solutions. 
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TESTING STRATEGY 

Any good system is like a successful athletic team. 
Each member must do his job well, and all members 
must work together. These two things are what 
you must accomplish with your testing strategy. 
Each individual program is tested. When all pro- 
grams give correct results, pairs are tested. When 
the first pair gives correct results, another run is 
added to the system. Finally, all runs are tested 
together, and the entire system is checked out. 

The individual tests are the foundation of the 
system's test. A deck of test cards should be made 
up for each program (or subprogram) and kept for 
use in testing the program again in the future. 

The ideal rule to follow in deciding what test data 
to include is this; include every field at least once 
under every condition in which it can occur, not 
only by itself, but with every possible combination 
of conditions in which all the other fields can occur. 
With a simple program this is easy enough to do, 
but where many fields appear under many conditions, 
the number of possible combinations can become 
enormous. Then your programmer must use his 
judgment in making up a limited set of test cards 
that covers the possibilities adaquately. 

The test cards should be created, then listed. 

For each set of test data, a "prediction" of the re- 
sults that will appear on the output forms or cards 


should be made. Then, when actual testing is per- 
formed, your programmer cannot be easily misled 
into believing that his output is correct when it is 
not. 

The first data in the test deck should test only the 
ordinary, easiest, most straightforward conditions. 
Next, multiple conditions can be combined on one 
card or record. Finally, error conditions can be 
tried. The reason for this careful progression is 
that unless the simple situations are proved first, it 
is possible to spend many hours trying to determine 
which of several possible causes for a "bug" is the 
true one. 

Avoid setting up your tests in such a way that you 
count on the output of one program to act as input to 
another. Have at least one independent set of test 
data for each program you are testing. "Merged" 
or "linked" testing is a valuable means of proving a 
system's overall validity, but it should not be done 
until each program is individually tested. 

After a successful test, both the test input and 
output should be retained, as part of program docu- 
mentation, to make future testing easier. Also, 
when testing program modifications, test not only the 
modifications but the entire program. In other words, 
your sample test data should expand with each modi- 
fication, so that the entire system may be tested at 
any time. 
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TESTING TACTICS 

Many techniques exist to assist your programmer 
during the checkout phase of a program. Each has 
its own advantages and disadvantages. The one to 
be used for a particular problem will depend on 
your programmer's thoughts as to what area of his 
program is in error. Some very useful techniques 
are: 

1. Core Storage Dump. This is a printout of the 
contents of core storage. There are two methods of 
producing it. 

The first is with one of the utility programs sup- 
plied with the 1130 Programming Systems. These 
utilities will produce a core storage dump in hexa- 
decimal. 

Since manual hexadecimal-to-decimal conversion 
is very tedious and time-consuming, this method is 
not recommended. 

The recommended method of dumping core storage 
is with the dynamic DUMP facilities of FORTRAN 
and the Assembler Language. The information 
dumped with this method can appear in hexadecimal, 
integer, or real format. 

In FORTRAN, the DUMP facility is accessed 
through use of the PDUMP subroutine. You would 
write CALL PDUMP (Al, Bl, FI, . . . , An, Bn, Fn). 

Blocks of core storage are dumped. Al and Bl 
are variable data names, subscripted or nonsub- 
scripted, indicating the inclusive limits of the first 
block of storage to be dumped. Similarly, An and 
Bn indicate the inclusive limits of the nth block of 
storage to be dumped. 

The format of a block is determined by the Fx 
associated with that block. FI through Fn are in- 
tegers and are assigned in the following manner: 

0 = Hexadecimal 

4 = Integer 

5 = Real 

The Assembler Language dump facilities, DUMP 
and PDMP, are used in a similar fashion. 

All of the core storage dump facilities will pro- 
duce a printout of core storage, by address. You 
should use these facilities when a program "bug" 
requires, in the judgment of your programmer, an 
examination of all or part of core storage. 

2. Arithmetic Trace . The use of this technique 
involves subroutines that are executed whenever a 
value is assigned to a variable on the left of an equal 
sign. If Console Entry Switch 15 is turned on at 
execution time, and the * ARITHMETIC TRACE 
FORTRAN control record is used, the value of the 
assigned variable is printed, as it is calculated, with 
one leading asterisk. 


As an optional use, you can elect to trace only 
selected parts of the program by placing statements 
in the source program to start and stop tracing. 

This is done as follows: 

CALL TSTOP (to stop tracing) 

CALL TSTRT (to start tracing) 

Thus, tracing occurs only if: 

• The trace control record is compiled with the 
source program. 

• Console Entry Switch 15 is on (can be turned 
off at any time). 

• A CALL TSTOP has not been executed, or a 
CALL TSTRT has been executed since the last CALL 
TSTOP. 

If tracing is requested, an *IOCS control record 
must also be present to indicate that either type- 
writer or printer is needed. If both typewriter and 
printer are indicated in the *IOCS record, the printer 
is used for tracing. 

Use of this facility will increase execution time 
considerably. The trace facility should not be pres- 
ent in a production program; if it is, you should 
recompile the production program after testing is 
complete, leaving out the trace. 

3. Transfer Trace . In this case, the FORTRAN 
compiler generates linkage to trace routines which 
are executed whenever an IF statement or Computed 
GO TO statement is encountered. If Console Entry 
Switch 15 is turned on at execution time and the 
^TRANSFER TRACE FORTRAN control record is 
used, the value of the IF expression or the value of 
the Computed GO TO index is printed. For the 
expression of an IF statement, the traced value is 
printed with two leading asterisks. The traced 
value for the index of a Computed GO TO statement 
is printed with three leading asterisks. 

The optional use of trace explained under Arithme- 
tic Trace also applies to Transfer Trace (use of 
TSTOP and TSTRT), as does the information follow- 
ing optional use. 

4. Extensive Use of PAUSE . It may turn out that 
some parts of your program execute correctly and 
some incorrectly. What you would like to do is to 
check the progress of the program while it is run- 
ning. A very useful technique is to place PAUSES 

at strategic places throughout your program. In 
order to know where the program is at any point in 
time, number the PAUSE s consecutively: 

C READ INPUT 

PAUSE 1 

CALL READ(IN, 1, 80, N) 

C IDENTIFY INPUT 

PAUSE 2 
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IF(IN(22)-1) 3,4, 5 

3 CALL MOVE(IN, 1,27, IWK,1) 

C TYPE ZERO CARD 

PAUSE 3 
etc. 

The PAUSE number will be displayed in the 
accumulator. Use of this technique will let you fol- 
low the logic of the program (IFs and GO TOs) with- 
. out severely slowing its execution. 

5. Additional Print Lines . This technique is 
sometimes called "selective tracing”. Again, rather 
than severely slowing the execution of a program and 
printing the result of every replacement operation, 


only selected variables and/or fields will be printed. 
Use of the FORTRAN WRITE statement or the 1130 
Commercial Subroutine Package PRINT subroutine 
will allow you to follow the progress of variables 
and/ or fields as their contents change during pro- 
gram execution. 

6. Console Debugging. This technique should be 
used only as a last resort. It involves manual in- 
quiry into the system via the console switches, dials, 
and keys. In most cases, the previously mentioned 
techniques will provide you with all the information 
necessary to debug. 
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TESTING HINTS 

1, To test the logic in a program that uses 
Commercial Subroutine Package I/O, use standard 
FORTRAN READ and WRITE for I/O. This makes 
the trace facility available. When finished, use 
Commercial Subroutines READ and PRINT for 
overlapped I/O. 


2. Ask yourself: What must be done to re- 
create information if the disk cartridge is lost? 
How long will it take ? 

3 . Keep testing in mind when planning the 
development of various runs. That is, write the 
file creation and maintenance programs before the 
report programs that use the files. 
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SUMMARY 

If program testing techniques are properly planned, 
a minimum amount of machine time is consumed 
durir^ program checkout. Manual inquiry into a 
system via the console is extremely expensive in 
machine and operator cost; little is learned in re- 
turn for dollars expended. Time spent desk 
checking is well invested, since most of the logical 
errors may be detected before the program actually 
enters the computer testing phase. 

In trying to make the maximum number of runs 
during a test session, your programmer may be 
tempted to make rapid patches without pausing to 
annotate such changes thoroughly. Such urgency is 
seldom fruitful in the end. 

The program testing phase should be carefully 
and thoroughly planned, executed, and documented. 
The following checklist should be used as a guide to 
ensure maximum productivity for program testing. 

After coding the program and preparing revised 
flowcharts and other supporting documentation, the 
testing procedure begins. 

1. Prepare test data and precalculate results. 

2. Punch and verify program cards. 

3. List program cards. 

4. Desk -check the program. Look for: 

a. Errors in logic 

b. Endless loops 

c. Incorrect use of program switches 

d. Unsatisfied or incomplete coding for 
the problem definition 

e. Inefficient program (time and storage) 

f. Incorrect data field lengths 

g. Improperly signed fields 

h. A name for each variable 

•1 -i •? nr* 

X* xxxx^x v./^v>x xxxv^\_/.^vxxx^ 

j. Initialization of routines and storage 

k. Duplicate names 

l. Misspelling and punching errors 

m. Invalid operations 

n. Necessary control cards 

o. Improper alignment of card columns 

5. Manually simulate the computer process 
using test data. 

6. Compile the program. 

7. Perform error analysis with error listing 
and program printout. 


8. Correct the program. 

a. Card programs . Correct the source 
deck and recompile the program. To 
facilitate card handling with object 
decks, label the object deck with a 
marking pen. The first and last card 
of the object deck should be so labeled. 
The top edge of all such cards may also 
be marked. 

b. Disk programs . When the program is 
prepared on disk, corrections are made 
to the source deck. This is accom- 
plished by placing the corrections in the 
source deck and then recompiling and 
restoring the program. Alter the pro- 
gram listing and update the program 
flowchart to reflect source deck 
corrections. 

9. Prepare detailed instructions for machine 
operation during the test session. 

10. Pre-test-session familiarization. 

a. Console operation 

b. Input/output devices 

c. IOCS 

d. Utility routines such as clear storage 
and load programs, file generators, 
trace programs, storage and disk print 
programs, sort and merge programs, 
and check point and restart programs. 


11. Test documentation and materials. To re- 
duce confusion, all materials should be clearly 
labeled with the name of your organization, program 
name, content, and date. Each person should have 
a list of items for which he is responsible: 

a. Program flowcharts 

b. Compiled program listings 




. V./ ov cicxt/cx xxxxcx 


•4*/'4c«+ 

rxi/ix 


listing (a duplicate copy may be 
desirable) 

d. Precalculated results of test data and 
listing of expected output with each test 
case 

e. Card and disk record layouts 

f. Internal storage map 

g. Printer carriage control tape 

h. Operator checklist, providing all the 
information the operator needs to set 
up the data processing system for the 
running of each program: 
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(1) Job or program name 

(2) Operation name 

(3) Machine setup 

(a) Disk cartridge assignment 

(b) Input cards or tapes 

(c) Output cards or tapes 

(d) Carriage tape 

(e) Sense switch settings 

(4) The sequence of events to run the 
test 

(5) Listing of all possible messages 
and halts 

(6) Switch and index listings 

(7) List of paper forms or card stock 
for auxiliary equipment 

i. Object deck or disk cartridge 

j. Blank forms, cards, disks 

k. Source deck and listings 
12. The test session 

a. Plan the test session in advance. De- 
cide upon the sequence in which pro- 
grams shall be tested. Programs 
should take precedence in testing 
according to their importance, and the 
most important programs should be re- 
tested as often as possible until they are 
completely debugged. Schedule a work- 
load greater than can be accomplished 
in the allotted test time. Assign duties 
(such as handling the card reader, 
punch, printer, disk cartridges, and 
console) to each person attending. 

b. Arrive early. Confirm the testing 
schedule that was established in advance 
of actual testing. This schedule may 
best be laid out as a series of half-hour 
to full -hour sessions with one- to two- 
hour breaks in between. 

c. Be familiar with the latest versions of 
all programming systems to be used. 

d. Make certain that the test packet is 
organized properly. Test the higher- 
priority and larger programs first. 

Each program should have its own input 
test data; one program should not be 
dependent on another program that was 
run earlier in the same session. 

e. Make sure that all units are in the 
proper initial status — for example, 
printer restored, disk units ready, no 
leftover cards in the reader or punch. 


f. Debugging at the console is time- 
consuming, error-prone, and generally 
nonproductive. When the program hangs 
up, the following steps should be taken 
immediately: 

(1) Note the console status — indicators, 
lights and registers. 

(2) Take core storage dumps. 

(3) Take disk dumps. 

(4) Go on to next program or cease 
work. 

Even if a program goes to end-of-job 
and appears correct, the above steps 
should be taken in order to simplify 
correcting errors discovered later. 

When a program hangs up, do not force 
it to continue without taking down status 
information, since the conditions caus- 
ing the original hangup would then be 
destroyed. 

g. Label all core storage dumps, disk 
dumps, console sheets, etc. , with date, 
time, and program identification. 

h. Debug off the console with deliberate 
speed. With the above items, there is 
more information to aid in locating the 
reason for the hangup than is available 
at the console. Do not make hurried 
corrections to a program in a false 
effort to maximize usage of test time. 

Do not, however, spend three hours at 
a desk to save five minutes on the 
system. Strive for a reasonable cost 
balance. 

Before testing the program again, 
find all possible bugs, not just the one 
that caused the hangup . Step further 
through the program after each test to 
ensure that the program will not hang up 
on the next instruction or routine. 
Correct all errors in output content and 
format. Strive for perfect output from 
each test. 

i. Note all corrections on the program 
listing. Corrections that affect the halt, 
switch, or index listings should be up- 
dated accordingly. 

j. Note the reason for the correction 
adjacent to the card itself. Be sure to 
include number and date. A post-test 
listing of cards is desirable for refer- 
ence when correcting the source deck. 
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k. Generate a new program listing after an 
appropriate number of cards have been 
added to the program. Update the pro- 
gram flowchart to reflect the current 
status of the program. 

l. Keep documentation current. This 
eliminates the waste of time and effort 
trying to pick up changes during testing 
or debugging. 

13. Post-test evaluation. Every test session 
should be followed by a thorough evaluation: 

a. Was the pretest preparation adequate ? 

b. Were there any areas of preparation 
that could be improved to yield a more 
effective test? 

c. Were there areas of preparation in 
which you spent too little ? 

d. Did the test point up any areas of weak- 
ness in the coding? If so, are these types 
of errors documented so that stronger 
emphasis can be placed on them during 
future coding and desk checking ? 


e. Was each machine session used 
effectively ? 

f. Are there any corrections to the testing 
techniques that would make the next test 
mbre fruitful? 

g. What is the status of each program 
tested? 

(1) Is it completely tested? That is, 
has every program loop been 
tested, and do you have any res- 
ervations about calling this program 
complete ? 

(2) Is it tested to the stage where the 
only changes left are in spacing and 
editing of the output data ? 

(3) Are there logic errors left in this 
program ? 

h. Did the test session achieve its objec- 
tives ? If not, what adjustments in 
present scheduling are necessary? 
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INTRODUCTION 

The final step in your installation program is to 
document everything you have done. Let us quickly 
review the importance of adequate documentation 
before discussing the form that your documentation 
may take. 

The package of materials describing each pro- 
gram will become: 

1. A source of information for implementing 
future changes. 

2. An education device for familiarizing new 
operators and management personnel with the pro- 
cedures. 

3. A means of describing control procedures to 
your auditors. 

It is a modern but well proven adage that a well 
documented installation is a sure sign of a smooth- 
running operation. 


You should develop two manuals: the program 
information manual and the operation manual. Your 
basic library will consist of these two manuals to- 
gether with this 1130 User’s Guide, physical plan- 
ning manual, the 1130 functional characteristics 
manual, the programming system reference 
manuals for FORTRAN and Assembler Language, 
the machine reference manuals for the 1/ O units 
you have ordered, and operating procedures manual 
for FORTRAN, Assembler Language, and Disk 
Monitor System. If you use the Commercial Sub- 
routine Package, you will also want reference 
manuals and operating procedures manuals for that 
system. Consult the 1130 SRL Bibliography for 
descriptions and form numbers of the manuals, and 
for information about other IBM publications that 
provide further details on the subjects covered in 
this guide. 
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INSTALLATION MANUALS 
Program Information Manual 


Each application should have its own binder, which 
will be used by management, systems analyst, or 
programmer, and will contain: 

1. Job description . This is the same for all 
programs with a job or application. It is a brief 
abstract. 

2. System flowchart. This is also the same for 
all programs within an application, and shows how 
each program fits into the larger picture. 

3. Record layouts . All record formats for the 
application are shown. 

The three items above appear once for the appli- 
cation, whereas the items below are necessary for 
each program (you may want to place dividers, 
labeled with the program names, in front of each 
group of these): 

1. Form layout . 

2. Variable Summary Sheet. The purpose for 
which program variables are used is apparent at 
the time of writing, but again, as with program 
logic (of which variables are an integral part), the 
programmer rapidly forgets how he used them. The 
Variable Summary Sheet (see Section 25) will serve 
as a testing and program modification aid. 

3. Program flowchart . Experience has proved 
that logic which is clear to the programmer at the 
time of writing is difficult to recall a short time 
later. The logic must, therefore, be documented 
in such a manner that testing will be accomplished 


in a minimum amount of machine time. Well docu- 
mented logic is also valuable when the program is 
changed from time to time, either by the author or 
by another programmer who may be completely un- 
familiar with it. 

4. Coding sheets or program listing. To avoid 
confusion, the coding sheets should be discarded 
after the program listing is produced. 

5. Test data listing . Test data should be listed 
and retained. As changes to the program are made, 
they may unintentionally affect parts of the original 
program. All original test data, therefore, along 
with any additional test data necessary for the 
change, should be processed to ensure that the pro- 
gram is operating properly. 

6. Test output. This includes sample reports 
or cards, as produced by the test data. 

7. Machine setup sheet. This is a guide to the 
operator, describing machine setup, source of input, 
disposition of output, and actions to be taken at 
machine halts. 

8. Detailed program flowcharts . These must 
be included if the programmer is using Assembler 
Language. Since programs written in Assembler 
Language are not as easily read, or as clearly re- 
lated to the job as FORTRAN programs, it is vital 
that your programmer draw a detailed program 
flowchart that carefully documents the program 
steps he has taken. Each block should cover only a 
few program steps, and should be cross-referenced 
to the program. It is advisable in most cases to in- 
clude a general program flowchart, which provides 
a quick means of introduction to the logic and is ex- 
ploded by the detailed flowchart. 
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Operation Manual 

Intended for use by the operator, the operation 
manual is arranged so that each application has its 
own section. Usually, these materials are all kept 
in one book, at the 1130 console. In addition to the 
materials suggested below, the operation manual 
should include a copy of the operating procedures 
manuals supplied by IBM for the programming 
system being used. 

Dividers of two kinds should be used; one for 
applications and one for programs within applica- 
tions. 


Behind each application divider should be a job 
description followed by a system flowchart of the 
entire application. 

Behind each program divider should be all in- 
structions to the operator. These may include (1) 
procedures to be followed to accomplish accounting 
controls, such as recording totals on a control 
sheet, checking critical items, and noting cross- 
footing messages, (2) recovery procedures — that 
is, procedures for reconstructii^ or continuing a 
run that has been interrupted as a result of an oper- 
ator, machine, or program error, (3) initial switch 
settings and their meaning, (4) halts, error messages 
and their meaning, and (5) I/O considerations. 
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DOCUMENTATION EXAMPLES which were coded under Section 25. Note that these 

examples are illustrations and, therefore, may not 
The examples in this section show the necessary be considered complete, usable programs, 

documentation for those runs in the Payroll System 
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PAYROLL APPLICATION 


JOB DESCRIPTION 

The Payroll System is composed of 16 different runs. From the source documents, produced 
at the six plant sites, cards are punched. These cards are used to store the payroll informa- 
tion on the disk cartridge. 

At this point the system uses cards only for transition between jobs. The input data, 
employee records, is read from the disk and updated before being written back. This gives a 
highly flexible system, in which I/O, because of the disk, is very fast. 

The system produces the following reports: 

• Cheeks and check stubs 

• Check register 

• Payroll register 

• Deduction registers for 


1. 

Union dues 

2. 

Credit \mion 

3. 

Stock 

• 941 quarterly report 


SYSTEM FLOWCHART 
Narrative 


The system consists of 16 programs. 

The Files Creation program is first. Data decks are ke5^unched for each individual, in sets, 
by plant. The data is edited and, when correct, loaded on the disk by PAYOl. Three files are 
created: a master file, an index file, and a plant information file. A second data deck with 
employee clock number and name is loaded onto the master file by PAY 02 . 

Changes to the disk information are made by PAY03. Documents, received from personnel 
departments at the individual plants, are checked, summarized, keypunched, and verified. 

Time sheets, submitted by the plant payroll departments, are keypunched and verified. All 
of these cards are processed by PAY16, which edits and generates control totals. PAY04 
then processes these cards, performing all payroll calculations. Cards are read, pay com- 
puted, disk files updated, and cards extended with current pay figures. After all cards are 
processed, a payroll register is printed. 

Checks are printed by PAY05. A header card is read and the checks are printed from the 
disk file. PAY06 lists the check register from the disk file. In the event of an error in 
computing pay, PAYll provides the means of voiding checks. The extended time cards from 
PAY04 are read in and the affected employee records are reset. The above are weekly runs. 

At month end, registers are prepared showing each individual's deductions for the month: 

PAY13 writes union dues register. 

PAY14 writes credit union register. 

PAY15 writes stock deductions register. 

PAY12 resets charity deductions code. 

At the end of the quarter and at the end of the year PAY07 and PAY08 are used to balance 
the disk files to control totals. 

PAY09 produces the 941 tax report. 

PAYIO produces a tax worksheet used to determine tax reliability. 

At the present time the program for W2 reports has not been written. 
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PAYROLL RECORD LAYOUTS 

Card Forms and Console Keyboard Input 


PAYOl 

Plant no. — 1 digit — keyboard 
Week no. of month — 1 digit — keyboard 
Check no. — 2 digits — keyboard 
Name — 18 blanks — keyboard 

Plant name — 32 characters maximum — keyboard 
Figure 2 — card 
PAY02 

Plant no. — 1 digit — keyboard 
Figure 3 — card 
PAY03 

Plant no. — 1 digit — keyboard 
Figure 1 — card 

Social Security Number, if changed — keyboard 
Figure 4 — card 
Figure 5 — card 
PAY04 

Figure 6 — card 

Check no. — 5 digits — keyboard 
Week no. of month — 1 digit — keyboard 
Maximum check amount allowed — 5 digits — keyboard 
Figure 7 — card 
PAY05 

Figure 6 — card 

Check no. — 5 digits — keyboard 
Check maximum amount — 5 digits — keyboard 
Clock no. (if requested) — 4 digits — keyboard 
PAY06 

Figure 6 — card 
PAY07 

Plant no. — 1 digit — keyboard 
PAY08 

Figure 9 — card 
Figure 10 — card 
Figure 5 — card 
PAY09 

Figure 11 — card 
Figure 12 — card 
Figure 13 — card 
Figure 14 — card 
Figure 15 — card 
PAYIO 

Figure 9 — card 
Figure 5 — card 
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PAYll 

Figure 6 — card 
Figure 8 — card 
Figure 5 — card 
If requested: 

Insurance deduction — 4 digits — keyboard 
Stock deduction — 4 digits — keyboard 
Charity deduction — 4 digits — keyboard 
Miscellaneous deduction — 4 digits — keyboard 
PAY12 

Plant no. — 1 digit — keyboard 
PAY13 

Plant no. — 1 digit — keyboard 

Individual amount for a plant — 4 digits — keyboard 
PAY14 

Plant no. — 1 digit — keyboard 
PAY15 

Plant no. — 1 digit — keyboard 
PAY16 

Figure 6 — card 
Figure 7 — card 

Console Printer and Line Printer Forms for Output 


PAYOl — None 
PAY02 — None 
PAY03 — None 
PAY04 — Figure 17 


Figure 8 

PAY05 — Figure 18 
PAY06 — Figure 19 
PAY07 — Figure 20 
PAY08 — Figure 16 
PAY09 — Figure 21 
PAYIO — Figure 22 
PAYll — Figure 17 
PAY12 — None 
PAY13 — Figure 23 
PAY14 — Figure 24 
PAY15 — Figure 25 
PAY16 — Figure 26 


Disk Record Formats 


Employee File — Figure 27 

Index to Employee File — Figure 2 8 

Company Record in the Corporation File — Figure 29 
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INTERNATIONAL BUSINESS MACHINES CORPORATION 

PRINTER SPACING CHART 


... . . -.... n 

LINE DESCRIPTION 

FIELD HEADINGS/WORD MARKS 

8 Lines Per Inch 

IBM 407, 408, 409, 1403, 1404, 1443, and 2203 
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Figure 17. (Cont) 
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Figure 20. 
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PAYOl: PAYROLL FILE CREATE 


VARIABLES 








IBM 1130 COMPUTING SYSTEM 

VARIABLE SUMMARY SHEET 

I ^ D ...s. Application L5'X5'7^/^ Date SAs/( 2>7 

g t; E. MAX. MIN. 

Q ° ^ O VALUE Program Name p//^ Ptogtammer 

S ^ ? 

FUNCTION OF VARIABLES 


0. 00 c:/>e'cA^ d^/rJoc/^X’ 7 ^^ a -X/ /<^, 



ICol 


rA/£> 


Ia/£>£'X 




zv/ 


lA/S 


1a/S 


I A/ 4- 


TA/S 


^A/ ^ 




/P \^4 O 


r 


z|/k 


T fp 


z / r 2 SO / 


j. / Z / ^ / 


7 - KKxx. 


I / O Z 


T S-ZO i 


I / /A 


AA 



ir£>r 




X/ 


// 


O <0 <Zi 


00 k 


r /723 0 


r ^ I 


idssoc/i^A/^s^ 

psedX A K) /dAAOyO 

Yo zT/l/y 


/ z7/77/:?Ad!cA^cf!; pz/^S, Ser- A cd/a 

p^azzY ' '' ' ^ 


Ya/^ xictz^A^ez^ Par' a p/azaY. P^Y -^/^CA 


T/OxY^p Yo yC>/d9r>Y /0£>i^ Se^Yrf^ p z^dacZ^S-S^r/ 


C/zO/AAro aY / /A'efY/azn 0Ase 


^^carzY zO£//9zY>^r^ /zzA J'aa/Y^x^S ^Y^ztzp/ef^ezrYOz^ 


^f£/A^47zYPAp/ /c> ^A^ 0 


z^^aY/ lYA^/zPrtY Yo 


Piazzj irA!?/PA?Y Yd 


S^C/AtrpzP^p/ Ya J'A/J 


Y^^C/au'aaYzPpY Yo SaY^! 


I/)0AAr4Yez>s 5'hYaS oY/7?con0yr7prex:^SS/r7^ Cyc/<s 


SiApp/^zzzYr/Y^/ SaczY: 


Y^ccoiArY zzjey<nc>(rr' /or posZ/r*^ /o /z^ ^A7era//ea^^^ 


lA(Yf^zt. zoY //tur /TAzprYzY 


integer, R = real, D = decimal, A = alphabetic 
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VARIABLES 



1130 COMPUTING SYSTEM 


VARIABLE SUMMARY SHEET 



Application SpS Date 


•o 2 I— 

I H ^ MAX. MIN. 

odd value value Program Name p/p Programmer 


FUNCTION OF VAR^ABLES 



lA^r z / 


-/■ / 


zsr 


Z/WC 




ZYPPPW / 


PZA/? 


aAypc \y\p 

/ 




pc/zcA^ r 


A/cZO' T 


^Di/ps r\/ 


A// VP I / 


a/m/zc / / 


A/PZ^Zp 


a/ 


r 2 PZ 


O 


r 



Z^£// Zco J PPZ 


PsY 


Z^sY Ay7 P/<S 


P^/y/ Y 7^ PPPZ 


Z(p ZTCPZ 


/Z PcZcV. 

.P<0 Z^ysY yyu^fZiP/^ /A) P/c^ 


^ p/>/ S <^eF/)r‘'s 

A' y^co/^ i>'<yca/-yoy^ 


AZayVa f Was^ - Y/- S/r?p<^) pp^ yy^ar'^'/ p) 


Ppc//ya/<^ypY Yo J^P^Z 


APyY/Z/ZyoaZ ity ZZ^ A a ZY^yy ^ 


O <0 


r 


(ZA^cZl /ys<*=’y/ py ZZ/s Zc)^^^ 


Cr^<^yZ/Y £yyy/y>>1 yp^iYcyc Yy Oy^ 


AZ^'^YAZuCr'p// YpYy€: Y/o/rfS ‘^YyrK^s) 


Ap/Z/^ aZua’s cZ(f^YiJirA/c'/i 


Tr^Sc/r'ay?d:<^ V^r/t/^YZi^y'? 


AA/SC<f/py7^a£JS yZe^PucrY/Zy^S 


PZar?Y y7 uyyf 


‘Mode; I = integer, R = real, D = decimal, A = alphabetic 
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VARIABLES 


£ I- 

I K 2 MAX. MIN. 

^ D VALUE VALUE 

i I i° 


J 1130 COMPUTING SYSTEM 

VARIABLE SUMMARY SHEET 



Application /X/^ YPO^ Z 7Zv4/ 

Date S//S/<2 7 

Program Name /0y/<S XAz’ 

/-n y» V J ’/X 

'^ 0 ,/^y^/ Programmer 


FUNCTION OF VARIABLES 




S'<ex - O- /'<^yy7a>/s’ ) ^ C-^- /xc/c^er^) 


S^oc/y?/ ^!^c: c/y'y yy yyy^?^ ^ <6 /y 


S /oc y=. <ri/£’(Vcyc:^/ <^>7 


/A/i^ y/^y/c/yr/zayys 


C/yy/<f’^’ <r/^y/yyyz//iPyyS 


CT/ocA^ ^ c/yyy 


yVc^yrJ^iT'/^ uyt^^'^S <^yyj/S>/ 






S/a^<e <^X(^yy//cy^/£,^yS‘ 


0c/^y^/^r- /o- /.n/’oyy^y^y'oy? ('/J^y'y>Ss/2) XIT^ C3)F/cy)f 
C4Jyoc. /ax . CS) C yj eoageSj s/c/r 




A/xr£‘X 


A/SS/^X/ 


//STCj^ 


A/ST-yk'^ 




A/C/Azf 


A/lVA^MP 


A/jVATPZ) 


A/xr^/p/^- 


A/XMP^ 


CpPTO 


yro 


3.<y^(P\ /■2£' 


3 / 


Z \3 9y/^i!‘s 


z / a s 


z\/Y,oW-^ <z! 


O <2^ 0 


I / xY.w a! 


Z / Lx^Lyxx 


x? 


r / o 0 A 


/7 0 


z / o /7 0 









‘Mode: I = integer, R = real,D = decimal, A = alphabetic 
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Initialize 

Variables 


Read 
Plant No. 
Week No. 
Check No. 


Retrieve 

Company 

Name 


Read All 
Information 
for One 
Employee 


Initialize 

Trade 

Association 
I nformation 
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// FOR 

* IOCS(CARD* 

*» PAYOl PROGRAM 

* NAME PAYOl 

* ONE WORD INTEGERS 

* extended precision 

* LIST ALL 

C JOB NAME 

C JOB NUMBER 


KEYBOARD 


PAYROLL SYSTEM 
PAYOl 


- FILE CREATION 


PROGRAMMER 
DATE CODED 
DATE UPDATED — 


C.R.KLICK 

12/23/67 


INPUT FILES — 
OUTPUT FILES — 



FILE 

FILE 

RECORD 

NO. OF 

RECOF 

NONE 

NAME 

NUMBER 

LENGTH 

RECORDS 

PER SEC 

1. 

COLFP 

1 

160 

250 

2 

2. 

WVAFP 

2 

160 

90 

2 

3. 

MNCFP 

3 

160 

200 

2 

4. 

LBOFP 

4 

160 

50 

2 

5. 

LBTFP 

5 

160 

150 

2 

6. 

LMCFP 

6 

160 

30 

2 

7. 

PINFO 

25 

106 

6 

3 

8 * 

INDXl 

101 

1 

250 

320 

9. 

IN0X2 

102 

1 

90 

320 

10. 

INDX3 

103 

1 

200 

320 

11. 

IN0X4 

104 

1 

50 

320 

12. 

IN0X5 

105 

1 

150 

320 

13. 

INDX6 

106 

1 

30 

320 


— ALLOCATE ARRAY STORAGE 
INTEGER CONP( 16) 

DIMENSION FrBRE(8)» INDEX(250>» ISUPP(13)» ITOT(ll)» NAME(9). 

1 NSSANO). QRTD(6). YTDdA) 

— DEFINE THE FILES FOR THIS PROGRAM AS DESCRIBED ABOVE. AND 

— EQUIVALENCE THE VARIABLES FOR NEXT RECORD NUMBER 

DEFINE FILE 1 ( 2 50 . 160 . U . I COL ) . 2 ( 90 . 160 .U . I WVA ) . 

1 3(200. 160. U. MUNC) . 4 ( SO . 160 . U . LBO ) . 

2 5 ( 150.160.U.LBT ) . 6 ( 30 . 160 . U .LMC ) . 25 ( 6 . 106 .U . I C ) . 

3 101(250. l.U. INI) . 102(90.1.U.IN2) . 103 ( 200 . 1 . U. INS ) 

4 104(50. 1 . U. IN4) . 105( 150.1.U.IN5) . 1 06 ( 30 . 1 .U . I N6 ) 
EQUIVALENCE ( ICOL, I WVA .MUNC .LBO.LBT .LMC ) . 

1 ( IN1.IN2.IN3.IN4.IN5.IN6) 


PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

“PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

.PAYOl 

PAYOl 

PAYOl 

PAYOl 

“PAYOl 

PAYOl 








PAYOl PROGRAM PAGE 02 



C“ 

ii-i.... 

- INITIALIZE VARIABLES 



PAYOl 1 

• 

c- 

- — 

- 



PAYOl \ 




C<MAX»25000. 



PAYOl \ 




IC»1 



PAYOl \ 

• 



ICOL-1 



PAYOl \ 




INIT-0 



PAYOl 




IN1«1 



PAYOl / 

• 



IPD-0 



PAYOl / 




00 66 I<I»13 



PAYOl / 



68 

ISUPP( I )»0 



PAYOl / 

• 



ITOTI 11-111 



PAYOl / 




ITOT(2)»620 



PAYOl 




ITOT(3)*620 



PAYOl 

• 



ITOT(5)-625 



PAYOl \ 




IT0T(6)-626 



PAYOl \ 




IT0T(7)-627 



PAYOl \ 

• 



ITOT(8)=628 



PAYOl ) 




ITOT(9)»0 



PAYOl 




ITOT( 111-635 



PAYOl 

• 



LYRHR-0 



PAYOl 




NADWH-0 



PAYOl 




NCHCK-0 



PAYOl 

• 



NCUDD-0 



PAYOl 




NMISC-0 



PAYOl 




NSTKD-0 



PAYOl 

• 



NWKMPaO 



PAYOl 




NWKPD-0 



PAYOl 




QRTD( 5 1-0. 



PAYOl 

• 



QRT0(61-0. 



PAYOl 




DO 69 M-1,14 



PAYOl 



69 

YTD(M1«0. 



PAYOl 

• 

c- 

— — 




-PAYOl 


c- 


• 



PAYOl 


c- 

— — 

- READ PLANT NUMBER. WEEK NUMBER. 

AND CHECK 

NUMBER 

PAYOl 

• 

c- 





PAYOl 




READ(6.41 NOPLT 



PAYOl 




READ(6.41 IWEEK 



PAYOl 

• 



REA0(6»51 ICHCK 



PAYOl 



A 

FORMAT! Ill 



PAYOl 



5 

FORMAT! 121 



PAYOl / 

• 

c- 

— 




-PAYOl / 


c- 





PAYOl / 


c- 

— 

CALCULATE THE FILE NUMBER OF THE 

INDEX FOR 

THE CURRENT PLANT. 

PAYOl / 

• 

c- 

— 

FINISH INITIALIZING VARIABLES - 

IT0T!41. ITOT!101. LST 

PAYOl 


V. 

— 




PAYOl 




IND-100 + NOPLT 



PAYOl 

• 



GO TO !fl. 52. 53. 54. 55. 561 .NOPLT 



PAYOl 



51 

LST-250 



PAYOl i 

• 

^ 


GO TO 57 



PAYOl \ 
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52 LST=90 
ITOT( 10)=0 
GO TO 58 

53 LST=200 
ITOT( 10)»1723 

58 ITOT(4)*621 
GO TO 60 

54 LST»=50 
GO TO 57 

55 LST=150 
ITOT(4)=0 
GO TO 59 

56 LST*30 

57 ITOT(4)=622 

59 ITOT{10)»0 


- SETUP THE .NAME FIELD AND RETRIEVE THE COMPANY NAME. 

READ(6f2) NAME 
FORMAT (9A2> 

READ! 6 »1 1 COMP 
FORMAT! 16A2 ) 


- READ ALL INFORMATION FOR ONE EMPLOYEE AND CHECK FOR LAST 

READ(2i2) NUM* NRATE. NSEX. NSSANt NXMPF* YTD(l)* YTD(2)» 
L YTD(8). NCU. NINSt NSTCK. NUA» NDUES. MAR* K 

FORMAT(1X*I4*I3*I1*I3»I2*I4*1X*I2.F7.0«3F5.0»I5»2I4*I3*I4 
L 8X.I1) 

IS THIS THE LAST CARD 
YES - GO TO 600 
NO - GO TO 10 

IF(K-9) 10.600.10 


- SETUP EMPLOYEE STATUS CODE. STATE EXEMPTIONS. AND Q-T-D 

NSTAS=1 
NXMPSsNXMPF 
QRTD! 1 )=YTD( 1) 

QRTD(2)=YTD(3) 

QRTD(3)=YTD(2) 

QRTD(4)=YTD(8) 


PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

- -PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

-PAYOl 

PAYOl 
■ CARD. PAYOl 
PAYOl 
YTD(3) . PAYOl 
PAYOl 

^.6X.I2♦ PAYOl 
PAYOl 
PAYOl 
PAYOl 
PAYOl 
PAYOl 
PAYOl 
PAYOl 

- -PAYOl 

PAYOl 

INFORMATNPAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 

PAYOl 
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PAYOl PROGRAM 


PAGE 04 



c- 


- EDIT MARITAL STATUS. UNION DUES DEDUCTION. SEX CODE. AND 

IF 

PAYOl 

• 

c- 

— 

- NECESSARY. MODIFY EMPLOYEE STATUS CODE. 


PAYOl 


c- 

— 

- 


PAYOl 




IF(MAR) 101.101.100 


PAYOl 

• 


100 

IF(MAR-2) 102.102.101 


PAYOl 



101 

MAR*1 


PAYOl 




CALL STACK 


PAYOl 

• 


102 

IF(NDUES) 103.104.106 


PAYOl 



103 

NDUES*0 


PAYOl 




CALL STACK 


PAYOl 

• 


104 

NSTAS«3 


PAYOl , 



106 

IF(NOPLT-3) 120.115.120 


PAYOl \ 



115 

NDUES=0 


PAYOl 



120 

IF(NSEX) 109.109.107 


PAYOl 



107 

IF(NSEX-3) 110.108.109 


PAYOl 



108 

NSTAS=2 


PAYOl 

• 



NSEX = 2 


PAYOl 




GO TO 110 


PAYOl 



109 

NSEXa2 


PAYOl 

• 



CALL STACK 


PAYOl 


c- 

— 


- _ - _ 

-PAYOl 


c- 

... 

- 


PAYOl 

• 

c- 

— 

- CREATE THE INDEX ENTRY FOR THIS EMPLOYEE AND WRITE HIS RECORD 

PAYOl 


c- 

— 

- ONTO THE DISK. THEN GO BACK TO THE READ STATEMENT TO GET 


PAYOl 


c- 

— 

- INFORMATION ON THE NEXT EMPLOYEE. 


PAYOl 

• 

c 

- 


PAYOl 



110 

INDEX( ICOL)»NUM 


PAYOl 


c- 


- 


PAYOl 

• 

c- 


- WRITE TO THE DISK. 


PAYOl 


c- 

— 

- 


PAYOl 




WRITEINOPLT ' ICOL) NUM. NAME. NSSAN. NSTAS. NDUES. NWKMP . 

NWKPD. 

PAYOl 

• 



1 MAR. NXMPF. NXMPS. NSEX. NRATE. YTD. QRTD. 

PAYOl 




2 LYRHR. NCU. NCUDD. NCHCK. NADWH. NSTCK. 

NINS. 

PAYOl 




3 NMISC. NUA. NSTKD. ISUPP. INIT. IPD 


PAYOl 

• 

c- 

... 

. 


PAYOl 


c- 


- GO BACK FOR ANOTHER EMPLOYEE'S INFORMATION 


PAYOl 


c- 

— - 

- 


PAYOl 

• 



GO TO 500 


PAYOl / 


c- 

— 


- _ - - 

-PAYOl / 


c- 


- 


PAYOl / 

• 

c- 

... 

- LAST CARD HAS BEEN READ. 


PAYOl 


c- 

— 

- INITIALIZE THE TRADE ASSOCIATION INFORMATION. 


PAYOl 


c- 

- — 

- 


PAYOl 

• 


600 

DO 650 1=1.8 


PAYOl 



650 

FIBRE! I )»0. 


PAYOl \ 


c- 

— 


_ _ _ _ 

-PAYOl \ 

• 

c- 


- 


PAYOl \ 


c- 

— 

- WRITE THE INDEX OF EMPLOYEES FOR THIS PLANT TO DISK. 


PAYOl 


c- 





PAYOl 
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LAST-ICOL-1 PAYOl 

WRITE(INO'l) ( IN0EX( I 1 I I»1.UAST) PAYOl 

C - PAYOl 

C— — PAYOl 

C WRITE i ^£ RECORD FOR THIS PLANT TO DISK. THE NUMBER OF EMPLOYEES PAYOl 

C IN the plant to The index and stop. payoi 

c- PAYOl 

WRITE(25'NOPLTI COMP. ICHCK. IWEEK. FIBRE. ITOT. CXMAX PAYOl 

<; PAYOl 

WRITE! IND'LST) LAST PAYOl 


CALL EXIT 
END 

VARIABLE ALLOCATIONS 
ICOL •005B IWVA *0058 MUNC ■0058 L80 ■005B LBT 

INS -OOSC 1N6 *0050 FIBRE«0072 QRTO *0084 YTO 

NSSAN-OIDI COMP -OlEl IC "OlEZ INIT »01E3 IPO 


■005B LMC ■005B INI «005C 
■OOAE CXMAX>00B1 INDEX>01AD 


INZ ■OOSC IN3 •OOSC INA ‘OOSC 
ISUPP«01BA ITOT "OICS NAME -OICE 


NMISC«01EA NSTK0«01E8 NWXMP-OIEC NWXP0»01E0 M 


•OlFA NRATE«01F5 


■01F6 NXMPF»01F7 


■01E4 1 »01E5 LYRMR»01E6 NADWH=01E7 NCHCX-01E8 NCUDD«01E» 

■OlEE NOPLT.OIEF IWEEX-OIFO ICHCX*01F1 IND -OlFZ LST ■01F3 

■01F3 NINS «01F9 NSTCX«01FA NUA "OlFB N0UES=01FC MAR ■OlFO 


■OlFE NSTAS«01FF NXMPS-OZOO LAST «0Z01 


STATEMENT ALLOCATIONS 

A ■OZZF 5 •0231 3 »0233 1 *0236 2 ■0239 68 «02B0 69 ■02F7 51 “OSZT 52 ■OSZD 53 ■0339 

58 -0343 54 ■0348 55 *0351 56 ■OSSO 57 »036l 59 ■0367 60 ■OSSD 500 ■0379 10 ■03AB 100 •0305 

101 ■03DB 102 ■03E1 103 ■03E7 104 ■03ED 106 ■03F1 115 ■03F7 120 ■03FB 107 ■03FF 108 ^0407 109 «0411 

110 '0417 600 ■0461 650 "OASS 

FEATURES SUPPORTED 
ONE WORD INTEGERS 
EXTENDED PRECISION 
IOCS 


CALLED SUBPROGRAMS 
STACK ELD ELDX EST 

SOCOM SDAI SOAF SDI 

REAL CONSTANTS 

.250000000E 0S>020E • 

INTEGER CONST/ 'ITS 

1^0214 0^0215 

14.021E 6^021F 1 

30^0228 622^0229 

CORE REQUIREMENTS FOR PAYOl 
COMMON 0 VARIABLES 

END OF COMPILATION 


CARD2 SDFIO 


•OOOOOOOOOE 00^0211 


13^0216 

100^0220 

2-022A 


111-0217 

250«0221 

9^022B 


620^0216 

90«0222 

3^022C 


625^0219 

200>0223 

8^022D 


626^021A 

1723*0224 

25*022E 


627«021B 

621*0225 


628^021C 

50^0226 


635=0210 

150*0227 
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// JOB 



// XEQ PAYOl 3 



•FILES! IfCOLFP) * (2*WVAFP) * (3»MNCFP) ♦ (4»LB0FP) . (5»LBTFP) 

. (6»LMCFP) « 


*FILES(25.PINF0) * 



•FILES (101 ♦ INDXl ) » ( 102 » INDX2 ) * ( 103 . 1 NDX3 ) * (1 OA . INDXA) * ( 

105f INDX5) 1 

1 106* 

10012142013323060 


02 

10022613083284339 


02 

10032142712982119 


01 

1004261303224^ i78 


02 

10053722614638734 


02 

10162801541032308 


01 

1 1072613213710014 


02 

12132142782927112 


01 

13471711194511234 


01 

16033722822445678 


02 


Listing of input cards 



Console Printer input and output 
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// JOB 

// XEQ PAYOl 3 

*FILES( l.COLFP) « ( 2*WVAFP) ♦ (3.MNCFP) . (4*LB0FP ) ♦ (StLBTFP) . (6*LMCFP) ♦ 

»FILES< 25»PINf 3) t 

*FILES( 101* INOX 1) t ( 102. INDX2 ) . ( 103.INDX3 ) . ( 104. INDX4) . ( 105. INDX5) . < 106. INDX6) 


Output on printer 
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IBM 1 130 MACHINE SETUP SHEET 


PROGRAM 

PROGRAM 

NAME: 

NUMBER; 

PROGRAM 

APPROXIMATE 

DESCRIPTION: 

RUNNING TIME: 


TYPE OF PAPER NO. OF COPIES CARRIAGE TAPE 


PRINTER 



INPUT 


CARDS 


SOURCE OF INPUT: 


DISPOSITION OF OUTPUT: 


FOR PAUSES AND ERROR MESSAGES SEE ERROR RECOVERY SHEETS 




























Section 


Subsections 


Page 
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IBM 1130 MACHINE SETUP SHEET 

PROGRAM /^//^ Create 

NAME: 

PROGRAM 

NUMBER: 

PROGRAM 


APPROXIMATE 

DESCRIPTION: 


RUNNING TIME: 


TYPE OF PAPER 

PRINTER 


DRIVE NUMBER: 


CARTRIDGE 

ID: 


NO. OF COPIES 




/^yra// 


SWITCH 

SETTINGS 


INPUT 

CARDS 


SWITCH 

UP 

DOWN 


SWITCH 

UP 

DOWN 


CARRIAGE TAPE 




SWITCH 

UP 

DOWN 






FOR PAUSES AND ERROR MESSAGES SEE ERROR RECOVERY SHEETS 
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PAY02: ADD NAMES TO THE FILE 
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VARIABLES 


■d ' S i_ 

o ti:! D 

& i- Q. 


O D ^ 
. Q- O 
o ^ 


MAX. 

VALUE 

MIN. 

VALUE 

zso 

/ 

xxxx 


ZEO 

1 

zs</i 

/ 

xxxx 

l<Pb^ 


4 

/i>c> 

ii>i 

250 

1 


J 1130 COMPUTING SYSTEM 

VARIABLE SUMMARY SHEET 



Application RAit ROLL 

°»‘8/22/b'7 

Program Name Add /dOfYlCS 

No.pqy 02 Programm^ 


FUNCTION OF VARIABLES 


6/s^c/ m OO Loop 


CtocK 


Recot^d r)ufY)b€r 

Record numbey^ oi an mdi)/idoal emphyet 
Index to pi ant douj be/nf processed 


Union initiation -fee 


Index 'Pile number (piant number v- iOo) 


Record number in /f}dexe$ to emp/oyee pi/es 


E<luiycLlent to I Ml 


£<iui/a/ent to inJt 


^cf^uWaJent to Is/i 


Equivajent to Txil 


E^uiva/^nt to T/Ul 


Suppiementa.) sicK po-y 


EquiueJent to I COL 


LcuSt - card test 


Last record number )n Pile 


Equivalent to TCOL 


Equiva/ent to TcOL 


Equivalent to TcoL 


J 


ICLCK 


ICOL 


X^JO 


ihJDpy 


INIT 


iNor 




IN2 


IM3 


rA /4 


lids 




ISUPP 


JvVVA 


LAST 


LSO 


Lsr 


LMC 



'Mode: I = integer, R = real, D = decimal, A = alphabetic 
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VARIABLES 


"S ^ H 

o li! ^ 

S CO- 
1 1 ° 



J 1130 COMPUTING SYSTEM 

VARIABLE SUMMARY SHEET 



Application PAX ROLL. 

Date a/22i67 

Program Name Add Mam€S 

« Click 

No.^AX 02 Programmer 


FUNCTION OF VARIABLES 


Ldst tecond number in cl 'file 


This _ O-CCumu/aXion O'f hours uucrK&d 

’for '/cLceL'tion pcun 


McLritcLi staXus -(i- sm^ie) ^ (2-mcLrried) 
Eq^uivcLient To TCOL 


Additional with hold incj amount 


Dummy area to allocated space for nanne 


ChecKed number used forth/ s emp/oy^^ 


Cred/t union deduction amount 


Monthly credit union deductions (ind/mes) 


Union dues deduction amount 


Insurance deduction amount 


Miscellaneous deductions a/ncunt 


Plant number 


Ennp/oyce pay rate 


SeA-(2- Pemale)^ (2-/dale)^ (S-TrucK^r) 


SocIclI Security number 


Employee status - (I- union )y2- trucKer) 

t / £ J , (d-'h oh- un ion\ pa rt timeh (s - ter/rmt 


StocK deduction amount 


Monthly stocK deduct! ono. 


United appeal deduction amount 


Lsr 


tyRNP 


MAP 


MUdC 


MAOWH 


hJAME 


MCHCK 


NCU 


NCUDO 


MOUE^ 


MIMS 


NMtSC 


NCPLT 


MR ATE 


MSEX 


MSSAM 


MSTAS 


MSTKO 


NUA 


r Z50 a<P 


T 54i(l><t> ^ 



I / T sM A^5 


1 


Z ( T 5 1 


wW I fh 


r XX.XX (p 


integer, R = real, D = decimal, A = alphabetic 
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VARIABLES 


1130 COMPUTING SYSTEM 


NAME 

MODE’ 

No. of Words 

INPUT/TEMP 

OUTPUT 

MAX. 

VALUE 

i 

hJUM 

Q 

B 

z>0 


hJUMB 

A2 


r 

- 


j: 

/ 

T 

XX XX 

tJ'AJKPO 

I 

/ 

T 

6(j) 


m 

B 

r 

n 


B 

B 

T 

/7 

QPTO 

R 


r 


YTO 

R 

% 

T 








MIN. 

VALUE 



_±_ 




IBM 


VARIABLE SUMMARY SHEET 


Application Pp^RQLL Date 

CLICK 

Program Name A^(ja NCifT,€S Ho. PAY Oc. Programmer 

FUNCTION OF VARIABLES 

docK number in disK record 

Ennpfo'^ee oayne ’from ccird 

si umber of epop/oyed 

fdumbcr of oJt^Ks pcLid 


state exe/nptions 

birxj'te.r to da.t € irdCt'mAt/an, fij oressiz) rio ® rrcAt 
C4)/oc.tff-x, (5) PICA XS) sicK pay 

fear to date inform(itionXi)cjrossj2)FicA/B)PTT\ 

(P) PICA Lu'eijes^ (s) s/c/Y spe.c. 

( 7 ) spec. 8; (e)/oc Tcly^ r^) rcf hours ^ 

(fc) or hours ^ 0 1) bonus hours^ (tz)hery etnCj 

(/3)crer/ys. (iP) bonus erns 
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onnnonnnnnonnnnnnnnonnrvorinnonnnri 


// FOR 

* I0CS(CAR0«TYPEWR1TER«<EYB0ARD 
** PAY02 PROGRAM 

* NAME PAY02 

* ONE WORD INTEGERS 

* EXTENDED PRECISION 

* LIST ALL 

JOB NAME 

— — JOB NUMBER 


PAYROLL SYSTEM 
PAY02 


*DISK) 


- ADD NAMES TO FILE 


PROGRAMMER — C.R.KLICK 

DATE CODED — 12/30/67 

DATE UPDATED — 


INPUT FILES ~ 


PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 


OUTPUT FILES — 



FILE 

FILE 

RECORD 

NO. OF 

RECORDS 

PAY02 


NAME 

NUMBER 

LENGTH 

RECORDS 

PER SECTORPAY02 

1. 

INDXl 

101 

1 

250 

320 

PAY02 

2. 

INDX2 

102 

1 

90 

320 

PAY02 

3. 

IN0X3 

103 

1 

200 

320 

PAY02 


INDX4 

104 

1 

50 

320 

PAY02 

5. 

INDX5 

105 

1 

150 

320 

PAY02 

6 • 

INDX6 

106 

1 

30 

320 

PAY02 

7. 

COLFP 

1 

160 

250 

2 

PAY02 

8. 

WVAFP 

2 

160 

90 

2 

PAY02 

9. 

MNCFP 

3 

160 

200 

2 

PAY02 

10. 

LBOFP 

4 

160 

50 

2 

PAY02 

11. 

LBTFP 

5 

160 

150 

2 

PAY02 

12. 

LMCFP 

6 

160 

30 

2 

PAY02 

PAY02 

1. 

COLFP 

1 

160 

250 

2 

PAY02 

2. 

WVAFP 

2 

160 

90 

2 

PAY02 

3. 

MNCFP 

3 

160 

200 

2 

PAY02 

4. 

LBOFP 

4 

160 

50 

2 

PAY02 

5. 

LBTFP 

5 

160 

150 

2 

PAY02 

6. 

LMCFP 

6 

160 

30 

2 

PAY02 

-PAY02 


ALLOCATE ARRAY STORAGE 

DIMENSION INDEX(250)* ISUPP(13)» NAME<9)f NSSANO)* NUMB<9)» 
QRTD(6)t YTD(IA) 


DEFINE THE FILES FOR THIS PROGRAM AS DESCRIBED ABOVE* 
EQUIVALENCE THE VARIABLES FOR THE NEXT RECORD NUMBER. 


AND 


PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 


DEFINE FILE 1 ( 2 50 » 160 .U . I COL ) , 2 ( 90 . 160 »U . I WVA ) . 

1 3(200tl60*U*MUNC) » 4 ( 50 • 160 *U. LBO ) • 

2 5(150*l60tU*LBT) • 6 ( 30 • 160 *U«LMC ) * 1 01 ( 250 • 1 • U • I N1 ) •PAY02 

3 102 ( 90* 1 tU* IN2 ) • 103(200*1*U*IN3) * 104 ( 50 * 1 *U * I N4 > * PAY02 

4 105( 150*1*U*IN5) * 106(30*1*U*IN6) PAY02 

EQUIVALENCE ( I COL , I WVA *MUNC *LBO *LBT *LMC ) * PAY02 
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on n n o o n 


Section 


Subsections 


Page 




( lNl«IN2*lN3«IN4tIN5«lN6> 


■ INITIALIZE VARIABLES 

ICOL-1 

IN1>1 


• READ PLANT NUMBER* CALCULATE THE FILE NUMBER OF THE INDEX FOR 
■ THE CURRENT PLANT. FINISH INITIALIZING VARIABLES. 

READ(6*J) NOPLT 
FORMAT( il ) 


INDX=100 + NOPLT 

GO TO (80*81*82.83*84*85) .NOPLT 

LST=250 

GO TO 90 

LST»90 

GO TO 90 

LST=200 

GO TO 90 

LST=50 

GO TO 90 

LST=150 

GO TO 90 

LST»30 


• READ THE EMPLOYEE INDEX FOR THIS PLANT 

READ( INDX' LST) LAST 
READdNDX'l) (INDEX! I ) *I*1*LAST) 


- READ EMPLOYEE CLOCX NUMBER AND NAME AND CHECK FOR LAST CARD. 

READ(2*2) ICLCK* NUMB* K 
F0RMAT(I4.9A2.57X,I1) 

- IS THIS LAST CARD 

- YES - GO TO 99 
-NO - GO TO 120 

IF(K-9) 120*99*120 


PAY02 

-PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

-PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

-PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

-PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

PAY02 

-PAY02 

PAY02 










PAY02 PROGRAM 


PAGE 03 


SEARCH INDEX FOR EMPLOYEE NUMBER 


120 DO 125 1=1. LAST 

IFdNDEXd) - ICLCK) 125«130tl25 
125 CONTINUE 


PAY02 
PAY02 
PAY02 
PAY02 
PAY02 
PAY02 

— IF THE PROGRAM COMES THRU HERE* THE CLOCK NO. IS NOT IN THE INDEXPAY02 

PAY02 

WRITEd.A) ICLCK PAY02 

A FORMAT( 'CLOCK NO 'lA' NOT IN FILE') PAY02 

GO TO 100 PAY02 

-PAY02 

PAY02 
PAY02 
PAY02 
PAY02 

NWKMP. NWKPD. MARfPAY02 
QRTD. LYRHR* NCU. PAY02 


READ EMPLOYEE RECORD FROM DISK AND VALIDATE CLOCK NUMBERS 


130 IND*I 

REAO(NOPLT' 

1 

2 

3 


IND) 


NUM* NAME* NSSAN* NSTAS* NDUES* 
NXMPF* NXMPS* NSEX* NRATE* YTD* 


NCUDDi 

NSTKD) 


NCHCK* 

ISUPP. 


NADWH* NSTCK* NINS* NMISC* NUA* 
INIT 


VALIDATE 
MATCH 
NO MATCH 


- lAO 

- 135 


IFINUM • ICLCK) 135*1A0*135 
135 WRITE(1*5) NUM* ICLCK 

5 FORMAT( 'CLOCK NO 'lA' IN FILE 
1 ' IN CARD' ) 

GO TO 100 


DOES NOT AGREE WITH CLOCK NUMBER 


PAY02 
PAY02 
PAY02 
PAY02 
PAY02 
PAY02 
PAY02 
PAY02 
PAY02 
' IAPAY02 
PAY02 
PAY02 
“ -PAY02 


PAY02 

UPDATE THE EMPLOYEE NAME FIELD* WRITE HIS RECORD BACK TO THE DISKPAY02 
AND THEN GO BACK TO THE READ STATEMENT TO GET THE NAME OF THE PAY02 


NEXT EMPLOYEE. 


lAO WRITE<NOPLT ' IND) NUM* NUMB* NSSAN* NSTAS* NDUES* NWKMP* NWKPD* 


PAY02 

PAY02 

PAY02 


MAR. NXMPF* NXMPS* NStX* NRATE* YTD* QRTD* LYRHR.PAY02 
NCU* NCUDD* NCHCK* NADWH* NSTCK. NINS. NMISC* PAY02 

NUA* NSTKD* ISUPP* INIT PAY02 

PAY02 

GO BACK FOR ANOTHER EMPLOYEE'S NAME. PAY02 

PAY02 

CO TO 100 PAY02 

-PAY02 
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PAY02 PROORA^ PAGE OA 



Q 

- 

... 

_ - 

- 






•PAY02 




/ 

• 

END 








PAY02 






VARIABLE ALLOCATIONS 












1 

• 

ICOL *0054 IWVA *0054 

MUNC 

*0054 

LBO 

■0054 

LBT *0054 

LMC 

■ 0054 

INI *0055 

IN2 

■0055 

IN3 *0055 

IN4 *0055 ' 


IN5 *0055 IN6 *0055 

QRTD 

*0065 

YTD 

■008F 

INDEX'OISB 

ISUPP*0196 

NAME *01A1 

NSSA^ 

*01A4 

NUMB -OlAD 

N0PLT*01AE 


INDX =01AF LST =01B0 

LAST 

»01B1 

I 

■0162 

ICLCK-01B3 

K 

«01B4 

IND *0185 

NUM 

■0IB6 

NSTAS*01B7 

NDUES*01B8 

• 

NWICMP = 01B9 NWKPD*01BA 

mar 

*01B8 

NXMPF*01BC 

NXMPS*01B0 

NSEX 

*01BE 

NRATE*01BF 

LYRHR 

*01C0 

NCU -OlCl 

NCUDD*01C2 


NCHCK*01C3 NADWH*01C4 

NSTCK 

= 01C5 

NINS 

»01C6 

NMISC*01C7 

NUA 

*01C8 

NSTK0-01C9 

INIT 

*01CA 



• 

STATEMENT ALLOCATIONS 














1 *0107 2 *0109 

4 

*01DF 

5 

*01EE 

80 *0244 

81 

*024A 

82 *0250 

83 

*0256 

84 *0250 

85 *0262 


90 *0266 100 *0281 

120 

*0291 

125 

*02A0 

130 »02B0 

135 

*02F6 

140 *0300 

99 

*033F 



• 

FEATURES SUPPORTED 













• 

ONE WORD INTEGERS 
EXTENDED PRECISION 

IOCS 












\ 

• 

CALLED SUBPROGRAMS 














ELD ESTO TYPEZ 

SRED 

SWRT 

SCOMP 

SFIO SIOAI 

SIOI 

SUBSC CARDZ SDFIO 

SDREO SDWRT SOCOM 


SDAI SDAF SDIX 

SDI 












# 

INTEGER constants 














1=01CC 6*01C0 

lOO 

•OICE 

250*01CF 

90*0100 

200*0101 

50*0102 

150 

*0103 

30*0104 

2*01D5 

• 

9*01D6 














CORE requirements FOR PAY02 












• 

COMMON 0 VARIABLES 460 PROGRAM 

372 









• 

END OF COMPILATION 








_ 

^ 





^ 
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// JOB 

// XEQ PAY02 2 

*FILES{ 1 tCOLFP) . (2*WVAFP) * ( 3.MNCFP) . (4.L80FP) ♦ ( 5.L0TFP) . (6»LMCFP) ♦ 

»FILES( 101 . INDXl ) . ( 102 « INDX2 ) • ( 103» INDX3) . ( 104. INDX4) * ( 105. INDX5) . ( 106. INDX6) 


013 

32 

3060 

ROST B BADEN 

1831.01 

1831.01 

083 

28 

4339 

JOHN A HORN 

2202.84 

2202.84 

712 

98 

2119 

ROBT L SHORES 

1906.65 

1906.65 

032 

24 

4378 

JOHN W CUSSEN 

2286.25 

2286.25 

614 

63 

8734 

JOSEPH MONTANO 

3176.73 

3176.73 

541 

03 

2308 

DONALD MILLER 

1342.00 

1346.00 

213 

71 

0014 

A E TAYLOR 

2233.03 

2241.03 

782 

92 

7112 

DAVID A HUBBARD 

1923.58 

1923.58 

194 

51 

1234 

FRANK T DOLEN 

1475.89 

1475.89 

822 

44 

5678 

AL REYNOLDS 

311.2.25 

3142.25 


Printer output 


// JOS 

H // XEQ PAY02 2 

♦FILESl l.COLFP) . (2.WVAFP) . (3.MNCFF) . (4.L80FP) . (5.LBTFP) .(6.I.MCFP) . 

»FILES( 101 . INDXl ) . ( 102. INDX2 ) . ( 103. INDX3) . ( 104. INDXA) . ( 105. IN0X5) . ( 106. INDX6) 
H lOOlROBT B BADEN 

1002JOHN A HORN 
1003ROBT L SHORES 
0 1004JOHN W CUSSEN 

1005JOSEPH MONTANO 
1009THISISA MISTAKE 
m 101600NALO MILLER 

1107A E TAYLOR 
1218DAVID A HUBBARD 
m 1347FRANK T DOLEN 

1603AL REYNOLDS 


Input cards 



Console Printer output 
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IBM 1130 MACHINE SETUP SHEET 

Me ///e 

PROGRAM 

NUMBER: 

PROGRAM 

DESCRIPTION: 

APPROXIMATE 

RUNNING TIME: 


PRINTER 


TYPE OF PAPER 




NO. OF COPIES 


/ 


CARRIAGE TAPE 




SWITCH 

SETTINGS 


DRIVE NUMBER: 


CARTRIDGE 

ID: 




SWITCH SWITCH 

UP UP 

DOWN DOWN 


A/^A/^ 



SWITCH A/OA/^ 

UP 

DOWN 


CARDS 


//=cr' 

^AMEfCLOCK 
HO. CARDS 

///X£Q P/KTOP] . 


JOB 


SOURCE OF INPUT: 


/ /^7/Pc// Ahr ^ suiTcessAc// PA y’/<3 &<£/// r'cy/^ 

2. A?/\s/<r /??c/s/‘ /^afcjr'a// a//s/: 


DISPOSITION OF OUTPUT: C/oc^jL A/o. <:::ara(^ A/s>£/ /h A//e S- 

/o cys’^trA //7 cc/A/cpA 

^ 


FOR PAUSES AND ERROR MESSAGES SEE ERROR RECOVERY SHEETS 
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PAY03: CHANGES TO THE FILE 
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VARIABLES 



J 1130 COMPUTING SYSTEM 

VARIABLE SUMMARY SHEET 



MAX. MIN. 


Application PPY/^OL-L 

Date &/ 2 S/ ^ 7 

Program Name CbtonpeS bo bbre-Fi/o 

Gasp p% a 

No. rA T ^ ^ Programmer 


FUNCTION OF VARIABLES 


Use.c/ //7 DO /oop 


coc/e^ 


F/rs^ of c/ock rfumber 


Reccrc/ rram^er in e/np/oi^ec fi/es^ p/afTk 


Re.corc/ number of on Inc/j'fjFuaJ emp/ot^ec 


T YX/X TnFoi p/onk nocu jb&fng processed 


T 0 Un/on /nibfoi/orf fee^ 


T /(^<o J <!) I Zne/ey fJ/e numb&r ( p/anb no. /oo') 


Rzcorc/ number in JnFexes bo empboyee f>/&s 


F(^ui\/o/enb bo IN/ 


£'^oi\/o/enb bo IN/ 


u/\/o/&nb bo IN/ 


F^ui\/a/enb bo IN/ 


Ffo/ uo/enb fo IN / 


XnF/cabes sbabus of recorc/ /rr processing C(^c/&, 


Soppbenrenba / sick p^/^ 


ai'/o/e nb bo ICOL 


L<osb~cor<f besb 


Losb record number in f/ie. 


ui '{/o/enb bo ICOb 


I 


ICNNO 


ICLCK 


ICOL 


IND 


INDFX 


ZNIT 


ZNDX 


INI 


ZNZ 


ZN3 


ZN4 


ING 


ZPD 


ZWVA 


K 




Lao 


T 

25<b 

Z 

/a 

Z 

G 

r 

250 


r 250 


N 


N 


N 


N 


N 


T 


T 


N 


1 / T 


= integer, R = real, D = decimal, A = alphabetic 



































































































VARIABLES 



1130 COMPUTING SYSTEM 


VARIABLE SUMMARY SHEET 



"S m Application PAYROLL. Date 8/2 S/^7 

, I ^ E max. min. _Z 

Q o D 3 VALUE VALUE Program Name /o //re tt/& Uo-P/Y^B Programmer 


i I 5 2 ° 


FUNCTION OF VARIABLES 



c// \/c/€/r / / o TCOL 


/o ZCO/ 


A^aY/ma/r/ /ya/r/S^r oA reccrc/s //y a /'/'/& 


T/ris gear's ercccffrru/a/iorr oP hours werked for /acaZ/orr poQ 


Mr/rf/u/ sAaAus — f/ - 5//7^/e) ^ ( 2~ ^<7rr/e£/) 


Zf/y/'/^u/erri /o I C Ol. 


Ac/Ji'^/onn/ wi/Ao/c///-;^ c//770U/7'^ 


Zmp/o^ec / 7(7/776. 


ChecA /yu/rrSer //See/ por //r/s e/ryp/opee. 


Cr&c/it i//y/cr/ c/e c/uc //o rr emourr/ 


/doT?///^ crea/// C//7/0/7 (s/ec/uc/ice/s (in c/imes) 


i/nio/y e/ues c/e Zuc/i onS amoun/ 


/Jeto in/orma/ion (/s&d in cho/^^c specified J>^ cods. (Jd7-///6) 


Xnsurance c/ec/uc/ i 0/7 an/oon/ 


/yf isce/Zoneous ede a/yeZ/ons amour?/ 


P/an / /yc/n? 6 en 


r /.2,5 Pnyp/opee pop na/e 


II I ... 

T 3 / 3eK — (/- ■fe.mo/e') ^ ( 2 - /na/e) ^ ^ 3- inc/cAer) 


T \ A /wap sVt (//'£> is 3oc/ ' 0 / Secc/n//p /7c/rr?6cn 


T 


LYRPP 


/d(JNC 


//ADWP 


NAME 


//CHCK 


NC/JOD 


NONES 


NIN5 


J / r 250 3<(> 


X / r i 


7' XXXX ^ 


7 XXXXX d> 


T XX. XX 


r XXX. XX i> 


4> 


T XX.XX 


1 xxx.xx 


T XX.XX 


T XXXX 


NOPLT 


NR A Tt 


N5EX 


NSSAN 


E/np/opee s/oZas £1- union) ^ ( z- fruc/cer)^^-/^^??- un/or?^ 
/ -Zu/l fime),(4-non~unionj par/ /ifne)^ (5 - Zsr/ninaZed) 


integer, R = real, D = decimal, A = alphabetic 
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VARIABLES 



I t: 5 max. min. 


A k o 
2 \z 



J 1130 COMPUTING SYSTEM 

VARIABLE SUMMARY SHEET 



Application PAYROLL 

Date B/ 25/07 

Program Name Chon^&S ko kke f/'M 

nA K/ick 

No. PA I Op Programmer 


FUNCTION OF VARIABLES 


3/ac^ c/£c/c/c//o/7 a/770c/^'^ 


YYSrCK 

BB 

7 

yx.xx 

A/ 5 TKO 

BB 

7 

XX. XX 

AjUA 

I 

/ 

7 

xx.xx 

A/UM 

I 

/ 

H 

XX. XX 

NUMb 

BB 

7 

XXX 

AJ'AYKMP 

BB 

7 

xxxx 

AkWKPD 

BB 

7 

j 

5 ^ 

A/KMPP 

I 

/ 

7 

/7 

A/XMPS 

BB 

7 

/7 

QRTD , 

R 1 

B 

7 

xx^a^xx 




¥-/?ree c//cji'^S o-f c/ocA 


o/" coeeks err7p/o^£c^ 


/\/urnhef‘ a^eeihs pojc/ 


Fed^era/ e)(.e/ 77 p//c/ 7 £ 


SF/s £X€/r;p^/o/7S 


Q.c/orfer - 7-o ~ dof& m-formar/ort. (0 ^''oss ^ (z) fJT^ 
(2) FZCA.(4) /oc.'^oXj (5) FICA ujoqes sick 


7 ^'^4^ Yeor-io- c/a^e /n/ormai-ion ^ (/) ^ross ^(Z) p-jCA, 


(Y) FI 7 (4)FICA uja(^&s ^ (5) sick spec. /!, 


(7) spec. <5 5 (S) /oc. /i7X , r^) re^. kours ^(/d) OT 


/?cc/rs\ (//) ko/7as kours ^ (/S') req. ecns^ (/s') OT 


erns.^ (M) d 0/7 o s 




'Mode: I = integer, R = real, D = decimal, A = alphabetic 


































































































r»r>r>nnnnnr>nnr>nnnnr>nrinnr»r>nnnnnnr>r>r>r>r>r»r»r»r> 


// FOR 

* IOCS(CARDtTYPEWRITER*KEYBOARD 

* NAME PAY03 

» ONE WORD INTEGERS 

* EXTENDED PRECISION 

* LIST ALL 

JOB NAME — PAYROLL SYSTEM 

JOB NUMBER — PAY03 


- CHANGES TO THE FILE 


PROGRAMMER — C.R.KLICK 

DATE CODED — 01/06/68 

DATE UPDATED — 


INPUT FILES — 


OUTPUT FILES — 



FILE 

FILE 

RECORD 

NO. OF 

RECO 


NAME 

NUMBER 

LENGTH 

RECORDS 

PER SE 

1. 

COLFP 

1 

160 

250 

2 

2. 

WVAFP 

2 

160 

90 

2 

3. 

MNCFP 

3 

160 

200 

2 

4. 

LBOFP 

4 

160 

50 

2 

5. 

LBTFP 

5 

160 

150 

2 

6. 

LMCFP 

6 

160 

30 

2 

7. 

INDXl 

101 

1 

250 

320 

8. 

INDX2 

102 

1 

90 

320 

9. 

IN0X3 

103 

1 

200 

320 

10. 

INDX4 

104 

1 

50 

320 

11. 

IN0X5 

105 

1 

150 

320 

12. 

INDX6 

106 

1 

30 

320 

1. 

COLFP 

1 

160 

250 

2 

2. 

WVAFP 

2 

160 

90 

2 

3. 

MNCFP 

3 

160 

200 

2 

4. 

LBOFP 

4 

160 

50 

2 

5. 

LBTFP 

5 

160 

150 

2 

6. 

LMCFP 

6 

160 

30 

2 

7. 

INDXl 

101 

1 

250 

320 

6 • 

INDX2 

102 

1 

90 

320 

9. 

INDX3 

103 

1 

200 

320 

10. 

INDX4 

104 

1 

50 

320 

11. 

INDX5 

105 

1 

150 

320 

12. 

INDX6 

106 

1 

30 

320 


allocate array STORAGE 


DIMENSION INDEX(250). ISUPP{13), NAME(9). NSSANO). QRTD(6)» 
1 YTD(14) 


■ DEFINE THE FILES FOR THIS PROGRAM AS DESCRIBED ABOVE. AND 
- EQUIVALENCE THE VARIABLES FOR THE NEXT RECORD NUMBER. 

DEFINE FILE 1 ( 2 50 • 160 .U • I COL ) * 2 ( 90 • 160 .U » I WVA 1 * 
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3(200»160»U»MUNC) « 4 ( 50 * 160 *U f UBO ) » 

! 5(150tl60«U*LBT) • 6 ( 30 • 160 tU tLMC ) • 101 ( 250 • 1 tU • I N1 

I 102(90»1*U*IN2) ♦ 103(200»1*U*IN3) . 104 ( 50 » 1 *U» IN4) 

» 105 ( 150*1 fUt IN5 ) • 106(30»1«U.1N6) 

EQUIVALENCE ( I COL , I WVA tMUNC ♦LBO» LBT . LMC ) * 

L ( IN1»IN2*IN3»IN4*IN5*IN6) 


INITIALIZE VARIABLES 


1000 ICOL=l 
IN1»1 


READ PLANT NUMBER. CALCULATE THE FILE NUMBER OF THE INDEX FOR 
THE CURRENT PLANT. FINISH INITIALIZING VARIABLES. 


READ(2»1> NOPLT 
1 FORMAT(Il) 


IN0X=100 + NOPLT 


GO TO (80.81.82.83.84.85) .NOPLT 

80 LST=250 
GO TO 90 

81 LST-90 
GO TO 90 

82 LST-200 
GO TO 90 

83 LST=50 
GO TO 90 

84 LST»150 
GO TO 90 

85 LST=30 


READ THE EMPLOYEE INDEX FOR THIS PLANT. READ A CHANGE CARD. 
CHECK FOR LAST CHANGE CARD. AND VALIDATE PLANT NUMBERS. CHANGE 
CODE AND FIND CLOCK NUMBER IN INDEX. 


90 READ( INDX' LST) LAST 

READdNDX'l) ( INDEX! I ) .1*1 .LAST) 


100 READ(2.2) ICLCK. NUMB. ICHNG. NEW. K 
2 FORMAT! II. 13. 12.15. 68X. ID 
C 

C IS THII LAST CARD 

C YES - GO TO 99 

C NO - GO TO 101 


PAY03 
) .PAY03 
. PAY03 
PAY03 
PAY03 
PAY03 
-PAY03 
PAY03 
PAY03 
PAY03 
PAY03 
PAY03 
-PAY03 
PAY03 
PAY03 
PAY03 
PAY03 
PAY03 
PAY03 
PAY03 
PAY03 
PAY03 
PAY03 
PAY03 
PAY03 
PAY03 
PAY03 
PAY03 
PAY03 
PAY03 
PAY03 
PAY03 
PAY03 
PAY03 
-PAY03 
PAY03 
PAY03 
PAY03 
PAY03 
PAY03 
PAY03 
PAY03 
PAY03 
PAY03 
PAY03 
PAY03 
PAY03 
PAY03 
PAY03 
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C PAY03 

IF(<-9) 101*99. 101 PAY03 

C PAY03 

C DO PLANT NUMBERS AGREE PAY03 

C yes - GO TO 105 PAY03 

C NO - GO TO 95 PAY03 

C— — PAY03 

101 IF(NOPLT-ICLCK» 95.105*95 PAY03 

C PAY03 

C IF THE PROGRAM COMES THRU HERE. THE PLANT NUMBERS DO NOT AGREE. PAY03 

C PAY03 

95 WRITE(1»3) ICLCK. NUMB PAY03 

3 FORMATS 'PLANT NOS DISAGREE FOR CLOCK NUMBER *11.13) PAY03 

CALL STACK PAY03 

GO TO 100 PAY03 

PAY03 

PUT PARTS OF CLOCK NUMBER TOGETHER AND CHECK CHANGE CODE PAY03 

PAY03 

105 ICLCK-ICLCK * 1000 + NUMB PAY03 

PAY03 

ICHNG MUST BE BETWEEN 1 AND 16. PAY03 

IF NOT GO TO 104 PAY03 

IF O.K. GO TO APPROPRIATE CHANGE ROUTINE. PAY03 

PAY03 

IF( ICHNG) 104.104.106 PAY03 

106 IFdCHNG - 16) 110.120.104 PAY03 

PAY03 

CODE 14 INDICATES NEW EMPLOYEE. IF SO. GO TO 500. PAY03 

..... PAY03 

110 1F(ICHNG-14) 120.500.120 PAY03 

..... PAY03 

IF the program comes THRU HERE. THE CHANGE CODE IS INVALID. PAY03 

PAY03 

104 WRITEd.S) ICLCK PAY03 

8 FORMAT! ' INVALID CHANGE CODE FOR *14) PAY03 

CALL STACK PAY03 

GO TO 100 PAY03 

..... PAY03 

locate clock number in index. PAY03 

..... PAY03 

120 DO 125 I-l.LAST PAY03 

IFdNDEXd )-ICLCK) 125*130.125 PAY03 

PAY03 

GO TO 125 IF MO MATCH. 130 IF FOUND. PAY03 

PAY03 

125 CONTINUE PAY03 

PAY03 

IF the PROGRAM COMES THRU HERE. THE CLOCK NO. IS NOT IN THE INDEXPAY03 

PAY03 
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WR1TE(1»4I ICLCK 

4 FORMAK 'CLOCK NO '14* NOT IN FILE') 
GO TO 100 


READ EMPLOYEE RECORD FROM DISK AND VALIDATE CLOCK NUMBERS. 


130 IND»I 

REAO(NOPLT' IND) NUM. NAME* NSSAN* NSTAS. NDUES* NWKMP* NWKPD* MAR 

1 NXMPF. NXMPS* NSEX* NRATE* YTD* QRTD* LYRHR* NCU* 

2 NCUDD. NCHCK* NADWH. NSTCK* NINS* NMISC* NUA. 

3 NSTKD. ISUPP. INIT 


VALIDATE 
MATCH - 140 
NO MATCH - 135 


IF(NUM - ICLCK) 135*140*135 
135 WRITE{1*5) ICLCK 

5 FORMAT! 'CLOCK NUMBERS DO NOT AGREE FOR *14) 
CALL STACK 
GO TO 100 


GO TO 

THE APPROPIATE 

CHANGE 

ROUTINE. 

NRATE 

- 141 

NXMPF 

- 146 

NSTCK - 150 

NCU 

- 142 

NXMPS 

- 146 

NINS - 151 

NDUES 

- 143 

NXMPS 

- 147 

NMISC - 152 

NSTAS 

- 144 

NSEX 

- 148 

NUA - 153 

MAR 

- 145 

NADWH 

- 149 

INIT - 155 


140 GO TO (341*142*143*144*145*146*147*148*149*150*151*152*153*104* 

1 155*156) *ICHNG 

141 NRATE=NEW 
GO TO 550 

142 NCU=NEW 
GO TO 550 

143 NDUES=NEW 
GO TO 550 

144 NSTAS»NEW 
GO TO 650 

145 MAR=NEW 
GO TO 550 

146 NXMPF*NEW 

147 NXMPS=NEW 
GO TO 550 

148 NSEX=NEW 
GO TO 550 

149 NADWH=NEW 
GO TO 550 


PAY03 

PAY03 

PAY03 

-PAY03 

PAY03 

PAY03 

PAY03 

PAY03 

*PAY03 

PAY03 

PAY03 

PAY03 

PAY03 

PAY03 

PAY03 

PAY03 

PAY03 

PAY03 

PAY03 

PAY03 

PAY03 

PAY03 

-PAY03 

PAY03 

PAY03 

PAY03 

PAY03 

PAY03 

PAY03 

PAY03 

PAY03 

PAY03 

PAY03 

PAY03 

PAY03 

PAY03 

PAY03 

PAY03 

PAY03 

PAY03 

PAY03 

PAY03 

PAY03 

PAY03 

PAY03 

PAY03 

PAY03 

PAY03 

PAY03 
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150 

NSTCK=NEW 



PAY03 1 

• 



GO TO 550 



PAY03 \ 



151 

NINS=NEW 



PAY03 \ 




GO TO 550 



PAY03 \ 

• 


152 

NMISC=Nl V 



PAY03 \ 




GO TO 550 



PAY03 \ 



153 

NUA»NEW 



PAY03 \ 

• 



GO TO 550 



PAY03 



155 

INIT«NEW 



PAY03 




NSTASsl 



PAY03 / 

• 



GO TO 550 



PAY03 / 



156 

WRITE(1*11) NUM 



PAY03 / 



11 

FORMAT( 'ENTER SSAN FOR '14) 


PAY03 / 

• 



READ(6»10) NSSAN 



PAY03 



10 

FORMAT( I3t 12. 14) 



PAY03 




GO TO 550 



PAY03 

• 


500 

READ<2.6) NUM. NAME. NSSAN. NSTAS. MAR. NXMPF. NXMPS. 

NSEX. NRATE.PAY03 




NCU. NADWH. NSTCK. NINS. NMISC. 

NUA 

PAY03 



6 

FORMAT( I4.9A2. 13 

12. 14. 511. 13. 514.13) 


PAY03 \ 


c- 





PAY03 1 


c- 


IS THIS NUMBER. 

NUM. ALREADY IN INDEX 


PAY03 


c- 


- YES - 513 



PAY03 

A 

c- 


- NO - SET UP DISK RECORD 


PAY03 


c- 


. 



PAY03 i 




DO 504 I»1.LAST 



PAY03 / 

m 



IF( INDEX! I )-NUM) 

504.513.504 


PAY03 / 



513 

WRITE(1.7) NUM 



PAY03 / 



7 

FORMAT! 'CLOCK NUMBER '14' IS DUPLICATED') 


PAY03 I 

m 



CALL STACK 



PAY03 




GO TO 100 



PAY03 



504 

CONTINUE 



PAY03 \ 


c 





PAY03 \ 


c 

--I.... 

- O.K. SET UP DISK RECORD AND CREATE INDEX 

ENTRY. 

PAY03 \ 


c 


• 



PAY03 \ 

m 



IPD = 0 



PAY03 ' 




NSTKD=0 



PAY03 




INIT=0 



PAY03 

m 



NDUESsO 



PAY03 




NWKMP«0 



PAY03 / 




NWKP0»0 



PAY03 / 

m 



DO 501 I»1.14 



PAY03 / 



501 

YTD! I )*0. 



PAY03 / 




DO 502 I»1.6 



PAY03 1 

• 


502 

QRTO! I )‘ D. 



PAY03 




DO 503 I«1.13 



PAY03 1 



503 

ISUPP! I )*0 



PAY03 \ 

m 



LYRHR=0 



PAY03 \ 




NCUDOsO 



PAY03 \ 

• 

- 


NCHCK = 0 


^ 

PAY03 \ 
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• // JOB 

// XEQ PAY03 2 

*FILES( ItCOLFP) . (2*WVAFP) tO^MNCPP) .(AtLBOFP) . (5»LBTFP) ♦ (6»LMCFP> . 

• *FILES(I01*IN0X1) <(102# IN0X2) •( 103*1 N0X3) *(104 »1N0X4) • ( 105 * INDX5 > * ( 106 * I N0X6 ) 



Printer output 
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IBM 1 130 MACHINE SETUP SHEET 

PROGRAM 

PROGRAM /Z>j^ 

NUMBER: Z 

PROGRAM 

APPROXIMATE 

DESCRIPTION: 

RUNNING TIME: 


TYPE OF PAPER 

PRINTER 


NO. OF COPIES 


/ 


CARRIAGE TAPE 





SWITCH 

SETTINGS 


INPUT 

CARDS 


DRIVE NUMBER: 


CARTRIDGE 

ID: 


SWITCH 

UP 

DOWN 


u// 



SWITCH 

UP 

DOWN 


SWITCH /^/a^<S. 

UP 

DOWN 


'CHANG- E. 
CAKDS 



I /Cl-fAMG£ 

I CARDS 
'//XEQ PAVOal 


// joe> 



FOR PAUSES AND ERROR MESSAGES SEE ERROR RECOVERY SHEETS 
































PAY04: CALCUI^ATIONS AND PAYROLL REGISTER 






VARIABLES 

IBM 1130 COMPUTING SYSTEM 

NAME 

1 

UJ 

Q 

O 

2 

No. of Words 

INPUT/TEMP 

OUTPUT 

MAX. 

VALUE 

MIN. 

VALUE 

VARIABLE SUMMARY SHEET 

Application RA Y R O P im. S Y S 7“ B M Date Q ^ 

Program /c U /otfi OftS ^ P/^No. /(P^Progr^mmer 

FUNCTION OF VARIABLES 

1 

A 

□ 

a 

a 

0,^0 


UssJ /"or z^ro j^<i/^A?cQ cYfSck 

\ad 

□ 

a 

B 

XXX. XX 

0,00 

UseJ 0o cdRo/df^ rdi“e 

ADR£a 

R 

3 

r 

XXX 

0,00 

Used to c<^^cu/dte ovett/me t'dte 

AT AX 

R 

3 

B 

SB 

0,00 

/f^come 

B 

□ 

a 

r 

0. 00 

0,00 

Us^d 'Pot z<sto l<i/<tnc^ c/iecR 

hnbrh 

□ 

a 

0 

xxx.xx 


Sonus GChrn/n 

bnhr^ 

□ 

a 

ifi 

XXX, X*: 

0,00 

/touts 

r 

R 

3 

0 

0. 04> 

0.00 

Us^c/ Por- zero-^/a/dnce chdck 

CRMAX 

B 

m 

r 



MoL'KitnutA cYi&ck <imoiiht~ 'Pot d tT/Zs 

CN£T 

R 

3 

0 

xicxx.xx 


f/e’Y dniovnf' 0 / fnditi/ uO ! 

CcMP 

m 

a 

ifl 

- 

— 

C cty>/»<iA / ndnxte 

P 

R 

3 

0 

0,00 

0.^0 

Used Pot -z^ro- c/cck 


m 

a 

B 

XX x.x< 

0,00 

f/cd fdKdl>l^ ixJd^es 

nsRp' 

R 

a 

0 

XxxKxia. 

0. 00 

* i 

Trdd^ ds'^octdiiott rc /port's 

QROSS 

m 

a 

0 

XXX. Xif 


Gtoss drtOKfnt o/ Cn/Ht dud f c/eck 

HOC P Y 

m 

a 

B 

xx.xx 

0- 00 

Xtid H/dudhs' /ioYfddy R^Y 

I 

I 

a 

B 

1 


(PseJ tn 00 f 00 ^ 

ic 

/ 

/ 

N 

— 

— 

^ ftu /ud/ent^ 'ko JTA/^ 

rCA/CR 

a 

a 

r 

EjSya 

Acr 

run 

c/(Fck /lUAOtket K/Cefi utrifCn^ decks 

ICLCK 

a 

a 

B 


/ 

Fetst^ c/y^/t Op C./ock 


‘Mode: I = integer, R = real, D = decimal, A = alphabetic 
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VARIABLES 


■o ^ 

I H 2 MAX. MIN. 
w ^ VALUE VALUE 

o _• D. O 


IBM 1130 COMPUTING SYSTEM 

VARIABLE SUMMARY SHEET 


Application payroll SySTpA^ 


Program /cV ^ Y/ZL 


FUNCTION OF VARIABLES 


ICNT 


ICOL 


ICC/ 


TDAT£ 


IDED 


IFICA 


TPILL 


TINS 


TLsr 


IMISC 


lA/D 


TA/OEX 


IPOX 


I /LIT 


INI 


IN 2 


INS 


IN^ 


INS 


INi 


ynyx. ^ 


zso 2 




1^10 


I / T 


I / £> 


r 


I / o 


r 


1 2 S 0 r 


T 


I / r 


I / r 


N 


/ N 


I / N 


N 


H 


XXKXX 


t*XiX /i 




XX 0 


XXXXX 0 


/Y( /0t 


XXXX \/000 


//i /^/ 


/(p0 0 


2£X) i 



S&ft/e/)cs xti/xyio^ r" -Pox' j'at/r'ndj 
Cs^ov /</ c orr^s "to CK 


Re cone/ n (JxTi /xt € m^/oy e c 

!>/ ^ 


Tne/*Vt</iYd/'s cree// it i//) ion c/^e/u ct" /on 


P<iY 


Tci’<i/ p-f /xtc/it/lcfixers />>S i/rd/tce , stock, c^prffy 

4 / 7 </ rrtisc . oYetftxc'ftons / P^nioc/ 


Zn<//\x i d / !s "f /cd 7^ 


ZnZicd't^s cZ / ^ /^o't' oo<X<J^ 


//7Sur<LfkC^ Zec/uci'ior) 


Lds7~ recoird nury?J>eir m d -f. /e 


X/iZ f*S ^/sc - df&c/uc 7 ^ /Oici 


Z/’/e niAnY\i>^r oZ /kjJeK :Por d pMhti Fttfl 00 


XnJeK t'o ^on/ ^e//iX Ptocesc^d/ 


//Ve n(/x9ii?Qy' /po. -x-ioa) 


U^-.c» l/diT iaX/on 


R^COr-d n*jroh9.r a'/o /p </S>cSS iPo 
Pf'f^S ' 


X^f^cf/yct 't’o X N 1 


to X /V 1, 


^^u/vdi/Gkif" "to XA/X 


iff^C'/iYct/epft t ^ X/)/ i 


XftF/W/edt 7§ XAtJ 


integer, R = real, D = decimal, A = alphabetic 
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VARIABLES 



MAX. 

VALUE 

MIN. 

VALUE 


0 

20 

/ 

(t> 

0 

2 p 00 

0 


■91 

1723 

0 


0 


0 

sdd 

0 


1 


J 1130 COMPUTING SYSTEM 

VARIABLE SUMMARY SHEET 



Application payroll SYST£M 


FUNCTION OF VARIABLES 






totrt 


XPA(Si£ 


IPO 


ISTC/< 


ISUPP 


I 70 T 


lU/l 


lUP 


IVPAT 


im£K 


I)NVA 


K 


KARt> 


KO 


Mode 


KFLNT 


LA^r 


LBO 


LST 


LiNE 


I T 


I 


I I 7 XXX 


N 


Iy7c/i v I c/o til's sFoo/^ cf^c/oc'f’i 


pyf Sr7't‘d / 



'oc~/ ^ 






/77o4i/'A 


/.a.^r- T^c TCOL. 


iifs-T-C^rJ Ti>sP 


0 . C- S /X- /dST^ ‘t 4 /^y Pe sP 


'SpSC/d/ P d 7 ^ f y S CTcJcT^ 


Sp^c/df e<irA/r)fs c-oYe. 
( ^ 


/^/dY^'F /?(//rjAcp 


A<^>s 7 pecori/ /h -/^//c 


/c 7o jrCo£ 


iF'^tYyp(i/c Yf'P 7 ^ ^COZ^ 


Z //? e Co 0^7 7“ 


integer, R = real, D = decimal, A = alphabetic 





































































































VARIABLES 



w ^ f— 

I H ^ MAX. MIN. 

VALUE VALUE 

• Q. O 

O z 


^/WC 


L OCAL^ 


lyrhr 


MAR 


MUNC 


nap^h 


name: 




NCU 


A/C(/PO 


NOUSS 


NP^NK AZ 


NlNS 


NMTSC 


NOPLT 


NR ate: 


NS£>r 


NSSAN 


NSTAS 


NSTCK 


Q xxxx 


O ( 2 ( 


Tfi 2 / 


N 


Q xxxx ^ 


0 xxxxx ^ 




0 XXX. X 0 


3 10 


XX. XX 0 


/ Q XXX. XX 0 


£ 


1,03.00 f.2S 


hO 3 




S 


XX. Xx 0 



IBM 1130 COMPUTING SYSTEM 

VARIABLE SUMMARY SHEET 


Application payroll^ SYSTBM Dategf/?V^7 


Program Name <^V/c A F/^ No.^/^!<^^)^^Progran^er 


FUNCTION OF VARIABLES 


Fo ZCOL. 


Locct/ Yctx 


T'^is d zz U/r. y / diT i :? -f MourS tdgrMes! 

Z’ of^ y dc on 


Mdhifctl sTdtus ~ ( cf/<^ ) p ( 2-Yfi dr-ri eJ ) 


p<futv <i /sJi Y f’ e> J COL- 


A</c/it/ofp^ / i^i FA ho/F f’rpcY <f/r)ounF 


S*n 

CAecN A?>~ YA/s 

Cr'^Y'iF F^FucF/ot^ 

FloYtAfy ere Fit union c/^c/ucFfSP/JS d/imes) 

Union Jueg JeJucFiorp 

Fii y jpet^ioJ c/c^'fe 

InscfrOn c e. <sl^i/uc.Fion 

M/cc^//dheo(Y5 c/^J^cF ten S 

P/dtriF’ PUmA^t' 

P/yfy>/o/e^ /><iY ^ 

Sd*x re/tdd i^) p ( 3 ‘'J 0 ddl^)p (Z’-TruckerJ 

Sec id I SecoriFy /o ly/ot 

£ j^/’/oye^ C /- cyn! o/i) , Cs~Y‘h u cXQ^-)^(, 3 -non- 

uoi «/i, ■fitplh'tinje) ! (•4-~f>or)~union^ pirt-yim^)^ (s~'t*(rnt!nd,’t^4 ) 

StocK dec/ocFton 


*Mode: I = integer, R = real, D = decimal, A = alphabetic 





























































































VARIABLES 


1130 COMPUTIMG SYSTEM 


IBM 


NAME 

MODE* 

No. of Words 

INPUT/TEMP 

OUTPUT 

MAX. 

VALUE 

MIN. 

VALUE 

VARIABLE SUMMARY SHEET 

App\\cat\on y R 0 1 . L S Y S T M Date< 5 >/ 2 ?/^ / 

Program /c u/cft/o/lS cSf R//P No./^^^/Pr^rammer 

FUNCTION OF VARIABLES 

NST,KD 

□ 

fl 

O 

XX. YX 

0 

MoAiPkly s'^ocK 

NUA 

Q 

B 

10 

XX. XX 

4 

United A 

NUM 

a 

B 

5 Q 

XX xy 


dock 

NIaIKMP 

I 

/ 

0 


4 

Nun^I>er od* tAfeek^ qJ 


B 

B 

0 

XX 

4 

N<XFni>er aT 

NXMPF 

B 

B 

1,0 

/7 

0 

Fe derail exe moti on s 

NXMPS 

B 

B 

0 

/7 

0 

ST<ite S' 

OrSRN 


3 

c 

XXX.Xlf 

0.00 

OrQri'ii^e i^dr/nlr^s 

OTHER 

Q 

B 

0 

XXX XX 

4- 04 

SyPipcid 1 edrnincjs 

OTHRS 

B 

3 


XX. XX 

<p.4 0 


QRTO 

B 

m 

o 

XXXX.XJC 

0-00 

Quiri'8»~-i’o~a/<iT-$ /Ai-Z’cA'rHpf'/C/) , ( / )ShO ss (zjFIT^ (3) FI C 
, CS) yFjC /I C 6 )s/c 4 ' 

1 

H 

/? 

3 

0 

Xxx.xv 

0, 00 

^(Ar-rinjs 

HSHRS 

□ 

B 

10 


0.00 


57 C/C 

/? 

3 

0 


0.00 

Sick /P^Y 

SPA 

□ 

B 

r 

>cxxx.xx 

0.00 

dy>ec*'cfJ €<tF ri i c0cau/r)/, yd^r ird. 

SP8 

B 

B 

H 


0.00 

S^pc/<il <p<irriiR^ s 4 iccu/hJ /rd , 

SPSCA 

R 

B 

/ 

xxx.xx 

^<f> 

S/ 9 dcYd / edFAiAjr 


B 

B 

O 

KKXKxxy. 

0.00 

(Js&S to td't<i I 

TAX 

B 

fl 

0 

XXXXX 

0.00 

F<s</<?4^dl M/f 'dA/joJ/z/i ^ 

TAX&L 

B 

B 

B 



T^xt^^/e <^drnirfS 


‘Mode: I = integer, R = real, D = decimal, A = alphabetic 
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VARIABLES 


"2 ^ H 

max. min. 

tu Hr ^ ^ VALUE VALUE 

0 d 

1 I ? 


IBM 1130 COMPUTING SYSTEM 

VARIABLE SUMMARY SHEET 


Application y' p Q i_ I, SYS 7" £ AY 4^ f /i7 


Program Ic S df /Y/? Programmer 


FUNCTION OF VARIABLES 


r 

YaTXx’XAC. 

XX 


Tofd/ 

r 

•Kxxxxx. 

X X 

0.(p<t> 

7^/Vf/ 

0 

Vxxxxx. 

XX 

\(t),(p4 

Tc^t-al <7rMY 

I 

XXX^XXX. 


Sa/ii's A YoYa.1 sot^rce Joc^ 

I 

XXXVYyy. 


07" X(?dr foY<il //^or^ SourC(S </oc. 

I 

Xxxxxxy, 

0.0 ^ 

fYe Y’ 7oTd/ PrOfTi Xoc. 

I 


4>.(j>0 

^^4e.c7ci / Yo'7d / -YrOfTt So'jrcC Xoc. 

0 


0.00 

l/dcdX^o/^ 

0 

XYX.YX 

0.00 

Sonos Aovrs ^rnor-' 7^7^/ 

0 

X)fX^.YX 

0.00 

Oi^eirY'IrT.^ <Srroh 'T-ofd/ 

0 

XXX.XY 


(Srro!^ 7~e'f’<i f 

0 

XXX. XX 

0.00 

vS^ec/V/ 

lfi\ 

XXXXX.XX 

0.00 

Yetif-to-di i-e /'n^enrn <( T,'of7. CO ft- oss, C9.)Y;f, CsJjT/CA. 
is'dfes, Ys) s/cM /^‘^y ( 6) spec . /? ; 




tnet 


T 07' 


TOT&N 


TO TOT 


roTRa 


TOTSF^ 


YACA 


XBN 


xor 


XR£C 


XSP 


YTO 




‘Mode; I = integer, R = real, D = decimal, A = alphabetic 
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// FOR 

* IOCS(CARD*TYPEWRITER. KEYBOARD. 1132 PR INTER . D I SK ) 

* LIST ALL 

*« PAY04 PROGRAM 

* NAME PAY04 

* ONE WORD INTEGERS 
« EXTENDED PRECISION 

— JOB NAME 

JOB NUMBER 


PAYROLL SYSTEM 
PAY04 


- CALCULATIONS + PAYROLL 


PROGRAMMER 
DATE CODED 
DATE UPDATED — 


INPUT FILES — 


C.R.KLICK 

01/13/68 


PAY04 
PAY04 
PAY04 
PAY04 
PAY04 
PAY04 
PAY04 
REGISTER PAY04 
PAY04 
PAY04 
PAY04 
PAY04 
PAY04 
PAY04 


OUTPUT FILES — 



FILE 

FILE 

RECORD 

NO. OF 

RECORDS 

PAY04 


NAME 

NUMBER 

LENGTH 

RECORDS 

PER SECTORPAY04 

1. 

COLFP 

1 

160 

250 

2 

PAY04 

2. 

WVAFP 

2 

160 

90 

2 

PAY04 

3. 

MNCFP 

3 

160 

200 

2 

PAY04 

4. 

LBOFP 

4 

160 

50 

2 

PAY04 

5. 

LBTFP 

5 

160 

150 

2 

PAY04 

6. 

LMCFP 

6 

160 

30 

2 

PAY04 

7. 

PINFO 

25 

106 

6 

3 

PAY04 

8. 

INDXl 

101 

1 

250 

320 

PAY04 

9. 

INDX2 

102 

1 

90 

320 

PAY04 

10. 

INDX3 

103 

1 

200 

320 

PAY04 

11. 

INDX4 

104 

1 

50 

320 

PAY04 

12. 

INDX5 

105 

1 

150 

320 

PAY04 

13. 

INDX6 

106 

1 

30 

320 

PAY04 

PAY04 

1. 

COLFP 

1 

160 

250 

2 

PAY04 

2. 

WVAFP 

2 

160 

90 

2 

PAY04 

3. 

MNCFP 

3 

160 

200 

2 

PAY04 

4. 

LBOFP 

4 

160 

50 

2 

PAY04 

5. 

LBTFP 

5 

160 

150 

2 

PAY04 

6. 

LMCFP 

6 

160 

30 

2 

PAY04 

7. 

PINFO 

25 

106 

6 

3 

PAY04 

-PAY04 


ALLOCATE ARRAY STORAGE. 

INTEGER COMP( 16) . TAX 

DIMENSION FIBRE(8). IDATEO). INDEX(250). ISUPP(13). ITOT(ll). 

1 K0DE(3). NAME(9). NDWKO). NSSAN(3). QRTD(6). SPECL(3). 

2 TOT(21). YTD(14) 

C 

C DEFINE THE FILES FOR THIS PROGRAM AS DESCRIBED ABOVE. AND 

C EQUIVALENCE THE VARIABLES FOR NEXT RECORD NUMBER. 

DEFINE FILE 1 ( 250 . 160 . U . I COL) . 2 ( 90 . 160 .U . I WVA ) . 

1 3(200. 160. U. MUNC) . 4 ( 50 . 160 .U . LBO ) . 


PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 
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EQUIVALENCE 


5{150«160.U*L8T) . 6 ( 30 ♦ 160 ♦U tLMC ) . 2& ( 6 . 106 .U * I C ) • 
101(250«1*U«IN1)« 102(90>1>U*1N2) • 103 ( 200 > 1 • U • I N3 ) 
104(50tl«U«INA) • 105( 150*1»U>IN5> • 106 ( 30 » 1 >0 > IN6 ) 

( ICOL.IWVA*MUNC«LBO.LBT*LMC) * 

( IN1«IN2« IN3*INA«INS<IN6) 


• DEFINE ^N ARITHMETIC STATEMENT FOR HALF ADJUSTING. 
PHIL(BET)=WH0LE( (BET + 5.1 / 100.) 


INITIALIZE VARIABLES 


ICOL=l 
IN1 = 1 
T = 0. 

XT0T=0. 

XBN^O. 

XREGi^O. 

XSP=0. 

DO SO I:>1.21 
50 TOT(I)»0. 
IPAGE»0 
LINE»50 


READ PLANT NUMBER. DATE. AND CONTROL TOTALS 


9999 READ(2.1) NOPLT. IDATE. NDWK . TOTRG. TOTOT. TOTBN. TOTSP. KARD 
1 FORMAT! II. 6A2.7X. AFT. 0.31X. ID 


VALIDATE KARD AND NOPLT. 
IF VALID “ 60 
IF INVALID - 55 


IF(KARD) 55.51.55 

51 IF(NOPLT) 55.55.52 

52 IF(NOPLT-6) 60.60.55 


FIRST CARD IS INVALID. 


55 WRITE(1.2) 

2 FORMAT! ‘CHECK CC 1 AND 80 ON FIRST CARD') 
PAUSE 1 
GO TO 99999 


READ THE PLANT INFORMATION RECORD FROM DISK. 
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c- 

... 

- 




PAY04 \ 

• 


60 

READ(25»NOPLT) COMP» ICHCK* IWEEK. FIBRE. 

I TOT. CKMAX 


PAY04 \ 


c- 

— • 




- - 

■-PAY04 \ 


c- 


- 




PAY04 \ 

• 

c- 


- WRITE THE PLAMT INFORMATION FOR CONTROL 

PURPOSES 

AND ACCEPT 

ANY 

PAY04 \ 


c- 

— 

- CHANGES TO IT THRU DATA SWITCH SETTINGS. 




PAY04 


c- 


- 




PAY04 

• 


62 

WRITE(1.3) COMP. IDATE. ICHCK. IWEEK. NDWK. CKMAX 



PAY04 



3 

FORMAT(//16A2.3A2/'CHECK NO 'IS/'WEEK NO 

'Il/'W/E 

'3A2/'NET 

MAX' 

PAY04 




1 F6.0//'MAXIMUM CHECK AMOUNT MAY BE 

CHANGED 

BY SWITCH 

14. 

'PAY04 / 

• 



2 / 'SWITCH 15 WILL CHANGE THE CHECK NO 

AND THE 

WEEK NO. 

SET ' 

PAY04 / 




3 'SWITCHES'/'REQUESTED AND PRESS START') 



PAY04 / 




PAUSE nil 




PAY04 / 

• 



CALL DATSWU5.I ) 




PAY04 / 




GO TO (70.71).! 




PAY04 1 



70 

WRITE! 1.4) 




PAY04 

• 


4 

FORMAT! 'ENTER CHECK NO. FIVE DIGITS') 




PAY04 1 




READ!6.22) ICHCK 




PAY04 \ 



22 

FORMAT! 15) 




PAY04 \ 

• 



WRITE! 1«23 ) 




PAY04 \ 



23 

FORMAT! 'ENTER WEEK NO. ONE DIGIT') 




PAY04 1 




READ (6.24) IWEEK 




PAY04 1 

• 


24 

FORMAT! ID 




PAY04 / 




GO TO 62 




PAY04 / 



71 

CALL 0ATSW(14.I ) 




PAY04 / 

• 



GO TO (72.75). I 




PAY04 / 



72 

WRITE!!. 25) 




PAY04 / 



25 

FORMAT! 'ENTER MAXIMUM CHECK AMOUNT. FIVE 

DIGITS' 



PAY04 

• 



READ!6.21) CKMAX 




PAY04 



21 

FORMAT!F5.0) 




PAY04 \ 




GO TO 62 




PAY04 \ 

• 

c- 

— 


. . . - . 


- - 

-PAY04 \ 


c- 

— 

- 




PAY04 \ 


c- 

— 

- INITIALIZE PLANT VARIABLES 




PAY04 \ 

• 

c- 

— — 

- 




PAY04 1 



75 

INDX«NOPLT + 100 




PAY04 




GO TO (76.77.78.79.80.81) .NOPLT 




PAY04 

• 


76 

ILST=250 




PAY04 / 




GO TO 83 




PAY04 / 



77 

ILST»90 




PAY04 / 

• 



GO TO 83 




PAY04 



78 

ILST»200 




PAY04 




GO TO 83 




PAY04 

• 


79 

ILST=50 




PAY04 




GO TO 83 




PAY04 



80 

ILST-150 




PAY04 \ 

• 



GO TO 83 




PAY04 \ 



81 

ILST=30 




PAY04 ' 

• 

c- 

— 







-PAY04 
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C 

c read the employee index for this plant. 

c 

83 READ! INDX» ILST) LAST 

REAOdNOX*!) (INDEX! I) .1*1. LAST) 


READ A WEEKLY EMPLOYEE RECORD. 


90 READ(2*5) KPLNT* ICLCK* RGHRS* OTHRS# BNHRS* ( KODE ( I ) *SPECL ( I ) ♦ 
1 I<°lt3)« KARD 

5 FORMAT! II* I3*F5.0.FA.0iF5.0t II. F6.0»2( 1 1 *F5 .0 ) * A2X * 1 1 ) 


INITIALIZE INDIVIDUAL VARIABLES 


ADREG=0. 

AD»0. 

H0LDY=0. 

IFILL-0 

KO=16AA8 

OTHER-0. 

SICK-O. 

SPA*0. 

SPB=0. 

TAX*0. 

VACA=0. 


LAST CARD CHECK AND VALIDATE PLANT NUMBER 

— IF hard equals 6. PROCESS IT. 

IF KARI EQUALS 9. LAST CARD 

OTHERWISE. ERROR 


IF!KARD - 6) 100.110.103 
103 IF!KARD - 9) 100.500.100 


PLANT NUMBER 


110 IFIKPLNT - NOPLT) 100.105.100 
100 WRITE!!. 6) KPLNT. ICLCK 

6 FORMAT! 'CHECK CARD WITH CLOCK NUMBER '11.13) 
PAUSE 100 
GO TO 90 


LOCATE EMPLOYEE IN INDEX 

105 ICLCKalCLCK + KPLNT * 1000 


PAYOA 

PAY0<. 

PAYOA 

PAY04 

PAY04 

•PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

-PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

-PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

-PAY04 

PAY04 

PAY04 

PAY04 

PAY04 


81 






r>r»r»nrt nnnn rv r» r> r> 


PAY04 PROGRAM 


PAGE 05 


DO 115 IND»1*LAST 

IF( INDEX( IND) - ICLCK) 115#125.115 
115 CONTINUE 
C 

C PROGRAf COMES THRU HERE ONLY WHEN NO MATCH FOUND. 

C— — 

WRITEd.T) ICLCK 

7 FORMATCCLOCK NO 'U' IS NOT IN THE FILE') 

C- 

C — UPDATE ERROR TOTALS 

C — 

120 XREG-XREG RGHRS 
XTOT«XTOT + OTHRS 
XBN-XBN + BNHRS 

XSP«XSP + SPECL(l) + SPECL(2) ♦ SPECLO) 

CALL STACK 
GO TO 90 


C— 

C— 

c 

125 READINOPLT' IND) 
1 
2 
3 

C 

C-- 

c— 
c— 
c— 


READ THE EMPLOYEE RECORD FROM DISK AND VALIDATE CLOCK NUMBER 


NUM» NAME. NSSAN. NSTAS. NDUES. NWKMP. NWKPD. 
NXMPF* NXMPS. NSEX. NRATE. YTD» QRTD» LYRHR. 
NCUDD. NCHCK. NADWH. NSTCK. NINS. NMISC. NUAi 
NSTKD. ISUPP. INIT 

VALIDATE CLOCK NUMBER 
VALID - 136 
INVALID - 135 


IFINUM - ICLCK) 135.136. 135 
135 WRITE(l.e) NUM. ICLCK 

8 FORMAT! 'FILE NO *14' AND INDEX NO 
GO TO 120 


CALCULATE REGULAR EARNINGS AND HALF ADJUST 

136 RGERN>PHIL(RGHRS * NRATE) 


- CALCULATE BONUS EARNINGS AND HALF ADJUST 
BNERN*Pf IL( BNHRS » NRATE) 


CALCULATE ANY SPECIAL EARNINGS. USE CODE TO DETERMINE TYPE OF 
EARNINGS. KODE TYPE KODE TYPE 

1 SPA 5 SPB*NRATE 



• 14* DO NOT AGREE' ) 
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C 2 SPB 6 VACA PAY04 

C 3 SPB*NRATE 7 SICK PAY04 

C 4 SPB*NRATE 8 HOLOY PAY04 

C 9 HOLOY * 2 PAY04 

C PAY04 

DO 139 I=l»3 PAY04 

K*KODE(I) PAY04 

IF(<) 100»139*600 PAY04 

600 GO TO (601.602*6U3»604*605»606»607»608*609) »K PAY04 

601 A0=SPECL(I) PAY04 

OTHER=OTHER + AD PAY04 

SPA-SPA + AD PAY04 

ICO—3776 PAY04 

GO TO 139 PAY04 

602 OTHER-OTHER + SPECL(I) PAY04 

SPB-SPA + SPECLdI PAY04 

KO=-352{ PAY04 

GO TO 139 PAY04 

603 K0--3264 PAY04 

610 OTHER=PHIL(SPECL( I ) * NRATE) PAY04 

SPB-SPB + SPECK I) PAY04 

GO TO 139 PAY04 

604 KO--3008 PAY04 

GO TO 610 PAY04 

605 KO--2752 PAY04 

GO TO 610 PAY04 

606 VACA=SPECL(I) PAY04 

SPB-SPB + VACA PAY04 

GO TO 139 PAY04 

607 SICK-SPECK I ) PAY04 

GO TO 139 PAY04 

608 HOLDY=8. * NRATE PAY04 

AD-AD + HOLDY PAY04 

611 SPB-SPB + HOLDY PAY04 

ADREG-800. PAY04 

GO TO 139 PAY04 

609 HOLOY-16. * NRATE PAY04 

AD-AD + HOLDY / 2. PAY04 

GO TO 611 PAY04 

139 CONTINUE PAY04 

C -PAY04 

C PAY04 

C CALCULATE OVERTIME EARNINGS IF APPLICABLE. USE -STATUS AND HOURS PAY04 

C TO determine applicability. PAY04 

C — PAY04 

IF(NSTAS-2) 141.137,141 PAY04 

C PAY04 

C not applicable. USE STANDARD RATE. PAY04 

C PAY04 
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141 IF(RGHRSI 137.137,142 


OVERTIME APPLIES. CALCULATE OVERTIME RATE. 


142 IOTRT*(RGeRN + BNERN + AD) * 100. / IRGHRS ADREG) ♦ 0.5 


CALCULATE OVERTIME PAY 


150 OTERN=PHIL(OTHRS * lOTRT) 


C- 

C SUM REGULAR, O.T., AND BONUS EARNINGS 

C 

ERNGS*RGERN + BNERN + OTERN 

C — 

C— 

c— 


CALCULATE AVERAGE RATE AND UPDATE LAST QUARTER AVERAGES, 



IF(RGHRS) 143,143,144 

143 IVRAT*NRATE 
GO TO 160 

144 IVRAT*ERNGS • 100. / RGHRS 
160 DO 165 I>1,12 

165 ISUPP< I)»ISUPP( 1+1) 

ISUPP( l?)«IOTRT 


■ CALCULATE FICA TAXABLE EARNINGS 
ERNGS=ERNGS + VACA + HOLDY + OTHER 

CALCULATE FICA AND GROSS PAY AND TAXABLE PAY 


IFICA=0.044 » ERNGS + 0.5 
IFdFICA + YTD(2) - 29040 .) 185 , 180 , 180 
180 IFICA=29040. - YTD(2 


185 GROSS=ERNGS + SICK 

TAXBL*GROSS - NXMPF * 1350, 


- CALCULATE FEDERAL INCOME TAX 
CALL IT(TAXBL,MAR,TAX) 
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TAX«TAX + NADWH PAYOA 

C PAY04 

C PAY04 

C COMPUTE LOCAL TAX BY PLANT LOCATION PAY04 

C PAY04 

GO TO (230»235»240»230»246»230) *NOPLT PAY04 

230 LOCAL»PHIL(GROSS) PAY04 

GO TO 250 PAY04 

235 I«12e0. * NXMPS + 0.-6 PAY04 

LOCAL*0.0108 * (GROSS-I) PAY04 

GO TO 250 PAY04 

240 IF(NXMPS> 241.241.242 PAY04 

241 LOCAL-0.02 * GROSS PAY04 

GO TO 250 PAY04 

242 I=NXMPS * 1538.5 + 961.5 PAY04 

LOCAL- (GROSS - I) * 0.02 PAY04 

250 IF(LOCAL) 246.247.247 PAY04 

246 LOCAL-0 PAY04 

C PAY04 

C PAY04 

C CALCULATE NET EARNINGS PAY04 

C PAY04 

247 ATAX-GROSS - TAX - LOCAL - IFICA PAY04 

C -PAY04 

C PAY04 

C CALCULATE VOLUNTARY DEDUCTIONS. PAY04 

C INITIALIZE. PAY04 

C PAY04 

IUD-0 PAY04 

IUA-0 PAY04 

ISTCK-0 PAY04 

I INS-0 PAY04 

ICU-0 PAY04 

IMISC-0 PAY04 

C — - — PAY04 

C IF the EMPLOYEE RECEIVES SICK PAY. VOLUNTARY DEDUCTIONS ARE NOT PAY04 

C TAKEN. PAY04 

C PAY04 

IF(SICK> 252.263.252 PAY04 

252 CNET-ATAX PAY04 

GO TO 3< 5 PAY04 

C PAY04 

C OTHERWISE. DEDUCTIONS NECESSARY ARE TAKEN. PAY04 

C TAKE UNION DUES ACCORDING TO PLANT PAY04 

C PAY04 

253 IFCIWEEK - 3) 255.265.251 PAY04 

251 IF(NOPLT - 3) 280.255.280 PAY04 

255 IF(NSTAS - 2) 260.260.282 PAY04 

260 IF(GROSS - VACA) 261.295.261 PAY04 
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261 

GO TO (265.265. 275.265. 265. 280» .NOPLT 

PAY04 


265 

IFCNDUES - 10000) 270.270.280 

PAYOA 


270 

lUO-NDUES INIT 

PAYOA 



NDUESaNDUES + INIT + 10000 

PAYOA 



INIT-0 

PAYOA 



GO TO 290 

PAYOA 


275 

IU0«PHIL<GR0SS - VACA) + INIT 

PAYOA 



NDUES*NDUES + lUD 

PAY04 



INIT=0 

PAY04 



GO TO 282 

PAY04 


280 

IUD»0 

PAY04 

c* 


- 

PAYOA 

c- 


■ CHARITABLE CONTRIBUTIONS 

PAY04 

c- 


• 

PAY04 


282 

IF( .WEEK - 2) 290.285.285 

PAY04 


285 

IF(NUA - 10000) 286.290.290 

PAY04 


286 

IUA=NUA 

PAY04 



NUA=NUA + 10000 

PAY04 



GO TO 295 

PAY04 


290 

IUA«0 

PAY04 

c- 


- 

PAY04 

c- 


- TAKE STOCK. INSURANCE. CREDIT UNION. 

AND miscellaneous DEDUCTIONSPAY04 

c- 


- 

PAY04 


295 

ISTCK*NSTCK 

PAY04 



I INS-NINS 

PAY04 



ICU=NCU 

PAY04 



IMISC-NMISC 

PAY04 

c- 

— — . 




CALCULATE NET. AT ALL TIMES CHECKING THA'T NET IS NOT NEGATIVE. 


PAYOA 

PAY04 

PAYOA 



IF(ATAX - lUD) 300.310.310 

PAY04 

300 

IF(NOPLT - 3) 305.301.305 

PAY04 

301 

NDUES- NDUES - lUD 

PAY04 


GO TO 309 

PAY04 

305 

NDUES=NDUES - 10000 

PAY04 

309 

IUD = 0 

PAY04 


IFILL=1 

PAY04 

310 

CNET=ATAX - lUD 

PAY04 


IF(CNET - IINS) 320.325.325 

PAY04 

320 

I INS=0 

PAY04 


IFILL=2 

PAY04 

325 

CNET=CNET - IINS 

PAY04 


IF(CNET - ISTCK) 330.335.335 

PAY04 

330 

ISTCK=0 

PAY04 


IFILL>=3 

PAY04 

335 

CNET=CNET - ISTCK 

PAY04 


NSTKD»NSTKD + ISTCK 

PAY04 


IF(CNET - ICU) 340.345.345 

PAY04 
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340 

ICU = 0 


PAY04 


IFILL-4 


PAY04 

345 

CNET*CNET 

- ICU 

PAY04 


NCUDD*NCUOD ♦ ( ICU / 10) 

PAY04 


IFCCNET - 

lUA) 350*355*355 

PAY04 

350 

IUA-0 


PAY04 


IFlLL-5 


PAY04 


NUA-NUA - 

10000 

PAY04 

355 

CNETaCNET 

- lUA 

PAY04 


IF(CNET - 

IMISC) 360*365*365 

PAY04 

360 

IMISCaO 


PAY04 


IFILL«6 


PAY04 

365 

CNETaCNET 

- IMISC 

PAY04 






c 

c 

C— — CHECK NET AGAINST MAXIMUM CHECK AMOUNT AND AGAINST A MINIMUM OF 


ONE DOLLAR 

366 IFICKMAX - CNET) 367»368«368 

367 WRITE{1.12) CNET» ICLCK 


12 FORMAT! 'NET OF 
GO TO 120 

IFICNET - 1001 370.375»375 
CNET 


F7,0' FOR CLOCK NO '14) 


368 

370 TAX=TAX 
CNET-0 
IFILL»7 


PAYC4 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 


C- 



- ■ 



C- 





PAY04 

C- 

UPDATE YEAR' 

-TO-DATE INFORMATION 

PAY04 

C- 





PAY04 


375 YTDI 

[ 1)*YTD( 1 

) + 

GROSS 

PAY04 


YTDI 

12)=YTD(2 

) + 

IFICA 

PAY04 


YTDI 

13)«YTD(3 

) + 

TAX 

PAY04 


YTDI 

;4)»YTD(4 

) + 

ERNGS 

PAY04 


YTDI 

[5)«YTD(5 

) + 

SICK 

PAY04 


YTDI 

[6)aYTD(6 

) + 

SPA 

PAY04 


YTDI 

!7)aYTD(7 

) + 

SPB 

PAY04 


YTDI 

;8)«YTD(8 

) + 

LOCAL 

PAY04 


YTDI 

19)aYTD(9 

) + 

RGHRS 

PAY04 


YTDI 

! 10)*YTD( 

10) 

+ OTHRS 

PAY04 


YTDI 

;il)*YTD(ll) 

+ BNHRS 

PAY04 


YTDI 

;i2)aYTD(12) 

+ RGERN 

PAY04 


YTDI 

113)=YTD(13) 

+ OTERN 

PAY04 


YTDI 

[ 14)*YTD( 14) 

+ BNERN 

PAY04 

c- 

- - ■ 


- • 



C- 





PAY04 


- UPDATE QUARTER-TO-OATE INFORMATION 
QRTD(1)»QRT0(1) + GROSS 
QRTD(2)*QRTD(2) + TAX 
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u o u u 


PAY04 PROGRAf 


PACE 11 


QRTD(3)»QRTD(3» + IFICA 
QRTD{4)*QRT0(4) + LOCAL 
QRTD(5)»QRT0(5) ♦ ERNGS 
QRTD(6)«QRTD(6) ♦ SICK 


UPDATE PLANT TOTALS 


TOT(l)-TOT( 1) 
TOT(2)«TOT(2l 


RGHRS 

RGERN 


PAY0<f 

PAYCA 

PAY04 

PAYOA 

-PAYOA 

PAYOA 

PAYOA 

PAY04 

PAY04 

PAY04 


TOT 

;3) = TOT(3» 


OTHRS 

PAY04 

TOT 

:4)aT0T(4) + 

OTERN 

PAY04 

TOT 

:5)»T0T(5) + 

BNHRS 

PAY04 

TOT 

16)»TOT(5) + 

BNERN 

PAY04 

TOT 

:7)aTOT(7) + 

OTHER 

PAY04 

TOT 

18)»TOT(8l ♦ 

HOLDY 

PAY04 

TOT 

[9)»TOT(9l + 

VACA 

PAY04 

TOT 

; 10)-TOT( 10) 

+ 

SICK 

PAY04 

TOT 

lll)»TOT(ll) 


CNET 

PAY04 

TOT 

; 12)»TOT( 12) 


TAX 

PAY04 

TOT 

:13)»T0T(13) 


IFICA 

PAY04 

TOT 

: 14)=T0T( 14) 

+ 

LOCAL 

PAY04 

TOT 

[ 15)*TOT( 15> 


ICU 

PAY04 

TOT 

:i6)*T0T( 16) 


lUD 

PAY04 

TOT 

1 17)«TOT( 17) 

♦ 

lUA 

PAY04 

TOT 

(18)«TOT(18) 


ISTCK 

PAY04 

TOT 

I19)-TOT(19) 

■f 

IMISC 

PAY04 

TOT 

120)»T0T(20) 


I INS 

PAY04 

TOT 

121)*TOT(21) 


GROSS 

PAY04 


— — SUM SPECIAL EARNINGS* SUM DEDUCTIONS* AND EXTEND THE EMPLOYEE 
— — WEEKLY CARD 

T»T + SPECL(l) + SPECL<2) + SPECL<3) 

IDED*IINS + ISTCK + lUA ♦ IMISC 

WRITE(2*9) NRATE* GROSS* CNET* TAX* IFlCA* LOCAL* ICU* lUD* IDED 
9 FORMAT!! 7X * 1 3 * 2F6 . 0 * 1 5 *4 14* 15 ) 


PAY04 
PAY04 
PAY04 
PAY04 
PAY04 
PAY04 
PAY04 
PAY04 
PAY04 

-PAY04 

PAY04 

SETUP CONTROL INFORMATION* AND WRITE UPDATED EMPLOYEE RECORD BACKPAY04 

TO THE DISK. PAY04 

PAY04 

LYRHR-LYRHR + RGHRS PAY04 

NWKPD=NWKPD + 1 PAY04 

IPO»l PAY04 

PAY04 

WRITEINOPLT* IND» NUM* NAME* NSSAN* NSTAS* NDUES* NWKMP* NWKPD* PAY04 

MAR* NXMPF* NXMPS* NSEX* NRATE* YTD* ORTD* LYRHR* NCU* NCUDD* PAY04 
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PAY04 PROGRAM 


PAGE 12 


2 NCHCK. NAOWH* NSTCK» NINSt NMISC* NUA» NSTKD. ISUPP* INIT. 

3 IPOf IFILt« GROSS* IVRAT* lOTRT* RGHRS* OTHRS* BNHRS* RGERN* 

4 OTERN* BNERN* OTHER* KO* HOLDY* VACA* SICK* CNET* IFICA* TAX* 

5 LOCAL* ICU* lUA* lUD* IINS* ISTCK* IMISC 

C GO back for another weekly EMPLOYEE CHECK. 

C- 


GO TO 90 


WRITE HE PAYROLL REGISTER. 

500 ICNT=ICHCK 

DO 510 I»1*LAST 

READINOPLT' I ) NUM* NAME* NSSAN* NSTAS* NDUES. NWKMP* NWKPD* MAR* 

1 NXMPF. NXMPS* NSEX* NRATE* YTD* QRTD* LYRHR* NCU* NCUDD* 

2 NCHCK* NAOWH* NSTCK* NINS* NMISC* NUA* NSTKD. ISUPP* INIT* 

3 IPD* IFILL* GROSS* IVRAT* lOTRT* RGHRS* OTHRS* BNHRS* RGERN* 

4 OTERN* BNERN* OTHER* KO* HCLDY* VACA. SICK* CNET* IFICA* TAX* 

5 LOCAL* ICU* lUA* lUD* IINS* ISTCK* IMISC 


PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

-PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 


IF! IPD - 1 ) 510*515*510 

IF COMPUTATIONS WERE 

PERFORMED. 

PAY04 

PAY04 

PAY04 

515 RGHRS=WHCLE! RGHRS 

+ ! RGHRS / 

ABS( RGHRS! 

) « 

0.5* / 

lOO. 

PAY04 

OTHRS=WHOLE!OTHRS 

+ !OTHRS / 

ABS(OTHRSI 

) * 

0.5) / 

100. 

PAY04 

BNHRSsWHOLE 1 BNHRS 

+ ! BNHRS / 

ABS( BNHRS 1 

} « 

0.5) / 

100. 

PAY04 

RGERN*WHCLE! RGERN 

+ ! RGERN / 

A8S( RGERN 1 

) * 

0.5) / 

100. 

PAY04 

OTERN=WHCLE!OTERN 

+ !OTERN / 

ABS(0TERN1 

) * 

0.5) / 

100. 

PAY04 

BNERN=WHCLE IRNERN 

+ ! BNERN / 

ABS( BNERN) 

) * 

0.5) / 

100. 

PAY04 

OTHERsWHOLE !OTHER 

+ (OTHER / 

ABS( OTHER) 

) « 

0.5) / 

100. 

PAY04 

HOLDYsWHOLEI HOLDY 

+ (HOLDY / 

ABS( HOLDY) 

) * 

0.5) / 

100. 

PAY04 

VACA=WHOLE ! VACA + 

(VACA / A8S 

i(VACA)) * 

0«51 

1 / 100. 


PAY04 

SICK=WHOLE !SICK + 

(SICK / ABS(SICK)) * 


1 / 100. 


PAY04 

GROSS=WHOLE! GROSS 

+ (GROSS / 

ABS( GROSS) 

) ) # 

0.5) / 

100. 

PAY04 

CNET=WH0LE !CNET + 

(CNET / ABS(CNET) ) * 

0.&: 

1 / 100. 


PAY04 


IFCLINE - 50) 385*300*380 
380 IPAGE=IPAGE + 1 

WRITE(3*19) COMP* NDWK* IPAGE 

19 FORMAT! •1'20X*'FACTORY PAYROLL ** 5X * 16A2 * 5X *' W/E ' ♦A2 * 2 I ' - • * A2 ) * 

1 lOX* 'PAGE NO • * 12/ ) 

WRITE(3*10) 

10 FORMAT!' NUMBR ' 5X NAME * 1 7X *' REG HRS OT HRS BNS HRS REG ERN OT 
lERN BNS ERN SPECIAL HOLDAY VACATION SICK GROSS'* 

WRITE(3*20) 

20 FORMAT!' FICA FWT LOCAL C.U. U/D U/A INS STCK MISC NET') 
LINE=0 

385 WRITE!3*11) NUM* NAME* ICNT* RGhRS* OTHRS* BNHRS* RGERN* OTERN* 

1 BNERN* KO* OTHER* HOLDY* VACA* SICK* GROSS* IFICA* 


PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 

PAY04 
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PAYO<» PROGRAM 


PAGE 13 


2 TAX. LOCAL. ICU. lUD. lUA. IINS. ISTCX. IMISC. CNET PAYOA 

U F0RMAT(/.1X.I4.2X.9A2. I5.6(2X.F6.2) .1X.A1.5( 2X.F6*2)/1X.15.2X.8IS.PAY0A 

1 Fe«2) PAY04 

FIBRE(NSEXI»FIBRE(NSEX) + 1 PAY04 

LINE=LINE + 3 PAY04 

ICNT*ICNT + 1 PAY04 

510 CONTINUE PAY04 

Q -PAY04 

C PAY04 

C WRITE CONTROL TOTALS PAY04 

C PAY04 

TGRS=T0T<21> PAY04 

TNETaTOT(ll) PAY04 

WRITE! 1.15) TOTRG. TOTOT. TOTBN. TOTSP PAY04 

15 FORMAT! • INPUT TOTALS • .4 ! 3X .F8 .0 ) ) PAY04 

WRITE!1.16) TOT!l). TOT(3). TOT!5). T PAY04 

16 FORMAT! 'PROCESSED TOTALS • .4 ! FS .0 . 3X ) ) PAY04 

WRITE!1.17) XREG. XTOT.XBN. XSP PAY04 

17 FORMAT! 'ERROR TOTALS ' .4 ! 3X .F8 .0 ) ) PAY04 

AaTOTRG - T0T!1) - XREG PAY04 

B»TOTOT - TOT!3) - XTOT PAY04 

C»T0TBN - TOT!5) - XBN PAY04 

DxTOTSP - T - XSP PAY04 

WRITE!1.18) A. B. C. D PAY04 

18 FORMAT! 'THE D I FFERENCES ' .4 ! 3X »F8 .0 ) ) PAY04 

Q -PAY04 

C— — - PAY04 

C WRITE THE PLANT GENERAL LEDGER INFORMATION AFTER THE TOTAL LINE PAY04 

C— PAY04 

FIBRE!3)»FIBRE!3) + TOTIl) PAY04 

FIBRE!4)»FIBRE14) + TOT12) PAY04 

FIBRE!5)«FIBRE15) + TOT!3) PAY04 

FIBRE!6)=FIBREI6) + T0T!4) PAY04 

FIBRE!7)»FIBRE!7) + T0T!9) PAY04 

FIBRE!8)=FIBRE!8) + TOT!8) PAY04 

DO 520 I'l.lO PAY04 

520 TOT! I)»WHOLE!TOT! I ) + !TOT!n / ABSITOT!!))) * 0.5) / 100. PAY04 

WRITE!3.13) !TOT! I ) .1=1.10) PAY04 

13 FORMAT!/.' '.'FST LINE TOTAL ' . 10F10.2 ) PAY04 

TOT!21)=-TOT!21 ) PAY04 

IPAGE=IPAGE + 1 PAY04 

WRITE!3.19) COMP. NDWK. IPAGE PAY04 

DO 550 1=1.11 PAY04 

TOT! I>10)»-WHCLE!TOT! I+IO) + ! TOT ! I+IO ) /ABS ! TOT ! I +10 ) ) ) *0 .5 ) / 100 . PAY04 
550 WRITEI3.14) ITOT!I). TOTII+10) PAY04 

14 FORMAT!/.20X.I4.5X.F9.2) PAY04 

C -PAY04 

C PAY04 

C — WRITE THE PLANT INFORMATION BACK TO DISK. PAY04 
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WRITE(25*NOPLT) COMPi ICHCK# IWEEK. FI 8 RE 1 
1 TNET. ICNT 


ITOT* CKMmX* TGRS* 


VARIABLE ALLOCATIONS 


ICCL «005B 
IN5 »005C 
XREG *0102 
ADREG»0120 
OTERN»013E 
C s015C 
COMP =02A1 
INOX *02AB 
NOUES»02B5 
,\CUDO = 02BF 
I0TRT*02C9 
lOEO =0203 


IWVA *0058 
IN6 «005C 
XSP *0105 
AO =0123 
6RNGS*0141 
0 =015F 
TAX =02A2 
ILST =0'’.AC 
NW<MP=02B6 
NCmCX= 02C0 
IVRAT*02CA 
iPD *0204 


STATEMENT ALLOCATIONS 
PHIL *0338 1 *034A 

5 *0412 6 *0420 

15 *0507 16 *0515 

55 *05C5 60 *05C0 

79 *0649 80 *064F 

120 *0712 125 *0738 

605 *0819 606 *0820 

150 *0894 :43 *08AD 

241 *0940 : 42 *0955 

261 *09C2 265 *09CC 

300 *OA3D 301 *0A43 

345 *0AA4 350 *0ABC 

500 =0D1E 515 =0D9C 

FEATURES SUPPORTED 
ONE WORD INTEGERS 
EXTENDED PRECISION 
IOCS 

CALLED SUBPROGRAMS 
WHOLE DATSW STACK 

ESTOX ESBR EDVR 

SIOI SUBSC PAUSE 


REAL CONSTANTS 

•500000000E 01*02E6 
.160000000E 02s02F5 
.135000000E 04*0304 
•96150C00CE 03*0313 

INTEGER CONST/ NiTS 

1*0316 21*0317 

100*0320 250*0321 

3776*032A 3520*0328 

7*0334 11*0335 


MUNC «005B 
FISRE*0072 
T0TRG»0108 
H0L0Ys0l26 
GR0S5*0144 
IDATE=0160 
IC =02A3 
LAST *02AD 
NWKPD=C207 
NADWH*02Cl 
IFICA*02CB 
ICNT *02D5 


135 *077A 

607 *0831 

144 *08B3 

250 *0969 

270 *09D2 

305 *0A4B 

355 *OACA 
380 *0E7A 


L80 *0050 
QRTO *0084 
TOTOT*O1O0 
CTHER*0129 
TAXBL*0147 
IN0EX*0267 
I *02A4 
KPLNT*02AE 
MAR =0288 
NSTCK*02C2 
LOCAL=02CC 


136 *0704 

608 *083C 

160 *08BC 

246 *0960 

275 *09E6 

309 »0A51 

360 *0A09 

385 »0E98 


.lOOOOOOOOE 03»02E9 
.200000000E 01*02F8 
»128000000E 04*0307 


0*0318 

90*0322 

3264*032C 

4369*0336 


L0T *0058 
SPECL*0080 
TOT0N*O1OE 
SICK »012C 
ATAX *014A 
ISUPP*0274 
IPAGE*02A5 
ICLCK*02AF 
NXMPF=02B9 
NINS s02C3 
lUD *02C0 


LMC *0058 
TOT »00CC 
TOTSP*0111 
SPA =012F 
CNET *0140 
ITOT *027F 
LINE *02A6 
IFILL*02B0 
NXMPS*02BA 
NMISC*02C4 
lUA *02CE 


*0308 22 

«045E 9 

*0540 14 

*0612 72 

*0674 103 

*07AF 601 

*0849 609 

*08C0 180 

*0971 252 

*0A05 282 

*0A59 320 

*0AE1 366 

*0EE7 520 


EADD EADDX ESUB ESUex 

FLOAT TYPE2 SRED SWRT 

CARDZ PRNT2 SDFIO SORED 


50*0319 

200*0323 

3008*0320 

256*0337 


•OOOOOOOOOE 00*02EC 
•500000000E 00*02FB 
.108000000E-01=030A 


2*031A 

150*0324 

2752*032E 


CORE REQUIREMENTS FOR PAY04 
COMMON 0 VARIABLES 


END OF COMPILATION 


INI »005C 
YTO *00F6 
CKMAX*0n4 
SPB *0132 
TGRS *0150 
KOOE *0282 
NOPLT*02A7 
KO *02B1 
NSEX s02BB 
NUA *02C5 
iSTCK*02CF 


*03Ee 23 

*046E 19 

*054E 50 

S061C 75 

*0602 110 
*07BC 602 

*0855 139 

*08F0 185 

*09A3 253 

*OA09 205 

*0A68 325 

*0AE8 367 

*0F9F 550 


IN2 *005C 
T *00F9 
RGHR$*0117 
VACA *0135 
TNET *0153 
NAME *0288 
KARD *02A8 
IND *02B2 
NRATE*02BC 
NSTKD*02C6 
IINS -02D0 


24 *03Fa 
10 *0499 
99999«05A2 
76 *0637 
100 *06E0 
603 *07F2 
137 *0874 
230 *092A 
251 *09AF 
286 «0A15 
330 *0A7F 
368 *0AF9 


IN3 »005C 
XTOT *OOFC 
OTHRS*011A 
RGEKN*013B 
A *0156 
NDWK *02eE 
ICHCK*02A9 
NUM *02B3 
LYRHR*02BD 
INIT *02C7 
ICU »02D1 


25 »03FA 
20 *0400 
51 *05BB 
77 »063D 
105 *06EC 
610 *07F7 
141 S087A 
235 *0932 
255 »09B5 
290 *0A21 
335 *0A87 
370 *0801 


IN4 *005C 
XBN »O0FF 
8NHRS*0il0 
BNEKN*013B 
B *0159 
NSSAN*0291 
IWEEK*02AA 
NSTAS*02B4 
NCU «028E 
K *02C8 
IMISC*02D2 


21 *0410 
11 *04EE 
52 *05BF 
78 *0643 
115 *0704 
604 *0812 
142 *087F 
240 *0948 
260 *0988 
295 *0A25 
340 *0A9C 


EMPY EMPYX EOIV 

SCOMP SFIO SiOAI 

SOWRT SOCOM SDAI 


• 800000000E 0U02EF 
•440000000E-01*02FE 
.200000000E-0 1*0300 


25»031C 1111*0310 

3*0326 16448*0327 

10000*0330 4*0331 


ELD ELOX ESTO 
SIOFX SIOIX SIOF 
SDAF SDIX SDF 


.eOOOOOOOOE 03*02F2 
.290400000E 05*0301 
.153850000E 04*0310 


15*03iE 14S031F 

9*0328 1000=0329 

10*0332 5*0333 
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105*1NDX5 * 106*INDX6 


// JOB 

// XEQ PAY04 3 

♦FILES lOl.INDXl « 102.INDX2 » 103»INOX3 , 104.INDX4 
♦FILES(25.PINFO)» 

*FILES( 101 . INDXl) . ( 102* INDX2 ) . ( 103.INDX3) . (104. INDX4) .(105*INDX5)»( 106* INDX6 ) 

1022168021568 0044000000165000010500013900 

1001040000000001001000800200400 

1002040000000000002000800300400 

1003040000250000003000800400400 

1005040000300002005000800600300 

1004040000000000004000800500400 

1006040000000000004000800500400 

1016040000500000006001600700400 

1107040000000002507000800800500 

1218040000500000008000800900600 

1347040000000003009000800100700 

1603040000100002001000400200200 



Input cards 


THE CONTAINER CORP. 022168 

CHECK NO 1 

WEEK NO 1 

W/E 021568 

NET MAX 25000. 

MAXIMUM CHECK AMOUNT MAY BE CHANGED BY SWITCH 14. 
SWITCH 15 WILL CHANGE THE CHECK NO AND THE WEEK NO. 
REQUESTED AND PRESS START 
CHECK CARD WITH CLOCK NUMBER 



INPUT TOTALS 
PROCESSED TOTALS 
ERROR TOTALS 
THE DIFFERENCES 


44000. 

40000. 

0 . 

4000. 


Console Printer output 
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// XEQ PAY04 3 

»FILES( 1»C0LFP) t (2»WVAFP) . (3.MNCFP) . ( 4 .LBOFP ) . < 5 .LBTFP ) » ( 6 * LMCFP ) ♦ 
*FILES(25»PINFO) . 

*FILES( 101 » INOX 1 ) I ( 102* INDX2) * ( 103* INOX3 ) » ( 104» INDX4) • ( 105* INDX5 ) * ( 106*INDX6) 


Test output 


FACTORY PAYROLL THE CONTAINER CORP. W/E 02-15-68 

NUMBR name REG HRS OT HRS BNS HRS REG ERN OT ERN BNS ERN SPECIAL HOLDAY 

FICA FWT LOCAL C.Ut U/0 U/A INS STCK MISC NET 

1001 ROBT B BADEN 1 AOiOO 0.00 1.00 104.40 0.00 2.61 2 12.00 0.00 

524 1774 119 0 600 0 276 0 0 86.08 

1002 JOHN A HORN 2 40.00 0.00 0.00 104.40 0.00 0.00 3 10.44 0.00 

505 1473 114 0 625 0 412 0 0 83.55 

1003 ROBT L SHORES 3 40.00 2.50 0.00 85.60 5.35 0.00 4 8.56 0.00 

438 658 99 1000 600 0 1012 0 0 61.44 

1004 JOHN W CUSSEN 4 40.00 0.00 0.00 104.40 0.00 0.00 5 10.44 0.00 

505 833 114 0 625 0 581 200 0 86.26 

1005 JOSEPH MONTANO 5 40.00 3.00 2.00 148.80 11.73 7.44 5 29.76 0.00 

883 3258 200 750 0 0 724 0 0 142.58 

1016 DONALD MILLER 6 40.00 5.00 0.00 112.00 14.00 0.00 0.00 0.00 

625 896 146 0 0 0 0 0 0 129.33 

1107 A E TAYLOR 7 40.00 0.00 2.50 104.40 0.00 6.52 0.00 20.88 

580 1898 139 0 0 0 0 0 0 113.63 

1218 DAVID A HUBBARD 8 40.00 5.00 0.00 85.60 12.50 0.00 0.00 34.24 

582 2276 132 500 600 0 296 0 0 88.48 

1347 FRANK T DOLEN 9 40.00 0.00 3.00 68.40 0.00 5.13 1 7.00 27.36 

475 1030 107 0 400 0 624 0 0 81.53 

1603 AL REYNOLDS 10 40.00 1.00 2.00 148.80 4.01 7.44 2 6.00 0.00 

732 1888 166 0 0 0 1142 300 0 123.97 

FST LINE TOTAL 400.00 1066.80 16.50 47.59 10.50 29.14 84.20 82.48 


PAGE NO 1 

VACATION SICK GROSS 


0.00 114.84 

0.00 200.73 

4.00 146.00 

8.00 139.80 


0.00 166.25 

12.00 


Printer output, part 1 
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IBM 1130 MACHINE SETUP SHEET 

NAME?^*^ //h/y:^£//a///^3^ 

PROGRAM 

NUMBER: 

PROGRAM 

APPROXIMATE 

DESCRIPTION: 

RUNNING TIME: 


PRINTER 


TYPE OF PAPER 


S'/ //a ^ 


NO. OF COPIES 


/ 


CARRIAGE TAPE 





SWITCH 

SETTINGS 


INPUT 

CARDS 


DRIVE NUMBER; 


CARTRIDGE 

ID: 


SWITCH 

UP 

DOWN 




■H B B 


SWITCH 

UP 

DOWN 


SWITCH 

UP 

DOWN 


(^//'J ^cty/Yc// /S' /a c^/fay^/as. <z/^c/<. 
(a^Jy/ /^X/^ e//l) 


/SorS//s 

Z/P/ay^r 

'WEEKLY 

EMpkOVEE 


/CONTROL 

TOTALS 

j//XE<5 PAV04 _ 
Z/ JO 5 I 


SOURCE OF INPUT: 


DISPOSITION OF OUTPUT: 



FOR PAUSES AND ERROR MESSAGES SEE ERROR RECOVERY SHEETS 


































1 / IBM' 


■ 

international business machines corporation 

- ■■ 



PRINTER SPACING CHART 


h LINE DESCWfTION 

field' headings/word marks 

8 Lines Per Inch 

IBM 407, 408, 409, 1403, 1404, 1443, and 2203 

Print Spcm ; 


msiiiB 







TO!! 


■nil 

■■III 

■nil 

III! 

nil 

■III 

nil 

11 1 

I! I 


II . 
n I 
n I 
n I 
nil 

■III 

■in 

linn 

<■1111 

linn 

■nil 

■nil 

■nil 

■nil 

■nil 


inn 

■nil 

niii 

inn 

■nil 

inn 

■nil 

■■III 


■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■I 






muiiiHiHiniiniiiinH 

■aHiHHiUHIlMHHHHi 


KBiiminnHH ■■■■■■«■■ ■ 

lIQHMniiHiHi ■■■■■■■■■■ ■ 
■!□■■■■■■■■ 



■IQiaMHii •■■■■ 

IEI 3 IIMHM ■■■■■ 
lEOBIilHH ■■■■■ 
lEailHHIH ■■■■■ 

■■■■■ 

ili» 

■ ■■■i 

■■■■■ 


.■■iligga 

Irallllllll Hill ^■■■■■■■1 

■FDBBHBHi ■■■■■ ■HilHH 

lESB ■■■■■■■ iini niiniM 
■■■■■ ■■■■■■■■■ 
■EmlimiH ■■■■■ ■■■■■■■u 
lEBIIHHM ■■■■■ ■■■■■■■■■ 
lEBIliilMi ■■i■■l■■l■■■m 
lEHIHiHli ■■■■■■■■■■■■■■a 
■EnaBHaaia ■■■■■■■■■■■■■■■ 

ieui ■■■■■■■ ■■■■■■■■■■■■■■■ 


■■■■■ ■■■■■■■■■■ 



■■■■■■■■■I 
■■■■■■■!■■ 
■■■■■■■Ml 


■■BHnaaHHnBaamaBManaBanaHBBa 

nathutti'. ■r«B'irj'/«JBBi 

iq'i'AiBi'rrAi i:«>J ■i>rr'*aiii 

BBBBBBBM 


■■■■■■■■■■■■■■■■■Bmaanminiim 

<’('«aaift>xi.:t.«.<w.:<aaaaaa>:<xi<xiv 


BS 


■■■ 


■■■ 

■11 
■■■ 

■■■ 

■■■ ■■■■■■■■■ 


■■■■■■■■■ 


■■■■■■■■■■■■I 

■■■■■■■■■■■■I 

■BBBBBBBBBBBB 

■■■■■■■■■■■■I 

■BBBBBBBBBBBB 


■■■■■■■■■■IBII 
■■■■■■■■■■■■■I 
■■■I 


BSBBBBSSBBBSBBBSBBSBBBBBSSSBSI 

^■■■BBBai:<>:"VBH'..iaBBBam 

l■■■a■a■i■■■i■■■■i■■■t 
IBBBBBBBBBBBIBBBBBBBBt 

IHBBBaBHIMBnBIBBH 

■■■■■■■<■<, 

^■■■■■■■■■■■■11 

l■l■B■Bl■■■■■■B■B■■■B■B■■■■■B■l 

^■■naniaiaHRiaiHii 

■■■■ b bbibibbb; 

!!!!!!!!!!!■!!!!!■■■! 


liir if.'Mf.'f.i' I'.v'M' I'v.v.v 'r.v.'! '':<aBiaBBaa'-v 'I'.r.w 

l■■■■■B■ia■■■■!■■■■■a■■■■■■■l — 

^■■■■■■■■■■■■■■■■■■■■■■■■■■i 

l■inl■a■■■■■x<>'<x «■■■■■■■■■^<^<■■■■■■1 
jaBBBBBMBBBBMBBBBBBBBBBBBBBBBBBBBBI 
■■■■■■■■■■■■■■■■■■■■■■■■■■■■■BBIHHI 

ss 8 BBBB:BBaBBBBB[::::::::“^^^^^^^^ 

l■■l■■■■Bn■■■■i■■■■■■■■■■■■■■■■■■■■■■■■■■n■■■■■■■■■■■■■■i 

^■■■■■■■■■■■■■■■■BnnHHHanaHiiiBBHBr 

■■■■■nBBBBnnBnHBinBBaanHaBanBBBBr 

■■■■■■■■■BBBBBBBnBBBBBBBBBBBBBBBBBBBBBBBBBi 
■■BBaBBBB';<urii 7 «r>Br '.■■■■■■■■■■■■■■■■■■■■■■» 
■■■■■■■■iBiB'i'iB.n'iiiMiBBaaBaaiBiBiaiBBBiBii 
■■■■■■■■■■■■■■BBIBBaBBBBBBBBBBBIBIBIBBBBBK 
l■B■■■■■■■■■■■■■■B■■■■H■B■■■■■■■■■■■■■■■■il 
l■B■■■■■■■■■■■■■■■■l■■■■■■■B■■i■■■■■■■■l ■■■1 
l■B■■B■■■B■BB■■B■B■■■B■■■■■B■■i■■■■B■■■■l■W 
l■■■i■■■■■■B■■■B■B■■■■■■■B■■■■■■■B■B■■■■■■■l 

JBSSBBSBSSSSBSBSBBSBSBBSSSSBSSBBSSSSSSBBSBSi 

l■a■■■■■■■■■■■■■■■■■■a■■a■■■■■B■■■B■■■■n■■■■■■■■■■■■■■■■u 

IBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBBW 

lu■■»■a■■lml■Bl■■l■l■■■■■l■■■■■■■■■■■■■m■■■■■■■l■■i■■■■■■■i■■J 

l■Bn■■nBSl■Bl■■■■lB■■nl■■aBn■■B■■naRB■■■■■■■■l■■■■■■n■■l■■■■■■■■■■■■u ■■1 



PAY05: CHECK WRITING 
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VARIABLES 


"H ^ H 

I H 2 max. 

- VALUE 

. a! O 

O t;. 


J 1130 COMPUTING SYSTEM 

VARIABLE SUMMARY SHEET 



MIN. 

VALUE 


Application D>«5/fe/l^7 


Program No.^^^;^Programmer 


FUNCTION OF VARIABLES 


A 


-3 


^//AAW 


7//A/?S 


3 /? 


C/ifA^AX 


AA/£r 




p/3/?£ 


<5/Pc>SS 




r 


p\ 3 \o 


A W.XX 



r 


fc 




ICP 


IDATP 


IDd 


ID2 


0\XAX. 




// 


/ /k \<s<^cA 






z/b 




^ XKKK 






Soryus <svrx'/y/A7^s 


hd>c/rs 


3Pxy/^£p/’A^APXxyr7£//T7 cpAcS£:,/c 


/l/^Ji2'//yp2yA?7 <iP/r73)^yx7/‘ a !i^/(3 


y<s/ /P7x:^/i3/ cr/^(^y^ 


OxiOP ^ ^ ^ ^ 


7ra3p/£> A7ssoc^ 


J^x// (3/ 





^^3//t3pP/^A7/ /<2P J- A/^ 


^&3^ /xi r7/r7q <o4ecA /y£//p7A&/^ cyAery £^r>/ / / y?^ c/<fr/( 
c7o7^A^<^:s/=>o f-a c3(Sc^jt. ^ ^ . 


/Fp’xrPf/iiy' /Oc/x^fA^'/^ 3>c/ r/As, S^ycVD 

Su O/axp^ -7 y J / 


Ax7xy/i//ai/^/s cr^tA/ / 6//;/3>/7 a^^ai/c//3?/p 


/hcf xAi^/e 


r7cyx?^ 


C/^CPL x7u/X7A(3y^ 


‘Mode: I = integer, R = real, D = decimal, A = alphabetic 
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VARIABLES 


'5 ^ h- 

I H 5 MAX. MIN. 

H H VALUE VALUE 
. 5. O 

I £ 


I 1130 COMPUTING SYSTEM 

VARIABLE SUMMARY SHEET 



Application S'z<Sr£'A^ 

Date 9/a/^7 

Program Name z;rA<eC,/k. PAr'/X/zP^ 

No.y!^^J^p»^Pro^^ii^er 


FUNCTION OF VARIABLES 






ZZ/ZS \l\/ 


X 




r 7 


X/JDX 


lA/xr 


IA7/ Iz" 


XA/X 


ZA/X X 


ia/4 


XA/S I 


IA/(Z 


ZXXXX I 




ZPaJX 


j.rx>r 


XXX 


0 


0 


Z) XX 0 


Z ZSO 


KAZK 0 


7" /Xz /0x 


a 


r ■zso y 





ZA>X/^X/i//A/i XX XX Ziij< 


\4xJzy(A^/f'/x'^ /:>x/ xyyax/i^ 


T/Ox/ziZ/x/x/if/s /x7S L4rXfXAXZ(S 


/_z7S7^ A^<0CX)r'Z7^ A'/te 


I/yzX'/ V/x/zxf^/s /zy/sc. x/z=’//xyzz//XPXAS 


A/yxAr yx //Xx /7 c/7>aX<xx' ^ X,0(oX 


cZ/yzApA^ zX/ X/xzX/xz/o Axts 


AZz/z i/xxz^z?/ /p XA/X 


X^zzzi/xz/^xzX X^XX/X 


Aa ZTA/A 


^<y/ Xz/z^/z/ /0 X/y / 


X^^yyKz7AX>4//aXA/A 


rxxXs 



'^^aP^zz/zz/ / jy/zzyArz^ Xzr /Z/zsX'zZa? X zzz 4^/^A^rzy/z(^AzA^, 


'Mode: I = integer, R = real, D = decimal, A = alphabetic 













































































VARIABLES 

IBM 1130 COMPUTING SYSTEM 

NAME 

MODE* 

No. of Words 

INPUT/TEMP 

OUTPUT 

MAX. 

VALUE 

MIN. 

VALUE 

VARIABLE SUMMARY SHEET 

Application 5)777777 

Program Name ,57,^7 Ml/ ///)^^ ^'^^mmer 

FUNCTION OF VARIABLES 


B 

a 




///7//P/P f/^s /I^fy£///2y9 


a 

a 



/ 

/7a/ 


/ 

/ 

r 


/ 


II//M 


/ 

7 / 

— ' 


7275^ 

// 


/ 


mm 

I 



a 

a 

a 


I 

Zp/pi^/zZ a^arZ/Z/a Zaazp I /?z/ZZaZ/<f Za/// 

/3 

a 

a 

0 ^ 


/ 

zl/pa^/ZZ/Z/s Zp//^ Z^ ///ZZfl/^ fp/ay 

u 

B 

/ 

2 

w 


to /7r/^/k Pr/// 

If 

a 

a 

TP 

xim 


^M/zZ/Zp^ -f/y ppr/M/M/e Zpr/T] 

IC 


/ 

2) 

w/x 

/ 

Zp/p/z/Z Z a/pp/a /tpt// 

17 

a 

a 


)(XX!0( 

y 

Z/Z/Z/'Z zZZz/\ fM/Pr/Z/P^ ^ Zo3-/.i 

1:3 

/ 

/ 

t? 


/ 

Z/?a<Py^Z Z^^/zoZ/Z/pa/ ZpyP/yZ/ZZ^ /Zpy^p 

17 

a 

a 

<P 

m7/ 

I 

ZZ/pmrZ s/<^Z pa/ Zp pa/ZZzZZp^ ///a/ 

jaws 

a 

7 

r 

Ml 

2> 

/ y p 

Zar /aai/^/Zp/’Psa 

Jmr/ 

a 

a 

2 ? 


— 

/or a^/ZZazZ /apraZZ/p pz// 


a 

a 

a 


- 


J7/k7/l 

a 

a 




ZZa a7aa€l /aaaZ/a/p 


/ 

/ 



/ 

zr.p, S<Z Zpa Zz/zaZ'p^^As/ Zap/ 



a 



/ 

f/aa/Z <aar/7/p7^s 

7A$r 

a 

a 


JTA'X 


Zas2 aaazP/7Z ///y/p/Za/^ yZ 


*Mode: I = integer, R = real, D = decimal, A = alphabetic 
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VARIABLES 


•g 2 H 

, 1^5 max. 

s ^ 5 5 ''A'-UE 

o d §s ° 


J 1130 COMPUTING SYSTEM 

VARIABLE SUMMARY SHEET 



Application Date 

value Program Name /^////^ Primmer 


FUNCTION OF VARIABLES 


V\/w 


/^r / / k 


i\/w 


z^/ z / k xw 












A/A^lV// 






x/^c/ 


z pW 


jT/’rx'/ 


y/yz 



'Ap 






^ \Apop/ Axx 






Xf^/y ’//// 0~s/Aa/^). C^-zv^y/yy^z/j 


'//// /yp/psA 


zX^// /^zZ^4 Czz^/^^ szy/yz^TTSS^ 


^MXzf/z^/p/ /zP ZZ 2 k 


A/y/Z/zp/^zp/ o'/xz/z)///^^ zip/ppzpyy/ 


Z^/p/z^^zfzf /Pzy/ppd' 


ZZ^fzzA /Pzyppz^z' zZ^z^ Z^Z’ ZA/Z z^zz/yp/^zyi^z^ 


yZzfzZ/'/ y/zp/z>z7 zZzfzZAyZ/zP/z. 


ZZm/ik irx^y/Zx/zP/^yp zyz?yZ^/x’//ZzPsZpZzy/z^p^^ 



’Mode: I = integer, R = real, D = decimal, A = alphabetic 













































































VARIABLES 

IBM 1130 COMPUTING SYSTEM 

NAME 

MODE* 

No. of Words 

INPUT/TEMP 

OUTPUT 

MAX. 

VALUE 

MIN. 

VALUE 

VARIABLE SUMMARY SHEET 

Application /^y/0^// Date / 

Program Name Pro^mn^r 

FUNCTION OF VARIABLES 


a 

a 


mx 

/ 


A/M/iT 

a 

a 



/ 



/ 

/ 

r 


i 



/■ 

a 



/.es 




a 

m 


X 


A^s^X 

a 

a 



/ 



a 

a 


sas 


Sx>x:/^/ Sd'tCAyx^/// 



/ 


B 

B 

rij// y'xre)y4^-/oxr?-a/y/a'^.A:yr/-^//^ ) . /x'-Asr/f7/>j^/<^y) 


r 

a 






I 

/ 

^9 





a/X/} 

a 

XX/X 

I 

Wm/xaxx 

a 





wr 

/^// 


XK 

X 



XiXXPX 

I 

/ 


KX 

B 

r 

zVXXlXX 

z 

a 

m 

/7 





a 


/7 


SX^Ae^xz^zxx/y//xPx)^ 

5 


H 


Oi/ey^/X/yxe^ 



*Mode: I = integer, R = real, D = decimal, A = alphabetic 
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VARIABLES 


tA & 

■P ^ H 

k UJ ^ 

^ I i- 2 MAX. 

g g 5 VALUE 

g d I ° 

S Z = 





MIN. 

VALUE 


IBM I 1130 COMPUTING SYSTEM 

VARIABLE SUMMARY SHEET 


Application v5'X5'72f>^ ^^'■>9/^J<S7 


Program Name M^/Z/Z^a No^^_^ Progratfmer 


FUNCTION OF VARIABLES 






5l^z: 


TA 


TAX 


72? 


r^/es 


7y£r 


TarsA/ 




As\o 


o 










yy'/// 


KT/t/^ 


VMr^ 


o 


ytexx 


r 


I 




I 


Ml 




T 


r 










yyy 


0.00 

0.00 


0.00 


0,00 


000 


0.00 


0,00 





/^a/<^/2^/ 0/000 XP0///7z^ 70^ 




7^7^/ 


0<p^/pas' 0/^z/rs 00a/ saz//tr}e 0aa. 


^7" ^aors 0^p0p/ 0/*a/9Z sS^/aa^^^0:?4P. 


/(hf. A^zaas 0a0//7aax 


A07/^0 araA^s' /7^ 


/^^£0^n7/ Tajz 071 


/^//ak0 0777 


aS///^^/ TT xx 7^777 


C8J Uc. Aax73)r&a. Aours. &o) OT A^^i/rs///) da/7cJS Aaurs, 
02) Pea. er/7S.X/3ya7‘£xyys.CA4-:> Saxujs 


'Mode; I = integer, R = real, D = decimal, A = alphabetic 






























































































r'jnnnorjrionnnorvonnnonnnrvnnnoririn^^nnnri 


// FOR 

* IOCS<CARD»TYPEWRITER. KEYBOARD. 1132 PRINTER .DI SK ) 
*L1ST ALL 

** PAY05 PROGRAM 

* NAME PAY05 

* ONE WORD INTEGERS 

* EXTENDED PRf CISION 

JOB NAME ~ PAYROLL SYSTEM - CHECK WRITING 

JOB NUMBER — PAY05 


PROGRAMMER — C.R.KLICK 

DATE CODED — 01/20/68 

DATE UPDATED — 


PAY05 

PAY05 

PAY05 

PAYOS 

PAY05 

PAYOS 

PAYOS 

PAYOS 

PAYOS 

PAYOS 

PAYOS 

PAYOS 

PAYOS 

PAYOS 


# 


FILE 

FILE 

RECORD 

NO. OF 

RECORDS 

PAYOS 

NAME 

number 

LENGTH RECORDS 

PER 

SECT0RPAY05 

- INPUT FILES — 1. COLFP 

1 

160 

250 


2 

PAYOS 

- 2. WVAFP 

2 

160 

90 


2 

PAYOS 

3. MNCFP 

3 

160 

200 


2 

PAYOS 

A. L80FP 

4 

160 

50 


2 

PAYOS 

5. LBTFP 

5 

160 

150 


2 

PAYOS 

6. LMCFP 

6 

160 

30 


2 

PAYOS 

7. PINFO 

25 

106 

6 


3 

PAYOS 

8. INDXl 

101 

1 

250 


320 

PAYOS 

9, INDX2 

102 

1 

90 


320 

PAY05 

10. INDX3 

103 

1 

200 


320 

PAYOS 

11. INDXA 

104 

1 

SO 


320 

PAYOS 

12. INDX5 

105 

1 

150 


320 

PAYOS 

13. INDX6 

106 

1 

30 


320 

PAYOS 

PAYOS 

- OUTPUT FILES -- 1. COLFP 

1 

160 

250 


2 

PAYOS 

2. WVAFP 

2 

160 

90 


2 

PAYOS 

3. MNCFP 

3 

160 

200 


2 

PAYOS 

- 4. LBOFP 

4 

160 

so 


2 

PAYOS 

5. LBTFP 

5 

160 

150 


2 

PAYOS 

6. LMCFP 

6 

160 

30 


2 

PAYOS 

7. PINFO 

25 

106 

6 


3 

PAYOS 

-PAYOS 

PAYOS 

— ALLOCATE ARRAY STORAGE 






PAYOS 

PAYOS 

INTEGER C0MP(16). TAX. YIN1(7). YIN2(6). 

Y0UT1(7) 

. YOUT2(6) 


PAYOS 

DIMENSION FIBRE(8). IDATE(3) 

. ISUPP(13>. 

ITOTI 11) 

. JGROS(7) 

. 

PAYOS 

1 JOUTKS). J0UT2<7) 

. JVACAIS). 

MASK«7> . 

MASK2(7) . 


PAYOS 

2 NAME(9). NDWK<3(. 

NET0(7) . NET1(7) . NET2(7) . 

NET4(7) . 

PAYOS 

3 NSSANO ) . QRTD(6I . 

YT0<14) 





PAYOS 

PAYOS 

— DEFINE FILES FOR THIS PROGRAM AS DESCRIBED ABOVE 

• AND 

EQUIVALENCEPAY05 

— THE VARIABLES FOR THE NEXT 

RECORD NUMBER. 




PAYOS 

-- 






PAYOS 

DEFINE FILE 1 ( 250 . 160 .U . I COL » . 2 ( 90. 160 .U . I WVA ) 

» 



PAYOS 


104 









r> rt n r>n 


PAY05 PROGRAM PAGE 02 

1 3(200«l60>UfMUNC) • 4 ( 50 • 160 tU • LBO ) * PAY05 

2 *){ 150»160»U*LBT ) * 6 t 30 » 160 »U»LMC ) « 25(6*106*0*10* PAY05 

3 101(250*1*U*IN1) * 102(90 *1 *U* IN2) * 103 ( 200 * 1 *U* IN3 ) *PAY05 

4 104(50*1*U*IN4) * 105(150*1*U*IN5) * 106 ( 30 * 1 *U * IN6 ) PAY05 

EQUIVALENCE ( I COL * I WVA*MUNC * LBO ♦LBT *LMC ) * PAY05 

1 ( INI * IN2* IN3* IN4* IN5* IN6) PAY05 

Q PAY05 

C PAY05 

C INITIALIZE VARIABLES PAY05 

C PAY05 

DO 4 I»1.7 PAY05 

MASK2( I >=16448 PAY05 

4 MASK! I)»l644e PAY05 

MASK2(7>=-4032 PAY05 

MASIC(4)»23360 PAY05 

MASK! 5) *-19264 PAY05 

ICCL=1 PAY05 

IN1*1 PAY05 

TA-0. PAY05 

TB*0* PAY05 

NRITE=0 PAY05 

-PAY05 

PAY05 

read plant no.* date* AND CONTROL TOTALS* AND VALIDATE CC 80 AND PAY05 

THE PLANT NUMBER. PAY05 

PAY05 

99999 READ(2*1) NOPLT* IDATE* NDWIC* TOTRG* TOTOT* TOTBN* TOTSP* KARD PAY05 

1 FORMAT(I1*6A2*4F7.0*38X*I1) PAY05 

C PAY05 

C VALIDATE KARD AND NOPLT PAY05 

C IF VALID - 60 PAY05 

C IF INVALID - 55 PAY05 

C PAY05 

IF(KARD) 55*51*55 PAY05 

51 IFCNOPLT) 55*55*52 PAY05 

52 IFINOPLT - 6) 60*60*55 PAY05 

C PAY05 

55 WRITE(1.2) PAY05 

2 FORMAT! 'CHECK CC 1 AND CC80 ON FIRST CARD') PAY05 

PAUSE 1 PAY05 

GO TO 99999 PAY05 

-PAY05 

C PAY05 

c read the plant INFORMATION RECORD FROM DISK. PAY05 

C PAY05 

60 READ(25'NOPLT) COMP* ICHCK* IWEEK* FIBRE* ITOT* CKMAX * TGRS* TNET*PAY05 

1 ICNT PAY05 

C- PAY05 

C WRITE the PLANT INFORMATION FOR CONTROL PURPOSES AND ACCEPT ANY PAY05 


105 










U U U 


Section 


Subsections 


Page 




C — CHANGES TO IT THRU DATA SWITCH SETTINGS. 

C 

62 WRITE(1»3) COMP* IDATE* ICMCK* IWEEK* NDW<. CKMAX 
3 FORMATI /16A2' '3A2/'CHECK NO 'I9/'WEE< NO ‘ll/'W/E ' 

IMAX* ,F8.0//‘MAXIMUM CHECK AMOUNT MAY BE CHANGED BY SW 
2SWITCH 15 WILL CHANGE THE CHECK NUMBER'/'SET SWITCHES 
3D PRESS START' ) 

PAUSE 1111 

BR»WHOLE( CKMAX + (CKMAX / ABS(CKMAXI) # 0.5) ( 100. 
CALL DATSW(15»I) 

GO TO (70*71) *I 

70 WRITE(1*21) 

21 FORMAT( 'ENTER CHECK NO - FIVE DIGITS') 

READ(6*22) ICHCK 

22 FORMAT( 15) 

GO TO 52 

71 CALL DATSWdA*! ) 

GO TO (72*75) *I 

72 WRITE(1*23) 

23 FORMAT( 'ENTER MAXIMUM CHECK AMOUNT - FIVE DIGITS') 
REA0(6*2A) CKMAX 

2A FORMAT(F5.0) 

GO TO 62 


C— — complete variable INITIALIZATION 
C— — 

75 INDX«N0PLT + 100 

GO TO (76*77*78*79*80.81 ) *NOPLT 

76 ILST«25( 

GO TO 83 

77 ILST*90 
GO TO 83 

78 ILST»200 
GO TO 83 

79 ILST«50 
GO TO 83 

80 ILST*150 
60 TO 83 

81 ILST«30 


PAY05 

PAY05 

PAY05 

3A2/* 'CHECK PAY05 

ITCH 14.'/ 'PAYOS 
REQUESTED ANPAY05 
PAYGS 
PAY05 
PAY05 
PAY05 
PAY05 
PAY05 
PAY05 
PAY05 
PAY05 
PAY05 
PAY05 
PAY05 
PAY05 
PAV05 
PAY05 
PAY09 
PAY09 
PAY05 
PAY05 
PAY05 
PAY05 
PAY05 
PAY05 
PAY05 
PAY05 
PAY05 
PAY05 
PAY05 
PAY05 
PAY05 
PAY05 
PAY05 
PAY05 


PAY05 

— — read an EMPLOYEE RECORD FROM DISK* AND USE THE PAID INDICATOR TO PAY05 

decide if a Check should be written. payos 


83 READ( INDX* ILST) LAST 
ICHCK»ICHCK - 1 
870 DO 700 I«1*LAST 

READ(NOPLT' I ) NUM* NAME* NSSAN* NSTAS* NOUES* NWKMP* NWKPD* MAR* 
1 NXMPF* NXMPS* NSEX* NRATE* YTD* QRTD* LYRHR* NCU* NCUDO* 


106 









PAY05 PROGRAM 


PAGE OA 


NCHC<» NADWH* NSTCKi MINSt NMISC* NUA i NSTKOt ISUPPt INIT* 
IPO* IFILL» GROSS* IVRAT* lOTRT* RGHRS* OTHRS* BNHRS* RGERiN* 
OTERN. 8NERN. OTHER* KO* HCLDY* VACA* SICK* CNET* IFICA* TAX* 
LOCAL* ICU* lUA* lUD* I INS* ISTCK* IMISC 


IF( IPC “ 1 ) 700*505*860 
860 IFINRITE - NUM) 700*875*700 
875 WRITE(1*25) 

25 FORMAT! • ENTER CLOCK NO.') 
READ(6*26) NRITE 

26 FORMAT(IA) 

GO TO 500 


CALCULATE CONTROLS 


505 TA=TA + GROSS 
TB=TB + CNET 
500 IPO»2 

ICHCK=ICHCK + 1 
NCHCK=ICHCK 


- WRITE UPDATED EMPLOYEE RECORD BACK TO DISK. 

- CHECK FOR DEDUCTIONS AND MARITAL STATUS 

WRITEINOPLT' I ) NUM* NAME* NSSAN* NSTAS* NDUES* NWKMP * NWKPD* MAR* 

1 NXMPF* NXMPS* NSEX* NRATE* YTD* QRTD* LYRHR* NCU* NCUDD* 

2 NCHCK* NADWH* NSTCK* NINS* NMISC* NUA* NSTKD* ISUPP* INIT* 

3 IPD* IFILL* GROSS. IVRAT. lOTRT* RGHRS* OTHRS. BNHRS* RGERN* 
OTERN* BNERN* OTHER* KO* HOLOY* VACA* SICK* CNET* IFICA* TAX* 

5 LOCAL* ICU* lUA* lUD* IINS* ISTCK* IMISC 


IF(IFILL) 550.550*510 
510 WRITE(1*20) IFILL* NUM 
20 FORMAT! • DEDUCTION NO 'll' NOT MADE FOR 'ID 
550 IFCMAR - 1 ) 5*10*5 
10 MAR=-7616 
GO TO 15 
5 MAR=-11?00 


WRITE FIRST LINE OF CHECK AND PUT TOGETHER SECOND LINE OF CHECK. 


15 WR1TE(3*5000) NUM. NDWK* NAME* NSSAN* MAR* NXMPF* NRATE* lOTRT* 

1 IVRAT* BR 

5000 FORMAT !3H1 *IA*1X*3A2.3X*9A2*1X*I3*I2*I4*1X*A1*I2*3I3*50X*F6.2) 

CALL DATSW ( 15* IPNT ) 

GO TO (90*91 ) * IPNT 
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PAY05 PROGRAY 


PAGE 05 


90 PAUSE 2 PAY05 

C PAY05 

91 I1=RGHRS / 10. + 0.05 PAY05 

I2=OThRS / 10. + 0.05 PAY05 

13=BNHRS / 10. + 0.05 PAY05 

I4=RGERN PAY05 

I5=0TERN PAY05 

I6=3NERN PAY05 

I7=OTHER PAY05 

I8=HCLDY PAY05 

I9=S1CK PAY05 

CALL PUT ( JVACA» 1 i5 .VACA * 10. .5.*!) PAY05 

CALL PUT( JGROS»1.7»GROSS * 10. *5. .1) PAY05 

CALL MO' E(MASK2*3»7*J0UT1»1) PAY05 

CALL MOVE(MASK2.1.7.JOUT2.1) PAY05 

CALL EDIT! UVACA,1.5«J0UT1*1.5) PAY05 

CALL EDITl JGROS i1»7,JOUT2«1»7) PAY05 

C _____ ____ _pay05 

C PAY05 

C WRITE SECOND LINE OF CHECK AND PUT TOGETHER THIRD LINE OF CHECK, PAY05 

C PAY05 

WRITE! 3t5001 ) Il» 12* 13. 14. 15. 16. 17. KO . 18. JOUTl. 19. PAY05 

1 J0UT2. NAME. IDATE. ICHCK PAY05 

5001 FORMAT!' ' . 3 I 4 . 2 I 5 . 1 X . 2 1 5 . 2 X . A 1 . I 4 . 5 A1 . I 5 . 7 A1 . 8X . 9A2 . 8X . 3 ! A2 . IX ) . PAY05 

1 14X.I5) PAY05 

C PAY05 

CALL DATSW ! 15. IPNT ) PAY05 

GO TO 192. 93). IPNT PAY05 

92 PAUSE 3 PAY05 

C PAY05 

93 CALL PUT1NET4.1 ,7.CNET * 10..5..1) PAY05 

CALL MOVE1MASK2.1.7.NET1.1) PAY05 

C PAY05 

CALL M0\/E!MASK2.1.7.NET2.1) PAY05 

CALL MCVE!MASK.1.7.NET0.1) PAY05 

CALL EDIT1NET4.1.7.NET1.1.7) PAY05 

CALL FDIT(NET4.1.7.NET2.1.7) PAY05 

call £DIT!NET4»3.7,NET0.1.7) PAY05 

C _____ ___ _paY05 

C PAY05 

C WRITE THIRD LINE OF CHECK AND PUT TOGETHER FOURTH LINE OF CHECK. PAY05 

C PAY05 

WRITE13.5002) IFICA. TAX. LOCAL. ICU. lUD. lUA. IINS. ISTCK. PAY05 

1 IMISC. NETl. NET2. NETO PAY05 

5002 FORMAT!' ' . 2 ( 1 4 . I 5 ) . 3 1 4 . 4X . 2 I 5 .6X . 7A1 . 19X . 6 A1 . lOX . 2 A1 .20X . 7 A1 ) PAY05 

C PAY05 

CALL DATSW! 15. IPNT) PAY05 

GO TO 194. 95). IPNT PAY05 

94 PAUSE 4 PAY05 
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r* n r» o nnnnn 


PAY05 PROGRAM 


PAGE 06 




C PAY05 

95 CALL PUT(YIN1»1#7.YT0( 1) * 10. *5. *1) PAY05 

CALL PUT<YIN2.l»6»YTD(3) * 10..5.»1» PAY05 

CALL MOVE(MASK2»1.7.YOUTl.l» PAY05 

CALL MOVE(MASIC2»2.7»YOUT2»l) PAY09 

CALL E0IT(YIN1»1.7.Y0UT1.1«7» PAY05 

CALL E0IT<YlN2»l.6«Y0UT2»l»5) PAY05 

ID1«YTD(2» PAY05 

I02»YT0(8» PAY05 

C ------- - ----------- -PAY05 

C— — PAY05 

C WRITE FOURTH LINE OF CHECK AND GO BACK FOR ANOTHER EMPLOYEE. PAY05 

C PAY05 

WRITEO.SOOAI YOUTl. YOUT2. ICL^» 102 PAY05 

5004 FORMAT (• •.13A1.2I5) PAY05 

C PAY05 

CALL 0ATSW( 15.IPNT) PAY05 

GO TO (96.700) »IPNT PAY05 

96 PAUSE 5 PAY05 

C — PAY05 

C GO BACK PAY05 

C- PAY05 

700 CONTINUE PAY05 

PAY05 

PAY05 

SWITCHPAY05 
PAY05 
PAY05 
PAY05 
PAY05 
PAY05 
PAY05 
PAY05 
- - - -PAY05 
PAY05 
PAY05 
PAY05 
PAY05 
PAY05 
PAY05 
CHECK PAY05 
PAY05 
PAY05 
PAY05 
PAY05 
PAY05 
PAY05 
PAY05 
,0)/ PAY05 


WRITE < NY SPECIAL CHECKS. 
ZERO. 


CALL DATSW(0.n 
GO TO (650.855) .1 
650 WRITE(1.25) 

READ(6.26) NRITE 
GO TO 870 


SIGNAL THIS CONDITION WITH DATA 


WRITE CONTROL TOTALS 


855 


800 

100 


601 

101 

802 


102 


ICNT-ICNT - 1 

IFdCHCK - ICNT) 800.801.800 
WRITE(l.lOO) ICNT. ICHCK 

FORMAT! 'REGISTER CHECK NO '15' DOES NOT AGREE WITH THIS RUN 
INO *15) 

GO TO 802 
WRITE(l.lOl) 

FORMAT! 'CHECK NUMBERS AGREE') 

A*TGRS - TA 
B-TNET - TB 

WRITEd.lOZ) TGRS. TNET. TA. TB. A. B 

FORMAT! 'REGISTER TOTALS • 2 < 3X .F9 .0 )/• CHECK TOTALS '2!3X.F9 
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PAY05 PROGRAf PAGE 07 



1 'DIFFERENCES ' 

2{3XfF9.0) ) 



PAY05 






• 


- - - 

. • 




PAY05 







c 






PAY05 







C WRITE UPDATED PLANT RECORD TO 

DISK 



PAY05 





i 

• 







PAY05 





/ 


1WEEK>IWEEK 1 






PAY05 





/ 


WRITE(25'NOPLTI COMP. ICHCK. IWEEK. FIBRE. 

ITOT. CKMAX 


PAY05 





/ 

• 


. . • 

• • - 




PAY05 







c — 






PAY05 







C~ STOP 






PAY05 






• 

C- 






PAY05 







CALL EXIT 






PAY05 





\ 


c 

• - 

• • • 




■PAY05 





\ 

• 

END 






PAY05 





\ 


VARIABLE ALLOCATIONS 












• 

ICOL >00S8 IWVA »00SB 

MUNC 

-OO&B 

LBO >005B 

LBT =005B 

LMC =0058 

INI 

>005C 

1N2 

»005C 

IN3 -OOSC 

IN4 *003C / 


INS ‘OOSC IN6 -OOSC 

FIBRE 

= 0072 

ORTD >0084 

YTD =OOAE 

TA >00B1 

TB 

*00B4 

TOTRG 

• 0087 

TOTOT»OOBA 

TOTBN*OO0D / 


TOTSP=OOCO CKMAX«O0C3 

TORS 

»00C6 

TNET =00C9 

BR =OOCC 

GROSS=OOCF 

RGHRS 

-0002 

OTHRS 

•0005 

BNHRS«00Dd 

RGERN>OODB / 

• 

OTERN»OODE 8NERN-00E1 

OTHER 

>00E4 

HOLDY=OOE7 

VACA >OOEA 

SICK >OOED 

CNET 

■ OOFO 

A 

*00F3 

e «00F6 

IDATE«OOFE / 


ISUPP»010B ITOT «0116 

JGROS 

>0110 

JOUT1*0122 

J0UT2=0129 

JVACA»012E 

MASK 

= 0135 

MASK2 

•013C 

NAME *0143 

NDWX >0146 / 


NETO =<014F NET! -OISS 

NET2 

= 015D 

NET4 =0164 

NSSAN»0167 

COMP *0177 

TAX 

=0178 

YINl 

«017F 

YIN2 *0185 

Y0UT1-018C 

• 

Y0UT2"0192 IC «0i93 

I 

= 0194 

NRITE*0195 

N0PLT=0196 

KARO *0197 

ICHCK 

=0198 

IWEEK 

*0199 

ICNT =019A 

INDX >019B 


ILST -0190 LAST =019D 

NUM 

«019E 

NSTAS*019F 

NDUES>01AO 

NWKMP=01A1 

NWKPD 

=01A2 

MAR 

*01A3 

NXMPF«01A4 

NXMPS-01A5 1 


NSEX -OlAS NRATE=>01A7 

LYRHR 

= 01A8 

NCU *01A9 

NCUDD=01AA 

NCHCK=01AB 

NADWH 

-01AC 

NSTCK 

»01A0 

NINS >01AE 

NMISC-OIAF \ 

• 

NUA «01B0 NSTXD»01B1 

INIT 

>01B2 

IPD =0183 

IFILL=01B4 

IVRAT=01B5 

lOTRT 

=0186 

KO 

>0187 

IFICA«01Be 

LOCAL«01B9 \ 


ICU <016A lUA sOlBB 

lUD 

«01BC 

I INS =01B0 

ISTCK=018E 

IMISC=01BF 

IPNT 

= 01C0 

11 

•OlCl 

12 »01C2 

13 *01C3 ^ 


U -OICA 15 «01C5 

16 

»01C6 

17 =01C7 

18 =01Cfl 

19 *01C9 

IDl 

*01CA 

102 

*O1C0 



# 

STATEMENT ALLOCATIONS 













1 =0XFC 2 •0204 

3 

= 0217 

21 >0283 

22 =0293 

23 =0295 

24 

•02AB 

25 

• 02A0 

26 >0287 

20 =02B9 

• 

5000 »02CC 5001 «02E2 

5002 

= 02FE 

5004 =0316 

100 =0310 

101 »033F 

102 

>034B 

4 

= 0397 

99999>03CC 

31 «03E3 


52 *03E9 55 .03EF 

60 

*03F7 

62 =040F 

70 *0440 

71 »044B 

72 

=0455 

75 

*0460 

76 >0470 

77 >0476 


78 «047C 79 *0482 

80 

>0488 

81 =048E 

83 =0492 

870 =0490 

860 

=0519 

875 

•051F 

303 *032A 

300 *033& 

• 

510 -0589 550 =05C1 

10 

•05C7 

5 >05CE 

15 =0503 

90 *05F8 

91 

«05FA 

92 

• 0690 

93 »069F 

94 =0703 


95 «0705 96 =0769 

700 

-076B 

850 »077D 

855 =0788 

800 =0794 

801 

»079E 

802 

»07A2 



• 

FEATURES SUPPl TTED 











' 

• 

ONE WORD INTEGERS 
EXTENDED PRECISION 

IOCS 













CALLED SUBPROGRAMS 












• 

whole EABS DATSW 

PUT 

MOVE EOIT 

EADO ESUB EMPY 

EOIV 

ELD 

ELDX 

ESTO EOVR IFIX 


TYPE2 SREO SWRT 

SCOMP 

SFIO SIOAI 

SIOF SIOI SUBSC 

PAUSE 

CARDZ PRNTZ 

SOFIO SORED SOWRT 


SDCOM SDAI SDAF 

SDF 

SDI 










9 

REAL CONSTANTS 













.OOOOOOOOOE 00=0100 

.500000000E 00=01D3 

•lOOOOOOOOE 03=0106 

.lOOOOOOOOE 02= 

0109 

.500000000E-01>010C > 

9 

.500000000E 01=01DF 











/ 

• 

INTEGER CONSTANTS 











/ 


1=01E2 7«01E3 

1644! 

>01E4 

4032-01E5 

23360*01E6 

19264=01E7 

c 

= 01E8 

2 

= 01E9 

6*U1EA 

25-OlEB 


1111=01EC 15'OIED 

14 

= 01EE 

100«01EF 

250=01F0 

90=01F1 

200 

-01F2 

50 

*01F3 

150=01F4 

30=01F5 

• 

7616*01F6 11200=01F7 

3 

*01F8 

5-01F9 

4=01FA 

4369»01FB 








CORE REQUIREMENTS FOR PAY05 











• 

COMMON 0 VARIABLES A6A PROGRAM 15LA 








\ 

• 

END OF COMPILATION 










— 




A 
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// JOB 

// XEQ PAY05 3 

»FILES( l«COLFP) . :2*WVAFP) .(3«MNCFP) * ( 4 ♦LBOFP ) . ( 5 »LBTFP ) * ( 6 . LMCFP ) 
»FILES( 25.PINFO) . 

*F ILES( 101 » INDXl ) . ( 102 . INDX2 ) • ( 1C3 * I NDX3 ) . ( 104» INDX4) . ( 105* INDX5 ) 
1022168021568 0040000000 16500001C500012700 


Input cards 


7 

»(106*|NDX6) 
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THE CONTAINER COMPANY 


OROEROF ROBT B BADEN 02'2l'68 

EXACTLY 86 DOLLARS AND 08 CENTS 


TO THE NATIONAL BANK & TRUST CO. 
OP COLUMBUS. WASH. 


250.00 CHECKN 

.CHECK NO 


THE CONTAINER COMPANY 



EARNINGS STATEMENT - DETACH AND RETAIN 


The Container Company 


The container Company 


OHDEROF JOHN A HORN 02*21' 68 

EXACTLY 83 DOLLARS AND 55 CENTS 


> THE National bank & trust co 

OF COLUMBUS. WASH. 


250,00 CHECK 





the container CORP. 022168 

CHECK NO 1 

WEEK NO 1 

W/E 021568 

CHECK MAX 25000. 

MAXIMUM CHECK AMOUNT MAY BE CHANGED BY SWITCH 14, 
SWITCH 15 WILL CHANGE THE CHECK NUMBER 
SET SWITCHES REQUESTED AND PRESS START 
CHECK NUMBERS AGREE 

REGISTER TOTALS 134121. 99685. 

CHECK TOTALS 134121. 99685. 

DIFFERENCES 0. 0. 


Console Printer output 
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IBM 1130 MACHINE SETUP SHEET 

PROGRAM . ., . 

PROGRAM _ ^ 

NAME: CAeicA Ai^y^/A/zi'^ 

NUMBER: y^A\r aj:> 

PROGRAM 

APPROXIMATE 

DESCRIPTION: 

RUNNING TIME; 


PRINTER 



SWITCH 

SETTINGS 


TYPE OF PAPER 




DRIVE NUMBER: 


CARTRIDGE 

ID; 


SWITCH 

UP 

DOWN 


NO. OF COPIES 



CARRIAGE TAPE 








SWITCH 

UP 

DOWN 


SWITCH 
UP ^ 

DOWN 


INPUT ^ /s c/se^/ 

CARDS ^ ^ ^ ^ 

Su///^er/? y-^ /s /<o s5"^/ yy7a^/yrr6,yy^i? c^y<s><cy-~ £>C //7 ■ 

S^tyy/^/y /S‘/.s c/s<sa^ /o /A:S oAteyrA y^£/y*7 Ac> cc/Z/A^ 

e^^yy/Z /<«=’ ^^s/<$y9o AA^ ^r-zAAiS^. 


/CDMTEOL 

T^TAvLS 

|<^/XEO PAY05_ 

V/ JOb l_ 




Wwlvin lU 




FOR PAUSES AND ERROR MESSAGES SEE ERROR RECOVERY SHEETS 
































INTERNATIONAL BUSINESS MACHINES CORPORATION 

PRINTER SPACING CHART 
IBM 407, 408, 409, 1403, 1404, 1443, and 2203 
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PAY06: CHECK REGISTER 
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VARIABLES 



J 1130 COMPUTING SYSTEM 

VARIABLE SUMMARY SHEET 



■g S (_ 

I H g MAX. MIN. 

M- H t \/AI IIP VAI I 


Application P/PVBOIL SA^STB// 

Date <A//3/(A}7 

Program Name £/?£€< Ik<?/sAee 

^ ■ , /r/zc/c 

^^■AXyOv Programmer 


FUNCTION OF VARIABLES 


Bonc/s esr/7/n^s 


Sonus hours 


r/ox//77om £^h€ck Oroounh /o/2 a j^//e 


A/ef a/770U/?J^ /ncZ/ V/ Wi/a/ c:/jecjk 


C'on7/>o/?c/ Home 


/ 

Tnoc/e assoo/olho/? /i^/>orhs 


^ross ^7/7701//?/ o/ 7/7 oh/y/c/ua/ 


SA/S£A/ 


BA///kS 


cKA/TfX 


C/A£T 


COA/P 


XXXXA^,0^ 


X)O(7(A0-00 




/£ 3 0 




'XKXK 0 00 


A/O^P/ 


S 


rc 


IC/AC< 


T^A/r 


rcoi 


r^iA 




roi 


rD2 


103 


104 


lo^ 


o 


o 


B 3 O 




T 


I/O 


r 


I/O 


o 


o 


I/O 



Ixxx.xx 000 


XX. yx 0.00 




xxxxx\ o 


^50 1 



xxxxx o 


xxxxx 0 


xxxx 0 



XXXXX 0 


xxxx 0 


loy/yo/en/ fo r/Al 


f 

Seo/n/T/no c0ec0 nu7776er when /i/r/Z/ho oheaki 


Seoue/?c£ nu/Tp^er/of^i/oi/Ano/ /i/K>j//Zcor/espori//> 


/ 

jI n t/f y/tXuc/ Is ///pAon <oi:c/uc//on 


TbAa/ o/Ao o'/ y/ (Audi's /nsurnnSP^ s^/ocy^££aAvry 
n/s^i/c/Aons A n£r oay jOar/oo 


All oAocI number 


na/ne 


2 ^ ohech n 0777 her 


2<i0 c/ac/r no 777 her 


integer, R = real, D = decimal, A = alphabetic 
































































































VARIABLES 


1130 COMPUTING SYSTEM 


IBM 


NAME 

MODE* 

No. of Words 

INPUT/TEMP 

OUTPUT 

MAX. 

VALUE 

MIN. 

VALUE 

VARIABLE SUMMARY SHEET 

Application SYSTOAl Date 

Program Name No./^>/^<^ Programmer 

FUNCTION OF VARIABLES 



a 


- 

- 

2(72^ /7£?/77e 

r^7 

a 

a 


yxxxx 



/os 


/ 


xxxx 


3^ <^7o^7r m/^ 2 cr 

/D9 

a 

a 

0 

- 

- 

3 — /7a//7e 

IfUA 

a 

a 

0 


(7 

J~nc// 1 // r/z/Cf/S 7^/C/4 7ax 

Tf/U 

a 

a 

T 

7 

7 

I/7c77ca /es i:/^</iXx//0/7 /^ot /77a 

TI^S 

a 

a 

0 


O 

j 7 ?<//y/a//a /3 /77S7/ra/?C£ //<s<i7L/c//cy7 

/isr 

7 

/ 

r 

z$o 

SO 

7 os 7 rccortX / 7 /y/ 7 ?X>er /n o // 7e 

//^ISC 

a 

a 

0 

x/xxx 

O 

J/ioY/c// c/uo7's /?7/sc. //'es/acT/d/? 

l//ax 

7 

/ 

r 

/(ZhZ 

/^/ 

T77c7ex fi/i xi//777:>ar {^/p/o/y/ 770 , -r /OO ) 

fA/ir 

a 

a 

0 

XX//X 

/ 

7//7/orf //7/7/a7}on j/ee 

r/^j 

I 

/ 

T 

2/0 

1 

^(foors/ /7a/73^r //7 //?s/^yas ^ a/7?p/oY^^ 

1/72 

a 

a 

/7 

- 

- 

. , r / M, , 

Tsnf 7o 1/7/ 

lAf3 

7 

/ 

N 

- 

- 

/’(^i/Ji/a/f/if 7c> J/7I 

1774- 

a 

a 

V 

- 

- 

/ f ' ' 

/(^cz/xa/e/?/" To J‘/7/ 


a 

a 

77 

- 

- 

Z^c// xa7er7/’ /o 1/7 Z 

1/^6 

7 

/ 

/7 

- 

— 

^<XZ//X<^/cz7/" fo 1/71 

TOT/IT 

a 

a 

T 



(/l/er///77c poY xa/c 


a 

a 

0 

2 

191 

ThcZ/xaTe^ s/a/i7s a/ reaori7 /n proc/ss/af c^Jt 

IsrcK 

a 

a 

0 



/r?s// !// c/i/a / 5 sfc ck ^ (7i/c A 0 /? 


‘Mode: I = integer, R - real, D = decimal, A = alphabetic 































































































VARIABLES 


1130 COMPUTING SYSTEM 


VARIABLES 

IBM 1130 COMPUTING SYSTEM 

NAME 

LLI 

Q 

o 

s 

No. of Words 

INPUT/TEMP 

OUTPUT 

MAX. 

VALUE 

MIN. 

VALUE 

VARIABLE SUMMARY SHEET 

Application PAVPOli SYSTSPf Date 7 

Program Name O/gC/lc Pr^^ammer 

FUNCTION OF VARIABLES 

TS//PP 

s 

a 

h— 

yzzz 

0 

S0/pp/e/77f/7/i?/ s/rp yoay 

I TOT 

s 

a 


/7Z3 

wm 

Paopr?/ Pi//076erfor /o //? ^fr?erv/ 


/ 

/ 


300 

0 

/ncZ/i// 0 / 0 ////^ p/ar/fi/ g^gg/ucZ/b/i 


I 

/ 

c? 

/f00 

0 

/ ^ 

//7<//c// 0 / 0 / 00 /^'s 0//7/O/? ip'i/es 0/e0/0/<rT/oo 


s 

a 

cP 

50 

0 

Pi/erc70/e p00Y P0y/e 

I /Vff/c 

a 

a 

T 

s 

/ 

//ee/ 0}/ //e /77C9/7T/ 


a 

a 

// 

- 


f£^i//i/ 0 //e/?/ /o Tsoi 

J 

/ 

/ 

T 

9 

/ 



a 

a 

I 

9 


Z! Z. 8 ^ /0>r /c7s/ 00 /^ 0 / /es/" 

/TO 

a 

/ 

0 

5 

0 

Spe<0/07/ 0/0 c/e 

Z 

a 

a 

T 

20 

0 

zTou/i/cr /o a0ees3 re^cPAc/s 

/P5T 

i 

/ 

T 

xyy 

(p 

Z as/ /"a ear/ yy^y/T/Pe/^ //7 /T/e 

/SO 

a 

a 

A/ 

- 

- 

p^c^c// i/0? /e/7 /“ /b T col 

/3T 

r 

/ 

A/ 

— 

- 

£'cjf(//c/P /^^f' /^ /"col 

ZAfC 

a 

a 

A/ 

aa 

- 

P/pa/o^a /e/y / Pa ^OOl 

lOOPl 

a 

a 

0 


0 

local /ax’ . , , 



/ 

0 


0 



/ 

a 



/ 

V 7 7 \ . 

/Tar/t)/ s /a /as 'O’ ^//?ip/e) 0- /T/arr/ed) 

WA/C 

a 

a 

A/ 


- 

Pc>a/^<^/^^l^ 7^ OCOL 

/TAPWP' 

a 

a 

0 

/XX y 


// 0/c//f/0>0>0^ 1 liZ/llli^/Oap 0?/;/ca/?/ 


*Mode; I = integer, R = real, D = decimal, A = alphabetic 
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VARIABLES 



A/ziMS 


A/C//CK 


A/Ci/ / 


A/irz/A>^ 


jm/£. 


/v/^rsc V 


A/oPzr 


///eztrf T 


A/S£'X 


W I 


A/STA^ 


A/5T<0 


A/(/4 


A/z/Zi 


A/X/Z(ZiP 


A/U^ZAfiP 


A/X/fPP 


S H 

LU ^ 

t; g MAX 


IBM 1130 COMPUTING SYSTEM 

VARIABLE SUMMARY SHEET 


Application /^pyeoii sysreH fAiAi 


D g VALUE VALUE Program Name Programmer 

“ FUNCTION OF VARIABLES 


0 \xwy ^ 


rx.xx ^ 


o xxxx ^ 



xxxy 


T ZA 1 


/.2f 


3 1 


AJw/iis 


0 f 


XX. XK 


O XXXX 


/X/X 0 


XKXx\/^0 



zFrp7p/cf^ec /7<f5<77<r 


/?a/776er /^^/s A^/Vjo/o/d^. 


f 9 

^rec/// ^y/?/0/y c/^<:/i/c?ior7 


/^on/X/u drgc/// c/e^t/c^az^ 


^X7/OX? x:/l/£S c/dt/c/cX^^^ 


/^u pdr/bi/ a/a/d 




///see //d/pe^i>^s c/gt/t/cT^’o/s 


P/a/; / /;c//77/>er' 


£/77p/^9^^ xa/e 


Ssx. flpe/yva /e)f£ ^2 [^-/ri/cjreri 


^ocaO / Sice/X/ A/ /pcA/a/fer 


S/oc/h s/ea/e/e/zba 


A/oa/^/c/ c/eg/ae/zons 


//r?//eef ^/y^ed/ Pez/A/e//bz)£ 


C/oc/: /?(/^Aer 


//um/er a/ cueeAs d/77/;/oy^c/ 


/\/u/7r6er of cueefs Cb/c/ 


fed/exa/ <Fyee77P'^b/js 


'Mode: I = integer, R = real, D = decimal, A = alphabetic 
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VARIABLES 



I ^ ^ MAX. MIN. 
>5^5 VALUE VALUE 
. 0. O 


IBM 1130 COMPUTING SYSTEM 

VARIABLE SUMMARY SHEET 


Application /^/Py/PO/Z Date 


Program Name 


FUNCTION OF VARIABLES 


J/<7^ exe/?7y>//c>ps 


0/'X/'///^?e ^pr/y/nas 


f 

Sp£cJp/ (fPrn/pPS 





9/0^7 


fi/iy Pp Programmer 


/YX/^P5 


OTfp/y 


OT/YSP P 


OTPPS P 5 


pro k 








/eA/fT2 


zeA/PT^ p 


SICK 


T /e 3 


rxx 


n7P5 k 


O /7 


o 



0 


0 

yyxM 



^e<9. eorn /nps 


^GS . Aop/~s 


ner 


3''J /?<£'/ 




t 

y/se<y To /oPy/ spe<r/a/ 4£>pr/7/PpS 


/^iXera/ 


/ 

To 7a/ Grass 


72/a/ /7tf/ 


3ona5 /^axrs Za /^/ /rp/^ Soproe a/ac. 


OT /?0(/rs Zo/a / P/iorrj sdarcP <Tac . 


'Mode; I = integer, R = real, D = decimal, A = alphabetic 
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VARIABLES 


<0 I H 

1^2 MAX. MIN. 


J 1130 COMPUTING SYSTEM 
VARIABLE SUMMARY SHEET 


Application S/STddf 

9/z3/67 

Projirim Name 

Programrnei' 


FUNCTION OF VARIABLES 


Spe^/a/ /c /h/ /rz?/77 e:/i>c. 


VAC^ 


YTO 


*Mode; I « int«g6r, ft » real, 0 decimal, A > alphlibetic 
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Read an 
Employee 
Record 
from 
Disk 


Initialize 

Variables 


Put together 
Check Register 
Information 


Read Plant 
Nq. Date 
and 

Control 
, Totals 


Write a Line 
of Check 
Register 
3 

y Employees i 


r Are > 
cc 80 and 
Plant No. 
Valid ^ 

V 


Last 

Employee 

7 















// FOR 

* IOCS{CARO.TYPEWRITER< 

* NAME PAY06 

* ONE WORD INTEGERS 
» EXTENDED PRECISION 

LIST ALL 


1132 PRINTER*DISK> 


PAY06 

PAY06 

PAY06 

PAY06 

PAY06 

PAY06 


c- 

— — JOB NAME 

— PAYROLL SYSTEM 

- CHECK 

REGISTER 



PAY06 

c- 

— — JOB NUMBER 

— PAY06 






PAY06 

c— — 







PAY06 

c- 

PROGRAM MER 

— C.RtXLICK 






PAY06 

c- 

— - DATE CODED 

— 01/27/68 






PAY06 

c- 

DATE UPDATED 







PAY06 

c- 








PAY06 

c- 


FILE 


FILE 

RECORD 

NO. OF 

RECORDS 

PAY06 

c- 


NAME 


NUMBER LENGTH 1 

RECORDS 

PER SECT0RPAY06 

c- 

— — INPUT FILES 

— 1. COLFP 


1 

160 

250 

2 

PAY06 

c- 


2. WVAFP 


2 

160 

90 

2 

PAY06 

c- 

...a 

3. MNCFP 


3 

160 

200 

2 

PAY06 

c- 


4. LBOFP 


4 

160 

30 

2 

PAY06 

c- 


5. LBTFP 


5 

160 

150 

2 

PAY06 

c- 


6t LMCFP 


6 

160 

30 

2 

PAY06 

c- 

aaa- 

7. PINFO 


23 

106 

6 

3 

PAY06 

c- 

aa.a 

8. INDXl 


101 

1 

230 

320 

PAY06 

c- 

aaa. 

9. INDX2 


102 

1 

90 

320 

PAY06 

c- 

aaa. 

10. INDX3 


103 

1 

200 

320 

PAY06 

c- 


11. INDX4 


104 

1 

50 

320 

PAY06 

c- 


12* INDXS 


105 

1 

150 

320 

PAY06 

c- 


13* INDXS 


106 

1 

30 

320 

PAY06 

c- 

-aaa 







PAY06 

c- 

— — OUTPUT FILES 

~ NONE 






PAY06 

c- 



. 1 < 



- - - 


-PAY06 

c- 








PAY06 

c- 

ALLOCATE ARRAY STORAGE 






PAY06 

c- 

..... 







PAY06 


INTEGER C0MP(16)* TAX 






PAY06 


DIMENSION FIBRE(8I » IDATEO)* ID3«9)» I06(9)» ID9(9). ISUPP(13)» 

PAY06 


1 ITOT(ll)* NAME(9)i NDMK(3}* NSSANO)* 

QRTD(6) 

* YTD(14) 

PAY06 

c- 








PAY06 

c- 

DEFINE THE FILES FOR THIS 

PROGRAM AS DESCRIBED 

ABOVE* 

AND 

PAY06 

c- 

— -- EQUIVALENCE 

THE VARIABLES 

FOR 

THE NEXT 

RECORD NUMBER. 


PAY06 

c- 








PAY06 


DEFINE FILE 

l(250»160»Ut 

I COL) 

* 2(90*160*U* IWVA) • 


PAY06 


1 

3(200*l60tU»MUNC) 

> 4(50*160«U»LBO) 

f 


PAY06 


2 

5(150il60iU* 

LBT) . 

6(30*160*U*LMC ) * 

25(6»106*U*IC) * 

PAY06 


3 

101(250»liU»INl) • 

102(90» 

1 *U* IN2) * 

103(200*1*U* IN3) 

*PAY06 


4 

104(50*1*U*IN4) * 

105(150* 

1 *U • IN5 ) * 

106(30 

*1*U*1N6) 

PAY06 


EQUIVALENCE 

( IC0LtIWVA»MUNC«L80*LBT»LMC) . 



PAY06 


1 

( INltIN2»IN3« 

IN4«IN5»IN6) 




PAY06 

c- 

• • • • - . 



. • . 


. - - - 


-PAY06 








PAY06 

c- 

..... initialize variables 






PAY06 
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nrtrinrt «or»r»r»r>r» 


PAGE 02 


C— — PAY06 

ICOL«l PAY06 

INl-l PAY06 

TA-0. PAY06 

TB*0« PAY06 

PAY06 

PAY06 

— read plant N0.» date* and control totals* and VALIDATE CC 80 AND PAY06 

— — THE PLANT NUMBER. PAY06 

PAY06 

9999 READ(2.1> NOPLT* IDATE* NDWIC* T0TR6* TOTOT. TOTBN* TOTSP. KARO PAY06 

1 FORMAT(II*6A2*AF7.0*38X.I1) PAY06 

PAY06 

VALIDATE KARD AND NOPLT PAY06 

IF VALID - 60 PAY06 

IF INVALID - 55 PAY06 

..... PAY06 

IF(KARD> 55*51*55 PAY06 

51 IF(NOPLT) 55*55*52 PAY06 

52 IF(NOPL*l’ - 6) 60*60*55 PAY06 

C PAY06 

55 WRITE(1*2> PAY06 

2 FORMAT! 'CHECK CC 1 AND CC 80 ON FIRST CARD') PAY06 

PAUSE 1 PAY06 

60 TO 99999 PAY06 

-PAY06 

C..— «. PAY06 

C read plant information RECORD FROM DISK* AND FINISH IN I T I AL 1 2 ING . PAY06 

C — ... PAY06 

60 REAO(25*NOPLT) COMP* ICHCK* IWEEK* FIBRE. ITOT* CKMAX. TGRS. TNET.PAY06 

1 ICNT PAY06 

C...— PAY06 

INDX-NOPLT + 100 PAY06 

GO TO 176*77*78*79*80*81) .NOPLT PAY06 

76 ILST-250 PAY06 

60 TO 83 PAY06 

77 lLST-90 PAY06 

C PAY06 

GO TO 83 PAY06 

78 ILST-200 PAY06 

GO TO 83 PAY06 

79 ILST-50 PAY06 

GO TO 83 PAY06 

80 ILST-150 PAY06 

60 TO 83 PAY06 

81 ILST-30 PAY06 

C PAY06 

C PAY06 

C INITIALIZE PLANT VARIABLES AND READ AN EMPLOYEE RECORD FROM DISK.PAY06 
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83 REAOIINDX* 
WRITE(3*5) 
FORMAK • 1* 
1 'W/E ‘.ZC 
T«0. 
t*l 
I«0 

655 READtNOPLT 


1 

2 

3 

4 

5 

C 

c 


NXMPF* 
NCHCK* 
IPDi I 
OTERNi 
LOCAL t 


ILST) LAST 
COMP« NDWK 

»50X» 'CHECK REGISTER'//20X»'FACT0RY PAYROLL •.16A2*5X. 
A2» •-' ) *A2//3( • CHECK NO ' 7X • NAME ' 14X • AMOUNT ')/ ) 


•L) NUM* NAMEt NSSAN* NSTASi NDUES» NWKMP* NWKPD* MAR. 
NXMPS. NSEX. NRATE. YTD. QRTD. LYRHR. NCU. NCUDD. 
NADWH. NSTCK. NINS. NMISC. NUA. NSTKOt ISUPP. INiTt 
FILL. GROSS. IVRAT. lOTRT. RGHRS. OTHRS. BNHRS. RGERN. 
BNERN. OTHER. KO. HOLDY. VACA. SICK. CNET. IFICA. TAX. 
ICU. lUA. lUD. IINS. ISTCK. IMISC 


CHECK PAID INDICATOR TO SEE IF CHECK WRITTEN. 
FdPD - 2> 650.651.650 


PUT TOGETHER CHECK REGISTER INFORMATION. 


651 T-T + CNET 
I»I+ I 

GO TO (601.602.603) .1 

601 IDl-NCHCK 
ID2-NUM 

CALL MOVE (NAME. 1.9. I D3.1) 

RNET1«WH0LE(CNET + (CNET / ABS(CNET)) » 0.5) / 100. 
GO TO 650 

602 I04-NCHCK 
ID5-NUM 

CALL MOVE (NAME. 1.9. 106.1) 

RNET2«WHOLE(CNET + (CNET / ABS(CNET)) * 0.5) / 100. 
GO TO 650 

603 I07-NCHCK 
lOSaNUM 

CALL MOVE(NAME.1.9.ID9.1) 

RNET3»WHOLE(CNET + (CNET / ABS(CNET)) * 0.5) / 100. 


WRITE A LINE OF CHECK REGISTER FOR THREE EMPLOYEES. 

WRITE(3.110) 101. 102. 103. RNETl. 104. 105. 106. RNET2. 107. 108 
1 109. RNET3 

110 FORMAT(3(3X.I5.1X.I5.1X.9A2.1X.F6.2) ) 

I-O 


PAY06 

PAY06 

PAY06 

PAY06 

PAY06 

PAY06 

PAY06 

PAY06 

PAY06 

PAY06 

PAY06 

PAY06 

PAY06 

PAY06 

PAY06 

PAY06 

PAY06 

PAY06 

-PAY06 

PAY06 

PAY06 

PAY06 

PAY06 

PAY06 

PAY06 

PAY06 

PAY06 

PAY06 

PAY06 

PAY06 

PAY06 

PAY06 

PAY06 

PAY06 

PAY06 

PAY06 

PAY06 

PAY06 

PAY06 

-PAY06 

PAY06 

PAY06 

PAY06 

.PAY06 

PAY06 

PAY06 

PAY06 

-PAY06 

PAY06 











PAGE 04 


c 

■ HAVE WE PROCESSED THE 

LAST 

EMPLOYEE RECORD 


PAY06 

c— — 

• YES - 657 




PAY05 

c — 

■ NO - 655 




PAY05 






PAY06 

650 

L<L * 1 




PAY06 


IF(L “ LAST) 655>655i657 



PAY06 

C-— . 


• 4. ■ 



• - -PAY06 

c 





PAY06 


• IF THERE IS A PARTIAL 

LINE 

TO WRITE (615). WRITE 

IT. 

PAY06 

c— — 





PAY06 

657 

IF(I) 604>604i61S 




PAY08 

615 

GO TO (6051606) •! 




PAY06 

605 

WRITEOtllOl ID1< I02i 

ID3t 

RNETl 


PAY06 


GO TO 604 




PAY06 

606 

WRITEOillOl I01< ID2> 

I03> 

RNETl. 104. IDS. 106. 

RNET2 

PAY06 

c~ 


• • ■ 



- - -PAY06 

- 




PAY06 

C— — WRITE THE PLANT TOTAL 




PAY06 

C 





PAY06 

604 

T»WHOLE(T + (T / ABS(T)) * 

0.5) / 100. 


PAY06 


WRITEOtlll) T 
111 FORMAT(//50X** TOTAL 


PAY06 

PAY06 

-PAY06 

PAY06 

PAY06 

PAY06 

PAY06 

-PAYOb 

PAY06 


VARIABLE ALLOCATIONS 


ICOL <0038 
INS <0050 
TOTSP<OOCO 
OTERN<OOOE 
I0ATE<0101 
TAX <0154 
L <015E 
NSEX <0168 
NUA <0172 
ICU <017C 
107 <0186 


IWVA <005B 
IN6 <005C 
CKMAX<00C3 
8NERN<00E1 
103 <010A 
IC <0155 
I <015F 
NRATE<0169 
NSTK0<0173 
lUA <0170 
108 <0187 


MUNC <005B 
FIBRE»0072 
TGRS <00C6 
OTHER<OOE4 
106 >0113 
NOPLT>0166 
NUM >0160 
LYRHR<016A 
INIT <0174 
lUO >017E 


78 

650 


STATEMENT ALLCATIONS 
1 «019F 2 <01A7 

76 <0280 77 <0286 

602 <0369 603 <038C 

FEATURES SUPPORTEO 

ONE WORO INTEGERS 
EXTENOEO PRECISION 
IOCS 

CALLEO SUBPROGRAMS 
MOVE WHOLE EABS 

SIOF SIOI PAUSE 

REAL constants 

•QOOOOOOOOE 00<0188 

integer constants 

1<0191 2<0192 

30<019B 3<019C 


CORE REQUIREMENTS FOR PAY06 
COMMON C VARIABLES 


END OF COMPILATION 


■OIBA 

>028C 

•0300 


LBO >005B 
QRTO <0084 
TNET <00C9 
HOLDY<OOE7 
109 <011C 
KARO <0167 
NSTAS<0161 
NCU <016B 
IPO <0175 
I INS •017F 


<01F3 
<0292 
<0 30C 


LBT <0056 
YTO -OOAE 
T <00CC 
VACA <OOEA 
ISUPPS0129 
ICHCI<;«0156 
N0UES=O162 
NCUDD>016C 
IFILL<0176 
ISTCX<0180 


LMC 


111 

80 

615 


»01FF 

<0298 

»03EO 


'005B 
TA <0081 
GR05S<00CF 
SICX -OOED 
ITOT <0134 
IWEEX<01S9 
NWXMP<U163 
NCHCX=015D 
IVRAT«0177 
IMISC<0181 


99999<0220 
81 <0298 
605 <03E6 


INI <005C 
TB <0064 
RGMRS<00D2 
CNEI »OOFO 
NAME <0130 
ICNT .OISA 
NWKP0<0164 
NADWH<01&E 
I0TRT<0178 
101 <0182 


51 <0246 
83 <02A2 
606 <03F5 


IN2 <005C 
TOTRG<OOB7 
OTHRS<0005 
RNET1<OOF3 
NOWK <0140 
INDX <015B 
MAR =0165 
NSTCX<016F 
KO <0179 
102 <0133 


52 <024A 
655 <0280 
604 <Q40B 


IN3 <005C 
TOTOT<OOBA 
BNHRS<0008 
RNET2<00F6 
NSSAN<0143 
ILST <015C 
NXMPF<ul66 
NINS <0170 
IFICA=017A 
104 <0184 


<0250 

<0333 


IN4 <00 5C 
TOTBN<0060 
RGEi<N<O00B 
RNeT3<00F9 
COMP <0153 
LAST <0150 
NXMPS<0167 
NMISC<0171 
L0 CAl<017B 
105 <0185 


<0258 

<0346 


EAOO 

CAR02 


EMPY 

PRNT2 


EOIV 

SOFIO 


ELD 

SOREO 


ESTQ 

SOAI 


EPVR 

SOAF 


WRTY2 

SOF 


SRED 

SOI 


SCOMP SFIO 


>500000000E 00<018B 


.lOOOOOOOOE 03<018E 


6>0193 

0<0190 


25<0194 

9<019E 


392 PROGRAM 
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// JOB 

// XEO PAY05 3 

»FILES( 1 .COLFP) . ( 2*WVAFP) , ( 3 ♦MNCFP ) . ( 4 *LBOFP ) . ( 5.LBTFP) » (6.LMCFP) » 
*FILES(25.PIiNFO) . 

#FILES( 101 » INDXl ) . ( lO?* INDX2 ) . ( 103* INOX3) » ( 104» INDX4) * ( 105* INDX5) . ( 106* INDX6) 
1022168021568 00400000CO 165000010500012700 


Input cards 



• 






CHECK REGISTER 





] 




FACTORY 

PAYROLL THE 

CONTAINER 

CORP. 

W/E 02-15-68 





• 

CHECK NO 


NAME 

AMOUNT 

CHECK NO 

NAME 

AMOUNT CHECK 

NO 


NAME 

AMOUNT 1 

• 

1 

1001 

ROBT B BADEN 

86*08 

2 

1002 JOHN A HORN 

83.55 

3 

1003 

ROBT L SHORES 

61.44 \ 


4 

1004 

JOHN W CUSSEN 

86*26 

5 

1005 JOSEPH MONTANO 

142.58 

6 

1016 

DONALD MILLER 

129.33 \ 


7 

1107 

A E TAYLOR 

113.63 

8 

1216 DAVID A HUBBARD 

68*A8 

9 

1347 

FRANK T DOLEN 

81.53 

• 

10 

1603 

AL REYNOLDS 

123.97 








• 






TOTAL 996.85 





J 




// JOB 

// XEO PAY06 3 

*FILESI liCOLFP) •(2iWVAFP)<(3iMNCFPI • U (LaaFP ) « ( 3 iLBTFP ) • (6>LMCFP) • 

*FILES( 25.PINFO) . 

*FILES< lOlt INDXll •( 102>INDX2) • (103iIN0X3) > ( 104 • INOXA) > ( 105> INDXSI . < 106> 1 N0X6 ) 


Output on printer 
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IBM 1130 MACHINE SETUP SHEET 

PROGRAM 

NAME: 


PROGRAM 

NUMBER: 

PROGRAM 


APPROXIMATE 

DESCRIPTION: 

RUNNING TIME: 


TYPE OF PAPER 

PRINTER 


NO. OF COPIES 


/ 


CARRIAGE TAPE 





SWITCH 

SETTINGS 


INPUT 

CARDS 


DRIVE NUMBER: 


CARTRIDGE 

ID: 


SWITCH 

UP 

DOWN 






SWITCH 

UP 

DOWN 


SWITCH 

UP 

DOWN 


fXTOMTRoL 
I TOTAL.S 

///)<EQ PAV(%_ 

WjoE L_ 



FOR PAUSES AND ERROR MESSAGES SEE ERROR RECOVERY SHEETS 






























IM 



miERNATIONAl BUSINESS MACHINES CORPORATION 

PRINTER SPACING CHART 

^ -J 

1 

1 

DESCRIPTION 

FIELD HEADINGS/WORD MARKS 

8 Lines Per Inch 

IBM 407, 408, 409, 1403, 1404, 1443, and 2203 

Print Span ; ■ 




■■l■l>«■lllll 

lllll»IUIIU 

niiiMmin 
■III »4miii 

Mllllll 

Mllllll 
»4iiiii;< 
»«iiiii 
»4IIIIII 
IWIIIII 
lUIIIIII 

»4IIIIII 
» 4 IIIIII 
»4IIIIII 
>4111111 
>4lllllh 
>4111111 
>4UIIII 

>4111111 

■■l■l>4■lllll 

l■l■l>4■lll■l 

Ill■n 4 ■lllll 

lll■l> 4 l■llll 

■■l■l>4■ll■■l 

■llll>4llllll 

■■■■l> 414 IIW 


■III 

nil 

■III 

■III 

■III 

nil 

ill 

■III 

■III 

■III 

■III 

■III 

mi 

■III 


MMlEQniniiiwinmnniiHnniniinnnm 
j^HBlEaBiEHiikiiHniniiiiiuniHi ■■■■■■■■■ 


■■■■II 4 IIIIII 

■IIIIMIIIIII 

■IIIIMIIIIII 

■■I■I> 4 IIIIII 

■IIIII4IIIIII 

l■■■l>4■■■lll 

IIIIIMHIIII 


IIIIIMIIIIII 

■IIIIMIIIIII 

■IIIIMIIIIII 

■■■■IMIIIIII 

IIIIIMHIIII 

IIIIIMHIIII 

IIIIIMHIIII 

■IIIIMIIIIII 

IHHMIHIII 

■IIIIMIIIIII 

IIIIIMHIIII 

■■IHMHHII 

IIIIIMHIIII 

IIIIIMHIIII 

■IIIIMIIIIII 

IIHIMIHIII 

IIIIIMHIIII 

mHiiSiim 

IIIIIMHIIII 

IIHIMIHIII 

■IIIIMIHII’ 


«■■■■■■ ■■■■■■■■■■■■■HMHniHHHnHnHuni 

lEHIIMH ■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■Ml 
■■■■■■■■^ ■■■■■■■■■■■■■■■■■■H^^^^^^^^I^I^^^^^B^a^L 
lamKMMU MnMmmmMamMMnMmMauuMMaaBMMMa 
iBmaaaa ■■■■HaiaaaaaaaaaaHaaaaiaaaHiaaaaaiaiaa 
iDsaaaaa ■■■■■■■■■■■■■■■■■■HaaaaaaaaiaiHaaaaaiaa 
iBBaaMi ■■■■■■■■■ ■■■■■■■■■■■■■■■■MBBBBaaaaaaaaa r 

inSSalHiaHaiitliiiiiiiiiiiHiiiiiiiiiiiHiiiiiiii 

~;ii]Baa'<i'i: r oa^ 1 1 ; :< » la'i ■ ; * : ; ; ;•■■■ 1 :== = ==== = ="====== 

nm ■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■Haaaaai ■■■ 

liHB atiyT :.''\'k'ia«iii'4a'v<iia-4i'ja:*y> 3B=:==s:s=:=:==: zm 

— ■■■■■■■■■■■■■■■■■■■■■■■MaaaiaaaaaMaaaaaa ■■ 

~ iM'v^iia:>:iHaiaHaHi!!Haa?iivi*iii;:yaaai ~~ 

^■■■■■■■■■■■■■■■■■1 


■lEia 

liQII 

■(BRL 

■IBB 

■loa 

■EI3B 

HUB 

■EBB; 


■■■■■■■■■■■■■■■■■■■■■■HaaBaaiiaHaBa ■■■■ 

■MBiaailaaaBBaBaaBBBBBBaBaiaBBBBBBH 

■■■■■uaiaBBBaaiaaiaBBanBaraaaaaBBBa 


■■■■ 

■■■■ 

■■■■ 


■EBBBBBBBifiaaaiBBBaiaiaaBaaaaaari 

lEaBBBBiBiriaaaaBBBBaBaaaaBBBBaBBLiaaaaBBaBaaaaaa ■ 

s^sssssssMSKssssKssHsssssn ~ 

■EQBiBaBBBiraaaHBBBaBaiaBBaBBaaar/aBBaaBa ■■■■■■ „ 
H□■■■||■■■l■■■■HB■■■■■■H■■■■■n(■■■■■B■H■■■■■ B 
■■■■■■■■■■■■■HaaBaaBkaHaBH ■■■■■■ ■ 


ICBBBBBBBII 
■DiBBaaMin 
■EBBBaa Mil 
icEiBBaa ■»' 

lEaBBBB ail 
■caiBaa airi 
■EQBaaa Bin 
iraBiaa ■■> 

■EnBBaa an 

lEQaiaaa airi' 

■^■■■a am 
lEoaaaa ■■■ 

■EEiaaaa ■■■ 

■EBBaaa ■■■ 

iBiaaaa ■!■!■■■■■■ 
I^Biaa all !■■■■■■ 
iBaaaaBBaiajaaaaaa 
■B]aaa>’i)''<':ii':ii:ai'<':<>:i>'.w 

■QiaiaaaaaiaaaaaaaB 

iBia ■■■■■■■■■■■■■■ 


iiiiiai 
-Jinai 

M r/iiai 

ll■■■L__ 

■■!'■■■■■■ 


■■■■■■■■■a an »■■■■ 


■■■■■a B 


■■I 

HI 

Eai 


SSSHBHL 

■■■■HBIH 

■■■iii^^M 


■HHiMHI 

■»x«<>:«i.i.:4_ 

■■■-»:«aai*« 

■HI 


HH 

■■■■ 

SKS 

HH 

■■■■ 

■■■■ 

■■■■ 


Gk I 

■■■■■■■■■■■»' 


IBBBH BEIBHa BagElDBHaBBBBB DBBBBBQIilBQDBElDBQQBQEDBBDBSQEiBBI 

■■ ■■■■HBMBaaBMaBM ■■■■■■ aanaaaaaaaaaaa ■■■■■■w 




■nipmiH ■HIMil 

'> 11 :' 


VI 


la ■ 


■■■HI 
~ ana 
HH 

ana 

SHI. 

■■■■ 

■nn 

mar 

HH 

HH 

HH 

nan 

HH 

■in 

■an 


■n^HBi 


IHHHM 
■■■■■Hi 

^HHHII 

■■■■■■■■■HHHHII 


■■■■■■■ ■■■■■■■■■naBHaHH 


■■■■Hil 

■■■■■■n 

l■■■■■■■l 
IHHHW 

^■■■■■■■1 

IHHHHHHHHHHHHHHHI 


m 


nHHHHHHHHHHHHHHHHHMHHHHail 
■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■U 
■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■II 

^■■■■■■■■■■■■■■■■■■■■■■IHHHII 

j■■H■■■■■■■■■■■l■■■■■■■■■■■■■ll 

rnllllllHllllnlilllllnlllilllllllllHHSnnHaniiHaEiiHiSSSSii 

ll■!■■■■■■■■■■■rl■■■■■■■H■■■■■■■■■■■■■■■■■H■■■■■■■■■■■■H■■■■■■■■■■■l 1 

&ai■■■■■n■^■lln■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■n■■■■■■■n■■■■■■■■l 

l■■■■HI■■■■■H■■■■■k'■■■■■■HHH■■■■H■■H■H■■■■■■■■■■■■■■■H■■■■■■■H■■■] 

I■«■■HH■»■M■■^■■■■^H^■■^■■■■■■■■■■■■■■■■■■■■■M■■■■■■■^■■■^■■■■■■I1 

(l■■■■■n■■■■■■ra■■■■■■^■■■■■■■■■■■H■■■■■■■■■■■■■■■■■■H■■■■H■H■■■l 
l<HaHnanHB1IHHHaHHHHHHnaHHHHHHHmaBaHHHHHH) 
l■■l■■■■■■■■■na■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■■H■■■■■■■■■■■■■■■■■■■J 


IHIHHHaHnHnHHHHHHHI 
■“■JMHH 

"“™ HS58USI 


■HI 

^^Hll 

lUHIHH 

~ raHHHHHIHHHHH 

riHHIHH 

111 ■■■■■■■ 

II I 

ini 

la HHIH 
' ' ■■!■■■■ 

]■■■■■■■ 

- . . :i'i lira. ■>x<':i>:4>>:<ai^>;<nHHnnnHnn 

■HHH HH ■■■■■■■■liHHHHHHHHH 
■■■■■■a ■■■■■i■l■■■l■f■nH■■■■■■■■■■■■■■ 


lH■!■■■■■■■■■■■■■■■■■■■■■■■■■r| 

l■HiHH■■HHHHHH■■■■■■■M| 

IH■■■■■■■■■^■■■H■■■■■■■■■■■■l| 


HHHHHHHHHHHHIHHM 

■■■■■■■■■■■■■■■■■■■■■■■■■■■HU 

■■■■■■■■■■nHIHHHHHHHn 

IHH■■■■■■■■■■H■■■H■■■■■■■■U 

aHHHHHHHHHHHHIHHU 

■■■■■■■■■■■■■■■■■■■■■■■■■■■HU 

■■■■■■■■■■■■■■■■■■■■■■■■■■■HU 

■■■■■■■■■■■■■■■■■■■■■■■■■■■HU 

lH■■■■■■■■■■■■■H■■■■■■■■■■■■n 

^SIHHHHHHBHHHHHHII 





Section Subsections 









VARIABLES 


NAME 

MODE* 

No. of Words 

INPUT/TEMP 

OUTPUT 

MAX. 

VALUE 

MIN. 

VALUE 

A 

B 

a 



\ 

flA/f 

B 

a 


yxx)( 
X/. yy 


z 


/ 

/■ 



IC 

7 

/ 

7 

- 

- 

fCOt 

B 

fl 

T 

2S0 

/ 

iD^re 

a 

a 

SB 

- 

- 


a 

a 

Ea 

- 

- 

lA/oa 

ss 

22 


- 

- 

I//£>3 



la 

- 

- 


AZ 

22 


- 

- 

1/ 

a 

B 


/ 


ZA/OX 

/ 

/ 

/■ 

/ ^Ap 

/i3/ 

TAJir 

a 

a 


</ 


lA/l 

a 

a 

r 

2^0 


IA/2 

a 

a 

A/ 

- 

- 

Ia/3 

a 

a 

m 

- 

— 

ja /4 

/ 

/ 

A/ 

- 

- 

lA/Z 

a 

a 

N 

- 

— 

lAJO 

a 

a 

/V 

- 

— 


a 

a 

o 

20 

/ 

' 


‘Mode: I = integer, R = real, D = decimal, A = al| 
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Subsections 


Page 


35 20 10 133 


J 1130 COMPUTING SYSTEM 

VARIABLE SUMMARY SHEET 



Application /2^//2ZAA 3/S 7ZA/ 

Date ^/ao/67 

Program Name ^2 / 

xA//cA 

^0- /O^y Programmer 


FUNCTION OF VARIABLES 


l/5ec/ /o ^<7/c£//a^ /ssf/^ 




^ /^A/2 


/ / y 

£/a/e 


2 ^ 


3 


///7€^ of zheoc///? 


Z/7c/ex ///e /7^/773^r / a /a r?/ /?c>. / /oo^ 


l/^/on /r?///o// oy? /^€$ 


Zau/c/o /e/7 / /o ZA/1 


Zgo/tyo/er?f /o I A/ 1 


fg///i/e7 /er?/ ^ /a/I 


A^^a/^a/e/?/ /o I 


Z~<9C'y07(^/AA?/ /^ ZA// 


Pooe /7y^/er 












































































NAME 


VARIABLES 


MAX. 

VALUE 


MIN. 

VALUE 


IBM 


1130 COMPUTING SYSTEM 


VARIABLE SUMMARY SHEET 


Application SYSTfyf Date fAoAy 


Program Name 


94/ 


No. yi^y^^Pr^rammer 


FUNCTION OF VARIABLES 


IP/? 


IS 5 A A? w 


ISUPP l\/3 


ZAi/YA I 


i^sr 


/so 


/ST 


///VS 1/ 


//^C 


151 I 


/ys'/zs 


AfAS I 


AfPCO 


/fp/r I 


MVA/C 


A/ 


//AS/1/// 


o 


o 


O 0 


T 230 / 


r XXX 0 


/V 


// 


T so 


I/iS/^a^s o/ re^(p/V //? ^r^c/e 





2S0 

2SP 

/ 

p 

2 

/ 

Zj/p 

P 

// 

P 


Sc/p/>/err7e/7/^ / />Qy 


Soc//(/^/<r/7/ lOOL 


/as/ reaa/^ /ya/Ty/^/' /n f//e 


£ /ey? / /o lO S/ 


SCO/. 


//y?e cac/yj/ 


Sac/zucf/ey)/ /^ ZCO/ 


/as/ reaorc/ /7c/a7/er /O a ///e 



/////77/><ry- o/ ^/77/y/ayees /"^/?a/'/^a/ayr Oa/77aap 




P/a/?/ 


Alc/z/ano / ^///?/a/P/Oa a/vac/^Z 



m 

a 

m 

- 

- 

p?rea/^ oA/aca/^P space /a/' naypps 

A/yycK 

B 

fl 

0 



CAec/ /?c//n 6 er /jsec/ Par /f^/s £/77p/a yee 

A/CC 

a 

fl 

IBI 

m 

p 

Crcc/// ///?/ 0/7 <VeVac/oy} 

*Mode: 1 = integer, R = real, D = decimal, A = alphabetic 
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VARIABLES 

IBM 1130 COMPUTING SYSTEM 

NAME 

lU 

Q 

O 

5 

No. of Words 

INPUT/TEMP 

OUTPUT 

MAX. 

VALUE 

MIN. 

VALUE 

VARIABLE SUMMARY SHEET 

Application PA)^P0LL SY^TSXf Date 

' ^ /C//cX 

Program Name 7 1^®. Programmer 

FUNCTION OF VARIABLES 


s 

a 




MX0?/7/Xi/y pA/'e</// 

A/Pi/fS 

a 

a 


XX MX 


Mi/cs ^aMc/cZ/Cir? 

//lA/S 


/ 

m 

XX. XX 


Sr7si/ra/7ce p/e Mi/ c/^ 0/7 

A//VI5C 

/ 

/ 

o 


wm 

p//.5i:e//0?/y£i7i^s M£’/i/c//o/7s 

/Aypprs 

a 

a 

m 


/.pp 


A/S^X 

a 

a 

m 

3 

/ 

Sex - //- /€/77e/e 1 /2 • /7P(?/^X fs - Art/c Me r) 

A/SS^a/ 

a 

a 




£/vpXcn/e€ s////S-/2- 1 // 7 / 0 / 7 ), f2./rHc/Yer) 

A/STAS 

/ 

/ 

o 

3 

1 

£/77/0/a yp'e :$/o A/S - Y 0 - /////PPp/J, Y2 /rt^Per7(3-/70/7 - 
/a/// T/zr/e ) Y4-P0/?‘ i//7/on. /:k3rX rZ/fre 1. /s -Xer/Tt/r/et^) 

A/src< 

a 

a 

m 

xx.xx 


'X yri ^ // ^ y^\ “M 

SXock Mec/ucf/or? 

A/sr/co 

I 

/ 

o 


pi 

X/ap/AXi/ ^/ocJy c/e/i/c/Xo/ys 

A/^A 

a 

a 

m 

xxxx 

0 

S/7//e</ ApP^^/ MeMt/cZ/^/TS 

A/L'Af 

I 

/ 

m 

xxxx 


r ^ 

Yf/ocM /72//r7X0Pr 


a 

a 

a 


0 

A/i/zpA^’P 07/ Zi/epXy p/77/o/z0xeM 

A/WACPD 

/ 

/ 

0 

ra 

wm 


A/yHPf 

a 

a 

a 

/7 

wm 

Se/eroJ /fye'/77p// h/?s 

/VXA/PS 

a 

a 


/7 

mi 

J’/eXe exif/77///o/?s 


(p^erp 



xxxxx 



roT^ 



roTB 
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VARIABLES 


§ 2 MAX. 

>5 5 5 VALU 
V Q. O 


J 1130 COMPUTING SYSTEM 

VARIABLE SUMMARY SHEET 


Application pPY^OLL SyST^Yi 

Date 9/zo/a7 

Program Name ^ 

- /C/ycJc 

No. /54x^y Programmer 


FUNCTION OF VARIABLES 






7o/^/ per 


TO TO 


YTD 


“Mode; I = integer, R = real, D = decimal, A = alphabetic 
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Initialize 

Variables 


Read Plant 
No., Date, 
Page No. 


Has N 
Last Plant 
Been Proc- 
essed 




Read an 
Employee 
Record from 
" Disk , 


Add to Total 
and 

Setup Line 



Is N, 
This the 
Last Employee 
\ / 


133 









nr»r>r>r>onr»nnnr>r>nr>nr»nr>nnrirvnrmr> 


// FOR 

* IOCS(CARD»TYPEwRITER» 

* NAME RAy09 

* ONE WORD INTEGERS 

* EXTENDED PRECISION 

* LIST ALL 


1132 PRINTER. DISK) 


PAY09 

PAY09 

PAY09 

PAY09 

PAY09 

PAY09 


JOB NAME 

•• 

PAYROLL SYSTEM 

- 941 REPORT 



PAY09 

JOB NUMBER 


PAY09 





PAY09 

PAY09 

PROGRAMMER 

•- 

C.R.KLICK 





PAY09 

DATE CODED 


02/03/68 





PAY09 

DATE UPDAT'ED 


FILE 

FILE 

RECORD 

NO. OF 

RECORDS 

PAY09 

PAY09 

PAY09 



NAME 

NUMBER 

LENGTH 

RECORDS 

PER SECTORPAY09 

INPUT ) ILES 

— 

1. COLFP 

1 

160 

250 

2 

PAY09 



2. WVAFP 

2 

160 

90 

2 

PAY09 



3. MNCFP 

3 

160 

200 

2 

PAYQ9 



4. LBOFP 

4 

160 

50 

2 

PAY09 



5. LBTFP 

5 

160 

150 

2 

PAY09 



6. LMCFP 

6 

160 

30 

2 

PAY09 



7. INDXl 

101 

1 

250 

320 

PAY09 



8. INOX2 

102 

1 

90 

320 

PAY09 



9. INDX3 

103 

1 

200 

320 

PAY09 



10. 1N0X4 

104 

1 

50 

320 

PAY09 



11. IN0X5 

105 

1 

150 

320 

PAY09 



12. INDX6 

106 

1 

30 

320 

PAY09 

PAY09 

OUTPUT FILES 


NONE 





PAY09 


— — ALLOCATE ARRAY STORAGE 


EQUIVALENCE 


C— 

c-> 

c — 

C — ' 


-PAY09 
PAY09 
PAY09 
PAY09 
PAY09 
)PAY09 
PAYD9 
PAY09 
PAY09 
PAYG9 

1(250. 160.U.IC0L) . 2(90. 160. U. IWVA) . PAY09 

3(200. 160. U. MUNC) . A ( 50 » 160 .U .LBO ) » PAY09 

5(150. 160. U. LBT) . 6 ( 30 . 160 .0 . LMC) . PAY09 

101(250. l.U. INI ) . 102(90.1.U.IN2) . 103 ( 200 . 1 .U. IN3 ) .PAY09 
104( 50.1 .U. IN4) . 105( 150.1.U.IN5) . 106 ( 30 * i »U . IN6 ) 

( ICOL. IWVA. MUNC. LBO. LBT. LMC) . 

( IN1.IN2.IN3.IN4.1N5.1N6) 


DIMENSION IDATEO). IHD1(22)» IHD2(22). IHD3(22). IHDA(22). 

I ISSAN(9). ISUPP(13). NAME(9). NSSAN(3). QRTD(6). YTDdA 

- DEFINE the FILES FOR THIS PROGRAM AS DESCRIBED ABOVE. AND 

- EQUIVALENCE THE VARIABLES FOR THE NEXT RECORD NUMBER. 

DEFINE FILE 


■ INITIALIZE VARIABLES AND READ PLANT NO,. DATE. AND PAGE NO, 
IL=164A8 



134 









PAOE 02 


C — — PAYU9 

1000 REA0(2»1) N. IDATEt IPAGE PAY09 

1 FORMAT( I1*AI2) PAY09 

C — - — -PAY09 

C— — PAY09 

C. IS THIS THE LAST PLANT. PAY09 

C— — YES - 99 PAYC9 

C — NO - UO PAY09 

C— — PAY09 

IF(N) 99.99.100 PAY09 

100 IF(N - 6) 110.U0.99 PAY09 

- -PAY09 

C- PAY09 

C--.— read the plant NAME AND ADDRESS* AND INITIALIZE THE REMAINING PAY09 
Q — — VARIABLES. AND WRITE PLANT INFORMATION ON TOP OF FIRST PAGE* PAY09 

C— — PAY09 

110 READ(2.2) IHDI. IHD2. IHD3. IHDL PAYC9 

2 FORMAT(22A2 ) PAY09 

Q PAY09 

MPCO=»0 PAY09 

MPLYsO PAY09 

TOTAsO. PAY09 

T0TB=0. PAYC9 

TOTC^O. PAY09 

T0TD=0. PAY09 

LINEsO PAY09 

WRITE(3.3) IL. IHDI. IDATE. IPAGE. IH02. IHD3. IHOA PAY09 

3 FORMAT(A1.2X.22A2.2X.2 ( 12. ) .12 .lOX. 12/ (3X.22A2 1 ) PAY09 

WRITE(3.0) PAY09 

8 FORMAT ( ' 1 U PAY09 

IL»-3776 PAY09 

IPAGEsIPAGE -f 1 PAY09 

iNDXaN + 100 PAY09 

GO TO (131. 132. 133. 134. 13S. 136) .N PAY09 

131 LST=2S0 PAY09 

GO TO 140 PAY09 

132 LST»90 PAY09 

GO TO 140 PAY09 

133 LST=200 PAY09 

GO TO 140 PAY09 

134 LST=50 PAY09 

GO TO 140 PAY09 

135 LSTslSO PAY09 

GO TO 140 PAYC9 

136 LST»30 PAY09 

C PAY09 

Q get the NUMBER OF EMPLOYEES PAY09 

C PAY09 

140 R£AD( INDX'LST) LAST PAY09 


135 









PAGE 03 


Q _____ ________ _PaY09 

c PAY09 

C READ AN EMPLOYEE RECORD FROM DISK. AND DECIDE IF IT COUNTS. PAY09 

C— PAY09 

DO 275 I=1»LAST PAY09 

READ(N'I) NUM. NAME. NSSAN. NSTAS. NDUES. NWKMP. NWKPD. MAR. PAY09 

1 NXMPF. NXMPS. NSEX. NRATE. YTO. QRTD. LYRHR. NCU. NCUDD. PAY09 

2 NCHCK. NADWM. NSTCK. NINS. NMISC. NUA. NSTKO. ISUPP. INIT. IPDPAY09 

C- — — PAY09 

C IF RECORD COUNTS - 150 OTHERWISE - 275 PAY09 

C — — PAYJ9 

IF(QRT0(1)) 150.275.150 PAY09 

Q ________________________________ -PAY09 

C PAY09 

C THIS ROUTINE CONTROLS THE PAGE FORMAT. IF AO LINES HAVE BEEN PAYQV 

C PRINTED PUT HEADINGS AT TOP OF NEXT PAGE. OTHERWISE DO NOTHING. PAY09 

C PAY09 

150 IFILINE - AO) 170.170.160 PAY09 

160 MPCO»MPCO ♦ MPLY PAY09 

TOTC=TOTC ♦ TOTA PAY09 

TOTD=TOTD + TOTB PAY09 

T0TA = WH0LE{ TOTA (TOTA / A8S(TOTA)) * 0.5) / 100. PAY09 

T0TB=WH0LE( TOTB + (TOTB / ABS(TOTB)) * 0.5) / 100. PAY09 

C PAY09 

C WRITE TOTALS AT THE BOTTOM OF THE PAGE. PAY09 

C PAY09 

WRITE(3.5) MPLY. MPLY. TOTA. TOTB PAY09 

5 FORMAT! ' 1 ' »30X. I2.8X. I2.7X.F9.2.AX.F9.2) PAYOV 

MPLY-0 PAY09 

C PAY09 

C next PAGE PAY09 

C PAY09 

WRITEO.A) IHDl. IDATE. IPAGE. IH02. IH03. IHDA PAY09 

A FORMAT('l ' .22A2.2X.2( 12.'-' ) .I2»10X.I2/{3X.22A2) ) PAY09 

WRITE(3»8) PAY09 

LINE«0 PAY09 

IPAGE=IPAGE + 1 PAY09 

T0TA=0. PAY09 

T0TB=0. PAYC9 

C _____ __________ -PAY09 

C— PAY09 

C ADD EMPLOYEE INFORMATION TO TOTAL AND SETUP DETAIL LINE. PAY09 

C PAY09 

170 A=NSSAN(1) PAY09 

CALL PUT( ISSAN.1.3.A * 10. .5. .1) PAY09 

A=NSSAN(2) PAY09 

CALL PUT( ISSAN.A.5.A * 10..5..1) PAY09 

A=NSSAN(3) PAY09 

CALL PUT( ISSAN.6.9.A * 10..5..1) PAY09 
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A=660000. - (YTD(l) - YT0(5)) 


PAY09 

• 



IF(A) 180»ie0.175 


PAYC9 1 



175 

FICA»QRTD( 1 ) - QRTD(6) 


PAY09 \ 




GO TO 195 


PAY09 \ 

• 


180 

FICA=A + QRTD(l) - QRTD(6) 


PAY09 \ 




IF(FICA) 185.195.195 


PAY09 



185 

FICA = 0. 


PAY09 

• 


195 

TOTA»TOTA + FICA 


PAY09 / 




TOTB=TOTB + QRTO( 1 1 


PAY09 / 




FICA=WH0LE(FICA + (FICA / ABS(FICA)) * 

0.5) / 100. 

PAY09 / 

• 



QRTD(1)< .VH0LE(QRTD(11 + (QRTD(l) / ABS ( QRTO ( 1 ) ) ) *0.5) / 100. 

PAY09 / 




MPLY»MPLY + 1 


PAY09 / 




LINE=LINE + 1 


PAYC9 

• 

c- 

— 



-PAY09 


c- 


- 


PAY09 \ 


c- 

— 

- WRITE A DETAIL LINE AND GO BACK FOR ANOTHER EMPLOYEE. 

PAY09 \ 

• 

c- 

— 

- 


PAY09 \ 




WRITE(3.6) ISSAN. NAME. FICA. QRTD(l) 


PAY09 



6 

F0RMAT(3X.3A1.1X.2A1.1X.AA1.7X.9A2.11X 

.F9.2.4X.F9.2) 

PAY09 

• 

c- 


- 


PAY09 


c- 

— 

“ GO BACK 


PAY09 


c- 




PAY09 

• 


275 

CONTINUE 


PAY09 


c- 

— 



-PAY09 


c- 

— 

- 


PAY09 

• 

c- 


- THE PROGRAM WILL AUTOMATICALLY GO THRU HERE WHEN THE LAST EMPLYEEPAY09 / 


c- 


- HAS BEEN PROCESSED. CREATE AND WRITE 

PLANT TOTALS ON REPORT. 

PAY09 


c- 


- 


PAY09 

• 



TOTC=TOTC + TOTA 


PAY09 




TOTD»TOTO + TOTB 


PAY09 




T0TA = WH0LE( T(DTA + (TOTA / ABS(TOTA)) * 

0.5) / 100. 

PAY09 

• 



TOTB*WHOLE( TOTB + (TOTB / AflS(TOTB)) * 

0.5) / 100. 

PAY09 


c- 


- 


PAY09 


c- 

— — 

- WRITE 


PAY09 

• 

c- 


- 


PAr09 




WRITE(3.5) MPLY. MPLY, TOTA. TOTB 


PAY09 


c- 

— 



-PAY09 

• 

c- 


- 


PAY09 


c- 


- CREATE AND WRITE PLANT CONTROL TOTALS 

ON CONSOLE AND GO BACK FOR 

PAY09 


c- 


- ANOTHER PLANT 


PAY09 y 

• 

c- 

... 

- 


PAY09 / 




MPCO=MPCO + MPLY 


PAY09 / 




T0TC*WM0LE(T0TC + (TOTC / ABS(TOTC)) * 

0.5) / 100. 

PAY09 / 

• 



TOTD»WMOLEITOTD (TOTD / ABS(TOTD)) * 

0*5) / 100. 

PAY09 / 


c- 

— 

- 


PAY09 


c- 


WRITE 


PAY09 


c- 


- 


PAY09 




WRITE(1.9) IHDl 


PAY09 

• 



9 

FORMAT(?2A2 » 



^AY09 ^ 
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WRtTE(ltT) MPCO< TOTCi TOTD 
7 FORMAT! I)<2F12. 2) 

C“ GO BACK 

GO TO 2000 


THE PROGRAM COMES THRU HERE WHEN THE LAST PLANT HAS BEEN 
PROCESSED. STOP 


99 CALL EXIT 


VARIABLE ALLOCATIONS 

ICOL >0059 IWVA >0059 HUNC >0059 LBO >0059 LBT <0059 LMC >0059 

IN5 >0055 INS >0055 ORTO >0065 YTD «008F TOTA <0092 TOTB >0095 

I0ATE>00A9 IHDl >006F IHD2 >0005 IHD5 >OOEB IHD9 <0101 ISSAN>010A 

N >0125 1PAGE<012S MPCO >0127 MPLY >0126 LINE <0129 INOX >012A 

NSTAS<012F NOUES>0130 NWKMP>0131 NWKPO>0132 MAR <0133 NXMPF>0139 

NCU >0139 MCUDD>013A NCHCK>013B NADWH«013C NSTCK<013D NINS .013E 

IPO >0143 

STATEMENT ALLOCATIONS 

1 >016C 2 >0170 3 >0173 6 >0185 5 >0188 9 >0193 

100 -OlES 110 <01E8 131 >029C 132 >0252 133 >0256 139 <025E 

160 >02C2 170 >0333 175 >0383 180 >03SF 185 >03A0 195 >03A9 

FEATURES SUPPORTED 
ONE WORD INTEGERS 
EXTENDED PRECISION 
IOCS 

CALLED SUBPROGRAMS 

WHOLE EA6S PUT EAOD EAODX ESUBX EMPY EDIV ELD 

FLOAT WRTY2 SRED SwRT SCOMP SFIO SIOAl SIOFX SIOF 

SDAF SOI 

REAL CONSTANTS 

•OOOOOOOOOE 00>0198 .SOOOOOOOOE 00<019B .lOOOOOOOOE 03>019E 
•660000000E 06>0157 


■SOOOOOOOOE 00<019B 


■lOOOOOOOOE 03>019E 


integer constants 

1699e>019A 2>01SB 6>015C 0>015D 3>01SE 3776<015F 

200>0169 S0«0165 150>0166 30>0167 90>0168 4>0169 


CORE REQUIREMENTS FOR PAY09 
COMMON 0 VARIABLES 


END OF COMPILATION 


328 program 


INI >0055 IN2 
TOTC <0098 TOTD 
1SUPP>0117 name 
LST <0126 LAST 
NXMPS>0135 NSEX 
NMISC>013F NUA 


6 <01A6 9 

135 >0269 136 

275 <03FF 99 


ELOX ESTO ESTOX 
SIOI CARD2 PRNTZ 


•lOOOOOOOOE 02>0151 


1>0160 100«0161 

5>016A 9>016B 


IN3 >0055 
A >009E 
NSSAN>0123 
I >0120 
NRAT£*0137 
NSTR0<0191 


7 >01BA 

190 >026E 


1N9 >0055 
FtCA >00A1 
IL <0129 
NUM >01 2E 
LYRHR<013B 
INIT >0192 


1000 <0107 
150 <02BC 


ESBR EDVR EOVKX 

SDFtO SORED SOAl 


■SOOOOOOOOE 01>0159 


250>Ol62 90<0163 
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// JOB 

// XEQ PAY09 2 

*FILESt 1 *COLFP) , ( 2»WVAFP ) . (3.MNCFP) . (4»LB0'FP ) . ( 5*LBTFP) # (6*LMCFP) • 

*FILES( 101* INDXl ) * ( 102* INDX2) • ( 103* IN0X3 ) • ( 1 OA • 1 NDXA ) • ( 105* 1N0X3) « ( 106* INDX6) 
103316801 

XY2 MANUFACTURING COMPANY 
1642 EAST MIDDLETOWN STREET 
ANYTOWN. SOMESTATE 99999 
013-32-3060 
9 



Input cards 
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rORM MU (Rev. jon. 1966) 

U.f. Treatury Department 
Internal Revenue Service 


CONTINUATION SHEET FOR SCHEOULE A OF FORMS. 941, 941-M, 941SS, OR 943 
REPORT OF WAGES TAXABLE UNOER THE FEOERAL INSURANCE CONTRIBUTIONS ACT 


THE CONTAINER COMPANY 
16A2 EAST MIDDLETOWN STREET 
COLUMBUS, WASHINGTON 999'?9 
013-32-3060 


Type Of prim in this spate employer’s identification number, n 
exactly as shown on the return. 


EMPLOYEE S SOCIAL SECURITY 

ACCOUNT NUMBER NAMEC 

(If number is unknown, kc Circular E) (Pleas 


If this form is used as a continuation 

sheet for Form 94), Employer's An- i 

nual Tax Return for Agricultural p 
Employees, please check here. * ' 


READ INSTRUCTIONS CAREPULLY 

Attach only original continuation sheets to your tax 
return. Do not send a carbon copy to the U.S. District 
Director of Internal Revenue. 


32 3060 
28 A339 
98 2119 
24 4378 
63 8734 
03 2308 
71 0014 
92 7112 
51 1234 
44 5678 


ROBERT B BADEN 
JOHN A HORN 
ROBT L SHORES 
JOHN W CUSSEN 
JOSEPH MONTANO 
DONALD MILLER 
A E TAYLOR 
DAVID A HUBBARD 
FRANK T DOLEN 
AL REYNOLDS 


1831.01 

2202.84 

1906.65 

2286.25 
3176.73 
1342.00 
2233.03 
1923.58 
1475.89 

3142.25 


1831.01 

2202.84 

1906.65 

2286.25 
3176.73 
1346.00 
2241.03 
1923.58 
1475.89 

3142.25 


TOTALS FC« THIS PAGE 
number of employees, 
taxable wages and taxable tips 


*1 21520.23 


FEDERAL COPY 


21532.23 


XYZ MANUFACTURING COMPANY 
10 21520.23 21532.23 
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IBM 1130 MACHINE SETUP SHEET 

PROGRAM f\ Jt i 

NAME: 04! REPORT 

PROGRAM /era's/ /\C\ 

NUMBER: /^/jY 0/ 

PROGRAM 

APPROXIMATE 

DESCRIPTION: 

RUNNING TIME: 


PRINTER 


TYPE OF PAPER 


^4-1 FORMS 


NO. OF COPIES 



SWITCH 

SETTINGS 


input 

CARDS 


DRIVE NUMBER: 


CARTRIDGE 

ID: 


SWITCH 

UP ____ 
DOWN . 



CARRIAGE TAPE 


^41 tape 


PAYROLL 






SWITCH 

UP 

DOWN 


( MO RR 

J | PIPNTS 

^CCdUMT ALO, 



JT 

J 

I CARD 
PL A NT 

fiO£)Re5^ — J 


SWITCH 

UP 

DOWN 


// plpnt 

/ NPMB 

/ I CPRn 

\ ( PtPMT 
' H£AR£R 
I C A RO 

6/ X£(t> ppyo9‘- 

/ — ^ — 

// iOOS 



SOURCE OF INPUT: 


DISPOSITION OF OUTPUT; 


inforfndd.iort ctLt'cfs frot-n 
Z’‘ a/tsk /ram 

A 94/ Ft port “ip OOv&t'Dmzni 

8-/0/} A U id stofy^e 

ChPofrn^Aion CijhsLs 6o /tRe 



FOR PAUSES AND ERROR MESSAGES SEE ERROR RECOVERY SHEETS 
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PAYROLL SYSTEM 
Operation Manual 
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PAYROLL APPLICATION 


JOB DESCRIPTION 

The Payroll System is composed of 16 different runs. From the source documents, produced 
at the six plant sites, cards are punched. These cards are used to store the payroll informa- 
tion on the disk cartridge. 

At this point the system uses cards only for transition between jobs. The input data, 
employee records, is read from the disk and updated before being written back. This gives a 
highly flexible system, in which 1/ O, because of the disk, is very fast. 

The system produces the following reports: 

• Checks and check stubs 

• Check register 

• Payroll register 

• Deduction registers for 


1. 

Union dues 

2. 

Credit xuiion 

3. 

Stock 

• 941 quarterly report 


SYSTEM FLOWCHART 
Narrative 

The system consists of 16 programs. 

The Files Creation program is first. Data decks are keypunched for each individual, in sets, 
by plant. The data is edited and, when correct, loaded on the disk by PAYOl. Three files are 
created: a master file, an index file, and a plant information file, A second data deck with 
employee clock number and name is loaded onto the master file by PAY02. 

Changes to the disk information are made by PAY03. Documents, received from personnel 
departments at the individual plants, are checked, summarized, keypunched, and verified. 

Time sheets, submitted by the plant payroll departments, are keypunched and verified. All of 
these cards are processed by PAY16, which edits and generates control totals. PAY04 then 
processes these cards, performing all payroll calculations. Cards are read, pay computed, 
disk files updated, and cards extended with current pay figures. After all cards are processed, 
a payroll register is printed. 

Checks are printed by PAY05. A header card is read and the checks are printed from the 
disk file. PAY06 lists the check register from the disk file. In the event of an error in 
computii^ pay, PAYll provides the means of voiding checks. The extended time cards from 
PAY04 are read in and the affected employee records are reset. The above are weekly runs. 

At month end, registers are prepared showing each individual's deductions for the month: 

PAY13 writes union dues register. 

PAY14 writes credit union register. 

PAY15 writes stock deductions register. 

PAY12 resets charity deductions code. 

At the end of the quarter and at the end of the year PAYOT and PAY08 are used to balance 
the disk files to control totals. 

PAY09 produces the 941 tax report. 

PAYIO produces a tax worksheet used to determine tax liability. 

At the present time the program for W-2 reports has not been written. 
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/ Disk / 

General 

Payroll I 

Ledger 

V "" V 




PAY 07 
AUDIT FILE 
BY COMPANY 


Enter Plant 
Number 


Totals on 
Adding 



Distribute 

Tax 

Worksheet 


Balance to 
Totals; If 
I ncorrect. 
Go to E 
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Balance to 
Totals; If 
Correct, 
Go to E 


Determine 

Change 

Required 


Use PAY 16 
& PAY 03 
to Change the 
Disk Payroll 
Record 


Does this 
correct original 
error? If not. 
Go to E 


Return to 
Print Where 
Error 
Occurred 


Only when 
entire original 
error has been 
corrected 
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PAYROLL PROGRAMS 


PAYOl; PAYROLL FILE CREATE 
Accounting Controls 

Balance total gross ($) and total tax withheld YTD ($) from the preceding PAY16 to the general 
ledger. 
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IBM 1130 ERROR RECOVERY SHEET 


PROGRAM NAME 

PROGRAMMER NAME CT.y^ /^ / / C A. 


MESSAGE TYPED: 





PAUSE - DISPLAYED IN ACCUM: 



AFTER PAUSE, CONTROL TRANSFERS TO STATEMENT . 



PROBABLE CAUSE:. 
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IBM 1 130 MACHINE SETUP SHEET 

PROGRAM 

NAME: 

PROGRAM 

NUMBER: 

PROGRAM 


APPROXIMATE 

DESCRIPTION: 


RUNNING TIME: 


TYPE OF PAPER 

PRINTER 


NO. OF COPIES 


y 


CARRIAGE TAPE 





DRIVE NUMBER: 


CARTRIDGE 

ID: 



SWITCH 

SETTINGS 


SWITCH 

UP 

DOWN 


SWITCH 

UP 

DOWN 


SWITCH 

UP 

DOWN 



SOURCE OF INPUT: 


DISPOSITION OF OUTPUT: 





^C^C<r£‘3s/c// 




^a'/V 


FOR PAUSES AND ERROR MESSAGES SEE ERROR RECOVERY SHEETS 
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PAY02: ADD NAMES TO THE FILE 

Accounting Controls 

None 


14 









Section 

Subsections 

Page 

35 

20 

20 

19 


IBM 1130 ERROR RECOVERY SHEET 


PROGRAM NA^ 


PROGRAM NAME 

PROGRAMMER NAME ^ 


MESSAGE TYPED: 


PAUSE - DISPLAYED IN ACCUM: 


/V' 


/v/ 



AFTER PAUSE, CONTROL TRANSFERS TO STATEMENT ^ 


DESCRIPTION OF WHAT IS WRONG: 


PROBABLE CAUSE;. 


RECOVERY PROCEDURES:. 




COMMENTS;. 
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IBM 1130 ERROR RECOVERY SHEET 


PROGRAM NAME ^ O 2 

PROGRAMMER NAME 


MESSAGE TYPED; 


mu 


PAUSE - DISPLAYED IN ACCUM: 


/</ 


A./ 



AFTER PAUSE, CONTROL TRANSFERS TO STATEMENT 


DESCRIPTION OF WHAT IS WRONG; 





cA/sA /y/c2 /'s 


PROBABLE CAUSE: 


RECOVERY PROCEDURES:. 


COMMENTS; 


SCORESHEET 


TE 


INITIALS 


16 
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IBM 1130 MACHINE SETUP SHEET 


PROGRAM 

NUMBER: ^ 

PROGRAM 

APPROXIMATE 

DESCRIPTION: 

RUNNING TIME: 



SWITCH 

SETTINGS 


TYPE OF PAPER 


'S /'a/74£/cP^£f 


DRIVE NUMBER: 


CARTRIDGE 


NO. OF COPIES 


/ 


CARRIAGE TAPE 





SWITCH SWITCH A/^A/^ 


UP 

DOWN 


UP 

DOWN 


SWITCH 

UP 

DOWN 



SOURCE OF INPUT: 


/>7x?gy / Aor- a sc/c-<ressAc// Aa y/<3 Ac//^ 

2. Z^/SA: /ef £7 (jr^a// ^A’/^Y'O/. 


DISPOSITION OF OUTPUT: /■ A/o. <^ar^/s A/ /&c/ A ///s S- 

2 -0/^/*^ /O //7 A/^y^(03.^ uy/p/C:Af ^A>^c//£A 


FOR PAUSES AND ERROR MESSAGES SEE ERROR RECOVERY SHEETS 
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PAY03: CHANGES TO THE FILE 
Accounting Controls 

Hash totals of clock numbers, change codes and new fields from preceding PAY16 should 
balance to control totals prepared manually. 
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IBM 1130 ERROR RECOVERY SHEET 


PROGRAM NAME 03 

PROGRAMMER NAME 0/2,/Y//cr/c 




PAUSE - DISPLAYED IN ACCUM: 







AFTER PAUSE, CONTROL TRANSFERS TO STATEMENT 




DESCRIPTION OF WHAT IS WRONG: cY/A/'Y 

/-/? ^ /:p/^7/7Y 7^ ' 


PROBABLE CAUSE: 

. C?^,£. yO/ 






m 




SCO RESHEET 


TE 


INITIALS 
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IBM 1131 ERROR RECOVERY SHEET 


?J PROGRAM NAME 

PROGRAMMER NAME 



MESSAGE TYPED: 



PAUSE - DISPLAYED IN ACCUM: 


// 





AFTER PAUSE, CONTROL TRANSFERS TO STATEMENT /CZZZ 



DESCRIPTION OF WHAT IS WRONG 





PROBABLE CAUSE:. 



RECOVERY PROCEDURES: 
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IBM 1130 ERROR RECOVERY SHEET 


PROGRAM NAME XOS 

PROGRAMMER NAME 




AFTER PAUSE, CONTROL TRANSFERS TO STATEMENT 


PAUSE - DISPLAYED IN ACCUM: 







DESCRIPTION OF WHAT IS WRONG: 


PROBABLE CAUSE:. 


RECOVERY PROCEDURES:. 


COMMENTS;. 




SCORESHEET 

DATE 



INITIALS 
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IBM 1130 ERROR RECOVERY SHEET 


PROGRAM NAME 
PROGRAMMER NAME 


MESSAGE TYPED; 



PAUSE - DISPLAYED IN ACCUM: 


V 

<9 




AFTER PAUSE, CONTROL TRANSFERS TO STATEMENT 



DESCRIPTION OF WHAT IS WRONG: 



PROBABLE CAUSE: 





RECOVERY PROCEDURES:. 
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IBM 1 130 MACHINE SETUP SHEET 

PROGRAM 

PROGRAM ><CMvCO-? 

NUMBER: r 

PROGRAM 

APPROXIMATE 

DESCRIPTION: 

RUNNING TIME: 


TYPE OF PAPER 

PRINTER 


NO. OF COPIES 


/ 


CARRIAGE TAPE 


S'/ 



SWITCH 

SETTINGS 


INPUT 

CARDS 


DRIVE NUMBER: 


CARTRIDGE 

ID: 


SWITCH 

UP 

DOWN 





SWITCH Ay£>/o. 

UP 

DOWN 


SWITCH A/a/^<S. 

UP 

DOWN 


MORE 


yor' 


'CHANG-E. 

CARDS 


1 /CHAKiGE 
I CARDS 
'//xeo PAY 03 I 


// JOEd 




FOR PAUSES AND ERROR MESSAGES SEE ERROR RECOVERY SHEETS 
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PAY04: CALCULATIONS AND PAYROLL REGISTER 
Accounting Controls 

Machine totals (regular hours, OT hours, bonus hours, special earnings) must be balanced to 
the control totals from the preceding PAY16 run. Information is found on console printer for 
this zero-balance check. 
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IBM 1130 ERROR RECOVERY SHEET 


S)<^te/y ) PROGRAM NAME T 

PROGRAMMER NAME P> P' / t C K 


MESSAGE TYPED: 


CH/S‘C^ CC J SO 


O/V ^//^ST- CA9/?JD 


o o o 


AFTER PAUSE, CONTROL TRANSFERS TO STATEMENT 9999 


PAUSE - DISPLAYED IN ACCUM: 




DESCRIPTION OF WHAT IS WRONG: 

/» co/(/mr) / 


ot- 


2. CKircf c a /if /yin 30 /s ^r&r'o 


PROBABLE CAUSE: 


d />/dn/^ C<irc/ or <i cZ/ite} cdt-c/ 


>/» /n •yra/i't’ o ^ '/•/»< 





RECOVERY PROCEDURES: 

C/e<ir c<ir'</ C A/P^O 


P/<^c& O /fectc/er c^re/ efT 


T**A<p 4/<yc/<’, Pedf/y' "t/ie c4r*e/ r^de/cr dn^ 


&/> C ortSaA 
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IBM 1130 ERROR RECOVERY SHEET 


PROGRAM NAME Y 

PROGRAMMER NAME C.R. ^/fc^ 


MESSAGE TYPED: 

COAfP/9^Y /^/9A4e PA TC 





PAUSE - DISPLAYED IN ACCUM; 



AFTER PAUSE, CONTROL TRANSFERS TO STATEMENT /V^ 



DESCRIPTION OF WHAT IS WRONG: 


o/*^yor> T^o o^elrtafe c oust'd 



PROBABLE CAUSE: 


PYoSfr^/n 'Yari’Afs ^cssiA%//T/^ 



RECOVERY PROCEDURES: 


'f‘A» //7sT/rt/cTt ^/“//7T‘(C»ar. 
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IBM 1130 ERROR RECOVERY SHEET 


S/£~f^S/r? PROGRAM NAME ^ 

PROGRAMMER NAME 


PROGRAM NAME ^ 

PRnriRAMIV/IFR NIAMF /f'/ t C ^ 


MESSAGE TYPED: 


C ^£CK 

c/fRP /y/7“// 

C 

A/UMB£/^ 


XX)( 


AFTER PAUSE, CONTROL TRANSFERS TO STATEMENT 90 


PAUSE - DISPLAYED IN ACCUM: 




DESCRIPTION OF WHAT IS WRONG: 


-y/ns'f’ tMre c/ 


/?u/7fder- ify C 





PROBABLE CAUSE:. 


/. '7'Aq e/d't'd / s 


yd'td Aot' dnoi'^er 


C<ird </ec^ /7o^ 


RECOVERY PROCEDURES: 


"fo (i/<sidr /V "f-Ae cdr</ /^^rrcr, Cot-n 


/ 7*" "T'-Ze - 



COMMENTS;. 


y~/i^ jor-cf ■^rdm tv/'// a o •t' c o /> y e ua /~// 
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IBM 1130 ERROR RECOVERY SHEET 


d ytc// PROGRAM NAME A ^ O ^ 

PROGRAMMER NAME ^ 


MESSAGE TYPED; 


cc o c K /VO, rxxy /S 


/\/OT / /V T'HE /^/LE. 


AFTER PAUSE, CONTROL TRANSFERS TO STATEMENT ^ 2 O 


PAUSE - DISPLAYED IN ACCUM: 


N 

0 

/V 

£ 



DESCRIPTION OF WHAT IS WRONG: 


/“Goorcf o/c 




rrc/^77/>«£r‘ Js 


PROBABLE CAUSE: 


/ ' E ^ ^ o y Q ^ s c. oK'c/ h d, s /•jg'/' jbs g/»? 


^ od </<£* 


'/? c o/-r'<sc.’/. 



Ljjjj 


T'/Je c 


c. /o J^/AA P^KS ^ / ^<BCoraS> 


JT-A y" 7 c//w/^gy> j' ^ c^r'^ec.~f“t /odV “AAs (S^pAare^’s 
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IBM 1130 ERROR RECOVERY SHEET 


P a> Syr'ts/Tt PROnRAMNAME ^ 

PROGRAMMER NAME ^ ^ C < 


MESSAGE TYPED: 

f'/l € /\/0, XX XX 




PAUSE - DISPLAYED IN ACCUM: 


/V e 


AFTER PAUSE, CONTROL TRANSFERS TO STATEMENT ^ ^ ^ 




PROBABLE CAUSE:. 


/P/sA^ e/<t y^et A </r A(s e << f~f~ 


RECOVERY PROCEDURES:. 


a<ir'<J /s /"<ic .re /e c7^<se/- 


/ /^S^or''y~ 't’Afi c c 




mMMFNTS: 



^ t S A 

di S 

jsf r-o k fy c/& sy^oycK/, 


SCO RESHEET 
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IBM 1130 ERROR RECOVERY SHEET 


y^o// 


PROGRAM NAME ^ 

PROGRAMMER NAME 


MESSAGE TYPED: 




/C-c^/e vx'xx 


AFTER PAUSE, CONTROL TRANSFERS TO STATEMENT ^ ^ O 


PAUSE - DISPLAYED IN ACCUM: 




DESCRIPTION Of WHAT IS WRONG: 





PROBABLE CAUSE: 


2 . ^rnon <‘oos </4 'f'd /n 


RECOVERY PROCEDURES:. 
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IBM 1130 ERROR RECOVERY SHEET 


'^/sTem program name 


MESSAGE TYPED; 



X XXXXXK. 

X Xx XXX X. 

X xy xxxx . 

X X yyx XX . 


PROGRAM NAME 

PROGRAMMER NAME 


PAUSE - DISPLAYED IN ACCUM: 


AFTER PAUSE, CONTROL TRANSFERS TO STATEMENT , 

~t /n 


A/ 

o 

/✓ 

a. 


DESCRIPTION OF WHAT IS WRONG: 


PROBABLE CAUSE: £’/7</'‘ o:f ^ t oJ^ /V 


!^CC. c//*7 


RECOVERY PROCEDURES;. 


COMMENTS;. 


SCORESHEET 

DATE 



INITIALS 
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IBM 1130 ERROR RECOVERY SHEET 




PROGRAM NAME 

PROGRAMMER NAME CT. X? 


MESSAGE TYPED: 

7 ?/^ 


<XX XXXX.XKKKXX.X. 



PAUSE - DISPLAYED IN ACCUM: 


// 


A/ 



APTER PAUSE, CONTROL TRANSFERS TO STATEMENT , 




DESCRIPTION OF WriAT IS WRONG: 



PROBABLE CAUSE: 








RECOVERY PROCEDURES:. 
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IBM 1130 MACHINE SETUP SHEET 

NAM^?^*^ S?/x/X/i2//Xy<^5 ^ /^£/XV// 

PROGRAM _ . 

NUMBER: PAY/^-4 

PROGRAM 

APPROXIMATE 

DESCRIPTION: 

RUNNING TIME: 


PRINTER 



SWITCH 

SETTINGS 


INPUT 

CARDS 


TYPE OF PAPER 




DRIVE NUMBER: 


CARTRIDGE 

ID: 


SWITCH 

UP 

DOWN 


NO. OF COPIES 


/ 


CARRIAGE TAPE 





SWITCH 

UP ^ 

DOWN 


SWITCH 

UP 

DOWN 


(PAAj ^Uy/Zc/y /S' Aa c/'^^/'^ y^^y'»^6ie y^ ayox/ If’ /c- y^uy*y^&y^ 

(^y )y/ /ii/XX) fi/Aj 




4. Syfu // //-JftS C AyCX), 


FOR PAUSES AND ERROR MESSAGES SEE ERROR RECOVERY SHEETS 
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PAY05; CHECK WRITING 
Accoimting Controls 

Disk-stored totals — gross ($) and net ($) — are balanced to machine-calculated total of checks 
for zero-balance test. This should also be compared with the adding machine tape of checks. 
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IBM 1130 ERROR RECOVERY SHEET 


PROGRAM NA^ 


PROGRAM NAME , 

PROGRAMMER NAME JC/zC^:^ 


MESSAGE TYPED: 


PAUSE - DISPLAYED IN ACCUM: 





/ 


AFTER PAUSE, CONTROL TRANSFERS TO STATEMENT ^9 9 9 


DESCRIPTION OF WHAT IS WRONG: 






PROBABLE CAUSE: 


RECOVERY PROCEDURES: 




COMMENTS;. 


SCORESHEET 
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IBM 1130 ERROR RECOVERY SHEET 


PROGRAM NAME 
PROGRAMMER NAME 


MESSAGE TYPED: a/<^- x:xx-y:^ 


cr^££:/e:. 


jvr;r- ^ny/7t:/t/^s /^/P^S 

’S' ^ 


AFTER PAUSE, CONTROL TRANSFERS TO STATEMENT , 


PAUSE - DISPLAYED IN ACCUM: 


/ 

/ 

/ 

/ 





DESCRIPTION OF WHAT IS WRONG: 



PROBABLE CAUSE: 



RECOVERY PROCEDURES:. 



SCORESHEET 

1 DATE 1 1 1 1 






INITIALS 
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IBM 1130 ERROR RECOVERY SHEET 


PROGRAM NAME. 
PROGRAMMER NAME C, 


MESSAGE TYPED; 


a/o. 


AFTER PAUSE, CONTROL TRANSFERS TO STATEMENT 


PAUSE - DISPLAYED IN ACCUM: 


/t/ 

1 

1 

a/ 





DESCRIPTION OF WHAT IS WRONG: 


PROBABLE CAUSE; 




RECOVERY PROCEDURES;. 


COMMENTS;. 


y/f/S 


SCORESHEET 
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IBM 1130 ERROR RECOVERY SHEET 


^<£$'4^r'a // PROGRAM NAIV 


PROGRAM NAME 
PROGRAMMER NAME C /C 


MESSAGE TYP 

ED: 



A/y<? 

y 


PAUSE - DISPLAYED IN ACCUM: 


a/ 


/(-/ 

2£: 


AFTER PAUSE, CONTROL TRANSFERS TO STATEMENT . 




DESCRIPTION OF WHAT IS WRONG: 




PROBABLE CAUSE:. 




RECOVERY PROCEDURES: 


T^' / 


SCORESHEET 


TE 


INITIALS 
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IBM 1130 ERROR RECOVERY SHEET 


PROGRAM NAME P^Y'OS' 
PROGRAMMER NAME_‘^l^ /TX-tT/t- 


MESSAGE TYPED: 




AFTER PAUSE, CONTROL TRANSFERS TO STATEMENT / 


PAUSE - DISPLAYED IN ACCUM: 


O 

O 




DESCRIPTION OF WHAT IS WRONG; 


PROBABLE CAUSE: 


RECOVERY PROCEDURES;. 


COMMENTS; 



/si 

y 



SCORESHEET 


TE 


INITIALS 


43 






















Section 

Subsections 

Page 

35 

20 

20 

48 


IBM 1130 ERROR RECOVERY SHEET 


PROGRAM NAME 
PROGRAMMER NAME ^ 


MESSAGE TYPED: 



PAUSE - DISPLAYED IN ACCUM: 







AFTER PAUSE, CONTROL TRANSFERS TO STATEMENT ^3 



DESCRIPTION OF WHAT IS WRONG: 



RECOVERY PROCEDURES:. 























Section 

Subsections 

Page 

35 

20 

20 

49 


IBM 1130 ERROR RECOVERY SHEET 


PROGRAM NAME 

PROGRAMMER NAME_^L^^V 


MESSAGE TYPED: 


PAUSE - DISPLAYED IN ACCUM: 





4 - 


AFTER PAUSE, CONTROL TRANSFERS TO STATEMENT 


DESCRIPTION OF WHAT IS WRONG; 


PROBABLE CAUSE: 



'45'c^ / 






RECOVERY PROCEDURES;. 


COMMENTS;. 


SCORESHEET 


TE 


INITIALS 


45 
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IBM 1130 ERROR RECOVERY SHEET 


PROGRAM NAME P/i Y a s- 
PROGRAMMER NAME X? /CZ/CiL, 


MESSAGE TYPED: _ 





PAUSE - DISPLAYED IN ACCUM: 





v5" 


AFTER PAUSE, CONTROL TRANSFERS TO STATEMENT 70C> 



DESCRIPTION OF WHAT IS WRONG: 



PROBABLE CAUSE:. 



RECOVERY PROCEDURES: 
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IBM 1130 ERROR RECOVERY SHEET 


.IQ R // /eP^ PROGRAM NAIV 


PROGRAM NAME Y' O 5~ 

PROGRAMMER NAME 


PAUSE - DISPLAYED IN ACCUM; 




4 / 



AFTER PAUSE, CONTROL TRANSFERS TO STATEMENT 3C>2 


DESCRIPTION OF WHAT IS WRONG: 


PROBABLE CAUSE: 



a/' 

-Jo 




RECOVERY PROCEDURES:. 


COMMENTS;. 


SCORESHEET 


TE 


INITIALS 
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IBM 1130 ERROR RECOVERY SHEET 


JOR PROGRAM NA^ 


PROGRAM NAME 
PROGRAMMER NAME ^ 


MESSAGE TYPED: 

x^xywxjir. x»ggcKXXx » 

<C/^£rcJt yor^/S JfXXXVXXX^AXXKXXXK* 


xxxxvxxx. xxxxkkkx, 


AFTER PAUSE, CONTROL TRANSFERS TO STATEMENT 


PAUSE - DISPLAYED IN ACCUM: 



O 

a/ 







PROBABLE CAUSE:. 


RECOVERY PROCEDURES: 


COMMENTS;. 


SCO RESHEET 


INITIALS 
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IBM 1 130 MACHINE SETUP SHEET 

PROGRAM ^ . 

NAME: /’/ 

PROGRAM 

NUMBER; 

PROGRAM 

DESCRIPTION; 

APPROXIMATE 

RUNNING TIME; 



SWITCH 

SETTINGS 


TYPE OF PAPER 




DRIVE NUMBER; 


CARTRIDGE 

ID; 


SWITCH 

UP 

DOWN 


NO. OF COPIES 


CARRIAGE TAPE 





SWITCH 
UP ^ 

DOWN 


SWITCH 
UP ^ 

DOWN 


INPUT /c:/? ^ /s 

CARDS ^ ^ 

/^or dz-r. 

Su.v/-^/? /S C/'SS^i/ /o /^e? tP 6^^ f . 

Su^/ZiC^ /S'/zZ cyS<^.c/ /23 <0^eS'C‘^ /"Z? 

£^na^ /< 2 =' s/o^ /tp cp//y^ . 


/(CONTEOl 

TOTAL'S 

|<//xVo PAY05 
// JOb 



FOR PAUSES AND ERROR MESSAGES SEE ERROR RECOVERY SHEETS 
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PAY06; CHECK REGISTER 
Accounting Controls 

Plant total (net) from payroll register is balanced to total on check register, and check register 
total (net $) is balanced to adding machine tape of checks. 
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IBM 1130#RR0R RECOVERY SHEET 


PROGRAM NAME 

PROGRAMMER NAME C^. /P. /CZ/cA 


PAUSE - DISPLAYED IN ACCUM: 



c:::? 


/ 


AFTER PAUSE, CONTROL TRANSFERS TO STATEMENT 


DESCRIPTION OF WHAT IS WRONG: 




PROBABLE CAUSE: 







RECOVERY PROCEDURES: 


COMMENTS;. 


SCORESHEET 


INITIALS 
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IBM 1130 MACHINE SETUP SHEET 


PROGRAM 

NAME: 



PROGRAM 

NUMBER: 

PROGRAM 

DESCRIPTION: 

APPROXIMATE 

RUNNING TIME: 


TYPE OF PAPER 

NO. OF COPIES 

CARRIAGE TAPE 

PRINTER 


/ 




DRIVE NUMBER: 

0 

1 

2 

3 

1 

4 

DISKS 

CARTRIDGE 

ID: 


IS 


u 


SWITCH 

SWITCH 

SWITCH 

SWITCH 


UP 

UP 


UP 


SETTINGS 

DOWN 

DOWN 

DOWN 





INPUT 

CARDS 
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PAY09; 941 REPORT 


Accounting Controls 

941 total per plant (Gross $) is balanced to general ledger. 
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IBM 1130 ERROR RECOVERY SHEET 


PROGRAM NAME 

PROGRAMMER NAME 


MESSAGE TYPED: 


PAUSE - DISPLAYED IN ACCUM: 


BgaBBE 


AFTER PAUSE, CONTROL TRATMSFERS TO STATEMENT 


DESCRIPTION OF WHAT IS WRONG: 


A/ 


a / 



PROBABLE CAUSE:. 


RECOVERY PROCEDURES: 


COMMENTS:. 


SCORESHEET 
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IBM 1130 MACHINE SETUP SHEET 

PROGRAM r\ ^ i 

NAME: 94! REPORT 

PROGRAM /~RA\/'E)C\ 

NUMBER: r/]YUy 

PROGRAM 

APPROXIMATE 

DESCRIPTION: 

RUNNING TIME: 



TYPE OF PAPER 


^/j-l FORMS 


NO. OF COPIES 


SWITCH 

SETTINGS 


INPUT 

CARDS 


DRIVE NUMBER; 


CARTRIDGE 

ID: 


SWITCH 

UP 

DOWN 



CARRIAGE TAPE 


^4-1 tape 


PAYROLL 






SWITCH 

UP 

DOWN 


( MO RB 

J | PLPNTB 

^ccdi/hrr A/o, 

'-JTPTS — 

I C/9RD 

PLANT 

PROP £5 6 


SWITCH 

UP 

DOWN 


/ (Plant 

/ NAME 

/ I CARD 
( (plant 
HBARER 
CARD 

{// XE^ PAV09 — 

/ * 1 

// JOB — 



SOURCE OF INPUT; 


Ant LnEotm^’t/on C\.r<Ps from £ 

Er Pd^uroli cfisk from 


DISPOSITION OF OUTPUT: A 94/ P^f>ont to ^OvetPh 

is /’e.turn^^ to sto/ 

3~ infoh/Ti9ALon OFti 


fiU £ 


FOR PAUSES AND ERROR MESSAGES SEE ERROR RECOVERY SHEETS 
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Section 40: CONVERSION 
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INTRODUCTION 

For each application, there will come a day when all 
your programs are written and tested, and you will 
be ready to convert from your old system to the new. 


Will you be ready? Not unless you have planned 
and prepared for conversion. Conversion involves 
three major elements, of which the conversion it- 
self is the last step. 




Section 

Subsections 

Page 

40 

10 

00 

01 


PLANNING FOR CONVERSION 

As has beeimitressed, the first step is planning. 
This involves two basic items: 

1. Make a schedule indicating when you will 
start conversion of each application and when con- 
version will be complete. After you have completed 
conversion of your first application, you will have a 


better feel for what is involved, and will want to re- 
view the schedule for the remaining areas. You may 
also want to reevaluate the conversion techniques 
you chose originally. 

2. Decide which conversion technique you will 
use for each application area. As above, you will 
want to periodically reexamine your decisions as 
you become more experienced with each technique. 
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PREPARING FOR CONVERSION 

After making up conversion schedules and choosing 
techniques, you should be able to see what must be 
done to prepare for the actual conversion. Ask 
yourself these questions: 

1. Is the old system documented accurately and 
completely? (See Section 10. ) If it isn’t, a smooth 
conversion will be difficult. 

2. Can the controls of the two systems be com- 
pared? If not, it will be difficult to compare the 
two systems. The new system should have the same 
controls as the old, and you may even want to add 
controls to the old system to ease conversion. 


Such controls as grand totals, subtotals, document 
counts, etc. , will bring quick attention to discrep- 
ancies between the two systems. 

3. Is everyone who is involved in the conversion 
familiar with both the old and new systems? Mis- 
understandings regarding the differences between the 
old and new can seriously interfere with and delay 
the successful completion of even the best planned 
conversion effort. Communications should be main- 
tained with the people involved during the entire 
application design and program development phases. 
A few weeks before the conversion period, all those 
who will be involved indirectly or directly in pre- 
paring input or using output from the new system 
should be taught both systems, in general — and their 
particular areas of responsibility, in detail. 
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CONVERSION METHODS 

There are three common methods for conversion: 

1. Parallel operation. With this method, the same 
transactions are entered into both the old and the 
new systems, and the controls are compared. This 
process is continued over a predetermined (usually 
short) period of time, until a responsible executive 
is satisfied that the new results are accurate. 

Make sure that the time period of parallel 
operation is one during which a wide variety of 
transactions occur. Large volume is not important, 
but variety is, since you want to test as many as- 
pects of the new systems as possible. Pick a slow 
time in your business cycle to effect conversion. 

Before starting parallel operations, obtain a* 
clear understanding of what is to be checked, and by 
whom. Since additional personnel or man-hours 
will be needed during this period, avoid conflicts 
with vacation and holiday schedules. 

As far ahead of the parallel period as possi- 
ble, the personnel who will be preparing the input 
cards for the new system should gain experience in 
using the new input document and card formats. 

This is one of the most common areas of difficulty, 
and many ’’computer" mistakes are eventually traced 
back to faulty document preparation, accumulation 
of controls, or card punching. Often it is possible 
to use new formats exclusively some time before 
the computer system arrives, by preparing cards in 
the computer-required formats and then reproducing 
them into the old formats for use by the current 
system. 

Parallel operations often encounter problems 
that result from significant differences between the 
procedures used in the old system and those in the new. 
It may be quite difficult to compare results produced 
by the two systems, since the important totals in the 
new system may not have been prepared previously. 
Or you may find it possible to print reports in a 
desirable sequence which is not feasible currently, 
but which will make it impractical to cross-check 
line-items against reports in the old sequence. 

Another problem inherent in parallel opera- 
tions is the doubled probability of errors. There 
are twice as many chances for errors to occur, and 
when making up a schedule, you must consider the 
time spent in tracking errors down and deciding 
which system, if either, was right. 

2 . Pilot Operation. In pilot as in parallel opera- 
tion, an application is run under both the old and the 
new systems. The difference lies in selecting only 


one or a few easily observed locations or depart- 
ments within the company, and performing the 
operation only for those sections rather than for the 
entire company. The same care must be taken in 
setting up controls, scheduling the period during 
which the pilot operation is to take place, and train- 
ing those who prepare the input. In regard to this 
last problem, the pilot method offers a training 
ground for those who prepare and punch the data, by 
allowing different people to get experience every day 
or every few hours. 

Care should be taken in determining which 
part of the job is selected for pilot running. It 
should be completely independent and self-contained, 
if possible. Therefore, pilot operations may be the 
ideal choice for organizations that are divided into 
fairly independent units or locations. In any case, 
the effect of the pilot run on departments other than 
the data processing department must be carefully 
analyzed, and those who are affected should be noti- 
fied well ahead of time. 

Again, you must carefully establish who is to 
do what and when, if an adequate analysis of the pro- 
gress and success of the operation is to be made. 

3. One-time cutover. As of a given date, the 
old system is discontinued and the new system is put 
into operation. Careful planning is necessary to 
make the transition smooth. For one thing, files 
can be built up during a fairly extensive period be- 
forehand and checked with control figures for accu- 
racy and completeness while being created. A 
master file of customers can be card-punched 
during the month before the preparation of state- 
ments. Alternatively, only new customers’ cards 
can be punched, while operations are performed on 
the old file to convert them into the new format. 

Then both the old and new cards are merged at 
month end to create an updated master file ready for 
use by the new system. It is often desirable to write 
one-time programs to do these file conversions. 
Whether the computer or other equipment is used, 
time must be scheduled for the coding or procedure 
writing, as well as for the operation itself. 

Where some data is to be recoded, or coded 
for the first time, as in the assignment of a new or 
better set of customer numbers, you should get the 
job done and checked out in advance. 

Another way of smoothing the cutover is to 
maintain control procedures that will be required 
for both the old and new systems some time before 
the critical date. This will eliminate the possibility 
of errors in the execution of these procedures. 
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Cutovers are never truly "one-time" in the 
sense that no parallel or pilot operations are per- 
formed. The difference is in the time at which 
these operations are done. With the cutover method, 
parallel and pilot operation take place with data that 
has already been processed. For instance, after an 
accounts receivable procedure has been processed 
under a current system, the entire procedure is run 
again on the computer. Controls are checked and 
errors are cleared up. The accoimts receivable 
may then be run once more on the computer, and 
this process may be repeated, perhaps over more 
than one month, until management is satisfied that 
it is running correctly. 

Although some double manpower requirements 
may be eliminated by using the one-time cutover 
method, extra man-hours will still be needed — for 
example, when a weekend immediately precedes the 
cutover date, or when card files are being converted 
from one format to another. 

♦ ♦ * ♦ 


You can see that no one of the conversion methods 
discussed here stands alone and independent of the 
others. Use the elements of each that suit your 
situation, but develop a realistic plan that will con- 
sider these factors: 

1. Manpower must be available at the right time 
to manipulate old data into new formats. 

2. Control procedures must be developed and, if 
possible, tested ahead of time. 

3. Detailed document preparation and card- 
punching procedures must be developed, and a 
reasonable amount of time must be reserved to 
practice them before conversion. 

4. Procedures must be written for the one-time 
aspects of the job, and manpower must be available 
at the right time to do so. 

5. The word must be spread; education for those 
in other departments must be done thoughtfully and 
carefully. 

It is almost impossible to plan a conversion too 
carefully. 
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CONTENTS 


Introduction 45.01.00 

The 1131 CPU 45.05.00 

Console Printer and Keyboard 45. 05. 10 

Data Switches 45. 05. 20 

Console Display Lamps 45. 05. 30 

Disk Storage 45. 10. 00 

Printers 45. 15. 00 

Card Readers and Punches 45.20.00 


Paper Tape Readers and Punches 45.25.00 

Plotter 45.30. 00 

Graphic Display 45.35.00 

Optical Readers 45.40.00 

Storage Access Channel 45.45.00 

Teleprocessing 45. 50. 00 

The 1130 Configurator 45.55.00 




Section 

Subsections 

Page 

45 

01 

00 

01 


INTRODUCTION 

The IBM 1130 Computing System is a flexible, 
modular, and modern data processing system. In 
capability, it can range from a small paper-tape- 
oriented system to a large, multiple-disk system, 
with a powerful complement of input/output devices 


This section describes the system components in 
general terms, stressing their potential use, the 
various possible combinations of units, and their 
corresponding throughput capabilities. For more 
detail see IBM 1130 Functional Characteristics 
(A26-5881) and IBM 1130 Input/Output Units 
(A26-5890). 
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1131 CENTRAL PROCESSING UNIT 

The 1131 CPU is available with three options: 

• With or without disk storage 

• 3.6- or 2. 2 -microsecond core storage access 
time 

• 4096, 8192, 16,384, or 32, 768 words (16 bits) 
of core storage 

Although this yields 16 possible combinations, only 
9 are currently available, as shown in Figure 45.1. 

All 1131 CPUs, regardless of model, have as 
standard components: 

• A console printer 

• A console keyboard 

• 16 data switches 

• Console display lamps 

• Processing functions (index registers, in- 
direct addressing, multiply/ divide , etc.) 



Without 

Disk 

Storage 

With Disk Storage 

3.6 

Microsecond 

3.6 

Microsecond 

2.2 

Microsecond 

Core 

Storage 

Capacity 

4K 

8K 

4K 

8K 
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8K 
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2D 
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Figvire 45. 1. Available 1131 Processing Unit Configurations 


The first four components are described below in 
more detail, since they may be directly used by 
the programmer. 
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Console Printer and Keyboard 

The console printer is a modified SELECTRIC 
t 3 Tpewriter printer and can provide output at 15. 5 
characters per second. If it is the primary (only) 
printing device on the 1130, it must be used for all 
printed output; however, if the system includes an 
1132 or 1403 Printer, the console printer will nor- 
mally be used only for error messages, operator 
instructions, etc. 


The console keyboard resembles a standard 
typewriter keyboard and allows the 1130 operator to 
enter data into the system. 

Because it is a manually oriented device, the use 
of the keyboard will usually be limited to small 
quantities of data (today's date, starting check num- 
ber, etc.), with the card or paper tape readers used 
for more voluminous data. 
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Data Switches 

Mounted on the front face of the console printer is 
a row of 16 toggle switches, called data switches. 
They may be used by the programmer for the entry 
of yes-or-no type information into the system. For 
example, one payroll program might handle both 
factory workers and office workers, with each group 


processed separately. The program could be 
written to read, say, data switch 6, treating the in- 
put time cards as factory workers if that switch is 
on, and as office workers if it is off. 

Other uses of the console switches are to bypass 
certain portions of a program, activate the 
FORTRAN TRACE, etc. 
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Console Display Lamps 

Above the console printer is a panel containing a 
large number of indicator lamps (or lights). These 
lights indicate the internal status of the 1130 Com- 
puting System. While most are of little use to the 
average programmer, he does have access to one 
set of lamps: the accumulator. 

The accumulator is displayed as a series of 16 
numbers, in four groups of four, which are either 
illmninated (backlighted) or not. For example, sup- 
pose the accumulator indicates the status shown be- 
low, where the underlined numerals are lit: 


0 12 3 

4 5 6 7 

8 9 10 11 

12 13 14 15 






Since the accumulator displays a binary number, 
this example means that it contains 0100 1000 1000 
1001, or 18569 in decimal. An easier way to repre- 
sent the number is to use the hexadecimal notation. 


where each group of four "bits" is taken as a hexa- 
decimal number, obtaining 4889. (For further detail 
on number systems, see Appendix A of A26-5881. ) 

The programmer can use the accumulator 
display feature by appending a four-digit number 
(from 0001 to 9999) to the FORTRAN PAUSE or 
STOP statements. If the programmer inserts a 
PAUSE 3322 statement in his program, the CPU will 
pause and display 3322 in the accumulator (as a 
hexadecimal number) when it executes the PAUSE 
statement: 


0 12 3 

4 5 6 7 

8 9 10 11 

12 13 14 15 






If the program contains many PAUSES, each may 
be given a different number, and the operator can 
determine which PAUSE caused the CPU to halt its 
operations . 

This facility is useful for indicating error con- 
ditions, tracing progress through a program, etc. 



IBM 1131 Central Processing Unit with disk drive 
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DISK STORAGE 

Models 2 and 3 of the 1131 CPU contain a disk stor- 
age drive as an integral part of the console unit. In 
addition, these models may contain up to four addi- 
tional disk drives, mounted in separate enclosures 
(the IBM 2310 Disk Storage). 

Each disk drive will hold one IBM 2315 Disk 
Cartridge. Because the cartridges are removable, 
the user may have an unlimited amount of data on 
them; only one, however, may be mounted in a disk 
drive at any one time. 

The 2315 cartridge consists of a single metal 
plate, coated on both sides with magnetic material 
and enclosed in a plastic container. When mounted 
in an activated disk drive, the metal plate is driven 
through a clutch mechanism at 1500 revolutions per 
minute. The recording plate never leaves its con- 
tainer, as it does in the case of some other disk 
devices. 

Each cartridge is divided into 200 cylinders, in 
concentric circles, with each cylinder further di- 
vided into eight sectors — four on the top surface 
and four on the bottom. Since each of the 1600 
sectors contains 320 words, each disk cartridge can 
hold 512, 000 words. 

Data is read or written on the disk by two read- 
write heads attached to a movable arm. One setting 
of the arm gives the 1130 access to one cylinder, or 
eight sectors. One head reads (or writes) the top 
four sectors; the other, the bottom four sectors. 

The two heads cannot move independently, since they 
are fixed to the same arm. 

Because one settii^ of the arm gives access to 
only one cylinder, the arm must be moved in order 
to read or write on a different cylinder. For ex- 
ample, to read from cylinder 10 and then write on 
cylinder 15, the arm must move, or "seek”, from 
cylinder 10 to cylinder 15. Since the arm moves in 
steps of one or two cylinders, this would require two 


2 -cylinder moves (from 10 to 12, and from 12 to 
14) and one 1-cylinder move (from 14 to 15). 

Each move, whether one or two cylinders in 
length, takes 15 milliseconds (0.015 seconds). A 
five-cylinder "seek", as shown above, would take 
45 milliseconds (15+15+15). A six -cylinder seek 
would take the same length of time. 

Because this can be a relatively lengthy opera- 
tion (compared with other 1130 functions), you 
should attempt to minimize the need for disk arm 
movement. Many hints on how to do this are given 
later in the manual (Sections 55, 60, 65, 70, 80, 

85, and 90). 

Having reached the desired cylinder, the arm 
takes another 25 milliseconds to stabilize. After 
the stabilization period, data may be read or written; 
because the disk is rotating, however, it will be 
quite unusual for the desired sector to be passing 
under the read/write head at the precise time you 
want it. You will have to wait an average of half a 
revolution (20 milliseconds) for the sector to reach 
the heads, and then 10 more milliseconds for it to 
actually be read or written. 

Figure 45. 2 gives some examples of how long it 
takes to move n cylinders, then read one sector. 


Move This 
Many Cylinders 

Seek 

Time 

Stabilization 

Time 

Average 
Rotational 
Delay Time 

Read 

or Write 

Total 

None 

0 

0 

20 

10 

30 

1 or 2 

15 

25 

20 

10 

70 

3 or 4 

30 

25 

20 

10 

85 

5 or 6 

45 

25 

20 

10 

100 

199 or 200 

(maximum) 

1500 

25 

20 

10 

1555 


Figure 45. 2. 






IBM 2315 Disk Cartridge 
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PRINTERS 

In addition to the console printer, which is standard, 
the 1130 system can be configurated with four com- 
binations of line printers: 

No line printer 
An IBM 1132 Printer 
An IBM 1403 Printer 
Both an 1132 and 1403 Printer 
The 1132 and the 1403 Printers have many me- 
chanical differences, but the primary difference is 


in printing speed. Both print a line at a time, 120 
characters wide; both have a carriage control tape 
that controls the vertical movement of forms. 

The 1132 has a rated speed of 110 lines per min- 
ute when printing purely numeric and 80 lines per 
minute when printing alphameric information. 

The 1403 prints both numeric and alphameric 
information at the same speed; 340 lines per minute 
(maximum) in the case of the 1403 Model 6, 600 
lines per minute (maximum) for the Model 7. 



IBM 1132 Printer 
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IBM 1403 Printer 
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CARD READERS AND PUNCHES 

Five card readers and/ or punches are available for 
attachment to the 1130 system. 

The IBM 1142 Card Read Punch, Model 6, reads 
and punches cards, with all input from a single 
hopper. It reads at a rated speed of 300 cards per 
minute, and punches at 80 card columns per second. 

The IBM 1442 Card Read Punch, Model 7, is 
similar to the Model 6, but faster, reading at 400 
cards per minute and punching at 160 columns per 
second. 

The IBM 1442 Card Punch, Model 5, cannot read 
cards; it can only punch. Its punching speed is 160 
columns per second. 

The IBM 2501 Card Reader, Model Al, will read 
cards at a rated maximum speed of 600 per minute. 
It is not able to punch cards. 

The IBM 2501 Card Reader, Model A2, is simi- 
lar to the Al, but operates at 1000 cards per minute 
(maximum) . 

Disregarding speeds for the moment, there are 
four combinations of card readers and/ or punches 
for the 1130: 


1. No card readers or card punches 

2. An IBM 1442 Card Read Punch 

3. An IBM 2501 Card Reader and the IBM 1442 
Card Punch, Model 5 

4. An IBM 2501 Card Reader and an IBM 1442 
Card Read Punch 

Aside from speed, the main difference between 
combinations is capability — the number of card 
paths available. 

Configuration 2 (1442 Model 6 or 7) gives the 
user only one card path. This means that cards to 
be read and cards to be punched must both be placed 
in the same input hopper in the proper order. 

Configuration 3 (2501 and 1442 Model 5) has sep- 
arate paths for reading and punching, which simpli- 
fies programming and operating in certain types of 
applications. 

Configuration 4 (2501 and 1442 Model 6 or 7) also 
has two card paths, differing from configuration 3 
in that one path can both read and punch. In cer- 
tain applications this can be very useful. For ex- 
ample, you could put a master card deck in one 
reader and a detail deck in the other reader, elimi- 
nating the need to collate (merge) the two together. 



IBM 1442 Card Read Punch 
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PAPEE TAPE READERS AND PUNCHES 

The 1130 system may include the IBM 1134 Paper 
Tape Reader and/or the IBM 1055 Paper Tape 
Punch. 



IBM 1055 Paper Tape Punch 


The 1134 reads punched tape at 60 characters per 
second; the 1055 punches tape at 15 characters per 
second. 



IBM 1134 Paper Tape Reader 
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PLOTTER 

For hard-copy graphic output, the IBM 1627 Plotter 
may be attached to the 1130 system. Bar charts, 
flowcharts, organization charts, engineering draw- 
ings, and maps, in addition to graphs or drawings 
that depict financial, scientific, or technical data, 
can be plotted on the 1627 Plotter, 

Two models are available: 

Model 1 

Plotting area: 11 inches by 120 feet 

Step size: 1/100-inch increments 

Speed: 300 steps per second 


Model 2 

Plotting area: 29-1/2 inches by 120 feet 

Step size: 1/100- inch increments 

Speed: 200 steps per second 

The 1627 can plot curves, straight lines, alpha- 
meric headings, etc. , by a series of steps in which 
either the pen, the drum, or both, move in 
1/100-inch increments. 



IBM 1627 Plotter 
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GRAPHIC DISPLAY 

A second means of graphic display may be obtained 
by attachment of the IBM 2250 to the 1130 system. 
The 2250 is an electronic (cathode ray tube) device, 


and therefore capable of faster speeds than the 
1627 Plotter, a mechanical device. A "light pen” 
enables the operator to communicate with the 
system by interacting with the display on the face 
of the tube. 



IBM 2250 Display Unit 







Section 

Subsections 

Page 

45 

40 

00 

01 


OPTICAL READERS 

The IBM 1231 Optical Mark Page Reader reads 
positional marks made by an ordinary lead pencil 
on paper documents, such as test scoring sheets, 
etc. The data contained on these documents can be 


read into the 1130 system at a rate of 2000 sheets 
per hour. 

The 1231 is especially suited for applications 
such as examination grading, surveys, order entry, 
etc. , where variable information may be entered by 
hand on preprinted forms. 



IBM 1231 Optical Mark Page Reader 
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STORAGE ACCESS CHANNEL 

The storage access channel provides an input/ out- 
put "path" that allows nonstandard components to be 
added to the 1130 system. These components may be 


IBM - supplied, or user-supplied. Since the 
SAC is merely a general purpose input/output 
channel, control of the nonstandard component 
must be handled by user- supplied hardware and/or 
programming. 
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TELEPROCESSING telephone lines, with another 1130, an IBM 

SystenVSOO, and/or other devices. 

By means of the Synchronous Communications 
Adapter (SCA), the 1130 may communicate, over 
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THE 1130 CONFIGURATOR 

The accompanying schematic is a copy of the 1130 
Configurator (A26-5915). 


1130 Configurator 
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Section 50: 1130 DISK MONITOR SYSTEM 
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GENEE.AL 

This section consists of a general discussion of 
the 1130 Disk Monitor System and serves to intro- 
duce the next three sections: 

• Job Management — how the Monitor helps 
you achieve smooth, orderly, automatic transition 
from each job to the next. 

• Disk Management — how the Monitor helps 
you manage the disk and use it efficiently. 

• Core Storage Management — how the Monitor 
allows you to make the most effective use of the 
available core storage. 

If your 1130 does not have disk capability, you 
cannot use the Monitor, and you may skip over this 
and the succeeding three sections. 

The 1130 Disk Monitor System is a disk-oriented 
operating system that allows the user to assemble, 
compile, and/or execute individual programs or 
groups of programs with a minimum of operator 
intervention. Jobs to be performed are stacked 
and separated by control records that identify the 
operation to be performed. 

The Monitor System consists of five distinct but 
interdependent programs (see Figure 50.1): 

Supervisor Program 

Disk Utility Program 

Assembler Program 

FOETRAN Compiler 

Subroutine Library 

The supervisor program provides the necessary 
control for the stacked- job concept. It reads and 
analyzes the monitor control records, and transfers 
control to the proper program. 


r 


1130 DISK MONITOR SYSTEM — 


I 



I I 


Figure 50.1, 1130 Disk Monitor System 


The Disk Utility Program is a group of routines 
designed to assist the user in storing information 
(data and programs) on the disk, and in retrieving 
and using the information stored. 

The Assembler program converts user- written 
symbolic-language source programs into machine- 
language object programs. 

The FORTRAN compiler converts user-written 
FORTRAN-language source programs into machine- 
language object programs. 

The Subroutine Library contains subroutines for 
data input/output, data conversion, and arithmetic 
functions. 

The Monitor System coordinates program opera- 
tions by establishing a communications area in core 
storage that is used by the various programs mak- 
ing up the Monitor System. It also guides the trans- 
fer of control between the various monitor pro- 
grams and the user’s programs. Operation is con- 
tinuous and setup time is minimized, thereby effect- 
ing substantial time saving and allowing greater 
programming flexibility. The complete Monitor 
System resides on disk storage, but only those 
routines or programs required at any onetime are 
transferred to core storage for execution. This 
feature minimizes the core storage requirements 
and permits segmenting of long programs. 

In addition to providing you with an efficient job- 
to-job transition system, the 1130 Disk Monitor 
System significantly reduces the amount of pro- 
gramming you must do. This is made possible 
through the sharing of common subroutines by un- 
related programs. For example, input/output or 
conversion operations are required by most user 
programs, whether the programs are written in the 
Assembler Language or in FORTRAN. IBM pro- 
vides a library of subroutines to handle such opera- 
tions as an integral part of the Monitor System. 

The Disk Utility Program (DUP) facilitates 
development of a library of user programs. Pro- 
grams can be stored on cards or paper tape, as is 
customary in installations without disk storage. 

With disk storage, programs can also be stored 
directly on the disk. The disk-stored programs 
and data are referred to by name when called for 
use. The Monitor System, through the use of a 
table known as the Location Equivalence Table 
(LET), can locate any user program, subroutine, 
or file by a table search for the name. Stored with 
the name is the amount of disk storage required 
by the program or data. 

Any program that is added to the user's disk- 
stored programs is usually placed at the end of 
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the other programs. If a program is deleted, the 
remaining program (s) are moved up on the disk 
in order to utilize disk storage effectively. 

Detailed descriptions of the 1130 Monitor System 
and its components may be found in the Systems 


Reference Library (SRL). For Version 1 see 
IBM 1130 Disk Monitor System (C26-3750). For 
Version 2 see IBM 1130 Disk Monitor System , 
Version 2 , Programming and Operator's Guide 
(C26-3717), 
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Section 55: THE MONITOR-JOB MANAGEMENT 

CONTENTS 
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INTRODUCTION 

The first function of the 1130 Disk Monitor System 
is Job Management — helping you, the user, 


achieve a smooth, orderly transition from one job 
to the next. The Monitor is designed to accept a 
continuous stream of input, in the form of jobs and 
subjobs. 
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JOB AND SUBJOB 
A job is defined as; 

• A JOB card and all the following control rec- 
ords, source progranas, object programs, and data, 
up to, but not including, the next JOB card. 

• The processing that takes place from the de- 
tection of one JOB card (or paper tape record) until 
the detection of another JOB card, 

A sub job is defined as: 

• A monitor control record and all the following 
control records, source programs, object programs, 
and data, up to, but not including, the next monitor 
control record. 

• The processing that takes place from the de- 
tection of one monitor control record (such as DUP 
card, FOR card, etc.) to the detection of another 
monitor control record. 

A job is an independent unit of processing; a 
sub job is a unit of processing that is dependent on 
the subjob (s) preceding and/or following it. The 
successful completion of the job depends on the 
successful completion of each subjob within it. In 
some cases, a subjob is not attempted if the pre- 
ceding subjobs have not been successfully completed. 

The JOB control record defines the start of a new 
job. It causes the Supervisor to perform the job 
initialization procedure, which includes: 

1. Initialization of constants, parameters, etc. 


2. Setting of the temporary indicator if a T is 
present in column 8 of the control record. If set, 
all programs or data files stored in the User Area 
by DUP during the current job will be deleted auto- 
matically at the end of the job (that is, at the be- 
ginning of the next job). 

3. The identification of the cartridge (s) to be 
used during the current job. 

4. The definition of the cartridge on which the 
Core Image Buffer for the current job is to be 
found. Core image programs can be built faster if 
the CIB is assigned to a cartridge other than the 
systems cartridge. (This applies only to systems 
with two or more disk drives.) 

5. The definition of the cartridge whose Working 
Storage is to be used by the Monitor system. (This 
applies only to systems with two or more disk 
drives.) Although all cartridges contain a Working 
Storage area, only one will be used by the Monitor 
(for its own purposes). Core image programs can 
be built faster if the system Working Storage is on 
some cartridge other than the systems cartridge. 
They can be built even faster if the CIB, the system 
Working Storage, and the monitor system itself are 
on separate cartridges. Assemblies are also faster 
if Working Storage is on a separate cartridge. 

6. The starting of a new page. A skip to channel 
1 is executed on the 1132 Printer or 1403 Printer; 
ten consecutive carriage returns are made on the 
console printer. 
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STACKED JOBS OR THE INPUT STREAM 

Figure 55. 1 shows a schematic view of a stack of 
three jobs: 

JOB 1 

• Translate an Assembler Language source pro- 
gram into an object program (subjob 1) 

• Store the assembled object program (subjob 2) 

• Execute the program (subjob 3) 

JOB 2 

• Store a program that had earlier been dumped 
onto cards (sub job 1) 


JOB 3 

• Compile a FORTRAN program (subjob 1) 

• Execute it (subjob 2) 

Here, the reason for the job/subjob concept can 
be seen clearly. If there were an error in subjob 1 
of job 1, the assembly, you would not want to con- 
tinue with the next two subjobs. The results would 
be meaningless. 

If those first three items had been made jobs 
rather than subjobs, the Monitor would have tried to 
perform the second two tasks even though the first 
had failed. However, because they are all subjobs, 
an error condition encoimtered in any one subjob 
would cause the Monitor to abandon the remaining 
subjobs. 
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Figure 55.1. Stacked job input 
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DISK CARTRIDGE ID CHECKING 

A second assist given you by the Monitor system is 
the checking of disk cartridge ID numbers. Every 
cartridge must have an ID number; if you so desire, 
you can request that the Monitor check each car- 
tridge for a certain ID and alert you if the desired 
cartridges are not moimted. 


For example, suppose you have placed a payroll 
data file on a particular cartridge, and have identi- 
fied it as cartridge 6066. If you punch 6066 in col- 
umns 11 through 14 of the JOB card, the Monitor 
will read the cartridge ID from the disk on logical 
drive 0, and, if it is not 6066, you will be so in- 
formed with a message. 

If you don’t care which cartridge is mounted (or, 
more likely, if you will check it yourself), those 
columns on the JOB card may be left blank. 
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INTRODUCTION 

Remember, effective management can make or break 
a good installation. This also applies to the disk 
portion of your 1130. Because the disk is such an 
integral part of your system, it is extremely im- 
portant that you have the knowledge and ability to 
manage it effectively. This discussion of the disk, 
its layout, and how the Monitor helps you use it, 
will give you a good start toward effective disk 
management. 

Effective use of your disk cartridges requires a 
certain amount of planning, especially if the number 
of applications on your 1130 is high, or is expected 
to grow. Some control must be exercised over what 
gets stored on a disk, and which disk cartridge is to 
be used for a particular job. 

Each installation requires a certain minimum 
number of disk cartridges: 

• At least one general purpose systems car- 
tridge, with a complete Monitor system (FORTRAN 
and Assembler). It should only be used for testing, 
one-time applications, and other odd jobs. 

• On multiple disk drive systems, at least one 
working or scratch disk for each disk drive over 
and above the first. 

• One disk cartridge to be used for ordering and 
receiving programs from IBM. Some packages are 
not available in card form and can be obtained only 
by forwarding a cartridge to the Program Informa- 
tion Department. PID will place the package on 
your cartridge and return it to you. 

• One disk cartridge (as required) for each of 
the major IBM applications programs to be used. 

For example, STRESS, COGO, LP-MOSS, and 
others each require all or most of a disk cartridge. 

• One disk cartridge for each major application 
area, such as payroll, accounts payable, plant 
scheduling, highway design, etc. In some cases, 
two applications must share a disk because they 
both use the same data file, but such dual use 
should be avoided whenever possible. 

Mixing of different applications on the same disk 
may lead to several complications, especially if 
different programmers are involved. For example: 

1. Duplicate program and data file names may 
occur, with resulting confusion. 

2. One program may inadvertently write into the 
disk data area of another program. 

3. The amount of Working Storage is decreased 
more rapidly as each application area adds pro- 
grams, subprograms, etc. 


4. Run times may increase as data files are 
pushed further apart by the continuous storing and 
deleting of programs, datafiles, etc. 

5. Overall control is diminished. 

Before discussing disk storage management, 
several terms must be defined: 

Systems cartridge — a cartridge that contains 
the 1130 Disk Monitor system. If your 1130 has 
only one disk drive, all your cartridges must be 
systems cartridges. 

Non-systems cartridge — a cartridge that does 
not contain the monitor system. As implied 
above, such a cartridge would be of use only in 
installations with two or more disk drives. 

Master cartridge — a systems cartridge that has 
been referenced by the cold start procedure, or 
by a Job card. The Monitor system on that car- 
tridge will be the one in use until another cold 
start is initiated, or until a Job card is encoun- 
tered that switches control to a different car- 
tridge. Obviously, on a one-drive 1130 system, 
the one and only disk cartridge will be both a 
systems disk and the master disk. 

Satellite cartridge — any cartridge which is not 
the master cartridge. It may be either a systems 
or non-systems cartridge. 

You see, then, that there is a definite distinction 
between these terms. A disk cartridge is either a 
systems or non-systems disk, depending on whether 
you have loaded the Monitor system onto it. On the 
other hand, the master/ satellite split does not 
occur until the cartridges are placed in the drives, 
made ready, and a cold start performed. Then, one 
becomes the master, and the others, if any, become 
satellites. 

The terminology of the disk drives themselves 
involves another distinction — that of physical 
drives versus logical drives. Single-drive 1130 
users need not concern themselves with this; their 
one disk drive is physical drive 0 and logical drive 
0 — there are no options. 

• Each disk drive on the 1130 has a physical 
drive number; drive 0 is the one contained in the 
mainframe of the 1130; drives 1 through 4 are con- 
tained in the 2310 enclosure, a separate unit. These 
numbers are fixed and cannot be changed. 

• Each disk drive present on the 1130 may also 
be given a logical drive number, which may or may 
not agree with its physical number. The only 




Section 

Subsections 

Page 

60 

01 

00 

02 


restraint is that a two-drive system may only have 
physical and logical numbers 0 and 1; a four-drive 
system, 0, 1, 2, and 3; etc. 

You assign logical drive numbers when you 
prepare a Job card. The Job card may contain a 
series of five four-digit numbers, representing the 
ID numbers of each cartridge (each cartridge must 
be given a four-digit ID when it is initialized) . The 
first of the five ID's (cc 11-14) informs the Monitor 
that logical drive 0 is to be the drive containing 


the cartridge with that ID. For example, if this 
field contained 1234, the drive in which cartridge 
1234 is mounted becomes logical drive 0. That 
cartridge may be physically located on any drive; 
its actual position does not matter. 

Cartridge 1234 would also become the master 
cartridge, since the cartridge on logical drive 0 
will always be the master. 

For further detail, see the Monitor reference 
manual. 
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DISK STORAGE LAYOUT 
Introduction 


Conceptually, disk storage can be divided into five 
logical areas: 

- Cylinder 0 

- IBM Systems Area 

- User Area 

- Working Storage 

- Fixed Area 


The contents and use of these areas are discussed 
in detail in the Monitor SRL manual, and in general 
terms here. 

Note that these areas are logical or S 5 rmbolic, 
rather than physical areas. They are not neces- 
sarily intact or contiguous. Some of the items in one 
logical area may, in fact, be physically located be- 
tween two items in another logical area. 

The term ’’logical”, as it is used here, denotes 
a system organized for ease of understanding, 
rather than for accurate technical detail. 





Cylinder 0 question is a systems disk (in which case it contains 

the Monitor) or a non-systems disk; the area, how- 

This area contains certain key information that is ever, is always present, and always occupies one 

present on every disk cartridge. The exact contents cylinder, Cylinder 0. 
of this area differ, depending on whether the disk in 




Section 

Subsections 

Page 

60 

10 

20 

01 


IBM Systems Area 

The IBM Systems Area is present on all disk car- 
tridges that have been bmlt as systems disks (that is, 
disk cartridges on which the Monitor system has 
been loaded) . 


This area consists of (1) a basic Monitor package 
of 152 sectors, which must be present, (2) two 
optional items, which may be removed: 

FORTRAN compiler (88 sectors) 

Assembler (32 sectors) 

and (3) the Core Image Buffer (16 sectors), which 
may be deleted from a satellite cartridge but must 
be present on the master cartridge. 
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Working Storage (WS) 

Working Storage is used for temporary storage of 
programs and data. Since it is used for this pur- 
pose by both you and the Monitor, you should not 
leave material in WS if you wish to use it later. If 


you wish to retain a program or data file, it should 
be transferred with DUP to either the User Area or 
the Fixed Area, and given a name. 

The size of WS is variable, since it consists of 
whatever space on the disk is not taken up by the 
other four areas. 





User Area (UA) 

As mentioned earlier, programs and data that you 
want retained must be moved from WS to either the 
User Area or the Fixed Area. 

The size of the UA is also variable, since it 
expands and contracts as material is stored in it or 
deleted from it. 

The process of transferring a program or data 
file from WS to UA is done in a unique manner, 
made possible by the use of a "floating” boundary 
between the two areas. Because material placed in 
WS is at the "lower" end of WS which is adjacent to 
the "upper" end of UA, all that is necessary to trans- 
fer it from WS to UA is to move the boundary. (See 
Figure 60. 1.) 

The term "User Area" should not be taken to 
mean that only user-written programs will be found 
there. Nearly the entire IBM subroutine library is 
placed in the UA (occupying about 50 sectors), where 
it may be called for use by other programs. 

The UA may contain; 

• Data, in disk data format (DDF) 

• Programs and subprograms, in disk system 
format (DSF) 

• Programs, in disk core image format (DCI) 

The major differences between these three for- 
mats are discussed in subsection 60.30.10. 

The Location Equivalence Table (LET) is a direc- 
tory of the contents of the User Area. It exists on 



every disk cartridge — systems and non-systems. 
Basically, it contains an entry for every program, 
isubprogram, and data file that has been placed in the 
UA. Each entry in the table contains the name, 
size, and other properties of that program or data 
file. 
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Fixed Area (FX) 

The Fixed Area, like the User Area, is a place 
where the user may store programs and/or data 
files. There are five major differences between 
tlie FX and the UA: 

1. There is no Fixed Area on a cartridge unless 
you specifically define one (see 60.30.20). 

2. You specify the size of the FX, whereas the 
UA expands and contracts as items are added to or 
deleted from it. 


3. Like the UA, the FX may contain both pro- 
grams and data, but the programs must be in disk 
core image (DCI) format. They cannot be in disk 
system format (DSF). 

4. Programs or data files stored in the FX may 
be deleted, but the FX will not be repacked, as is 
the case with the UA. Once an item is stored some- 
where in the FX, it stays in the same location until 
it is deleted. 

5. The directory of the FX is FLET, the Fixed 
Location Equivalence Table, rather than LET, which 
is the directory to the UA. 
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Summary 

Figure 60.2 illustrates the five logical disk areas 
and shows the general properties of each. 


Logical Area 

Sub-Areas 

Present? 

Approximate Size, Sectors 

Systems 

Disk 

Non-Systems 

Disk 

Cylinder 0 


Always 

8 

8 

IBM Systems 
Area 

Basic 



152 

Core Image Buffer 

Can be removed from Non-Sys. 

16 

16 

FORTRAN 

Compiler 

May be removed 

m 

88 

Assembler 

May be removed 

32 

32 

Fixed Area 
(FX) 

FLET 

Not unless defined by user 

8 

8 

Contents of 

FX 

Not unless defined by user 

Fixed by the user when he | 
defines a fixed area j 

User Area 
(UA) 

LET 

Always 

m 

0 ( LET is part 
of Cyl. 0) 

Contents of 

UA 

• User data files 

• User programs 

• IBM subrou- 
tine library 

Always. As delivered, the 

UA contains the IBM 

Subroutine Library 

Varies as material is stored 

and deleted 

Working 

Storage 

(WS) 

■ 

Always 

Varies in size — WS is 
whatever is left over. 

Every sector added to UA 
is Subtracted from WS; 
every sector deleted from 
UA is added to WS. 


Figure 60.2. The five logical areas of the disk 
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INCREASING THE AMOUNT OF SPACE AVAILABLE 
TO THE USER 

Introduction 

As Figure 60.2 shows, there is another way to look 
at a disk cartridge. Simply stated, at any point in 
time, the disk can be split into two portions: 

• The portion now being used. 

• The portion not now being used and therefore 
available to you. 


If you have a data file that you want to store on a 
disk, you can ask several pertinent questions: 

How much room do I need ? 

How much room do I have ? 

How can I make more room, if necessary? 

The first question is covered in Section 80; the 
other two are answered in 60.20.10 and 60.20.20, 
respectively. 
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How Much Room Do I Have ? 

It is quite easy to determine how much room is 
available on any particular disk cartridge; all you 
need to do is to run the DUP *DUMPLET job. The 
last item on the printout will have the name IDUMY 
(a dummy entry representing empty space), its size 
in disk blocks (a disk block is 20 words, or 1/16 of 
a sector), and its starting address (in disk blocks). 

This block of empty space is equivalent to Work- 
ing Storage, the area where you may place addi- 
tional programs and data files . 

Figure 60. 3 shows the last page of a typical 
DUMPLET printout. Note the last entry: 

IDUMY 49F3 lAOD 


Convert the two hexidecimal numbers to decimal: 

49F3 becomes 18931 

lAOD becomes 6669 

Divide by 16 (16 disk blocks per sector): 

18931/16 is 1183 3/16 

6669/16 is 416 13/16 

The first number (1183 3/16) is the size in sectors 
of Working Storage; the second (416 13/16) is the 
sector at which it begins. The fact that the two add 
up to 1600, the total number of sectors on a disk, 
confirms the accuracy of the arithmetic. 
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DSF 

0004 

19E0 
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PLOTX 
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DSF 

0008 
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SCALE 
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Figure 60. 3. 
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How Can I Make More Space Available ? 

Using Figure 60. 2 as your guide, take a look at 
each of the five logical areas , with an eye toward 
removing items you don’t need; 

Cylinder 0 

Since Cylinder 0 is always present and necessary on 
every disk cartridge, there is nothing you can do to 
reduce its size. 


IBM Systems Area 

Every system disk cartridge, after initial loading 
with the Monitor, contains the Assembler and 
FORTRAN compiler, two programs of substantial 
size. The Assembler occupies 32 sectors; the 
FORTRAN compiler occupies 88 sectors. 

If you rarely compile programs written in Assem- 
bler Language, you will probably want to delete the 
Assembler from all disk cartridges except the one 
used for odd jobs. 

Most 1130 users program in FORTRAN, but it is 
still possible to eliminate this compiler from some 
disk cartridges. Suppose you have a large inventory 
file that requires all the room you can get. Why 
keep the FORTRAN compiler on that disk ? 

During the test phase, when you are compiling 
many FORTRAN programs, you certainly need the 
compiler; once the programs have been debugged, 
however, you can elimmate it and increase the size 
of your file by 88 sectors. If it becomes necessary 
to change a program on a particular disk, you can 
recompile the new version using a disk that does 
contain the compiler, dump the new program on 
cards with the DUP, remove the FORTRAN disk, 
replace it with the inventory (no FORTRAN) disk, 
and load the new card program with DUP. Because 
this takes a few minutes , you will probably not want 
to eliminate the FORTRAN compiler from any disk 
unless the space is needed. 

To delete these two programs from a disk, you 
must use the DUP *DEFINE function, as shown 
below 
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Fixed Area 

Because of the way in which the Fixed Area is handled 
by the Monitor, you should not define one unless you 
have a specific purpose in mind for it. Remember 
that the size (and existence) of the Fixed Area is 
entirely up to you. If you define a 20-cylinder Fixed 
Area and use only half of it, the other half is com- 
pletely wasted; the empty space is not transferred 
to the UA or WS. 

To determine what is in the fixed area, you may 
rim the DUP job: 
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If it is not full, you may reduce its size (see 60. 30. 20) 
accordingly, automatically transferring the released 
area to Working Storage. If later you wish to place 
something in FX, you may then increase its size. 

User Area/Working Storage 

Because the UA and WS interact, they must be con- 
sidered together. Basically, there is never any 
room in the User Area — it is always full. Even if 
you remove something from it, it is still full, since 
it is immediately packed, and the free space is 
transferred to WS. 

Your job, therefore, is to remove unneeded items 
from UA, decreasing its size and thereby increasing 
the size of WS. The entire contents of WS are, after 
all, available for transfer back to the UA whenever 
you have something you wish to store on a permanent 
basis. 

The following sections discuss some items that 
can be removed from the UA. 

I/O Subroutines for Devices Not on Your System . 

As mentioned earlier, the Monitor, as delivered and 
loaded on each disk, is a complete system and in- 
cludes subroutines for every device that can be in- 
stalled on an 1130 system — plotter, paper tape 
reader, etc. If you do not have a plotter, it makes 
sense to delete the plotting subroutines. As with the 
FORTRAN compiler and the Assembler, you must 


make the decision and do the deleting. The Monitor 
will not check for the presence or absence of a 
plotter and delete those subprograms on its own. 
Although you do specify to the Monitor loader (with 
the REQ cards) which devices are on your system, 
the loader does not use this information to selectively 
load the subroutine library. All subroutines are 
loaded onto the disk, regardless of your 1130 con- 
figuration. 

Figure 60. 4 illustrates what subroutines can be 
deleted, and how many sectors can be gained. The 
subroutines noted can be deleted the same as any 
other subroutine — for example; 
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If you don't have 
this equipment 






(or if no program on this disk 


You may delete 


And gain this 

will use these devices) 


these subroutines 


number of sectors 

IBM 1627 Plotter 

PLOTX 


FCHAR 

ECHAR 

10 


PLOT1 


FGRID 

EGRID 



POINT 


FPLOT 

EPLOT 



XYPLT 


SCALF 

SCALE 



FCHRI 

ECHRI 

FRULE 

ERULE 



FCHRX 

ECHRX 




IBM 1132 Printer 


PRNT1 


OMPDI 

6 1/16 



PRNTZ 

PRNT2 


OMPXI 


IBM 1403 Printer 


PRNT3 

CPPT3 


4 8/16 



PRNZ 

PT3EB 





EBPT3 

PTHOL 

PT3CP 

■ 


IBM 1442 Card Read Punch, 


CARDO 

■ 


2 12/16 

Model 6 or 7 


CARD1 

CARDZ 

■ 

■ 


IBM 1142 Card Punch, 


RNCHO 



2 2/16 

Model 5 


PNCH1 

PNCHZ 


jjlfl 


IBM 2501 Card Reader 


READO 

READ1 

READZ 

■ 

■ 

1 4/16 

1 Bivi 1134 Paper T ape 


PAPT1 


PAPPR 

7 14/16 

Reader and/or 1055 Paper 


PAPTN 


PAPHL 


Tape Punch 


PAPTZ 


PAPEB 




PTUTL 


PAPTX 


IBM 1231 Optical Mark Page 
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Computational Subroutines You Are Unlikely To Use. 
Let's take the example again of the disk used ex- 
clusively for a large inventory file. You have elimi- 
nated the compilers, the plotter subroutines, etc. 

Is there anything else on this disk that you won't 
need? Unless you have an unusual inventory system, 
the answer is yes. Do the inventory programs re- 
quire the computation of any sines, cosines, etc? 

If not, you may gain 7 sectors by deleting the trig- 
onometric and logarithmic subroutines: 


FSQR 

ESQR 

FTANH 

ETANH 

FATN 

EATN 

FAXB 

EAXB 

FEXP 

EEXP 

FLN 

ELN 

FSIN 

ESINE 


Seldom-Used Programs and/or Data . Because the 
1130 Monitor makes it so easy to do so, many people 
tend to "over store" the disk. This is particularly 
true of programs, which are often *STOREd as a 
matter of course, with no rules regarding what gets 
*STOREd and what doesn't. As a practical matter, 
however, many programs should not be placed on 
the disk, but should be compiled each time they are 
used. For example, suppose that program XYZ is 
a stand-alone program that does nothing but read a 
deck of cards and produce one or two pages of results. 
It is run monthly, consists of 150 FORTRAN source 
cards, and uses 2100 words of core storage. To 


compile (without listing) and execute it, will take 
about: 

Compile 2 minutes 

Execute 3 minutes 

Total 5 minutes 

To load it from the disk and execute it, will take 
about: 

Load 1/2 minutes 

Execute 3 minutes 

Total 3 1/2 minutes 

By storing this program on the disk, you will 
save 1 1/2 minutes per month, but will use 2100 
words of disk storage, or about seven sectors. 

Is it worth it? That depends on your installation. 
If disk space is scarce, the answer is; "No — don't 
store it!" If there is plenty of room on the disk, the 
answer is: "Yes, why not?" 

Obviously, some programs should or must reside 
on the disk: 

- Often used subroutines and functions 

- Programs called as LINKS by other programs 

- Frequently used programs 

- Very large programs 

- Programs that are run with a series of other 
programs, as one batch JOB. 

Unneeded User-Written Programs and Data . This 
usually applies more to programs than data. Over 
a period of months, the typical disk becomes clut- 
tered with numerous abandoned, obsolete, and/or 
useless programs and subprograms . The LET/FLET 
should be dumped periodically and inspected for such 
items. Anything not really needed should be deleted. 
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Summary 

To illustrate how much room can be available on a 
systems disk, let’s assume you have an 1132 Printer 
and a 1442 Card Read Punch, and you wish to place 
a very large commercial-t 3 ^e data file on the disk. 
There is no Fixed Area. 

After originally loading the Monitor, you 
*DUMPLET and determine from the last IDUMY 
record that the size of Working Storage is 49F3 disk 
blocks, or about 1183 sectors, 74% of the disk. 

To increase this amount, you can take the three 
steps suggested earlier: 

1. Delete the FORTRAN compiler and the Assem- 
bler, gaining 120 sectors. 

2, Delete the I/O subroutines you don't need, in 
this case gaining about 37 1/2 sectors. 


3. Delete the technically oriented computational 
subprograms, gaining about seven sectors. 

You thereby have increased the available disk 
space (WS) by 164 sectors, to 1347, or 84% of the 
disk. Of course, you cannot compile any programs 
with this disk, nor can you execute any jobs (noncom- 
mercial) requiring some of the computational sub- 
routines that have been deleted. From the number 
of sectors available you must subtract the space re- 
quired for your programs. The remainder is avail- 
able for your data file(s). 

The task is easier with a non-systems disk. One 
cylinder (eight sectors) is always required for the 
Cylinder 0 area, plus two more if you have defined 
a Fixed Area. That leaves either 1584 or 1576 
sectors for your programs and data files. 
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THE DISK UTILITY PROGRAM 
Introduction 

The Disk Utility Program (DUP) gives you the facili- 
ties necessary to manage your disk storage capa- 
bility. With DUP you can: 

• Store programs and data files on the disk 

• Make the programs and data files on the disk 
available in printed, punched card, or punched 
paper tape form 


• Remove programs and data files from the disk 

• Determine the contents of disk storage through 
a printed copy of LET/FLET, the directory to 
the disk 

• Alter certain system parameters and, to a 
limited extent, the contents of the system 

• Perform other minor disk maintenance functions 

The Monitor manual explains the details required 

to use DUP (card layouts, etc.). This section will 
cover only the most commonly required DUP functions 
and the information needed to execute them. 
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Format of Material on the Disk 

Essential to the understanding of DUP is a basic 
knowledge of the various formats used in the storing 
of programs and data on the disk. 

Although DUP gives you many format options , 
this section discusses only those that apply to the 
average user, writing a t5^ical FORTRAN program. 
Users with unusual combinations (for example, a 
data file in DC I format) will have exercised this 
option with a specific purpose in mind and will be 
well aware of the details involved. 

Data Files 

Under normal circumstances, data files are always 
stored on the disk in the Disk Data Format (DDF) . 

Programs and Subprograms 

Under normal circumstances, programs and sub- 
programs will be stored on the disk in one of two 
formats : 

Disk System Format (DSF) 

Disk Core Image Format (DC I) 


The main difference between the two lies in what is 
stored, rather than how it is stored. 

A program in DC I format consists of a complete, 
self-sufficient core load or program package — the 
mainline program, plus all the subroutines it re- 
quires. The entire package is in absolute form; 
that is, all addresses are actual core storage lo- 
cations rather than relative locations. Subprograms 
cannot be in DC I format. 

On the other hand, an item in DSF consists of that 
item and only that item. Nothing else is included 
with it. It may be: 

• A program or a subprogram 

• Absolute or relocatable (but usually relocatable) 

• In either WS or UA (but not in the FX) 

As would be expected, a program occupies more 
space on the disk in DC I form than it would in DSF, 
since it includes more material. However, it may 
be loaded into core storage (when called by an 
XEQ card) much faster, since the Core Load Builder 
need not assemble all the necessary subroutines and 
calculate actual core storage addresses. 
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The Most Commonly Used PUP Functions - Single 
Disk Drive Systems 


Of the many things that can be done with DUP, a 
few stand out as common, everyday tasks in the 
typical 1130 installation. The following is a guide 
to these common jobs: 


Store a Program or Subprogram in DSF Format 

After compiling a program or subprogram, you will 
commonly store it on the disk for later reference 
or execution. 

Because the FORTRAN Compiler (or Assembler) 
leaves the compiled program in Working Storage, 
all that need be done is to move it from WS to UA. 
To do this , DUP moves the boundary between UA 
and WS so as to include in UA whatever is in WS. 
For example, suppose you have just compiled a 
program called PROGZ, which requires 812 words 
of core storage. If you follow the END card of the 
program with 
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DUP will move this program (move the boundary) 
from WS to UA, and enter the name PROGZ in LET, 
with the proper identification codes . UA increases 
in size by about 812 words; WS decreases by the 
same amount. Note that you did not have to know 
how large the program was — DUP handles that. 
Note also that the DUP card is not preceded by a 
JOB card. 
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store a Program in DC I (Core Image) Format 


Delete a Program or Subprogram 


You can, after compilation, also store a program in 
DCI format, by simply using the *STORECI card in 
place of the *STORE card. Note that the *FILES, 
*LOCAL, and *NOCAL cards are placed after the 
*STORECI card and that the number of such cards 
is pimched in columns 27-30 of the *STORECI card. 

Because this takes longer than the *STORE option, 
it usually will not be done unless you are fairly 
certain that the program is free of bugs . 


Convert a DSF Program to DCI 

For speed of loading, commonly used programs 
should be stored in DCI (core image) format. This 
eliminates the need to build a core load each time 
you execute the program. 

If you have a program called MAIN6 stored on the 
disk in DSF (by a STORE card), you can convert it to 
DCI with the following sequence: 


This is one of the simplest of the DUP jobs, since 
you need not be concerned with either the format, 
the location, or the type (program, subprogram, or 
data) of the item to be deleted. 

The sequence of cards 
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will delete NAMEP wherever and whatever it is. 
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Note that the name of the program had to be 
changed. 
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Dump a DSF Program or Subprogram and Reload It 

As a backup procedure, you can dmnp your often 
used programs and subprograms onto cards or paper 
tape. If anything happened to the disk cartridge, 
these items could be reloaded much faster than they 
could be recompiled. The job 
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will cause ITEM to be punched into the deck of blank 
cards following the *DUMP card, 54 words per card. 
In addition, a header and end-of-program card will 
be punched. 

Since the program is pimched in such a compact 
form, very few programs whl require more than an 
inch of cards (about 140 cards, or 6300 words). 
Extra, xmpimched cards will be bypassed automati- 
cally by DUP. 

To reload this dumped program, the *DUMP card 
should be replaced with 


Dump a DCl (Core Image) Program and Reload It 

If the program to be dumped and reloaded is in core 
image format, the procedure must be changed some- 
what. 

The dump to cards can be accomplished in the 
same way, with the *DUMP card. 

However, to reload, the STOREDATACI option 
is required, and the card count must appear in 
columns 27-30. For example, a program called 
XXXXX, diunped into a deck of 108 cards, would be 
reloaded with the card: 
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(if the program was in DSF) and run as another job. 
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Dump a Data File and Reload It 

More important as a backup procedure, you can 
dump your data files onto cards or paper tape. In 
case anything happens to the disk cartridge, the data 
file may be reloaded. 

To dump a data file, you must know its size in 
sectors . 

The sequence of cards 


Copy a Data File onto Another Area on the Same 
Disk 

Another method of data file backup is to copy the 
file onto another portion of the disk. Typically this 
would be done before running a job that modifies the 
file. If the file is 100 sectors long and called MEN, 
the job 
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will dump the 65-sector data file, FILEX, from the 
UA to cards (CD). 

The data file is pimched into the blank card deck, 
54 words per card. No header or trailer cards are 
punched. 

To reload, you must know the number of cards 
in the dumped deck . 

To continue the previous example of a 65-sector 
file (20,800 words), the dumped deck would have 
required about 386 cards. 

To reload, then, you need the cards 
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will move it to Working Storage, then include it in 
the User Area with a different name (TMEN). 

If the program you wish to run operates satis- 
factorily, updating the file MEN, you need do nothing 
except DELETE TMEN. 

If on the other hand, some error occurs that ruins 
the file MEN, you have a duplicate file (TMEN) 
ready to replace it. The steps shown below will 
replace MEN, which has been ruined, with TMEN: 
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Now you may rerun the job. Be especially care- 
ful not to *DELETE TMEN until you are sure 
everything went according to plan. 

This protects you from accidental programmed 
loss of a data file; however, it does not protect 
against physical loss or destruction of the disk 
cartridge itself. 
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Defining and Modifying the Fixed Area 

If you want a Fixed Area on a disk cartridge, you 
must not only instruct the monitor to create one, 
but you must specify its size. 

If you want a Fixed Area of 20 cylinders, you can 
run the job 
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and you have it. Note that we specified 21 cylinders 
as the size of the Fixed Area. One cylinder will be 
used for FLET; the other 20 are available for your 
programs and data files. 

If later you wish to increase the size of FX by 6 
cylinders, you can use 


or, if you wish to decrease its size by 3 cylinders 
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You should keep a record of whether a particular 
cartridge has a Fixed Area or not. If you ran the 
first job, then forgot you ran it, and ran it again, 
you would have a 41-cylinder Fixed Area. When in 
doubt you may use the DUMPLET DUP option, which 
will print the contents of FLET. 
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Special Options — Multiple Disk 1130 Users 


Copy a Program onto Another Disk 


Copy a Data File onto Another Disk 

If you have more than one disk drive, you will usu- 
ally take this option rather than the ones described 
earlier — dump to cards for backup, or copy to 
another part of the same disk. This requires a two- 
step procedure, smce data files cannot be copied 
directly from the UA on one disk into the UA on 
another disk. The transfer must be via WS. 

Suppose you have an 88-sector file, called DATAX, 
in UA on cartridge 1075, and you want to copy it into 
the UA on cartridge 1077. Assiune that cartridge 
1075 is on drive 0, and 1077 is on drive 1. The 
following card sequence will accomplish this task: 
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If you have multiple disks, you may also choose to 
back up your programs by copying them to another 
disk, rather than dumping to cards. This is similar 
to the previous task, but easier, since you do not 
have to know the size of the program, as was the 
case with a data file. You must still, however, go 
via WS in the two-step procedure : 
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This copies the program or subprogram called 
PROGX from cartridge 1075 to cartridge 1077. As 
before, the program now exists on both cartridges, 
each of which has its own LET. 

Neither the format (DSF or DCI), nor the type 
(program or subprogram) need be known, or specified. 


You can see that the file was first moved from UA 
to WS on cartridge 1075, then from WS on 1075 to 
UA on 1077. The file now exists on both cartridges, 
and each has the same name: DATAX. 


Copy an Entire Disk onto Another Disk 

This is not done with the Disk Utility Program (DUP) 
but with a Disk Maintenance Program called COPY, 
which is supplied with the Monitor. If you want to 
copy the entire contents of cartridge 1967 onto car- 
tridge 1968, you execute COPY: 
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INTRODUCTION 

The ll30 Disk Monitor System gives you three ex- 
tremely powerful and useful means of managing 
core storage. All three involve the sharing of core 


storage by two or more programs (LINKs), sub- 
programs (LOCALS), or groups of subprograms 
(SOCALs). This section describes these three 
schemes in detail, after discussing the 1130 core 
storage layout in terms of its seven logical areas. 
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THE LOGICAL LAYOUT OF CORE STORAGE 

You can think of core storage as consisting, like the 
disk cartridge, of several logical areas. Again, 
this layout may bear little or no resemblance to the 
actual, physical layout; it is merely a device to help 
you understand the dynamic nature of core storage. 
The seven logical areas are as follows: 

Basic 

Flipper 

SOCAL Area 

LOCAL Area 

Program Or LINK Area 

COMMON 

Unused 


These areas are described below in general terms. 
Complete details may be found in the appropriate 
Monitor reference manual. Note that all core sizes 
given are based on: 

1. A typical FORTRAN program — commercially 
rather than scientifically oriented. 

2. Approximate subroutine sizes, usually ad- 
justed to multiples of 10. 

3. Version 2, Modification Level 0, of the 1130 
Disk Monitor System. 

Because some of the package sizes may increase in 
the future, you should not plan on using all of the 
available core storage; it might be more prudent to 
use about 95% of it. 
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Basic 


This is a set of programs that is always in core and 
whose size varies only slightly from job to job. It 
consists of: 

1. Resident Monitor 

2. Transfer Vector 

3. Several commonly used subroutines kept in 
core storage at all times (IFEX, FLOAT, ELD, 
ESTO, NORM, etc.). These are all subprogram 
subtypes 0 — see discussion of subtype under 
”SOCAL Area”. 

A good average size for this area is 740 words. 



Core Storage 
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Flipper 


This routine handles both the SOCAL and LOCAL 
overlay system. Flipper is not required (core size 
= 0) if there are no SOCALs or LOCALS: if there 
are, its size is about 100 words. 


Unused 
COMMON 
Program area 
LOCAL area 
SOCAL area 
Flipper 
Basic area 
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SOCAL Area 



Core Storage 


The word SOCAL is an acronym derived from 
"System Overlay on Call". The SOCAL area is that 
area of core storage where the SOCAL subroutines 
reside. The SOCAL subroutines, in turn, are de- 
fined as those subprograms that; 

1 . Are used by the mainline program to be ex- 
ecuted. 

2. Have been designated as subtype 1, 2, 3, or 8. 

3. Have not been made LOCAL. 

If a subprogram has not been designated as sub- 
type 1, 2, 3, or 8, it will be located in one of three 
areas : 

1 . The LOCAL area if it has been specified as 
LOCAL. 

2. The Basic area if it is an IBM-supplied sub- 
program (IFIX, FLOAT, ELD, EST, etc.) and has 
not been made a LOCAL. 

3. The Program area if it is a user-supplied 
subprogram and has not been made a LOCAL. 

The 1130 Monitor system you receive from IBM 
includes a subroutine library in which each sub- 
routine is assigned a subtype number. These may 
be called the standard subtypes, and will yield a 
SOCAL system as described in the Monitor manual 
and in later subsections of this Guide. However, 
these subtype numbers may be changed at your 
discretion. Furthermore, you may assign subtype 
numbers to your own subprograms. Both steps will 
yield a nonstandard SOCAL system. Several ideas 
on this subject are presented later in this subsection. 

The SOCAL system involves the grouping of the 
SOCAL subroutines into three groups , called overlays , 
which will be manipulated by the Core Load Builder 
as it goes about its job of loadir^ your program into 
core storage. 


Overlay 1. This is made up of all those subroutines 
and functions designated as subtype 2 or 8. The 
ARITHMETIC, PAUSE, and STOP routines are sub- 
type 2; the functionals (SIN, COS, etc.) are sub- 
type 8. 

The "typical" commercial program will probably 
add, subtract, multiply and divide (in extended pre- 
cision), PAUSE, STOP, and read the data switches. 
The subroutines required to do this will occupy about 
520 words of core storage. If the program does not 
divide, the size of this overlay will be reduced by 
180 words. 

Commercially oriented 1130 programs will 
probably be limited to these subroutines, while 
technical -type jobs may use the SIN, COS, SQRT, 
etc. , functions and require up to several hundred 
more words. 
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Overlay 2. Overlay 2 is composed of all subtype 3 
subroutines — those required for non-disk input/ 
output. The basic component is SFIO, the Format 
Interpreter, which is required if the program to be 
executed contains any non-disk FORTRAN I/O state- 
ments. In addition, each I/O device requires its 
own I/O subroutine and often several code conver- 
sion routines. 

The size of this overlay varies considerably, 
depending on the I/O devices specified on the *IOCS 
card (whether they are used or not). The following 
table may be used to calculate the approximate size 
of this overlay. 

If your program This many words will be 
contains any: included in overlay 2: 


a) Non-disk formatted 1150 

input/output (SFIO) 

b) WRITE on the 1132 190 

c) WRITE on the 1403 190 

d) WRITE on the 1442-5 70 

e) WRITE on the console 60 

printer (typewriter) 

f) READ or WRITE on the 160 

1442-6 or 7 

g) READ from the 2501 60 

h) READ from the key- 30 

board (cannot be 
done without writing 
on console printer) 

i) READ from keyboard 190 

or 2501 or 1442-6, 7 

j) READ or WRITE on 225 

paper tape 


Consider, for example, a FORTRAN program 
compiled with the card: 

*IOCS (1132 PRINTER, TYPEWRITER, KEYBOARD) 
Referring to the table above, this program will re- 
quire the following: 


Item 

Reason 

No. of Words 

a 

There will be formatted 1/ O 

1150 


using non -disk units. 


b 

The 1132 printer is specified. 

190 

e 

The typewriter is mentioned. 

60 

f 

The 1442 is included. 

160 

i 

The program READS from the 

190 


1442. 


This program, therefore, will require a 1750-word 
overlay. (Note again that it is the *IOCS card, not 
your program, that determines the size of this 
package. ) 


Total 
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Overlay 3. This is the FORTRA.N disk I/O package, 
which may contain: 

SDFIO (620 words), the disk l/O package 
SDFND (80 words), the disk FIND package 
SUFIO (730 words), the disk unformatted 
1/ O package 

All three subroutines are subtype 1. The size of 
this package, therefore, ranges from 0 (no disk 
I/O) to 1430 words. 

Note that SDFND is not included unless your 
FORTRAN program contains a FIND statement. 
SDFIO is included if the *IOCS (DISK) card is pre- 
sent; SUFIO if the *IOCS (UDISK) card is present. 

The typical program will require SDFIO and 
SDFND, for an overlay size of 700 words. 


The SOCAL Overlay Scheme 

Just before you execute a program or store one in 
core image format (DCI), the Core Load Builder 
(CLB) is given the task of building a complete core 
load, or program package, which will fit into core 
storage. 

CLB assembles your program and all its required 
subroutines, and determines how much core storage 
they will require. In so doing, it considers the 
subroutines that are to be LOCAL. The CLB then 
tries to include the last remaining elements, the three 
SOCAL overlays, in four steps: 

1. As a first step, CLB attempts to fit all three 
overlays in core with no sharing. Using the typical 
overlay sizes, this will require 520 +1750 +700 or 
2970 words of core. 

2. A second step is taken if there is not enough 
room to hold all three packages at the same time. 
This involves the sharing of core storage by overlay 
1 (arithmetic) and overlay 2 (non-disk 1/ O) . The area 
they share must be large enough for the larger of the 
two overlays, in this case (and almost always) the 
non-disk I/O subroutines, overlay 2. The size of 
the SOCAL area will now be 1750+700 or 2450 words, 
a reduction of 520 words, the size of overlay 1. 

As required by the user's program. Flipper will 
read each overlay from the disk whenever it is needed, 
placing it on top of the last overlay. Overlay 3, the 
disk I/O, will remain in core at all times. Because 
Flipper is now needed, your net gain is 520-100 or 
420 words. 

3. The third step is taken if there is still not 
enough room in core storage. It involves the shar- 
ing of core storage by all three packages, in an area 
the size of the largest of the 3 overlays. As before, 
this will probably be the non-disk I/O overlay, at 
1750 words. 

4. If step 3 fails to provide enough room in core, 
step 4 will so advise you with a message. 

Summarizing the CLB makes a step-by-step 
attempt to fit your program and its subprograms into 
the available core storage space. 

Step 1 involves the most core storage — typically 

about 2970 words. 

Step 2 requires about 520-100 or 420 words less 

than step 1. 

Step 3 requires about 700 words less than step 2. 
Figure 65. 1 shows the three steps, or overlay levels, 
in graphic form. Note that the discussion of this typ- 
ical program did not include the program itself. Only 
the subprograms have been considered. 
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If you place an L in column 14 of the // XEQ 
card, the Core Load Builder will print a core map 
showing which subprograms, if any, are in which 
SOCAL overlay, and the size of each overlay. (See 
Figure 65. 5 for such a map. ) 


Step 1 Step 2 Step 3 

Overlay Level 0 Overlay Level 1 Overlay Levbl 2 



Overlay 
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Non-Disk 

Net Gain 








I/O 




1 




_ 



Overlay 

3 


1 

Net Gain 




Overlay 

2 





1 

1 

r 



- 

Non-Disk 

I/O 


Overlay 

2 

1 

Unused 1 

1 

1 

1 

1 

Unused 

Overlay 

2 

Unused 







1 
















Overlay 

1 

Arithmetic 




Overlay 

1 


Overlay 

1 


Overlay 

3 




Flipper 


Flipper | 


Figure 65. 1. Core storage layout at each overlay level 


Possible Improvements to the SOCAL Scheme 

Figure 65.1 illustrates, to a rough scale, the layout 
of the SOCAL area at each overlay level. One fact 
is apparent: overlay 2 is much larger than either 
overlay 1 or overlay 3, and is, in fact, larger than 
the two combined. Since the SOCAL area must be at 
least as large as the largest of the three overlays, 
a certain amount of core storage is unused in some 
circumstances. 

On the basis of this fact, there are two techniques 
that may be used to make the standard SOCAL sys- 
tem more effective: 

Reduce the size of the largest SOCAL overlay . 
Since LOCALS, discussed later, take precedence 
over SOCALs, you have a means to remove sub- 
programs from the SOCAL area and to force them 
into the LOCAL area. Naturally, you would do this 
only to subprograms in the largest overlay, usually 
the non-disk I/O package. 

Because one LOCAL cannot call another LOCAL, 
you must be somewhat careful here. For example, 
you cannot LOCALize both the 1132 subroutine and 
a subroutine that calls it. One or the other may be 
LOCAL, not both. 

If you are sure such a situation does not exist, 
you can make the following subroutines LOCAL: 


Approximate 


Name 

Required for 

Size in Words 

CARDZ 

1442 Card Read Punch 

160 

PNCHZ 

1442-5 Card Punch 

70 

READZ 

2501 Card Reader 

60 

TYPEZ 

Console Printer 

60 

WRTYZ 

Console Keyboard and 
Printer 

90 

PRNTZ 

1132 Printer 

190 

PRNZ 

1403 Printer 

190 

PAPTZ 

Paper Tape Units 

225 


(If you accidentally do make one LOCAL call 
another LOCAL, the LOADER will call it to your 
attention with an error message. ) 

Each of these routines, if made LOCAL, releases 
as much core storage as the size of the routine. It 
is unlikely, however, that you can reduce overlay 2 
to the same size as the other two overlays unless 
you LOCALize the entire 1150-word Format Inter- 
preter (SFIO). 
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To see what that would do to the SOCAL system, 
let us observe what the three overlays would be if 
SFIO were LOCAL, (and therefore not SOCAL); 
Overlay 1 ARITHMETIC (about 520) 

Overlay 2 CARDZ, PRNTZ, TYPEZ, 
etc. (about 600) 

Overlay 3 DISK I/O (about 700) 

You have not saved the entire 1150 words of 
SFIO, because now your disk I/O package, overlay 
3, at 700 words, is the largest. Your net gain in 
the SOCAL area is 1750-700 or 1050 words of core 
storage. Furthermore, the LOCAL SFIO at 1150 
may now be the largest of the LOCALS, consequently 
enlarging your LOCAL area; so you may not really 
have saved 1050 words. If the largest LOCAL pre- 
viously was 800 words in length, and the LOCAL 
area is now 1150-800, or 350, words larger, your 
net gain is 1050-350 or 700 words. This is still 
substantial. 

Because all READs and WRITES (except to the 
disk) use SFIO, making SFIO LOCAL rules out the 
possibility of making LOCAL any subroutine con- 
taining non-disk I/O. This may hamper your flex- 
ibility in using LOCALS and further reduce your 
700-word saving. 


Step 1 

Overlay Level 0 


Step 2 

Overlay Level 1 


Step 3 

Overlay Level 2 


3000 


2500 


2000 


1500 


1000 


500 



Overlay 

2970 




2 




Non-Disk 



- 

I/O 





r " 

1 

Overlay 

— 


1 Unused 

2 



1 

Non-Disk 





I/O 


Overlay 

'1 


Overlay 

1 



Arith. 


Arith. 



and 


and 


- 

Disk I/O 


Disk I/O 





Flipper 1 


Nonexistent 


1750 


Combine Overlays 1 and 3 . Again observing 
Figure 65. 1, you see that overlay 2 is larger than 
overlays 1 and 3 together (1750 is greater than 
520+700). Why not, therefore, combine these two 
overlays into one? This will not save any core, but 
it may reduce the amount of time spent in overlaying 
one package with another. 

Since the subprograms in overlay 1 are all sub- 
t5q3es 2 and 8, and those in overlay 3 are all subt 5 q)e 
1, you need only change SDFIO, SDFND, and SUFIO 
from subtype 1 to subtype 2 , and they will be included 
automatically in overlay 1. 

To do this, you may *DUMP SDFIO, SDFND and 
SUFIO from the User Area to cards, *DELETE 
them, then reload the cards with a 2 punched in 
column 11 of the *STORE cards. 

If your programs run more slowly or no longer 
fit in core, ^DELETE the subtype 2 routines and 
reload the card decks, this time with a 1 in column 
11 of the *STORE card. This will restore them to 
their original state. 

Figure 65.2 illustrates how your SOCAL area is 
affected by this change. For the typical program, 
overlay 2 remains at 1750 and overlay 1 grows to 
520+700 or 1220 words. Since there are no longer 
any subt 3 q)e 1 subroutines, overlay 3 will have a 
size of zero words, and the CLB will, in effect, 
skip step 3. 


Figure 65.2. 
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Local Area 


General 



Core Storage 


The LOCAL (LOad-on-C AL 1 ) area is a second area 
in core storage where the Monitor will overlay sub- 
programs, although in a manner different from the 
SOCAL scheme in these respects: 

1. You must specifically designate a subprogram 
as LOCAL. It is not automatic. 

2. These subprograms are not grouped by any 
subtype. Each subprogram forms one overlay, and 
each overlay contains one subprogram. 

3. You are not limited to three overlays. If you 
have 17 subprograms, you may make all of them 
LOCAL, thus creating 17 LOCAL overlays. 

Like the SOCAL area, the LOCAL area will be 
as large as the largest LOCAL subroutine. 

LOCALS and SOCALs do not overlay one another. 
There are two areas in core storage for subprogram 
overlays — one as large as the largest SOCAL over- 
lay and another as large as the largest LOCAL sub- 
program. 

To give some examples of how LOCALS are 
used, take a program that uses five functions and/or 
subroutines, called SUBl, SUB2, SUBS, SUB4, and 
SUBS. You may designate none, one, two, three, 
four, or all five as LOCAL. Those that are LOCAL 
will overlay one another, being read from the disk 
whenever required; those that are not LOCAL will 
remain in core storage at all times. 

Subroutines must be specified as LOCAL, with 
the *LOCAL card, every time a DSF program is 
executed, or at the time a core load is built with 
a *STORECI card. Suppose you have a main pro- 
gram XXXX, which uses the five subprograms 
mentioned above: 


SUBl 

SUB2 

SUBS 

SUB4 

SUBS 


300 words 
60 words 
378 words 
406 words 
19 words 


If you execute XXXX with the cards 
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you will reduce your core storage requirements by 
11S3-406 or 747 words, since only enough room for 
the largest, SUB4, at 406 words, is needed, rather 
than enough for all five, 11S3 words. 

If you execute XXXX with the cards 
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you will reduce your core requirements by the size 
of SUBS (378 words), since it and SUB4 will overlay 
each other. SUBl, SUB2, and SUBS will be in core 
all the time, since they are not mentioned on your 
*LOCAL card. 

There are several other options in the prepara- 
tion of the *LOCAL card. For example, the above 
example could also have been 
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where the comma after SUBS implies continuation, 
or 
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IBM-Supplied (Systems) Subroutines 

In addition to your own subprograms, you may 
also designate many of the IBM-supplied subpro- 
grams as LOCALS. All subroutines and functions 
except ILSOO, ILSOl, ILS02, ILS03, and ILS04, the 
Interrupt Level subroutines, can be made LOCAL. 

As a practical matter, however, it is often difficult 
to LOCALize such subroutines, because many of 
them call several other subroutines, and one LOCAL 
cannot call another LOCAL. 

This was mentioned earlier, when it was sug- 
gested that some subprograms, ordinarily SOCALs, 
could in fact be made LOCAL instead. 


If the program to be executed has just been 
compiled, it is located in Working Storage and there- 
fore has no name. The *LOCAL card in this case 
would appear as 
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without a name for the Mainline (calling) program. 
(Note the comma in its place. ) 

If program XXXX calls program ZZZZ as a 
LINK ((CALL LINK (ZZZZ)), you must specify the 
LOCALS for ZZZZ also, at the time you tell the 
Monitor to execute (or *STORECI) XXXX 
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where SUB77 and SUB91 are other subroutines 
LOCAL to ZZZZ. 
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Program or LINK Area 



Core Storage 

This area will contain 

1. Your mainline program 

2. All of your subprograms that are not LOCAL 
or SOCAL. 

3. All of the IBM-supplied subprograms that are 
not LOCAL, SOCAL, or subtype 0. 

4. All data (variables and constants) used by the 
mainline and/or its subprograms, not placed in 
COMMON. 

This forms the third area in core where overlays 
may be employed; in this case one program package, 
or LINK, will overlay another. 

As in the case of LOCALS, this is not done auto- 
matically; it must be planned and executed by you. 

Suppose you have written a very large (10, 000- 
word) program, named BIG. When you try to ex- 
ecute it, you are informed by the Monitor that it is 
too big. Looking at the program, however, you see 
that it can actually be thought of as four programs, 
connected as shown in Figure 65.3. 

If you split BIG into four programs and place the 
CALL LINK statements in the proper places, the 
four will run essentially the same as one large pro- 
gram (although possibly a little slower) . Each pro- 
gram or LINK may have its own SOCALs, LOCALS, 


variable data, subprograms, etc. However, if the 
LINKS must communicate with each other through 
core-resident data (rather than disk data), this data 
must be placed in the COMMON area, with the 
COMMON statement (see next subsection). During 
execution of such a program, wMle the location and 
contents of the SOCAL, LOCAL, and LINK areas 
may be continually changing, the COMMON area 
does not change. It stays in the same place and is 
not involved in any overlay. 



Figure 65.3. A program, "BIG" , segmented into four links 
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COMMON Area 



Core Storage 

The COMMON area, because it is not over-laid, 
provides a means by which SOCALs, LOCALS, and 
LINKS may communicate with each other via core 
storage. SOCALs and LOCALS, because they are 
subprograms, may also communicate through the 
arguments in the CALLing statement. One LINK, 
on the other hand, must use COMMON to pass data 
to another LINK. 

You must determine what data has to be passed 
from one LINK to another. If BIGl obtains X from 
a card, and BIG2 requires it for a computation, X 
must be placed in COMMON. If BIGl obtains DATE 
from a card, and BIG4 uses it in a printed summary, 
DATE must be passed from BIGl to BIG2, from 
BIG2 to BIGS, and from BIGS to BIG4, even though 
BIG2 and BIGS do not need it. In other words, DATE 
(or its equivalent) must appear in the same relative 
position in a COMMON statement in all four LINKS. 

To illustrate, suppose six items must be passed 
from one program to another; DATE, TABLE, K, 

X, Y, and ANS. The following table shows how the 
four LINKS use these six items: 


Variable 

Description 

BIGl BIG2 

BIGS 

BIG4 

DATE 

Real variable 

X 


X 

TABLE 

Array of 100 
items 

X X 

X 


K 

Integer 

X 


X 

X 

Real variable 

X 

X 


Y 

Real variable 

X 

X 


ANS 

Real variable 


X 

X 


There are many different ways yau can accom- 
plish this, the easiest being to compose one COM- 
MON statement 

COMMMON DATE, TABLE (100), K,X,Y,ANS 

and include it in BIGl, BIG2, BIGS, and BIG4. 

Another way would be to use the following COM- 
MON statements; 

in BIGl COMMON DATE, TABLE (100) 
in BIG2 COMMON DATE, TABLE (100), K, X, Y, 
in BIGS COMMON DATE, TABLE(IOO), K, X, Y, ANS 
in BIG4 COMMON DATE, TABLE (100), K, X, Y, ANSWR 

Here you see that the size of COMMON in BIGl and 
BIG2 is reduced, since unneeded items are not 
retained. Some unneeded items (like K in BIGS) 
cannot foe eliminated, since you must preserve the 
relative location (structure) of COMMON from one 
program to the next, not just the name. 

Note that the name of the last variable changes 
from ANS to ANSWR in LINKing from BIGS to BIG4. 
This does not matter, since only the relative posi- 
tion in core storage is important, not the name. 

There are many other ways in which COMMON 
may be arranged. To take advantage of the fact 
that BIG4 does not use X, Y, or the TABLE 
array, we may use 

in BIGl COMMON DATE, K, ANS, TABLE (100), X, Y 
inBIG2 COMMON DATE,K, ANS, TABLE(100),X, Y 
in BIGS COMMON DATE,K, ANS, TABLE (100)X, Y 
in BIG4 C OMMON DATE , K, ANSWR 

which reduces the core requirements of BIG4 by 
102xS (or 2) words, depending on the precision 
used. 
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UNUSED Area 


This is whatever core storage remains after the 
other six areas have been loaded. It must be zero 
or more words in length. Good programming 
practice suggests that it should be at least 100 
words, to provide for future growth of the Monitor 
System, IBM subroutines, and/or your programs. 


Unused 
COMMON 
Program area 
LOCAL area 
SOCAL area 
Flipper 
Basic area 


Core Storage 
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SUMMARY 

This section has described the seven logical areas 
of core storage, with the emphasis on their overall 
roles rather than on exact details. As mentioned 
earlier, all quoted subroutine sizes are approximate, 
and are based on a so-called ’’typical” commercial- 
type program, coded in FORTRAN. You should not 
necessarily conclude that these figures will apply to 
your ’’typical” programs; they may or may not. 

The bulk of the material in this chapter concerns 
SOCALs, LOCALS, and LINKs — how they work. 
Section 90 concerns how they should be used and how 
they affect program performance. 

Figure 65.4 graphically summarizes what has 
been covered in this chapter. 

Figure 65. 5 shows a ’’core map”, printed if you 
punch an Lin column 14 of the // XEQ card. From 
this printout you can determine the exact sizes of 
some of these packages: 

• The size of the Unused area is contained in 
the R41 message. 


Logical 

Sub- 

Approximate 

Typical 

When 


Area 

Area 

Size 

Present 

Comments 


Monitor 

Resident 

Monitor 

740 words 

Always 



Transfer Vector 





In Core Subprog- 
Subtype 0 




Flipper 

- 

100 words 

Only if local's or 
SOCAL's are used 


SOCAL 

Overlay 1 
(Arith) 

Overlay 2 
(Non-Disk I/O) 

520 words 

1 750 words 

Almost always 

Almost always 

Approximate, typical 
size will be either 

2970 or 2450 or 1750 

words 


Overlay 3 
(Disk I/O) 

700 words 

Only if Disk I/O 
is used 


LOCAL 

LOCAL No. 1 
LOCAL No. 2 

Size of 
largest 

LOCAL 

subprogram 

Only if user in- 
cludes a LOCAL 
card 



LOCAL No. n 




Program 

Link 

Non-SOCAL or 
LOCAL Sub- 
programs 

Unknown; 
depends on 
program 

Always 



Data 

coding 




Object 

Mainline 

Program 




Common 

— 

Unknown; 
depends on 
program 
coding 

Only if user in- 
cludes COMMON 

statement on 

program 


Unused 

— 

Unknown; 
whatever is 

left over 


See the R41 message 
of the core map for 
exact size 


• The size of the SOCAL area can be determined 
from the largest value contained in the R43, R44, 
and/or R45 message. 

• The size of the LOCAL area may also be 
determined from the core map. If SOCALs are 
present, the size of the LOCAL area is the address 
of the lowest SOCAL subroutine, less the address 
of the next higher non- LOCAL. In this case it 
would be 170C - 1567, or, in decimal, 5900-5479 
or 321 words. 

• Flipper (FLIPR), if present, is always about 
100 words in length. 

• The sizes of the other areas — Basic, Pro- 
gram, and COMMON — cannot easily be determined 
from the load map. 


// XEQ PAYRO L 2 
*FILES( I.FILEim) 

*L0CALPAYR0,SUBW,SUBZ*3UBY1,SUBY2.SUBY3 
FILES ALLOCATION 

1 01A3 0001 7061 FILEN 
22 0000 0001 7061 01A7 
STORAGE ALLOCATION 

R 40 03E3 (HEX) ADDITIONAL CORE REQUIRO 

R 43 OlFC (HEX) ARITH/FUNC SOCAL WD CNT 
R 44 06E8 (HEX) FI/0. I/O SOCAL WD CNT 

R 45 02A2 (HEX) DISK FI/0 SOCAL WD CNT 

R 41 00A4 (HEX) WDS UNUSED BY CORE LOAD 

CALL TRANSFER VECTOR 


DATSW 

1902 

SOCAL 

1 

SUBY3 

1701 

LOCAL 


SUBY2 

17C9 

LOCAL 


SUBYl 

17C9 

LOCAL 


SUBZ 

1701 

LOCAL 


SUBW 

1765 

LOCAL 


LIBF TRANSFER VECTOR 

H0LT8 

lEBB 

SOCAL 

2 

EADDX 

1883 

SOCAL 

1 

XDD 

1988 

SOCAL 

1 

FARC 

1966 

SOCAL 

1 

XMD 

1924 

SOCAL 

1 

ELDX 

1528 



NORM 

1594 



HOLEZ 

1E52 

SOCAL 

2 

EBCTB 

1E4F 

SOCAL 

2 

3ETAD 

1E06 

SOCAL 

2 

IFIX 

1568 



PAUSE 

18EC 

SOCAL 

1 

ESBR 

18D8 

SOCAL 

1 

EADD 

187D 

SOCAL 

1 

EDIV 

1824 

SOCAL 

1 

EMPY 

17F6 

SOCAL 

1 

EDVR 

17DE 

SOCAL 

1 

FLOAT 

155E 



SUBSC 

1540 



ESTO 

1516 



ELD 

152C 



PRNTZ 

1D48 

SOCAL 

2 

CARDZ 

1C9E 

SOCAL 

2 

WRTYZ 

1C62 

SOCAL 

2 

SFIO 

18D9 

SOCAL 

2 

SDFIO 

1885 

SOCAL 

3 


SYSTEM SUBROUTINES 


I LS04 

00C4 

ILS02 

00B3 

ILSOl 

1EC2 

ILSOO 

lEDD 

FL'IPR 

15DC 


1467 (HEX) IS THE EXECUTION ADDR 


Figure 65. 4. 


Figure 65. 5. 
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Section 70: 1130 FORTRAN AND THE COMMER- 
CIAL SUBROUTINES 
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INTKODUCTION 


The primary purpose of this chapter is to discuss 
the use of 1130 FORTRAN in a commercial environ- 
ment. Many of the topics, however, will also be of 
use to the technically oriented user. Topics include: 

• Arithmetic considerations — a discussion of 
integer, real, and decimal arithmetic, with partic- 


ular attention to the accuracy and magnitude of 
numerical values 

• Input/ output — explaining the overlapped 1/ O 
subroutines and how they can improve performance 

• The interaction between input/ output and 
arithmetic 

• Core storage saving tips for FORTRAN 
programmers 

• Estimating run time of FORTRAN programs 
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ARITHMETIC CONSIDERATIONS 

General 

Of prime interest to commercial 1130 users is the 
precision and accuracy of their arithmetic cal- 
culations. Many engineering and scientific appli- 
cations have very little need for answers with more 
than five or six digits of accuracy. Much of the 
input data comes from physical measurements (6.34 
pounds, 18.97 inches, etc.) that are only approximate 
anyway, so the resulting answers (with some ex- 
ceptions) must also be considered approximate. 


However, in an accounting application, 
$713,403.14 is exactly that — $713,403.14. If you 
add up your sales by area, by salesman, by item, 
by customer, etc. , the grand total for each had 
better be the same, right down to the last penny. 

For this reason, commercial programmers must 
be familiar with the ways the 1130 does arithmetic, 
and aware of their advantages and disadvantages. 

For purposes of discussion, three are four ways 
to do arithmetic on the 1130 system: 

Integer mode 
Real mode, floating point 
Real mode, fixed point 
Decimal mode 
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Integer Mode 


An integer is defined as a whole number, a niunber 
with no fractions. Using 1130 FORTRAN, integers 
are limited to a magnitude of +32767 to -32768. 

This range is due to the fact that an integer must fit 
in one 16 -bit word. 32767 is the largest positive 
number that can fit in one word (0111111111111111, 
where the first bit represents the sign); -32768 is 
the largest negative number. 

Because of these two limitations (magnitude, and 
lack of fractions) you must be careful in your use of 
integer mode arithmetic. Integer mode is generally 
used for counters and indicators . However , if you 
desire to keep track of the position of the decimal 
point yourself, you can use integer arithmetic to 
process data with implied decimal points. 


For example, if you know that pay rates at your 
company range from $1.25 to $6.50 per hour, you 
could represent these rates as integers ranging from 
125 to 650 cents per hour. If rates ranged from 
$1,250 to $6,500 per hour, with some rates involv- 
ing fractions of cents (say $3,375 per hour), they 
could be represented as integers from 1250 to 6500 
mills per hour. 

Since mixed mode arithmetic is permitted in 1130 
FORTRAN, there is no problem involved in multi- 
plying the integer IRATE by the real HOURS: 

PAY = HOURS * IRATE 

If IRATE is 3125 ($3,125 per hour) and HOURS is 
33,5, PAY will be 104687.5. After the multipli- 
cation you must be careful to reposition the decimal 
point in the proper place ($104.6875) and round off 
($104.69) before printing the result or accumulating 
totals . 
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Real Mode 
General 

A real number may be defined as a number with a 
decimal point; fractions are allowed. If you use 1130 
FORTRAN for real arithmetic, the arithmetic sub- 
routines will keep track of the decimal point for you, 
and the output subroutines will place it in the proper 
place in the output results. 

On the 1130, a real niunber may be thought of as 
having four components: 

1. The whole portion 

2. The fractional portion 

3. A pointer indicating the location of the 
decimal point 

4. A positive or negative sign 
For example, the number 267.4 has: 

1. A whole portion, 267 

2. A fractional portion, .4 

3. A pointer indicating that the decimal point 
is between the 7 and the 4 

4. A positive sign 

Since the 1130 is a binary computer, these four 
components are represented in binary form as 
follows: 

• The 267 as 100001011 

• The .4 as .011001100110—— 

• A pointer of 9 showing that the binary point is 
between the ninth and tenth bits 

• The sign is positive (a 0 bit) 

Rearranging and simplifying somewhat, this can 

be written as (9, +, 100001011, .011001100110 ) 

The first value, the 9, is , in decimal, the number 
of bits in the whole portion; the second item is the 
sign; the third value is the whole portion itself; the 
last value is the fraction. 

The number of bits available for the whole and frac- 
tion combined depends on the precision option selected: 

• Standard precision allots 23 bits for these 
two items. 

• Extended precision allots 31 bits for them. 

The whole portion of the number, since it is more 

significant, gets first choice of the available bits. 

In this case, the whole portion (267) requires 9 bits, 
leaving either 14 or 22 bits for the fraction, depend- 
ing on the precision chosen. 

This can cause inaccuracies, since most fractions 
cannot be represented exactly in 14 or 22 bits, or in 


any number of bits, for that matter. To see why, 
let us see how . 4 in the above example is repre- 
sented in binary notation. You are probably familiar 
with the binary system for whole numbers (1,2,4, 8, 
16,32, etc., or 2^, 2^, 2^, 2^, 2^, 2^, etc., 
respectively) . In the case of fractions , the values 
proceed from the decimal (or binary) point to the 
right as 1/2, 1/4, 1/8, 1/16, 1/32, etc., or2-l, 
2 - 2 ^ 2-3^ 2“^, 2-^, etc. , respectively. 

For example, .625 is 

.1010000000 
or 1/2 plus 1/8 
or . 5000 plus . 125. 

It can be represented exactly in only three bits; 
however, this is unusual. 

The example, .4, appears to be a rather simple 
number, and you might think that it also can be re- 
presented exactly as a binary fraction. The table 
below shows that this is not true: 


Bit 

Position 

Value 

Used = 1 

Not Used = 0 

Subtotal 

1 

,5 

0 

.0 

2 

.25 

1 

.25 

3 

.125 

1 

.375 

4 

.0625 

0 

.375 

5 

.03125 

0 

.375 

6 

. 015625 

1 

.390625 

7 

.0078125 

1 

.3984375 

8 

.00390625 

0 

. 3984375 

9 

.001953125 

0 

.3984375 

10 

.0009765625 

1 

.3994140625 

11 

.00048828125 

1 

. 39990234375 

12 

. 000244140625 

0 

.39990234375 


You see that the binary representation can come 
close to . 4 but never hit it. With 12 bits 
(.011001100110) the decimal value is .39990234375; 
with 16 bits, .399993896484375; with 20 bits, 
.3999996185302734375; etc. 

The fraction chosen, .4, is not an unusual number; 
it is typical of most fractions. 

Unlike fractions , whole numbers can be represented 
exactly in binary form. However, you do reach a 
limit, depending on the number of bits available. In 
standard precision, if you use all 23 bits for the 
whole portion, you can attain a magnitude of 
8,388,607. With extended precision, the 31 avail- 
able bits yield 2,147,483,647. 
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Real — Floating Point 

The term ’’floating point” implies that the decimal 
point is permitted to ’’float” among the digits in a 
real number. In other words, the 1130 arithmetic 
subroutines will keep track of the location of the 
decimal point and move it about to maintain the 
validity of the number. If you multiply $1.78 per 
hour by 32.20 hours, the answer becomes $57. 3160. 
The decimal point ’’floats”, thus remaining correctly 
positioned at all times. 

As you saw before, though, the result may not be 
exact, since . 316 probably cannot be represented 
exactly as a binary number. In fact, the 1.78 and 
the 32.20 were both probably inexact, too. 

If you are doing an engineering or other non- 
commercial job, the answer is probably good enough; 
it matters little whether the result is 57.316000 or 
57. 316003 or 57. 315999. If your application is com- 
mercially oriented, however, close is not good 
enough, since you are probably dealing with cash. 
Because accounting balances are so important, 
answers must be exact, down to the last unit 
(penny, box). It is not that people will worry about 
the penny itself, but that unbalanced totals tra- 
ditionally indicate an error. If the face value of 
600 payroll checks totals $12345. 67, while the 
system's grand total is $12345, 68, something may 
be seriously wrong somewhere. The fact that the 
net error is only one cent is immaterial; there 
may be 300 people overpaid by one cent, and 299 
underpaid by one cent. 


Real — Fixed Point 

To eliminate the inaccuracies described above, you 
can use real arithmetic in a ’’fixed point” mode. 
’’Fixed point” means that the decimal point is kept 
fixed to the right of the least significant digit, elim- 
inating fractions altogether. 

Earlier, you saw that 1. 78 times 32.20 gave 
57. 3160, an answer that probably was inexact. If, 
however, you had used real, fixed point arithmetic, 
you would have multiplied l/y78. by 3^220. , and 
obtained 57^3160. , exactly. All three numbers, 
since they involve no fractions, will be exact, not 
just close. Note that the is used to locate the 
implied decimal point. 

This puts a slight burden on your programmer: 
instead of letting the subroutines keep track of the 
decimal point for him, he must now do it himself. 

Using the values mentioned above, 1.78 times 
32.20 is 57.3160 (dollars), while 1 a 78. times 32/^20. 
is 57,^3160. (ten thousandths of dollars). In the 
latter case, you must remember that the true 
decimal point is four places to the left of the one 
supplied by the system. 
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Rounding 

Suppose you have just calculated an employee’s gross 
pay as 107^5673, (imderstood to be $107.5673) and 
wish to apply a deduction of $19. 733 (represented as 
1 9^(733.). Notice that the decimal points are not 
"lined Up"; the units are not the same — ^the gross is 
in hundredths of cents, and the deductions are in 
tenths of cents . 

How do you perform this subtraction? 

a. 107/^5673. - (19/^733. xlO.) 

b. (107 a5673./10.) - 19^733. 

c. (107a5673./10000.) - (19a733. /lOOO. ) 

None of these is correct. Before subtracting, you 
must round these two quantities — commonly to the 
nearest cent. 

In the case of the 107a5673. gross, you must add 
1/2 cent or 50. hundredths, obtaining 107a5723. , 
then divide by 100, to get 107a57. 23. Now, since 
the . 23 is both inexact and meaningless, it must be 
eliminated. The WHOLE function supplied with the 
Commercial Subroutine Package converts the 
fractional part of the number to zeros. 

All three functions — round, shift and clear 
fractions — can be done in one statement. The 
statement 

GROSS = WHOLE ((GROSS + 50. )*0. 01+0. 5) 
rounds off GROSS, shifts it two places to the right, 
and clears everything remaining to the right of the 
decimal point to zeros. Note that multiplication 
rather than division was used (see Section 70. 50. 00). 

In the case of the deduction, you would say 
DEDUC = WHOLE ((DEBUG +5. ) *0. 1+0. 5) 

Now both values have been rounded and are in whole 
cents, with all extraneous fractions cleared. Note 
what would have happened if the fractions had not 
been cleared: 

10757.23 
1973. 80 
8783.43 

The correct answer is: 

10757.00000 

1973. 00000 

8784. 00000 

You may wish to code several arithmetic statement 
functions , each one shifting a predetermined number 
of places to the right: 

RNDl(X) = WHOLE((X+X/ABS(X)*5.0)/10.+0.5) 
RND2(X) = WHOLE ((X+X/ABS(X)*50.0)/100. +0.5) 
RND3(X) = WHOLE((X+X/ABS(X)*500.0)/1000.+0.5) 
etc. 

where the fourth character of the FUNCTION 
name indicates the number of places to be shifted. 


Accuracy and Magnitude 

Suppose you are using extended precision real 
numbers, where 31 bits are available for the whole 
number and fraction combined. How large a number 
can you have? 2,147,483,647? No., that is just 
the largest number that can fit in 31 bits. Values 
much larger are possible — for example, 
1,000,000,000, 000,666,777,888. , which can easily 
be handled in the 1130, 

The decimal point indicator can be as large as 
64 in binary, or about 38 in decimal, meaning 
that extremely large real numbers can be repre- 
sented on the 1130. 

The drawback is their accuracy. Especially in 
commercial applications, numbers must be precise. 
The number 1,000,000,000,000,666,777,888. can be 
read into the 1130, but it will be accurate only to 
nine or ten decimal digits, hi other words, the nine 
most significant digits will be retained, but the re- 
maining digits will be lost. The decimal point indi- 
cator will show the proper magnitude, but the 
number is not accurate. 

If you want accurate results , you must not exceed 
the 31 bits (2, 147,483, 647. ) or 23 bits (8,388,607.) 
available. 

Furthermore, if you want accurate numbers, you 
must not allow any fractions to be generated. 

Combining the above two warnings, then, means 
that you should limit real numerical values to the 
whole numbers between -2,147,483,648. and 
+2,147,483,647. Any number outside this range 
will probably not be exact; most fractions will 
probably be inexact. 

If you work commercial problems in cents , you 
are limited to $21,474, 836.47 (carried as a whole , 
fixed point real number) . Thelimitis $2,147,483,647 
if you wish to work in mills. 

These limits are usually ample for jobs such as 
payroll, etc. , but may be troublesome in 
accoimting-type work, where year-to-date sales, 
total assets, etc. , may exceed $21 million. If this 
is the case, the decimal arithmetic subroutines of 
the 1130 Commercial Subroutine Package may be 
used. 
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Output of Large Real Numbers 

A second precaution must be taken with very large 
numbers, and it falls in the area of output. Because 
most fractions are inexactly represented and will 
always be less than the true decimal value, the 
FORTRAN output routines (including the TRACE) 
always add a single bit in the low-order position of 
the number, attempting to compensate for this 
inaccuracy. For this reason, you rarely notice the 
inaccuracy. 

For example, if you multiplied 0.35 by 100. 0, 
you would expect to get 35. , exactly. The binary 
result, however, converted to decimal, is 
34.9999999999999999757138713. . . 

(because the multiplier of 0. 35 is an inexact 
fraction). That is not the result you see, though, 
since the FORTRAN output routine adds its one low- 
order bit, resulting in 

35. 0000000298023223634091838. , . 

Although that is no more exact than the previous 
value, it looks better; in fact, you would never 
notice the extra 

. 0000000298023223876953125 
imless you output the number with a format like 
F40.20, which would be unusual. 

If your number is large, however, this "little 
extra" can cause the output to be noticeably in error. 
For example, the whole number 2111111111. , while 
represented exactly in core storage, will be output 
as 2111111112. , an error of 1. unit. 

This problem will occur with numbers in the 
range 1, 073, 741, 824. to 2,147,483,647. if they are 
output with a standard FORTRAN F format. For 
this reason, you may wish to limit the magnitude of 
all numbers to 1 , 073, 741, 824. , or, easier to 
remember, nine digits (999, 999, 999. ) 

This problem does n^ occur if the value is printed 
as alphabetic data, converted by the PUT subroutine 
of the Commercial Subroutine Package. This 
routine will not add the extra bit, and all whole 
numbers up to 2,147,483,647. will be output exactly. 


Multiplication of Large Real Numbers 

Because of the manner in which the 1130 performs 
multiplication, a product is accurate only to 30 bits. 
This means that a product exceeding 1, 073, 741, 823. 
may not be exactly correct. In fact, there is a 75-25 
chance that it will be correct, and a 25-75 chance 
that it will be off by 1. unit. 

While this is quite satisfactory for technical 
work, it cannot be permitted in most commercial 
applications. For this reason, you should avoid 
multiplications that might yield such a large product. 

Note that this limitation does not apply to addition 
and subtraction, where all 31 bits may be used - 
and the upper limit is 2 , 147 , 483 , 647 . 
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Decimal Mode 
Introduction 

In addition to integer and real mode arithmetic, 
there is a third alternative : decimal arithmetic . 
This capability is furnished by a group of subrou- 
tines supplied with the Commercial Subroutine 
Package (1130-SE-25X). This mode of arithmetic 
permits variable precision. 

Using the decimal arithmetic system, you select 
the number of digits to be used for each variable. 

If a grand total can attain a magnitude of 15, 000, 
000, 000. 00, you can allocate 13 digits for it; if the 
number of employee dependents never exceeds 99, 
you may allocate only two digits for that value. 

You are not limited by magnitudes of 32767, 
2,147,483,647., etc. You decide how large a 
number can become and set aside enough digits 
for its storage. 

General Principles 

This arithmetic system operates on digits stored 
as integers, one digit per word. For example, the 
value 1968 would be stored in a four-position array 
NYEAR as 

NYEAR (1) = 1 
NYEAR (2) = 9 
NYEAR (3) = 6 
NYEAR (4) = 8 
or in a six-position array as 
NYEAR (1) = 0 
NYEAR (2) = 0 
NYEAR (31 = 1 
NYEAR (4) = 9 
NYEAR (5) = 6 
NYEAR (6) = 8 

or in any size array you desire. 

Negative values carry the minus sign with the 
low-order (or rightmost) digit. However, since 


the 1130 cannot represent -0, a special method has 
been devised to show negative numbers. If the 
number is negative, the low-order digit is carried as 
one less than its true value. 

For example, -1968 is actually held in core 
storage as 

NYEAR (1) = 1 
NYEAR (2) = 9 
NYEAR (3) = 6 
NYEAR (4) = -9 

For ease of reference, we will refer to this as 
1968, where the minus sign is written over the 
low- order digit. 

You need not worry about this unless you are de- 
fining negative constants, which should be unusual. 

If a negative number is read from a card, this con- 
version will be done for you, with the AIDEC 
subroutine . 

The magnitude of each value will be shown by the 
number of digits: 001968 implies a six-digit or 
six-word value, 0000001968 implies a ten-word 
value. 

Each decimal arithmetic value requires three 
identifying parameters: 

• The NAME of the array in which it is stored. 

• KSTRT, the position (or subscript) of the 
high-order (leftmost) digit in the array. 

• KLAST, the position of the low-order digit in 
the array 

When referring to decimal arithmetic values, a 
shorthand abbreviation will be used, enclosing these 
three parameters in parentheses: 

(NAME, KSTRT, KLAST) 

For example, if you had a 20-word array called 

N UMBR: 

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 
0001364300 77 8 3 0 0 08 1 3 

then 


(NUMBR, 

1,6) = 

000136 

or 

-136 

(NUMBR, 

1,5) = 

00013 

or 

13 

(NUMBR, 

7,19) = 

4300778300081 


(NUMBR, 

15,20) = 

000813 

or 

-813 
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The Decimal Arithmetic Subroutines 

The IBM 1130 Commercial Subroutine Package fur- 
nishes subroutines to perform the following four 
arithmetic operations: 

ADD to add two decimal values 
SUB to subtract two decimal values 
MPY to multiply two decimal values 
DIV to divide two decimal values 

All four have similar calling sequences, requiring 
three basic elements: 

The identification of the first variable 
The identification of the second variable 
An error code 

Since the identification of each variable requires 
three parameters (e.g. , NUMBR, 1,6), each sub- 
routine has a total of seven parameters. 

If no error conditions occur, the subroutine 
leaves the error code, NER, set to whatever value 
it had when the subroutine was called. Note that the 
subroutines merely set the Indicator NER. They 
do not pause, print a message, or take any other 
definite action. It is up to you to set NER before 
calling the subroutines, and to test it after each is 
complete. 

Addition . The general form of the ADD sub- 
routine is 

CALL ADD (addend, augend, error code) 

where the addend is added to the augend, and the 
result is left in the augend. 

There are two possible error conditions. Both 
are illustrated in the accompanying examples (Fig- 
ures 70.1 through 70.6). 

Subtraction . The general form of the Subtract 
subroutine is 

CALL SUB (subtrahend, minuend, error code) 

where the subtrahend is subtracted from the minuend, 
and the result replaces the minuend. 

There are two possible error conditions. Both 
are included in the accompanying examples (Figures 
70.7 through 70. 11). 

Multiplication . Because of its nature, multiplica- 
tion is somewhat more involved than addition and 
subtraction. For example, if you multiply two 


two-digit numbers, 95 and 86, your result is 8220, 
a four-digit number. If you multiply a three-digit 
number, 666, by a two-digit number, 55, your 
answer is 36630, a five-digit number. The result 
of a multiplication, the product, may have as many 
digits as the sum of the number of digits in the 
multiplier and the multiplicand. Therefore, you 
must provide that many digits for the result. 

The MPY subroutine accomplishes this in a very 
straightforward manner. The multiplicand field, 
which will be the eventual location of the product, 
is extended to the left the same number of digits as 
are contained in the multiplier. For example, if 
you multiply a four-digit number by a two-digit 
number, the subroutine will extend the four-digit 
field to the left two places , to hold the six-digit 
product. 

It does this regardless of what was in these posi - 
tions previously . Obviously, you must consider this 
fact when laying out your data areas in core storage. 

Figures 70. 12 and 70. 13 present several ex- 
amples of the use of the MPY subroutine. 

Division . The divide subroutine, DIV, has the 
calling sequence 

CALL DIV (divisor, dividend, error code) 

with the result placed in the dividend field. 

Before covering the DIV subroutine, a quick re- 
view of division might be in order. If you divide 
13 by 4, the result is 3 1/4, where 
13 is the dividend 
4 is the divisor 
3 is the quotient 
1 is the remainder 
In other words: 

dividend ^ , remainder 

-rr—, = quotient + 

divisor divisor 

This is the form of the result after use of DIV — 
a quotient of 3 and a remainder of 1. Note that the 
result is 3.25. For this reason special care 
must be taken when half-adjusting the result of a 
division. Also note in Figures 70. 14 through 70. 17 
that the length of the remainder field will be the 
same as the length of the divisor. 
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1130 COMMERCIAL SUBROUTINES - DECIMAL ARITHMETIC WORKSHEET 


DESCRIPTION 


BEFORE X = Extraneous Data 


IWORK: Will remain unchanged 


1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 
























KWORK: Will contain result 


CODING 


= □ 


— ADDEND 

-SUBTRAHEND- 

- MULTIPLIER - 

DIVISOR 


-AUGEND, THEN SUM- 

■MINUEND.THEN SUM- 

MULTIPLICAND, 

THEN PRODUCT 
DIVIDEND, 

THEN QUOT AND REM 


AFTER 

IWORK: Unchanged 


1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 
























KWORK: Result 


NER = 


COMMENTS 
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1130 COMMERCIAL SUBROUTINES - DECIMAL ARITHMETIC WORKSHEET 


DESCRIPTION /iOZ>/r/t:PA/ /^/\/^-l>/0/r /^/^/LOS 


BEFORE X = Extraneous Data 


1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 















/ 


X 


X 

X 




00036 

000/3 

00043 


KWORK: Will contain result 


X X X o CP ^ S X X X X X 


CODING 


NER = 


cALL^^-1^? ^ ^ s ^ ^ner) 


AFTER 

IWORK; 

1 | 2 | 3 | 4|5|6|7 | 8|9|10|11 


KWORK: Result 


X X ^ ^ 9 k X X X X 


COMMENTS 


NBR IS 5T/LL O, XO THE 
AD Dir/ ON WAS CORRECT, 


Figiire 70. 1. 










































Section 

Subsections 

Page 

70 

10 

30 

05 


1130 COMMERCIAL SUBROUTINES - DECIMAL ARITHMETIC WORKSHEET 


DESCRIPTION 4 /?/::) /r/^A/ apat 

/i/A/£^^ o/\/e XT 


BEFORE X = Extraneous Data 


IWORK: Will remain unchanged 
1 | 2 | 3|4 | 5 | 6|7|8|9|10 | 11 


THE G IS 

ACTUHLLy'IN \ 
CORE STORAGE \ 
AS-7 \ 


0030 
-QO 2<S 
0004 


KWORK: Will contain result 


\0\o\3\0\K xxxxxxxK 


CODING 



— ADDEND — 
SUBTRAHEND 



AUGEND, THEN SUM 
MINUEND, THEN SUM 


► 

I ► 


AFTER 

IWORK: 


ner = [3 


CALL ( TWcP/Q/A ^ ^ ^ ^ner) 


1 2 

3 

4 

5 6 7 8 

CO 

o 




— 


X X 

X 

X 

0 0^67 

QQQ 


KWORK: Result 


O\o\o\4\x\x X X X X X X 


COMMENTS 


Figure 70. 2 . 
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1130 COMMERCIAL SUBROUTINES - DECIMAL ARITHMETIC WORKSHEET 


DESCRIPTION ADi>/T/c:?A/ 

/s/ASc^Ar/u^'. /s A/sc^/ir/\/jE: 


BEFORE X = Extraneous Data 


-000065 
OOOO IQ 
— 000055 


1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 














d 



d 

A' 


X 

X 

X 


KWORK: Will contain result 


yy o o o ^ 


THE 5 /S /NCOEE 
srOJ^AGE A5-(^ 


CODING 



— ADDEND — 
SUBTRAHEND 



AUGEND, THEN SUM 
MINUEND, THEN SUM 


► 

I ► 


NER = [^ 


CALL^^/P ^ ^ ^ AyWE>AE/(' ^ ^ ^ ^ ner ) 


AFTER 


IWORK: jr 

|1 |2|3|4|5|6|7|8|g|l0ll1 


o\o\yp\y:>\/\o\xU\AK x 


KWORK; Result 




S /N COI?e <^5-<Z> 


COMMENTS 


Figure 70, 3, 
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1130 COMMERCIAL SUBROUTINES - DECIMAL ARITHMETIC WORKSHEET 


DESCRIPTION ^ - Z>/C?/ 7~ 7~ dlP 


BEFORE X = Extraneous Data 


1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

•11 












X 

X 

2< 

X 


X 

X 

X 

X 

X 

X 


00077 
/__ 

00073 


KWORK; Will contain result 


o o 7 7 x\x\><\z >< X X X 


CODING 


NER = 


CALL^^/> [ jl/]/Oye/Z ^ Z ^ S^^NEr] 


AFTER 


IWORK: 


KWORK: Result 


o O O 7\S\x\x X Lk X XXX 


COMMENTS 


Figttre 70. 4. 








































Section 

Subsections 

Page 

70 

10 

30 

08 


1130 COMMERCIAL SUBROUTINES - DECIMAL ARITHMETIC WORKSHEET 


DESCRIPTION 7~JMP 2-^/<P-/7' 

1^0/33 yV(P>r /=^/r /A/ 


BEFORE X = Extraneous Data 


SO 

15 


1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 





/r 







X 

X 

la 

7 

3 

ta 

X 

laiaEiKi 


KWORK; Will contain result 


X X K X XXX X X X 


CODING 



— ADDEND — 
SUBTRAHEND 



AUGEND, THEN SUM 
MINUEND, THEN SUM 


AFTER 


IWORK: 


ner = [2] 


CALL^/^ [ Il4^0^/< ^ ^ ^ ^ ^ZyP/Q/< ^ ^ ^ 3 ^ner) 


KWORK: Result 


X 9 ^ X X 


COMMENTS - 7>xf SL/M /3 ZV/Z// Q^s 

—A/3^ /5 ro tAzfzc/^ 0 /=^ p-//£: 


Figure 70. 5. 
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1 130 COMMERCIAL SUBROUTINES - DECIMAL ARITHMETIC WORKSHEET 


DESCRIPTION TT/zT 

az:>c>^a/£? /s AOA/a£'/i' r/y'/iA/ r/^/E auge/va:> 


BEFORE X = Extraneous Data 


0008 

+00680 


1 

23456 789 10 

11 





AP<^30XXXXX 

X 


KWORK: Will contain result 


(P\^\<^\3\X\X\ X X X X X X X 


CODING 


NER = 


CALL ( ji/i/o^Ar ^ ^ x ^^^ner) 


AFTER 


IWORK: Jr 

1 |2|3|4|5|6 | 7 | 8 | 9 | l0hl 

XX XX ' 


KWORK: Result 


0\a\0\3 


X X 


COMMENTS a/OX/E'- T/-/06/C^/y /PjESA/XT^ 

x=y 7 ' /A/ ^ z?x^x}Z)o 

3cys /POA/7-/A/^ JV//.A A/3?r xAoo^ 3y/Vcr^5 

rA//s /s xA x><3rE‘A/r/xixx z Z>x^/xc^jEx?o<ys' 
S/TC/^r/OM A/E’AP /s ZZA 


Figme 70. 6. 
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1130 COMMERCIAL SUBROUTINES - DECIMAL ARITHMETIC WORKSHEET 


DESCRIPTION 

^/cy/r 


BEFORE X = Extraneous Data 


1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 












X 








/ 

<3 

X 

X 


OOC>/<i 

- 0 1 ^ 0/3 

~ 0 0004 - 


KWORK: Will contain result 


X X k \ X xi X A X O O o / \4 


CODING 


NER = 


CALL 3C/^ ^ ^ 5^ ^/3^ner) 


AFTER 


KWORK: Result 


O o o o 4 


COMMENTS 


Figure 70. 7. 
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1130 COMMERCIAL SUBROUTINES - DECIMAL ARITHMETIC WORKSHEET 


DESCRIPTION 

/] /?^S6/ir /s AA^O/l7-/V£: 


BEFORE X = Extraneous Data 


IWORK: Will remain unchanged 
1 | 2|3 | 4 | 5 | 6 | 7 | 8 | 9|l0 | n 

^ X 


Oc^OCO S'S'SSSSS 

^ ^ ^ <G ^ 

OOOOO ////'/// 


KWORK; Will contain result 


x\o\o\o\o\o\^s\s\^^ 


CODING 



— ADDEND 

SUBTRAHEND- 


AUGEND, THEN SUM' 

MINUEND, THEN SUM 




CALL SQ'^ ^ ^ /O ^ g ^ /J^ner] 


AFTER 


IWORK: ^ 

1 |2 | 3|4|5|6|7|8 | 9|10 | 11 

^ CP C? Cp (h ^ (2? Cp Cp X 


KWORK: Result 


x\o\o\o\o\o / / / / kkk 


y /J5- //!/ c<p>es X5 -2 ^ 


COMMENTS 


Figure 70. 8. 
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1130 COMMERCIAL SUBROUTINES - DECIMAL ARITHMETIC WORKSHEET 


DESCRIPTION SO'^r/P^CT' ^ Z> 

£-z:>/<s/r /^/^LD. 


BEFORE X = Extraneous Data 


1 

23456789 

10 11 




O 

> 

_x 

2< 

2< 

X 



OS 

-003 


KWORK; Will contain result 


X X X X X ^9 X X X X X X 


CODING 



-ADDEND- 

SUBTRAHEND 



AUGEND, THEN SUM- 
MINUEND, THEN SUM 


NER = [^ 


CALL S(/S ^ ^ 3 7 ,NEr') 


AFTER 

IWORK; 

1 |2|3|4|5 | 6|7 | 8|9ho|l1 

o 3 K XxXxxxX 


ER = I X 


KWORK: Result 


XXX XX(5>^XXXXXX 


C/A^C/^AA/tyOO / 


COMMENTS A/OT^C: > 


3^r7" 7 z:p X 

- sc/sr^ACT'/o/v A/ar yAjAPzp/^o 

cPZ/r /^yA^AAT-ZAZ 

yZ>A'C>/7'/OA/ 


Figure 70. 9, 
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1130 COMMERCIAL SUBROUTINES - DECIMAL ARITHMETIC WORKSHEET 


DESCRIPTION 3 ‘Z>ycs/T /=y3Z3> 

/i /^c^syryv£r ^ -yyy<3yr y=^y^^y:> 


BEFORE X = Extraneous Data 


IWORK: Will remain unchanged 

1 |2 | 3 | 4|5|6|7|8 | 9 | l0 | n 

X Y X ;< X O X X X 


S /s /A/co/esK 

AS-(Z \ 


OS8S 
- (-^ 5 ) 

/ 033 


KWORK; Will contain result 


X X X xk? 9 <5la X x|x|x X 


CODING 


NER = 


CALL^^/^ cB ^ 3 y/3^y< \ ^ ^ner) 


AFTER 


IWORK: 


KWORK: Result 


x\><\x\x\Ao 3 3 X X xU X 


COMMENTS 


Figure 70. 10. 
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1130 COMMERCIAL SUBROUTINES - DECIMAL ARITHMETIC WORKSHEET 


DESCRIPTION SUBTRACT A N£GAriV£ 2- DJ&/T FIELD 

FROM A POSITIVE 2-DIOlT FIE ID. RESULT TOO LAfGL 


BEFORE X = Extraneous Data 


, , 55 
(■-)- (28 


1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 












X 

X 

X 

<o 

8 

X 

ei 

X 

X 

X 

X 


KWORK: Will contain result 


XX88 XXXXXXXXX 


CODING 



— ADDEND — 
SUBTRAHEND 



AUGEND, THEN SUM 
MINUEND, THEN SUM 


NER = [O] 


CALL ( IWOJ^K ^ 4 ^ ^ ^ KWO/^K ^ a ^4 ^ner) 


AFTER 


IWORK; 


KWORK: Result 


XX 5 3 X X X X X X X X X 


COMMENTS NOTE- RESULT FJ£LD FJLLBD WITH 9s 
- HER SET TO H 


Figure 70, 11. 
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1130 COMMERCIAL SUBROUTINES - DECIMAL ARITHMETIC WORKSHEET 


DESCRIPTION mult /PLY TI//0 4-0/<9/T 

nil Y- 2.222. = OZ^(h6<2>42 


BEFORE X = Extraneous Data 


1 

2 3 4 

5 6 

7 8 9 10 11 







X 

X 

X 

X 

X 

X 

X 


KWORK; Will contain result 


X X X X 2 2 2 2 X X X X X 


CODING 


ADDEND 

-SUBTRAHEND- 
- MULTIPLIER - 
DIVISOR 


-AUGEND, THEN SUM - 

-MINUEND, THEN SUM- 

MULTIPLICAND, 

THEN PRODUCT 
DIVIDEND, 

THEN QUOT AND REM 


rm ' ' THEN QUOT AND REM I 

NER = [^ 


CALL MPy ( IWO/SK ^ i ^ 4- ^ /iWQ/^K , 5’ , g ner ) 


AFTER 

IWORK; Unchanged 


1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 












/ 

/ 

/ 

/ 

X 

X 

X 

>1 

X 

X 

X 


KWORK: Result 


O 2 4 (b Q <2 


2 X X X X X 


^ mi^ents mots TH/Q7 THE PRODUCT H/ESP (/<WOP/<) 

HHS BEEH EXTENDED 4 PLPCES TO THE LETT. 


Figure 70, 12. 
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1130 COMMERCIAL SUBROUTINES - DECIMAL ARITHMETIC WORKSHEET 


DESCRIPTION 

^Ay cr<c>A/<c>/ 


BEFORE X = Extraneous Data 


1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 














A 


X 

X 

X 

X 



2< 


KWORK: Will contain result 


X X Z Z 2 2 X X X XX X X 


CODING 


— ADDEND 

-SUBTRAHEND- 

- MULTIPLIER - 

DIVISOR 


-AUGEND.THENSUM- 

- MINUEND, THEN SUM- 

MULTIPLICAND, 

THEN PRODUCT 
DIVIDEND, 

THEN QUOT AND REM 


NER — I Q I then QUOT AND REM I 


CALL ^ 3 ^ner^ 


AFTER 

IWORK; Unchanged 


1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 














/ 

/ 

/ 


2^ 

2l 

_>< 

2l 

X 

X' 


KWORK: Result 


X X ^ ^ 2 X X X X X X X 


COMMENTS /5 3:k5x xc:? 

IVA5 A^OT E/yOO'cB/y AZP 

7XA5 ^ T-0> 

LEFr 


Figure 70. 13. 
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1130 COMMERCIAL SUBROUTINES - DECIMAL ARITHMETIC WORKSHEET 


DESCRIPTION O/V/DB 0/3 By 04 


BEFORE X = Extraneous Data 


1 

2 

3 

4 

5 

6 

7 

8 

• 9 

10 

11 
























KWORK: Will contain result 



CODING 



= [^ 


ADDEND 

-SUBTRAHEND- 
- MULTIPLIER - 
DIVISOR 


-AUGEND, THEN SUM- 

-MINUEND,THEN SUM- 

MULTIPLICAND, 

THEN PRODUCT 
DIVIDEND, 

THEN QUOT AND REM 


CALL Djv { ^ 6 , 7 3 , S jNerI 


AFTER 


^ 

1 

IWORK: Unchanged 

A 




1 2 3 4 5 

6 

00 

CO 

o 

/ 





KWORK: Result f 



O 

■ 

■ 

■ 

■ 

a 

■niaEiaEiOD 


0 0 3 0 / 


COMMENTS 


RESULT 

► ^ 


BEC^OSB TRB OIV/^OE /5 D/S/TS \A//OE‘, TR£ 

F/ELD R/9S BEER EXTENDED 2^ ROS/T/OA/S TO THE LEFT^ 
AND THE EEMHJNOER OCCUR/ES THE E/EHTMQ5T 
2 O/G/TE^ 


Figure 70. 14 
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1130 COMMERCIAL SUBROUTINES - DECIMAL ARITHMETIC WORKSHEET 


DESCRIPTION DJVJOE OIS 003 


BEFORE X = Extraneous Data 


1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 












0 _ 

o_ 

e_ 

_x 

_x 

21 

21 

21 

X 

21 

21 


KWORK: Will contain result 


X X X k? / 5 


CODING 


ADDEND 

-SUBTRAHEND- 
-MULTIPLIER - 
DIVISOR 


-AUGEND, THEN SUM- 

-MINUEND.THEN SUM- 

MULTIPLICAND, 

THEN PRODUCT 

DIVIDEND, 

THEN QUOT AND REM 


NER — THEN QUOT AND REM I 


CALL o/v ( IWOj?K , / , 3 j , 6 


AFTER 


IWORK; Unchanged 


1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 












0 

0 

6 

X 

X 

X 

X 

X 

X 

X 

X 


KWORK; Result 


0\0\l 0\0\7 


COMMENT S - RESULT /^V ^ 

'^BEC/iU^E THE D/V/^OR /S^D/^/TS 14// THE KWO^K F/ELO 
H/)S BEEN EXTENDED ^FOE/T/ONS TO THE LEFT NNO 
THE FEMAJNDER OCCOPJEE THE R/EHTMOST 3 D/<5/TS." 


Figure 70. 15. 
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1130 COMMERCIAL SUBROUTINES - DECIMAL ARITHMETIC WORKSHEET 


DESCRIPTION DIVIDE A N£GA7l]/£ NUMBER 3r 
POSITIVE NUMBER ’”•^2 = - Z'^/z OR - E> /Z 


BEFORE X = Extraneous Data 


1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 












0 

2 

X 

X 

X 

X 

X 

X 

X 

X 

X 


KWORK; Will contain result 


olols 


CODING 




— ADDEND 

-SUBTRAHEND- 

- MULTIPLIER - 

DIVISOR 


-AUGEND, THEN SUM- 

- MINUEND, THEN SUM- 

MULTIPLICAND, 

THEN PRODUCT 
DIVIDEND, 

THEN QUOT AND REM 


AFTER 

I WORK: Unchanged 


1 

2 

3 

4 

5 

6 

7 

8 

g 

10 

11 












o 

2 

X 

X 

X 

X 

X 

X 

X 

X 

X 


KWORK: Result 


0 0 3 0 / 


COMMENTS - y-RE 6 /ON /3 CARR/ ED W/TN THE <3UOT. 


Figure 70. 16. 
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1130 COMMERCIAL SUBROUTINES - DECIMAL ARITHMETIC WORKSHEET 


DESCRIPTION SY' /Z YyVZAY/Z) 


BEFORE X = Extraneous Data 


1 

2 

3 

4 

5 

6 

7 

8 

g 

10 

11 












o 


o_ 

>< 


lX 


2< 





KWORK; Will contain result 


X|xix|7|c?|<9|Xlx|xb<kp< X 


CODING 


NER = 


ADDENli- 

■SUBTRAHEND- 
- MULTIPLIER - 
DIVISOR 


CALL^/\/ ( IZ/OfiM , Y ^ V 


-AUGEND, THEN SUM- 

- MINUEND, THEN SUM- 

MULTIPLICAND, 

THEN PRODUCT 
DIVIDEND, 

THEN QUOT AND REM 


Y Z NER^ 


AFTER 

IWORK: Unchanged 


1 

2 

3 

4 

5 

6 

7 

8 

g 

10 

11 













O 


X 

X 



X 

X_ 

A 

>< 


KWORK: Result 


ER = I 


6)\o\o\7\o\s\x\\\kk\x X X 


COMMENTS - A/O D/V/S/OaZ /S 

-/V-f"/? J3 S^r TO G 


Figure 70. 17. 
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Constants 

There are four ways in which you may create con- 
stants such as 1968, 40, 6600, etc. To illustrate, 
suppose you wish to create the constant 660000 (the 
Social Security deduction base, in cents) to be 
stored in an array named ISSD, DIMENSIONed as 
ISSD (6). The four options are: 

1. Use FORTRAN equalities. 

ISSD (1) = 6 
ISSD (2) = 6 
ISSD (3) = 0 
ISSD (4) = 0 
ISSD (5) = 0 
ISSD (6) = 0 

2. Use the DATA statement. 

DATA ISSD/6, 6, 0, 0, 0, 0/ 
or 

DATA ISSD/2*6,4*0/ 

3. Use the FILL subroutine. 

CALL FILL (ISSD, 1, 2, 6) 

CALL FILL (ISSD, 3,6,0) 

4. Read it from a card, tape, keyboard, or disk. 

Option 2 is preferred, since it consumes less core 
storage than the other three methods. 

Negative constants are handled in much the same 
way. Because of their special representation, how- 
ever, itwouldbe wise to make the constants positive 
and change the arithmetic. For example, rather 
than set up -1 and add it to something, it would be 
easier to subtract +1. 


Testing and Modifying Signs 

To facilitate testing and modifying the signs of deci- 
mal arithmetic fields, the subroutine NSIGN is 
available. It has four parameters: 

NARRY The name of the array 
NPOS The position in the array to be tested 
NEWS "New sign", indicating what you want 
done to the previous sign: 

+1 Make it positive 

0 Reverse it 

-1 Make it negative 

NOLDS Leave it alone 

NOLDS "Old sign", returned to you, indicating 
what the previous sign was: 

+1 It was positive 

-1 It was negative 

You, the programmer, send the subroutine the 
first three parameters; it returns the last. To 
illustrate, suppose you wish to test the sign of the 
18th position in the K array: 

• Case 1: It Is Now Positive: 

NOLDS is returned as +1 

K(18) is made + if you said 

CALL NSIGN (K, 18, +1, NOLDS) 

K(18) is changed to - if you said 

CALL NSIGN (K, 18, 0, NOLDS) 

K(18) is made - if you said 

CALL NSIGN (K, 18, -1, NOLDS) 

K(18) remains + if you said 

CALL NSIGN((K, 18, NOLDS, NOLDS) 

• Case 2: It Is Now Negative: 

NOLDS is returned as -1 and 
K(18) is made + if you said 

CALL NSIGN (K, 18, +1, NOLDS) 

K(18) is changed to + if you said 

CALL NSIGN (K, 18, 0, NOLDS) 

K(18) is made - if you said 

CALL NSIGN (K, 18, -1, NOLDS) 

K(18) remains - if you said 

CALL NSIGN (K, 18, NOLDS, NOLDS) 
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Moving Signs 

The NSIGN routine may also be used to move signs. 
The two statements 

CALL NSIGN (NARRY, I, NOLD, NOLD) 

CALL NSIGN (KARRY, J, NOLD, JUNK) 
will make KARRY (J) have the same as NARRY (I). 


Comparing Decimal Fields 

The FUNCTION ICOMP is used to compare two 
variable length decimal fields. In practice, it is 
typically used within the parentheses of an IF state- 
ment; 

IF (ICOMP (IWORK, 1, 5, KWORK, 6, 10))1, 2, 3 
This statement will compare (IWORK, 1, 5) with 
(KWORK ,6,10), and branch to 

Statement 1 if the first is less than the second. 

Statement 2 if they are equal. 

Statement 3 if the first is greater than the second. 

As was true with the ADD and SUB subroutines, 
the first field must not be longer than the second . 
Since no error code is returned from this sub- 
program, there is no way to tell that such an error 
has occurred, and the results will therefore be 
meaningless. 
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Summary 

If exact results are desired, you must take certain 
precautions regarding arithmetic calculations. 

1. Use one of the following: 

Integer arithmetic 

Decimal arithmetic 

Real, fixed -point arithmetic, with no 
fractions 

2. If fractions are allowed to occur (floating- 
point real arithmetic), your results are likely to 
show inaccuracies. These inaccuracies will be 
slight, but enough to cause significant problems. 

3. If no number will ever exceed 8, 388, 607. , 
you may use standard precision, real, fixed-point 
arithmetic . 


4. If no addition will ever exceed 

2.147.483.647. , you may use extended precision, 
real, fixed -point arithmetic. 

5. If the result of a multiplication will exceed 

1.073.741.823. , you should consider using deci- 
mal arithmetic, since real extended precision 
arithmetic will be inaccurate above this limit. 

6. If the result of an addition or subtraction 
falls in the range 1,073,741,824. to 

2. 147.483.647. , you should not attempt to output 
it with the standard FORTRAN F Format; use the 
PUT subroutine instead. 

7. If any number will exceed 2,147,483,647. 
(now or in the foreseeable future), use decimal 
arithmetic rather than real arithmetic. 




OVERLAPPED INPUT/OUTPUT 
Introduction 

As a machine, the IBM 1130 Computing System is 
capable of performing many tasks simultaneously. 
For example, it can print, type, read a card, and 
compute, all at the same time. This can be done 
through its "cycle-stealing" I/O channels and the 
priority interrupt system. Each I/O device may, 
through an interrupt, signal the CPU that it requires 
service, and steal a cycle (3.6 or 2.2 microseconds) 
from some other process to do what it needs done. 
This process is commonly referred to as "over^- 
lappingV. 

For example, in the case of the disk, one data 
word travels past the read/write heads every 27. 8 
microseconds. However, it only takes one cycle 
(3. 2 or 2. 2 microseconds) to transfer that word 
from core storage to the disk (if it is being written) 
or from the disk to core storage (if it is being read). 


Section 

Subsections 

Page 

70 

20 

01 

01 


This means that only a little more than 10% of the 
CPU time is required to read and write on the disk; 
the remainder is available for other use. 

Although most of the 1130's I/O devices can be 
overlapped, standard 1130 FORTRAN permits only 
two of them to operate in this fashion: the disk and 
the 1403 Printer. There are several good reasons 
for this limitation. For example, suppose you 
wrote a program to read two numbers from a card, 
add them together, and print the result. With full 
overlap, the addition could conceivably be imder 
way before the two numbers had even been placed in 
core. Obviously, this would not be satisfactory. 

To take full advantage of the potential of the 
machine, in FORTRAN, it would be necessary to 
develop a special FORTRAN, which would then 
violate the USASI standards set up for that pro- 
gramming language. Avoiding this, IBM has 
developed the Commercial Subroutine Package 
(CSP) — a set of subroutines operating within the 
FORTRAN system, rather than as part of the 
FORTRAN language itself. 
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The Commercial Subroutine Package Overlapped 
1/ O Subroutines 

CSP subroutines may be divided into three groups: 
The I/O subroutines themselves 
Several I/O utility subroutines 
Those character handling routines necessary for 
proper use of the I/O routines 
This section discusses the former two groups; the 
latter is covered later in this section under "Charac- 
ter Handling Techniques". 

General 

All of the overlapped I/O subroutines operate on 
data in A1 format — one alphabetic character per 
word, left- justified. If you wish to read 80 card 
colxunns, you must set up an array 80 positions long 
to receive the data, and convert the A1 data to what- 
ever format you require for later processing. There 
are no FORMAT statements ; you must handle all 
conversions (see "Character Handling Techniques"). 

Unlike standard FORTRAN, the overlapped I/O 
subroutines are oriented toward a sign punch over 
the low-order digit of a field. For example, a nega- 
tive munber or credit of -$6. 50 would be punched 
with an 11-punch over the zero, rather than in a 
separate column, as would be done if FORTRAN 
FORMAT were used. 

hi general, for your non-disk I/O, you must 
choose either one system or the other: FORTRAN 
FORMAT or overlapped I/O. They may not be mixed 
within the same program. 

For further detail on these subroutines, see the 
SRL manual H20-0241. 


READ a Card, 1442-6 or 7 

The subroutine READ will read a card from the 1442 
Model 6 or 7, overlapping reading with the conversion 
from card code to A1 format. The CPU will not 
proceed any further until the last desired card 
column has been read and converted. Therefore you 
need not be concerned that processing will be started 
before the desired values have reached core storage. 
A typical call to this routine would be 

NER = -1 

CALL READ (INCUT, 1, 80, NER) 

which would read and convert 80 columns, and place 
the result in the array INCUT. It should be followed 
by a 

IF (NER) XXX, XXX, xxx 

If NER is still -1, everything is normal; if it is 
zero, the card just read was the last card in the 
hopper; if it is +1, there was a read or feed check 
(1442 malfimction) . 

It is equivalent to 

DIMENSICN INCUT(80) 

77 FCRMAT (80A1) 

READ (2,77) INCUT 
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PUNCH a Card, 1442-6 or 7 

The subroutine PUNCH will pxmch a card on the 1442 
Model 6 or 7. Nothing will be overlapped with this 
activity, A typical use is 

NER = -1 

CALL PUNCH (INCUT, 1,20, NER) 

which will punch the first 20 words of the INCUT 
array into the first 20 columns of a card. 

It is equivalent to 

DIMENSICN INCUT (80) 

77 FCRMAT (80A1) 

WRITE (2, 77) (INCUT(K), K=l,20) 

The use of the error parameter, NER, is identi- 
cal to the READ subroutine. 


Select STACKer, 1442-6 or 7 

Subroutine STACK permits the FCRTR AN programmer 
to direct a card into the alternate stacker on the 1442 
Model 6 or 7. After the statement 

CALL STACK 

the last card read (and only the last card) will be 
selected into the alternate stacker. 

The placement of the CALL STACK statement is 
important: 

• If the program reads and punches into the same 
card, the statement may be placed between the READ 
and WRITE, or after the WRITE. 

• If the program reads (but doesn't punch), the 
CALL STACK goes after the READ statement that 
read the card to be stacked. 

• If the program only pxmches (and does not read) , 
the CALL STACK should be placed after the WRITE 
statement that punches the card to be stacked. 




Section 

Subsections 

Page 

70 

20 

10 

03 


PRINT on 1132 

Subroutine PRINT enables you to write on the 1132 
Printer, overlapping printing with other processing. 

A t 5 ^ical use of this routine is 

NER = 1 

CALL PRINT (INCUT, 1, 120, NER) 

This will initiate the printing of the 120-word array 
INCUT on the 1132, then continue processing. Be- 
cause of its overlapped capability, it can drive the 
1132 Printer substantially faster than the equivalent 
FCRTRAN/FCRMAT statements: 

DIMENSICN INCUT (120) 

88 FCRMAT (120A1) 

WRITE (3, 88) INCUT 

Like READ and PUNCH, it should be followed 
with a test of NER; 

• If it is still 1, nothing unusual happened. 

• If it is 3, the line being printed matches with 
a channel 9 punch on the carriage control tape. 

• If it is 4, the line being printed matches with 
a channel 12 pimch in the carriage control tape. 

Note that the first position is not used to control 
the printer carriage, as it is with standard FCRTRAN. 
The SKIP routine must be used if you wish to skip to 
channel 1, double-space, etc. 


SKIP on 1132 

Subroutine SKIP permits full use of the carriage con- 
trol tape mechanism on the 1132, Skipping is signifi- 
cantly faster than printing blank lines and should be 
used wherever possible. A tjqDical use of this routine 
is 

CALL SKIP (KCDE) 

where the allowable values of KCDE, and their 
meaning, are as shown in Figure 70. 18. 


Value 

Action Taken 

of KODE 

by the 1132 

12544 

Immediate skip to channel 1 

12800 

Immediate skip to channel 2 

13056 

Immediate skip to channel 3 

13312 

Immediate skip to channel 4 

13568 

Immediate skip to channel 5 

13824 

Immediate skip to channel 6 

14592 

Immediate skip to channel 9 

15360 

Immediate skip to channel 12 

15616 

Immediate space of 1 space 

15872 

Immediate space of 2 spaces 

16128 

Immediate space of 3 spaces 

0 

Suppress space after printing 


Figure 70. 18. SKIP codes for 1132 Printer 
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T5^e on Console Printer 

Subroutine TYPER will initiate typing on the console 
printer, and then continue processing. Actual print- 
ing time will be overlapped with other processing 
(printing on the 1132, reading cards, computing, 
etc. ). A typical call is 

CALL TYPER (INCUT, 1, 50) 

which will type the first 50 values of the INCUT 
array. There is no error parameter connected with 
this routine. 

In addition to printing, this subroutine also per- 
mits several typewriter control functions. If the 
values listed below are inserted in the INCUT array, 
the corresponding action will be performed at that 
point: 


Value 

Action 

1344 

Tabulate 

5184 

Shift to black 

13632 

Shift to red 

5696 

Backspace 

5440 

Carrier return 

9536 

Line feed 


Because TYPER does not start each line with an 
automatic carrier return, you may want to place a 
5440 in position 1 of the output array. 


Accept Data from Console Keyboard 

Subroutine KEYBD will read characters entered from 
the console keyboard, Cnly 60 characters at a time 
may be read with this routine. This activity is not 
overlapped with any other fimction. An example of 
the use of this subroutine is 

CALL KEYED (INCUT, 1, 30) 

which will read 30 characters from the keyboard. 
This is no error parameter. 
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A Precaution — lOND 

Because of the properties of the overlapped I/O sub- 
routines , all 1/ O activity must be completed before 
you cause the 1130 to PAUSE or STOP. The sub- 
routine lOND will do this for you by testing the status 
of the interrupts and looping until none are pending. 

lOND is required only when Version 1 of the 
Monitor is used; it should not be used if Version 2 of 
the Monitor is in use. 


The call to lOND should always be placed im- 
mediately before each PAUSE or STOP statement 

CALL lOND 
PAUSE 1234 
or 

CALL lOND 
STOP 5678 
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Using The Overlapped I/O System 
General 

If you are to gain the full potential of the overlapped 
I/O routines, you should know several basic princi- 
ples of this system; 

• You must decide whether your non-disk I/O 
will be done by FORTRAN FORMAT READs and 
WRITES or by the overlapped I/O subroutines. A 
program cannot use both. Note that the disk I/O is 
completely independent of the overlapped I/O system 
and, does not enter into this discussion. 

• Certain devices are not overlapped by these 
routines , making the placement of the subroutines 
CALLS quite important. 

Overlapping and Your Program 


Alternative A Alternative B 

Develop results Develop results 

CALL PRINT ( ) CALL PUNCH ( ) 

CALL PUNCH ( ) CALL PRINT ( ) 

With alternative A, PRINTing is initiated, then 
PUNCHing, and the two I/O functions are overlapped. 
Alternative B, on the other hand, does not overlap 
these two functions, since the 1130 will wait until 
PUNCHing is completed before starting PRINTing. 
Alternative B does, however, overlap whatever 
follows the PRINT statement. 

To gain maximum overlap, then, the three truly 
overlapped routines (PRINT, SKIP, and TYPER) 
should be placed as early in the processing cycle 
as possible. Figure 70. 19 gives some examples 
of good and bad usage of these routines. 


As far as your program is concerned, only two I/O 
devices are really overlapped: the 1132 Printer and 
the console printer. The other devices are either 
not overlapped at all or overlapped with various 
housekeeping chores (for example, code conversion) 
rather than with your program. In other words : 


These subroutines 
initiate an action, 
then continue 
processing: 


These subroutines start 
an action and finish it 
before they continue 
processing: 


PRINT READ 

SKIP PUNCH 

TYPER KEYBD 


Thus the sequence in which you use these rou- 
tines becomes important. For example, suppose 
you have a program that develops some result, then 
must print a line on the 1132 and punch a card. How 
should this be done? 


Example Bad Practice Good Programming 

1 

processing 

processing 

CALL PRINT 

CALLSKIP 

processing 

processing 

CALLSKIP 

CALL PRINT 

2 

processing 

processing 

CALL PRINT 

CALL PRINT 

processing 

CALL PRINT 

processing 

CALL PRINT 

3 

CALL PUNCH (call PRINT 

CALL PRINT 1 CALL PUNCH 

4 

1 WRITE disk 

1 CALL PRINT 

CALL PRINT 

WRITE disk 


Figure 70, 19. 
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FORTRAN TRACE Not Permitted with Overlapped 
1/ O Routines 

If you use the overlapped I/O routines, you must not 
include any of the non-disk I/O devices on the *IOCS 
control record; only *IOCS (DISK) is permitted. 

This means that you may not take advantage of the 
standard FORTRAN TRACE facility, but must 
instead program your own trace. If this is done 
while the program is being developed, it presents 
little difficulty. 

Several methods may be used — for example: 

• A series of numbered pauses, to display your 
progress through the program. 

• A set of extra PRINT or TYPER statements, 
to function much the same as the standard TRACE. 

It might be useful to code a subroutine called TRACE, 
which would do this after testing Data Switch 15. 


Alphabetic Headings with the Overlapped I/O System 

Since you may not use FORMAT statements in con- 
junction with the overlapped I/O routines, you must 
enter alphabetic headings and other constants in 
some other manner. Several methods are available. 

1. Use the DATA statement. This allows alpha- 
betic constants to be entered, in the proper format, 
at the start of the program. 

2. Read the alphabetic data from the card deck. 
You may lay out all the alphabetic data required 
(headings, error messages, etc.) so as to fit in one 
large array, then read that array from a deck of 
cards each time the program is executed. Because 
it is done only once, those program steps could be 
made into a LINK, in which case it could use 
FORTRAN I/O, regardless of which system the 
main program used. 

3. Same as 2, except that the read-in program 
is run only once and places the array of heading 
information on the disk. This data is then read from 
the disk each time the main program is executed. 
This is somewhat more foolproof, since you do not 
have to worry about assembling the card deck each 
time the main program is run. 




THE INTERACTION OF ARITHMETIC AND I/O 

You have seen that two options are available for I/O: 

Standard FORTRAN FORMAT 
Overlapped I/O subroutines 

You have also seen that, for all practical purposes, 
two options are available for arithmetic: 

FORTRAN real arithmetic 
Decimal arithmetic, variable length. 

While you may choose any desired combination, 
certain combinations appear easier to use than others. 
You can see from Figure 70, 21 that some provision 
must in all cases be made for conversion from input 
code to some arithmetic code, then from some 
arithmetic code to output code. If you use standard 
FORTRAN exclusively, you specify, with the FORMAT 
statement, what conversions you want. If you use 
any of the other three combinations , you must specify 
the desired code conversion with the character 
handling routines supplied by the Commercial Sub- 
routine Package : GET, PUT, EDIT, DECAl, AIDEC, 
PACK, and UNPAC. (These routines are covered in 
later sections of this Guide. ) 

Figure 70. 22 summarizes the advantages and 
disavantages of each alternative. You can see that 
the convenience items (ease of programming, read- 
ability, etc. ) are gradually sacrificed in order to 
make gains in the area of capability and performance. 



Figure 70. 21. 
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Figure 70. 22. 
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CHARACTER HANDLING TECHNIQUES 
General 


of character handling — code conversion, editing, 
moving data, testing zone punches, comparing alpha- 
betic data, etc. This section covers many of these 
tasks in detail, showing how they may be accom- 
plished with the Commercial Subroutines. 


A great deal of the programming effort in most com- 
mercial applications falls into the general classification 
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Code Conversion 

As you saw earlier, code conversion is essential to 
any program, commercial or technical. If you use 
standard FORTRAN, you must specify the desired 
conversions with the FORMAT statement. If you 
are using FORTRAN augmented by the Commercial 
Subroutines, you can also use the GET, PUT and 
EDIT subroutines for special formatting. If you 
are using the overlapped I/O routines, you must 
specify all the code conversions with the Commercial 
Subroutines (except A1 format), since no FORMAT 
statements may be used. 

Basically there are five internal codes with which 
you might be concerned: 

Integer 

Real 

Alphabetic — one character per word (Al) 
Alphabetic — two characters per word (A2) 
Decimal — one digit per word 

Very few programs can avoid converting from one 
code to the other. Figure 70. 23 shows the tools at 
your disposal to effect all possible conversions. The 
common ones are handled by a single subroutine; 
those less often needed require a combination of two 
or three subroutines. 

The Al code is particularly important since all 
the overlapped I/O routines require data in that 
format. In addition, GET, PUT, and EDIT work 
with data in the Al format. 

The A2 code is used primarily when writing 
alphabetic data on the disk, since it holds twice as 
much data per word as Al format. 

Decimal code is encoimtered only if you are using 
the decimal arithmetic, variable length routines of 
CSP, 


Integer to Real — FLOAT 

The FLOAT function, a FORTRAN standard, is used 
to convert an integer to a real number. A typical 
use of this function is 

X = FLOAT (K) 

which will set the real variable X equal to the value 
of K. The same conversion can also be accomplished 
by coding 

X = K 

This also uses the FLOAT function, even though it 
does not appear. 


Real to Integer — IFDC 

The IFIX function, also a FORTRAN standard, is 
used to convert a real number to an integer. A 
typical use is 

K = IFIX(X) 

which will take the real variable X, convert it to an 
integer, and store it as K. If X is 6. 0, then K = 6; 
if X is 87.9, then K = 87; and so on. 

This can also be accomplished by coding K = X; 
this too uses the IFIX function. 


FROM 

TO 

Integer 

Real 

Alpha (Al) 

Alpha (A2) 

Decimal 

Integer 


FLOAT 

PUT (FLOAT) 

FLOAT, then 
PUT, then 
PACK 

FLOAT, then 
PUT, then 
A1DEC 

Real 

IFIX 


PUT 

PUT, then 
PACK 

PUT, then 
A1DEC 

Alphabetic (A1 ) 

IFIX (GET) 

GET 


PACK 

A1DEC 

Alphabetic (A2) 

UNPAC, then 
GET, then 

IFIX 

UNPAC, then 
GET 

UNPAC 


UNPAC, then 
A1DEC 

Variable Length 
Decimal 

DECA1, then 
GET, then 

IFIX 

DECAl, then 
GET 

DECAl 

DECAl , then 
PACK 



Figure 70. 23. 
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A1 to Real — GET 

IBM supplies the GET function as part of the 1130 
Commercial Subroutine Package (CSP). The original 
A1 data may have resulted from a FORTRAN READ 
with an A1 FORMAT, or from use of one of the CSP 
Overlapped Input routines, which always results in 
A1 format. 

If you have a five-place array, in A1 format 

K(l) = 1 
K(2) = 9 
K.(3) = 8 
K(4) = 6 
K(5) = 8 


A1 to Integer 

As shown in Figure 70.23, this step requires use 
of both IFDC and GET, in the following manner: 

J = IFIX(GET(K, 10, 12, 1. 0)) 

where positions 10 through 12 of the K array are 
converted first to a real number, then to an integer 
called J. 


and you say 


X = GET(K,1,5,1.0) 


then X = 19868. 

The last parameter (1. 0) is a shift factor, and 
will usually be 1. 0 if you want accurate results. (If 
it had been . 1, X would be 1986. 8; however, since 
the fraction . 8 is present, you could expect it to be 
inaccurate. ) Subsection 70. 10. 20 explains why 
fractions should be avoided in commercial work. 

Basically, the above use of GET can be thought 
of as equivalent to an F5. 0 in a FORMAT statement. 
A shift factor of . 1 would be an F5. 1; a shift of . 01 
would be F5. 2; a shift of . 001 would be F5. 3; etc. 
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Real to A1 — PUT 

This step is quite commonly required — if you are 
using the overlapped I/O routines, if you wish to do 
further editing, etc. It is accomplished with the 
PUT subroutine supplied with CSP. 

Suppose you have just computed a gross pay figure, 
GROSS, which might have a typical value of 275869. , 
understood to be mills. Again, note that you are 
working in whole numbers, so that no fraction prob- 
lems are encoimtered. This value is to be rounded 
off and the result placed in the first ten postions of 
array RGROS for later editing and output. The 
statement 

CALL PUT (KGROS, 1, 10, GROSS, 5. , y 

will take GROSS, add 5. to it, truncate the last 1_ 
digit, and place it in A1 format in the KGROS array 
as 0000027587, with leading zeros and no decimal 
point. 

The last two parameters, the adjust factor and the 
trxmcate factor, usually form a logical pair. Obvi- 
ously, if you add 5. to half-adjust, you won’t want 
to print the resulting digit. The table below shows 
the common pairs: 


Integer to A1 

This requires two steps, since PUT operates on 
real numbers, not integers. If you have an integer 
I, which you want converted to A1 format, you must 
first convert it to real format: 

X = I 

or X = FLOAT (I) 

then use the PUT subroutine. Or, in one step: 

CALL PUT (KGROS, 1, 10, FLOAT (I), 5. , 1) 
will perform this conversion. 



6th parameter 

5th parameter 

(how many digits to 

(half-adjust factor) 

truncate from right end) 

. 5 

0 

5. 

1 

50. 

2 

500. 

3 

etc. 

etc. 

Half-adjust factors of less than . 5 should not be 
used, since this will bring up the problem of inexact 

fractions . 


If GROSS is negative. 

an 11-zone punch will be 

added to the code for the low-order digit. For ex- 
ample, if GROSS is -275869. , the result will be 
000002758P, where the character P is equivalent to 


a 7, 11 punch. 
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A1 to Decimal — AIDEC 

This conversion will be needed if you have chosen 
to use the decimal arithmetic system of CSP. The 
A1 field being converted was read by FORTRAN with 
an A1 format, or by the overlapped I/O routines. 

Suppose a card contained 196 8 in columns 1 through 
4, and you read it with the overlapped I/O CALL 
READ. It would be in A1 format, in an array KOL, 
one character per word: 

KOL (1) contains the alphabetic lb 
KOL (2) contains the alphabetic 9b 
KOL (3) contains the alphabetic 6b 
KOL (4) contains the alphabetic 8b 

If you want to use this value in decimal arithme- 
tic computations, it must be converted to decimal 
format, one digit per word. To do this, you simply 
code 

CALL AIDEC (KOL, 1, 4, NER) 

and it will be converted, in place. Note that the A1 
coding is replaced by the decimal coding. The NER 
is an error parameter, and will be set to the position 
at which it last encountered an invalid character 
(not 0 through 9 or a blank) . 

The exception to this is the last (rightmost) 
character, which may contain an 11 or 12 pimch, 
indicating a sign. See the table below for allowable 
pxmches : 


Digit or 
character 



without a 
zone punch 

with an 11 ptmch 

with a 12 punch 

blank 

- (dash) 

& 

0 

(- zero) 

(+ zero) 

1 

J 

A 

2 

K 

B 

3 

L 

C 

4 

M 

D 

5 

N 

E 

6 

O 

F 

'7 

P 

G 

8 

Q 

H 

9 

R 

I 


Decimal to A1 — DECAl 

If you are using decimal arithmetic, you must print 
the answers either with a series of II formats, or 
in A1 format. The latter will be the case if you 
desire any editing or are using the overlapped I/O 
routines. 

The DECAl subroutines will perform this con- 
version, thus operating in reverse fashion from 
AIDEC. 

A typical use would be 

CALL DECAl (IWORK, 6, 10, NER) 

which will convert the 6th through the 10th items in 
the IWORK array from decimal to A1 format. The 
NER error parameter is present but should be of 
limited use, since the decimal arithmetic routines 
should not leave any invalid digits in the field. 

The rightmost digit is assumed to carry the sign 
and, if negative, will be converted to the proper 
character plus an 11 punch. 
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A1 to A2 — PACK 


A2 to A1 — UNPAC 


This conversion is very desirable if you wish to 
store alphabetic data on the disk. For input, output, 
and editing, your data must be in A1 format, how- 
ever, A2 format will pack twice as much data in an 
equivalent number of words . 

The PACK subroutine gives you the ability to con- 
vert from A1 to A2 format. For example, suppose 
the array lUNPK contains 123bGO: 


To convert A2 data back to Al, the UNPAC sub- 
routine may be used. A typical call to UNPAC would 
be 

CALL UNPAC (IPAKD, 1, 3, lUNPK, 1) 

which would unpack the 123bGO packed in the pre- 
vious example. 


lUNPK (1) 
lUNPK (2) 
lUNPK (3) 
lUNPK (4) 
lUNPK (5) 
lUNPK (6) 


contains an alphabetic 
contains an alphabetic 
contains an alphabetic 
contains an alphabetic 
contains an slphabetic 
contains an alphabetic 


1 

2 

3 

blank 

G 

O 


Now suppose we say 

CALL PACK (lUNPK, 1, 6, IPAKD, 1) 

The data is packed and moved from lUNPK to IPAKD: 

IPAKD (1) contains an alphabetic 1 and 2 
IPAKD (2) contains an alphabetic 3 and blank 
IPAKD (3) contains an alphabetic G and O 

The lUNPK array remains imchanged. An even num- 
ber of characters will be packed. Therefore, the 
Al field should contain an even number of characters 
otherwise, the last character in the IPAKD array 
will be meaningless. 
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other Code Conversions they are unusual and can be performed as a com- 

bination of several other steps, they will not be 
As Figure 70.23 shows, there are other code con- discussed in detail, 

versions that you may require. However, since 
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other Character Handling Techniques 
Editing Output — EDIT 

Most commercial applications are strongly oriented 
toward the format and appearance of the output re- 
sults, as opposed to the technical job, where all 
you want is the answer. For example: 

• Dollar amounts should have commas, dollar 
signs, and so on. 

• Invoices should show a CR symbol after neg- 
ative values. 

• Balance sheets should have a minus sign fol- 
lowing a negative item. 

• Punched card output should have leading zeros, 
so that the cards may be handled properly with a 
mechanical sorter. 

The EDIT subroutine enables you to do all these 
formatting tasks. Its use requires two fields, 
stored in A1 format in integer arrays: 

1. The source field or the field which will be 
edited 

2. The edit mask, a field which you have coded 
to indicate how you want the edited output to appear. 
A typical call to the EDIT subroutine is 

CALL EDIT (KSOUR, 1, 10, MASK, 1, 13) 
where the source field consists of items 1-10 in the 
KSOUR array, and the mask consists of items 1-13 in 
the MASK array. After editing, the MASK field is 
replaced by the edited source field; if you wish to 
use it again, therefore, you must save it some- 
where else. Usually, the mask will be moved into 
the output area, and the source field will be edited 
into the output array. Thus the original mask is 
not destroyed. For example: 

CALL MOVE (MASK, 1, 13, KOUT, 36) 
CALLEDIT (KSOUR, 1, 10, KOUT, 36 ,48) 

Figure 70. 24 is a worksheet that you may use 
for setting up an edit mask. The principles in- 
volved are shown best by examples (see Figures 
70.25-70.30). 


Moving Data Fields — MOVE 

Often it becomes necessary to move the data in one 
array into another array — especially if you are 
using CSP. The MOVE subroutine has been in- 
cluded in CSP to facilitate such operations. Its use 
is quite simple, since it does no more than move 
data from one place to another. For example: 

CALL MOVE (IFROM, 6, 8, ITO, 14) 

will move 

IFROM (6) to ITO (14) 

IFROM (7) to ITO (15) 

IFROM (8) to ITO (16) 

leaving the IFROM array undisturbed. 

Note that the ending position in the ITO array is 
not supplied as one of the parameters. 

The format of the data items is not affected. 
They maybe Al, A2, decimal, or integer (but not 
real) . 




EDIT WORKSHEET 


PROGRAM PROGRAMMER DATE 

COMMENTS: 


STEP 1. FILL IN LINE a, SHOWING THE LARGEST POSSIBLE SOURCE FIELD, AND WHAT YOU WANT IT TO LOOK LIKE AFTER EDITING. 

HINT: PUT POSITION iOF THE SOURCE FIELD IN POSITION^OF THE MASK, AND SO ON, LEFT TO RIGHT. 

STEP 2. IF YOU HAVE INSERTED ANY SPECIAL CHARACTERS INTO THE EDITED OUTPUT, PUT THEM IN THE EDIT MASK IN THE SAME 
POSITION IN WHICH THEY APPEAR. 

NOTE: THIS DOES NOT APPLY TO *'s (ASTERISKS), b's (BLANKS), OR $'s (DOLLAR SIGNS). DO NOT PLACE THEM IN 

THE EDIT MASK YET. 

NOTE: ALLOWABLE SPECIAL CHARACTERS ARE A THRU Z, 1 THRU 9, AND /, - + = etc. 

STEP 3. FILL IN LINE b, SHOWING HOW YOU WANT ZERO TO APPEAR IN YOUR EDITED OUTPUT. 

STEP 4. WHAT DID YOU DO WITH LEADING ZEROS? (YOU MAY ONLY CHOOSE ONE OPTION) 

a) LEFT THEM AS ZEROS? THEN DO NOTHING TO THE MASK. 

b) REPLACED THEM WITH ASTERISKS? IF SO, NOTE THE RIGHTMOST ASTERISK AND PUT AN ASTERISK IN THE MASK IN THE SAME 
POSITION. 

c) REPLACED THEM WITH BLANKS? IF SO NOTE THE RIGHTMOST BLANK AND PUT A ZERO IN THE MASK IN THE SAME POSITION. 

d) REPLACED THEM WITH A STRING OF BLANKS AND A DOLLAR SIGN? (FOR EXAMPLE bbbb$). IF SO, NOTE THE POSITION OF THE 
DOLLAR SIGN AND PUT A DOLLAR SIGN IN THAT POSITION IN THE MASK. 

STEP 5. FILL IN LINE c, SHOWING A TYPICAL NEGATIVE FIELD, AND HOW YOU WANT IT TO APPEAR. 

STEPS. WHAT DO YOU WANT DONE WITH A NEGATIVE FIELD INDICATOR? CHOOSE ONE. 

a) NOTHING, FIELD WILL NEVER BE NEGATIVE DO NOTHING. 

b) LETTERS 'CR' AFTER THE FIELD - PUT A'CR’ IN THE MASK TO THE RIGHT OF 

THE FIELD. 

c) MINUS SIGN IN ITS OWN COLUMN, AFTER THE FIELD PUT A MINUS SIGN IN THE POSITION RIGHT 

AFTER THE FIELD. 

d) 11-PUNCH OVER ONE OF THE CHARACTERS SAME AS OPTION C,THEN USE NZONE SUBROUTINE 

TO MOVE ZONE PUNCH TO THE DESIRED POSITION' 

CAUTION: "CERTAIN ZONE PUNCHES (11, 0 AND 
12,0) CANNOT BE HANDLED BY 
FORTRAN I/O. IF THESE PUNCHES 
Wl LL OCCUR, YOU MUST USE CSP I/O." 


STEP 7. HOW MANY CHARACTERS WERE IN THE FIRST SOURCE FIELD?. . 

HOW MANY BLANKS REMAIN IN THE MASK? 

CAUTION: a CAN BE EQUAL TO OR LESS THAN b, BUT CAN NOT BE LARGER! 

STEP 8. DON'T FORGET; THE SOURCE FIELD MUST BE IN A1 FORMAT, WITH THE SIGN OVER THE RIGHTMOST CHARACTER. 





Figure 70. 24, 
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EDIT WORKSHEET 


COMMENTS: MOA/£r/l/iV F/£ID, TO B£ POA/0/i£0 /A/TO £/?PD W/TP ££y9D/A/^ Z£/P03 
S^T/VO COAf/i^3 op 0£C PT: II P£AfCP Oi/£P P/<^//rAf05T 
n/v/To) Poo/T/OAi /£ Ai£04r/y£. 


STEP 1. FILL IN LINE a, SHOWING THE LARGEST POSSIBLE SOURCE FIELD. AND WHAT YOU WANT IT TO LOOK LIKE AFTER EDITING. 

HINT: PUT POSITION iOF THE SOURCE FIELD IN POSITION^OF THE MASK, AND SO ON, LEFT TO RIGHT. 

STEP 2. IF YOU HAVE INSERTED ANY SPECIAL CHARACTERS INTO THE EDITED OUTPUT, PUT THEM IN THE EDIT MASK IN THE SAME 
POSITION IN WHICH THEY APPEAR. 

NOTE: THIS DOES NOT APPLY TO *'s (ASTERISKS), b's (BLANKS), OR $'s (DOLLAR SIGNS). DO NOT PLACE THEM IN 

THE EDIT MASK YET. 

NOTE: ALLOWABLE SPECIAL CHARACTERS ARE A THRU Z, 1 THRU 9, AND /, - + = etc. 

STEP 3. FILL IN LINE b.SHOWING HOW YOU WANT ZERO TO APPEAR IN YOUR EDITED OUTPUT. 

STEP 4. WHAT DID YOU DO WITH LEADING ZEROS? (YOU MAY ONLY CHOOSE ONE OPTION) 

a) LEFT THEM AS ZEROS? THEN DO NOTHING TO THE MASK. 

b) REPLACED THEM WITH ASTERISKS? IF SO, NOTE THE RIGHTMOST ASTERISK AND PUT AN ASTERISK IN THE MASK IN THE SAME 
POSITION. 

c) REPLACED THEM WITH BLANKS? IF SO NOTE THE RIGHTMOST BLANK AND PUT A ZERO IN THE MASK IN THE SAME POSITION. 

d) REPLACED THEM WITH A STRING OF BLANKS AND A DOLLAR SIGN? (FOR EXAMPLE bbbb$). IF SO, NOTE THE POSITION OF THE 
DOLLAR SIGN AND PUT A DOLLAR SIGN IN THAT POSITION IN THE MASK. 

STEP 5. FILL IN LINE c, SHOWING A TYPICAL NEGATIVE FIELD, AND HOW YOU WANT IT TO APPEAR. 


STEP 6. WHAT DO YOU WANT DONE WITH A NEGATIVE FIELD INDICATOR? 


CHOOSE ONE. 


a) NOTHING, FIELD WILL NEVER BE NEGATIVE DO NOTHING. 

b) LETTERS 'CR' AFTER THE FIELD PUT A 'CR' IN THE MASK TO THE RIGHT OF 

THE FIELD. 

c) MINUS SIGN IN ITS OWN COLUMN, AFTER THE FIELD PUT A MINUS SIGN IN THE POSITION RIGHT 

AFTER THE FIELD. 

d) 11 -PUNCH OVER ONE OF THE CHARACTERS SAME AS OPTION C,THEN USE NZONE SUBROUTINE 

TO MOVE ZONE PUNCH TO THE DESIRED POSITION' 


CALL NZONE (MASK,L.^, 5, NOLDZ] 
MOVE ZONE FROM HERE TO HERE- 


CALL NZONE (MASK,| |, NOLDZ, JUNK) 


CAUTION: "CERTAIN ZONE PUNCHES (11,OAND 
12,0) CANNOT BE HANDLED BY 
FORTRAN I/O. IF THESE PUNCHES 
WILL OCCUR, YOU MUST USE CSP I/O." 


STEP 7. HOW MANY CHARACTERS WERE IN THE FIRST SOURCE FIELD?. • • ^ a 


HOW MANY BLANKS REMAIN IN THE MASK?. 


CAUTION: a CAN BE EQUAL TO OR LESS THAN b, BUT CANNOT BE LARGERI 
STEP 8. DON'T FORGET; THE SOURCE FIELD MUST BE IN A1 FORMAT, WITH THE SIGN OVER THE RIGHTMOST CHARACTER. 


SOURCE FIELD 


12 3 4 5 6 7 8 9 10 11 12 


DESIRED EDITED OUTPUT 

1 I 2 I 3 I 4 I 5 I 6 I 7 I 8 I 9 liol I1I12I13I14I15I16I17 I18 I 



LINE a - LARGEST 


LINE b - ZERO 


LINE c- TYPICAL NEGATIVE 




Figure 70. 25, 













EDIT WORKSHEET 


PROGRAM PROGRAMMER DATE 

COMMENTS: z^/T’/V /^ya/9r//y</‘ /^/vy> yys<}^yf ry y£ y/yoyc/yroy^ C/9 ~/y^ 

CoiUy*f.A/ ^oi/iO£i^yy9<r ). 


STEP 1. FILL IN LINE a, SHOWING THE LARGEST POSSIBLE SOURCE FIELD, AND WHAT YOU WANT IT TO LOOK LIKE AFTER EDITING. 

HINT: PUT POSITION lOF THE SOURCE FIELD IN POSITION^OF THE MASK, AND SO ON, LEFT TO RIGHT. 

STEP 2. IF YOU HAVE INSERTED ANY SPECIAL CHARACTERS INTO THE EDITED OUTPUT, PUT THEM IN THE EDIT MASK IN THE SAME 
POSITION IN WHICH THEY APPEAR. 

NOTE: THIS DOES NOT APPLY TO *'s (ASTERISKS), b's (BLANKS), OR $’s (DOLLAR SIGNS). DO NOT PLACE THEM IN 

THE EDIT MASK YET. 

NOTE: ALLOWABLE SPECIAL CHARACTERS ARE A THRU Z, 1 THRU 9, AND /, ■ + = etc. 

STEP 3. FILL IN LINE b, SHOWING HOW YOU WANT ZERO TO APPEAR IN YOUR EDITED OUTPUT. 

STEP 4. WHAT DID YOU DO WITH LEADING ZEROS? (YOU MAY ONLY CHOOSE ONE OPTION) 

a) LEFT THEM AS ZEROS? THEN DO NOTHING TO THE MASK. 

b) REPLACED THEM WITH ASTERISKS? IF SO, NOTE THE RIGHTMOST ASTERISK AND PUT AN ASTERISK IN THE MASK IN THE SAME 
POSITION. 

c) REPLACED THEM WITH BLANKS? IF SO NOTE THE RIGHTMOST BLANK AND PUT A ZERO IN THE MASK IN THE SAME POSITION. 

d) REPLACED THEM WITH A STRING OF BLANKS AND A DOLLAR SIGN? (FOR EXAMPLE bbbb$). IF SO, NOTE THE POSITION OF THE 
DOLLAR SIGN AND PUT A DOLLAR SIGN IN THAT POSITION IN THE MASK. 

STEP 5. FILL IN LINE c, SHOWING A TYPICAL NEGATIVE FIELD, AND HOW YOU WANT IT TO APPEAR. 

STEP 6. WHAT DO YOU WANT DONE WITH A NEGATIVE FIELD INDICATOR? CHOOSE ONE. 

a) NOTHING, FIELD WILLNEVER BE NEGATIVE DO NOTHING. 

b) LETTERS 'CR' AFTER THE FIELD PUT A 'CR' IN THE MASK TO THE RIGHT OF 

THE FIELD. 

c) MINUS SIGN IN ITS OWN COLUMN, AFTER THE FIELD ' PUT A MINUS SIGN IN THE POSITION RIGHT 

AFTER THE FIELD. 

d) 11-PUNCH OVER ONE OF THE CHARACTERS SAME AS OPTION C.THEN USE NZONE SUBROUTINE 

TO MOVE ZONE PUNCH TO THE DESIRED POSITION' 

CAUTION; "CERTAIN ZONE PUNCHES (11, 0 AND 
12,0) CANNOT BE HANDLED BY 
FORTRAN I/O. IF THESE PUNCHES 
WILL OCCUR, YOU MUST USE CSP I/O." 


STEP 7. HOW MANY CHARACTERS WERE IN THE FIRST SOURCE FIELD?. . 

HOW MANY BLANKS REMAIN IN THE MASK? 

CAUTION: a CAN BE EQUALTO OR LESS THAN b, BUT CANNOT BE LARGER! 

STEP 8. DON'T FORGET: THE SOURCE FIELD MUST BE IN A1 FORMAT, WITH THE SIGN OVER THE RIGHTMOST CHARACTER. 




SOURCE FIELD 



DESIRED EDITED OUTPUT 



Figure 70. 26, 
















EDIT WORKSHEET 


PROGRAM 

PROGRAMMER 

DATE 

COMMENTS: SOC//fL ^£Cl//^/ry A/O. 




STEP 1. FILL IN LINE a, SHOWING THE LARGEST POSSIBLE SOURCE FIELD, AND WHAT YOU WANT IT TO LOOK LIKE AFTER EDITING. 

HINT; PUT POSITION lOF THE SOURCE FIELD IN POSITION^OF THE MASK, AND SO ON, LEFT TO RIGHT, 

STEP 2. IF YOU HAVE INSERTED ANY SPECIAL CHARACTERS INTO THE EDITED OUTPUT, PUT THEM IN THE EDIT MASK IN THE SAME 
POSITION IN WHICH THEY APPEAR. 

NOTE: THIS DOES NOT APPLY TO *'s (ASTERISKS) , b's (BLANKS), OR $'s (DOLLAR SIGNS). DO NOT PLACE THEM IN 

THE EDIT MASK YET. 

NOTE: ALLOWABLE SPECIAL CHARACTERS ARE A THRU Z, 1 THRU 9, AND /, - + = etc. 

STEP 3. FI LL IN LINE b, SHOWING HOW YOU WANT ZERO TO APPEAR IN YOUR EDITED OUTPUT. 

STEP 4. WHAT DID YOU DO WITH LEADING ZEROS? (YOU MAY ONLY CHOOSE ONE OPTION) 

a) LEFT THEM AS ZEROS? THEN DO NOTHING TO THE MASK. 

b) REPLACED THEM WITH ASTERISKS? IF SO, NOTE THE RIGHTMOST ASTERISK AND PUT AN ASTERISK IN THE MASK IN THE SAME 
POSITION. 

c) REPLACED THEM WITH BLANKS? IF SO NOTE THE RIGHTMOST BLANK AND PUT A ZERO IN THE MASK IN THE SAME POSITION. 

d) REPLACED THEM WITH A STRING OF BLANKS AND A DOLLAR SIGN? (FOR EXAMPLE bbbb$). IF SO, NOTE THE POSITION OF THE 
DOLLAR SIGN AND PUT A DOLLAR SIGN IN THAT POSITION IN THE MASK. 

STEP 5. FILL IN LINE c, SHOWING A TYPICAL NEGATIVE FIELD, AND HOW YOU WANT IT TO APPEAR. 

STEP 6. WHAT DO YOU WANT DONE WITH A NEGATIVE FIELD INDICATOR? CHOOSE ONE. 

a) NOTHING, FIELD WILL NEVER BE NEGATIVE DO NOTHING. 

b) LETTERS 'CR' AFTER THE FIELD PUT A 'CR' IN THE MASK TO THE RIGHT OF 

THE FIELD. 

c) MINUS SIGN IN ITS OWN COLUMN, AFTER THE FIELD PUT A MINUS SIGN IN THE POSITION RIGHT 

AFTER THE FIELD. 

d) 11-PUNCH OVER ONE OF THE CHARACTERS SAME AS OPTION C,THEN USE NZONE SUBROUTINE 

TO MOVE ZONE PUNCH TO THE DESIRED POSITION' 

CAUTION; "CERTAIN ZONE PUNCHES (11,0AND 
12, 0) CANNOT BE HANDLED BY 
FORTRAN I/O. IF THESE PUNCHES 
WILL OCCUR, YOU MUST USE CSP I/O." 


STEP 7. HOW MANY CHARACTERS WERE IN THE FIRST SOURCE FIELD?. . . 

HOW MANY BLANKS REMAIN IN THE MASK? 

CAUTION: a CAN BE EQUAL TO OR LESS THAN b, BUT CANNOT BE LARGER! 

STEP 8. DON'T FORGET; THE SOURCE FIELD MUST BE IN A1 FORMAT, WITH THE SIGN OVER THE RIGHTMOST CHARACTER, 





DESIRED EDITED OUTPUT 



Figure 70. 27, 













Section 

Subsections 

Page 

70 

40 

20 

06 


EDIT WORKSHEET 


PROGRAM 




PROGRAMMER 



STEP 1. FILL IN LINE a, SHOWING THE LARGEST POSSIBLE SOURCE FIELD, AND WHAT YOU WANT IT TO LOOK LIKE AFTER EDITING. 

HINT: PUT POSITION iOF THE SOURCE FIELD IN POSITION20F THE MASK, AND SO ON, LEFT TO RIGHT. 

STEP 2. IF YOU HAVE INSERTED ANY SPECIAL CHARACTERS INTO THE EDITED OUTPUT, PUT THEM IN THE EDIT MASK IN THE SAME 
POSITION IN WHICH THEY APPEAR. 

NOTE: THIS DOES NOT APPLY TO *'s (ASTERISKS), b’s (BLANKS), OR $'s (DOLLAR SIGNS). DO NOT PLACE THEM IN 

THE EDIT MASK YET. 

NOTE: ALLOWABLE SPECIAL CHARACTERS ARE A THRU Z, 1 THRU 9, AND /, - + = etc. 

STEP 3. FILL IN LINE b,SHOWING HOW YOU WANT ZERO TO APPEAR IN YOUR EDITED OUTPUT. 

STEP 4. WHAT DID YOU DO WITH LEADING ZEROS? (YOU MAY ONLY CHOOSE ONE OPTION) 

a) LEFT THEM AS ZEROS? THEN DO NOTHING TO THE MASK. 

b) REPLACED THEM WITH ASTERISKS? IF SO, NOTE THE RIGHTMOST ASTERISK AND PUT AN ASTERISK IN THE MASK IN THE SAME 
POSITION. 

c) REPLACED THEM WITH BLANKS? IF SO NOTE THE RIGHTMOST BLANK AND PUT A ZERO IN THE MASK IN THE SAME POSITION. 

d) REPLACED THEM WITH A STRING OF BLANKS AND A DOLLAR SIGN? (FOR EXAMPLE bbbb$). IF SO, NOTE THE POSITION OF THE 
DOLLAR SIGN AND PUT A DOLLAR SIGN IN THAT POSITION IN THE MASK. 

STEP 5. FILL IN LINE c, SHOWING A TYPICAL NEGATIVE FIELD, AND HOW YOU WANT IT TO APPEAR. 

STEP 6. WHAT DO YOU WANT DONE WITH A NEGATIVE FIELD INDICATOR? CHOOSE ONE. 

a) NOTHING, FIELD WILL NEVER BE NEGATIVE DO NOTHING. 

b) LETTERS 'CR' AFTER THE FIELD PUT A 'CR' IN THE MASK TO THE RIGHT OF 

THE FIELD. 

c) MINUS SIGN IN ITS OWN COLUMN, AFTER THE FIELD PUT A MINUS SIGN IN THE POSITION RIGHT 

AFTER THE FIELD. 

d) 11 -PUNCH OVER ONE OF THE CHARACTERS SAME AS OPTION C,THEN USE NZONE SUBROUTINE 

TO MOVE ZONE PUNCH TO THE DESIRED POSITION' 


CALL NZONE (MASK.L^. 5, NOLDZ) 
MOVE ZONE FROM HERE TO HERE-r 


CALL NZONE (MASK, I I NOLDZ. JUNK) 


CAUTION: "CERTAIN ZONE PUNCHES (11,0 AND 
12,0) CANNOT BE HANDLED BY 
FORTRAN I/O. IF THESE PUNCHES 
WILL OCCUR, YOU MUST USE CSP I/O." 


STEP?. HOW MANY CHARACTERS WERE IN THE FIRST SOURCE FIELD?. .. .5 a 
HOW MANY BLANKS REMAIN IN THE MASK? ^ b 

CAUTION: a CAN BE EQUALTO OR LESS THAN b, BUT CANNOT BE LARGER! 

STEP 8. DON'T FORGET; THE SOURCE FIELD MUST BE IN A1 FORMAT, WITH THE SIGN OVER THE RIGHTMOST CHARACTER. 


SOURCE FIELD 

1 I 2 I 3 I 4 I sl 6 1 7 I 8 1 9 liolll ll?! 


DESIRED EDITED OUTPUT 

iUIsUIbIbItIsIs I10I11I12I13I14I15I16I17I18I 


LINE a - LARGEST 







Figure 70. 28, 















EDIT WORKSHEET 


PROGRAM PROGRAMMER DATE 

COMMENTS: 


STEP 1. FILL IN LINE a, SHOWING THE LARGEST POSSIBLE SOURCE FIELD. AND WHAT YOU WANT IT TO LOOK LIKE AFTER EDITING. 

HINT: PUT POSITION iOF THE SOURCE FIELD IN POSITION ^ OF THE MASK, AND SO ON, LEFT TO RIGHT. 

STEP 2. IF YOU HAVE INSERTED ANY SPECIAL CHARACTERS INTO THE EDITED OUTPUT, PUT THEM IN THE EDIT MASK IN THE SAME 
POSITION IN WHICH THEY APPEAR. 

NOTE: THIS DOES NOT APPLY TO •'$ (ASTERISKS) , b's (BLANKS), OR $'s (DOLLAR SIGNS). DO NOT PLACE THEM IN 

THE EDIT MASK YET. 

NOTE: ALLOWABLE SPECIAL CHARACTERS ARE A THRU Z, 1 THRU 9, AND /, - + = etc. 

STEP 3. FILL IN LINE b, SHOWING HOW YOU WANT ZERO TO APPEAR IN YOUR EDITED OUTPUT. 

STEP 4. WHAT DID YOU DO WITH LEADING ZEROS? (YOU MAY ONLY CHOOSE ONE OPTION) 

a) LEFT THEM AS ZEROS? THEN DO NOTHING TO THE MASK. 

b) REPLACED THEM WITH ASTERISKS? IF SO. NOTE THE RIGHTMOST ASTERISK AND PUT AN ASTERISK IN THE MASK IN THE SAME 
POSITION. 

c) REPLACED THEM WITH BLANKS? IF SO NOTE THE RIGHTMOST BLANK AND PUT A ZERO IN THE MASK IN THE SAME POSITION. 

d) REPLACED THEM WITH A STRING OF BLANKS AND A DOLLAR SIGN? (FOR EXAMPLE bbbb$). IF SO, NOTE THE POSITION OF THE 
DOLLAR SIGN AND PUT A DOLLAR SIGN IN THAT POSITION IN THE MASK. 

STEP 5. FILL IN LINE c, SHOWING A TYPICAL NEGATIVE FIELD, AND HOW YOU WANT IT TO APPEAR. 

STEPS. WHAT DO YOU WANT DONE WITH A NEGATIVE FIELD INDICATOR? CHOOSE ONE. 

a) NOTHING, FIELD WILL NEVER BE NEGATIVE DO NOTHING. 

OR b) LETTERS 'CR' AFTER THE FIELD PUT A ' CR’ IN THE MASK TO THE RIGHT OF 

THE FIELD. 

c) MINUS SIGN IN ITS OWN COLUMN, AFTER THE FIELD PUT A MINUS SIGN IN THE POSITION RIGHT 

AFTER THE FIELD. 

d) 11-PUNCH OVER ONE OF THE CHARACTERS SAME AS OPTION C.THEN USE NZONE SUBROUTINE 

TO MOVE ZONE PUNCH TO THE DESIRED POSITION' 

CAUTION; "CERTAIN ZONE PUNCHES (11, 0 AND 
12,0) CANNOT BE HANDLED BY 
FORTRAN I/O. IF THESE PUNCHES 
WILL OCCUR, YOU MUST USE CSP I/O." 


STEP 7. HOW MANY CHARACTERS WERE IN THE FIRST SOURCE FIELD?. . . 

HOW MANY BLANKS REMAIN IN THE MASK? 

CAUTION: a CAN BE EQUAL TO OR LESS THAN b, BUT CANNOT BE LARGER! 

STEP 8. DON'T FORGET; THE SOURCE FIELD MUST BE IN A1 FORMAT, WITH THE SIGN OVER THE RIGHTMOST CHARACTER. 





Figure 70. 29, 














EDIT WORKSHEET 


PROGRAM PROGRAMMER DATE 

COMMENTS: MOA/efAAY F/ £10, A// T// SyMSOt , * 

STEP 1. FILL IN LINE a, SHOWING THE LARGEST POSSIBLE SOURCE FIELD, AND WHAT YOU WANT IT TO LOOK LIKE AFTER EDITING. 

HINT; PUT POSITION iOF THE SOURCE FIELD IN POSITION^OF THE MASK, AND SO ON, LEFT TO RIGHT. 

STEP 2. IF YOU HAVE INSERTED ANY SPECIAL CHARACTERS INTO THE EDITED OUTPUT, PUT THEM IN THE EDIT MASK IN THE SAME 
POSITION IN WHICH THEY APPEAR. 

NOTE: THIS DOES NOT APPLY TO “s (ASTERISKS), b's (BLANKS), OR $'s (DOLLAR SIGNS), DO NOT PLACE THEM IN 
THE EDIT MASK YET. 

NOTE: ALLOWABLE SPECIAL CHARACTERS ARE A THRU Z, 1 THRU 9, AND /, - + = etc. 

STEP 3. FILL IN LINE b, SHOWING HOW YOU WANT ZERO TO APPEAR IN YOUR EDITED OUTPUT. 

STEP 4. WHAT DID YOU DO WITH LEADING ZEROS? (YOU MAY ONLY CHOOSE ONE OPTION) 

a) LEFT THEM AS ZEROS? THEN DO NOTHING TO THE MASK. 

b) REPLACED THEM WITH ASTERISKS? IF SO, NOTE THE RIGHTMOST ASTERISK AND PUT AN ASTERISK IN THE MASK IN THE SAME 
POSITION. 

c) REPLACED THEM WITH BLANKS? IF SO NOTE THE RIGHTMOST BLANK AND PUT A ZERO IN THE MASK IN THE SAME POSITION. 

d) REPLACED THEM WITH A STRING OF BLANKS AND A DOLLAR SIGN? (FOR EXAMPLE bbbb$). IF SO, NOTE THE POSITION OF THE 
DOLLAR SIGN AND PUT A DOLLAR SIGN IN THAT POSITION IN THE MASK. 

STEP 5. FILL IN LINE c, SHOWING A TYPICAL NEGATIVE FIELD, AND HOW YOU WANT IT TO APPEAR. 

STEPS. WHAT DO YOU WANT DONE WITH A NEGATIVE FIELD INDICATOR? CHOOSE ONE. 

a) NOTHING, FIELD WILL NEVER BE NEGATIVE DO NOTHING. 

b) LETTERS 'CR' AFTER THE FIELD PUT A 'CR' IN THE MASK TO THE RIGHT OF 

THE FIELD. 

c) MINUS SIGN IN ITS OWN COLUMN, AFTER THE FIELD PUT A MINUS SIGN IN THE POSITION RIGHT 

AFTER THE FIELD. 

d) 11-PUNCH OVER ONE OF THE CHARACTERS SAME AS OPTION C,THEN USE NZONE SUBROUTINE 

TO MOVE ZONE PUNCH TO THE DESIRED POSITION' 

CAUTION: "CERTAIN ZONE PUNCHES (11, 0 AND 
12,0) CANNOT BE HANDLED BY 
FORTRAN I/O. IF THESE PUNCHES 
WILL OCCUR, YOU MUST USE CSP I/O." 

STEP?. HOW MANY CHARACTERS WERE IN THE FIRST SOURCE FIELD?. .. 4 a 
HOW MANY BLANKS REMAIN IN THE MASK? Q b 

CAUTION: a CAN BE EQUAL TO OR LESS THAN b. BUT CANNOT BE LARGER! 

STEPS. DON'T FORGET; THE SOURCE FIELD MUST BE IN A1 FORMAT, WITH THE SIGN OVER THE RIGHTMOST CHARACTER. 


SOURCE FIELD DESIRED EDITED OUTPUT 






Figure 70, 30, 
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Filling a Field with a Specific Character — FILL 

If your program requires that you create long strings 
of the same digit or character, the FILL subroutine 
may be used. The statement 

CALL FILL (KARRY, 10,36,IT) 

will place the coding of IT in positions 10-36 of the 
array KARRY. IT may be any integer between 
+32767 and -32768. 

hi a standard FORTRAN program, this is a 
useful way to clear a set of totals to zero. 

If you are using the decimal arithmetic routines, 
this can also be used to clear a total field to zero. 

When using the overlapped I/O routines, it is 
often necessary to fill an area with blanks, dashes, 
or some other character. 

A table of the decimal equivalent of various 
EBCDIC (Al) characters may be found in the CSP 
manual. However, it is usually easier to obtain 
their value indirectly with a DATA statement. For 
example, to fill a printer output line with dashes, 
you would place a DATA statement in the beginning 
of your program: 

DATA IDASH/’ - ’/ 

placing the dash character between the quotes or 
apostrophes. Then the FILL statement 

CALL FILL (IOUT,l, 120, IDASH) 

would fill the lOUT array with the Al code for a 
dash. 


Comparing Alphabetic Fields — NCOMP 

The requirements for alphabetic comparisons 
can usually be broken into two main classifications: 

1 . Comparing to determine whether there is a 
match/no match condition. 

2. Comparing to determine whether one field is 
higher than, lower than or equal to another 
field. 

Because the first is quite a bit simpler than the 
second, these two types of alphabetic compares will 
be discussed separately. 
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Match/No Match Alpha Compare . This operation 
is common to many commercial applications: 

• An employee time card may contain a four- 
letter code describing what job he worked on, 
and the program must look up a corresponding 
rate. 

• An inventory card may contain a two-letter 
code indicating unit of measure — LB, GR, EA, 
etc. 

• The name field on each input card is compared 
with the name field on the preceding card; if they 
are not the same, branch to the "control break" 
section of the program. 

If the fields to be compared are one or two 
characters long, they may be read into a single 
integer variable and compared like any other 
intergers. For example, if their names are ITHIS 
and ITHAT, the statement: 

IF(ITHIS-ITHAT) 1,2,1 

will branch to statement number 2 if they are iden- 
tical, and statement number 1 if they are different. 
The format (A1 or A2) does aot matter, except, of 
course, that it must be the same for both. 


If the fields are longer than two characters, 
they should be read into integer arrays, in A1 
format, and compared with the NCOMP function. 
Using the previous example, suppose ITHIS and 
ITHAT are arrays, each containing ten alphabetic 
characters. 

IF(NCOMP(ITHIS, 1,10, ITHAT, 1))1, 2, 1 

will work the same as the simple IF statement 
shown earlier. 

Don't try to compare alphabetic fields that have 
been stored as real variables . Two six-character 
fields, called THIS and THAT, may be read from 
a card and moved about in core just like any other 
real variables; however, they cannot be compared 
validly. The statement 

IF(THIS-THAT) 1,2,1 

will not always branch to statement number 1 if 
the two fields are different. 




Section 

Subsections 

Page 

70 

40 

20 

11 


High/ Low/Equal Alpha Compare . Everything said 
about the Match/No Match compare also applies 
here, with two exceptions : 

1 . The fields to be compared should always be 
in A1 format. 

2. The A1 representation for a blank must be 
changed if you want it to fall in the proper 
collating sequence. 

Figure 70. 31 shows the decimal representation of 
various characters in A1 format. Note that the 
blank falls after the letters and munbers. If it is 
left there, alphabetic compares will yield an ascendir^ 
sequence — for example: 

WILLIAMSON 

WILLlAMSbb 

WILLIAMbbb 


rather than the correct 

WILLIAMbbb 

WILLlAMSbb 

WILLIAMSON 

This can easily be corrected if blanks are 
converted from 16448 to something less than 
-16064, the letter A. hi fact, you might as well 
change it to -16448. With a DO loop, the input 
record can be scanned for +16448s, and each one 
found can be changed to -16448. 

They need not be converted back to +16448 for 
printed output, since any invalid character (such 
as -16448) will be printed as a blank anyway. For 
punched output, however, this will not be so, and 
the -16448s should be changed back to +16448s. 


Character 

A1 

Decimal 

Equivalent 

A 

-16064 

B 

-15808 

c 

-15552 

D 

-15296 

E 

-15040 

F 

-14784 

G 

-14528 

H 

-14272 

1 

-14016 

J 

-11968 

K 

-11712 

L 

-11456 

M 

-11200 

N 

-1 0944 

O 

-10688 

P 

-10432 

Q 

-10176 

R 

-9920 


Character 

A1 

Decimal 

Equivalent 

S 

-7616 

T 

-7360 

U 

-7104 

V 

-6848 

w 

-6592 

X 

-6336 

y 

-6080 

z 

-5824 

0 

-4032 

1 

-3776 

2 

-3520 

3 

-3264 

4 

-3008 

5 

-2752 

6 

-2496 

7 

-2240 

8 

-1984 

9 

-1728 


Character 

A1 

Decimal 

Equivalent 




Note 

blank 

16448-*-j 

position 

. (period) 

19264 

of blank 

^(less than) 

19520 


( 

19776 


+ 

20032 


& 

20544 


$ 

23360 


* 

23616 


) 

23872 


-(minus) 

24640 


/ 

24896 


. 

27456 


% 

27712 


# 

31552 


@ 

31808 


’ (apostrophe) 

32064 



32320 



Figure 70, 31. 
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Working with Zone Punches — NZONE 

The top three rows of the data processing card are 
commonly called the "zone” rows, and a punch in 
one of them is called a zone punch. The top row is 
called the 12 zone; the next, the 11 zone; and the 
next (the 0 row), the 0 zone. (See Figure 70.32.) 

A digit overpunched with a 12 zone punch is taken 
to be positive; an 11 punch indicates negative. This 
is quite reasonable, since an 11 punch alone is a 
minus sign, and a 12 pimch is an ampersand (&) or 
plus sign (+), depending on the coding scheme and 
cardpimch used. (While many people use the term 
"X punch" instead of 11 punch, both mean the same. ) 

The 12 punch is rarely used, since it is easier 
to have no zone punch for positive numbers. 

The zone punch, when used to indicate the sign, 
should be placed over the units (rightmost) position 
of the field. For example, -1675 would be punched 
with an 11 punch over the 5. 

This practice will result in a card code equiva- 
lent to one of the letters J through R, or a negative 
zero. The table below shows the card code equiva- 
lents : 


These punches 

Mean either this 

Or this 

11,0 

-0 

0 

11,1 

-1 

J 

11,2 

-2 

K 

11,3 

-3 

L 

11,4 

-4 

M 

11,5 

-5 

N 

11,6 

-6 

0 

11,7 

-7 

P 

11,8 

-8 

Q 

11,9 

-9 

R 


If the card containing the 1675 field were inter- 
preted, or listed character for character, it would 
appear as 16 7N, where the character N is equiva- 
lent to a 5 and an 11 punch. 

In a few cases, zone punches may also be found 
in card columns other than the low-order digits of 
a numeric field. This is particularly true in instal- 
lations that once had a unit record, or punched card, 
system. In such a system, zone punches provided 
an easy way to pack additional data into a punched 
card. 

One of the advantages of the CSP overlapped 
I/O routines is that they allow the input and output 
of fields with zone punches. This is normally quite 
difficult with standard FORTRAN READs and 
WRITES, since the 11,0 (- zero) punch is not per- 
mitted. 


■ An 1 1 -punch, X-punch, or minus sign 
A 12-punch, &, or plus sign 

■ An N or a 5 with an 11 -punch 


12 row- 
1 1 row- 
0 row- 
etc. 




0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 G fi 0 0 0 D 0 0 0 0 0 0 0 0 1 

1 i 1 t s 6 I I 9 ID n 12 ia M IS li n II IS II II ii ii u is ii ii ii ii id ii ii ii u is ii ii ii ii id ) 

1111111111111111111111111111111111111111 

22222222222222222222222222222222222222222 ) 

33333333333333333333333333333333333333333 

44444444444144444444444444444444444444444 ' 

5 5 3 5 5 5 5 | 5 5 5 5 5 5 5 5 5 9 S S 5 S 5 5 5 3 5 5 5 5 5 5 5 5 S S 5 5 5 5 5 ! 

6 6 G B 6 6 6 6 6 E 6 6 6 6 6 6 6 6 S 0 6 6 6 6 6 8 B 6 E 6 S 6 6 6 6 6 6 6 6 6 6 

7 7 I I 1? 1 I 7 M 1 I I 1 1 7 7 M 17 I 7 7 7 7 I 1 7 7 1 7 7 1 7 7 7 7 7 7 

8 8 B B 8 8 8 8 e 8 8 B 8 B 8 8 I B 8 8 8 B 1 8 8 8 B 8 8 8 8 8 8 I 8 B 8 8 8 8 b/ 

9 3 9 9 8 9 9 9 3 9 |j 9 9 9 9 9 9 9 9 9 ! 9 9 9 9 9 3 9 9 9 9 9 9 9 9 9 9 9 8 

I 1 < S t I 9 9 ID 11 II II II IS II II II II ID II II II II IS it II II II II II I! 11 14 IS II II II II ID J 


Figure 70. 32, 
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The NZONE Subroutine . The NZONE subroutine 
has been included in CSP to allow you to interrogate 
a zone punch, obtaining a code that indicates its 
status, and to modify a zone punch. If you wished 
to operate on the 18th character in the IN OUT array, 
the call to NZ ONE would be 

CALL NZONE (IN OUT, 18, NEWZ, NOLDZ) 

NOLDZ will be returned to you, indicating what 
zone punch was present; 


You supply the NEWZ parameter, indicating to 
the subroutine what you want done with the old zone 
punch: 


NEWZ 

1 

2 

3 

4 


Action Taken 
Make the zone a 12 
Make the zone an 11 
Make the zone a 0 
Remove the zone 


NOLDZ 

Zone Punch 

Character 

1 

12 

A— I 

2 

11 

J— R 

3 

0 

S— Z 

4 

none 

0—9 

more than 4 

- 

special character 


more than 4 


Let the zone alone 


Note that an NOLDZ of 4 or more does not tell 
you what zone punch was present, but only that 
INOUT(18) contains a special character. 
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FORTRAN CORE SAVING TIPS 
General 

The way in which you code your FORTRAN programs 
will have a considerable effect on their size. The 
difference between efficient and inefficient coding 
might be as much as several hundred words. This 
may mean the difference between a program that 
fits in core and one that doesn’t, or the difference 
between one that requires many time-consuming 
overlays and one that requires none. 

hi general, the larger a program, the more 
slowly it will run — not because it does more, but 
because of the overlays (SOCALs, LOCALS and 
links) required to fit it into core. When writing 
your programs, therefore, you should make every 
effort to keep them small. One way to do this is 
to know which FORTRAN techniques save core 
storage, and which ones consume it excessively. 

A better way is to design programs that do just one 
job, rather than many. (Subsection 25. 30. 20 con- 
tains a discussion of the advantages of modular 
programming. ) Still another way is to use efficient 
overlays (see Section 65). 


The core storage requirements for any particular 
program can be split into three major elements: 

• The object code generated by the compiler 

• The subroutines, which actually do the 

work 

• The data area, where all variables and 
constants are stored 

You should realize that very little actual work 
is done ”in line” by your program; when the end-of- 
compilation summary says your program size is 
1000 words, it means that your program has been 
translated into 1000 words of branches or linkages 
to subroutines, plus some housekeeping to prepare 
the linkages. The exception to this statement is 
integer arithmetic, which is done in line, without 
subroutines. However, all subscript calculation, 
real arithmetic, and input/output is accomplished 
by subroutines. 

Some of the core saving tips in this section are 
directed toward reducing the subroutine require- 
ments, while others will reduce the amount of 
in-line coding. 

If you modify an existing program, incorporating 
some of these tips, don’t expect to find all the sav- 
ings reflected in the end-of-compilation summary. 
Check the list of required subroutines; you may 
have eliminated some of them. 




Section 

Subsections 

Page 

70 

50 

10 

01 


Reducing Program Size 
Use the DATA Statement 

The DATA statement is a recent addition to 1130 
FORTRAN, having been incorporated into Version 2 
of the 1130 Monitor System. Basically, it is used 
to create constants at the time the program is com- 
piled, rather than each time the program is exe- 
cuted. It saves some time, but this should not be 
enough to notice in the overall run time of most 
programs. Much more important, the DATA state- 
ment saves core storage. 

It is a nonexecutable statement, like the TYPE, 
DIMENSION, EQUIVALENCE, etc. , statements, 
and requires no core storage. It provides only a 
starting value for variables. For exact rules con- 
cerning the use of the DATA statement, see the 1130 
FORTRAN manual; in this section you will see some 
examples of its use. 

• Case 1: Initialize Tables at the Beginning of 
a Program 

Almost every program begins with statements 
such as 

DO 16 J = 1,50 
TOT(J) = 0.0 
16 SUBT(J) = 0.0 

This coding, which requires about 27 words of 
storage, can be replaced with 

DATA TOT/50*0.0/, SUBT/50*0. 0/ 
which requires no storage. 

Let us stress three facts at this point: 

1. You still require two 50-position arrays. 

The DATA statement merely takes care of initial- 
izing their values. 

2. If you say TOT (1) = 1. 5 later in the program, 
this will be done, and TOT (1) will no longer be 0. 0. 

3 . If you want to clear out these tables again 
during the execution of the program, you must use 
the conventional DO loop. You cannot GO TO or 
reexecute the DATA statement, since it is a non- 
executable statement and, in fact, no longer exists 
once the program is loaded. 


• Case 2: Initialize Indicators, etc. 

The program PAY04, listed in Subsection 
70. 50.30, contains the following FORTRAN 
statements : 

T = 0. 
lERR = 0 
ICOL = 1 
INI = 1 
XOT = 0. 

XBN = 0. 

XSP = 0. 

XREG = 0. 

IPAGE = 0 
LINE = 50 

which require 40 words of object coding. They may 
be replaced by 

DATAT/0./, IERR/0/, ICOL/l/, etc., etc. 

• Case 3: Setting a Variable to Different Values 
Again inspecting the same program, PAY04, we 
find 

GO TO (76,77,78,79,80,81),NOPLT 

76 ILST=250 
GO TO 83 

77 ILST=90 
GO TO 83 

78 ILST=200 
GO TO 83 

79 ILST=50 
GO TO 83 

80 ILST=150 
GO TO 83 

81 ILST=30 
83 continue 

which requires 44 words of object coding. It may be 
replaced by a combination of 

DIMENSION IFACT (6) 

DATA IFACT/250, 90, 200, 50, 150, 30/ 
and the statement (using eight words) 

ILST = IFACT(NOPLT) 

Placing the six constants in the IFACT array adds 
no core requirements, since they were in core 
before, as INTEGER CONSTANTS (see listing at 
end of compilation). 
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• Case 4: Creating Alphabetic Masks for the 
EDIT Subroutine 

If you want to print or pimch your FORTRAN re- 
sults with commas, floating dollar signs, etc. , you 
are probably using the EDIT subroutine found in CSP. 
This subroutine requires an Edit mask, which may 
look like 

bb, bb$.bbCR 

There are two ways to obtain this mask, which must 
be in A1 format in an eleven-word integer array 
(call it MASK). You can read it off a card, or you 
can look up the decimal equivalents of the EBCDIC 
codes, and set each one equal to the desired 
character: 


MASK (1) = 

16448 

blank 

MASK (2) = 

16448 

blank 

MASK (3) = 

27456 

comma 

MASK (4) = 

16448 

blank 

MASK (5) = 

16448 

blank 

MASK (6) = 

23360 

dollar sign 

MASK (7) = 

19264 

period 

MASK (8) = 

16448 

blank 

MASK (9) = 

16448 

blank 

MASK (10) = 

-15552 

letter C 

MASK (11) - 

-9920 

letter R 


The DATA statement allows you to eliminate this 
sixty-six-word series of commands, replacing it with 
DATA MASK/’b’ , ’b’ 'b’ , ’b' , ’b’ , 'b’ , 'C’ , 'R'/ 

where b indicates a blank. 


Keep FORMAT Statements Compact 

1130 FORTRAN includes a very flexible repertoire 
of FORMAT codes, and often gives you several 
different ways to achieve the same results. For 
example, you can specify either (F6.2, F6.2, F6.2) 
or (3F6.2). With alphabetic heading data, there are 
more options. To type a line which reads 
bbbbbbbbbTOTAL 

you can use as FORMAT statements the following: 

a. FORMAT(14HbbbbbbbbbTOTAL) 

b. FORMAT('bbbbbbbbbTOTAL') 

c. FORMAT(9X, 'TOTAL’) 

d. FORMAT(9X, 5HTOTAL) 
etc. 

If you suspected that some options used more core 
storage than others, you would be correct. Options 
a and b force the compiler to allocate nine words for 
this FORMAT STATEMENT; options c and d only 
require six words. 

The main difference between the two styles is the 
manner in which you have generated nine blank 
columns — 9X or 'bbbbbbbbb'. The 9X is coded and 
compressed into one word; the 'bbbbbbbbb' requires 
one word, plus a string of five words, each contain- 
ing two alphabetic blanks . 

The difference does not appear to be great, but 
consider your typical commercial report writing 
program with its many long FORMAT statements. 
The difference between the best (smallest core 
requirement) and what the programmer has actually 
used may be substantial. 

This topic is further complicated by the fact that 
the X specification is best for large numbers of 
spaces, while the literal or ' ' specification is best 
for small numbers. In summary, to get one or two 
spaces, it is best to enclose blanks within quotes 
(or use the H specification). To get three or more 
spaces, use the X specification. 
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Code Efficient I/O Statements 


Avoid Long Subroutine Argument Lists 


The manner in which you code your l/O statements 
can have a significant effect on the size of your 
program. The FORTRAN compiler will generate a 
certain fixed amount of coding for each READ or 


WRITE: 

READ 3 words 

WRITE 4 words 

plus a certain additional amount (average) for each 
item in the l/O list: 

variable — e.g. , AB or I 2 words 

variable, constant subscript — 

e.g., X(3) 4 words 

variable, variable subscript — 

e.g., X(J) 5 words 

array name 3 words 


implied DO loop e. g. , (X(N), N=l, 6) 

19 words 

If you wish to WRITE a line containing eight real 
variables, you may code 

WRITE (3, XXX) A,B,C,D,E,F,G,H 
and use 4 + (8 x 2)or 20 words. Or vou could 
EQUIVALENCE each of the eight items to a variable 
in the ANSWR array 

EQUIVALENCE (A,ANSWR(1)) 

EQUIVALENCE (B,ANSWR(2)) 
etc. 

and code 

WRITE (3, XXX) ANSWR 
which would require only 4 + (1 x 3) or 7 words. 

You would not want to use 


The coding generated for CALLs to subroutines is 
quite similar to that of READS and WRITES — an 
initial CALL (two words) plus a certain number of 


words for each argument: 

Approximate 

Type of Argument 

Core Required 

None 

0 words 

Constant — e.g. ,6 

1 word 

Unsubscribed Variable — e.g., X or I 

1 word 

Array Name, — e.g. , LARRY 
Variable with Constant Subscript — 

1 word 

e.g. ,A(7) 

Variable with Variable Subscript — 

8 words 

e.g.,A(N) 

13 words 

You can see that there is quite a difference between 

a. CALL SUB 

2 words 

b. CALL SUB (X,Y, Z) 

5 words 

c. CALL SUB (lARRY) 

3 words 

d. CALL SUB (A(l), A(2), A(3)) 

26 words 

e. CALL SUB (A(I),A(J),A(K)) 

41 words 


There are many ways to avoid those types of CALLs 
that consume core storage. 

Item d, CALL SUB (A(l), A(2), A(3)), could be 
replaced by 

EQUIVALENCE (A(1),X) 

EQUIVALENCE (A(2),Y) 

EQUIVALENCE (A(3),Z) 

and 


WRITE (3, XXX) (ANSWR(K),K=1, 8) 
since that would require 23 words, more than the 
original. In fact, the implied DO loop I/O format 
should be avoided wherever possible. This can 
usually be accomplished with the EQUIVALENCE 
statement. For example, if you want to WRITE 
the first six items of the eight-item ANSWR array, 
you would code 

DIMENSION ANSWR(8), ANS6(6) 
EQUIVALENCE (ANS6(1), ANSWR(l)) 


WRITE (3, XXX) ANS6 
saving 23-7 or 16 words. 


CALL SUB (X, Y, Z) 
or by 

DIMENSION XA(3) 

EQUIVALENCE (XA(1),A(1)) 

and 

CALL SUB (XA) 

or by placing the A array in COMMON and using 
CALL SUB 
with no arguments. 

Item e, CALL SUB (A(I), A(J), A(K)), could be 
replaced by 

CALL SUB (A,I, J,K) 

which would require a revised subroutine but would 
save 41 -6 or 35 words. Or it could be replaced by 
CALL SUB (I,J,K) 

with the A array placed in COMMON. 
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Avoid Arithmetic with Variables Having Constant 
Subscripts 

In the average arithmetic statement, a variable with 
a constant subscript (TOTAL(IO)) will require two 
words more coding than an unsubscripted variable 
(TOTDF). Such usage can always be avoided by an 
EQUIVALENCE statement such as 

EQUIVALENCE (TOTDF, TOTAL(IO)) 

Then, rather than say 

TOTAL(IO) = TOTAL(IO) + AMT 
you would code 


TOTDF = TOTDF + AMT 
and save two words. 

In a large program, the saving can be consider- 
able. Furthermore, it makes the program more 
readable, since TOTDF can be a more descriptive 
name than TOTAL(IO). 

The data can be referred to by either name: 

• TOTDF when doing arithmetic 

• TOTAL(IO) when you want it subscripted — 
for example, when clearing an array of totals, when 
writing an array of totals on the disk, etc. 
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Reducing Subroutine Requirements 


Raising a Real Number to a Whole Power 

FORTRAN allows you two ways to do this. For 
example, to square X, a real number, either X**2 
or X**2. may be used. While the two look almost 
identical, the first will use the ’’real base to integer 
exponent” routines (about 82 words) and the second 
will use the "real base to a real exponent" routines 
(about 242 words). 

hi this case you should code X**2 and save about 
160 words of core storage, unless, of course, your 
program really requires a rearbase to a real 
exponent somewhere else. 

A programmer will often use this form of arith- 
metic to obtain the various powers of ten — for 
example: 

10**N 
10**0 = 1 
10**1 = 10 
10**2 = 100 

However, if this is the only way in which the 
double asterisk is used in a particular program, it 
will usually be more economical to code: 

DATA TEN/1. ,10. ,100. ,1000. , etc./ 
and then use subscripting 
. . .TEN (N+1) 

This will eliminate the 82-word subroutine. 


SQRT vs **. 5 

To take the square root of a number, you have two 
alternatives: the SQRT function or the 1/2 power 
option (**.5). While both will give the same result, 
the core storage required is quite different. The 
SQRT routine is about 76 words in length; the "real 
base to real exponent" routine, about 242 words. 
The difference, about 166 words, is substantial. 

Of course, if your program must use the "real 
base to real exponent" routine (for example X**A), 
you need those routines anyway. If that is so, use 
the **. 5 option rather than SQRT; otherwise, you 
will have both packages in core storage. 
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Don’t Include Unneeded I/O Devices on *IOCS Card 

In many installations, a stack of all-purpose *IOCS 
cards is left on the card reader, or nearby, to save 
the trouble of punching a new card for every pro- 
gram. However, you should be aware that the card 
*IOCS(CARD, DISK, TYPEWRITER, KEYBOARD, 
1132 PRINTER) 

will cause all those 1/ O routines to be added to your 
program, whether you use the devices or not. The 
size of the package to handle those devices listed 
above is about 620 words for the disk, and 1780 
words for the non-disk group. Because of the way 
in which the SOCAL system operates, your program 
may still fit in core, but with more overlays, thus 
causing it to run more slowly. 

It would be wiser to maintain a set of cards with 
only one device per card 
♦lOCS(CARD) 

*IOCS(1132 PRINTER) 

*IOCS(DISK) 

etc. 

and use only those that are really needed. In this 
way no unnecessary I/O packages will be Included 
with your program. 


Remove FIND Statements If You Have SOCAL s or 
LOCALS 

Even if you have included FIND statements in your 
program, they will not be executed if SOCALs or 
LOCALS are being used. The FIND subroutine 
(SDFND), however, remains in core storage. 

Therefore, if you know you are going to have 
SOCALs or LOCALs, remove all FIND statements, 
and you will save about 80 words of core storage, 
plus three words for each statement. 
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Remove the TRACE from Production-Status 
Programs 

The trace features furnished in 1130 FORTRAN are 
an invaluable aid in debugging. Most users, when 
they compile their programs, include the *ARITH- 
METIC TRACE and ^TRANSFER TRACE cards, 
just in case something goes wrong. However, since 


these features consume both core space and time, 
they should be eliminated when no longer needed. 

Core requirements are increased by about 140 
words, and execution time is slowed down for each 
equal (=) sign, IF statement, or computed GO TO 
executed. This is true regardless of the status of 
Sense Switch 15. In addition, the object coding 
generated may be slightly greater. 
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FORTRAN EXECUTION TIMES listings, and count the average number of times the 

operations shown in Figure 70.33 will be executed. 

Processing Then use the times shown in Figure 70.33 to 

estimate the total execution time. 

It is possible to estimate the length of time it will Note that you must consider the probability of 

take to execute an arithmetic block of FORTRAN execution, not just the number of appearances. If 

coding. Inspect your coding sheets, or program a certain loop will be executed 15 times, on the 



Approximate* time in 


Approximate* time in 

Operation 

Microseconds,** each execution 

Operation 

Microseconds,** each execution 


(time for standard precision 


(time for standard precision 


use in parentheses) 


use in parentheses) 

GET 

2250+ 2190C 

real = 

300 (360) 

PUT 

3450 + 3090 C 

integer = 

22 

EDIT 

630+ 90 S+ ISOM 



MOVE 

300 + 45 C 

+real 

440 (460 

FILL 

300 + 30 C 

+integer 

12 

WHOLE 

1400 

-real 

490 (560) 

NCOMP 

250 + 75 C 

-integer 

12 

NZONE 

350 

*real 

790 (560) 

ICOMP 

500 + 95 C 

•integer 

30 

NSIGN 

240 

/reai 

2100 (800) 

ADD 

2160+ 216 L 

/integer 

80 

SUB 

2160+ 216 L 



MPY 

2400+ 120 P 

real**real 

13300 (8000) 

DIV 

4000+0(445 + 667 DIV) 

integer**integer 

4700 (3800) 

A1DEC 

700 + 54 A 

FLOAT 

330 

DECA1 

180+ 117A 

FIX 

140 

A1A3 

470 + 1084 A 

subscript (no variable) 

25 

A3A1 

545+ 156 A 



PACK 

360 + 63 A 

subscript (one variable) 

280 

UNPAC 

420 + 66 A 



dpack 

392 D 

subscript (two variables) 

390 

DUNPK 

360 D 



SIN 

5400 (3000) 

subscript (three variables) 

530 

COS 

5900 (3400) 



AT AN 

8900 (5300) 

DO 

22 + 50 N 

SORT 

10400 (4500) 

IF (real) 

190 (210) 

EXP 

4400 (2000) 

IF (integer) 

30 

ALOG 

8000 (5100) 



TANH 

8100 (4300) 

GO TO 

7 



GO TO ( ), N 

7 


N = The number of times through the DO loop 



C = Length of the field, in characters 



S = Length of the source field 



M = Length of the edit mask 



P = Length of the multiplier field x length of the multiplicand field 


(significant digits only — don't count leading zeros) 



A = Length of the A1 field 



D = Length of the packed decimal (D4) field 



L ~ Length of the longer of the two fields (significant digits only — 


don't count leading zeros) 



Q = Number of significant digits in the quotient (result) field 


DIV = Number of significant digits in the divisor (denominator) field 

* Most timings are approximate and are based on test runs of "typical" cases, using fields of "average" size. 

magnitude, etc. Unusual cases may (or may not) differ significantly from the timings obtained from the 

given equations. This is particularly true of the decimal arithmetic routines (ADD, SUB, MPY, DIV). 

** Based on 3.6-microsecond CPU cycie speed. 

Multiply by 0.6 to obtain timings on 2.2-microsecond CPU. 


Figure 70. 33, 
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average. 

every operation within it should be counted 

Operation 

No. of Times 

X Unit Time * 

Total* 

15 times. 

If, in the other hand, a certain routine is 


1+1/3 +2/3=2 

330 

660 

only executed half the time, it should be counted as 

+ 

1 

440 

440 

half an execution. To illustrate: 

- 

1 

490 

490 


X=X+6 

* 

l/3+2/3=l 

790 

790 


IF(X-77.)1,2,1 

/ 

2/3 

2100 

1400 

1 

Z=X*14. 

FLOAT 

1 

330 

330 


GO TO 3 

(6 to 6. 0) 




2 

Z=X*16./W 

IF (real) 

1 

190 

190 

3 

CONTINUE 

GO TO 

1 

7 

7 

If you assume extended precision, and a proba- 




4307 

bility of one-third for path 1 and two-thirds for 

*In microseconds 



path 2, the estimated execution time is 







On the 

average, then, 

this portion of your 

pro- 


gram will require 4307 microseconds, or 4.307 
milliseconds, or .004307 seconds. 

Figures 70.34 through 70.40 show some 
additional examples. 
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CODING 


FORTRAN TIMING ESTIMATE WORKSHEET 


X ~ X I*- 

Ck - 77 .; 4 / 

3‘ r/M^s 

2 z = X ^ /G./^ 

3 (3<3Ayr/A/^^ 


Component 

Number 

of 

Executions 

Time per Execution, 
Microseconds 

/^(^a/ - 


330 

/ r^a/ 

/ 

440 

/=-/3/^r 

/ 

330 

— 

/ 

4^0 


/ 

/90 

r3 

/ 

7 

^ 23^/ 


790 

/ r^yp/ 


Z/oo 



Extension, 

Microseconds 



3 


4-^0 


3 3 o 


^ C? 


/ <3 a 


?•? o 


4 o o> 



A& / / 


Figxire 70. 34. 
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FORTRAN TIMING ESTIMATE WORKSHEET 


CODING 


x(x)^ 

/^C'x CXJ-7Z) /, 2^ / 

1 Z = X("X) ^ /^, 

<xcp rcp 3 

2 Z- zCr)^ 


Sc^me (73 /y^i/ re ZZ?. 3^ 3xe<^/?/ 


Component 




Number 

of 

Executions 


Time per Execution, 
Microseconds 


7(7‘3^ 




TOTAL 


Extension, 

Microseconds 



e 

/ 

/ 

/ 

z 


Figure 70. 35. 





























Figure 70. 36. 
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FORTRAN TIMING ESTIMATE WORKSHEET 

CODING 


cT 

7 


i 

Z 

7^ 7 

2 



Number 

of 

Executions 

Time per Execution, 
Microseconds 

/ooo 


/d>o£ 

y2 




7 


/e 


Component 




Extension, 

Microseconds 


Z Z O O O 


/ 2 (S? / 2 


3^030 


7 -S’ ^ ^ 


/ -Z c o o 


TOTAL = 


S\3\oU\Z 


Figtire 70. 37. 
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FORTRAN TIMING ESTIMATE WORKSHEET 

CODING 

CT 

c/Ayr T(C/ 








7 

//= Cx-/aao) /,'Z,2 


y 

X = X y /, 



r<y 7 





Component 

Number 

of 

Executions 

Time per Execution, 
Microseconds 

r^/ = 

/ooo 



/A?0/ 



/zA£?/ 

/ 9a 

<20 /V 

/dpao 

7 



o 


TOTAL 


Extension, 

Microseconds 


0 

0 


o 

9 

o 

7> 


(P 

(7 


^77J75c? 


Figire 70. 38. 
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FORTRAN TIMING ESTIMATE WORKSHEET 

CODING 

a 

7Z) 

c 

£’K7-£'A/d>£-tP 

7 


d 

X = 

c^O 7'<2 7 

Z 

c::c:>/yr/A/(y^ 


Component 

Number 

of 

Executions 

Time per Execution, 
Microseconds 

- 

/ooo 

S30 


/dPcP/ 

^$'Z> 


/A>dp/ 




7 

d z^a/ 


¥40 




Extension, 

Microseconds 




0 

0 


9 

/ 

9 

o 

c? 

O 

o 



4- 5\7 6 8 o 


Figure 70. 39. 
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FORTRAN TIMING ESTIMATE WORKSHEET 


CODING 


C /fSS6/M£ JX X/£/.^ T£A/ D/<^/XS 

X Asso^ytx£ rx/^:?-i>/£/x ^x^/f/srxAyr (X£ £/\/£ 

<r A S5£M£ T£A/ -Z)/c^/X £^A/SrA/l/X 0£ /0<PcPC^y^c?a::^ 
CA^l A/^l {ZX^ /j, /O^ O) 

7 /£ (^A/COM/>CZX^ /^ A/ZOO ^ /^ /Oj) 2^ 2 

i ZAl^. AOD CIX^ 

<3rO y'O 7 
Z C(2/^r/A/(X£: 


Component 


a-^ ro 


/=>// 




noo 


Number 

of 

Executions 


/^O/ 


/^c?o 


1 






Time per Execution, 
Microseconds 


3 Z 


y 


3od::^-i^/d K 3a 


2£C>X-/£y 73r 


Z/£Z X 3 /< 7 ? 


Extension, 

Microseconds 


6 ^ 

3 

o 


O 

o 


o 

X 


o 

o 


(2 

o 


TOTAL = 


3\o 


Figure 70, 40. 
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Summary and Conclusion 

From the examples shown you may draw some 
conclusions: 

1. Integer arithmetic is much faster than real 
arithmetic . 

2. Extended precision and standard precision 
real arithmetic are of essentially the same speed. 


3. Decimal arithmetic is fairly slow. 

4. Subscripting adds a considerable amount of 
time to arithmetic calculations. (It also increases 
the size of your program. ) 

5. Unnecessary use of mixed mode expressions 
can add somewhat to execution time. 




Extension, 

Microseconds 
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INTRODUCTION 

Most data processing applications require a sequen- 
tial arrangement of the information to be processed. 
Frequently, a collection of related information, or 
file of data records, is to be updated by adding, 
deleting, or changing information as new transac- 
tions occur. Before the new transactions can be 
applied against the main or master file, however, 
a method must be established whereby a transaction 
can be associated with a master. One such method 
would be to arrange the transactions in the same 
sequence as the master file (see Figure 75.1). For 
this purpose, the master and transaction files are 
sequenced by some common identifying character- 
istic, such as part number, account number, 
employee number, etc. Similarly, when payroll 
earnings are to be computed or data is to be tabu- 
lated in accordance with some scheme of classifi- 
cation, it is necessary to arrange the information 
in a sequence that facilitates processing. 

Sorting is simply a systematic method for 
arranging or rearranging a file of data records in 
sequence by some group of characters that consti- 
tute the control field, or control word, of the 
record. (Control words are sometimes called the 
key.) 

This section discusses sorting with your 1130 
but attempts first to show you (1) a possible way to 



Figure 75. 1. Transaction file and master file in same sequence 

avoid sorting with your 1130 and (2) a way to ease 
the task of writing a sort program, if one must be 
written. 
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SOME PRELIMINARY INFORMATION 

It may be useful to review the meaning of some 
basic terms and concepts that are part of sorting 
terminology. As already stated, sorting concerns 
the arrangement of a file which is a collection of 
related data records stored in a data storage 
medium (cards or disk). The file size specifies 
the total number of records contained in the file. 
The input file is the collection of data records 
introduced as input to the sorting process, while 
the output file represents the collection of records 
properly sorted and stored. 

To place a file into a specified sequence, each 
of its records must somehow be uniquely identi- 
fiable. The identification is mmde by means of the 
control key, a group of characters arranged in a 
certain way. The contiguous groups of characters 
that are placed in order within the control key. are- 
called control fields. Each of the control fields 
bears certain identifying information, such as pay- 
roll number, name, organization code, address to 
which checks are sent, etc. The data record con- 
trol field that is most im.portant in sequencing the 
records is called the major control field. When 
two records contain identical data in their major 
control field, they miust be compared by the next 
most significant, or mjinor, control field in order 
to be sorted into the proper sequence. If even the 
mdnor control fields are equal, the next mmst 
significant or minor control field must be consid- 
ered, and so on. Thus, for the purpose of suc- 
cessive comrparison, all the control fields within 
the control key are arranged in major-minor (that 
is, decreasing) order of significance (see Figure 
75.2). 

Since the control fields of a record may consist 
of numbers, letters, or special characters ($, -, 

+ , etc.), an order must be prescribed for the 
characters of the control field to determine which 
is greater and which is less. Such an order of 
characters, upon which the sequencing of records 
is based, is known as the collating sequence. In 
the 1130, the collating sequence is A-Z, 0-9, 
blank, and special characters, in ascending order 
(see 70.40.20). The collating sequence determines 
the proper order of the control keys. 

Using these definitions, sorting may now be 
defined more accurately as the process whereby 
a file of records is placed in order by the collating 
sequence of the control keys of the records. 

A considerable body of specific sorting terms 
has been generated over the years. To simplify 


Control Field or Word 




Figure 75. 2. 


the ensuing discussion, some of the more commonly 
used terms are explained here. 

The object of a sort is (to restate it) to place a 
file of records in a desired sequence. Any group 
of data records in which the control keys are in the 
desired collating sequence is called a "sequence" 

— or, sometimes, a "string". The length of each 
sequence can be one or more data records. It has 
been assumed till now that a sort must be in 
ascending sequence; that is, the final sequence of 
records is such that the control key of each suc- 
cessive record collates (compares) equal to or 
higher than that of the preceding record. This need 
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not be the case, however. A sort can be in a des- 
cending sequence, with the control key of each suc- 
cessive record collating equal to or lower than that 
of the preceding record. 

Frequently, two or more sorted files have to be 
merged into a single file of sequenced records. In 
general, "merging" is a technique that collates 
several sequences of data records to form a single 
sequence. The number of files to be combined 
during a merging operation is known as the order 
of merge, or "merge order". Thus, a merge of 
order m is called an "m-way merge". The proc- 
essing of all the records once through the merge 
is termed a "merge pass", or simply, a "pass”. 

The object of a pass is to reduce the number of 
sequences (strings) by increasing the number of 
records contained in each sequence. During a 
single pass, the number of sequences is usually 
reduced by a factor equal to the order of merge 
(m). Several intermediate passes may be required 
to reduce the file to a single sequence. A multi- 
pass sort is a sort program designed to sort more 
data than can be contained within the internal stor- 
age of the central processing unit. In this case, 
intermediate storage (disk) is required. 

It is customary to segment a sort program into 
a number of phases, each of which is executed as 
one core storage load. For example, a typical 
sort miay be divided, into four phases: an initiali- 
zation phase, an internal (presort or premerge) 
phase within core storage, a merge phase (for 
combining the sequences), and a final output phase. 

The sequencing of a group of data records con- 
tained at one time in core storage is known as an 
"internal sort". The size of the internal sort 
is the numiber of data records (abbreviated G) that 
can be sequenced at one time in core storage. 

Note, however, that since the number of data 
records to be sorted usually exceeds G (the num- 
ber contained at one time in core storage) , the 
internal sort process must generally be repeated 
until all the records in the file have been sequenced 
into strings that may later be combined, or 
merged. 

It has been implied that sorting consists of mov- 
ing data records around until their respective con- 
trol keys are in the proper collating sequence. This 
is not always the case. In some sorting methods, 
the control keys upon which sequencing is based 
are read from the record and combined with the 
record number (called tag) to form a key-tag pair. 
Then the keys are sorted, rather than the original 
records. After sorting, the tags serve as an index 
for later retrieval of the data records in the desired 
sequence (see Figure 75.3). 
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Keys are physically 
sorted (moved around) 
with each corresponding 
record number (NREC) 
moved with it 
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Now, either physically move the 
disk data records 
or 

process (e.g., print report) 
by obtaining disk records 
in the order found in the 
NREC table. 


Figure 75. 3. Tag sort 

The effectiveness of a sort program is measured 
by the time it takes to sort a file of data records. 

If the sorting method alone determined the overall 
performance and speed, the choice of the best 
method would be relatively simple. In actuality, 
though, sort performance is the result of a complex 
interaction between the characteristics of the data 
file, the data processing system, the sorting 
method used, the objectives desired, and a number 
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of other characteristics. Thus a great many fac- 
tors play a role in determining the efficiency and 
speed of a sort program. 

Among the more important data file characteris- 
tics, the following may be cited: the degree of 
original ordering of the file (that is, is it in random 
order or do natural sequences exist?); the length, 
range, and location of control word data; and the 
number and length of the records. 

Equally important in influencing sort perform- 
ance are the characteristics of the storage facilities 
and the CPU of the computer. Among storage char- 
acteristics of interest are the capacity of the main 
internal storage and the mode of addressing it, as 
well as the availability and access times of exter- 
nal storage devices, such as disk files. Relevant 
machine and CPU characteristics include simul- 
taneous read, write, and processing capability; the 
basic processing speeds of compare, add, and 
move operations; the structure of the OP-code set; 
and the availability of indexing, table lookup, etc. 


For a given sorting method, the data file charac- 
teristics influence the primary sorting statistics, 
such as the total number of arithmetic operations 
or comparisons and the total number of passes. 

For a file of a given size, each method also has 
some inherent characteristics that influence the 
complexity and speed of the sort — for example, 
the required working storage, the required number 
of comparisons, transfers, and exchanges, etc. 

Finally, realistic sorting objectives must con- 
sider the specific data processing requirements, 
as well as the complexity and cost of the sort pro- 
gramming effort. A specific sort program should 
try to provide an optimum match between the speci- 
fied data file, the given machine configuration, and 
the chosen technique. In sorting large files, a 
single sorting technique cannot always provide this 
optimum match. Frequently, therefore, a program 
combines two methods in order to take advantage of 
special machine features, minimize the effects of 
storage limitations, and provide increased speed. 
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ALTERNATE APPROACHES 

Before you write a sort program for your 1130, 
examine your files and the reports to be produced 


from them. You may find that sorting on your 1130 
is not necessary, or that sorting can be avoided. 

Some alternate approaches to sorting on your 
1130 are: 


Use of file organization 
Sorting offline 
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Use of File Organization 

Is it possible to keep mulitple copies of your files , 
each in the sequence of a report to be produced ? 

If so, you can avoid sorting. If not, however, as 
is likely with moderate to large files , the impor- 
tance of your file organization scheme emerges. 

Pure Sequential 

An answer for files organized in a pure sequential 
manner is to maintain multiple copies on multiple 
disk cartridges. This eliminates sorting but may 
cause problems in processing. (See Figure 75.4.) 
Generally, with pure sequential files that are too 
large for multiple copies, the solution is offline 
sorting. 


Indexed Sequential 

Is it possible to keep multiple copies of your index, 
with each index in the sequence of a report to be 
produced ? Since your index is considerably smaller 
than your file, this may be the ideal solution. Proc- 
essing against the file would be random. (See Fig- 
ure 75. 5. ) Again, if this solution cannot be used, 
you can still sort offline. 

Random 

In this case your files are usually organized in a 
sequence that does not relate to a report. The 
transactions (say, cards containing only control 
keys) must be sequenced appropriately; a sort is 
necessary. Hence, the only way to avoid sorting 
using your 1130 is to sort offline. 




Jones 



Jones 



Jones 



Jones 



Smith 



Smith 







Williams 





in salesman 
sequence, 
for sales report 


and 



00103 



00109 



00110 



00115 



00131 











87961 





in part number 
sequence, for inventory 
report 


Figitre 75.4. Same data in two files, but in different sequence 
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Master File. 


Man number Birth date 


010 




015 




017 




021 




036 




043 




055 









591 




603 






Record Man Birth Record 




Index, in man number Index, in birth date sequence 

sequence (same as file) 


To run payroll, etc., look To run birth date report, 

up employee in this index. print from this index 


Figure 75.5. One file, but with a multiple index system 
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Sorting Offline 

Sorting offline can be either a manual or a mecha- 
nized procedure. A manual procedure (by hand) 
should not be used xmless volumes are very small. 
Even with small volumes , you will need a program 
to sequence-check the sorted cards. 

A mechanized procedure involves the use of a 
sorter. IBM has mechanical sorters available that 
can process up to 2000 cards per minute. 


The rule-of-thumb procedure for timing offline 
mechanized sorts is: 

1 . Compute the card-passing time for each 
column in the control key. 

2. Sum these times. 

3. Add 10% for card handling. 

You must decide whether the time and money spent 
sorting offline will be less than the cost of pro- 
gramming and running a sort for your 1130. 
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METHODS OF SORTING 
Introduction 

Sorting and merging methods can be classified in accor- 
dance with certain distinguishing characteristics. 

Key Compare vs Key Value (Radix) Techniques 

Most sorting methods compare control keys of two 
or more records at a time and sequence the records 
on the basis of a high, low, or equal comparison of 
the keys. Despite variations, all key compare 
techniques are essentially similar in concept. An 
example of a key compare technique is the card 
player’s way of inserting new cards into his hand 
in proper sequence , by comparing the value of each 
new card with the values of those he is already 
holding. 

In some sorts, action is taken on the basis of 
the value of the individual digits in the key and 
their position, rather than by comparison of two 
keys. The value of the key digits — or, more gen- 
erally, of the key number base (radix) — is used to 
determine into which particular slot each record 
should go. Key value or radix techniques are also 
known as digit sorts, which is a narrower term. 

The mechanical punched card sorter, with separate 
pockets for each key value, is an excellent example 
of a radix technique. Another illustration is the 
distribution of a deck of cards into four piles (or 
files) , one for each suit. 

Sequence- Creating (Internal) vs Sequence -Reducing 
(External) Techniques 

Another fundamental way of viewing sorting is to 
distinguish between techniques that create sequences 
(starting with a random or unsorted file) and those 
that reduce the number of existing sequences to one. 
In theory, most techniques capable of creating 
sequences of at least two records, or keys, are also 
capable of lengthening those sequences to a point 
where, finally, all records are contained within a 
single sequence. In practice, however, the 
sequence- creating or internal sorts are usually 
only the prelude to the main or merge phase of the 
sort (hence the terms "presort" and "premerge"). 
Initial sequences are created by loading a group of 


records into core storage, sorting the records 
internally, and placing the resulting sequence on 
an intenuediate storage device. This internal sort 
process is repeated until the input file is exhausted. 
The sequences thus created internally are then 
reduced to one by an external merge. If the entire 
file can be contained within core storage at one 
time, the sort is exclusively internal. In most 
cases, however, both internal (sequence- creating) 
and external (sequence- reducing) techniques are 
necessary to sort a large file. 

Degree of Data Accessibility 

Sorts also may be distinguished in accordance with 
their relative need of data accessibility. Most of 
the internal techniques are best suited to storage 
media that can provide rapid access to many groups 
or sequences of records. Core storage provides 
the most rapid and direct access, while disks fur- 
nish a lesser degree of data accessibility. A num- 
ber of methods work well with disk. 

Degree of Generality 

Finally, sort programs may be categorized by the 
relative degree of specificity or generality for which 
they are designed. A large range of objectives 
exist between narrow, highly specific sorts and 
broad, generalized programs. On one end of this 
range there are specific sorts designed to operate 
on a specified input file and a specific computer 
configuration. Somewhere in between are general- 
ized sorts that will accept the introduction of some 
parameters at execution time to adapt the sort pro- 
gram to the characteristics of the particular file 
and computer configuration. At the other extreme 
of the range, there are highly sophisticated, gen- 
eralized sorts and sort generators that, virtually 
without user intervention, can generate a great 
variety of ordered results on a variety of file and 
computer configurations . 

In most instances, a specific sort program will 
satisfy your sorting needs. The remainder of this 
subsection discusses some sorting methods (both 
internal and external) of the types described above. 

In addition, one of the easily implemented sorts 
is expanded in flowchart form for your more detailed 
examination. 
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Internal Sorting Methods 

Internal sorting is defined as the sequencing of a 
group of data records contained in the core stor- 
age of your 1130. It generally involves reading 
successive records from disk storage into core 
storage, sorting the group in storage by one of 
the methods to be described, and then writing the 
sequenced group onto disk. 

Since internal sorting is generally a part or a 
phase of other processing and programs, you! must 
distinguish between methods according to the ulti- 
mate purpose they serve. Thus, some sorting 
routines found in compilers, assembly programs, 
and other applications are strictly internal; that is, 
a group of items is to be sequenced only in core 
storage, not written onto disk. On the other hand, 
in most generalized and specific sort programs, 
the file of records is too large to be contained, at 
one time, within core storage. Here the internal 
sort passes serve only as a prelude to the subse- 
quent external merge phase of the sort and, hence, 
are frequently called presorts or premerge sorts. 
The purpose of the internal sort, then, is to form 
a number of sequences , or strings , which are 
placed into the output and subsequently merged. 

The more efficient the premerge sort, and the 
longer the strings it generates, the fewer external 
merge passes required. 

hi addition to the purpose of the sort, the follow- 
ing considerations apply in selecting an internal 
sort technique and evaluating its suitability for a 
specific application: 

1. Characteristics of the machine (basic proc- 
essing speed, internal storage capacity, etc.) 

2. Input/output characteristics (number of disk 
drives). 


3. Number and length of data records. 

4. Length and range of control keys. 

5. Degree of original file ordering (natural 
sequences) . 

6. The associated program. 

Since there is no single best method for all types 
of applications, most sort programs represent a 
compromise between conflicting requirements. In 
general, they attempt to incorporate the following 
in as nearly optimal a manner as possible: 

1 . Sort internally as many records as can be 
packed into core storage. 

2. Minimize total process time per record. 

3. Function in a manner compatible with I/O 
operations and strive for a maximum overlap of 
read, write, and processing time. 

4. Utilize existing sequences in the input file, 
if possible. 

5. Write routines that are compact and that can 
be modified easily. 

6. In a generalized program, accept and sort 
variable length records with any size control key. 

Generally, records can be sorted by (1) physi- 
cally moving them about until they are in order, 

(2) forming tables of record numbers (tags) in stor- 
age, which are then sorted, or (3) combining the 
control key and record number and sorting the 
resulting short key-tag pairs. Either tag sorting 
or key sorting is the preferred method today. The 
sorted keys are then used as an index to the file. 

In addition to an explanation, the advantages and 
limitations of each sorting method will now be eval- 
uated briefly with respect to major file and machine 
characteristics. Additional methods and additional 
information on each of the methods discussed may 
be found in Sorting Techniques (C20-1639). 
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Selection 

Sorting by selection — perhaps the simplest, and 
also the slowest, of the internal sorting methods — 
consists essentially of an examination of the input 
file to find the record with the smallest key (for an 
ascending sort) and placing this record or its key 
in the output area as the first item of the new file. 
The source file is then scanned for the smallest 
key of the remaining records, which becomes the 
second item of the new file, and so on, until all 
items have been placed in the output file. 

When the selection process is carried through 
the entire file in one stage, it is called "linear 
selection"; when the original file is broken up into 
groups, and the smallest key of each group is 
chosen, and then the smallest of these smallest 
keys, the process is termed "quadratic selection". 

Selection requires a relatively small working 
storage area in core, equal to the number of items 
being sorted internally. However, the number of 
passes over the file also equals the number of items 
(one for each record) , and the total number of 
comparisons required increases with the square 
of the number of items to be sorted (for linear 
selection); this rapidly becomes inefficient for a 
large file. 


Exchanging 

The technique of sorting by exchanging consists 
essentially of comparing the keys of successive 
records — either one by one or pair by pair — 
and exchanging out-of-sequence items. The sort 
is completed when no exchanges are made during 
a pass through the file. Many variations of this 
general procedure are possible. 

The major advantages of exchange techniques are 
the relative ease of their programming and the fact 
that all work is done in the area in which the origi- 
nal file is stored; no separate working storage 
area is required. Among the drawbacks are the 
dependence of exchange methods upon the distri- 
bution of the control fields in the original file and 
upon the number of records in the file. If the file 
is almost in sequence, one pass will generally 
suffice. In the worst case, reverse sequencing, 
the number of passes may equal the number of 
items (G) to be sorted, and the number of exchanges 
(key and/or record movements) may become 
very large. Since the number of comparisons 
required increases with the square of the number 
of items to be sorted, exchange methods are most 
efficient for sorting a relatively small file of 
records. Perhaps the simplest exchange technique, 
and the easiest to program, is pair exchange. The 
keys of adjacent records are compared; whenever 
they are not in ascending sequence, they are inter- 
changed. During the first pass, the keys of the 
first and second records are compared, then of 
the second and third, of the third and fourth, and 
so on, imtil all keys in the file have been compared 
and interchanged, when necessary. Each succes- 
sive pass will process one less record. The sort 
is completed when no interchanges occur during a 
pass. The example below illustrates the proce- 
dure. In general, the maximum number of passes 
(for the worst case) is equal to G - 1 . The aver- 
age total number of comparisons (C) is 

G(G-l) 

2 


where G is the total number of items to be sorted. 
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The size of the file is of great importance, since 
the total number of comparisons and interchanges 
increases roughly with the square of the number of 
records in the file. 


Merging 

Merging is the process of combining several 
sequences of records to form a single specified 
sequence. The same rules by which sequences are 
comibined may also be used to form sequences (of 
two or more items). Thus, the merging process 
has, essentially, a dual nature: it can be used for 
creating sequences (usually in an internal sort), 
and it is also capable of reducing previously created 
sequences to one (usually in an external sort). This 
dual capability contrasts with the selection and 
exchange techniques described thus far, which are 
useful primarily for internal sorting of relatively 
short files of records. The versatility, speed, and 
simplicity of merging make it one of the most widely 
used sorting techniques. 

There are two basic methods of merge sorting: 

(1) straight or standard merging, with fixed-length 
sequences, and (2) natural merging, with variable- 
length sequences , or strings. (The words ’’sequence" 
and "string" are often used interchangeably in 
merging terminology. ) 

In straight merging, the input file is distributed 
initially into two or more work areas , depending 
upon the number of sequences to be combined dur- 
ing each merge (that is, the order of merge). For 
example, in a method of two-way straight merging, 
the first merge pass alternates between two stor- 
age areas to form strings of two records , one from 
each area. Subsequent passes double the length 
of the strings each time (for example, 4, 8, 16, 
etc.), until the last pass produces a single sequence 
of all the records. The length of the strings during 
each pass and the number of passes are fixed. 

The natural merge sort takes advantage of 
"natural" sequences in the original file, which 
occur with a certain "probable" frequency. The 
length of the strings on each pass is no longer fixed, 
but depends upon the existing sequences. The total 
number of passes required to sort a given file, then, 
also depends on the number of natural sequences in 
the original file. For a file that is in correct 
sequence, only a single pass is required -- to verify 
that sequence. In the worst case, the number of 
passes is the same as for straight merging. 
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Insertion 

A fairly effective method for sorting a small num- 
ber of items, the insertion technique, places each 
item in sequence as soon as it is encountered. The 
records (or tags) are brought into storage one at a 
time, the key is examined, and the item inserted 
in the correct place of an output file. Earlier 
members of the partial file are moved aside, when 
necessary, to make room for new items. The 
method is straightforward and easy to program, 
but is relatively slow compared with other 
techniques. 

Sorting by simple insertion has two inherent 
drawbacks: (1) the partial file must be searched 
each time to locate the correct place for inserting 
the new item, and (2) excessive shifting of the 
sorted records is necessary for each new insertion. 
The first limitation can be overcome, to some 
extent, by subdividing the area that must be 
searched in order to locate the correct position 
of each new item. The second drawback — the 
large amoimt of record movement — can be avoided 
by sorting record numbers (tags), rather than the 
record themselves. Even with these improvements, 
the method is too slow for larger files. 


Replacement Selection 

The internal sorting methods described thus far 
are all capable of sorting a group of records (G) 
that can be contained at one time in core storage. 
The maximum string length is, therefore, limited 
to G items. An auxiliary technique, known as 
replacement (sometimes, replenishment), tries 
to keep the core storage area filled with G items 
by replacing records that have been withdrawn dur- 
ing the sort. As a result, for a file in random 
order, an average string length of 2G items is 
developed in an area with a capacity of only G 
records. For a given amount of available core 
storage, the replacement technique produces the 
maximum possible sequence length. This charac- 
teristic makes the technique eminently suitable as 
a premerge sort and permits a significant reduc 
tion in the number of merge passes required for a 
subsequent external (disk) sort. The price paid 
for this advantage is increased complexity of pro- 
gramming, relatively long processing time per 
record, and a slight increase in the required work- 
ing storage. Also, the number and length of the 
sequences are variable and, hence, not predict- 
able. Most replacement sorts, however, will 
generate string lengths approximating 2G. 

Essentially, the replacement selection method 
determines the lowest record in the record storage 
area, moves it to the output area, and then replaces 
it with a new record from the input file. If the 
new record is lower than the one just moved to the 
output, it cannot be part of the current sequence 
and, therefore, is flagged or held for the next 
sequence. The process then continues with the 
selection of the next-lowest record, and so on, 
until there are no more replacement records in 
the record storage area that fit into the current 
sequence. A new sequence is then started, and the 
procedure continues until the entire input file is 
processed. 
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Address Calculation 

When the approximate distribution of the key values 
is known, it becomes possible to sort a file inter- 
nally by estimating the eventual (sorted) position 
of each key. This method is called "address cal- 
culation" or "pigeonhole sorting". 

Briefly, it consists of calculating the correct 
record number of each item within the file by a 
predetermined linear formula of the form y= a +bx. 

If the location at that record number is empty, the 
item (record or key) is placed there; if it is full, 
a search is made to find the closest empty space in 
the vicinity of the calculated record number. The 
item at the calculated record number and the adja- 
cent items are then moved so that the new item can 
be inserted in its proper place in the sequence. 

Address calculation is similar to the insertion 
method in that each item is placed directly in its 
proper relative position within the file, and the 
entire file is in order just after the last item has 
been inserted. The method differs from insertion, 
however, in that some foreknowledge of the range 
and distribution of the keys is required to estimate 
the relative location for each item. When this is 
available, address calculation is a relatively simple 
and rapid method for sorting a medium-size file 
(several himdred to a few thousand items) of small 
to medium-length records. The major disadvantage 
of the method is the need for a fairly large storage 
area — about two or three times the size of the area 
needed for the original file. If only a relatively 
small working storage area is available, or if the 
distribution within the file is not as forecast, a great 


deal of processing time will be spent in redistrib- 
uting the records. 

To illustrate this method, let us consider a 
hypothetical case: Many years ago, the ABC Com- 
pany set up a man-number system based on a three- 
digit number. Since they had about 150 employees, 
each man was assigned, in alphabetic order, a num- 
ber evenly divisible by 5 (005, 010, 015, 020, 025, 

. . . , 995). However, there are now about 240 em- 
ployees , and the system is not quite as neat as it 
once was. 

Some of the men (50 of them) have been assigned 
numbers out of the normal pattern (for example, 

862 in between 860 and 865). They are still in alpha- 
betic order, though. 

The address calculation sort could be used to 
place this employee file onto the disk in alphabetic 
(man -number) sequence in the following way: 

1. Set up a file containing 500 records. 

2. As each man-number is encountered, divide 
it by 2. 5, and convert the result to an integer (call 
it N). 

3. Check record number N to see whether there 
is already an employee there. 

4. If there isn't, put the man just processed into 
that record. 

5. If there m someone there already, move the 
adjacent records up (or down) until there is room 
to insert the new man. 

This will be quite fast, provided the "moving around" 
(step 5) is not required too frequently. If it is, the 
file could be increased to 600 records, and the man- 
number divided by 2. This, however, would waste 
a considerable amount of space on the disk. 
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External Sorting Methods 

When a file cannot be contained within core storage, 
additional external passes and intermediate storage 
devices, such as disks, are required to sort the 
file. The internal sort, then, is only one phase of 
a generalized multiphase (or multipass) sort that 
may have three or four phases. In such a multi- 
phase sort, the internal sort phase is concerned 
with the creation of suitable sequences from the 
main file, while the external sort, or merge phases, 
are devoted to the reduction of those sequences to 
one continuous sequence. 

Practically all the internal sorting techniques 
described earlier can also be used — with varying 
success — for external sorting by changing the 
terms of reference appropriately. Thus, the inter- 
nal storage area is replaced by several input and 
output areas on disk. 

It has been suggested earlier that sorting tech- 
niques could be categorized according to the degree 
of and relative need for data accessibility. Thus 
far, sorting techniques suitable for one extreme of 
data accessibility have been described. The inter- 
nal sorts were seen to be best suited to high-speed, 
direct (random) access storage media, such as 
magnetic core storage. In these media, any record 
or string of records can be accessed immediately, 
without the need for passing over other, unwanted 


records. 

Despite their name, direct (random) access file 
storage media (such as disks) provide a degree of 
data accessibility less than core storage. The time 
to access a record in these devices is not com- 
pletely independent of the location of the previously 
accessed record (as in core storage), but neither 
does it depend on the entire sequence of records 
stored before it (as in magnetic tape). The time to 
access the next record depends on the number of 
cylinders the access mechanism must be moved 
from the previous record. (Each one or two cyl- 
inder move on the 2310 disk drive requires 15 
milliseconds. ) However, since internal core 
storage is generally insufficient to hold an entire 
file, auxiliary storage devices such as disks are 
usually necessary. 

With disks some attention must be given to the 
relative advantages of key or tag sorting and sort- 
ing of complete records. It has been found in inter- 
nal sorting that key or tag sorting (involving either 
record numbers only or short control records) is 
considerably faster than sorting of complete re- 
cords. However, because of the substantial seek 
time, this is no longer true for disks, when the 
orginal records must be retrieved at the end of the 
sort. 

The following paragraphs explore some of the 
considerations pertinent to disk sorting. 
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Key (Tag) Sorting 

In general, key sorting consists of extracting the 
control key from each record and adding the record 
number to form a key-tag pair. These pairs, 
rather than the original records, are then sorted. 
(Sorting is done with the key; the record number is 
merely moved about so as to remain with its asso- 
ciated key. ) After sorting is completed, the pairs 
provide an index for later retrieval of the data rec- 
ords in proper sequence. The obvious advantage of 
key sorting is the more rapid processing of tiie key- 
tag pairs, rather than the much longer original re- 
cords. During internal sorting, more pairs can be 
sorted into strings; thus, fewer strings and, prob- 
ably, fewer merge passes will result. The even- 
tual retrieval of the data records (if needed) from 
external storage is done using the final sorted key- 
tag file. 

A typical key sort with disk storage proceeds in 
either two or three phases, depending upon whether 
final retrieval of the data records is necessary. 
Phase 1 is an internal key sort; phase 2 merges the 
internally formed strings of key records; and phase 
3, if required, retrieves the input records in 
proper sequence. The approximate procedure dur- 
ing each phase is described below. 

Phase 1 (Internal Sort ) consists of the following 
steps: 

1 . Place input records on the disk file in order 
of occurrence. 

2 . Form key-tag pairs by lifting the control 
field(s) from each input record and adding to it 
(them) the disk record number. 

3 . Read G key-tag pairs at a time into core 
storage and sort them internally (by any standard 
method) into strings of length G. (G refers to the 
number of items that can be contained at one time in 
internal core storage.) 

4. Write the stings of G pairs successively 
onto the disk file, using as many sectors or files as 
necessary (usually no more than five files of strings) . 

Phase 2 (Merge) . The merge phase of the sort 
consists of merging the strings of pairs from the 
separate files on disk. The merge is completed 
when a single sequence of key -tag pairs has been 
written onto disk. During the final merge pass, the 
control keys are stripped from the key-tag pairs, 
leaving only the disk record numbers or tags. 


These record numbers then serve as an index for 
placing the input records in sequence. At your 
option, sorting can end at this point. 

Phase 3 (Record Retrieval). This phase is 
necessary if the data records are to be retrieved 
from the disk file in their sorted order. (Remember, 
only the tags have been sorted, not the records 
themselves. ) The manner in which this is done has 
a greater effect on overall timing than phases 1 and 
2 combined. The simplest way (also the slowest) 
consists of retrieving the records one by one in the 
order indicated by the successive disk record num- 
bers. If the original input records constitute a 
large file extending over several cylinders of the 
disk, the probability is high that a seek must be 
executed for the retrieval of each record. This will 
add considerably to the time required, since the 
seek time necessary to retrieve the records will 
probably dominate the overall sort time. 

A number of ways have been devised to minimize 
this seek time during the retrieval of records in 
phase 3. One method consists of bringing the disk 
record numbers (from phase 2 of the sort) into 
internal storage in some multiple of the output 
blocking factor. The disk record numbers are then 
sorted internally in ascending sequence, thereby 
reducing the seek time between records. The 
input records are read initially from the disk in 
ascending record number sequence; blocks of re- 
cords are then placed in proper sequence (in ac- 
cordance with the original sequences of disk record 
numbers); and the sorted records are finally written 
back onto the disk file. The method reduces seek 
time substantially, at the expense of more complex 
programming. 

Another method of modifying the key sort con- 
sists of blocking the sorted keys so that the number 
of items in each block plus an equal number of 
original records just fills the core working area. 

The items in each block are then sorted again to 
place the disk record numbers in ascending se- 
quence. As before, the records indicated in each 
block can then be retrieved sequentially from the 
file and sorted internally into the proper sequence. 

It will be found, however, that in most cases, and 
for large files in particular, these methods of re- 
ducing the seek time still result in a greater overall 
sort time than might have been required to perform 
a complete record sort. 
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Key Sort vs Record Sort 

Usually, key sorting is of no advantage, even with 
large disk files, when most or all of the original 
records are to be retrieved. Modifying the sorting 
and reading schemes to minimize the total seek 
time can have a considerable effect, but the advan- 
tage, generally, still lies with record sorting. 
Whether a record sort or a key sort should be used 
to sort a disk file depends largely on the ultimate 
disposition of the sorted records. 


If only an index of sorted records is necessary, 
and few of the sorted records are actually used, 
key sorting would appear to have the edge. 

Exception reports extracted from the sorted file 
are an example of this type of situation. On the 
the other hand, if most or all of the original 
records are to be retrieved, record sorting is 
preferable to key sorting. Moreover, the advantage 
increases with the size of the file. 
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A DETAILED LOOK AT AN 1130 RECORD SORT 

An Improvement on the simple exchange technique 
consists of making alternate passes in opposite 
directions, attempting to move the high records to 
the bottom and the low records to the top of the file. 
This is called an alternating pair exchange sort. 

The procedure starts in exactly the same manner 
as in pair exchange, by comparing the keys of 
successive records. After an exchange is made, 
the high key is compared with the key of the next 
record in sequence, and these comparisons con- 
tinue until either a higher key is found or the end of 
the file is reached. All intermediate records (and 
their keys) are shifted up one position. During this 
first downward pass, therefore, a high record can 
move down many positions, but lower records can 
move up only one position. 

The second pass is in the upward direction (from 
the bottom to the top of the file) and tends to move 
the smaller records closer to the beginning. Dur- 
ing this, and during every other even-numbered 
pass, a high record can move down only one position, 
but a low record can move up many positions. 
Successive passes continue to alternate, with odd- 
numbered passes in ascending sequence and even- 
numbered passes in descending sequence. The file 
is in sequence when no interchanges occur during 
a pass. A final output pass is required to verify the 
correct sequence. 

The example below illustrates the alternating 
exchange technique. The first pass, proceeding 
downward, recognizes that 89 and 56 are out of se- 
quence and exchanges them. The high of the com- 
pare, 89, is then compared, in turn, with 02, 08, 
and 21; since 89 is higher in each case, it moves to 
the bottom of the file. The low of the compare, 56, 


moves up one, and all intermediate keys also move 
up one position. In the second pass, the compari- 
sons start with 89 and move upward. The first out- 
of- sequence keys are 02 and 56. The 56 drops down 
one position, while the 02 moves up two positions, 
since it is lower than the 13. During the next down- 
ward pass, the 56 and 08 are out of sequence; the 08 
moves up one position, and the 56 moves down two 
positions, since it is higher than the intermediate 
21. During the fourth (upward) pass the out-of-se- 
quence 08 and 13 are interchanged. The final out- 
put pass is needed to check the completion of the 
sort. 

End End End End 

Input Pass 1 Pass 2 Pass 3 Pass 4 Output 



02 

08 

13 

21 

56 

89 


The arrows indicate the direction of the pass. 
The example shows that the maximum number of 
passes is equal to the distance, measured in num- 
ber of keys or records, which is the largest sepa- 
ration of a key from its final place in the sequence. 
In this case, 89 is four positions away from its final 
(bottom) position in the file and, therefore, at most 
four passes (plus the output pass) are required to 
complete the sort. In general, the alternating 
exchange method requires slightly more complex 
programming than the earlier exchange method, but 
it results in a smaller number of compares and, 
frequently, fewer passes. The following pages 
show this method in more detail. 
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Initialize: 


NSTRT = 

first rec. 

number 

NEND = 

last rec. 

number 

NRL 

record 

length 


Housekeeping: 

NRECI = 

NSTRT 

NRECT = 

NEND 

M = 1 

N = 0 


1,M,NREC2,NRL, 

NRPC.NARAY, 

NRECT 


2,M,NREC 2- (M)* 
(NRPC),NRL,NRPC, 
NARAY,NRECT 


NRPC = 
(320/NRL)*8 



2,-M,NREC1, 

NRL,NRPC, 

NARAY,NRECT 


SORT 




NEXS.LARRY, 

NRL,KS,KE 



N = 0 

M = - M 



N = N + NEXS 


Move bottom 
of NARAY to top 
when M>0, top 
to bottom when 
MO 


(M) (NRECT): 
\ (M) (NREC2) ^ 


NRECT = NSTRT 
NEND =NREC1 


NRW,-M,NRECI 
NRL,NRPC, 
NARAY, NRECT 



Move bottom of 
NARAY to top 
when M>0, top 
to bottom when 
MO 


NRECT = NEND 
NSTRT = NREC1 




NREC2 

NRECI 



NRECI = 

NSTRT 


NREC2 = 

NREC1 + (MXNRPC) 
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*Mode: I = integer, R = real, D = decimal, A = alphabetic. 
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VARIABLES 
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SUMMARY 

Generally there are two approaches to sorting with 
your 1130: 

1. Avoid sorting 

2. Write a sort program 

The ways in which you can avoid sorting are: 

1. Maintain multiple copies of your files. 


2. Maintain multiple copies of your index, if an 
index exists. 

3. Sort offline. 

If you decide that sorting is necessary, many 
techniques are available. The methods avail- 
able and a brief evaluation of each were given 
earlier. 
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GENERAL 

To make effective use of your disk storage capability, 
you need to know the way the disk is organized and 
the way your data will be set up on it. This section 
deals exclusively with the use of the disk as a data 
storage device. Although it is desirable (and often 
necessary) to store programs and subprograms on 
the disk, these normally present little difficulty, 
since the 1130 Monitor system handles most of the 
details involved. 


The way in which the disk is used can signifi- 
cantly affect: 

1. The amount of data that can fit into the avail- 
able disk space 

2. The running speed of programs using disk 
data files 

3. The basic practicality of many jobs. (An 
improperly organized disk file can make the space 
and time requirements of some jobs appear excessive, 
when in reality they need not be.) 
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THE PHYSICAL, OR HARDWARE, STRUCTURE OF 
THE DISK 

Each IBM 2315 disk cartridge contains 512, 000 words 
organized into 200 cylinders of eight sectors each; 
a sector, in turn, contains 320 words (see Figure 
80. 1), This is a very rigid organization dictated by 
the basic design of the 1130. 


A sector, 

320 words 
+ address 

Read-write 

heads 


A cylinder, 
2 tracks, 

8 sectors 


A cartridge, 
200 cylinders 
51 2,000 words 
1 600 sectors 





An entire cylinder (eight sectors) is accessed by 
one setting of the disk read/write heads. If you wish 
to read or write from a cylinder other than the one 
at which the heads are now set, the disk arm must 
be moved to the new cylinder. The disk mechanism 

moves the arm directly from the old position to the 
new position in steps of one or two cylinders. (It 
does not return to a "home” position first, as some 
other disk units do.) Both single steps and double 
steps take the same length of time: 15 milliseconds 
(. 015 seconds) . To move nine cylinders, you need 
four 2-cylinder moves (4x15 or 60 milliseconds) 
plus one 1-cylinder move (15 milliseconds) — a 
total of 75 milliseconds. A move of ten cylinders 
takes the same amount of time — five 2-cylinder 
moves (5x15 or 75 milliseconds). Figure 80.2 shows 
some representative arm movement times. 


Move This 
Many Cylinders 

Seek 

Time 

Stabilization 

Time 

Average 
Rotational 
Delay Time 

Read 

or Write 

Total 

None 
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0 

20 

10 

30 

1 or 2 

15 

25 

20 

10 

70 

3 or 4 

30 

25 

20 

10 

85 

5 or 6 

45 

25 

20 

10 

100 

199 or 200 

(maximum) 

1500 

25 

20 

10 

1555 


Figure 80.1. Disk storage definitions 


Figure 80. 2. 
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THE DISK AS SEEN BY THE FORTRAN 
PROGRAMMER 

When programming in 1130 FORTRAN, the disk 
appears to be an entirely different device than the 
one just described. It consists of a data area which 
can be subdivided into any number of files, whose 
physical size, symbolic names, and symbolic num- 
bers have been determined by you. 

You may further subdivide each file into some 
number of equal-size blocks known as records. You 
choose the size of the record, and each record has 
a symbolic record number, starting with 1. 


Within the record you can place fields, which may 
be real, decimal, or integer numbers, or alphameric 
data. 

This is an extremely flexible system, as opposed 
to the rigid subdivisions and addresses of the actual 
hardware. It is still one and the same disk, how- 
ever, and you must have a good knowledge of both 
systems to use the disk effectively. This section 
presents the basic guidelines by which you can relate 
these seemingly diverse systems: 

The physical, or hardware, system 

The logical, symbolic, or software system 
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THE INTERRELATIONSHIP OF THE PHYSICAL 
AND LOGICAL STRUCTURES 

The DEFINE FILE Statement 

For every data file you wish to access on the disk, 
there must be a DEFINE FILE statement in your 
FORTRAN program specifying certain details. A 
typical DEFINE FILE statement is 

DEFINE FILE 47(400, 85, U, NEXT) 

which indicates a file numbered 47, having 400 rec- 
ords of 85 words each. The U is always required 
and specifies an unformatted record. NEXT is the 
name of an integer variable that will always be set 
to the record number of the next record in the file, 
a number between 1 and 400. For example, if you 
have just given the command 

READ (47 ’K) A,B,I,J 

where K was 96, NEXT will equal 97, the record 
number of the next record. The incrementing of 
NEXT occurs automatically and you may choose to 
ignore it completely. In this case, you are addressing 
your file by the S5rmbol K, doing your own manipula- 
tion of K, and not using NEXT at all. If you wish to 
read the next record, you can say either 

READ (47 'NEXT) A, B, I, J 


An 85-word disk record allows three records per 
sector (Figure 80.2), so that your file of 400 records 
will require 134 sectors (the exact answer, 133 1/3, 
must be adjusted upward to the next higher whole 
number) . 

(If your record length could somehow be shortened 
to 80 words, you could place four records per 
sector, reducing the sector requirement from 134 to 
100, a substantial savings — see 80.40.00.) 

If you do not want to save this data file for use by 
a subsequent program, the DEFINE FILE statement 
is the only place you need reference it. 

The DEFINE FILE statement specifies a mixture 
of physical (actual) and logical (symbolic) sub- 
divisions: 

File number (symbolic) 

Number of records (symbolic) 

Number of words per record (actual) 

Cylinders, sectors, and fields are nowhere men- 
tioned. 

The READ (or WRITE) statements specify only 
symbolic designations: 

File number (symbolic) 

Record number (symbolic) 

Field names (symbolic) 


or 


K = K + 1 

READ (47 'K) A, B, I, J 
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The *STOREDATA and *FILES Cards 

In some programs, the DEFINE FILE statement is 
all that is required to specify the details of a data 
file. The file is placed in Working Storage (WS), 
and records may be read or written by that program 
and/or its subprograms. 

If, on the other hand, you have a data file that is 
to be used by more than one program, you must do 
more than just specify it in a DEFINE FILE state- 
ment. You must get it out of Working Storage (WS) 
and into the User Area (UA) or Fixed Area (FX) , 
where it will be protected from accidental destruc- 
tion. Working Storage is true to its name: it is 
strictly a work area. Data placed in WS may still 
be there when it is needed; then again, it may not, 
since the IBM compilers, DUP, and other programs 
all use WS. 

Working with data files in the User Area or Fixed 
Area requires the use of two additional cards: the 
*STOREDATA card and the *FILES card. 

The *STOREDATA card is used first to create an 
entry in the LET or FLET, specifying the name, 
location, and size of your data file. In this case 
the *STOREDATA card, despite its name, does not 
really store your data; actually, your data has not 
even been written yet. 

In the preceding example (file 47 — 400 records 
of 85 words each, requiring 134 sectors) you must 
run a disk utility job 
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which sets aside 134 sectors in the User Area (UA) 
of disk cartridge 1967 and labels it PAYRL. 

Notice that: 

1. The information contained on the 

DEFINE FILE 47(400, 85, U, NEXT) 

card does not appear anywhere on the *STOREDATA 
card (and vice versa). 

2. The *STOREDATA job is run before there is 
any data to place in the PAYRL file. 


3. The *STOREDATA card contains mixed type 
information — both actual (number of sectors) and 
symbolic (file name and cartridge identification 
number) . 

At this point you have run the *STOREDATA job, 
specifying certain data about the file named PAYRL, 
and compiled your FORTRAN program referencing 
the file numbered 47. How, when, and where can 
you tell the 1130 that these two files are one and the 
same? 

How? With the * FILES card, which in this case 
would read 
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When and where? This depends on the format (DSF 
or DCI) of your program. If the program is in DSF 
format, you must place the *FILES card after the 
execute card every time you execute the program. 



If the program is to be built into core image format 
(DCI), the *FILES card must be placed after the 
*STORECI card 



and not after the // XEQ card. 
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As mentioned earlier, data may be pl^ed in 
Working Storage (WS) if you do not intend to save it — 
that is, if it is to be used for temporary storage 
within one JOB. In fact, data will be written in WS 
unless a *FILES card is used; likewise, any READ 
commands will assume that the data is in WS if no 
*FILES cards are present. 

Using the *STOREDATA and *FILES combination, 
however, you have a choice as to where your data file 
will be placed — either in the User Area (UA) or 
Fixed Area (FX). In most cases it does not matter 
which is chosen, since both areas are safe from 
accidental destruction. The main difference is 


that files in the Fixed Area are in a fixed position 
and will not be moved about as other files and pro- 
grams are deleted. 

This option is exercised by the characters 
punched in columns 17 and 18 of the *STOREDATA 
card — UA indicating User Area, FX indicating 
Fixed Area. Columns 13 and 14 always contain 
WS, since the *STOREDATA always takes some 
number of sectors from WS and adds them to UA 
or FX. 

Note that there is no Fixed Area on a disk car- 
tridge unless you have defined one with a ^DEFINE 
FIXED AREA card. 




Section 

Subsections 

Page 

80 

40 

00 

01 


RECOBD LENGTHS AND SECTOR UTILIZATION 

Remember, the disk is physically composed of 
sectors, each containing 320 words. A symbolic 
record may not cross the boundary between two 
physical sectors; in other words, a record must 
lie entirely within one sector of 320 words. This 
means that a record cannot exceed 320 words in 
length. (Actually, it is possible to have records 
longer than 320 words, using a trick covered in a 
later subsection. ) It does not mean that only one 
record may occupy a sector; it is possible that 
many records will be placed on one sector. For 
example, if your record size is twelve words, you 
may place 26 records onto each sector (26x12 = 312 
words), with eight words (320-312) words remaining. 
These eight words will not be used for two- thirds of 
the 27th record, since that would violate the rule 
spelled out above. The remaining eight words will 
not be used, and are inaccessible to the FORTRAN 
programmer. 

It goes without saying that you will gain the most 
efficient use of your disk if you utilize all 320 words 
of every sector. As the previous example shows, 
however, this may not always occur. Figure 80. 3 
shows the relationship between record size and 
sector utilization. 

Clearly, certain record lengths result in very 
poor disk utilization. Take a 65-word record, for 
example. It will allow four records per sector, 
using 4x65 or 260 words, but leaving the remaining 
60 words (about 20% of the sector) unused. On the 
other hand, if you could reduce the length of that 
record by one word, to 64, you could fit five records 
in a sector, using 5x64 or 320 words, and wasting 
none. 

Inefficient use of the disk can have two major 
effects on your overall system: 

1. A given number of records may require more 
space than is available on the disk. If you have 800 
employee records at two per sector, you need 400 
sectors or 50 cylinders, fully 25% of the disk. If 
you could fit three records per sector, your total 
sector requirements would drop to 234, or 30 
cylinders. It is entirely possible that there are 30 
cylinders available on a particular disk, but not 50. 


In this case you either have to abandon the job, delete 
something else from the disk, or shorten the record 
size. 

2. Even if 50 cylinders are available, you can- 
not escape the fact that you are using them ineffi- 
ciently. If your 800 employee records are spread 
out over 50 cylinders, rather than 30, you will spend 
proportionately more time in disk arm movement. 
Your records will be 67% further apart, and your 
disk arm seek time will be about the same percent- 
age greater. 

Thus you have two incentives to make your disk 
records as short as possible. Several techniques 
for doing so are given in the subsection 80. 60. 00, 

For long records (46 words or more), you should 
inspect your record size to determine whether it is 
at or slightly above a boundary, or break point — 

46, 54, 65, 81, 107, or 161 words. (See Figure 
80. 3. ) If this is the case, it is worth considerable 
effort to shorten this record enough to increase the 
’’packing factor” by one. 

For medium records (19 to 45 words in length) the 
record size is always near a boundary or break point, 
so the packing factor can be increased by one or two 
with a small reduction in record length. With records 
of this length, however, it becomes more difficult 
to find ways to shorten the records. 

For short records (9 to 18 words in length), even 
greater improvements are theoretically possible, 
but are proportionately more difficult to obtain. 

NOTE: When shortening disk record lengths, 
always keep future needs in mind. 
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Figure 80.3. 
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A Trick to Get Long Eecords and/or Better 
Packing 

If you have records exceeding 320 words in length, 
or records of a length that yields very poor packing, 
you may wish to employ a trick, or, more properly, 
an unorthodox usage of FORTRAN, This usage takes 
advantage of the fact that an 1130 FORTRAN READ/ 
WRITE I/O list will be satisfied, regardless of the 
FORMAT or DEFINE FILE statement. 

For example, if we say 

DIMENSION ITEMS (500) 

READ (6’N) ITEMS 

500 ITEMS will be read from the disk, starting at 
record number N. It would not matter if the state- 
ment: 

DEFINE FILE 6(100, 100, U, NEXT) 

were used, indicating 100-word records. In fact, 
no matter what the DEFINE FILE statement contains, 
the entire ITEM array will be read, whether it ex- 
ceeds 320 or not. 

The DEFINE FILE statement has one effect, how- 
ever, in that it still defines the length of the "defined" 
record at 100 words. Reading the 500-word array 
merely means that we have read five "defined" 
records. If N were 100, you would have to increment 
it by five to read the next 500 words or block of 
five 100 -word records. 

The DEFINE FILE statement, then, must define: 

1. A file that contains enough space to hold all 
the data to be placed in it 

2. A record length less than 320 

3. Preferably, a record length evenly divisible 
into 320 — that is, 320, 160, 80, 64, 40, 32, 20, 

16, 10, 8, 5, 4, 2, 1. 

To illustrate, suppose you have a file containing 
100 records, each with 400 words. Since 

DEFINE FILE 1(100, 400, U, N) 
is not allowable, you could alternately specify 

DEFINE FILE 2(200, 200, U, N) 

DEFINE FILE 3(400, 100, U, N) 

DEFINE FILE 4(800, 50, U, N) 

DEFINE FILE 5(500, 80, U, N), 

etc. 


Note that all four files fulfill the first two rules: 
same number of words as file number 1 (40,000) and 
record length less than 320. However, only FILE 5 
meets the third rule; 80 is evenly divisible into 320, 
while 200, 100, and 50 are not. 

The reason for the third rule should be self- 
evident in light of the previous material in this 
section: 

• The FILE 2 combination (200, 200) results in 
only one record per sector, with 320-200 or 120 
words on each wasted. Total file size would be 
200 sectors. 

• FILE 3 (400, 100) gives three records per 
sector, with 320 -3 x 100 or 20 words wasted. Total 
file size is 400/3 or 134 sectors. 

• FILE 4 (800, 50) yields six records per sector, 
with 320 -6 X 50 or 20 words wasted. Total file 
size is also 134 sectors. 

• FILE 5 (500, 80) results in four records per 
sector, with 320 -4 x 80 or no words wasted. Total 

file size is 500/4 or 125 sectors. 

To implement this trick, you need change only 
the DEFINE FILE statement and the incrementing/ 
decrementing logic in existing programs. For 
example, if you have a file that formerly contained 
400 records of 196 words each: 

DEFINE FILE 6 (400, 196, U, NEXT) 

you now realize that it will use each sector quite 
inefficiently. Therefore, you choose instead to 
use 

DEFINE FILE 6 (1600, 50, U, NEXT) 

which replaces the old 196-word record with four 
50-word records. (In addition to better packing, 
you gain four words in each record. ) In the body of 
your program, where you coded 

N = N + 1 

READ (6'N) data 
you use instead 

N = N + 4 

and so on throughout the program. 

Where you use the automatically incremented 
parameter NEXT 

READ (6'NEXT) data 

you need do nothing; NEXT will automatically reflect 
the number of defined records that have been proc- 
essed, and will be incremented by 4 rather than 1. 
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COMPUTING RECORD LENGTH 

Once you have decided what data will be included in 
your disk record, you may easily calculate the 
length of the record by listing the fields in the record, 
totalling the number of real fields (called R), the 
number of integer fields (called I), and using the 
table below to determine the number of words; 



^EXTENDED 

PRECISION 

Card Used 

No 

Precision 
Card Used 

*ONE 

WORD 
INTEGERS 
Card Used 

WORDS = 
(3xR)+I 

WORDS = 
(2xR)+I 

No 

Integers 

Card Used 

WORDS = 
(3xR)+(3xI) 

WORDS = 
(2xR)+(2xI) 


In the case of fields comprising the items of an 
array (often alphameric data), the number of items 
is the size of the array. For example, if you have 
a field consisting of a 16-character name, placed 
two characters per word (A2 format) in the array 
NAME, this will count as eight items rather than 
one, when you are calculating I. 

The task is simplified by the fact that *ONE 
WORD INTEGERS should always be used, reducing 
all integers to one word per field. Except in very 
unusual cases, you should compile all of your pro- 
grams using the *ONE WORD INTEGERS control 
card. 
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SHORTENING RECORD LENGTH 

The following suggestions will help you shorten the 
length of disk records. The first three should be 
taken regardless of record length, since they rep- 
resent good programming practice and involve little 
or no effort. Suggestions 4-7 involve more pro- 
gramming effort and core storage. You must deter- 
mine how much effort it is worth to gain more space 
on the disk. 

1. First and foremost, each item in the disk 
record should be inspected to determine whether it 
really must be in this record. Can it be eliminated 
entirely, or placed in a separate file? 

2. You should decide whether standard or ex- 
tended precision should be used. The decision is 
usually based on other considerations ; extended 
precision is normally used, but it does no harm 
to re-ask this question. 

3. You should make certain that the *ONE WORD 
INTEGERS control record is included when compiling 
all programs. If not, each integer will occupy two 
or three words, depending on the use of standard or 
extended precision. 

4. Each real (floating point) field should be 
studied with an eye toward converting it to integer 
mode. Remember, in most cases integers require 
only one word; real fields, three words. Integers 
are limited to a magnitude of 32767, but many items 
in your application may never exceed this limit, 
which may be thought of as 

32767 units, pieces 

327.67 dollars, hours, percent 

3.2767 pay rate, etc 

where the decimal points are implied and handled 

by you. Some t3q}ical items that lend themselves 
to such treatment are: 

• Discount and interest rates 

• Prices or price differentials 

• Inventory — quantity on hand, quantity on 
order, etc. 

• Payroll — savings bond deduction, city and 
state taxes, miscellaneous deductions 


5. Alphabetic data should be placed on the disk 
with two characters per word (A2) rather than one 
(Al). In many cases, data (numeric and alphabetic) 
will be read from a card using Al format (one char- 
acter per word) for later processing with the Com- 
mercial Subroutine Package. Before this data is 
written on the disk, it may be compressed into 
two-characters-per-word format (A2), using the 
PACK subroutine supplied with CSP. Typical items 
in this category include names and addresses, de- 
scriptions, Social Security numbers, etc. 

6. If necessary, three alphabetic characters can 
be placed in one word for disk storage. This can be 
done by subroutine that involves a table of 40 EBCDIC 
codes and a packing/unpacking formula. Only 40 
characters are allowed — for example: 

0123456789ABC XYZb-. , 

where b signifies a blank. 

If you have just read the three characters B2- 
(called LTRl, LTR2, and LTR3 respectively) from 
a card with Al format, the subroutine can look up 
their positions in the table and find that: 

LTRl, a B, is 12th 

LTR2, a 2, is 3rd 

LTR3, a -, is 38th 
Then, using the formula 

INA3 = LTR3 + 40*LTR2+ (LTR1-20)*1600 
or INA3 = 38 + 40*3 + (12-20) * 1600 

the subroutine obtains -12642. 

This is a unique representation of the three char- 
acters B2-, and can be placed on the disk as one 
word. 

To decode after reading from the disk, the sub- 
routine manipulates INA3 to obtain LTRl, LTR2, 
and LTR3: 

T Tm = I ^ INA3)/1600 if negative I 

IINA3/1600 + 20 if positive I 

LTR2 = (INA3 - 1600 * LTRl-20)/40 = 3 

LTR3 = (INA3 - 1600 * (LTRl-20) - 40*LTR2) = 38 

Looking up these three codes from the same table, 
you may return to Al format. 
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7. In many cases, several values may be com- 
bined into one word. For example, in a payroll file, 
you might have four different variables: 

IE (Exempt or nonexempt) 

1 = EXEMPT 

2 = NONEXEMPT 
MSC (Marital Status Code) 

1 = SINGLE 

2 = MARRIED 
MORF(Male OR Female) 

1 = MALE 

2 = FEMALE 

NDEP(Number of DEPendents) 

0 through 99 


One way to compress these four items into a five- 
digit word (called KODE) is: 



1 

2 

3 

■■ 

Description 

Exempt 

or 

nonexempt 

Marital 

status 

code 

Male 

or 

female 

Number 

of 

dependents 

Variable 

Name 






For example, if KOBE = 22103, this employee is: 

• Nonexempt (digit 1 is 2) 

• Married (digit 2 is 2) 

• Male (digit 3 is 1) 

• With three dependents (digits 4 and 5 are 03) 


To compress these values before writing on the 
disk, all you need do is 

KODE= (IE*10000)+(MSC*1000)+MORF*100)+NDEP 

To decompress the word KODE after reading it 
from the disk, you could use a function similar to 
the one below, called NDIG 

FUNCTION NDIG (N,IT) 

DIMENSION IZ(6) 

DATA IZ/32767, 10000, 1000, 100, 10, 1/ 

NDIG = IT/IZ(N+1)-IT/IZ(N)*10 

RETURN 

END 

Using this function 


IE 

= NDIG (1, KODE) 

MSC 

- NDIG (2, KODE) 

MORE 

= NDIG (3, KODE) 

NDEP 

= NDIG (4, KODE) *10+NDIG(5, KODE) 

etc. 


this case. 

such a packing technique will save 


three words on each disk record (by using one word 
rather than four) . This may or may not be worth 
the added programming involved, the additional 
core storage required for the function, and the 
pac king/ unpacking coding. 

Don't forget that KODE is an integer, and its 
magnitude is limited to 32767. To be safe, you 
should plan for a limit of 29999 for such compressed 
words. 
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SOME EXAMPLES OF DISK FILE SETUP 
Example 1. 

A program reads a deck of cards and builds two 
large tables of data. The individual data items are 
of no particular interest; however, after the last 
input card has beenprocessed, you want to sum- 
marize the data tables and print a summary report. 
The data tables required are so large that they can- 
not fit in core storage; therefore, you decide to use 
the disk as an extension of core storage to accu- 
mulate the two tables. 


After this job has been run, you have no need for 
the data, so you decide to keep it in Working Storage 
(WS). 

Two files are required, numbered 1 and 2, and 
any disk cartridge may be used. Each of the two 
files contains 100 records of 150 words each. 

Since the files are of a temporary nature and 
will remain in Working Storage, neither a *STORE- 
DATA card nor a *FILES card is required; con- 
sequently the files have no names, only numbers. 
The next two exhibits show how the Disk File Lay- 
out Worksheet would be filled in for these two files. 
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DISK FILE LAYOUT WORKSHEET 



WS UA FX 


» \ ^ 
Don t need \ 

*STORE DATA 

card 


♦STORE DATA 


Rounded 

Upward 


13 14 17 18 


21 22 23 24 25 

File 

Name 


27 28 29 30 

Number of 
Sectors 


37 38 39 40 

Cartridge 
ID Number 
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DISK FILE LAYOUT WORKSHEET 


Description 

of File z^^z/5 y4/e'^/t 


File 

Number 


Cartridge 
ID Number 


OR *FILES 


If ID number is not used 


Next 

Indicator 

mmmmm 

Number of 


Words per 
Record 

/So 

Number of 
Records 



DEFINE FILE 


IXJ 


Number of 
Records 


File to be 
placed in: 


Number of 
Records per 
Sector 


UA FX 


Don t need 
‘STORE DATA 


Rounded 

Upward 


‘STORE DATA 


13 14 17 18 


21 22 23 24 25 

File 

Name 


27 28 29 30 

Number of 
Sectors 


37 38 39 40 

Cartridge 
ID Number 
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DISK FILE LAYOUT WORKSHEET 



De^ription £S 



File 

Number ^ 

File 

Name 


Cartridge 

ID Number 

BBBBB 



Don t need 
•STORE DATA 


•STORE DATA 


21 22 23 24 25 

File 

Name 


27 28 29 30 

Number of 
Sectors 


37 38 39 40 

Cartridge 
ID Number 
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Example 2. 

A payroll and project cost accounting system in- 
volves four disk data files: 


EMPS 
PROJ 
DDE SC 

SUBT 


300 employee records with 60 words 
per record. 

100 project records with 20 words 
per record. 

20 records of 18 words each, con- 
taining some alphabetic information 
for each of 20 departments. 

20 records of 60 words each, con- 
taining an array of subtotals of 
department worked for vs department 


charged to. This is a temporary 
file used only as an extension of 
core storage, not saved from job to 
job. 

Assume you have only one disk drive and don't 
care which disk cartridge is mounted. (You really 
do, but you, rather than the Monitor, will make 
sure the correct disk is being used. ) 

With this basic data, you can fill in the Disk File 
Layout Worksheets and punch the necessary cards. 
Note that file 9 (SUBT) does not need a *FILES OR 
*STOREDATA card, since it is not to be saved 
from one job to another. It does require a DEFINE 
FILE card. 
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DISK FILE LAYOUT WORKSHEET 





Don't need 
* STORE DATA 
card 


•STORE DATA 


Rounded 

Upward 


W S 

I I I 


13 14 17 18 


21 22 23 24 25 

File 

Name 


27 28 29 30 

Number of 
Sectors 


37 38 39 40 

Cartridge 
ID Number 
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DISK FILE LAYOUT WORKSHEET 


ofTilf”" Mas 7-£-^ c 

cosrs 


File -y^ 

Number 7 

File 

Name 


Cartridge 

ID Number 



Next 

Indicator 


OR *FILES If ID number is not used 


Number of 
Words per 
Record 

zz 

Number of 
Records 



DEFINE FILE |7f | ^ ^ | 


Rebord I Records 
Length per Sector 


41 - 45 
46-53 
54-64 
65-80 
81 - 106 
107 - 160 
161 - 320 
cannot exceed 320 


File to be 
placed in: 

WS 


Don't need 
•STORE DATA 
card 


•STORE DATA 


Number of 
Records 




Number of 
Records per 
Sector 


7 /^ 


Rounded 

Upward 


W S 

I I I 


13 14 17 18 


21 22 23 24 25 

File 

Name 


27 28 29 30 

Number of 
Sectors 


37 38 39 40 

Cartridge 
ID Number 
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DISK FILE LAYOUT WORKSHEET 


Description ^ 

of File 



Don't need 
•STORE DATA 
card 


•STORE DATA 





Rounded 

Upward 


21 22 23 24 25 

File 

Name 


27 28 29 30 

Number of 
Sectors 
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Cartridge 
ID Number 
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Example 3. 

This is the same job as in example 2, except 
that two disk drives are now available and you are 
going to be more careful about which disk cartridge 
is mounted on which drive unit: 


DRIVE 0 

DRIVE 1 

CARTRIDGE ID 0012 

CARTRIDGE ID 0019 

WS 

UA 

FX 

WS 

UA 

FX 


EMPS 


SUBT 

PROJ 

DDE SC 



First, you have decided that cartridge 0012 will 
be on drive 0 and cartridge 0019 on drive 1. How 
is this communicated to the Monitor? It is done 
with the / / JOB card, which must be punched 
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File SUBT, since it is in WS, really does not need 
a name (or a *FILES or *STOREDATA card). How, 
then, can you tell the 1130 Monitor on which disk 
drive it should be placed? Again, with the // JOB 
card. Columns 41-44 should contain the cartridge 
ID number of the disk to be used for Working 
Storage, in this case 0019. 

The special // JOB card 
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must be used when running the DUP *STOREDATA 
jobs and when executing the programs that use 
these files. Needless to say, the disk cartridges 
should be placed in the proper disk drive units. 

The remaining three files (EMPS, PROJ, AND 
DDE SC) are handled in a different manner. Since 
they are to be in the UA, they do require *FILES 
and *STOREDATA cards, which contain a field 
for placing the cartridge ID number. These are 
shown on the Disk File Layout Worksheets follow- 
ing. 
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DISK FILE LAYOUT WORKSHEET 
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DISK FILE LAYOUT WORKSHEET 
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DISK FILE LAYOUT WORKSHEET 



De^ription ^ 7-/10 /V^ 


N K 

Number 

File 

Name 


Cartridge 

ID Number 

BBBill 



WS 


Don't need 
‘STORE DATA 
card 


‘STORE DATA 


Rounded 

Upward 


13 14 17 18 


21 22 23 24 25 

File 

Name 


27 28 29 30 

Number of 
Sectors 


37 38 39 40 

Cartridge 
ID Number 


































DISK FILE LAYOUT WORKSHEET 


Section 

Subsections 

Page 

80 

70 

30 

05 


Description ^ y / r? 
of File O ^ 


File ^ 

Number 




Cartridge 
ID Number 


BBaaw 


•FILES 


OR *FILES I ^ 1 If ID number is not used 


Next 

Indicator 

mmmmm 

Number of 
Words per 
Record 

<5 a 

Number of 
Records 

2o 


DEFINE FILE 


12J ^ L££J , L^£J,U,L±:^ 


File to be 
placed in: 

\ 


UA FX 


Don't need 
•STORE DATA 
card 


•STORE DATA 


Number of 
Records 


Number of 
Records per 
Sector 





W S 

I I I 


13 14 17 18 


Rounded 

Upward 


21 22 23 24 25 

File 

Name 


27 28 29 30 

Number of 
Sectors 


37 38 39 40 

Cartridge 
ID Number 
































Section 

Subsections 

Page 

85 

00 

00 

01 


SECTION 85: DISK DATAFILES — ORGANIZATION 
AND PROCESSING 
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GENERAL 

Data records should be filed according to a plan. 
The relationships between file organization and data 
processing should be carefully considered before 
this plan is chosen. With a disk, both storage and 
processing can be accomplished by either of two 
basic methods - sequential or direct (or random). 
Thus the following four storage-processing ap- 
proaches are available: 

Sequential processing of sequentially organized 
data 

Random processing of sequentially organized 
data 


Sequential processing of randomly organized 
data 

Random processing of randomly organized 
data 

The first two are the most commonly used ap- 
proaches. The third and fourth are of limited use 
in most applications . However , the fourth offers 
some benefits (in selected applications), particularly 
when the data files undergo frequent additions and 
deletions, or when most of the transactions must be 
processed randomly. 
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ORGANIZATION 

General 

In a sequentially organized file, records are stored 
on the disk in control key sequence, so that records 
with successively higher control keys have succes- 
sively higher record numbers. It is not necessary 
(or customary) for the control key to be the same 
niunber as the record number. The only require- 
ment is that the control keys be in sequence, and in 
sequential (not necessarily consecutive) locations. 
Often, to narrow the search for a record in a se- 
quential file, an index is consulted for the record 
number. This index is a sequential list of the keys 


of selected data file records with their correspond- 
ing record numbers. An example of a sequentially 
organized data file is a telephone directory, in which 
people are listed one after the other, in alphabetic 
order, the control key being the last name/first 
name combination, and the data being the telephone 
number. 

In a randomly organized file, the records are 
generally stored in the sequence of their control 
keys. However, a mathematical transformation of 
the control key yields the record number. To find 
a record in such a file, the record number is com- 
puted from the control key by using the same trans- 
formation formula. In the random approach no index 
tables are required. 
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Pure Sequential 


In a purely sequential disk data file, your records 
are placed on the disk in some logical order, with 
no attempt to organize them or to keep track of 
where they are placed. If a certain record is de- 
sired, the disk is searched sequentially until that 
record is found. 

Searching a Pure Sequential File 

Searching a pure sequential file is simple, but 
finding any particular record may be time-consuming 
in the case of large files. (If you are processing 
only a small number of records, however, the effect 
on the overall running time may be slight. ) If you 
have a file of 1000 records, you can search for the 
item with key KEYXX, using the following FORTRAN 
statements: 

DO 14 NREC=1,1000 
READ (NFILE’NREC) KEY 
IF (KEY-KEYXX) 14, 77, 14 
14 CONTINUE 


77 KEYXX has been foimd at record NREC. 

KEY is the control key on the disk record, and 
KEYXX is the key you are searching for. If 
KEYXX is the 608th item, you will read, check, and 
get "no hit” on 607 items before reaching the 608th. 
A better way to search such a file is obvious: read 
every nth record until you pass the key being sought, 
then back up one record at a time until you find 
KEYXX. 

DO 14 NREC=1, 1000, NTH 
IREC = NREC 

8 READ (NFILE’IREC) KEY 
IF (KEY-KEYXX) 14, 77, 66 
66 IREC = IREC-1 
GO TO 8 
14 CONTINUE 


77 KEYXX has been found at record IREC, 

If n is 20, you will read and check 32 records 

(1, 21, 41, 61 601, 621) until you have 

passed the desired item (KEYXX, the 608th). Then 
13 more records in the backing-up portion of the 

search (620, 619, 618, 609, 608) must be 

read. Here, the "skip" search has reduced your 
disk reads from 608 to 45, with a concurrent drop 
in processing time. 


A further improvement can be made if you search 
first in large increments (say 100), then, when you 
pass the desired item, back up with a smaller in- 
crement (say 20) and, after passing the desired 
item the second time, switch to an increment of 1. 
Again, looking for the 608th item, the search will 
be - 1, 101, 201, 301, 401, 501, 601, 701, 681, 

661, 641, 621, 601, 602, 603, 604, 605, 606, 607, 
608, which involves 20 disk reads. 

All the methods shown above, however, have one 
disadvantage: because they start at record number 
1, the disk arm must move back to that record 
each time. A more elegant search technique would 
involve starting from wherever you found the last 
record, rather than from the beginning of the file. 
This assumes that the disk arm is still positioned 
over the last record, but it will not be so positioned 
if you have meanwhile used LOCAL or SOCAL sub- 
routines or accessed a record in another file on the 
same disk. This technique, therefore, is often 
impractical. 

Another technique involves the method of halving, 
sometimes called a binary search. Suppose you 
have a file of 1000 records and you want to find the 
record whose key is KEYXX. First, halve the file 
size to obtain 500, and check the 500th record. If 
you do not find KEYXX there, halve the 500 to obtain 
250 and, if the 500th record KEY was higher than 
KEYXX, check 500-250 or 250 next; if it was lower, 
check 500+250 or 750 next. The increment next 
becomes 125, then 63 (62.5 rounded upward) , then 
32 (31,5 rounded upward), etc. Using the previous 
example (KEYXX is the 608th item), your search 
pattern would have been: 




500 

first try 

low. 

so 

+250 




750 

second try 

high. 

so 

-125 




625 

third try 

high, 

so 

- 63 




562 

fourth try 

low. 

so 

+ 32 




594 

fifth try 

low. 

so 

+ 16 




610 

sixth try 

high. 

so 

- 8 




602 

seventh try 

low, 

so 

+ 4 




606 

eighth try 

low, 

so 

+ 2 


hit 


608 

ninth try 


a sequence of only nine disk reads. 
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Programming such a search is easy: 

NREC = 0 
INC = 500 

3 INC = (INC+l)/2 

READ (NFILE’NREC) KEY 
IF (KEY-KEYXX) 8, 9, 10 

8 NREC = NREC + INC 
GO TO 3 

10 NREC = NREC-INC 
GO TO 3 

9 KEYXX has been found at record NREC. 


Adding Items to the File 

Adding new records to a sequential file involves 
some advance planning. If your employee file now 
consists of 188 employee records in man number 
sequence 

018, 023, 067, 107, 109, 667, 691, 806, 902 

where should you put the newest employee, who has 
just been assigned man number 098? You could 
rebuild the entire file, but that might prove time- 
consuming in the case of large files. 

One way to handle file additions is to set up a 
separate ’’addition area” on the disk, either as a 
separate file or as a special area in the main file. 
With the latter option, new employees would be 
placed at the end of the file, starting with the last 
record and working backward. 

For example, suppose the 188 employee records 
have been placed in a 2 00 -record file. When man 
number 098 is added, it is placed in record number 
200; the next new man number goes in 199; and so 
on. 

The search programming becomes somewhat 
more involved; if a man number is not found in the 
main (sequential) portion of the file, the ’’addition 
area” is searched. If it is not found in either place, 
an error message is printed. 

Since this added work will slow the running of the 
program, the file should be reorganized periodically, 
and new man numbers put in their proper places in 
the sequential file. 
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Indexed Sequential 


An indexed sequential file is essentially the same as 
a pure sequential file except that you maintain a 
table or index to the file, making it easier to find 
records. Suppose you have an inventory file con- 
taining 2500 items, with stock numbers ranging from 
00001 to 28406. The stock munber is kept as an 
integer, and the items have been placed on the disk 
in stock number sequence, hi order to find an item 
on the disk, you will maintain an index consisting of 
the stock number of every 25th item. This will be a 
FORTRAN array in core storage. It will require 
2500/25 or 100 entries in the index table: 

INDEX (1) = 67, the stock number of the 25th 
item 

INDEX (2) = 103, the stock number of the 50th 
item 

INDEX (3^ = 297, the stock number of the 75th 
item 


INDEX (99) = 28073, the stock number of the 
2475th item 

INDEX (100) = 28406, the stock number of the 
25Q0th item 

When it comes time to find an item on the disk, 
you first look for it in the core storage array INDEX. 
You probably will not find that particular item in the 
INDEX array, but you can get a good idea of its 
location. Suppose you have just read a card con- 
taining ITEM number 181. You look it up in the 
INDEX table as follows : 

INDEX (1) = 67, which is lower than 181 
INDEX (2) = 103, which is lower than 181 
INDEX (3) = 297, which is higher than 181 

The search stops here, since it is obvious that you 
have just passed item number 181 in the process of 
moving from INDEX (2) to INDEX (3). Since INDEX 
(2) is the 2x25 or 50th disk record and INDEX (3) is 
the 3x25 or 75th disk record, you know item 181 is 
between records 51 and 75. 

Now resume your search for item 181, this time 
on the disk rather than in core. You may start at 
51 and work your way up, or at 74 and back down. 

In the latter case, your program reads record 74, 
checks the stock number to see if it is 181, then 
reads record 73, 72, 71, 70, 69, 68, etc., down to 
record 51. If 181 is on the disk and in the right 
order, you will find it relatively quickly. 


Choosing an Index Step Size 

In the above example, 25 was arbitrarily chosen as 
the index step size; in other words, every 25th item 
in the file is recorded in the index table. What is 
the best index step size? First, for convenience, it 
should be an even divisor of the number of records 
in the file. If it is not, it complicates programming. 
Second, it should be about the same as or less than 
the number of records in a cylinder. For example, 
say your record size is 48 words. This allows six 
records per sector, and 8x6 or 48 records per cylin- 
der. If you have 5000 records, you can choose 40 as 
your step size, making your INDEX array length 
5000/40 or 125. The smaller the step size, the more 
likely you are to hit the right cylinder on the first 
disk arm movement. The probability that you will 
find the desired record on the first cylinder accessed 
is: 

1 - ((STEP SIZE-l)/(2 * NO RECS PER CYL)) 
or in this case: 

1 - ((40-l)/(2x48)) 

or about 0.6. 

In other words, with 48 records per cylinder, and 
an index of every 40th record, there are six chances 
in ten that the desired record can be found with one 
disk arm movement (seek), and four chances in ten 
that a second seek and read will be required. Such 
a second step will take about 65 milliseconds. 

If you processed 225 inventory items, this second 
seek and read would add about one minute to the 
total running time of the job. 

If you increase your step size to 50, the size of 
your index table in core drops from 125 to 100 items, 
but your probability of a second seek and read in- 
creases from . 40 to .51. 

On the other hand, if you decrease your step 
size to 25, your index table requires 200 entries, 
but your probability of a second seek drops to . 25. 
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Building the index 

Building your index of every 25th (or 90th, or 
whatever) item in your file presents no difficulty. 

Option 1; Build the index at the same time that 
you load the data on the disk. All you need do is to 
keep a sequential number for each item (NO) and 
place its item number (or stock number, or em- 
ployee number) in the INDEX array at position 

NO / (ISS + 1) + 1 

where ISS is the index step size. In FORTRAN, 
keeping an index of every four ITEMs (ISS=4) can be 
done like this; 

ISS = 4 
NO = 1 

55 READ (card) ITEM 
K = (NO-1) / ISS+1 
INDEX (K) = ITEM 
WRITE (file ’NO) ITEM, etc. 

NO = NO + 1 
GO TO 55 


Tracing through this coding, you will see that in 
addition to creating the data file on the disk: 


The ITEM 

will be placed 

and at this 

number from 

on this disk 

position in 

this card 

record 

the INDEX table 

first 

1 

1 

second 

2 

1 

third 

3 

1 

fourth 

4 

1 

fifth 

5 

2 

sixth 

6 

2 

seventh 

7 

2 

eighth 

8 

2 

ninth 

etc. 

9 

3 


When finished, the INDEX table will contain the 
ITEM numbers of the 4th, 8th, 12th, 16th, etc. , 
records on the disk, just as desired. The INDEX 
can now be written on the disk as a separate file, 
for further use. 

Option 2: Create an index file after the data 
records have been placed on the disk. This is 
even easier, since you need only read every 4th 
(or 20th, etc.) record from the disk and place its 
ITEM number in your INDEX table. Because this 
would be relatively slow, you would want to do it 
only once, with a separate program, storing the 
INDEX as a separate data file. Then, each program 
using the file could read it from the disk. 
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Searching the Index 

Unlike pure sequential organization, which is 
searched on the disk, indexed sequential gives an 
index to search in core storage. The simplest 
approach is to search the table sequentially, one 
entry at a time, starting at the top. When you find 
an equal-or-less-than condition, you have found 
what you are looking for. The subroutine shown in 


Figure 85. 1 illustrates a t5q5ical method of search- 
ing an index. 

You would CALL the subroutine FINDM with the 
known values of: 

ITEM — the item you are searching for 
ITABL — the name of the index table 
LTABL — the length of the index table 
ISS — the index table step size 
NFILE — the number of the file 


// FOR 

♦EXTENDED PRECISION 
♦TRANSFER TRACE 
♦ONE WORD INTEGERS 
♦LIST ALL 
♦ARITHMETIC TRACE 

SUBROUTINE F I NDM ( NREC » I TEM tNF I LE ♦ I T ABL .LT A6L » I SS » lER) 
DIMENSION ITABLd) 
lER = 1 

DO 1 N = 1 * LTABL 

IF ( ITEM - ITABL(N) ) 2 » 2 # 1 

1 CONTINUE 

C ITEM IS LARGER THAN THE LARGEST VALUE IN THE INDEX TABLE 

lER = 2 
RETURN 

2 NREC = ISS ♦ N 
DO 3 N = 1 » ISS 

READ ( NFILE • NREC ) KEY 
IF ( KEY - ITEM ) A . 5 » 6 
6 NREC = NREC - 1 

3 CONTINUE 

C ITEM IS NOT IN THE FILE IN THE AREA WHERE IT SHOULD BE 

A lER = 3 

5 RETURN 

END 

VARIABLE ALLOCATIONS 

N( I )=0000 KEY( I )=0001 

STATEMENT ALLOCATIONS 

1 =0033 2 =00A2 6 =005B 3 =0061 A =006A 5 

FEATURES SUPPORTED 
TRANSFER TRACE 
ARITHMETIC TRACE 
ONE WORD INTEGERS 
EXTENDED PRECISION 


CALLED SUBPROGRAMS 

SIAR SI IF SUBSC SUBIN SORED SDI 

INTEGER CONSTANTS 

1=000A 2=0005 3=0006 



CORE REQUIREMENTS FOR FINDM 
COMMON 0 VARIABLES 

END OF COMPILATION 


PROGRAM 


108 


Figure 85. 1. 
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The subroutine returns: 

NREC — the record number where ITEM 
may be found 
lER — an error code: 

1 — ITEM has been found on the disk. 

2 — ITEM is larger than any entry in 

the index table, 

3 — ITEM is not on the disk where the 

index table indicates that it 
should be. 

If lER is 2 or 3, the value of NREC returned is 
meaningless. 

For example, suppose you have an index of 150 
entries, called ITABL, representing every 60th 
item in an inventory file. After reading an inven- 
tory detail card containing a field called ITEM, 
you want to find the inventory record for that item. 
By using subroutine FINDM 

CALL FINDM (NR, ITEM, NFILE, 

ITABL, 150,60,IER) 

you obtain, perhaps, an NR of 731 and an IE R of 1, 
meaning that the desired ITEM has been found, at 
record 731. You can now read the inventory record 
for that item: 


Maintaining the Index 

When using an indexed sequential disk data file, you 
must make sure that the index agrees completely 
with the file. If you rearrange records in the file 
without rebuilding the index, you may expect great 
difficulty in locating items in the file. Rebuilding 
the index is a rather simple matter, and two 
methods are given in a preceding section. 

The file index is typically stored on the same 
disk as the file itself, and is read into core once, 
at the beginning of each program that uses the file 
it indexes. 

Adding Items to the File 

Adding items to an indexed sequential file can 
be handled in much the same manner as for pure 
sequential files. New records are placed in a 
separate file, or at the "high” end of the main 
file. 

These new items will not be reflected in the 
index, but this does not matter too much. The 
index may be used to facilitate looking up records 
in the main portion of the file, and, if an item is 
not found there, it can be sought in the addition 
area. 


READ (NFILE ’NR) data 
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Direct, or Random, Organizations 


Direct 

The simplest of all organizations exists when the 
record number is the same as the control key. For 
example, in a payroll application requiring one 
record per employee, the record number would be 
the same as the employee number. If you had a 
three-digit employee number, 001 to 999, you 
would set up a file of 999 records: 

DEFINE FILE 1 (999, XXX, U, NEXT) 

If you read an employee number from a card 

77 FORMAT(I4) 

READ (2, 77) NEMP 

you can immediately find that employee on the disk 
with 

READ (I'NEMP) data 
or WRITE (I’NEMP) data 

The advantages of this scheme are obvious, but 
the disadvantages may override them. In all proba- 
bility, although there are 999 employee numbers, 
there are not really 999 employees, so there will 
be many "holes", or unused records, on the disk. 
Furthermore, 999 records, if they are large, may 
take up an inordinate amount of space on the disk. 
Even if they do fit on the disk, they will be spread 
out so far that programs using this file will run 
very slowly, because of the amount of "seeking", 
or disk arm movement, required. 

One remedy would be to make the employee 
numbers more compact. If there are 300 employees, 
why not renumber them from 001 to 300? Or 
renumber your customers in a billing file? Or 
renumber your part numbers ? Or job numbers ? 

Usually, this is more easily said than done, and 
you can expect difficulty in convincing management 
that they should change established systems just to 
make it easier for you or the computer. 


Computed Direct 

Sometimes it is possible to take an employee 
number (or part number, etc.) and modify it to 
make a usable record number. For example, if 
you have 300 employees with employee numbers 
between 3000 and 9000, you could take this number, 
NEMP, subtract 3000, divide by 20 (which is 
(9000-3000) /300), and add 1: 

NREC = (NEMP-3000) / 20 + 1 

This results in an NREC between 001 and 301. This 
is compact and wastes no space; however, two (or 
more) employee numbers may quite possibly result 
in the same record number. These are known as 
synonyms . There are many ways to handle this 
problem, but they require a certain added amount 
of programming and disk space. 
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Partitioned Direct 

The disk addressing used by 1130 FORTRAN makes 
this method applicable in some cases. At one in- 
stallation, there are about 150 employees, each 
with a four -digit employee number. The first two 
digits indicate the department number; the second 
two digits are sequential numbers. The distribution 
is as follows: 


Dept. 

No. 

Maximum 

No. of 
Employees 

Range of 
Employee 
Numbers 

Number of 
Possible 
Employee 
Numbers 

1 

5 

101 - 110 

10 

3 

35 

301 - 340 

40 

4 

10 

401 - 420 

20 

5 

10 

501 - 520 

20 

6 

30 

601 - 650 

50 

7 

60 

701 - 770 

70 

10 

10 

1001 - 1020 

20 

11 

20 

1101 - 1130 

30 

12 

20 

1201 - 1230 

30 

15 

50 

1501 - 1570 

70 


250 


360 


This user noticed that he could use this break- 
down of employee nximbers to advantage by setting 
up ten files : 


DEFINE FILE 
DEFINE FILE 
DEFINE FILE 
DEFINE FILE 
DEFINE FILE 
DEFINE FILE 
DEFINE FILE 
DEFINE FILE 
DEFINE FILE 
DEFINE FILE 


1 (10,X,U,N1) 

3 (40,X,U,N3) 

4 (20,X,U,N4) 

5 (20,X,U,N5) 

6 (50,X,U,N6) 

7 (70,X,U,N7) 

10 (20,X,U,N10) 

11 (30,X,U,N11) 

12 (30,X,U,N12) 
15 (70,X,U,N15) 


requiring a total of 360 records to hold 250 em- 
ployees. This wastes about one-third of the available 
records but results in much simplified programming, 
since the user can read the employee department 
and man number from a card: 


77 FORMAT (12,12) 

READ (2,77) NDEP,NEM 


and access that employee with a 


READ (NDEP’NEM) data 

statement. 

Many numbering systems fit this general type and 
may lend themselves to this disk organization approach. 


Summary 

Each of the techniques described above has its advan- 
tages and disadvantages, as has been pointed out 
earlier. In general, indexed sequential files require 
more core and disk storage (because of the index) 
and tend to increase processing time because of the 
searching involved. Random (direct) organizations 
make for fast access, with little extra core or disk 
requirements, but are usually difficult to set up 
because of the synonym problem. 
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PROCESSING 

Just as sequential and random are two basic ways 
to organize a file, they are also two ways to process 
or access a file. 

If you process records in the same order as that 
in which they lie on the disk, you are processing 
sequentially; if you process in a different order, you 
are processing randomly. Thus the same two words 
(sequential and random) have substantially different 
meanings when used in the area of processing, since 
the definition of each depends on the organization of 
the file. This was not so when considering organi- 
zation; a file was sequential or random depending on 


the order in which control keys were placed on the 
disk. 

Consider the telephone directory — a sequential 
file because the control keys (names) are in alpha- 
betic order. If you scan through the directory, from 
front to back, looking for people who live on Main 
Street, or for men whose first name is John, you are 
processing sequentially, in the same order as the 
keys. 

If you are looking for the telephone numbers of 
three friends — J. DOE, P. ADAMS and L. SMITH — 
and you look for them in that order (not alphabetic) , 
you are processing randomly. On the other hand, if 
you sort them into alphabetic order — ADAMS, DOE, 
and SMITH you are processing sequentially. 
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THE INTERACTION of ORGANIZATION and 
PROCESSING 

Introduction 

As you have seen, the two factors, organization and 
processing, are tied together quite intimately. 
Often, for this reason, it is not easy to make the 


basic decision as to which combination of techniques 
to use: 

Sequential organization, sequential processing 
Sequential organization, random processing 
Random organization, sequential processing 
Random organization, random processing 
Actually, it is often impossible to use only one type. 
You can (and, perhaps, must) process in many 
sequences; but your file can have only one organi- 
zation at any one time. 
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Choosing the Organization 


Because of the interaction between processing and 
organization, there are few concrete guidelines for 
the user who must make this decision. However, the 
following outline will help lead the way toward one 
organization or the other. The payroll application 
is given as the example. 

1. List the processing that must be done to this 
file and the required order of inputs and outputs 
(see Figure 85.2). 


Application 

Required Order of: 

INPUT 

OUTPUT 

No order 

or 

doesn't matter 

Other 

Doesn't 

matter 

Same 

as 

input 

Other 

Edit input 
cards 


Same as 

later 

process. 


J 


Calculations 


Employee 

number 


J 


Payroll 

register 


Employee 

number 


J 


Payroll 

checks 


Employee 

number 

J 



941 report 


Employee 

number 


J 


Name and 

address 

stickers 

J 


J 




Figure 86. 2. 


2. How many different sequences are there? 

a. None. No one really cares what the proc- 
essing sequences are (order of card in- 
put, order of output on reports, etc. ). 
Make sure this is so. If it is, go to step 3. 

b. One. There is only one basic processing 
sequence desired; go to step 4. 

c. More than one. This complicates the 
matter. Go to step 5. Processing 
sequences needed: 

1 . 

2 . 

3. 

4. 

5. 

3. No one cares what the processing sequence is. 
This is unusual but does sometimes occur. If this 

is so, you can forget about processing, and choose 
an organization as an isolated problem, entirely 
separate from processing. 

4. This file will never be processed in more than 
one sequence. Therefore, it would seem like a good 
idea to organize it either sequentially or randomly, 
in the same order as that required by processing. 

5. This file must be processed in more than one 
order; however, it can be in only one order at any one 
time. Recheck step 1. Can any of the inputs be hand- 
or machine -sorted into the same order as another in- 
put? Can some of the output orders be relaxed? Can 
you somehow reduce the number of orders required? 
If you can reduce it to one, you can go to step 3 or 4. 
If not, you must sort your file from one order to the 
other, or otherwise work around this problem. 
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Section 90: IMPROVING YOUR SYSTEM — 
PERFORMANCE 
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GENERAL 

This section covers many items of interest to all 
1130 users: 

• How to conserve core storage 

• How to increase the running speed of a pro- 
gram 

• How to segment programs 

• The proper (and improper) use of LOCAL 
and SOCAL subroutines, etc. 

The general theme of this chapter, is, however, 
how to improve your system, or, how to increase 
system performance. 

The performance of your programs should be one 
of the major considerations of your programmer. 
Unfortunately, however, performance is all to often 


forgotten in the drive to produce a working program. 
The programmer, usually working against a deadline, 
devotes all his energy and ingenuity to the TEST/ 
DEBUG/CORRECT/RETEST cycle, finally produc- 
ing an error-free program with no time to spare, 
and with little thought given to efficiency. 

Remember, however, that this program now 
enters production status, to be run weekly, or 
possibly daily, where its performance may greatly 
affect the overall operation of the 1130 system. 

Program performance is affected by three fac- 
tors, each of which will be discussed in more de- 
tail: 

The Monitor, or software 

The programmer 

The system itself, or 1130 hardware 





THE ROLE OF THE MONITOR 
General 

The 1130 Monitor system has an outstanding feature, 
known as the "system overlay scheme", designed to 
assist you in fitting your programs into core storage. 

This scheme is covered in some detail in Section 
65, under "SOCALs". 

Recapping that section briefly, the Core Load 
Builder, which is given the task of building a core 
load, or ready-to-execute package, also is given 
the task of resolving the problem of more program 
than core storage (if this problem arises). 

Typically, many blocks of programming are 
competing: for core storage: your programs, your 
subprograms, the IBM subprograms, and the 
Monitor control package itself. All must be in 
core storage when required. 

As a first step, the CLB attempts to fit the en- 
tire package into core storage simultaneously. If 
that does not fit, the CLB splits the IBM subpro- 
grams into four groups: 

Group 0 Basic 

Overlay 1 Arithmetic (add, subtract, multiply, 
etc. ) 

Overlay 2 Non-disk Input/ Output (cards, 
printer, etc. ) 

Overlay 3 Disk Input/Output 


As step 2, the CLB determines whether the 
package will fit in core if Overlay 1 and Overlay 2 
share the same area in core storage (the SOCAL 
area). The SOCAL area must be large enough to 
contain Overlay 3 plus the larger of Overlays 1 and 
2 . 

If this does not provide enough room, step 3 is 
taken. Here, all three overlays (1, 2, and 3) will 
share the same area, which must now be as large 
as the largest overlay. 

Step 4, taken if step 3 does not work, consists 
of a message informing you that this program is 
too large to fit in core storage. 

To illustrate this graphically. Figure 90. 1 shows 
the layout of the SOCALs required by a "typical" 
commercial job. This "typical" program: 

• Is written in FORTRAN. 

• Adds, subtracts, multiplies, and divides. 

• Uses the 1132 Printer, the 1442 Card Read 
Punch, and the console typewriter (but not the 
keyboard). 

• Contains at least one PAUSE, STOP, and 
CALL DATSW statement. 

• Contains disk READ, WRITE, and FIND 
statements. 

If you punch an L in column 14 of the / / XEQ 
card, the CLB will print a core storage map of 
your program and all its subprograms, indicating 
which are SOCAL or LOCAL, and what overlay 
level is in effect. 


















Section 

Subsections 

Page 

90 

10 

10 

01 


The Effect of the Monitor on Performance 

To return to the main subject of this chapter, you 
may ask, "How does all this affect performance?" 

To answer this, we can construct a flowchart of a 
"typical" commercial job. Let us say it is basi- 
cally of the type: 

1. Read a card. 

2. Taking a key item number from the card, 
look up its approximate disk location in an index 
table (indexed sequential organization). 

3. Read a disk record. 

4. Determine whether it is the right disk record. 
If it is, continue; if not, decrease the record num- 
ber by 1 and go back to step 3. 

5. Do some calculations based on the data 
obtained from the disk and from the card. 

6. Write an updated disk record. 

7. Print a line of answers on the 1132 Printer. 

8. Do some arithmetic (reset indicators, clear 
totals, etc. ) and go back to step 1. 

For the purposes of this analysis you may ignore 
routines that are executed only once (initialization, 
final totals) or infrequently (error messages, etc.). 
Figure 90. 2 shows this job in the form of a rough 
flowchart. 

If this program is of a size that requires no 
overlays, it will run at some base speed or through- 
put rate. If its size is such that it must run at 
SOCAL level 1, Overlay 1 (Arithmetic) and Overlay 
2 (Non-disk 1/ O) must be read from the disk when- 
ever required. Figure 90. 3 shows when these over- 
lays would be required. This will lengthen the 
base running time. 

Each pass will require four overlays and two 
disk arm moves. The arm moves are required 
because the disk data file and the SOCAL overlays 
are on different areas of the same disk. The time 
required for these arm movements varies, depending 
on several factors, but it may be considerable. 

A good average might be about 250 milliseconds or 
1/4 second. 

If the program must run at Overlay level 2, the 
picture changes considerably, as seen by Figure 
90.4. If it hits the correct disk record on the first 
try, it will require seven overlays and four disk 
arm moves. For each additional disk read looking 
for the correct record, add two overlays and two 
arm moves. Running time will be further length- 
ened. 



Figure 90.2. "Typical" commercial job -- rough flowchart 
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Figure 90. 3. Overlays and disk arm movements required at 
SOCAL level 1 


Figure 90,4. Overlays and disk arm movements required at 
SOCAL level 2 
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Figure 90. 5 summarizes the overlay pattern as it 
varies with the disk search. 

You can see the Overlay level 1 will not hurt 
performance too much. If each arm movement 
takes about 1/4 second, the processing time per 
card might jump from 8 to 8 1/2 seconds. Overlay 
level 2, on the other hand, may cause this program 
to run significantly more slowly. A typical indexed 
sequential file might require 15 disk reads to find 
the correct record. This would increase the time 
per card from 8 seconds to 16 seconds, or half the 
throughput rate. This could become even worse if 
the data file being searched were large or distant 
from WS, since the SOCAL area would be proportion- 
ately further away from the file area. 

The overlay time itself may be ignored, since 
it is quite small compared with the disk arm move- 
ment time. 

This example illustrates two principles: 

1. The disk data file must be organized so that 
items may be found quickly (see Section 85). 

2. For programs involving disk search tech- 
niques, as does the example, you should try dili- 
gently to avoid SOCAL Overlay level 2. 

The difference between level 2 and level 1 is 
either 620 words (READ and WRITE disk) or 700 
words (READ, WRITE, and FIND disk), but this 
does not mean that you must cut 620 or 700 words 
from your program to drop from level 2 to level 1. 

The CLB will use level 2 if the program is too big 
for level 1. (It may be one word too big or 700 
words too big. ) Every word you can cut from 
the size of the program increases the probability 
that the program will fit at level 1 rather than level 


Number of disk 
READS to find 

the desired 
record 

Overlay level 0 

Overlay level 1 

Overlay level 2 

Overlays 

Arm 

moves 

Overlays 

Arm 

moves 

Overlays 

Arm 

moves 

1 

0 

0 

4 

2 

7 

4 

2 

0 

0 

4 

2 

9 

6 

3 

0 

0 

4 

2 

11 

8 

4 

0 

0 

4 

2 

13 

10 

5 

0 

0 

4 

2 

15 

12 

10 

0 

0 

4 

2 

25 

22 

15 

0 

0 

4 

2 

35 

32 

20 

0 

0 

4 

2 

45 

42 


Figure 90.5. Single-drive 1130 system 


2. For this reason, you should strive to keep your 
programs as small as possible. Several means of 
doing this are discussed in the next subsection. 
Also, Section 70 gives many FORTRAN core saving 
tips. 

Note that the above analysis applies to single 
disk drive 1130 systems; the addition of a second 
disk drive would eliminate all the overlay-caused 
arm movements — assuming of course, that you 
have placed your data file on one disk and Working 
Storage on another. 
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THE ROLE OF THE PROGRAMMER 

In reading the preceding subsection, you may have 
got the idea that the 1130 Monitor has the major ef- 
fect on the performance of your programs and that 
you do not enter the picture unless the "system 
overlay scheme" fails to squeeze your program into 
core storage. 

Nothing could be further from the truth. The 
program the CLB was manipulating was, after 


all, planned, organized, and programmed by you, 
not by the CLB. 

Any one of these three functions, if not 
properly done, can force the CLB into building 
an inefficient package — one that may take five 
or ten times longer in execution than a similar (but 
better planned) program doing the same job. 

As mentioned earlier in this section there are 
many things you can do to avoid such inefficiencies; 
most of them are easy to understand, remember, 
and implement. 
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Planning for Performance 

The major factor affecting program performance is 
core storage and how it is used. Therefore, you 
should try to avoid core storage difficulties by 
planning for reasonably sized program packages. 

It may seem quite efficient to have the entire pay- 
roll processed by one comprehensive program, but, 
overall, it would probably turn out to be quite 
inefficient. Because it would be a very large 


program, it would probably involve many overlays 
and could run for eight hours, whereas four smaller 
programs might take only five or six hours. 

Section 60 contains many hints on how you may 
write small, modular programs. Besides helping 
to gain performance, modular programs have many 
other advantages over large, all-inclusive ones 
(they are easier to test, tend to keep errors from 
spreading, etc. ). 
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Organizing for Performance — How to Use LOCALS 


After its scope has been determined, a program 
should be organized into logical blocks that lend 
themselves to efficient segmentation. You should 
organize your program expecting to have problems 
concerning core storage . If you do not have prob- 
lems, very little time is lost. If you do, as is 
typical in most cases, you are in a position to create 
your own overlay scheme, if that of the loader will 
degrade the performance of your program. 

As you have seen, in Section 65, the Monitor 
gives you two overlay or segmentation methods : 
LOCAL subprograms and program LINKs. These 
two overlay schemes are entirely planned and 
executed by you, in contrast to the Core Load 
Builder’s automatic SOCALs. 

The three interact in one important way: If you 
can conserve enough core with LOCALS and LINKs, 
the CLB will not have to resort to SOCALs. As you 
saw earlier, SOCAL Overlay level 2 can seriously 
degrade the performance of some programs, partic- 
ularly those that search a disk data file looking for a 
certain key (man number, part number, etc. ). 

If you have a program such as this running at a 
comparatively slow rate, you should investigate it 
closely; if the program is using level 2 overlays, 
you should make a determined effort to reduce its 
size enough to allow CLB to use level 1. (To find 
out which overlay level is in use, execute the 
program with an L punched in column 14 of the 
// XEQ card. ) 

Figure 90.6 shows the same program used earlier 
as an example. To it has been added: 

INIT The Initialization routine 

WKAP The wrap-up routine (grand totals) 

and three exception subroutines : 

BADCD "Bad input card” message 

NOHIT "No such item on disk” message 

NEWPG Page heading routine 
In addition, the following have been made into sub- 
routines : 

READC Read card 
CALCl Calculations Part 1 
CALC2 Calculations Part 2 

CALCS Calculations Part 3 

MISC Miscellaneous arithmetic 

How should you go about reducing the size of this 
program? Many programmers, irked at the fact that 
their program does not fit in core storage, take 
an "I'll show ’em” attitude and make all subrou- 
tines LOCAL. This probably will eliminate 




Figure 90. 6. 
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the need for Overlay level 2, but is a rather extreme 
case of over-reacting to a problem. Figure 90. 7 
shows the way in which this program would run, if 
all seven subroutines were LOCAL and Overlay 
level 1 were used. Each card processing cycle 
would involve 11 overlays (7 LOCALS, 4 SOCALs) 
and 4 arm movements (these figures are not depend- 
ent on the number of times the disk must be read 
before finding the desired item). 

Reviewing Figure 90.7, it seems that you are 
somewhat better off than if you had used Overlay 
level 2, but you still require an excessive number 
of overlays and arm movements. 

It would have been far more prudent to LOCAL ize 
only BADCD, NOHIT, and NEWPG, three subroutines 
that are only used occasionally. This would reduce 
your LOCAL overlays drastically and might save 
enough core storage for Overlay level 1 to be used. 

Another technique that would reduce the size of 
this program is the use of LINKs. The blocks 
called INIT and WRAP could easily be separated 
from the main program, and made into what can be 
called "one-shot LINKs". This might save enough 
core storage to eliminate the need for LOCALS and 
SOCAL level 2 altogether. 

Another LINK is possible here — a type you might 
call a "repetitive LINK". Suppose you split the main 
program into: 

PARTI 

a. Read card 

b. Look up key in index 

c. CALL LINK (PART2) 

PART2 

a. Read disk 

b. Check if correct record foimd 

c. Calculations 

d. Write new disk record 

e. CALL LINK (PARTS) 

PARTS 

a. Print results 

b. Miscellaneous arithmetic 

c. CALL LINK (PARTI) if not finished 
CALL LINK (WRAP) if finished 

This arrangement is particularly good, for several 
reasons : 

• It cuts the original program into five pieces 
(two small and three large). 

• It isolates the I/O into separate LINKs — for 
example : 

PARTI uses neither the disk nor the printer. 

PART2 uses neither card nor printer. 

PARTS uses neither card nor disk. 

This reduces the sizes of these LINKs substantially 

• It probably eliminates the need for SOCALs 
and LOCALS altogether. 
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Figure 90.7. 
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To summarize, a typical program has been seg- 
mented in several different ways, and the probable 
effect of each way on performance has been dis- 
cussed. The purpose has not been to illustrate that- 
LINKS are better than LOCALS , or that LOCALS 
are better than SOCALs , or any other hard and fast 
rule. The purpose has been to illustrate that the 
options must be chosen wisely, not blindly. The 
easiest way, letting the CLB do it with SOCALs, 
may or may not be the best in terms of performan^ce. 
The next easiest way — LOCALS — may or may not 
be best. The only way to determine which is best 
is to 3raw a flowchart of the type shown and to 
tailor the overlay option to the program. 

You can generalize somewhat, with some 
common-sense do's and don’ts; 

1. DON'T worry about the performance of a 
program that runs for only a few minutes , or that 
is used only occasionally. Concentrate your efforts 
on the long-running, everyday jobs. 

2. DON'T place an overlay, or cause one to be 
placed, within a loop that reads from the disk. For 
example, take the problem discussed above, where 
you have a loop of the type; 

Read disk record 

Compare disk key to sought-for key 

If not equal, repeat 

SOCAL level 2 will overlay the Disk I/O package 
(required for the Disk READ) and the Arithmetic 
package (required for the subtraction within the IF 
statement parentheses). Furthermore, the disk 
READ command requires the disk arm to move away 


from the SOCAL disk area. This repetitive disk arm 
movement may have a disastrous effect on the 
running time of the program. 

If you place a LOCAL subroutine within this loop, 
it will have the same effect as if the CLB had in- 
cluded a SOCAL. 

3. DON'T LOCALize subprograms that are 
always used, unless it is absolutely necessary to 
get the program into core storage. DO LOCALize 
subprograms that are the exception rather than the 
rule (error messages, new page headings, initial- 
ization, final totals, unusual payroll deductions , 
etc. ). 

4. DO minimize the amount of coding between 
DISK I/O commands. This, in turn, will minimize 
the chance of an overlay (SOCAL or LOCAL) which 
will require that the disk arm move from the data 
area to the overlay area and back again. 

5. Also, DON'T LOCALize a subprogram that is 
called between two disk statements. For example, 
suppose a program has the following sequence; 

DISK I/O 
CALL SUB 
DISK I/O 

In this case SUB should not be made LOCAL, since 
it will force excessive disk arm movement. 

6. DO plan for problems with performance — 
either a program too large for core or a program 
that does not nm as fast as it might. Keep the 
scope (and therefore the size) of each program 
modest; program as a series of LINKs; design the 
exception routines as subprograms; etc. 
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Programming for Performance 


Reducing Core Storage Requirements 


You have seen in the preceding examples that system 
performance is very closely related to the size of a 
program, hi general, the larger the program, the 
more slowly it will run. This degradation is not 
evidenced in a gradual way; because of the SOCAL 
and LOCAL system, it will show up in sudden jumps 
or drops in throughput rates. Suppose you have an 
1131 Model 2B (8K) and the familiar "typical" 
program. With no overlays you have about 4500 
words for your program; with Overlay 1, about 
4920 words; with Overlay 2, about 5620 words. 
Assuming these figures to be exact, this means that: 


If your program size is 

It will: 

1 — 4500 words 

Fit with no overlays 

4501 — 4920 words 

Require Overlay 1 

4921 — 5620 words 

Require Overlay 2 

5621 words or more 

Not fit in core stor- 
age without further 
work 


If you add 1 word to a 4920-word program, it will 
suddenly require Overlay 2 and may take twice as 
long to execute. (It may also take no longer than 
before — this depends on the program.) 

Conversely, if you have a program at level 2, 
it may take anywhere from one word to 700 words to 
make it drop to level 1. If it was 4921 before, it 
will take only one word; if it was 5620, it will take 
7;.^0 words. 


To make a long story short, every word counts. 

You should always keep this fact in mind and strive 
to write efficient programs. Section .70 gives many 
core saving tips; Section 65 also gives some ideas 
for improving the SOCAL system. Repeating the 
FORTRAN tips (the details are given in Section 
70. 50. 20): 

1. Use the DATA statement wherever possible. 

2. Keep FORMAT statements compact. 

3. Take square roots and raise numbers to 
powers in the most efficient manner. 

4. Code efficient I/O statements. 

5. Avoid long subroutine argument lists. 

6. Don’t include unneeded I/O devices on the 
*IOCS card. 

7. Avoid arithmetic with constant subscripts. 

8. Remove the TRACE from production status 
programs. The trace package requires about 140 
words of core storage. In addition, it requires that 
Data Switch 15 be interrogated every time you 
"execute" an equal sign, IF statement, or computed 
GO TO. This requires 150 to 200 microseconds 
each time; some programs may do this tens of 
thousands of times in the course of one run. 
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Programming Techniques to Increase Speed 

Just as reduced program size can improve per- 
formance, so can several programming techniques. 
All involve utilizing the overlapped I/O capability 
of the 1130. The hardware of the 1130 allows for the 
overlapping of almost all I/O devices; however, the 
programming system used determines which imits 
can actually be made to rim concurrently with 
other xmits, or with the central processor. (See 
Figure 90. 8. ) 

Overlapping means that you can; 

1. Tell the device what it is to do. 

2. Start it going (printing, punching, etc.). 

3. Then continue with other processing before 
the device has actually finished what it has started. 

This section covers those units that can be over- 
lapped by standard FORTRAN. The use of the 
overlapped I/O feature of the Commercial Sub- 
routine Package is discussed in Section 70. 


Unit 

FORTRAN 

FORTRAN 
with Commercial 
Subroutine Package 

Assembler 

1442-6 or -7 Reader 


Yes 

Yes 

1442-6 or -7 Punch 


Yes 

Yes 

1442-5 Punch 


Yes 

Yes 

Console Typewriter 


Yes 

Yes 

Console Keyboard 



Yes 

1132 Printer 


Yes 

Yes 

1403 Printer 

Yes 

Yes 

Yes 

Disk - Arm Movement (FIND) 

Yes 


Yes 

- Reading 



Yes 

- Writing 



Yes 

2501 Reader 


Yes 

Yes 

1627 Plotter 

Yes 



1 134 Paper Tape Reader 



Yes 

1055 Paper Tape Punch 



Yes 


Figure 90. 8. Programming systems permitting overlapped operations 


The FIND Statement. Because it is an optional 
feature of FORTRAN, some programmers are un- 
aware of, and/or neglect, the use of the FIND state- 
ment. However, in many disk-oriented programs 
it can increase performance significantly. It can be 
added to any program quite easily and is simple to 
use. 

Suppose your program calls for a disk read from 
record NR of file 6 : 

READ (6 'NR) DATA 

The disk subroutine will automatically compute 
where that record resides, move the disk arm to the 
proper position, and read the data. As mentioned 
many times earlier, the second job, the movement 
of the disk arm, may take much longer than the 
other two functions. 

The FIND statement 
FIND (6 'NR) 

ahead of the READ (or WRITE) will cause the sub- 
routine to compute the location of record NR, start 
the disk arm moving to that location, and then con- 
tinue processing other FORTRAN statements. 

The secret of the FIND statement is self-evident: 
it should be placed as far in advance of the actual 
READ or WRITE statement as possible. In this way 
you can get the arm moving, overlapping its move- 
ment or "seek" time with computations, printing, 
etc. 

Let us take a portion of a FORTRAN program 
that looks like this : 

FIND (6 ’NR) 


other FORTRAN coding 
READ (6 'NR) DATA 

Suppose it takes 700 milliseconds to move the 
disk arm to record NR from where it happens to be 
now. Suppose also, that the "other FORTRAN 
coding" shown takes 300 milliseconds. Without 
the overlapping gained by the FIND statement, the 
.otal time would be 700+300 or 1000 milliseconds. 
With the FIND statement, the total time would drop 
to 700 milliseconds, since the 300 milliseconds 
is "buried” within the 700 milliseconds seek time. 
Figure 90. 9 illustrates this graphically. This 
night amount to only 20 or 30 minutes a day, 
but it is so easy to implement that it is certainly 
worth the trouble of punching a few FIND cards. 

If you are using LOCALS, and/or the CLB has 
included SOCALs, the FIND statement will not be 
executed. The Monitor will take care of this auto- 
matically. The reason is obvious: if you FIND a 
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record then call a LOCAL or SOCAL subprogram, 
the entire purpose of the FIND will have been 
negated, and you will wind up increasing disk seek 
time rather than decreasing it. If you know you 


will have LOCALS or SOCALs, you may want to 
remove all the FIND statements from your program, 
eliminating the SDFND subroutine, which is approx- 
imately 80 words long. 


Without the FIND statement: 


READ 




Other 

Coding 

Compute 

Location 

of Record 

Arm Movement 

Read 

Record 

Continue 






oww 1 \ 





Total time = 700 + 300 + X + Y 

X is small compared with the others. 


With the FIND statement: 

FIND 

1 


■ 700 msec 


READ 


Compute 
Location 
of Record 


Arm Movement 


Other Coding 


■300 msec- 


Compute 
Location 
of Record 


Read 

Record 


Total time = 700 + X + X + Y 

X is small compared with the others. 


Figure 90. 9. 
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THE ROLE OF THE 1130 HARDWARE 
General 

The last component in the user/hardware/software 
trio is the 1130 hardware itself. Because this sec- 
tion is concerned primarily with increasing perform- 
ance, the discussion will concentrate on the ways 
you can improve throughput by the use of alterna- 
tive hardware configurations. 

The first step is the separation of run time into 
four basic elements; 

1 . Productive time that cannot be improved by 
hardware changes 


2. Productive time that can be improved by 
hardware changes 

3. Nonproductive time that cannot be improved 
by hardware changes 

4. Nonproductive time that can be improved by 
hardware changes 

The third is included only for completeness; using 
the definitions, there are no meaningful items to dis- 
cuss in this area. 

Productive time is the time that the 1130 occupies 
itself doing something you want it to do. Nonproduc- 
tive time applies to activities that maybe necessary, 
but that are unproductive from your point of view. 
Some examples of the latter are disk seeks, reading 
LOCAL and SOCAL overlays, etc. 
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Productive Time That Cannot Be Improved by Hard- 
ware Changes 

Some of the 1130 system components are available 
in only one model; therefore, it is impossible to in- 
crease performance by changing them. The type- 
writer, the console keyboard, the paper tape reader. 


and the paper tape punch are four such devices, hi 
addition, the reading/writing speed of the disk is 
constant, which means that the reading/writing of 
your data records cannot be speeded up through 
hardware changes. However, because more disk 
drives may be added, certain other times relative 
to the disk (seeks, reading of overlays) may be re- 
duced; they are therefore covered in a later section, 
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Productive Time That Can Be Improved by Hard- 
ware Changes 

There are five elements of productive time that 
can be improved by changing the model or speed of 
an 1130 component. That is, you can: 

• Reduce plotting time by switching to a faster 
plotter 

• Reduce card reading time by obtaining a 
faster card reader 

• Reduce card punching time by obtaining a 
faster card punch 

• Reduce printing time by obtaining a faster 
printer 

• Reduce computing time by changing to a 
faster CPU 

Plotting 

This is a somewhat special case; two plotting 
speeds are available, but they are tied to carriage 
sizes. The 1627 Model 1, with an 11-inch carriage, 
is twice as fast as the Model 2, which has a 29 1/2- 
inch carriage. However, most users have chosen 
one model or the other on the basis of carriage size, 
rather than speed, and are not in a position to 
change models just to increase speeds. 


Card Reading 


There are four different card readers that may be 
attached to the 1130 system, each with a different 

card-read time : 


Reader 

Milliseconds per card (approx.) 

1442 Model 6 

200 

1442 Model 7 

150 

2501 Model A1 

100 

2501 Model A2 

60 


If your programs use standard FORTRAN, none 
of the specified card read time will be overlapped 
with any other activity. 

If you have a 1442-6 on your 1130, for example, 
the time to read ten cards will be 10 X 200 or 2000 
milliseconds. This is in addition to whatever manip- 
ulation must be performed on the data on those 
cards. In a FORTRAN program, the system must, 
at the very least, convert the Hollerith card codes 
to EBCDIC, break that down according to the speci- 
fied FORMAT statement, and, finally, place the 
resulting data in the proper core location. 

The rated speed of the 1442-6 is 300 cards per 
minute, but this assumes that the 1130 reads a card 
every 200 milliseconds. It is true that the reading 
of each card will take 200 milliseconds, but the 
system may not read a card every 200 milliseconds. 
If the Intervening processing takes 100 milliseconds, 
it will read one card every 300 milliseconds, 
yielding a speed of 200 cards per minute. 

You see, then, that rated I/O device speeds are 
difficult to use when evaluating potential system 
improvements. You must compare alternatives 
on the basis of the time per card that the CPU is 
prevented from doing something else. 

Suppose you have a 1442-6, and you time one of 
your representative jobs. It reads 2100 cards, and 
runs for ten minutes (600,000 milliseconds). You 
know, from the timing table, that the 1130 must 
have spent 2100 X 200 or 420,000 milliseconds 
reading cards, and 600,000-420,000 or 180,000 
milliseconds doing something else. 

If you changed to a 1442-7, the card read time 
would drop to 2100 X 150 or 315, 000 milliseconds, 
the "something else" would remain at 180, 000 
milliseconds , and the total run time would drop 
from 600,000 milliseconds to 495,000 milliseconds, 
or from ten minutes to about 8 1/4 minutes. 
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The 2501, because of its clutch arrangement, 
requires a special analysis. The 2501-Al, the 600- 
card -per -minute reader, will read at fixed speeds of 
600 cpm (100 millisec) 

300 cpm (200 millisec) 

200 cpm (300 millisec) 

150 cpm (400 millisec) 

120 cpm (500 millisec) 

100 cpm (600 millisec) 
etc. 

and the 2501-A2, the 1 00 0-card-per -minute reader, 
will read at fixed speeds of 
1000 cpm (60 millisec) 

500 cpm (120 millisec) 

333 cpm (180 millisec) 

250 cpm (240 millisec) 

200 cpm (300 millisec) 

166 cpm (360 millisec) 
etc. 

To calculate the expected improvement in timing 
due to a 2501-Al, we must, as before, substitute 
100 milliseconds for the 200 milliseconds (1442-6), 
to get 2100 X 100 or 210,000 milliseconds read 
time, add the 180,000 milliseconds other time, 
obtaining 390,000 milliseconds or 15 minutes. 
Dividing this into the number of cards read (3000), 
we find that this yields a rate of 323 cards per 
minute. 

However, the clutch arrangement of the 2501-Al 
will not allow it to run at 323 cards per minute, so 
the next lower speed (300 cpm) must be assumed. 
2100 cards at 300 cpm yields a total time of seven 
minutes. 

A similar analysis for the 2501-A2 gives a 
theoretical speed of 412 cpm, but, choosing the next 
lower speed, 333 cpm, the total run time is calcu- 
lated as 6 . 6 minutes . 


Card Punching 

Three different card punches are available for use on 
the 1130 system; all three operate in the same mode, 
punching one column at a time. 

Card Punch Milliseconds per Card Column 

Punched or Spaced 

1442 Model 6 12. 5 plus 12. 5 per column 

1442 Model 7 6.5 plus 6. 5 per column 

1442 Model 5 6.5 plus 6 . 5 per column 

Models 6 and 7 both read and punch; Model 5 only 
pxmches . 

The overall speed is determined by the last 
column pimched, rather than the number of columns 
punched. If you skip the first 20 columns and punch 
into the 21st, you have punched or spaced 21 columns 
and the time for that number will apply. Figure 
90. 10 gives the punching time for the three models, 
as they vary with the last column punched. 

To continue the previous example, suppose that 
of the 2100 cards read, the program punched into 



Figure 90. 10. 
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the first 20 columns of 500 of them. For the 1442-6, 
the breakdown now becomes : 

Operation Milliseconds 


Read 2100 cards 


420,000 


Printing 

Three different line printers may be attached to the 
1130 system, each having different print and skip 
times: 


I'unen columns, 

500 cards 


Printer 

Approximate Time in Milliseconds 

Something else 

48,750 


Print 1 Line 

Skip 1 Line 

Total 

600,000 

1132 

750 

16 



1403 Model 6 


175 (3.6- 




or 


microsec- 


With the 1442-7, it becomes: 




ond CPU) 

5 

Read 2100 cards 

210,000 

Model 7 


100 (2.2- 


Punch 20 col. 500 cards 

68,250 


microsec- 


Something else 

48, 750 


ond CPU) 


Total 

327,000 

To illustrate the improvement possible in this 


or 5.5 minutes 

Note that the times shown apply only to the time 
actually spent punching. If the card being punched 
was previously read, the punch time may be simply 
added to the total. If the card being punched was 
not previously read, you must add 200 or 150 
milliseconds of read time per card to allow for the 
^feeding of cards past the read station, even 
though they were not read. This will always be 
the case with the 1442-5, which cannot read cards. 


area, let us take an example similar to the last one. 
Suppose you have a program that is essentially a card 
listing job. hi ten minutes it reads 600 cards, 
prints 600 lines, and skips 100 lines. This can be 
broken down as follows : 


Operation 
Read card (1442-6) 
Print (1132) 600 @750 
Skip 100 @ 16 
"Everything else" 
Total 


Milliseconds 

120,000 

450,000 

1,600 

28,400 


600,000 (10 

minutes) 

If you replace the 1132 with a 1403-6, your print 
and skip times drop: 

Print (600 @ 175) 105,000 

Skip 100 @ 5 500 

Added to the card read time and the "ever 3 d;hing else" 
time, which remains the same, this results in a total 
time of 253, 900 milliseconds, or about 4 1/4 minutes, 
as opposed to 10 minutes. 

Note that despite this dramatic increase in 
throughput, the 1403 is printing at only 141 (600/4.25) 
lines per minute, far below its rated speed of 340. 

The 1132 was also below its rated speed of 80 1pm, 
since it printed 600 lines in ten minutes, or 60 1pm. 

This shows again that rated speeds of cards per 
minute, lines per minute, etc, cannot be used when 
investigating alternate approaches to improving 
throughput. The only usable figure is the length of 
time the CPU is tied up — that is, prevented from 
doing something else. 

This example has assumed a 3. 6 -microsecond 
CPU; if the 1130 were a Model C (2.2 microseconds), 
a 1403 time of 100 milliseconds would be used. The 
overall time would drop to 3. 5 minutes, for a speed 
of 172 1pm. 

In all cases of 1403 timing investigations, you 
must calculate the resulting lines per minute to make 
sure that it does not exceed the rated speed of the 
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printer. For example, an analysis that indicates a 
1403 speed of 450 1pm must be modified if the printer 
considered is a 1403-6, which cannot exceed 340 1pm. 

The 750-millisecond time for the 1132 is based on 
standard FORTRAN, which is not overlapped. 

The 176 (or 100) millisecond time for the 1403 
consists mainly of the conversion from EBCDIC to 
1403 code - the 1403 itself is buffered, and the time 
required to fill the buffer is quite small. The 176 
milliseconds drops to 100 on a 2.2 microsecond 
CPU because of the faster CPU. See the next sub- 
section. 


Computing 


The 1131 Central Processing Unit is available with 
one of two basic cycle times: 3.6 microseconds 
(Models 1 and 2) or 2.2 microseconds (Model 3). In 
more basic terms, the Model 3 will compute in .61 
the time of the Model 1 or 2. 

However, in this area it is not quite as easy to 
calculate the improvement to be expected from the 
faster CPU. The problem is that you often don’t 
know how much time you were computing before 
(with a 3. 6 -microsecond CPU), in which case you 
cannot possibly tell what effect the 2. 2 -microsecond 
CPU will have. 

Let us review the previous example: 1442-6 and 
1132; ten minutes run time, read 600 cards, print 
600 lines, skip 100 lines. The times in milliseconds, 
were: 


Card read 120,000 

Print and skip 451,600 

"Everything else" 28, 400 

Total 600,000 (10 minutes) 

The only way you determined the 28,400 milliseconds 
of "everything else" was by subtracting one known 
value (I/O times) from another known value (total 
run time) . 

If you know that all 28,400 milliseconds were 
spent in computing, you can calculate that the 2.2- 
microsecond CPU will do the same amount of work 
in 61% of that time, or 17,300 milliseconds, a 
reduction of 1, 100 milliseconds or 1. 8 minutes. 

If those 28,400 milliseconds had included any disk 
operations, you could not have made the above esti- 
mate, since you would have had no way to determine 
the split between disk activity and computing. Aside 
from a good estimate, which would be quite an 
achievement, the only way to evaluate the effect of 
a new CPU in this case would be to take your program 
to such an 1130, nm it, and time it. 
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Nonproductive Time that Can Be Reduced by Hard- 
ware Changes 


By definition, three items fall into this category: 

1. DISK seek, to get from one data record to 
the next 

2. DISK seek, to get from data area to overlay 
area, and vice versa 

3. DISK read to read overlay 

All three items are necessary, but xmproductive as 
far as you are concerned. Note that item 1 is re- 
quired whenever you are using data files , item 3 
whenever you are using overlays (SOCALs, LOCALs, 
and/or LINKs), and item 2 whenever you have both 
overlays and data files. 

The time requirements of all three are difficult 
to determine, so an exact analysis will not be 
attempted, as with the card readers, punches, etc. 

There are two hardware changes that will reduce 
these times : 

1. More core storage, which will probably 
eliminate overlays, and therefore items 2 and 3. 

2. More disk drives, which will allow a re- 
distribution of files and overlays, and reduce items 
1 and 2. 


Additional Core Storage 

Asside from programmer convenience, the main 
advantage in adding more core storage is its probable 
effect on performance, or run time. If you can 
execute your programs without any overlays, they 
can be expected to run at some "top" speed, 
governed mainly by the amount of productive work 
you want done. 

Additional Disk Drives 

Unlike core storage , which will probably be aug- 
mented to improve performance, additional disk 
drives are likely to be considered primarily to 
increase capability — the capability to copy disks, 
the additional storage gained, etc. hi many cases, 
however, the move from a single to a multiple disk 
1130 system may be accompanied by a gain in 
throughput or performance. This will be true only 
if you plan your system so that the LOCAL/SOCAL 
overlays are on a cartridge other than the one on 
which the data files reside. 

The location (cartridge ID number) of the data 
files is specified on the *FILES card. The LOCAL/ 
SOCAL overlays are either (1) in Working Storage, 
if the program is executed immediately after 
compilation, or (2) with the mainline program (in 
UA or FX), if the program has been stored in core 
image format. If they are in Working Storage, the 
Monitor should be informed, with the JOB card, to 
use the Working Storage on a disk cartridge other 
than the data file cartridge. If they are with the 
mainline program (in UA or FX) , you should make 
sure the core load is stored on a cartridge other 
than the data file cartridge. 
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SOME CASE STUDIES OF PERFORMANCE 
IMPROVEMENTS 

General 

This section is designed to present a general guide 
to the principles involved in improving performance. 
It also shows many of the techniques used to fit a 
large problem into core, stressing how to do so 
without adversely affecting performance. 


In order to best illustrate these principles, three 
case studies, or sample problems, are shown in de- 
tail: 

• Case I — a commercial job, typical of a 
payroll-type application 

• Case II — a commercial job, typical of an 
accounting type application 

• Case III — a scientific or technical job, in- 
volving mostly computation, with little or no input/ 
output 

All examples are based on an 8K 1130 system, 
but the principles are the same for any size machine. 
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Case I 

The first example uses a typical payroll-type 
application to show one approach to improving per- 
formance. It may not be the best approach, but it 
results in a set of programs that produce the 


desired result, fit in core storage, and operate at 
a near-maximum throughput rate. 

A rough block diagram of this job, marked 
to show what action has been taken, is included 
with each step. 
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step 1 

The first time we are able to try to execute the 
program PAYRO we are informed that it does not 
fit in core storage, needing 388 (hexadecimal) or 
904 words. 


7061 FILEN 
7061 01A7 


// XEQ PAYRO L : 

*FILES( 1»FILEN) 

FILES ALLOCATIOfM 
1 01A3 0001 

22 0000 0001 
STORAGE ALLOCATION 

R 40 07A0 (HEX) ADDITIONAL CORE REQUIRD 

ARITh/FUNC SOCAL WD CNT 
FI/0. I/O SOCAL WD CNT 
DIS< FI/0 SOCAL WD CNT 
ADDITIONAL CORE REQUIRD 


43 

44 

45 


OlFC (HEX) 
06Ee (HEX) 


R 40 


02A2 

0368 


(HEX) 

(HEX) 


R 18 PAYRO LOADING HAS BEEN TERMINATED 
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step 2 

In order to test the program, we make all five sub- 
routines LCXIIAL and find that it now fits in core, 
but requires SOCAL level 2. Running of the pro- 
gram is accompanied with quite a bit of disk arm 
movement, which slows it down considerably. 


The subroutines are: 

SUBW — Error message (hardly ever called) 
SUEZ — New page headings (once every 25 
employees) 

SUBYl — FICA routine (almost always called) 
SUBY2 — Special deductions (one out of every 
six employees). 

SUBY3 — Savings Bond deduction (one out of 
every three employees) 


// XEQ PAYRO L 2 
*FILES( IfFILEN) 

*LOCALPAYRO. SUBW (SUBZt SUBYl (SUBY2tSUBY3 
FILES ALLOCATION 

1 01A3 0001 7061 FILEN 

22 0000 0001 7061 01A7 

STORAGE ALLOCATION 

R AO 03E3 (HEX) ADDITIONAL CORE REQUIRD 
R A3 OlFC (HEX) ARITH/FUNC SOCAL WD CNT 
R AA 06E8 (HEX) Fl/Ot I/O SOCAL WO CNT 
R AS 02A2 (HEX) DISK FI/O SOCAL WD CNT 
R A1 OOAA (HEX) WOS UNUSED BY CORE LOAD 
CALL TRANSFER VECTOR 


OATSW 

1902 

SOCAL 1 

SUBY3 

1701 

LOCAL 

SUBY2 

17C9 

LOCAL 

SUBYl 

17C9 

LOCAL 

SUBZ 

1701 

LOCAL 

SUBW 

1765 

LOCAL 

LIBF TRANSFER VECTOR 

HOLTB 

lEBB 

SOCAL 2 

EADDX 

1683 

SOCAL 1 

XOD 

1988 

SOCAL 1 

FARC 

1966 

SOCAL 1 

XMO 

192A 

SOCAL 1 

ELOX 

1528 


NORM 

159A 


HOLEZ 

1E52 

SOCAL 2 

EBCTB 

lEAF 

SOCAL 2 

GETAD 

1E06 

SOCAL 2 

IFIX 

1568 


PAUSE 

18EC 

SOCAL 1 

ESBR 

16D8 

SOCAL 1 

EADO 

187D 

SOCAL 1 

EDIV 

162A 

SOCAL 1 

EMPY 

17F6 

SOCAL 1 

EDVR 

170E 

SOCAL 1 

FLOAT 

155E 


SUBSC 

15A0 


ESTO 

1516 


ELD 

152C 


PRNTZ 

IDAS 

SOCAL 2 

CAROZ 

1C9E 

SOCAL 2 : 

WRTYZ 

1C62 

SOCAL 2 

SFIO 

1809 

SOCAL 2 

SOFIO 

1885 

SOCAL 3 

SYSTEM 

SUBROUTINES 

ILSOA 

OOCA 


ILS02 

00B3 


ILSOl 

1EC2 


ILSOO 

lEOO 


FLIPR 

15DC 



1AB7 (HEX) IS THE EXECUTION ADDR 
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step 3 

Studying the flowchart, we see that this program 
could be split into three smaller programs, or 
LINKS: 

PGMAB, which is made up of blocks A and B 
PGMX, which was block X 
MAIN, which is the main program 
Executing with no LOCALS, we find that the program 
MAIN requires SOCAL level 2 to fit into core, and 
that it runs no faster than before. 


7061 FILEN 
7061 01A7 


.// XEQ MAIN L 
♦ FILESl l»FILEi\|) 

FILES ALLOCATION 
1 01A3 0001 

22 0000 UOOl 
STORAGE ALLOCATIOiM 

R AO 03C5 (HEX) AODITIONAL CORE REQUIRO 

R A3 OlFC (HEX) ARITrl/FUNC SOCAL WD CNT 

R AA 06E8 (HEX) FI/0. I/O .'lOCAL WD CNT 

R A5 02 A2 (HEX) (5ISK. FI/0 JOCAL WO CNT 

R A1 OO&E (HEX) wOS UNUSED BY CORE LOAD 

CALL transfer vector 


SUBW 

1753 



SU6Z 

1627 



SUBYl 

155F 



SU6Y2 

13CF 



SUBY3 

123F 



DATSW 

19A6 

SOCAL 

1 

■IBF transfer 

1 VECTOR 

HOLTB 

lEFF 

SOCAL 

2 

EADDX 

18C7 

SOCAL 

1 

XOD 

19CC 

SOCAL 

1 

FARC 

19AA 

SOCAL 

1 

x;.iD 

1968 

SOCAL 

1 

ELDX 

11 AO 



norm 

1788 



HOLEZ 

1E96 

SOCAL 

2 

EBCT6 

1E93 

SOCAL 

2 

GETAD 

lEAA 

SOCAL 

2 

IFIX 

175C 



PAUSE 

1930 

SOCAL 

1 

ESBR 

191C 

SOCAL 

1 

EADD 

laci 

SOCAL 

1 

EDIV 

1868 

SOCAL 

1 

EKPY 

183A 

SOCAL 

1 

EDVR 

1822 

SOCAL 

1 

FLOAT 

1176 



SUBSC 

1158 



ESTO 

112E 



eld 

llAA 



PRNTZ 

108C 

SOCAL 

2 

CAROZ 

1CE2 

SOCAL 

2 

WRTYZ 

1CA6 

SOCAL 

2 

SFIO 

1910 

SOCAL 

2 

SDFIO 

18C9 

SOCAL 

3 


SYSTEM SUBROUTINES 
ILSOA UOCA 
ILS02 0063 
ILSOI 1F06 
ILSOO 1F21 
FLIPR 1762 

lOCF (HEX) IS THE EXECUTION ADDR 
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step 4 

Making all five subroutines LOCAL again, we find 
this is just enough to eliminate SOCALs, but does 


not speed up the program, since SUBYl, the 
FICA routine, is called for almost every employee 
and causes the disk arm to be moved from the data 
file area back to the overlay area, and vice versa. 


// XEO MAIiN L 2 

♦ LOCALMA I iN.SUBWf Suez t SUBYl , SUB Y2. SUB Y3 
*FILESl 1 .FILE, M) 

FILES ALLOCATIOiN 

1 01A3 0001 7061 FILEN 

22 0000 0001 7061 01A7 

STORAGE allocation 

R A1 OOOA (HEX) WDS UNUSED BY CORE LOAD 
CALL TRANSFER VECTOR 


DATSW 

1B7E 


SUBY3 

1E9F 

LOCAL 

SUBY2 

1F67 

LOCAL 

SUBYl 

1F67 

LOCAL 

Suez 

1E9F 

LOCAL 

SUBrt' 

1F03 

LOCAL 

LIBF TRANSFER 

; VECTOR 

HOlTB 

1D59 


EADDX 

lAFF 


XDD 

ICDC 


FARC 

ICBA 


X,MD 

1C78 


ELDX 

1A12 


NORiM 

ICAE 


HOLEZ 

1C18 


EBCTB 

1C15 


GETAD 

IBCC 


IFIX 

IBAO 


PAUSE 

iB68 


ESBR 

IBSA 


EADD 

1AF9 


EDIV 

lAAO 


EMPY 

1A72 


EDVR 

1A5A 


Float 

1AA8 


SUBSC 

1A2A 


ESTO 

lAOO 


ELD 

1A16 


PRNTZ 

193E 


CARDZ 

189A 


WRTYZ 

1858 


SFIO 

14CF 


SDFIO 

11D9 


SYSTEM 

SUBROUTINES 

ILSOA 

00C4 


ILS02 

00B3 


ILSOl 

1F74 



ILSOO 

FLIPR 


1F8F 

107A 

lOCF (HEX) 


IS THE EXECUTION ADDR 
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step 5 

Since SUBYl as a LOCAL is slowing down the pro- 
gram, we must try to keep it in core storage at all 
times. However, the previous load map showed that 
there are only four words unused by the package, 
and SUBYl is 400 words long. If we could free up 
396 words, SUBYl could be taken out of the LOCAL 
category, and the program would be speeded up. 

(Realize, of course, that SUBYl could easily be 
made non-LOCAL, but that SOCALs would then be 
required. The secret is to avoid both SOCALs and 
a LOCAL SUBYl). 

Note also that SOCALs would cause the program 
to run even slower. Since the sequence of the 
program is a repetition of 

a. I/O 

b. DISK 

c. ARITH, including SUBYl 

d. DISK 

e. ARITH 

f. I/O 

SOCAL level 1 will cause the disk arm to be moved 
between the data area and the overlay area between 
steps 

a and b 
b and c 
c and d 
d and e 

while SUBYl as a LOCAL will require such a move- 
ment only between steps 
b and c 
c and d 

After considerable study, we decide that there is 
very little that can be done to further improve the 
performance of this program, unless, of course, we 
can reduce its size by 396-100 or 296 words (Flip- 
per would no longer be required) . 

Because SUBYl handles the FICA calculation, it 
will be called less and less as the year progresses, 
since more employees will attain a ’’paid up” status. 
(This won't be true, however, if your test for "paid- 
up” is done inside the subroutine'. It should be made 
in the mainline program, otherwise SUBYl will be 
called every time , whether the employee gets a deduc- 
tion or not.) 


Discussion of Case I 

Here you have seen one way to fit this "typical” 
program into core, at little or no sacrifice in 
throughput. There maybe other ways to do the same 
thing; there may be better ways. 

Basically, common sense is used — a step-by- 
step segmentation of the program, with each step 
having a greater effect on performance: 

1. Make LOCALS out of those subroutines that 
are not always called. 

2. Break the program into LINKs. 
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Case II 

This program is of a basically different organization 
than Case I. It is typical of a job in which the input 
consists of a master card followed by a variable 
number of detail cards, with the sequence repeated 
many times. Some good examples of this type of 
job are billing, accounting, cost systems, etc. 


Assume that this application is some type of project 
cost system, with a master card for each project, 
followed by a series of detail or change cards per- 
taining to that project. These detail cards may be 
due to labor or materials charges against the 
project or, in a few cases, an accounting depart- 
ment adjustment. 
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step 1 

After several tries, the program COST achieves a 
successful compilation, only to be met by the R40 


and R18 messages shown. Even after SOCAL level 
2 has been attempted, this program package exceeds 
core storage by 43E or 1086 words. 


// XEQ COST L 1 
*FILES( l.FILEN) 

FILES ALLOCATION 

1 01A3 0001 7061 FILEN 

22 0000 0001 7061 01A7 

STORAGE ALLOCATION 

R AO 08AC (HEX) ADDITIONAL CORE REQOIRO 
(HEX) ARITH/FUNC SOCAL WD CNT 
(HEX) ‘^I/O. I/O SOCAL WD CNT 
(HEX) DISK FI/0 SOCAL WD CNT 
(HEX) ADDITIONAL CORE REQUIRD 


01E6 

06E8 

02A2 

043E 

COST 


LOADING HAS BEEN TERMINATED 


J 





labor card; 


adjustment 


card; unusual. 
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step 2 

Observing the flowchart, we see that we are fortu- 
nate in having several subroutines that are seldom, 
if ever, called; 

• BADCD, the illegal card message 

• NEWPG, the skip to new page routine 

• FINAL, the final total routine 

• T, U, V, W, four routines involved in the 
processing of an accounting adjustment card (an 
unusual occurrence) 

These seven subroutines are ideal LOCALS, and, 
executing COST in this mode, we get the load map 
shown. The program (at SOCAL level 2) runs, but 
quite slowly. Checking the flowchart, we see we 
have two blocks involving disk RE ADs /WRITES, D 
and H, bracketing blocks E, F, and G, which use both 
arithmetic and non-disk I/O functions. Obviously, 
this will cause continuous disk arm movement be- 
tween the disk data file area and the overlay area. 

The only way we can reduce this time-consuming 
function is to eliminate the need for overlays between 
the disk READ and WRITE. 


// XEQ COST L 2 
•FILES! liFILEN) 

•LOCALCOST fFIr«AL*NEWPOt BADCD 
FILES ALLOCATION 

1 01A3 0001 7061 FILEN 

22 0000 0001 7061 OlA'.* 

STORAGE ALLOCATION 

R 60 02FE (HEX) ADDITIONAL CURE REUUIRO 
R 63 OILS (HEX) ARITH/FUNC SUCAL WD CNT 
R 66 06E8 (HEX) FI/O* I/O SOCAL WD CNT 

K 6S 02A2 (HEX) DISK. FI/U SOCAL WD CNT 
K 61 01/6 (HEX) MDS UNUSED BY CURE LOAD 

CALL TRANSFER VECTOR 


G 

161D 



F 

1355 



E 

12F1 



D 

128D 



DATSW 

181A 

SOCAL 

1 

W 

162F 

LOCAL 


V 

15CB 

LOCAL 


U 

16F7 

LOCAL 


T 

15CB 

LOCAL 


BADCD 

1567 

LOCAL 


NEWPG 

162F 

LOCAL 


FINAL 

1693 

LOCAL 


LIBF TRANSFER VECTOR 

HOLTB 

1DE9 

SOCAL 

2 

EADDX 

1781 

SOCAL 

1 

XDD 

18A0 

SOCAL 

1 

FARC 

187E 

SOCAL 

1 

XMD 

183C 

SOCAL 

1 

ELDX 

10C6 



NORM 

1652 



HOLEZ 

1D80 

SOCAL 

2 

EBCTB 

1D7D 

SOCAL 

2 

GETAD 

1D36 

SOCAL 

2 

IFIX 

1626 



ESBR 

1806 

SOCAL 

1 

EADD 

17AB 

SOCAL 

1 

EDIV 

1752 

SOCAL 

1 

EMPY 

1726 

SOCAL 

1 

EDVR 

170C 

SOCAL 

1 

FLOAT 

lOFC 



SUBSC 

lODE 



ESTO 

10B6 



ELD 

lOCA 



PRNTZ 

1C76 

SOCAL 

2 

CARDZ 

IBCC 

SOCAL 

2 

WRTYZ 

1890 

SOCAL 

2 

SFIO 

1807 

SOCAL 

2 

SDFIO 

17B3 

SOCAL 

3 


ILS02 

ILSOl 

ILSOO 

FLIPR 


SYSTEM SUBROUTINES 
ILS06 00C6 
00B3 
IDFO 
lEOB 
16A6 

106B (HEX) IS THE EXECUTION ADDR 
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step 3 

As mentioned in Step 2, we now realize that there 
is no real reason for blocks E, F, and G to be 
sandwiched between the disk READ and the disk 
WRITE. 

Rearranging the program slightly, to make the 
sequence Z, E, F, G, D, H, we reexecute and find 
that the program runs substantially faster than be- 
fore. There is still some disk arm movement, but 
it is not quite as frequent. Actually, as long as we 
have disk data files and overlays, there will be 
some disk arm movement. The goal is to reduce it, 
if it cannot be eliminated altogether. 


// XEQ COST L 2 
*FILES{ I.FILEiM) 

*L0CALC0ST*FIl'iAL»NEWP(i*8ADCD*T*U*V*W 
FILES ALLOCATION 

1 01A3 0001 7061 FILEN 

22 0000 0001 7061 01A':‘ 

STORAGE ALLOCATION 

R AO 02FE (HEX) ADDITIONAL CORE REOUIRO 
R A3 01t6 (HEX) ARITH/FUNC SOCAL i»(D CNT 
R AA 06E8 (HEX) FI/0» I/O SOCAL WU CNT 
K L5 y.iA2 (HtX) DISK. H /O SOCAL WD CNT 
R A1 Ui^A I HtX) WOS Ul'tUSED BY CURt LOAD 
CALL TRANSFER VECTOR 


G 

lAlD 



F 

1355 



E 

12F1 



D 

1280 



DATSW 

181A 

SOCAL 

1 

W 

162F 

LOCAL 


V 

15CB 

LOCAL 


u 

16F7 

LOCAL 


T 

15C8 

LOCAL 


BADCD 

1567 

LOCAL 


NEWPG 

162F 

LOCAL 


final 

1693 

LOCAL 


LIBF TRANSFER VECTOR 

HOLTS 

1DE9 

SOCAL 

2 

EADDX 

17B1 

SOCAL 

1 

XDD 

ISAO 

SOCAL 

1 

FARC 

187E 

SOCAL 

1 

XMD 

183C 

SOCAL 

1 

ELDX 

10C6 



NORM 

1A52 



HOLEZ 

1080 

SOCAL 

2 

EBCTB 

1D7D 

SOCAL 

2 

GETAD 

1D3A 

SOCAL 

2 

IFIX 

1A26 



ESBR 

1806 

SOCAL 

1 

EAOD 

17A8 

SOCAL 

1 

EDIV 

1752 

SOCAL 

1 

EMPY 

i72A 

SOCAL 

1 

EDVR 

170C 

SOCAL 

1 

float 

lOFC 



SUBSC 

lODE 



ESTO 

lOBA 



ELD 

lOCA 



PRNT2 

1C76 

SOCAL 

2 

CARDZ 

IBCC 

SOCAL 

2 

WRTYZ 

1B90 

SOCAL 

2 

SFIO 

1807 

SOCAL 

2 

SDFIO 

17B3 

SOCAL 

3 


SYSTEI^ SUBROUTINES 
ILSOA OOCA 
ILS02 00B3 
ILSOI lOFO 
ILSOO lEOB 
FLIPR 1AA6 

lOAB (HEX) IS THE EXECUTION ADDR 




mastercard; labor card; material card; adjustment card; 

one in 8. 4 out of 8. 3outof8. UNUSUAL 


























Section 

Subsections 

Page 

90 

40 

20 

08 


step 4 

In step 3, we have prevented overlays from oc- 
curring between disk READs /WRITES. The next 
logical step is to eliminate overlays altogether, or, 
if that is impossible, limit overlays to LOCALS or 
SOCALs that are infrequently called. 

Further study of the flowchart reveals that a 
master card is somewhat exceptional, even though 
every eighth card or so is a master card. Adding D, 
E, F, and G to the LOCAL list, we again execute 
and find that the program now runs even faster than 
before, with disk arm movement only when a master 
card is encountered. The load map shows that 
SOCALs are no longer required. 


// XEQ COST L I 

»L0CALC03T*Fr/'*AL.NEWPGtBADCD.T .U.V*W.D.E.F.G 
*FILES( 1 .FILEim) 

FILES ALLOCATION 

1 01A3 0001 7061 FILEN 

22 0000 0001 7061 01A7 

STORAGE allocation 

R A1 OOOA (HEX) WDS UNUSED BY CORE LOAD 
CALL transfer VECTOR 


DATSW 

lAEE 


G 

1E33 

LOCAL 

F 

IDCF 

LOCAL 

E 

IDCF 

LOCAL 

D 

lEFB 

LOCAL 

W 

1E97 

LOCAL 

V 

1E33 

LOCAL 

U 

1F5F 

LOCAL 

T 

1E33 

LOCAL 

BADCD 

IDCF 

LOCAL 

NENPG 

1E97 

LOCAL 

FINAL 

lEFB 

LOCAL 

LIBF TRANSFER VECTOR 

HOLTB 

1CC9 


EADDX 

1A85 


XDD 

ICAC 


FARC 

1C2A 


XMD 

1BE0 


ELDX 

1998 


NORM 

IBBE 


HOLEZ 

1B88 


EBCTB 

1B85 


GETAD 

1B3C 


IFIX 

IBIO 


ESBR 

lADA 


EADD 

1A7F 


EDIV 

1A26 


EMPY 

19F8 


EDVR 

19E0 


FLOAT 

19CE 


SUBSC 

19B0 


ESTO 

1986 


ELD 

199C 


PRNTZ 

18C4 


CARDZ 

181A 


WRTYZ 

170E 


SFIO 

1A55 


SDFIO 

115F 


SYSTEM 

SUBROUTINES 

ILSOA 

00C4 


ILS02 

00B3 


ILSOl 

1F6C 


ILSOO 

1F87 


FLIPR 

IDOE 



lOAB (HEX) IS The execution addr 
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Discussion of Case II 

Here, as in Case I, we take a similar series of 
common-sense steps to improve performance: 

1. Make the exception subroutines LOCAL. 


2. If that still requires SOCALs, consider sep- 
arating the program into LINKs. In this case, this 
approach did not seem to be too effective. 

3. Since SOCALs seem unavoidable, we try to 
rearrange our program steps to reduce their effect. 
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Case III 

Here you have a technically oriented job, with a 
great deal of iterative or trial-and-error computa- 
tion and very little input/output. The program reads 


a deck of ten cards, computes for quite some time, 
then prints a page of answers. On the basis of a 
similar program, you estimate that the computations 
should take about 15 minutes. 
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step 1 

Attempting to execute this program, TECH, for the 
first time, we are informed that it exceeds core 
stor^e by 2 AO or 528 words. 


// XEQ TECH L 1 
•FILES! l.FILEN) 

FILES ALLOCATION 

1 01A3 0001 7061 F1LE.4 

22 0000 0001 7061 01A7 

STORAGE allocation 

R 40 068C (HEX) ADDITIONAL CORE REQUIRD 

ARITH/FUNC SOCAL MD CNT 
FI /Of I/O SOCAL WD CNT 
DISK FI/0 SOCAL WO CNT 
ADDITIONAL CORE REQUIRD 
LOADING HAS BEEN TERMINATED 






















step 2 • ANSWR, the printing of the results, formerly 

block K 

Noting that the program may be split into three • TEC HI, the main program 

separate programs or LINKs, we make some minor Executing, we find that INPUT and ANSWR fit with 
modifications and obtain: room to spare, but TECHl is still too large; how- 

• INPUT, made up of the first two blocks, A ever, it now exceeds core by only 8E or 142 words, 

and B 
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step 3 

Reexecuting TECHl with all eight subroutines as 
LOCALS (L, M, N, P, Q, X, Y, Z), we learn from 
the load map that this strategy not only gets the 
program into core storage, but eliminates the need 
for SOCALs. It runs quite slowly, however, and 


takes nearly 60 minutes to go to completion, com- 
pared with the 15 minutes we expected. The sound 
of the disk arm moving gives us a clue to what is 
wrong: we have caused an overlay to be placed 
between the disk READ/WRITE commands, hi this 
case the LOCAL subroutines L, P, and Q are the 
culprits. 


// XEQ TECHl L 2 
*FILES( IfFItEN) 
*L0CALTECM1»L»M,N»P.Q.X»Y,Z 
FILES ALLOCATION 

1 01A3 0001 7061 FILEN 

22 0000 0001 7061 01A7 

STORAGE ALLOCATION 

R 41 0132 (HEX) WDS UNUSED BY CORE LOAD 

call TRANSFER VECTOR 


z 

1D4D 

LOCAL 

Y 

1E15 

LOCAL 

X 

1D4D 

LOCAL 

0 

1E79 

LOCAL 

p 

1E79 

LOCAL 

N 

1E15 

LOCAL 

M 

1E15 

LOCAL 

L 

1D4D 

LOCAL 

LIBF TRANSFER VECTOR 

EADDX 

1AA3 


XDD 

1C12 


FARC 

IBFO 


XMD 

IBAE 


ELDX 

19B6 


NORM 

1B84 


EBCTB 

1B81 


GETAD 

1B38 


IFIX 

IBOC 


ESBR 

lAFB 


EADD 

1A9D 


EDIV 

1A44 


EMPY 

1A16 


EDVR 

19FE 


FLOAT 

19EC 


SUBSC 

19CE 


ESTO 

19A4 


ELD 

19BA 


WRTY2 

1964 


SFIO 

15DB 


SDFIO 

12E5 


SYSTEM 

SUBROUTINES 

ILS04 

00C4 


ILS02 

00B3 


FLIPR 

1C8C 



IlOA (HEX) IS THE EXECUTION ADDR 
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step 4 

Leaving L, P, and Q off the LOCAL card, we again 
execute TEC HI, but find that it runs even more 
slowly, since we now need SOCAL level 2 to fit into 
core storage. 


At this point, you have a choice: accept the 
program as a one -hour job, or work on it further 
to speed it up. Since it is used quite often, you 
decide to give it one last check. 


• 

// XEQ 

TECHl L 2 




*L0CALTECH1 »M*N.X*Y«Z 


A 

*FILES( ItFILEN) 



V 

FILES ALLOCATION 


/ 


1 01A3 0001 7061 FILEN 

/ 


22 0000 0001 7061 01A7 

/ 

9 

STORAGE 

ALLOCATION 




R AO OlDC (HEX) ADDITIONAL CORE 

REQUIRD 


R A3 OICA (HEX) ARITH/FUNC SOCAL 

WD CNT 

9 

R AA 031A (HEX) FI/0. I/O SOCAL 

WD CNT 


R A5 02A2 (HEX) DISK FI/O SOCAL 

WD CNT \ 


R A1 027A (HEX) WDS UNUSED BY CORE LOAD \ 

• 

CALL TRANSFER VECTOR 

\ 


L 

1607 


\ 


P 

15A3 


1 

• 

0 

1A13 


/ 


1 

17A5 LOCAL 


/ 


Y 

180D LOCAL 


/ 

• 

X 

17A5 LOCAL 


/ 


N 

1800 LOCAL 


/ 


M 

I'BOD LOCAL 


I 

• 

LIBF TRANSFER VECTOR 



EADDX 

18C5 SOCAL 

1 

1 


XDD 

1992 SOCAL 

1 

\ 


FARC 

1970 SOCAL 

1 

\ 


XMD 

192E SOCAL 

1 

\ 


ELDX 

12AC 



• 

NORM 

163C 




EBCTB 

1D29 SOCAL 

2 



GETAO 

ICEO SOCAL 

2 


9 

IFIX 

1610 




ESBR 

191A SOCAL 

1 



EADD 

18BF SOCAL 

1 

1 


EDIV 

1866 SOCAL 

1 

/ 


EMPY 

1838 SOCAL 

1 

1 


EDVR 

1820 SOCAL 

1 

1 

9 

FLOAT 

1282 


1 


SUBSC 

126A 


\ 


ESTO 

123A 




ELD 

1250 




WRTYZ 

ICAA SOCAL 

2 



SFIO 

191B SOCAL 

2 


9 

SDFIO 

18C7 SOCAL 

3 



SYSTEM 

SUBROUTINES 



A 

ILSOA 

00C4 



9 

ILS02 

00B3 




FLIPR 

1684 



9 

IIDA (HEX) IS the EXECUTION ADDR ^ 
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step 5 

After some study, we notice that the typewritten 
message, block I, is the only non -disk input/output 
in the entire program. It looks innocent enough, but 
because of it, the entire Format Interpreter (SFIO) 
is required, plus the Typewriter routine (WRTYZ) 
and the typewriter code conversion routine (EBCTB). 
The total size of this package may be determined 
from the previous R44 message — 514 (hexadecimal) 
or 1300 words. 


Removing that message — and the *IOCS 
(TYPEWRITER) Card! — we recompile the program 
(calling it TECH2) and find, on execution, that it 
runs with no SOCALs or LOCALS. 

It now executes to completion in 15 minutes, as 
we hoped, and the disk arm movement is reduced to 
an occasional ’’click" as it moves from one cylinder 
to the next in the data file area. 

If a typewritten message is really needed, consider 
using the TYPER routine of CSP - it is quite small 
and does not use SFIO. 


// XEQ TECH2 L 1 
♦FILES( l.FILEN) 

FILES ALLOCATIOiM 

1 01A3 0001 7061 FILEN 
22 0000 0001 7061 01A7 
STORAGE ALLOCATION 

R A1 00F2 (HEX) »^/DS UNUSED BY CORE LOAD 


CALL TRANSFER 

VECTOR 

N 

1CA3 


M 

1B77 


L 

1AA8 


P 

19E7 


Q 

1857 


Z 

16C7 


Y 

1663 


X 

1537 


LIBF TRANSFER 

VECTOR 

EADDX 

1D63 


XDD 

1E88 


FARC 

1E66 


XMD 

1E2A 


ELDX 

IDCA 


NORM 

IDFA 


ESBR 

1DE6 


ESTO 

IDBe 


EADD 

1D5D 


EDIV 

1D04 


EMPY 

1CD6 


EDVR 

ICBE 


FLOAT 

ICAC 


SUBSC 

14BE 


SDFIO 

12CB 


SYSTEM 

SUBROUTINES 

ILSOA 

00C4 


ILS02 

00B3 



11D7 (HEX) IS THE EXECUTION ADDR 





D/^OP 7P/3 
P/IPT OF TFF 
PPOG-PAM / 
C/SF TYPFP 
C3A> AOUT/A/F 
/F Af£55AGF /5 
PFALLY A/££D£D 


F. Write disk 
record 


NO 

LOCALS , 
FFOU/FFD! 


H. Compute 
Cad X 
Cali Y 
CallZ 


fiNSWR 


If not complete 



K. Print results, 
EXIT 
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Discussion of Case in 

This type program, although quite different from 
the previous two cases, is analyzed in much the 
same way: 

1. The main program is split into three LINKs: 
Input, Processing, and Output. 


2. Since all subprograms are called during each 
pass , we try to LOCALize only those that do not 
appear inside the main disk READ/WRITE loop . 

3. With excessive overlays still required, we 
attack the main program and try to shorten it or 
eliminate some of the subroutines it uses. 



No 

. SOCAL's 
. LOCAL'S 
. LINK'S 

SOCAL's. LOCAL'S and/or LINK'S are used 

Overlays 
Limited to 
Seldom-Used 

Blocks 

Overlays Used 
Continuously. 

But Not in 
between Disk 
Statements 

Overlays Used 
in between 

Disk Read/Mhrite 
Statements 

NoOidc 

Data 

Files 

Program 
will run at 
some basic 
"Top Speed". 

Piogaiii will 
run at less 
than 'Top 
Speed", but 
probably not 
enough to be 
noticed. 



Smal to 
Medium- 
Size 

Files Near 
WS (attfie 
End of 

WBI 

will tun at 

some basic 
'Top Speed". 

Program will 
run at less 
than 'Top 
Speed", but 
probably not 
enough to be 
noticed. 

Program will 
run noticeably 
below 'Top 
Speed", but 
not too much, 
since overlay, 
area is not too 
faraway from 
data file area. 

Proyam will 
runshwvly: 
many arm 

movements of 
short distance 

will be needed. 

Very 

Large 

Oi* 

Data 

Files, 
or Small 
Files Deep 
inside UA 

will run at 
some basic 
'Top Speed". 

Program will 
run at less 
than 'Top 
Speed", but 
probably not 
enough to be 
noticed. 

Proyam will 
nin slowly, 
since overlay 
area is pro- 
portionately 
further away 
from data 

file area. 

The combination 
of many arm 
movements, and 
long distances. 
wiH lause this 
type program 

to run con- 
siderably below 
'Top Speed". 
Worst easel 


Casel 

Temporary files, 
residiiig in WS, 
are dose to 
overlay area 


User's Area 
(UAJ 


V other material y( 

Y/////A 



Woricing Storage 
(WS» 


Overlays 


Unused 


Av e r age arm 
movement 
distance 


Case2 

File is in UA. 
but still close 
to overlay area 


User's Area ^ 

Working Storage 

(UA) 


^ (WS) — H 

W77/77. 

f other material ‘ 

Files 

1 

1 Overlays 

Uriined 



J 



Average arm 
nawement 
(fistaiKe 


Cases 

File is in UA. 
but far removed 
from overlay 


User's Area 

_ 1 ^Working Storage _ | 


(UA) 



Files 


Unused 


L 

Average arm _ 




movement dislatit» ^ 



Figure 90. 11, 


Figure 90. 12. 
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Summary 

To recapitulate the lessons learned in the preceding 
three case studies, performance depends on five 
major factors: 

1 . The size of the program. When writing any 
program, you should anticipate problems with 
core storage and performance. Plan pro- 
grams of reasonable scope, and code them as 
a series of LINKs, if at all possible. 

2. The subroutines required by the program. 
Realize that many seemingly innocent 
FORTRAN statements can cause sizable sub- 
routines to be included in your core load. 

Some examples are PAUSE, STOP, FIND, 
division, use of the data switches, etc. 
FORTRAN control cards can have a similar 
effect — for example, unnecessary *IOCS 
cards, the TRACE, etc. 

3. The way the program is structured. When 
flowcharting and coding your programs , 
always keep in mind the location of the disk 
arm, so that you do not invite excessive arm 
movement between the overlay area and the 
data area. Place as little coding as possible 
between disk READ/WRITE loops so that the 
chance of an intervening overlay is reduced. 
Figure 90. 11 shows the various combinations 
of data files and overlays. 

Note that the location of the overlay has a 
great effect on performance. If you must 
move the disk arm from one area to the other, 
you can at least try to minimize the number 
of times it is required (or reduce the distance 
involved, by making data files compact) . 

4. The overlay scheme used. If your program 
is of such magnitude that some overlaying is 
required, you should have a good feel for 
how each works and how each can affect per- 
formance. Figure 90. 11 shows that there is 
no differentiation made between LOCALS, 
SOCALs, and LINKs — they are all overlays. 

Note also that the number of times an over- 
lay is required is not as important as the disk 


arm movement that may be necessary to get 
it. For this reason you should take particular 
care to avoid causing an overlay to be placed 
in between disk READ/WRITE statements. 

LOCALS, because they are selected by 
the programmer, will often yield better per- 
formance than SOCALs, which are chosen by 
the CLB according to predetermined rules. 
However, if you select LOCALS without 
regard to their effect on performance, it is 
possible that they can slow down execution 
time even more than SOCALs . 

5. The size and location of the data file. Since 
you are concerned with minimizing disk arm 
movement time, you should try to shorten 
the distance involved. 

The overlay area is always at the end of the 
UA or at the beginning of WS, whichever way you 
prefer to look at it. The data files may be either: 

• In the UA or FX, if you have put them 
there with the *STOREDATA card 

• At the end of UA (beginning of WS) , if you 
have not used a *STOREDATA or *FILES 
card 

If you have a temporary file, in WS, your arm 
movement times will be minimized, since the 
files and the overlays are as close as they can 
be. If your file is in the UA, however, the 
picture may be quite different, depending on 
how ’’deep” it lies in the UA. If a DUMPLET 
shows that there is a great deal of distance 
between the file and the end of UA, you should 
consider moving the file. Figure 90.12 shows 
three possible situations. 

The key to gaining good program performance is 
knowledge: 

• Knowledge of the way in which the three 
overlays work 

• Knowledge of the basic workflow of your 
program 
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INDEX 


AIDEC: 70.30.00, 70.40.10 

Accidents: 15.10.60, 15.20.01, 15.20.10, 15.20.30, 15.20.50, 15.20.60, 
15.20.70 

Accounting controls; 10.30.00, 20.01.00, 20.10.01, 20.10.10, 20.10.20, 
25.40.40, 40.20.00 
Accounts payable: 10.40.50 
Accounts receivable: 10.40.20 
Accumulator; 30.20.00, 45.05.30 
Accuracy: 70.10.01, 70.10.20 
ADD: 70.10.30 
Addend: 70.10.30 
Addition area: 85.10.10 
Address calculation sorting: 75.30.10 
Alphabetic fields, comparing: 70.40.20 
Alternating exchange sort; 75.40.00 
Arithmetic: 70.10.01 
Binary; 70.10.20 
Constant subscripts: 70.50.10 
Decimal: 70.10.20, 70.10.30 
Extended precision: 70.10.20 
Fractions: 70.10.20 
Integer: 70.10.10 
Interaction with I/O: 70.30.00 
Real: 70.10.20 
Real fixed point: 70.10.20 
Real floating point; 70.10.20 
Standard precision: 70.10.20 
Variable precision: 70.10.20 
Arithmetic statement function: 25.40.40 
Assembler: 50.01.00, 60.10.20 
Assembler Language: 20.60.01 
Audit: 20.10.10 

Control; 20.30.10 
Trail: 20.40.70 
Auditors; 20.10.10 
Augend: 70.10.30 

Backup; 15.10.60, 15.20.60, 25.40.40 
Batch size: 20.10.10 
Batch controls: 20.10.20, 20.40.70 
Billing: 10.40.10 

Blocking factor (see “packing factor”) 

Bugs (see “errors”) 

CALL LINK: 65.10.50 
CALL PDUMP; 30.20.00 
CALL TSTOP: 30.20.00 
CALL TSTRT: 30.20.00 
Cancellation: 20.10.20 
Card data files 

Backup: 15.10.60 
Changes to; 15.10.30 
Size: 15.10.50 
Card: 15.10.01 

Design; 20.30.10 
Formats; 40.30.00 
Layout; 10.20.00 
Layout form: 20.30.10 
Paths: 45.20.00 
Punches; 45.20.00 
Punching: 30.01.00 
Punching standards: 30.01.00 
Readers: 45.20.00 
Verification: 20.10.10 
Zone punches: 70.20.10, 70.40.10, 70.40.20 
CARDZ; 65.10.30 
Cartridge identification: 55.10.00 
Cathode ray tube; 45.35.00 
Check, reasonableness; 15.20.40 
Check register: 25.40.60 
Check writing: 25.40.50 
COGO: 20.60.01 
Collating sequence: 75.10.00 


Commercial Subroutine Package: 20.30.10, 20.60.01, 30.20.00, 30.30.00, 

70.10.20, 70.10.30, 70.20.01, 70.20.10, 

70.20.20, 70.30.00, 70.40.10, 70.40.20, 
70.60.10, 80.60.00, 90.20.30 

COMMON: 65.10.50 
Comparing fields: 70.10.30 
Components, nonstandard: 45.45.00 
Computed GO TO: 30.20.00 
Configurator: 45.55.00 
Console 

Debugging; 30.20.00 
Display lamps: 45.05.30 
Keyboard: 15.10.40,45.05.10, 70.20.10 
Keyboard input: 25.40.10 
Continuous Systems Modeling Program: 20.60.01 
Contour map plotting: 20.60.01 
Control 

Field, major: 75.10.00 
Field, minor: 75.10.00 
Key: 75.10.00, 85.10.30 
Panel, punched card: 10.20.00 
Tape; 10.30.00 
Word: 75.01.00 

Controls (see “accounting controls”) 

Conversion: 40.10.00, 40.20.00 
Methods: 40.30.00 
Copy a data file: 60.30.20 
Copy a data file onto another disk: 60.30.30 
Copy an entire disk onto another disk: 60.30.30 
Copy a program onto another disk: 60.30.30 
COPY program: 60.30.30 

Core image format (see “disk data formats”, “disk core image”) 

Core image buffer; 55.10.00, 60.10.20 

Core load builder: 60.30.01, 65.10.30, 90.10.10, 90.20:00, 90.20.20, 
90.30.40 

Core storage 

Dump: 30.20.00 
Factors affecting: 85.10.30 
Logical layout: 65.10.00 
Management; 50.01.00, 65.01.00 
Map; 65.10.30 

Reducing requirements; 90.20.30 
Saving: 70.50.00 
Crossfooting; 20.10.20 
CRT (see “cathode ray tube”) 

CSP (see “Commercial Subroutine Package”) 

Cutover: 40.30.00 

One-time: 40.30.00 
Cycle stealing: 70.20.01 
Cylinder: 45.10.00, 80.10.00 
Cylinder zero: 60.10.10, 60.20.20 
DASD (see “direct access storage device”) 

Data: 15.10.01 

Area on disk: 80.20.00 
Live; 30.01.00 
Packing: 25.40.10 

Switches: 15.10.40, 25.40.40, 45.05.20, 65.10.30 
Types: 15.20.10 

DATA statement: 70.10.30, 70.20.20, 70.40.20, 70.50.10, 70.50.20 
Data Presentation System: 20.60.01 
DCI (see “disk core image”) 

Debugging (see “programs, testing of’) 

Debugging, console; 30.20.00 
DECAl; 70.30.00, 70.40.10 
Decimal arithmetic: 70.10.20, 70.10.30 
Decision tables: 25.10.00 

DEFINE FILE: 80.30.10, 80.30.20, 80.40.10, 80.70.10, 85.10.30 

♦DEFINE VOID ASSEMBLER; 60.20.20 

♦DEFINE VOID FORTRAN: 60.20.20 

DELETE: 60.30.20 

Desk checking: 30.40.00 
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Direct access storage device: 15.10.10 

Disk (see “disk data file”, “disk cartridge”, etc.) 

Disk arm movement time: 45.10.00 
Disk cartridge: 15.20.20,45.10.00, 80.10.00 
Checking of ID numbers: 55.30.00 
Format of material: 60.30.01 
ID numbers: 50.01.00 
Number required: 50.01.00 
Scratch: 50.01.00 
Space on: 60.20.10 
Disk core image: 60.30.01, 80.30.20 
Disk core image format (see “disk data formats”) 

Disk data file: 15.10.01,45.10.00 

Adding items: 85.10.10, 85.10.20 
Addition area: 85.10.10 
Backup: 15.10.60, 15.20.60 
Changes: 15.10.30 
Design: 20.30.10 
Duplicate copies: 15.20.10 
Hazards: 15.20.20 
Inquiry: 15.10.40 
Intentional modification: 15.20.20 
Jobs involving more than one: 15.10.20 
Organization: 85.10.01,85.10.20 
Organization, choosing: 85.30.10 
Organization, direct: 85.10.30 

Organization, indexed sequential: 20.30.10, 75.20.10, 85.10.20 
Organization, partitioned direct: 85.10.30 
Organization, pure sequential: 85.10.10 
Organization, random: 20.30.10, 75.20.10, 85.10.30 
Organization, searching a pure sequential: 85.10.10 
Organization, sequential: 75.20.10 
Processing: 85.20.00 
Processing, random: 85.20.00 
Processing, sequential: 85.20.00 
Reorganization: 15.10.30, 85.10.10 
Safeguarding: 15.20.01 
Setup: 80.70.10 
Size: 15.10.50 
Space required: 80.40.00 
Disk data formats: 60.30.01, 80.30:20 
Conversion: 60.30.20 
Disk drives 

Logical: 50.01.00 
Physical: 50.01.00 
Disk file (see “disk data file”) 

Disk management: 50.01.00 
Disk Monitor System: 50.01.00 
Version I: 70.20.10 
Version II: 65.10.00, 70.20.10 
Disk storage (see “disk data file”, “disk cartridge”, etc.) 

Disk system format: 60.30.01 

Disk Utility Program: 50.01.00, 60.30.01 

DIV: 70.10.30 

Dividend: 70.10.30 

Divisor: 70.10.30 

Documentation: 10.01.00, 15.20.70 
Current system: 20.01.00 
Old system: 40.20.00 
Standards: 25.10.00 
Document controls; 20.10.20 
Document register: 20.10.20 
DSF (see “disk system format”) 

Dump: 60.30.20 

Dump a data file and reload: 60.30.20 
Dumplet: 90.30.40 
*DUMPLET: 60.20.10 
DUP (see “Disk Utility Program”) 

Duplicate files: 15.10.60 

EDIT: 25.40.50, 70.30.00, 70.40.10, 70.40.20 

Editing: 25.40.10 

Input cards: 85.30.10 
EDIT mask: 70.40.20, 70.50.10 
Employee numbers: 85.10.30 


EQUIVALENCE statement: 70.50.10 
Error recovery sheet: 15.20.70 

Errors: 15.20.20, 15.20.40, 15.20.50, 15.20.60, 15.20.70, 30.10.00, 
40.30.00 

Card punch: 30.01.00 
Program logic: 30.01.00 
Programmer clerical: 30.01.00 
Programmer procedural: 30.01.00 
Exchanging sorting: 75.30.10 

Execution time (see “running time, factors affecting”) 

Executive: 40.30.00 
Exponentiation: 70.50.20 

Extended precision: 70.10.20, 80.50.00, 80.60.00 
Fields: 10.10.00, 80.20.00 
Field size: 20.30.10 

File maintenance: 20.30.10 (see also “disk data file, organization”) 

File organization: 20.30.10 

FILES: 80.20.00, 80.30.20, 80.70.10, 90.30.30 

FILL: 70.10.30, 70.40.20 

FIND: 65.10.30, 70.50.20, 90.20.30 

Fixed area: 60.10.50, 60.20.20, 80.30.20, 80.70.10 

Fixed Location Equivalence Table: 60.10.50, 80.30.20 

Fixed point arithmetic: 70.10.20 

FLET (see “Fixed Location Equivalence Table”) 

Flipper: 65.10.20,65.10.30 
FLOAT: 70.40.10 
Floating boundary: 60.10.40 
Floating point arithmetic: 70.10.20 

Flowcharts: 10.10.00, 20.01.00, 25.10.00, 25.30.20, 30.40.00 

Format, Al: 70.40.10 

Format, A2: 70.40.10 

Formats, core storage required: 70.50.10 

Forms 

Design: 20.20.10, 20.20.20 
Preprinted: 45.40.00 
FORTRAN: 20.60.01 

Compiler: 50.01.00, 60.10.20 
Fractions: 70.10.20 

FUNCTION, arithmetic statement: 25.40.40 
FX (see “fixed area”) 

GET: 70.30.00, 70.40.10 
GO TO, computed: 30.20.00 
Graphic output: 45.30.00, 45.35.00 
Half-adjust: 25.40.40, 70.40.10 
Hash total: 20.10.10, 20.40.70 
Hazards (see “disk data file, hazards”) 

Hexadecimal numbers: 30.20.00, 45.05.30 

High/low/equal compare: 70.40.20 

IBM System/360: 45.50.00 

IBM systems area: 60.10.20, 60.20.20 

ICOMP: 70.10.30 

IFIX: 70.40.10 

IF statement: 30.20.00 

ILSOO: 65.10.40 

ILSOl: 65.10.40 

ILS02: 65.10.40 

1LS03: 65.10.40 

ILS04: 65.10.40 

Index: 25.40.20 

Index to a disk data file: 85.10.01, 85.10.20 
Maintaining: 85.10.20 

Indexed sequential (see “disk data file, organization, indexed sequential”) 

Input data, errors: 15.20.70 

Input stream: 55.20.00 

Inquiry: 15.10.40 

Insertion: 75.30.10 

Inside controls: 20.10.20 

Installation: 05.01.00, 05.30.00 

Integer arithmetic: 70.10.10 

Integers: 70.10.10, 80.60.00 

One-word: 80.50.00, 80.60.00 
Interchangeable chain cartridge: 20.20.10 
Internal sort: 75.10.00 
Interrupt: 70.20.01 
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Inventory: 10.40.40, 85.10.20 
Involution: 70.50.20 

*IOCS card: 65.10.30, 70.20.20, 70.50.20, 90.30.40 

lOND: 70.20.10 

JOB: 55.10.00 

Job management: 50.01.00 

Job-to-job transition: 50.01.00 

KEYED: 70.20.10, 70.20.20 

Keyboard, console: 45.05.10 

Keypunching (see “cards, punching”) 

Key-tag pair: 75.10.00 

Key verification: 20.10.10 

Language selection: 20.60.01 

Large real numbers: 70.10.20 

LET (see “Location Equivalence Table”) 

Light pen: 45.35.00 

Linear Programming: 20.60.01 

LINK; 65.10.60, 70.20.20, 90.20.20, 90.30.40 

LINK area: 65.10.50 

Load on call; 65.10.40 

LOCAL: 65.10.20, 65.10.30, 70.50.20, 85.10.10, 90.20.20, 90.20.30, 
90.30.40 

LOCAL area: 65.10.40 

Location Equivalence Table: 50.01.00, 60.10.40, 80.30.20 

Magnitude: 70.10.20 

MainUne; 25.30.20 

Manpower requirements: 40.30.00 

Master cartridge: 50.01.00 

Matching: 20.10.20 

Match/no match: 70.40.20 

Mechanism Design System: 20.60.01 

Merge order; 75.10.00 

Merging: 75.10.00, 75.30.10 

Minuend: 70.10.30 

Modular programs; 15.20.50, 25.30.20 

Monitor control record; 55.10.00 

MOVE: 25.40.50, 70.40.20 

MPY: 70.10.30 

NCOMP: 70.40.20 

Negative balance: 20.10.20 

Next record number indicator: 80.30.10, 80.40.10 

Nonstandard components; 45.45.00 

Non-systems cartridge: 50.01.00 

NSIGN: 70.10.30 

Numbers 

Binary: 45.05.30 
Hexadecimal: 30.20.00, 45.05.30 
Numerical Surface Techniques: 20.60.01 
NZONE: 70.40.20 
Object code; 70.50.01 
Operation manual: 15.20.70 
Optical reader: 45.40.00 
Optical System Design; 20.60.01 
Order entry: 45.40.00 
Outside controls: 20.10.20 
Overlap; 70.20.01 
Overlays: 65.10.30 
PACK: 70.30.00, 70.40.10 
Packing factor: 80.40.00 
Paper tape punch: 45.25.00 
Paper tape reader: 45.25.00 
PAPTZ: 65.10.30 
Parallel operations: 40.30.00 

Partitioned direct (see “disk data file, organization, partitioned direct”) 
Pass: 75.10.00 
Patches: 30.40.00 

PAUSE; 30.20.00, 45.05.30, 65.10.30, 70.20.10 
Payroll; 10.40.60, 15.10.20, 15.20.10, 15.20.50, 55.30.00, 80.60.00, 
85.10.30, 85.30.10 
PDUMP: 30.20.00 

Performance (see “running time, factors affecting”) 

Personnel: 05.01.00 

Petroleum Engineering and Exploration: 20.60.01 
PID (see “Program Information Department”) 


Pigeonhole sorting: 75.30.10 
Pilot operation; 40.30.00 
Planning: 05.10.00 

For conversion; 40.10.00 
Fortesting: 30.01.00 
Plotter: 45.30.00 
PNCHZ; 65.10.30 
Precision; 70.10.01 
Preinstallation: 05.01.00 
PRINT: 70.20.10, 70.20.20 
Printer, console: 45.05.10 
Printers: 45.15.00 
Priority interrupt system: 70.20.01 
PRNTZ: 65.10.30 
PRNZ; 65.10.30 
Processing, order: 15.10.10 
Programmers, experience: 15.10.90 
Program 

Area: 65.10.50 

Change authorization: 25.20.00 
Changes: 25.10.00, 25.30.20 
Comments: 25.40.10 
Modular; 15.20.50, 25.30.20 
Patches; 30.40.00 
Testing: 30.01.00, 30.10.00 
Type I: 20.60.01 
Type II: 20.60.01 
Type III: 20.60.01 
Type IV: 20.60.01 

Program Information Department: 50.01.00 
Program informatiom manual: 35.10.10 
Programming 

Aids: 25.30.10 
Modular; 25.30.20 
Standards: 25.10.00 
Project Control System; 20.60.01 
PUNCH: 70.20.10, 70.20.20 
Punched card systems: 10.20.00 
Punching cards (see “cards, punching”) 

PUT: 25.40.50,70.10.20, 70.30.00, 70.40.10 

Random file organization (see “disk data file, organization, random”) 

READ: 70.20.10, 70.20.20 

Read/write heads: 45.10.00, 80.10.00 

READZ: 65.10.30 

Real arithmetic: 70.10.20 

Real numbers: 80.60.00 

Output of large; 70.10.20 
Multiplication of large: 70.10.20 
Record 

Layout: 30.40.00 
Length: 80.40.00, 80.40.10 
Length, computing: 80.50.00 
Length, shortening: 80.60.00 
Number: 85.10.30 
Size; 15.10.70 
Records; 80.20.00 
Recovery: 15.20.60 
Replacement selection: 75.30.10 
Resident monitor: 65.10.10 
Rotational delay: 45.10.00 
Rounding: 70.10.20 
Route accounting: 20.60.01 
Route slip: 20.10.20 
Run book; 15.20.70 

Running time, factors affecting: 80.01.00, 80.40.00, 85.10.20, 85.10.30 
SAC (see “storage access channel”) 

Sales analysis: 10.40.30 

Sample documents: 10.10.00 

Satellite cartridge: 50.01.00 

SCA (see “synchronous communications adapter”) 

Scientific Subroutine Package: 20.60.01 
Scratch disk: 50.01.00 
SDFIO: 65.10.30 
SDFND: 65.10.30, 70.50.20 
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Searching an index: 85.10.10 
Sectors: 45.10.00, 80.10.00, 80.40.00 
Utilization: 80.40.00 
Seek time: 45.10.00 
Selective sorting: 75.30.10 
Selective tracing: 30.20.00 

Sequential organization (see “disk data file, organization, sequential”) 

Serial numbering: 20.10.20 

SFIO: 65.10.30 

SKIP: 70.20.10, 70.20.20 

SOCAL: 65.10.10, 65.10.20, 70.50.20, 85.10.10, 90.10.10, 90.20.20, 
90.20.30, 90.30.40 
SOCAL area: 65.10.30 

Sorting: 15.10.10, 15.10.20, 75.01.00, 75.10.00, 85.30.10 
Mechanical: 70.40.20, 75.20.20 
1130 flowchart: 75.40.00 
Sort phases: 75.10.00 
SQRT: 70.50.20 
Stabilization time: 45.10.00 
STACK: 70.20.10 
Stacker select: 25.40.30 
Standard precision: 80.50.00, 80.60.00 
Arithmetic: 70.10.20 
Standards 

Documentation: 25.10.00 
Error handling: 25.10.00 
FORTRAN labels: 25.10.00 
Programming: 25.10.00 
Statistical System: 20.60.01 
Stock status: 15.10.40 
STOP: 45.05.30, 70.20.10 
Storage access channel: 45.45.00 
Storage costs: 15.10.80 
♦STORE: 60.30.20 
♦STORECI: 65.10.40 
Store core image: 60.30.20 
♦STOREDATA: 80.30.20, 80.70.10 
Store data core image: 60.30.20 
Strategy, testing: 30.10.00 
STRESS: 20.60.01 
String: 75.10.00 
SUB: 70.10.30 
Subjob: 55.10.00 

Subprograms, subtypes of: 65.10.10 
Subroutine library : 50.01.00 
Subroutines: 25.30.20, 70.50.01 

Devices not on your system: 60.20.20 
Logarithmic: 60.20.20 
Long argument lessons: 70.50.10 
Trigonometric: 60.20.20 
Unlikely to be used: 60.20.20 
Subtrahend: 70.10.30 
SUFIO: 65.10.30 
Supervisor program: 50.01.00 
Survey: 10.10.00 
Survey questionnaire 

Accounts payable: 10.40.50 
Accounts receivable: 10.40.20 
Billing: 10.40.10 
Inventory: 10.40.40 
Payroll: 10.40.60 
Sales analysis: 10.40.30 


Synchronous communications adapter: 45.50.00 

System overlay: 65.10.30 

Systems cartridge: 50.01.00 

Systems testing: 30.10.00 

Table lookup: 25.10.00 

Tag: 75.10.00 

Tag sort: 75.10.00, 75.30.20 

Teleprocessing: (see “synchronous communications adapter”) 
Temporary indicator: 55.10.00 
Test decks: 30.10.00 

Testing: 30.10.00, 30.20.00, 30.30.00, 30.40.00 
Throughput (see “running time, factors affecting”) 

Time 

Rotational delay: 45.10.00 
Stabilization: 45.10.00 
Stamps: 20.10.20 
Timing: 70.60.10 

Trace: 30.20.00, 30.30.00, 45.05.20, 70.10.20, 70.20.20, 70.50.20 

Transfer vector: 65.10.10 

Transmittal slip: 20.10.20 

TSTOP: 30.20.00 

TSTRT: 30.20.00 

Type Composition: 20.60.01 

TYPER: 70.20.10, 70.20.20 

TYPEZ: 65.10.30 

UA (see “user area”) 

UDISK: 65.10.30 
UNPAC: 70.30.00, 70.40.10 
Unused area: 65.10.70 

User area: 60.10.40, 60.20.20, 80.30.20, 80.70.10 

Variable precision arithmetic (see “arithmetic, variable precision”) 

Variable summary sheet: 25.30.10 

Verifier: 20.10.10 

WHOLE: 25.40.40, 70.10.20 

Work Measurement Aids: 20.60.01 

Working storage: 60.10.30, 60.20.20, 80.30.20, 80.70.10 

WRTYZ: 65.10.30 

WS (see “working storage”) 

X-punch: 70.40.20 
Zero balance: 20.10.20, 25.40.40 
Zone punch: 20.30.10, 70.40.10, 70.40.20 
IDUMY: 60.20.10 

11-punch: 70.20.10, 70.40.10, 70.40.20 

11- zone: 70.40.20 

12- punch: 70.40.20 
12-zone: 70.40.20 
941 report: 25.40.70 

1055 Paper Tape Punch: 45.25.00 

1130 Configurator: 45.55.00 

1131 Central Processing Unit: 90.30.20 

1132 Printer: 45.05.10, 45.15.00, 70.20.10, 90.30.20 
1134 Paper Tape Reader: 45.25.00 

1231 Optical Mark Page Reader: 45.40.00 
1403 Printer: 45.05.10, 45.15.00, 70.20.01, 90.30.20 
1442 Card Read Punch: 45.20.00, 70.20.10, 90.30.20 
Model 5 Card Punch: 45.20.00 
1627 Plotter: 45.30.00, 90.30.20 
2250 Display Unit: 45.35.00 
2315 Disk Cartridge: 45.10.00, 80.10.00 
2501 Card Reader: 45.20.00, 90.30.20 
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